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An anamorphic attachment (3) for purposes of ?lming 
and reproduction to be used in conjunction with a basic 
lens (2). At the attachment (3) there is a ?rst subsystem 
(8) serving the main purpose of enlargement in a ?rst 
direction and a second subsystem (7) serving the main 
purpose of enlargement in a direction vertical to the 
?rst direction. The ?rst subsystem (8) contains a posi 
tive front lens group (12) and a negative rear lens group 
(13). The second subsystem (7) a negative front lens 
group (9) and a positive rear lens group (10). The sec 
ond subsystem (7) is located between the ?rst subsystem 
(8) and the basic lens (2), providing that the adjacent 
negative lens groups (13, 9) of the two subsystems (8, 7) 
may also be exchanged. If the basic lens (2) is set to a 
focal length Fg and the attachment to the object dis 
tance “in?nity” and the total focal length is Vl-Fg in 
the ?rst direction and the total focal length V2-Fg in the 
second direction, the attachment is devised in a way 
that the condition 
(Vl/V2)2~0.85§Vl<V2§l.15-(V2/Vl)2 is complied 
with. 

12 Claims, 5 Drawing Sheets 
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ANAMORPHIC ATTACHMENT FOR PURPOSE 
OF FILMING AND REPRODUCTION TO BE USED 

TOGETHER WITH A BASIC LENS 

BACKGROUND OF THE INVENTION 

The invention relates to an anamorphic attachmentv 
for use with the basic lens system of a camera for pur 
poses of ?lming and for use with the basic lens system of 
a projector or the like for purposes of reproduction, 
with a ?rst lens subsystem of the attachment serving the 
main purpose of enlargement in a ?rst direction and a 
second lens subsystem serving the main purpose of 
enlargement in a direction perpendicular or vertical to 
the ?rst direction, the ?rst subsystem containing a posi 
tive front lens group and a negative back lens group and 
the second subsystem a negative front lens group and a 
positive back lens group. Such an anamorphic attach 
ment may be used either for purposes of ?lming, that is 
as an attachment to a camera, or for reproduction, that 
is as an attachment to a projection system. In both cases 
the attachment serves the purpose of obtaining different 
enlargements in two directions perpendicular to each 
other, in particular of the horizontal and the vertical 
direction. A lens group may also consist of a single lens. 
US. Pat. No. 3,041,935 of Jacobsen shows an ana 

morphic attachment of the type described at the outset. 
The attachment is composed of two lens subsystems. 
The ?rst subsystem has anamorphic properties in the 
?rst direction. The second subsystem has anamorphic 
qualities in the second direction that is perpendicular to 
the ?rst direction. The first subsystem begins with a 
divergent or negative lens as from lens group and ends 
with a convergent or positive lens as rear lens group. 
The subsystem forms an afocal system. The second 
subsystem begins with a positive, cylindrical lens, i.e. 
with a convergent lens, as front lens group and ends 
with a negative lens as rear lens group. Also the second 
subsystem is afocal. Both subsystems lead to a different 
enlargement in the respective directions. The anamor 
phic factor is a result of the ratio of the enlargements in 
these two directions. If the front lens group of the sec 
ond subsystem consists of a single lens, and is not di 
vided into two lenses, there is no possibility of focus 
sing. An attachment of this type may only be used for a 
certain distance. However, if the front lens group of the 
second subsystem is divided into two cylindrical lenses, 
focussing becomes possible. The division of the front 
lens group of the second subsystem is subject to the 
prerequisite that the air space between the two cylindri 
cal lenses of the front lens group of the second subsys 
tem is determined by the air space between the front 
lens group and the rear lens group of the ?rst subsys 
tem. Then, it is possible to combine the two cylindrical 
lenses, which are located in the same place, to a spheri 
cal lens, since their focal lengths are in accordance. The 
basic lens must be readjustable. The lenses of both sub 
systems, however, do not only have the effect in the 
desired direction but inevitably also in the other direc 
tion. It is very difficult to correct the resulting image 
distortion. Besides, correction is con?ned to small en 
trance pupils. If the diameter of the entrance pupil of 
the basic lens is greater than 30 mm, then the attach 
ment may not be corrected, unless the attachment is 
longer than 300 mm. However, this would mean too 
much effort, which is why this system cannot be used 
for greater entrance pupils. Another disadvantage is 
that in the case of the embodiment which may be fo 
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2 
cussed the anamorphic factor, that is the ratio of the 
enlargements in the one and the other direction or the 
ratio of the focal lengths in the one to the other direc 
tion changes tremendously. 
The change of the anamorphic factor when focussing 

should be as small as possible. An anamorphic attach 
ment for a basic lens is known from DE-OS 36 29 438, 
where a different principle is applied. It provides for a 
?rst subsystem in which spherical lenses are used so that 
the characteristics in both directions, which are vertical 
to each other, are the same. This subsystem is composed 
of spherical lenses and linked to a second subsystem 
which eliminates the effect of the ?rst subsystem in only 
one of the two directions. The advantage of this princi 
ple is that the focussing is possible by means of the 
anamorphic attachment located in front of the basic lens 
without requiring that the basic lens be readjusted. An 
other advantage of this principle consists in that it leads 
to no enlargement in one direction, i.e. there is a repre 
sentation ratio of 1:1. Hence, this anamorphic attach 
ment leads to only minor, negligible image distortion in 
this direction. Only the image distortion into the other 
direction needs to be corrected. The disadvantage of 
this principle is that the correction of the image distor 
tion may only be done for small image angles. 

SUMMARY OF THE INVENTION 

It is the object of the invention to create an anamor 
pic lens system attachment of the type described at the 
outset for which it is possible to correct image distor 
tion for greater image angles than has been possible 
with prior art systems. 

This is achieved, in accordance with the invention, 
by locating the second lens subsystem thereof between 
the first subsystem and the basic lens of the camera or 
projector with which the attachment is used, the two 
lens groups installed next to each other being exchange 
able, and by designing the attachment in a way that, if 
the basic lens is set to a focal length Fg and the attach 
ment focal length to the object distance in?nity such 
that the total focal length is Vl - Fg in the ?rst direction 
(where V1 is the enlargement or magni?cation in one of 
the mutually perpendicular directions) and the total 
focal length in the second direction is VZ-Fg, the 
(where V2 is the enlargement or magni?cation in the 
other one of the mutually perpendicular directions) 
condition (Vl/V2)2-0.85§Vl<V2§1.15-(V2/Vl)2 is 
complied with. The front lens groups and the rear lens 
groups of the two subsystems are not located in an 
interlaced way as in prior art, but each subsystem with 
its front and its rear lens group remains linked accord 
ing to a ?rst possibility, the front lens group being sepa 
rated from the rear lens group in each subsystem by an 
air space not equal zero. On the side of the attachment 
facing the object the complete ?rst subsystem is located 
whose front lens group is positive, i.e. it consists of one 
or several lenses which as a whole have convergent 
qualities, followed by the rear lens group of the ?rst 
subsystem composed of one or several lenses having 
negative, i.e. essentially divergent properties. The sec 
ond subsystem, whose front lens group is negative and 
whose rear lens group is positive, is located behind this 
?rst subsystem. Hence, this second subsystem is located 
at the side of the attachment facing the basic lens and 
thus the focal plane. Since each of the two subsystems 
are preserved and their arrangement is not affected by 
sections of the other subsystem, it is possible to correct 
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image distortion in a simple way, because the correction 
within a subsystem is only adjusted for the effects in the 
direction in which the relevant subsystem is active. In 
other words, image correction in one subsystem does 
not signi?cantly affect image correction in the other 
subsystem. This autonomous image distortion correc 
tion in the one direction and in the other direction may 
be effectuated with far less difficulty than a common 
image distortion correction which needs to act upon 
both directions at the same time, as is the case in prior 
art. The arrangement of the two subsystems which 
follows a different principle than in prior art, that is 
adding the ?rst subsystem in front of the second subsys 
tem, as seen from the basic lens, surprisingly brings 
about the additional advantage that focussing becomes 
possible by joint moving of the rear lens group of the 
?rst subsystem and the front lens group of the second 
subsystem relative to the focal plane. In the course of 
this process, the rear lens group of the second subsys 
tem and the basic lense are following along. This may 
be realized via a radial cam dependent on the joint 
moving of the rear lens group of the ?rst subsystem and 
the front lens group of the second subsystem. Amaz 
ingly; when focussing the change in the anamorphic 
factor is relatively small. According to the design of the 
attachment, the effort and the purpose the percentage 
change of the anamorphic factor amounts to values in 
between some l0ths % to approx. 1% with an average 
anamorphic factor of 4:3 and up to approximately 4% 
with an anamorphic factor of about 2:1. Another advan 
tage of the new attachment is that, when using an at 
tachment which is corrected in regard to image distor 
tion, the image distortion of the basic lens is not signi? 
cantly enhanced by the attachment, which signi?es that 
such a corrected attachment may also be used with 
highest-resolution basic lenses without causing a recog 
nizable change in the total resolution capacity. In the 
second possibility, according to the invention, the se 
quence between both divergent lens groups is inverted. 
This leads to the possibility to combine the lenses of 
both lens groups and, in this way, to reduce the number 
of lenses. Also cylindrical lenses with intersecting axes 
may be used. It it also possible to utilize lenses with 
cilindrical or spherical surface. By exchanging the rear 
lens group of the ?rst subsystem and the front lens 
group of the second subsystem the common basic arran 
gement-positive lens group, negative lens group, nega 
tive lens group, positive lens group-is not discarded. 
For the adjustment of different object distances (fo 

cussing) the front lens group of the second subsystem 
and/or the rear lens group of the ?rst subsystem may be 
movable in a way that also the rear lens group of the 
second subsystem and the basic lens are following 
along. With this, the distance between the ?rst surface 
of the ?rst subsystem and the focal plane of the basic 
lens is kept constant. Therefore, the distance between 
attachment and basic lens does not change. If, however, 
the distance between attachment and basic lens changes, 
the result will be a different distance between the ?rst 
surface of the ?rst subsystem and the focal plane of the 
basic lens. Such focussing offers the advantage that the 
anamorphic factor remains approximately constant 
throughout the applied focussing range. 

If all lenses used for the attachment possess refractive 
indices which do not differ from one another by more 
than 5%, the result will be extraordinarily good image 
quality. 
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4 
For image distortion correction there exists also the 

possibility that the front lens group and/or the rear lens 
group of the second and/or the ?rst subsystem com 
prise at least two lenses with different Abbe coeffici 
ents. This renders it possible to achieve very good color 
correction by means of using only four lenses in each 
subsystem divided into two lenses for the front lens 
group and two lenses for the rear lens group. In each 
section two types of glass with essentially similar refrac 
tive indices and different Abbe coefficients are used 
accordingly. 
There exists the possibility that the lenses installed at 

the attachment are harmonized i.e., have thicknesses 
and radii of curvature calculated in such a way that the 
prescribed anamorphic factor (V UV 2) (nominal value) 
is achieved between “in?nity” and minimum object 
distance. Hence, the prescribed anamorphic factor is 
not reached at “in?nity” but at an intermediate position 
of the focussing. In this way, it is possible to minimize 
the percentage deviation of the anamorphic factor. If 
the sequence of the two divergent lens groups which 
face each other is inverted, it becomes feasible to com 
bine at least one lens group with the adjacent conver 
gent lens group to a lens group. This helps reduce the 
number of lenses at the attachment. 

BRIEF DESCRIPTION OF THE DRAWING 

Basic design and preferred embodiments of the inven 
tion are described in a more detailed way in the draw 
mgs. 
FIG. 1a shows the ?rst basic design and arrangement 

of the subsystems at the attachment in connection with 
the basic lens, 
FIG. 1b shows the second possibility of arrangement 

in accordance with the invention, 
FIGS. 2.1-2.11 show the image distortion curves for 

the attachment of an embodiment example 1 as repre 
sented also in FIG. In, 
FIG. 3 shows the arrangement and design of the 

attachment lenses of an embodiment example 2, 
FIGS. 4.1-4.11 show the image distortion curves 

pertaining to embodiment example 2 and 
FIGS. 5.1-5.11 show the image distortion curves 

pertaining to an embodiment example 3. 

DETAILED DESCRIPTION 

FIG. 10 represents the most simple embodiment pos 
sibility of the attachment of this invention and, at the 
same time, the basic arrangement and design. In FIG. 1a 
the optical axis 1 of a basic lens 2 (i.e., the existing lens 
or lens system of a camera or projector) and an anamor 
phic attachment 3 that embodies principals of the inven 
tion are shown. At the side of the attachment 3 not 
facing the basic lens 2 an object plane 4 perpendicular to 
the optical axis 1 is indicated as for example, the object 
position when ?lming or in the form of a screen when 
reproducing. At the other side there is a focal plane 5 in 
which the ?lm rests when ?lming or reproducing. The 
distance 6 between the entrance surface of the attach 
ment 3 and the focal plane 5 is prede?ned as ?xed value. 
The attachment 3 contains a second subsystem 7 and a 
?rst subsystem 8 as known from prior art (FIGS. 1 and 
3 of the US. Pat. No. 3,041,935) of course the designa 
tions “?rst” and "second” are arbitrary and are used 
herein for purposes of illustration. The second subsys 
tem 7 is designed and devised for the enlargement into 
the one direction, for example into the x-direction (i.e., 
in the plane of the drawing sheet), and consists of a front 
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lens group 9 in the most simple case of one negative, i.e. 
divergent lens and of a rear lens group 10 in the most 
simple case of one positive, i.e. convergent lens. For 
advanced types, as explained by means of FIG. 3, the 

6 
the number of lenses. Lens groups 10 and 13 and/ or lens 
groups 9 and 12 may be combined to one lens each. 

Embodiment example 1 

front lens group 9 may be composed of several len- S This most simple embodiment example 1 is structured 
ses—as a whole essentially negative-and the rear lens in a way that the entire attachment consists of only four 
group 10 of several lenses-all in all essentially positive. lenses whose basic arrangement and physical shape is 
Between front lens group 9 and rear lens group 10 an air represented in detail in FIG. 1a. Such an attachment 3 
space 11 not equalling zero is provided for. It is the can be used for television projection systems in which 
second subsystem 7, and not the ?rst subsystem 8 that 10 one picture tube is provided for each of the three basic 
achieves an enlargement in the viewed and represented colors red, blue and green. For each basic color a basic 
x-direction, which is the reason why a front lens group lens 2 and a pertaining attachment 3 is provided. This 
12 formed in the range of the ?rst subsystem 8 and a rear renders color correction unnecessary; this explains why 
lens group 13, are represented in the common plane of a total of four lenses will suf?ce for each attachment 3. 
representation of FIG. 1a (ii-direction) as lenses con- 15 For each attachment the same four lenses are inserted, 
?ned by ?at surfaces. Indeed, also in this case the front while merely the adjustment of the four lenses is opti 
lens group 12 in its most simple form may consist of a mized according to the speci?c color. The following 
single lens, and in more advance forms of several lenses. numbers for the ?rst and every ensuing embodiment 
In a likewise manner, the rear lens group 13 of the ?rst example are as a rule speci?ed in mm. 
subsystem 8 consists in its most simple form of one lens, 20 
and in more advanced forms of several lenses. The lens _ 
or lenses of the front lens group 12 and of the rear lens 5°C“ lmg‘h °f "1° has?“ 1"“ Fg j 20°00 

. . ocal length of the basic lens Fx = 171.31 
group 13 of the ?rst subsystem 8 are not effective in the and of ‘he amchmem (mire symm) 
x-direction (i.e., perpendicular to the plane of the draw- in the ?rst direction (horizontally) 
ing sheet). In the y-direction the lens or lenses of the 25 Focal length Ofthe basic ‘9115 FY = 22799 
front lens group 12 are positive and the lens or lenses of ‘.md "f ‘he am?hm?m ("m9 symm) 

. . . . 1n the second direction (vertically) 

the rear lens group 13 negative. Also in this case, cylin- Number of glass surfaces 10 
drical lenses are used. Between the front lens group 12 (attachment + basic lens) 
and the rear lens group 13 of the ?rst subsystem 8 an air Numb" QT °°l°rs 4 
space 14 is provided for which also does not equal zero. 30 
For the focussing, the rear lens group 13 of the ?rst The attachment comprises glass surfaces 1 through 8, 

Subsystem 8 and the from lens group 9 of the Second whereas glass surfaces 9 and 10 belong to the basic lens 
Subsystem 7 are moved Simultaneously according to 2, the basic lens 2 having been input as ideal lens, i.e. 
arrow 15 relative to the from lens group 12 of the ?rst free of image distortion, into the calculation for the 
subsystem 8, while the rear lens group 10 of the second 35 dimensioning of the attachmentv 
Subsystem 7 and the basic lens 2 may follow along ac‘ The calculation was done with the four following 
cording to arrow 15- Naturanyi focussing can be done colors in the four speci?ed wave lengths green, red, 
in the inverted way. This depends only on the relative blue and green; 
motion. 
As to the basic arrangement of the two subsystems 7 40 

and 8, it must be noted that these subsystems 7 and 8 are 1 587-5618 
not interlaced as customary in prior art, but that the g 232%? 
second subsystem 7 and also the ?rst subsystem 8 are 4 5237:5613 
arranged as individual and separate neighboring units, 
the subsystem 7 havin to be located entirel between 45 . . . 
the subsystem 8 and thi basic lens 2, and not zice versa. In ‘h? followmg table the cyluidncial surfaces C.S and 
The second possibility of basic arrangement is repre- sphpncal Surfaces RS are dlstmgulsh.ed accordlilg to 

sented in FIG. 1b. It may be distinguished from the m?" form‘ The secpnd column contams the radn’ the 
possibility shown in FIG. 10 only in that the rear lens thud column the dlstances.and the foplfth colmfm the 
group 13 of the ?rst subsystem 8 and the front lens 50 relevant types of glass’ 8 km symbohzlpg ‘.m 2.1“ gap‘ 
group 9 of the second subsystem 7 are located in an The last three columns show the refractive indicesz 

I form radii distances glass refractive indices 

0 1.00000 1.00000 1.00000 
1 cs 630.493 28.025 LaK 8 1.71300 1.70897 1.72222 
2 Rs In?nite 102.508 - 1.00000 1.00000 1.00000 
3 Rs -6370.000 29.109 LaK 8 1.71300 1.70897 1.72222 
4 cs 600.068 5.470 - 1.00000 1.00000 1.00000 
5 CS -461.85i 33.280 LtiK 3 1.71300 1.70897 1.72222 
6 RS In?nite 29.649 _- 1.00000 1.00000 1.00000 
7 R8 In?nite 41.102 LaK 8 1.71300 1.70897 1.72222 
8 cs 454.799 840.000 - 1.00000 1.00000 1.00000 
9 R8 103.360 10.000 BK 7 1.51432 1.51432 1.52238 
10 RS In?nite 0.000 - 1.00000 1.00000 1.00000 

exchanged way. In both cases (FIG. 10, FIG. 1b) the 65 The next table speci?es the arrangement of the cylin 
basic sequence at the attachment 3—-positive lens group, 
negative lens group, negative lens group, positive lens 
group-is maintained. This renders it possible to reduce 

drical and of the spherical axes for the transfer surfaces. 
It may be recognized from the ?rst two columns that 
the centers of the spheres are situated on the optical 
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axis. The third column speci?es that the cylindrical axes 
must be arranged in a vertical and linear way to the 
optical axis. In the fourth column a zero signi?es hori 
zontal direction and a 90 vertical direction. In the ?fth 

8 
phic factor deviates between 0.17 and —0.l8%. This is 
a very small deviation and thus an excellent value. 
The various drawings in FIG. 2 show the image dis 

tortion curves of the attachment according to the em 
column the diameters of the various lenses are listed. 5 bodiment example 1 in connection with an ideal (error 
The two last columns contain the maximum dimensions free) lens 2. FIG. 2.1 shows the spherical aberration 
of the cylindrical lenses in .horizontal direction x and deltaSx of the attachment in the horizontal direction 
vertical direction y. with the basic lens 2 assumed as errorfree. FIG. 2.2 

1 0.0000 0.0000 90.0000 90.0000 126.000 126.000 89.500 
2 0.0000 0.0000 2280.220 2280.220 2280.220 
3 0.0000 0.0000 248.258 248.258 248.258 
4 0.0000 0.0000 90.0000 90.0000 215.071 161.659 141.852 
5 0.0000 0.0000 90.0000 0.0000 215.071 161.659 141.852 
6 0.0000 0.0000 2000.000 2000.000 2000.000 
7 0.0000 0.0000 2000.000 2000.000 2000.000 
8 0.0000 0.0000 90.0000 0.0000 2014.110 2000.000 237.988 
9 0.0000 0.0000 88.706 88.706 88.706 
10 0.0000 0.0000 88.706 88.706 88.706 

Focussing leads to the following conditions: 20 
The distance between the entrance surface at the shows the spherical aberration deltaSy of the attach 

front lens group 12 of the ?rst subsystem and the focal ment in vertical direction dependent on the f-nurnber R. 
plane 5 is 1316.382 and is constant. FIG. 2.3 shows the image ?eld curvature delta s in the 

In the present table which applies to focussing to horizontal direction, whereas FIG. 2.4 shows the verti 
various distances the change in air space 14 (15(2)) and 25 cal and FIG. 2.5 the diagonal direction, x correspond 
11 (E(5)) and the percentage change of the anamorphic ing to the horizontal, y to the vertical and D to the 
factor are listed in the following columns: diagonal dimensions of the image half. The full lines 

show the meridional and the dotted lines the sagital 
image ?eld curvatures. FIGS. 2.6, 2.7 and 2.8 show the 

I ‘M51523: cm‘ E (2) E (5) (“FY/PX) 30 distortion in horizontal, vertical and diagonal direction. 
m fee, mm mm % FIGS. 2.9 and 2.11 show the the transfer funct1on of the 

In?nity 9.100 12906‘ __0‘18 attachment and the basic lens. The image dimensions 
100.00 10193 127499 _0'17 are out11ned at the hor1zontal axes 1n the directions x, y 

260.00 10.606 127.089 -0.16 and D. The curves show the transfer functions of an 
65-00 10-937 126-657 -°-16 35 object with a sinus-shaped intensity distribution, for 24 
3500 “0'00 gig: :82: or 48 cycles/mm in the focal plane. The curves in full 

10000 13,033 123,330 __0‘12 lines correspond to the state when the maxima and the 
25.00 13.902 122.805 -0.11 minima are parallel to the vertical axis. The dotted 

75-00 14355 ‘22-217 *0“ curves show the same parallel to the horizontal axis. 
zo'oo 60m 35:23‘; :gg 40 FIG. 3 represents a second embodiment example 
1700 16190 119347 _0'08 having an arrangement of the kind whose principle is 

50.00 17.019 118.777 -0.o7 already known from FIG. 1a. Only that in this place the 
15-00 17-149 118-613 -°-°6 design of the attachment 3 is shown in greater detail. 
12.50 4500 i828: “2:22 :33; The second subsystem 7 also consists of a front lens 

4000 19033 “6193 _0_04 45 group 9 and a rear lens group 10. The front lens group 
1100 20.129 114.788 -0.02 9 is composed of two puttied lenses whose divergent 

35-00 20-479 114-342 -°~°2 effect is essentially limited to the horizontal direction. 
9'50 3000 232(1): “3;: 83(1) As can be seen from the following calculation of the 
850 3453 110555 0_02 embodiment example 2, there is also a slight effect in the 

25.00 25.154 108.398 0.04 50 vertical direction. Also the rear lens group 10 of the 
7-50 25-417 1088065 004 second subsystem 7 consists of two lenses exerting con 
7 00 2100 322?‘; {$233 8% vergent (positive) action in the horizontal direction. 

' 22m 27:4o9 105549 0:07 To the left of the rear lens group 10 there is, also in 
6.50 28.006 104.797 0.07 this embodiment, the basic lens 2 (not represented). 

21-00 23308 104-416 093 55 Also front lens group 12 of the ?rst subsystem 8 and 
6'00 19 00 3'23? 8% rear lens group 13 of the ?rst subsystem 8 consist of two 
550 ' 31570 100524 0:11 lenses acting in vertical direction. The two lenses of the 

18.00 31.627 100.252 0.12 front lens group 12 have a positive, i.e. convergent 
59‘) 33-906 97-407 01“ effect and the two lenses of the rear lens group 13 have 
4'80 ‘6'50 22:32; 32:32; 8:}; 60 a divergent, i.e. negative effect. In FIG. 3 the design of 

1550 35413 95_53| 015 the eight lenses in horizontal direction is represented in 
4.60 36.156 94.609 0.16 full lines and in vertical direction in dotted lines. 

15-00 36-328 “395 0J6 .In the following the embodiment example 2 repre 
“0 36-783 93-830 °-" sented in FIG. 8 is speci?ed in the ensuing tables which 

65 are to be interpreted analog to the embodiment example 
This illustrates that the exact anamorphic factor is 

reached at a distance of 9.5 m and that between 4.5 m 
and in?nity the percentagewise change of the anamor 

1. The embodiment example 2 can be used for television 
projection systems in which only one color picture tube 
is provided for all three basic colors. This renders color 
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correction necessary. The front lens group and the rear continued 
lens group of the two subsystems consist of two lenses 
each so that a total of eight lenses (complete color cor- Dismce fed is‘) Eng) dGé/F‘) 
rection) is mounted at this attachment 3. Image repre- ‘600 I8 898 81793 002 
sentanon of a s1m1lar hlgh quallty as 1n the embodiment 5 1500 19766 80757 005 
“ample 1 15 achleved~ 14.00 20.763 79.567 0.12 
The following values apply for the embodiment ex- 13.00 21.924 78.185 0.21 

ample 2. 12.00 23.2903 76.562 0.31 
11.60 23.907 75.828 0.35 
1 1.00 24.922 74.626 0.43 

P8 = ‘23 27 10 10.60 25.668 73.744 0.48 
H ___ 104'“ 10.00 26.907 72.279 0.57 
Fy _ “7'38 9.60 27.824 71.196 0.63 

7 ' 9.00 29.368 69.379 0.74 

Number of glass surfaces 14 8.50 30.835 67.653 0.84 
Number of colors 4 8.00 32.503 65.605 0.95 

1 546.0740 15 7.70 33.618 64.389 1.02 

2 643.8469 

1 2123313 The relevant image distortion curves for the embodi 
‘ ment example 2 can be found in the several drawings of 

FIG. 4, the diagrams having to be interpreted in the 

1 form radii distances glass refractive indices 

0 1.00000 1.00000 1.00000 
1 CS 299.799 21.906 1.6K 8 1.71616 1.70962 1.72298 
2 C8 -253.935 4.529 SF 1 1.72311 1.71141 1.73610 
3 RS In?nite 18.071 - 1.00000 1.00000 1.00000 

4 RS In?nite 17.556 8F 1 1.72311 1.71141 1.73610 
5 cs -243.608 3.608 1.8K 8 1.71616 1.70962 1.72298 
6 c8 297.511 14.977 - 1.00000 1.00000 1.00000 

7 c8 _477.500 9.085 1.6K 8 1.70962 1.70962 1.72298 
8 cs 331.901 14.086 SF 1 1.72311 1.71141 1.73610 
9 RS 5088.330 82.735 - 1.00000 1.00000 1.00000 
10 RS In?nite 8.517 SF 1 1.72311 1.71141 1.73610 
11 (:8 408.120 13.791 LaK 8 1.71616 1.70962 1.72298 
12 c8 -502.661 348.500 - 1.00000 1.00000 1.00000 

1 0.000 0.000 90.000 0.000 129.000 0.000 106.000 100.000 
2 0.000 0.000 90.000 0.000 2005.910 0.000 2200.000 153.868 
3 0.000 0.000 2064.001 0.000 2000.000 510.000 
4 0.000 0.000 2000.000 0.000 2000.000 2000.000 
5 0.000 0.000 90.000 0.000 2008.288 0.000 2000.000 182.262 
6 0.000 0.000 90.000 0.000 450.289 0.000 238.039 382.227 
7 0.000 0.000 90.000 90.000 305.266 0.000 238.039 191.114 
8 0.000 0.000 90.000 90.000 9990.990 0.000 394.563 9990.990 
9 0.000 0.000 197.282 0.000 197.282 197.282 
10 0.000 0.000 90.000 90.000 2648.601 0.000 1872.844 1872.844 
11 0.000 0.000 90.000 90.000 1077.572 0.000 761.959 761.959 
12 0.000 0.000 90.000 90.000 81.800 0.000 81.800 81.800 
13 0.000 0.000 68.667 0.000 68.667 68.667 
14 0.000 0.000 68.667 0.000 68.667 68.667 

The zeros in the antepenultimate column signify that 
there is no central vignetting. 
The following conditions result when focussing: 
The distance between the entrance surface at the 5 

front lens group 12 of the ?rst subsystem and the focal 
plane 5 is 685.930 and constant. 

In the present table, valid for focussing, the change in 
air space 14 (E(3)) and 11 (E(9)) for the various dis 
tances and the percentage change of the anamorphic 
factor are listed in the following columns: 

55 

E (3) E (9) d(Fy/Fx) 
Distance feet mm I mm % 6O 

In?nity 6.500 96.719 - 1.03 
200.00 7.493 95.565 —0.95 
100.00 8.444 94.405 -0.87 
75.00 9.083 93.627 —0.81 
50.00 10.369 92.062 -0.70 
30.00 12.984 88.897 -0.49 65 
25.00 14.312 87.295 -0.38 
20.00 16.330 84.868 —0.22 
18.00 17.466 83.506 —0.13 
17.00 18.138 —0.08 82.701 

same way as explained for FIG. 2. The following data 
gives information on the quality of the attachment: e.g. 

0 at a distance of 5 m from the ?rst surface the maximum 
color deviation (440 and 660 nm) is smaller than 20 mm 
in both directions. At this distance, the spot diameter is 
for all colors smaller than 0.5 mm if the image is an axial 
image. The distance of a point with the coordinates 680 
mm in the x-direction and 380 mm in the y-direction 
from the optical axis is smaller than 0.7 mm. 

Embodiment Example 3 
This embodiment example is particularly appropriate 

for professional photography at high speeds. 
In this case, the following data applies: 

Fg = 100.00 
F11 = 62.71 

Fy = 131.00 

Number of glass surfaces 14 
Number of colors 4 
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l fonn radii distances glass refractive indices 

0 _ _ 1.00000 1.00000 1.00000 

1 C8 394.285 15.291 LaF N21 1.78831 1.78332 1.79992 
2 CS —331.901 6.116 SF 11 1.78472 1.77599 1.80645 
3 C8 In?nite 100.224 — 1.00000 1.00000 1.00000 
4 CS In?nite 10.920 SF 11 1.78472 1.77599 1.80645 
5 CS -257.733 4.160 LaF N21 1.78831 1.79332 1.79992 
6 C8 313.350 4.600 — 1.00000 1.00000 1.00000 
7 CS — 140.753 4.255 LaF N21 1.78831 1.78332 1.79992 
8 CS 60.706 10.500 SF 11 1.78472 1.77599 1.80645 
9 CS 285.948 51.328 — 1.00000 1.00000 1.00000 
10 C8 In?nite 3.255 SF 11 1.78472 1.77599 1.80645 
11 CS 107.283 7.440 LaF N21 1.78831 1.78332 1.79992 
12 C8 - 145.001 49.800 — 1.00000 1.00000 1.00000 

13 RS 51.680 18.900 BK 7 1.51680 1.51432 1.52238 
14 R8 In?nite 0.000 — 1.00000 1.00000 1.00000 

1 0.000 0.000 90.000 0.000 118.072 86.454 97.763 
2 0.000 0.000 90.000 0.000 115.653 83.783 96.174 
3 0.000 0.000 90.000 0.000 113.296 82.509 94.397 
4 0.000 0.000 90.000 0.000 67.758 49.482 61.433 
5 0.000 0.000 90.000 0.000 65.383 47.474 59.748 
6 0.000 0.000 90.000 0.000 63.695 46.709 58.429 
7 0.000 0.000 90.000 90.000 62.881 45.801 57.858 
8 0.000 0.000 90.000 90.000 62.097 45.478 57.530 
9 0.000 0.000 90.000 90.000 60.977 45.223 56.482 
10 0.000 0.000 90.000 90.000 52.280 48.365 47.365 
1 1 0.000 0.000 90.000 90.000 52.071 48.580 47.029 
12 0.000 0.000 90.000 90.000 51.937 48.667 46.326 
13 0.000 0.000 79.907 79.907 79.907 
14 0.000 0.000 79.907 79.907 79.907 

The following conditions result when focussing: 
The distance between the entrance surface at the 30 4=0bjectp1ane 

front lens group 12 of the ?rst subsystem and the focal 
plane 5 is 375.012 and constant. In the present table, 
valid for focussing, the change of the air space 14 (E(3)) 
and 11 (E(9)) for the various distances and the percent 
agewise change of the anamorphic factor are listed in 
the following columns. In this case, the distances are as 
usual for ?lming devices speci?ed as viewed from the 
?lm plane. 

Distance E (3) E (9) d(Fy/Fx) 
in mm mm % 

in?nite 96.425 57.780 4.45 
50.00 96.918 56.975 ‘3.91 
30.00 97.244 56.439 3.55 
20.00 97.648 55.771 3.10 
15.00 98.047 55.104 2.65 
10.00 98.830 53.773 1.75 
7.50 99.593 52.449 0.84 ' 

5.00 101.057 49.823 -0.96 
4.00 102.095 47.876 —2.31 
3.50 102.803 46.499 — 3.27 
3.00 103.702 44.682 -4.54 
2.50 104.868 42.179 -6.32 

The image distortion curves pertaining to the attach 
ment according to the embodiment example 3 may be 
seen in FIG. 5, where the individual drawings are repre 
sented in the same way as represented and explained in 
FIGS. 2 and 4 for the other embodiment examples. 

It should be obvious to those skilled in the art that 
variations and modi?cations of the disclosed embodi 
ments of the invention can be made without departing 
from the scope and spirit of the invention as set forth in 
the following claims. 

List of reference signs 
= optical axis 

2 = basic lens 
3 = attachment 

35 

45 

50 

55 

65 

5=focal plane 
6=distance 
7=second subsystem 
8=?rst subsystem 
9=front lens group 
10=rear lens group 
11 =air space 
l2=front lens group 
13=rear lens group 
l4=air space 
15=arrow 
16=arrow 

I claim: 
1. An anamorphic lens attachment (3) for purposes of 

?lming and reproduction to be used in conjunction with 
the basic lens (2) of a camera or projection system, said 
attachment comprising a ?rst lens subsystem (8) con?g 
ured for enlargement (V1) in a ?rst direction and a 
second lens subsystem (7) con?gured for enlargement 
(V2) in a second direction substantially perpendicular to 
the ?rst direction, said ?rst subsystem (8) including a 
positive front lens group (12) and a negative rear lens 
group (13) and said second subsystem (7) including a 
negative front lens group (9) and a positive rear lens 
group (10), said second subsystem (7) being disposed 
between said ?rst subsystem (8) and the basic lens (2) of 
a camera or projection system, said lens groups of said 
attachment being con?gured and positioned such that 
when the focal length of the basic lens (2) is Fg, and the 
attachment object distance is set to “in?nite”, and the 
total focal length in the ?rst direction is V1 XFg, and 
the total focal length in the second direction is V2 XFg, 
the following condition is met: 
(V1/V2)2X0.85§Vl<V2§1.l5X(V2/V1)2. 

2. An attachment according to claim 1 characterized 
in that all lenses used for the attachment have only 
refractive indices that do not differ from one another by 
more than 5%. 
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3. An attachment according to claim 1 and wherein 
the lenses of the attachment(s) are con?gured such that 
a prede?ned anamorphic factor (V IN 2) (nominal 
value) occurs between an object distance of in?nity and 
the minimal object distance. . 

4. An attachment as claimed in claim 1 and further 
comprising means for adjusting said attachment for 
different object distances, said means including means 
for moving at least some of said lens groups relative to 
others of said lens groups substantially along an optical 
axis (1). 

5. The attachment of claim 4 and wherein the rear 
lens group (13) of the second subsystem 8 and the front 
lens group (9) of the ?rst subsystem (7) are movable 
along said optical axis. 

6. The attachment of claim 5 and wherein the rear 
lens group (10) of the ?rst subsystem (7) and the basic 
lens (2) are movable together along said optical axis. 

7. The attachment as claimed in claim 1 and wherein 
at least one of the lens groups of said attachment is a 
composite lens formed of at least two lenses each hav 
ing a different Abbe coef?cient from the other. 

8. For use with an existing lens system having an 
optical axis, an anamorphic lens attachment comprising 
a ?rst lens subsystem having spaced converging and 
diverging lenses con?gured to enlarge an image in a 
?rst direction transverse to said optical axis and a sec 
ond lens subsystem having spaced converging and di 
verging lenses con?gured to enlarge an image in a sec 
ond direction transverse to said optical axis and substan 
tially perpendicular to said ?rst direction, said lenses of 
said ?rst and second lens subsystems being arrayed 
substantially along said optical axis in converging 
diverging-diverging-converging sequence and wherein 
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14 
the enlargement provided by said ?rst lens subsystem in 
said ?rst direction is V1 and the enlargement provided 
by the second lens subsystem in said second direction is 
V2 and wherein said lens subsystems are con?gured and 
positioned such that when the focal length of the basic 
lens is Fg and the attachment is set for an object dis 
tance of in?nity and the focal length in the ?rst direc 
tion is V] XFg and the focal length in the second direc 
tion is V2 >< Fg, the condition (V IN 2)2 X085 <V 
1<V2<1.15><(V2/Vl)2 is met. ‘ 

9. An anamorphic lens attachment as claimed in claim 
8 and wherein said ?rst lens subsystem is positioned to 
be disposed between said second lens subsystem and the 
existing lens system when the attachment is mounted to 
the existing lens system. 

10. An anamorphic lens attachment as claimed in 
claim 8 and wherein the lenses of said ?rst lens subsys 
tem are interleaved with the lenses of said second lens 
subsystem. 

11. An anamorphic lens attachment as claimed in 
claim 8 and wherein at least some of the lenses of said 
?rst and second lens subsystems are movable along said 
optical axis to adjust said attachment for different object 
distances. 

12. An anamorphic lens attachment as claimed in 
claim 8 wherein the enlargement provided by said ?rst 
lens subsystem in said ?rst direction is V] and the en 
largement provided by said second lens subsystem in 
said second direction is V2 and wherein said lens sub 
systems are con?gured and positioned such that a pre 
established nominal anamorphic factor (V IN 2) occurs 
between an object distance of in?nity and a predeter 
mined minimum object distance. 

8 I # $ t 


