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[57] ABSTRACT 

A retention catheter comprises a length of ?exible tub 
ing having ?rst and second ends, including first, second, 
and third axial lumens running therethrough. The ?rst 
lumen includes ?rst and second apertures located proxi 
mately to the ?rst and second ends of said tubing, and is 
adapted to conduct ?uid therethrough to or from a 
body cavity or vessel through the catheter. First and 
second in?atable balloons are circumferentially dis 
posed about the outside of the tubing located proximate 
to a ?rst end thereof. The ?rst and second balloons are 
separated by a selected distance, and communicate with 
the second lumen through the tubing. The third lumen 
through the tubing terminates at a ?rst end in a ?rst 
aperture located on the outer wall of the tubing be 
tween the ?rst and second balloons and at a second end 
in a vacuum aperture located proximate to the second 
end of the tubing opposite to the balloon end. The cath 
eter is secured by a process which includes the steps of 
?rst inserting the catheter into a body cavity or vessel, 
in?ating the balloons, and pulling a vacuum in the vol 
ume de?ned between the balloons and the inside of the 
wall of vessel or body cavity. 

8 Claims, 2 Drawing Sheets 
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METHOD vFOR ENHANCED RETENTION OF 
BALLOON CATHETER IN BODY CAVITY 

BACKGROUND OF THE INVENTION 

1. Field Of The Invention 
The present invention relates to the ?eld of medical 

instrumentation. More particularly, the present inven 
tion relates to balloon retention catheter devices for 
introducing ?uids and the like into blood vessels, ducts 
and other human and animal body cavities and to meth 
ods for retaining such devices in a ?xed position in the 
human body. 

2. The Prior Art 
Catheter devices are in wide use in various medical 

applications requiring transport of ?uids to and from 
bodily vessels, ducts and cavities. In many catheter 
applications, such as various radiological applications, it 
is important to establish the position of the tip of the 
catheter at a speci?ed location in the body and maintain 
that position during the performance of the medical 
procedure during which the catheter is used. 

Catheters incorporating one or more in?atable bal 
loons as retention devices are known in the prior art. 
Because of the ability of such a catheter to be retained 

, in a ?xed position once it is put into place in a body 
vessel or other passage and the balloon or balloons 
in?ated, such catheter devices have found numerous 
medical applications. 

Balloon retention catheters usually comprise a length 
of ?exible tube having a diameter suitable for a particu 
lar application. The tubing includes a ?rst lumen for 
passage of a ?uid therethrough. The devices further 
include one or more in?atable balloons circumferen 
tially disposed around the outer wall of the catheter. In 
some prior art devices, each balloon communicates with 
its own lumen terminating in an aperture through which 
a ?uid, usually air, may be introduced to in?ate the 
balloon after the catheter has been put in place at a 
desired position in a blood vessel, bile duct, or other 
body cavity. In other prior art devices, both balloons 
communicate with a common lumen terminating in an 
aperture through which the in?ating ?uid may be intro 
duced. 
There are numerous examples of prior art retention 

type catheter devices. U.S. Pat. No. 2,642,874 to Kee 
ling discloses a catheter including two balloons commu 
nicating with a ?rst common in?ation lumen and a 
second lumen terminating at the surface of the circum 
ference of the catheter wall between the two balloons. 
Keeling teaches insertion of the catheter into the penis 
to deliver medication to a selected site along the path of 
the urethra or to remove ?uid from a selected region in 
the urethra by application of a vacuum. 

U.S. Pat. No. 2,704,541 to Wyatt discloses a procto 
scope which may be immobilized at a selected position 
in the bowel by an externally applied vacuum communi 
cating with a pair of opposing circumferentially dis 
posed suction plates. The Wyatt device does not em 
\ploy balloons and relies solely on the suction plates for 
retention. 

U.S. Pat. No. 3,096,764 to Uddenberg discloses a 
device for retention of a cervix during medical proce 
dures. The Uddenberg device comprises a suction cup 
having a mouth for enveloping and retaining a cervix. 

U.S. Pat. No. 3,438,375 to Ericson discloses a reten 
tion catheter for drainage of body ?uids. The Ericson 
device includes a single in?atable balloon located near 
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the tip of the device and positioned relative to a drain 
age opening in a drainage lumen such that. when in 
?ated, the balloon prevents the body cavity walls from 
entering the drainage opening. 

U.S. Pat. No. 4,022,216 to Stevens discloses a urologi 
cal catheter for insertion into a patient‘s bladder. A ?rst 
balloon, located at the catheter tip, acts as a cushion to 
prevent the catheter tip from injuring the bladder wall. 
A second circumferentially disposed in?atable balloon 
acts as a retention device. A drainage opening is located 
between the two balloons. 

U.S. Pat. No. 4,180,076 to Betancourt discloses a 
nasogastric catheter. The Betancourt device includes 
two separately in?atable balloons. Betancourt teaches 
in?ating one or both balloons depending on one of the 
numerous disclosed purposes to which the catheter is 
being put. 

U.S. Pat. No. 4,423,725 to Baran et al. discloses a 
surgical cuff. The Baran et al. device includes three 
circumferentially disposed in?atable cuffs or balloons. 
The center balloon is double walled and the outer wall 
is perforated, allowing introduction of anesthetic to the 
region of body tissue surrounding the cuff. 

BRIEF DESCRIPTION OF THE INVENTION 

According to a ?rst aspect of the present invention, a 
retention catheter comprises a length of ?exible tubing 
having first and second ends, including ?rst, second, 
and third lumens running therethrough. First and sec 
ond in?atable balloons are circumferentially disposed 
about the outside of the tubing located proximate to a 
first end thereof. 
The ?rst lumen includes ?rst and second apertures 

located proximately to the ?rst and second ends of said 
tubing, and is adapted to conduct ?uid therethrough to 
or from a body cavity or vessel through the catheter. 
The ?rst and second balloons are preferably sepa 

rated by a small distance, and communicate with the 
second lumen disposed in the tubing. The end of the 
second lumen opposite to the balloons is adapted to be 
connected to means for in?ating the balloons. 
The third lumen through the tubing terminates at a 

?rst end in a ?rst aperture located on the outer wall of 
the tubing between the ?rst and second balloons and at 
a second end in a vacuum aperture located proximate to 
the second end of the tubing opposite to the balloon 
end. The end of the third lumen opposite to the balloons 
is adapted to be connected to means for pulling a vac 
uum. 

According to the present invention, the catheter is 
inserted in a body cavity and the balloons are in?ated to 
a desired degree by forcing a ?uid, such as water or air 
through the second lumen commonly connected to the ' 
balloons. A vacuum is then drawn through the third 
lumen, thus pulling in the walls of the body cavity in the 
region between the two balloons. The dual action of the 
in?ated balloons and the vacuum results in an improved 
retention of the catheter device. Medication, dyes, gas 
ses, contrast materials, or the like may be introduced, or 
body ?uids withdrawn through the ?rst lumen. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a retention catheter 
according to a presently preferred embodiment of the 
invention. 
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FIG. 2 is a perspective view ofa portion ofthe reten 
tion catheter of FIG. 1 showing the balloons in their 
in?ated position. _ 

FIG. 3 is a cross sectional axial view of the balloon 
end of the catheter of FIG. I inserted in a vessel, illus 
trating the balloons in their in?ated condition with a 
vacuum pulled, showing the retention effect ofthe pres 
ent invention. 
FIG. 4 is a cross sectional view of the catheter of the 

present invention take through lines 4-4 of FIG. 3. 

DETAILED DESCRIPTION OF A PREFERRED 
EMBODIMENT 

Those of ordinary skill in the art will realize that the 
following description of the present invention is illustra 
tive only and not in any way limiting. Other embodi 
ments of the invention will readily suggest themselves 
to such skilled persons. 

Referring ?rst to FIGS. 1, 2 and 4, a retention cathe 
ter 10 according to the present invention comprises a 
length of ?exible tubing 12. Tubing 12 may be formed 
from various materials as is well known in the art. Suit 
able materials include, but are not limited to thermo 
plastics, polyvinylchloride, soft nylon,latex, and ther 
moplastic elastomers. Also included are polyethylenes 
(both high and low density), polypropylenes, ionomers, 
polyesters and polyurethanes. 

Flexible tubing 12 includes ?rst, second, and third 
axially disposed collinear passageways or lumens 14, 16, 
and 18, respectively, disposed therein. In a presently 
preferred embodiment of the invention, ?rst, second, 
and third lumens 14, 16, and 18 are formed into catheter 
10 by extrusion of the catheter tube material as shown in 
cross section in FIG. 4, although other fabrication 
means may be employed. FIG. 4 illustrates one embodi 
ment of the present invention where multilumens are 
employed. The lumens can have different geometric 
con?gurations and need not possess circular cross sec 
tions. Additionally, catheter 10 can be of a co-axial 
design, with one lumen being formed over another in a 
sequential manner. 

First lumen 14 is used to conduct a ?uid through 
catheter 10 and terminates at a ?rst end in one or more 
apertures 20 located proximate to a ?rst end 22 of tub 
ing 12, and at a second end in aperture 24 located proxi 
mate to a second end 26 of tubing 12. In the embodiment 
shown in FIG. 1, a ?tting 28 attached to tube 12 by a 
tube 30 terminating in manifold 32, is used as is well 
known in the art, generally known as a proximal adap 
tor. 16 A pair of spaced-apart in?atable balloons 34 and 
36 are located proximate to ?rst end 22 of tubing 12. 
Balloons 34 and 36 may be formed from various materi 
als depending upon the use to which catheter 10 is to be 
put. Suitable balloon materials include but are not lim‘ 
ited to polyethylenes ionomers, polyvinylchloride, 
polyurethanes, and latex. In one embodiment, balloons 
34 and 36 may be formed from latex by circumferen 
tially securing latex bands around tubing 22 with a suit 
able adhesive, as is known in the art. Depending on the 
material from which the balloons are formed they can 
be secured to tubing 22 by heat bonding, solvent bond 
ing, adhesive bonding, or RF or ultrasonic bonding. 
Second lumen 16 is used to in?ate balloons 34 and 36 

and at its ?rst end communicates with the inside sur 
faces of balloons 34 and 36 as shown in FIG. 3. At its 
second end, second lumen 16 terminates in an in?ation 
aperture 38 adapted to be connected to a means for 
in?ating balloons 34 and 36 as is well known in the art. 
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4 
As shown in FIG. 1, in?ation aperture 38 lies at the end 
of a ?rst valve adaptor 40 at the end of tubing 42 com 
municating with second lumen 16 in tube 12 through 
manifold 32. Balloons 34 and 36 are in?ated suf?ciently 
to seal the interior of the body cavity wall. They are 
in?ated to size which is slightly larger than the interior 
cross-sectional area of body cavity 52. 

Third lumen 18 is used to pull a vacuum between 
balloons 34 and 36 when they are inserted in a vessel in 
order to partially collapse the wall of a vessel or body 
cavity between balloons 34 and 36 to more securely 
hold catheter 10 in place during medical 18 procedures 
with which it is utilized. Third lumen 18 terminates at a 
?rst end in one or more apertures 44 located in the outer 
wall of tubing 10 positioned between balloons 34 and 36 
and terminates at a second end proximate to second end 
26 of tubing 12 in a vacuum aperture 46 adapted to be 
connected to a means for pulling a vacuum from the 
volume de?ned by the facing surfaces of balloons 34 
and 36 and the wall of a vessel 0 body cavity. As shown 
in FIG. 1, vacuum aperture 46 lies at the end of a second 
valve adaptor 48 at the end of tubing 50 communicating 
with third lumen 18 in tube 12 through manifold 32. 

Balloons 34 and 36 are shown in their in?ated posi 
tion in FIG. 3, depicting a catheter 10 according to the 
present invention inserted into a body cavity 52 after a 
vacuum has been pulled through third lumen 18 thus 
partially collapsing the wall of vessel 52 around its 
entire circumference at region 54 between in?ated bal 
loons 28 and 30. Multiple apertures 44 can be employed 
in order to effect the best collapse of the body cavity 52. 
According to a presently preferred embodiment of 

the invention, a catheter as disclosed herein is ?rst in 
serted into a body cavity or vessel. Balloons 34 and 36 
are next in?ated as is known in the art by directing a 
?uid, such as air or water through second lumen 18. 
Next, a vacuum is pulled in the volume de?ned inside 
the wall of vessel or body cavity 52 between balloons 34 
and 36. The pressure differential across the walls of 
vessel or body cavity 52 forces the wall to assume the 
contour of the catheter with in?ated balloons, assuring 
a secure positioning of catheter 10 within vessel or body 
cavity 52. 
The present invention is suitable for a variety of dif 

ferent applications and may be used in vessels, ducts, 
arteries, veins, various tracts including but not limited 
to the intestinal and urinary tracts, as well as the ure 
thra. The words “cavity” or “vessel” used herein 
should be understood by those of ordinary skill in the 
art to refer to all such body features. Those of ordinary 
skill in the art will recognize that individual catheters 
described herein according the present invention will be 
appropriately sized depending on the particular applica 
tion for which they will be used. 
Use of the method according to the present invention . 

provides a very effective way to increase the amount of 
tissue or other body material which comes into contact 
with a catheter when body cavity 52 is caused to col 
lapse between balloons 34 and 36. This increases the 
amount of friction between the tissue and catheter 10 in 
order to restrict the movement and motion of catheter 
10. The greatest amount of friction is achieved when the 
body tissue follows the exact contour of the exterior of 
catheter 10 with balloons 34 and 36 in?ated in region 54 
of body cavity 52. Balloons 34 and 36 provide a substan 
tially airtight seal between the tissue and catheter 10 
which allows aperture 44 to draw the tissue to the exte 
rior surface of body cavity 52. As previously men 
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tioned, a plurality of apertures 44 may be utilized to 
draw in the tissue in the region between balloons 34 and 
36. 

EXAMPLE 1 

Cholanoioqram 
The present invention is used in a diagnostic proce 

dure to determine if there are any stones in the cystic 
duct. An incision is made in the cystic duct, catheter 10 
is inserted into the duct, balloons 34 and 36 are in?ated, 
and a vacuum is drawn through third lumen 18. Once 
catheter 10 has been secured as described, a suitable dye 
is inserted into the duct in a forward direction. Catheter 
10 is prevented from moving from a position in the 
cystic duct and the risk of catheter 10 “popping out” is 
greatly reduced. 

EXAMPLE 2 

Coronary Guiding Catheter 

Catheter I0 is used as a “channel tube” which serves 
as a guide for a coronary dilation catheter according to 
the method of the present invention. Catheter 10 may 
include a hook which becomes seated in the aortic tract. 
Catheter 10 is disposed in a tract, balloons 34 and 36 are 
in?ated, and a vacuum is drawn through third lumen 18, 
thus securing catheter 10 in place. A dilator catheter is 
then inserted through catheter 10 and is at least partially 
positioned into a coronary artery to dilate the vessel. 

EXAMPLE 3 

Angiographic Catheter 
An angiographic catheter is used to inject dye into a 

coronary artery according to the method of the present 
invention. Catheter 10 is used as an angiographic cathe 
ter and provides a stable positioning mechanism in the 
coronary vessel so that catheter I0 is in a ?xed position 
so that dye can be injected while catheter 10 is so ?xed. 
Catheter 10 is disposed in a coronary artery, balloons 34 
and 36 are in?ated, and a vacuum is drawn through 
third lumen 18, thus securing catheter 10 in place in 
contact with the inner artery wall. 

EXAMPLE 4 

Gynecology 
The present invention is employed for gynecological 

uses for hysterosalpingography, salpingoplasties, hy 
drotubation, Rubin’s Test, various laparoscopic proce 
dures, tubal sterilizations, fertility studies and minilaps. 
Tubal catheters have a variety of functions in gyneco 
logical procedures. In such procedures as hysterosalpin 
gography and alternative salpingoplasties the catheter 
will be used to both support the fallopian tube and carry 
injection dye to view the tube for any and all obstruc 
tions or adhesions. In these procedures, a tubal catheter 
is used much like an angeographic catheter but in the 
fallopian tubes. Also, tubal catheters are put into the 
fallopian tube during and after surgery to inject Ring 
er’s lactate and other cleansing and sterilizing solutions. 

EXAMPLE 6 

Urology 
A urological catheter is used in conjunction with a 

laser ?ber to break up and remove stones in the urethra 
between the kidneys and bladder. _The method of the 
present invention provides a stable positioning mecha 
nism in the urethra so that catheter I0 is in a ?xed posi 
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tion so that the stone may be located and broken up by 
?ber optic procedures while catheter 10 is so ?xed. 
Catheter 10 is inserted into and disposed in the urethra, 
and the stone is located using an optical ?ber or ?ber 
bundle disposed within the third lumen. Balloons 34 and 
36 are in?ated, and a vacuum is drawn through third 
lumen 18, thus securing catheter I0 in place in contact 
with the inner wall of the urethra. Laser energy is then 
delivered to the site of the stone through the optical 
?ber or ?ber bundle disposed within the third lumen. 
While embodiments and applications of this invention 

'have been shown and described, it would be apparent to 
those skilled in the art that many'more modi?cations 
than mentioned above are possible without departing 
from the inventive concepts herein. The invention, 
therefore, is not to be restricted except in the spirit of 
the appended claims. 
What is claimed is: 
l. A method for securing a catheter in a body vessel, 

said catheter comprising a length of flexible tubing 
having ?rst and second ends, said tubing including a 
plurality of axial lumens running therethrough, said 
tubing further including ?rst and second in?atable bal 
loons circumferentially disposed about the outside of 
said tubing located proximate to said first end thereof, 
said ?rst and second balloons separated by a selected 
distance and communicating with at least one of said 
plurality of lumens, at least one of said plurality of lu 
mens terminating in a ?rst aperture located on the outer 
wall of said tubing between said ?rst and second bal 
loons, said method including the steps of: 

inserting said catheter into a body vessel; 
in?ating said balloons; 
pulling a vacuum in a volume de?ned between said 

balloons and inside a wall de?ning said body vessel; 
and 

partially collapsing said wall of said body vessel be 
tween said balloons in said volume to more se 
curely position said catheter in said body vessel. 

2. The method of claim 1 wherein said body vessel is 
chosen from the group including arteries, veins, bile 
ducts, esophagus, fallopian tubes, urethra, and intes 
tines. ‘ 

3. A method for securing a catheter in a body vessel, 
said catheter comprising a length of ?exible tubing 
having ?rst and second ends, said tubing including ?rst 
and second axial lumens running therethrough, ?rst and 
second in?atable balloons circumferentially disposed 
about the outside of said tubing located proximate to 
said ?rst end thereof, said ?rst and second balloons 
separated by a selected distance and communicating 
with said ?rst lumen, said second lumen terminating in 
a ?rst aperture located on the outer wall of said tubing 
between said ?rst and second balloons, said method _ 
including the steps of: 

inserting said catheter into a body vessel; 
in?ating said balloons; 
pulling a vacuum in a volume de?ned between said 

balloons and inside a wall de?ning said body vessel; 
and 

partially collapsing a wall of said body vessel be 
tween said balloons in said volume to more se 
curely position said catheter in said vessel. 

4. The method of claim 3 wherein said body vessel is 
chosen from the group including arteries, veins, bile 
ducts, esophagus, fallopian tubes, urethra, and intes 
tines. ‘ 
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S. A method for positionally securing a catheter in a 
body vessel and for delivering a ?uid therethrough into 
said body vessel. said catheter comprising a length of 
?exible tubing having ?rst and second ends, said tubing 
including ?rst, second and third axial lumens running 
therethrough, ?rst and second in?atable balloons cir 
cumferentially disposed about the outside of said tubing 
located proximate to said ?rsLend thereof, said ?rst and 
second balloons separated by a selected distance and 
communicating with said ?rst lumen, said second lumen 
terminating in a ?rst aperture located on the outer wall 
of said tubing between said ?rst and second balloons, 
and said third lumen terminating in apertures generally 
located near proximate and distal ends of said tubing, 
said method including the steps of: 

inserting said catheter into a body vessel; 
in?ating said balloons; 
pulling a vacuum in the volume de?ned between said 

balloons and inside a wall de?ning said vessel; and 
delivering said ?uid into said body vessel through 

said third lumen. 
6. The method of claim 5 wherein said body vessel is 

chosen from the group including arteries, veins, bile 
ducts, esophagus, fallopian tubes, urethra, and intes 
tines. 

7. A method for securing a catheter in a body vessel 
and for delivering a ?uid therethrough into said body 
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8 
vessel, said catheter comprising a length of ?exible 
tubing having ?rst and second ends, said tubing includ 
ing a plurality of axial lumens running therethrough, 
said tubing further including ?rst and second in?atable 
balloons circumferentially disposed about the outside of 
said tubing located proximate to said ?rst end thereof, 
said ?rst and second balloons separated by a selected 
distance and communicating with at least a ?rst one of 
said plurality of lumens, a second one of said plurality of 
lumens terminating in a ?rst aperture located on the 
outer wall of said tubing between said ?rst and second 
balloons, and a third of said plurality of lumens termi 
nating in apertures generally located near proximate 
and distal ends of said tubing, said method including the 
steps of: 

inserting said catheter into a body vessel; 
in?ating said balloons; and 
pulling a vacuum in the volume de?ned between said 

balloons and inside a wall de?ning said body vessel 
through said second lumen, and 

delivering said ?uid into said body vessel through 
said third lumen. 

8. The method of claim 7 wherein said body vessel is 
chosen from the group including arteries, veins, bile 
ducts, esophagus, fallopian tubes, urethra, and intes 
tines. 

# ‘t t ‘I it 
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