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COMMUNICATION SYSTEM NETWORK HAVING 
COMMUNICATION SYSTEM FALLBACK 

OPERATION 

This is a continuation-in-part of co-pending patent 
application entitled COMMUNICATION SYSTEM 
NETWORK ?led on Apr. 16, 1990 and having a Ser. 
No. of 07/509,915, now US Pat. No. 5,175,727. 

TECHNICAL FIELD - 

This invention relates generally to communication 
systems and in particular to a method and apparatus that 
allow such communication systems to be linked to 
gether to create a communication system network. 

BACKGROUND OF THE INVENTION 

Presently, there are two basic types of land-mobile 
communication systems: conventional communication 
systems (FIG. 1) and trunked communication systems 
(FIG. 2). Each type of communication system com 
prises a plurality of communication units, a limited num 
ber of communication resources, a communication re 
source allocator, and a plurality of operator stations 
(consoles). The communication resource allocator com 
prises a plurality of base interface modules (BIMs), a 
plurality of operator mux interface modules (OMIs), a 
plurality of audio expansion interface modules (AEIs), 
and at least one TDM bus. Each BIM acts as both a 
signal source and a signal destination. As a signal 
source, the BIM receives audio signals from at least 
some of the plurality of communication units, via a 
repeater or base station, converts the signals into digi 
tized signals, and sources them to a slot in the TDM bus. 
See FIG. 3 for a typical TDM slot assignment pattern. 
(For an operational description of the TDM bus and 
slot location, refer to Motorola, Inc., Pub. No. R4-2 
37C, CENTRACOM Series II Control Centers (March, 
1988).) The BIM also acts as a designated signal source 
by conveying communication system data that it pro 
duces or is produced by a communication unit to the 
rest of the communication system. As a signal destina 
tion, the BIM receives digitized signals from the TDM 
bus, converts them to audio signals, and sends the audio 
signals to a repeater or base station such that the audio 
signals may be transmitted, via a communication re 
source, to at least some of the plurality of communica 
tion units. 

Within either type of communication system, an OMI 
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and an AEI are used to interface a console to the rest of 50 
the system. Generally, the OMI contains, in ?rmware, 
information that allows its respective console to per 
form supervisory functions and information that per 
tains to the communication system con?guration. The 
communication system con?guration information, or 
data, includes, but is not limited to, the number of re 
peaters, number of signal sources, the number of signal 
destinations, the TDM slot assignments for each signal 
source and signal destination, the type of each BIM, and 
destination information, or data. (For a detailed descrip 
tion of and a list of supervisory functions, refer to M0 
torola, Inc. Pub. No. R4-2-73, CENTRACOM Series II 

' Plus Control Centers (April, 1988). However, for use 
herein, consoles need not incorporate all of the de 
scribed features as listed in the CENTRACOM Series 
II Plus Control Centers publication.) The OMI, as a 
designated signal source, sources communication sys 
tem data to the TDM bus, wherein the communication 

55 

65 

2 
system data comprises information about the communi 
cation system con?guration, information about selected 
supervisory functions, and/or information about se 
lected signal destinations. The OMI further acts as a 
signal source by receiving audio signals from its respec 
tive console, converting the signals into digitized sig 
nals, and sourcing the digitized signals, in the appropri 
ate slot, to the TDM bus. 
The OMI, however, does not act as a signal destina 

tion for its respective console, the AEI performs this 
function. The AEI, as a signal destination, receives 
digitized signals from the TDM bus, converts the sig 
nals into audio signals, and sends the audio signals to a 
speaker that is controlled by an assigned channel con 
trol module (CCM) of the console. (For a detailed de 
scription of CCMs, refer to Motorola, Inc. Pub. No. 
R4-2-73, CENTRACOM Series II Plus Control Cen 
ters (April, 1988).) The audio signals sent to the speaker 
may comprise a plurality of audio signals that were 
generated by several signal sources, such that the opera 
tor of the console may monitor and supervise several 
signal source via one speaker and one CCM per signal 
source. The AEI acts as a signal destination for each 
CCM on a console, thus if a console has ten CCMs, the 
AEI acts as ten signal destinations. It should be noted 
that the actual signal sources and signal destinations are 
the communication units and console, however, they 
are addressed by their respective communication sys 
tem interfacing modules (BIMs, OMIs, and AEIs). 
Thus, for the purposes this discussion, the OMIs and 
BIMs will be referenced as signals sources, while the 
AEIs and BIMs will be referenced as signal destina 
tions. , 

As described above, conventional communication 
systems and trunked communication systems have sev 
eral characteristics alike, however, each communica 
tion system operates in a distinct mode. The typical 
conventional system of FIG. 1 comprises a plurality of 
communication units, a plurality of repeaters that tran 
sceive information via communication resources, a 
communication resource allocator (central electronics 
bank (CEB)), and a plurality of consoles. Also shown is 
a computer aided dispatcher (CAD) which may also be 
incorporated into trunked communication system. (For 
a description of the CAD, refer to Motorola, Inc. Pub. 
No. R4-2-73, CENTRACOM Series II Plus Control 
Centers (April, 1988).) The communication system con 
?guration of a conventional communication system has 
communication groups assigned to speci?c repeaters, 
wherein speci?c consoles are assigned to monitor some 
of the communication groups. (A communication group 
comprises at least some of the plurality of communica 
tion units that are typically used for like purposes, eg. 
police department, ?re department, etc.) The repeater 
and communication group assignments may be changed 
by a CAD, but regardless of the assignments, a console 
monitors only the repeaters having at least one of its 
communication group assigned to it. For a further dis 
cussion of the conventional communication system 
refer to US. Pat. No. 4,630,263, entitled TIME DIVI 
SION MULTIPLEX COMMUNICATION CON 
TROL SYSTEM, assigned to Motorola, Inc. 
The typical trunked communication system of FIG. 2 

comprises a plurality of communication units, a plural 
ity of repeaters that transceive signals via communica 
tion resources, a communication resource allocator, and 
a plurality of consoles. (As with a conventional commu 
nication system, the communication resources may be 
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telephone lines, frequency pairs, carrier frequencies, or 
TDM slots.) The typical communication system con?g 
uration of the trunked communication system comprises 
the communication units arranged into a plurality of 
communication groups, where the repeaters are allo 
cated to a communication group upon request. The 
consoles are assigned to monitor specific'communica 
tion groups, however, the console cannot monitor a 
speci?c repeater as in a conventional communication 
system. The console must receive information from the 
communication resource allocator about the repeater 
that has been allocated to one of its communication 
groups. For a further description of the trunked com 
munication system refer to U.S. Pat. No. 4,698,805 enti 
tled CONSOLE INTERFACE FOR A TRUNKED 
RADIO SYSTEM, assigned to Motorola, Inc. 

Despite all the features that each communication 
system offers to subscribers (user of a communication 
unit) and console operators, their use is limited to the 
communication system that the subscribers and/or con 
sole operators are affiliated with. This may be a substan 
tial limiting factor in large metropolitan areas having a 
large number of subscribers and console operators. For 
example, if a city has a large police force, ?re depart 
ment, and other civil service departments, several com 
munication systems may be needed to adequately ser 
vice them. Because communication systems may not 
actively communicate with other communication sys 
tems, the city must have several central control stations 
instead of one. For example, if the city has thirty com 
munication systems with the police force subscribing to 
several of the systems, the city’s police force may not all 
communicate together, nor can one console operator 
send a supervisory message to the entire police force. 
Therefore, a need exists for a communication system 
network that allows communication units in either type 
of communication system to communicate with other 
communication units in the same or different communi 
cation systems and that allows console operators to 
monitor and supervise communication groups in its 
communication system as well as communication 
groups in other communication systems. 

SUMMARY OF THE INVENTION 

These needs and others are substantially met by the 
communication network having communication system 
fallback operation disclosed herein. In a communication 
system network that comprises a plurality of communi 
cation systems and a processing multiplexer, wherein at 
least some of the plurality of communication systems 
are operable coupled to the processing multiplexer by at 
least a source interface bus and a destination interface 
bus. Each of the communication systems comprises at 
least one processing multiplexer interface module 
(AIMI), a plurality of local processing multiplexers 
(AEIs and/or OMIs), a plurality of signal sources, and 
a plurality of signal destinations. When a communica 
tion system determines that at least one of the interface 
buses is not operational, the communication system 
disables the processing multiplexer interface module. 
After disabling the processing interface module, the 
communication system enables the plurality of local 
processing multiplexers such that audio information 
may be processed and routed within the communication 
system. ‘ 

In one aspect of the present invention, a communica 
tion system determines when another communication 
system is no longer operably coupled to the processing 
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4 
multiplexer. When another communication system is 
not operably coupled to the processing multiplexor, the 
communication system clears information related to the 
another communication system, such that with respect 
to the remaining communication systems that are opera 
bly coupled to the processing multiplexer, the commu 
nication system network is re-con?gured without the 
another communication system. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a typical conventional communica 
tion system of the prior art. 
FIG. 2 illustrates a typical trunked communication 

system of the prior art. 
FIG. 3 illustrates a diagram of a TDM bus of the 

prior art. 
FIG. 4 illustrates a communication system network in 

accordance with the present invention. 
FIGS. SA-SC illustrate a TDM slot arrangement of 

the source interface bus and the destination interface 
buses. 
FIG. 6 illustrates a circuit diagram of an ambassador 

board. ' 

FIG. 7 illustrates a circuit diagram of an ambassador 
interface multiplex interface board. 
FIG. 8 illustrates a logic diagram of a process for 

producing addresses for the destination database. 
FIG. 9 illustrates a logic diagram of a process for 

producing addresses for the signal database. 
FIG. 10 illustrates a portion of the destination data 

base having example data stored therein. 
FIG. 11 illustrates a portion of the signal database 

having example data stored therein. 
FIG. 12 illustrates a logic diagram of a process for 

updating each communication system’s communication 
system con?guration database. 
FIG. 13 illustrates a logic diagram of a process for 

controlling access to the AEB data bus. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

FIG. 4 illustrates a communication system network 
that comprises a plurality of communication systems 
(401) and a processing multiplexer or ambassador elec 
tronics bank (AEB) (402). The plurality of communica 
tion systems (401) may comprise conventional commu 
nication systems (100) and/or trunked communication 
systems (200). The AEB (402) comprises a plurality of 
ambassador boards (403), a system synchronization 
circuit (404), an AEB data bus (405), AEB signal buses 
(406), and a plurality of communication ports (407). 
Each of the ambassador boards (403) comprises a re 
ceiving decoder (408), a detection circuit (409), commu- ' 
nication system database circuitry (410), an address 
circuit (411), a processing circuit (412), a sending circuit 
(413), signal database circuitry (414), an address bus 
(415), and a plurality of interconnection buses (416). 
Each of the plurality of communication systems (401) is 
coupled to a communication port (407) by at least one 
source interface bus (426) and at least one destination 
interface bus (427). Each communication system (401) 
comprises an ambassador interface mux interface mod 
ule (AIMI) (417), a plurality of signal sources (418), a 
plurality of signal destinations (419), a data bus (420), a 
source bus (421), and a destination bus (422). The AIMI 
(417) comprises a sending circuit (423), a receiving 
circuit (424), and a processing circuit (425). - 
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Generally, within the AEB (402), each ambassador 
board (403) is operably coupled to at least one commu 
nication port (407), to the AEB data bus (405), and to 
the AEB signal buses (406). The best mode contem 
plates that each ambassador board (403) will be coupled 
to two communication ports (407), such that each am 
bassador board may service two communication sys 
tems (401). To achieve this, the ambassador board (403) 
would include a second receiving decoder (not shown) 
and a second sending encoder (not shown) and be con 
nected to another communication port (407). Within the 
ambassador board (403), the second receiving decoder 
and the second sending encoder would be connected to 
the signal database circuitry (414), the detection circuit 
(409), the system data database circuitry (410), and the 
addressing circuit (411) in a similar fashion as the ?rst 
sending encoder (413) and ?rst receiving decoder (408). 
Because the second receiving decoder and the second 
sending encoder operate in a similar fashion as the ?rst 
receiving decoder (408) and the ?rst sending encoder 
(413), respectively, only the operation of the ?rst re 
ceiving decoder (408) and the ?rst sending encoder 
(413) will be discussed. 
Upon receiving signals and communication system 

data from a communication system, via a source inter 
face bus (426), the receiving decoder decodes and sepa 
rates them. (A more detailed description of the receiv 
ing decoder’s operation and the format of the source 
interface bus will be discussed below.) The separated 
signals are placed on one of the AEB signal buses (406) 

10 

15 

25 

30 
and the separated communication system data is routed _ 
to the system data database circuitry (410). The AEB 
signal buses (406) comprises thirty-two individual buses, 
each bus being dedicated to a communication system, 
such that the separated signals are placed on the bus 
dedicated to the communication system that produced 
the signals. The dedication of AEB buses (406) to com 
munication systems (401) is determined by which com 
munication port the communication system is operably 
coupled to. Thus, the communication system (401) that 
is coupled to the ?rst communication port (407) has the 
?rst AEB bus dedicated to it. A more detailed discus 
sion of the AEB signal bus to communication system 
assignments will be presented below. 
The separated signals produced by each of the com 

munication systems (401),v are synchronously placed on 
their respective AEB signal bus (406). (A detailed de 
scription of the communication system network syn 
chronization process will be discussed below.) Each 
signal database circuitry (414) is coupled to all the A158 
signal buses (406) and, for this portion of the synchroni 
zation period or predetermined time frame, stores each 
of the separated signals in a signal database as an eight 
bit PCM code. The best mode contemplates that each 
signal database will be a dual port random access mem 
ory device (DPRAM), nevertheless, any reprogramma 
ble memory device will suf?ce. The signal database 
may store each of the signals as information pertaining 
to them, if a different coding scheme of the signals is 
employed, such as a linear representation or other digi 
tal representation. (A detailed description of the signal 
database circuitry (414) will be discussed below.) 
The separated communication system data is routed 

- to the system data database circuitry (410). The sepa 
rated communication data generally comprises informa 
tion about the typical communication system con?gura 
tion (i.e. the number of repeaters, number of signal 
sources, the number of signal destinations, the TDM 
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6 
slot assignments for each signal source and signal desti 
nation, the type of each BIM, and destination informa 
tion, or data) and information about selected supervi 
sory functions. The communication system con?gura 
tion information is stored in a destination database, 
while other communication system data is stored in 
RAM or similar reprogrammable ‘memory device. The 
best mode contemplates that each destination database 
will be DPRAM, nevertheless, any rcprogrammable 
memory device will su?'rce. The communication system 
data that is stored in RAM is subsequently placed on the 
AER data bus (405). (A detailed description of the sys 
tem data database circuitry (410) will be discussed be 
low.) 
The addressing circuit (411) produces addresses for 

the separated signals and for the separated communica 
tion system con?guration data. The addresses are used 
.by the signal database circuitry (414) and the system 
data database circuitry (410) to store the respective 
information in identi?able locations. The address for 
each signal is representative of the communication sys 
tem that it is from and the signal source that generated 
it. For example, if the signal was generated by the third 
signal source of the ?fteenth communication system its 
address may be 01111 00011. A more detailed discussion 
of generating addresses for both the signal database and 
the destination database will be presented below. 
Once the signals are stored in each of the signal data 

bases and once the communication system con?gura 
tion data is stored in the respective system data database 
circuit, the processing circuit (412) in each ambassador 
board (403) processes the stored signals based on, at 
least in part, on the stored communication system con 
figuration data. The processing of the stored signals 
typically involves producing processed signals for each 
of the signal destinations of the communication system 
coupled to the ambassador board (403) which typically 
occurs within predetermined number of frame cycles. 
The processed signals typically comprise a summation 
of signals that the signal destination is to receive, 
wherein the volume levels of each of the summed sig 
nals may be varied. (A detailed description of the pro 
cessing circuit will be discussed below.) 

In a subsequent predetermined number of frame cy 
cles, the processed signals are routed to the sending 
encoder (413) of the‘ambassador board (403) which, at 
least, encodes the processed signals. Once the informa 
tion is encoded, it is placed onto the destination inter 
face bus (427). The best mode contemplates that the 
destination interface bus (427) will comprise two buses, 
such that each communication system may have twice 
as many signal destinations as signal sources. 
The master synchronization circuit (404) of the AEB 

(402) generates, at least, a master clock signal and a 
frame sync signal. The best mode contemplates that the 
master clock signal will have a frequency of about 2.048 
MHz and the frame sync signal will have a frequency of 
about 8 KHz. Each communication system receives the 
master clock signal and the frame sync signal from the 
master synchronization circuit (404) and reconstructs it 
to produce its own clock signal of about 2.048 MHz and 
own frame sync signal of about 8 KHz. Synchronization 
buffers are used to compensate for propagation delays 
between the communication systems and the AEB, 
operation of the synchronization bu?'ers will be dis 
cussed below. Due to the propagation delays between 
the communication systems and the AEB, it takes sev 
eral frame sync signals to receive signals from signal 
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sources, process the received signals, and route the 
processed signals to the appropriate signal destinations. 
The best mode contemplates that it will take about 
eleven frame cycles from the time a signal is produced 
until a processed signal of that signal is received by the 
appropriate signal destination: two for producing and 
placing signals on the source interface bus, two for 
receiving and placing the signals on the AEB signal 
buses (406), two for storing the signals in the signal 
database, one for processing the signals, two for placing 
the processed signals on the destination interface buses 
(427), and two for routing the processed signals to the 
respective signal destinations. 

Generally, within each communication system (401), 
the AIMI (417) is operably coupled to the plurality of 15 
signal sources (418) and the plurality of signal destina 
tions (419) via TDM data bus (420), a TDMJ source bus 
(421) and two TDM destination buses (422) (only one 
shown). As mentioned, the plurality of signal sources 
(OMIs and/or BIMs) receive audio signals generated by 
communication units and/or consoles and converts the 
signals into digitized audio signals. The digitized audio 
signals are placed on the TDM source bus (421) in the 
slot assigned to the particular 0M1 or BIM. (See FIG. 
3 for a graphic representation of slot assignments). At 
least some of the OMIs and/or BIMs, as designated 
signal sources, generate communication system data 
and place it on the TDM data bus (421). (Assess to the 
TDM data bus is generally based on a round robin pol 
ling process, such that only one BIM or one OMI is 
designated to transmit data on the TDM data bus at any 
given time.) 
The sending circuit (423) of the AIMI (417) receives 

the digitized audio from the TDM source bus (421) and 
the communication system data from the TDM data bus 
(420) on a per frame basis. The sending circuit (423) 
places the digitized audio and the communication sys 
tem data on the source interface bus (426). After the 
AEB processes the digitized audio and the communica 
tion system data, the processed signals are received by 
the receiving circuit (424). The receiving circuit (424), 
via the TDM destination bus (422), routes the processed 
signals to the plurality of signal destinations (419). 
FIGS. 5A-5C illustrate a TDM format of the source 

interface bus (500) and the destination interface buses 
(501 and 502). The TDM format of the source interface 
bus (500) comprises a train of frames, each frame con 
sisting of thirty-two slots. The first slot contains sync 
signal information that comprises a frame header code 
which indicates the beginning of a frame. The next 
thirty slots comprise an eight bit PCM code represent 
ing signals produced by the signal sources of the com 
munication system. The last slot of the frame comprises 
an eight bit code that typically represents a portion of a 
communication system data message. (Typically, com 
munication system data messages require several slots 
to be fully conveyed, thus only a portion is present in 
any one slot.) The TDM format of the ?rst destination 
interface bus (501) comprises a train of frames, wherein 
each frame consists of thirty-two slots. The ?rst slot 
contains a frame header code, the next thirty slots con 
tain an eight bit PCM code representing processed sig 
nals for some of the signal destinations, and the last slot 
contains network data that may be for any of the signal 
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sources and/or signal destinations. The TDM format of 65 
the second destination interface bus (502) comprises a 
train of frames, wherein each frame comprises thirty 
two slots. The ?rst slot comprises a frame header code, 

8 
while the remaining slots contain eight bit PCM codes 
representing the processed signals for the remaining 
signal destinations. The frame header code is an eight 
bit signal that is used to synchronize the communication 
system to the AEB (402). The best mode contemplates 
that the frame header code will be the binary represen 
tation of the number eight. It should be apparent to a 
practioner skilled in the art that the assignment of slot 
locations within a frame may be varied from the above 
description without substantially altering the spirit of 

i the present invention. 
FIG. 6 illustrates a block diagram of an ambassador 

board (403) that, as previously mentioned, comprises a 
receiving decoder (408), a detection circuit (409), sys 
tem data database circuitry ‘(410), an address circuit 
(411), a processing circuit (412), a sending encoder 
(413), and signal database circuitry (414). The receiving 
decoder (408) receives and decodes signals and commu 
nication system data received from the source interface 
bus (426). The signals, the sync signals, and the commu 
nication system data are received through the receiver, 
or buffer, (601) and sent to a frame decoder (602). The 
best mode contemplates that the frame decoder (602) 
will be a Manchester decoder such that the sync signals, 
the signals, and the communication system data may be 
decoded, or separated. The separated communication 
system data is routed to a data extractor (603), while the 
separated signals are routed to an elastic store device 
(604). Both the data extractor (603) and the elastic store 
device (604) utilize the separated sync signal. 
The data extractor (603) which may be a ?eld pro 

grammable gate array, extracts the communication sys 
tem data contained in the last slot of the frame as stores 
it. (Recall from FIG. 5 that only portions of a data 
message is transmitted in any one frame.) The data 
extractor (603) continually extracts the communication 
system data from the last slot and stores it until a com 
plete communication system data message has been 
stored. Once a complete data message is contained with 
the data extractor (603), the data extractor (603) routes 
the complete message to the system data database ci'r 
cuitry (410). A detailed description of the system data 
database circuitry (410) will be discussed below. 
The elastic store device (604), which may be a 

DPRAM, is used as a synchronization buffer and com 
prises two identical sections. The sections are used in an 
alternative manner, such that when one section is stor 
ing signals, the other section is sourcing signals to one of 
the AEB signal buses (406). When a frame cycle ends, 
the sections reverse roles, such that the section that was 
storing signals in the previous frame cycle is now sourc 
ing the signals to one of the AEB signal buses (406), 
while the other section is storing signals from the frame 
decoder (602). Thus, it takes two frame cycles to re 
ceive and place signals on the AEB signal buses (406). If 
the sync signal in a communication system is slightly 
different than the sync signal produced by the AEB, the 
elastic store device (604) will separate the sourcing and 
storing of signals by one frame cycle when the source 
pointer and the store pointer are at the same location in 
a section. 
The addressing circuit (414) of the ambassador board 

(403) comprises a destination address generator (618) 
and a signal address generator (619). The destination 
address generator (618) typically comprises a micro 
processor, or other digital processing device, that per 
forms the logic functions as shown in FIG. 8. To estab 
lish addresses for each of the signal destinations of the 
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respective communication system, the ambassador 
board (403) queries the AIMI (417) of the respective 
communication system regarding the communication 
system con?guration (800). As previously mentioned, 
the communication system con?guration information, 
includes, but is not limited'to, the number of repeaters, 
number of signal sources, the number of signal destina 
tions, the TDM slot assignments for each signal source 
and signal destination, the type of each RIM, and desti 
nation information, or data. After receiving the commu 
nication system configuration (800), the ambassador 
board (403) queries the AIMI (417) regarding the num 
ber of entries, or addresses, the communication system 
is going to need in the destination database (801). The 
number of entries is based on the number of signals that 
each signal destination is to receive. For example, if the 
communication system has ?fty signal destinations and 
each signal destination is to receive four signals, the 
number of entries, or addresses, needed would be two 
hundred. 

If a communication system (401) is connected to 
more than one ambassador board (403) (802), each of 
the ambassador boards veri?es that it has received the 
same information as the other ambassador board (803). 
The best mode contemplates that each communication 
system will be redundantly connected to the AER via 
two ambassador boards. One ambassador board will be 
designated as an active board, while the other will be 
designated as a backup board. If the ambassador boards 
do not agree on the information received from the 
AIMI (803), they query the AIMI again. This process 
will repeat until the ambassador boards agree on the 
information, or until one ambassador board assumes 
priority. An ambassador board may assume priority 
either by designation or by a quality test. For designated 
priority, the information acquired by the active'board is 
given priority after several unsuccessful attempts to 
match the information. For priority based on a quality 
test, the ambassador board having a higher quality con 
nection to the AIMI will be given priority, where a 
higher quality connection may, at least in part, be de 
?ned as lower transmission errors between the AIMI 
and the ambassador board. 7 

If the communication system is connected to only one 
ambassador board, or the ambassador boards are in 
agreement on the information supplied in steps 800 and 
801, the active ambassador board assigns TDM slot 
locations in the destination interface buses to each of the 
signal destinations of the communication system (804). 
After the TDM slot locations are assigned (804), the 
ambassador board receives from each OMI, which is 
acting as a designated signal source, destination infor 
mation for each of the signal destinations that the OMI 
is affiliated with (805). The OMI allocated the ?rst 
TDM slot locations will transmit the destination infor 
mation for each of its affiliated signal destinations. The 
OMI allocated the next set of TDM slot locations subse 
quently transmits the destination information for each 
of its affiliated signal destination. This process repeats 
until all of the destination information has been re 
ceived. The address assignments for the signal destina 
tions will remain as established above until a communi 
cation system changes its configuration information 
(806). If a change in communication system con?gura 
tion is detected (806), the destination address generator 
(618) repeats the process at step 801. Note that if the 
backup ambassador board becomes the active board, 
the destination signal generator (618) detects this and 
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sources the backup board information as the destination 
addresses, without substantial interruption. 
The signal address generator (619) of the ambassador 

board (403) generates addresses for the signal database 
(616). The signal address generator (619) which may be 
a microprocessor, or any digital processing device, 
generates the addresses as illustrated in the logic dia 
gram of FIG. 9. At step 900, the signal address genera 
tor (619) records the ambassador board to AEB signal 
bus relationship. The best mode contemplates that the 
AEB will have thirty—two AEB signals buses and the 
equivalent of a card cage having thirty-two card con 
nectors. The card connectors are affiliated with an AEB 
signal bus based on their physical location. For exam 
ple, the ?rst card connector is affiliated with AEB sig 
nal bus (D000 and the thirty-second card connector is 
affiliated with AEB signal bus lllll. Thus, the ambas 
sador board to AEB signal bus relationship is deter 
mined by the card connector that the ambassador board 
is plugged into. As an alternative example, each card 
connector may be affiliated with two AEB signal buses 
such that the ?rst card connector is af?liated with AEB 
signal buses 00000 and 10000, while the sixteenth card 
connector is affiliated with AEB signal buses 01111 and 
lllll. 
After the ambassador board to AEB signal bus rela 

tionship is established (900), the signal address genera 
tor (619) records the ambassador board to communica 
tion system relationship (901). The ambassador board to 
communication system relationship is established by the 
physical connection of a communication system to a 
communication port. The best mode contemplates hav 
ing thirty-two communication ports, each physically 
affiliated with a card connector, such that the ?rst com 
munication port is a?iliated with the first card connec 
tor. (As in the alternative example of the preceding 
paragraph, the first and sixteenth communication ports 
are affiliated with the ?rst card connector and the sev 
enteenthand thirty-second communication ports are 
affiliated with the sixteenth card connector.) Thus, the 
ambassador board to communication system relation 
ship is established by plugging the ambassador board 
into a card connector and coupling the communication 
system to the corresponding communication port. 

If a communication system is only coupled to one 
ambassador board (902), the signal address generator 
(619) maps a communication system to the AEB signal 
bus assignment based on the communication system to 
ambassador board relationship and the ambassador 
board to AEB signal bus relationship (903). Speci?c 
addresses in the signal database for signal sources are 
determined by the A1513 signal bus affiliation and the 
slot location of the signal source in the source interface 
bus (426). For example, if the signal to be stored is gen 
erated’in the communication system affiliated with the 
?fth AEB signal bus and occupies the tenth slot in the 

' source interface bus, the signal address generator will 

65 

produce (D101 01010 (5,10 in decimal). Thus, the signals 
produced by that signal source will be addressed as 
00101 01010 until its slot location is changed or the 
communication system to ambassador board relation 
ship changes. If the communication system to ambassa 
dor board relationship changes, or the AER signal bus 
to ambassador board relationship changes (904), the 
process repeats at step 900. 

If a communication system is coupled to more than 
one ambassador board (902), an active ambassador 
board and a backup ambassador board are determined 
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(905). (The selection of an active ambassador board and 
the backup board was discussed above.) Once the active 
and backup ambassador boards have been established 
(905), the signal address generator (619) maps the com 
munication system to the AEB signal bus assignments 
for both the active ambassador board and the backup 
ambassador board (906). Speci?c addresses of the signal 
sources are determined as described above. The speci?c 
addresses remain constant until a change occurs in ei 
ther the communication system to ambassador board 
relationship (backup board becomes active), or the am 
bassador board to the AEB signal bus relationship (907). 
If a change does occur (907), the process repeats at step 
900. 
The signal database circuitry (414) comprises a signal 

database (616) which may be a DPRAM- and an AEB 
TDM receiver (617) which may be a ?eld programma 
ble gate array. The AEB TDM receiver (617) is cou 
pled to each of the AEB signal data buses (406) and 
receives the signals, per frame cycle, from each AEB 
bus and routes them, based on their respective ad 
dresses, to the signal database (616). The signal database 
(616) comprises two sections that operate in an alterna 
tive manner. Like the elastic store (604), during a frame 
cycle, the signal database (616) is storing signals re 
ceived by the AEB TDM receiver (617) in one section 
and sourcing signals to the processing circuit (412) from 
the other section. On the next frame cycle, the sections 
reverse roles, such that the section that was storing 
signals is now sourcing signals and the section that was 
sourcing signals is now storing signals. The signals are 
stored in either section of the signal database (616) 
based on an address generated by a signal address gener 
ator (619) of the address circuit (411) as described 
above. 
FIG. 11 illustrates a typical format of the signal data 

base (619). The signal database (619) comprises a plural 
ity of address ?elds (1100), a plurality of PCM code 
?elds (1101), a ?rst section (1102), and a second section 
(not shown). The second sections format will be identi 
cal to the ?rst section (1102), thus only a discussion the 
?rst section’s format will be presented. As mentioned 
above, the signal database addresses are determined by 
AEB bus and slot location of the signal sources. Ad 
dress 00000 00000 (1103) is the address for the PCM 
code for slot 0 of AEB bus 0. Similarly, addresses 00000 
00001 (1104), 00000 00010 (1105), 10111 00000 (1106), 
and 10111 00001 (1107) are addresses for the PCM 
codes for slot 1 of AEB bus 0, slot 2 of AEB bus 0, slot 
0 of AEB bus 23, and slot 1 of AEB bus 23, respectively. 
Each of the PCM codes is stored during one frame 
cycle and sourced during the subsequent frame cycle as 
described above. The PCM codes of the signals may be 
placed at different addresses than described above with 
out deviating from the spirit of the present invention, 
nevertheless, the best mode contemplates the above 
addressing process. 
The system data database circuitry (410) comprises a 

?rst X25 PC controller (606), a bus arbitrator (607), a 
microprocessor (608), a random access memory device 
or devices, (609) (RAM), read only memory devices 
(610) (ROM), a destination database (611), a second X25 
PC controller (612), a data arbitrator (613), an address 
bus. (614), and a data bus (615). The ?rst and second X25 
PC controllers are devices manufactured by Motorola, 
Inc. The ROM (610) may be ?xed ROMs, EPROMs 
and/or EEPROMs, and the bus arbitrator (607) may be 
a ?eld programmable gate array. The destination data 
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base (611) may be a DPRAM that comprises two sec 
tions, where the sections operate as described below 
with reference to FIG. 10. ' 
The bus arbitrator (606) allocates the ambassador 

board data bus (615) to either the ?rst X.25 PC control 
ler (606), the microprocessor (608), or the second X.25 
PC controller (612). Allocation of the data bus (615) is 
given to the section that needs it. For example, when 
the ?rst X.25 PC controller (606) is sourcing communi 
cation system con?guration data to the destination data 
base (611) and the remaining communication system 
data to the RAM (609), the bus arbitrator (606) allocates 
the data bus (615) to the ?rst X.25 PC controller (606). 
Similarly, when the microprocessor (608) or the second 
X25 PC controller (612) has data to place on the data 
bus (615), the bus arbitrator (606) allocates it to the 
requesting data source. 
_ The ?rst X25 PC controller (606), as one of its func 
tions, receives the communication system data and sepa 
rates it into communication system con?guration data 
and supervisory data.‘ As previously mentioned, the 
communication system con?guration data, or informa 
tion, includes, at least, destination information which 
contains, for each signal destination of a communication 
system, information pertaining to which signals it is to 
receive and at what volume level. For example, the 
destination data may indicate that a signal destination is 
to only receive one signal from a signal source in an 
other communication system at full volume, or the sig 
nal destination data may indicate that a signal destina 
tion is to receive the sum of thirty signal sources from 
various communication systems at various volume lev 
els. The signal destination data for each signal destina 
tion is stored in the sections of the destination database 
(611) based on an address generated by a destination 
address generator (618) of the address circuit (411). The 
destination address generator (618) produces addresses 
for the signal destination data as described above. 
The system con?guration data and supervisory data 

are stored in the RAM (609). Unlike the destination 
database (611) which stores data only for the affiliated 
communication system(s), the RAM (609) stores data 
produced by and/or for use by the entire communica 
tion system network (network data). The second X25 
PC controller (612) that is operating in transparent 
mode interfaces the network data stored in RAM (609) 
with the AEB data bus (405). The data arbiter (613), 
which may be a ?eld programmable gate array, controls 
the sourcing and sinking of data to and from the AEB 
data bus (405) and the second X.25 PC controller (612). 
The sinking and sourcing of network data to and from 
the AEB data bus (405) will be described below. 
The detection circuit (409), which may be substan 

tially comprised in the microprocessor (608), monitors 
the signals and communication system data that is being 
received from the af?liated communication system. If 
signals are not being received because the communica 
tion system is not operably coupled to the ambassador 
board (403), the detection circuit (409) generates a data 
signal that indicates to the rest of the communication 
system network that the affiliated communication sys 
tem in not actively connected to the network. The de 
tection circuit (409) also generates a mute signal that is 
stored in the signal database (616) at the addresses of the 
signal sources of the affiliated communication system. 
FIG. 10 illustrates a format of the destination data 

base (611). The destination database format comprises a 
?rst section (1009), and second section (1010), a plural 
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ity of address ?elds (1000), wherein, at each address 
?eld, the format comprises an input control signal ?eld 
(I/C) (1001), two frame control signal ?elds (FCl and 
FC2) (1002 and 1003), three volume control signal ?elds 
(VOL.1, VOL.2, and VOL.3) (1004, 1005, and 1006), a 
signal source bus ?eld (1007), and a signal source slot 
?eld (1008). As previously mentioned, the number of 
entries, or addresses, for the affiliated communication 
system, or communication systems, is determined by the 
number of signal sources that each signal destination is 
to receive signals from. Also mentioned is that each 
signal destination of the affiliated communication sys 
tem is assigned a slot location in one of the destination 
interface buses (427). Thus, after a frame header, or 
sync signal, the ?rst entries into the destination database 
(611) are for the signal source assigned to slot 1 of the 
?rst destination interface bus. 

If there are two communication systems affiliated 
with the ambassador board, each section (1009 and 
1010) of the destination database (611) will have two 
entry blocks, one for each affiliated communication 
system. The number of entries in each block is deter 
mined as described above, such that the total number of 
entries do not exceed the capacity of the destination 
database (611). In each entry block, the first entry will 
be a frame header (1015) such that the entry blocks are 
in sync with the destination interface buses of the af?li 
ated communication systems. After both entry blocks 
have been entered, the remaining entries in the destina 
tion database are ?lled will null information (1013 and 
1014). 
As an illustrative example, assume that the ambassa 

dor board is connected to only one communication 
system, that the signal source assigned to the ?rst slot of 
the ?rst destination interface bus has the following des 
tination data (1011), and that the ?rst section (1009) is in 
the storing vmode. Recall that the signal destination data 
comprises the signal sources that the signal destination 
is to receive signals from and at what-volume. For this 
example, the ?rst signal destination is to receive signals 
from four signal sources having a bus-slot addresses as 
shown. The volume levels for each signal is stored in 
the three volume control ?elds (1004, 1005, and 1006). 
By having three ?elds, a signal’s volume level may be 
set at any one of sixteen levels. For this example, 111 is 
considered maximum volume and 000 is considered 
minimum volume, however, any binary representation 
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of minimum to maximum volumes may be used. The ’ 
I/C ?eld (1001) indicates the end of a signal destina 
tion’2 destination data. For this example, that occurs at 
address 000 000 000 011. 
As a continuation of the above example, assume that 

the affiliated communication system has only two signal 
destinations and the second signal destination is to re 
ceive signals from two signals sources. The volume 
levels and the bus-slot address of the signals sources are 
shown. Once the entries for both signal destinations 
have been entered, the remaining entries are ?lled with 
null information (1013 and 1014). The best mode con 
templates that one section of the destination database 
will accommodate upto 128 signal destinations and upto 
1750 entries. Thus, for example, each signal destination 
could receive signals from about 14 signal sources. It 
will be apparent to a practioner skilled in the art that the 
destination database may be made larger or smaller to 
accommodate more or less signal destinations. It also 
should be apparent that a signal destination may receive 

- signals from any number of signal destinations so long 
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as the number doesn’t exceed the capacity of the desti 
nation data base. 
The null information is entered into the destination 

database (611) by the microprocessor (608). Recall that 
the affiliated communication system sends to the desti 
nation address generator (618) information regarding 
the number of signal destinations within it and the num 
ber of entries that each signal destination requires. This 
information may also be stored in RAM (609) such that 
it may be used by the microprocessor (608) to enter the 
null information into‘ the destination database (611). The 
microprocessor (608) monitors the entry of destination 
data such that once it is all entered, the microprocessor 
(608) can enter the null information. 
The second section (1010) of the destination database 

(611) duplicates the information stored in the ?rst sec 
tion (1009). At start up of the communication system 
network, both sections may simultaneously receive and 
store the information. Once the information is stored in 
both halves, one section acts as a sourcing section while 
the other acts as a storing section. Unlike the signal 
database, the destination database (611) does not have 
its sections alternate functions every frame cycle. In 
stead, the sourcing section of the destination database 
remains the sourcing section until new information (eg. 
volume change, signal source change, etc.) is received. 
Once the new information is stored in the storing sec 
tion, the sections switch functions. The new informa 
tion is then copied into the new storing section which 
then awaits another change. 
The processing circuit (412) of the ambassador board 

(403), which may comprise a ?eld programmable gate 
array, comprises a PCM to linear converter section 
(624), a summing section (625), a linear to PCM section 
(626), and a diagnostic latch (627). During every frame 
cycle, the processing circuit (412), under the control of 
the microprocessor (608), addresses the signal database 
(616) based on the destination information stored in the 
destination database (611). The PCM codes are serially 
read from the signal database (616), converted to linear 
signals by the PCM to linear section (624), and summed 
together by the summer section (625). The summer 
section (625) continually adds the linear signals to 
gether, at the volume levels indicated, until a 1 is de 
tected in the I/C ?eld. Once the l is detected, the sum 
mer section (625) makes one ?nal summation before it 
outputs a linear resultant to the linear to PCM section 
(626). The linear resultant is converted into a PCM code 
by the linear to PCM section (626) and the resulting 
PCM code, or processed signals, is routed to the TDM 
buffer (620) of the sending encoder (413). This process 
is repeated until each of the signal destinations have had 
a resulting PCM code generated for it. 
As previously mentioned, signal destinations com 

prise AEIs that route signals to CCMs of a console and 
BIMs that route signals to a plurality of communication 
units. (Also recall that a BIM acts as a signal source too, 
such that signals can be transceived to and from the 
plurality of communication units.) The BIMs may be of 
two types, the ?rst type is used to interface the commu 
nication system to a radio repeater, and the second type 
(smart phone interface (SPD) is used to interface the 
communication system to telephone lines. The summing 
of signals described above, works equally well for 
summed signals destined for a CCM of a console as well 
as to either type of BIM. If the BIM is an SPI, the 
communication units may comprise telephones and/or 
radio-telephones such that several telephones lines may 
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be linked together. For example, if a communication 
system comprises thirty SPls each affiliated with a tele 
phone line, all thirty telephone lines could be confer 
enced together. In this example, each SPI would need 
twenty-nine signal summations equalling a total of eight 
hundred and seventy summations, which is well within 
the capabilities of each ambassador board“. Recall that 
the best mode contemplates that the destination data 
base (611) will having upto 1750 summation entries. 
The diagnostic latch (627) of the processing circuit 

(412) routes each of the resulting PCM codes to the 
microprocessor (608) such that the timing and resultant 
may be veri?ed. If the microprocessor detects an error 
either in the timing or in the resultant, the microproces 
sor (608) may flag an error and shut the ambassador 
board down. If redundant ambassador boards are used, 
the error ?ag would indicate that the backup ambassa 
dor board should be activated. 
The sending encoder (413) of the ambassador board 

(403) receives the processed signals, or resulting PCM 
codes via a TDM, or synchronization, buffer (620). The 
TDM buffer (620), which may comprise a DPRAM 
having two sections, stores the processed signals in one 
section during one frame cycle, then, in the next frame 
cycle, sources the processed signals to a demultiplexer 
(621). The demultiplexer (621) routes the processed 
signals that are for signal destinations assigned to slots in 
the ?rst destination interface bus to a ?rst encoder (622), 
and the processed signals that are for signal destinations 
assigned to slots in the second interface bus to a second 
encoder (623). The ?rst and second encoders (622 and 
623), which may be Manchester encoders, encode the 
processed signals and place the encoded processed sig 
nals in to the appropriate slots of the destination inter 
face buses (427). 
FIG. 7 illustrates a block diagram of an ambassador 

interface MUX interface (AIMI) (417) that, as previ 
ously mentioned, comprises a receiving circuit (424), a 
processing circuit (425), and a sending circuit (423). The 
receiving circuit (424) comprises a ?rst frame decoder 
(717), a second frame decoder (718), a data extractor 
(719), a ?rst elastic store (720), a second elastic store 
(721), a ?rst line driver (722), and a second line driver 
(723). The ?rst frame decoder (717), which may be a 
Manchester decoder, receives and decodes the pro 
cessed signals from the ?rst destination interface bus. 
The second frame decoder (718), which may be a Man 
chester decoder, receives and decodes the processed 
signals from the second destination interface bus. The 
received network data is routed to the data extractor 
(719), which may be a ?eld programmable gate array. 
The data extractor (719) performs in a similar fashion as 
the data extractor (603) of the ambassador board (403), 
described above. 
The decoded processed signals are routed from the 

?rst and second frame decoders (717 and 718) to the 
?rst and second elastic stores, or synchronization buff 
ers, (720 and 721), respectively. The ?rst and second 
elastic stores (720 and 721), which may be ?eld pro 
grammable gate arrays, function in a similar fashion as 
the elastic store (604) of the received decoder (408) in 
the ambassador board (403). The source section of the 
?rst and second elastic stores are sourcing the decoded 
processed signals to the TDM destination buses (422), 
via the line drivers (722 and 723). ‘ 
The processing circuit (425) comprises a x25 PC 

controller (708), a bus arbitrator (709), a microprocessor 
(710), random access memory devices (RAM) (711), an 
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EEPROM (712), an EPROM (716), a data transceiver 
(713), a dual universal asychronous receiver transmitter 
(DUART)(714), and a watch dog, or detection circuit, 
(715). (The DUART(714) is used to interface the CEB 
with a CAD, such interfacing is known thus no further 
discussion will be given. Also the function of the watch 
dog circuit is know such that no further discussion will 
be given.) The X.25 PC controller (708), which may be 
a device manufactured by Motorola, Inc. receives net 
work data from the data extractor (719) of the receiving 
circuit (424) and distributes it throughout the AIMI 
(417). Network data that is destined for particular signal 
sources and/or signal destinations is routed to a data 
compressor (701) of the sending circuit (423). The send 
ing circuit (423) will be discussed below. 
The bus arbitrator (709), which may be a ?eld pro 

grammable gate array, allocates the AIMI data bus 
.(725) among the X25 PC controller (708), the micro 
processor (710), and the data transceiver (713). When 
the data transceiver (713), which may be a ?eld pro 
grammable gate array, has access to the AIMI data bus 
(725), it transceives data between the AIMI data bus 
(725) and the CEB data bus (420). When the micro 
processor (710) has access to the AIMI data bus (725), it 
controls the routing and storing of the network data. 
When the X.25 PC controller (708) has access to the 
AIMI data bus (725), it receives the network data from 
the data extractor (719) and sources it to the rest of the 
AIMI (417). 
The sending circuit (423) of the AIMI (417) prepares 

the signals produced by the signals sources and the data 
produced by the communication system for transmis 
sion to the ambassador board. Signals produced by the 
plurality of signal sources are received by a TDM, or 
synchronization, buffer (702) which may be a DPRAM. 
The TDM buffer (702) operates in a similar mode as the 
TDM buffer (620) of the ambassador board. The source 
section of the TDM buffer (620) routes the signals to a 
multiplexer (705). The multiplexer (705) combines the 
signals received from the TDM buffer (702) with the 
communication system data received from the data 
extractor (701) and with a communication system clock 
that is produced by a frame sync generator (703). An 
address generator (704) produces an addresses and slot 
assignments for each of the signal sources. The output 
of the multiplexer (705) is routed to an encoder (706), 
which may be a Manchester encoder. The encoded 
signals are placed on the source interface bus (426) via 
a line driver (707). 
The preceding discussion primarily focussed on the 

conveyance of audio signals between a plurality of sig 
nal sources and signal destinations throughout the net 
work under the control of destination data. The net 
work also conveys network data throughout the net 
work. As previously mentioned, network data com 
prises combinations of communication system data pro 
duced by each of the communication systems. One such 
type of combined communication system data is com 
munication system con?guration data, or information. 
As previously mention, communication system con?gu 
ration information includes, but is not limited to, the 
number of repeaters, number of signal sources, the num 
ber of signal destinations, the TDM slot assignments for 
each signal source and signal destination, the type of 
each BIM, and destination information. 

Within the communication system network, which 
presently contemplates having upto nine hundred and 
sixty signal sources, it would be impractical to store, in 










