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[57] ABSTRACT 
A spindle motor comprises a housing, a hub which is 
rotatable relative to the housing, a rotor magnet 
mounted on the hub, and a stator disposed facing the 
rotor magnet. A coil holding member for extending a 
lead section of an armature coil of the stator to the 
outside thereof is disposed in the housing. Female screw 
holes into which ?xing screws for mounting clamp 
members are screwed and through holes connecting 
with the female screw holes are formed in the hub. 
Furthermore, supporting projections extending toward 
the housing are disposed in the stator core of the stator, 
and such supporting projections are supported in the 
housing. 

"6 Claims, 3 Drawing Sheets 
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LEAD HOLDER FOR A SPINDLE MOTOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention: 
The present invention relates to a spindle motor for 

rotatably driving a recording disk. 
2. Description of the Related Art: 
Generally, motors such as spindle motors comprise a 

housing, a hub which is rotatable relative to the hous 
ing, a rotor magnet mounted on the hub, and a stator 
facing the rotor magnet. The stator has a stator core 
?xed to the housing, and an armature coil is wound as 
required. A recording disk, such as a magnetic disk, is 
mounted on the hub, and the recording disk is driven to 
rotate in one piece with the hub in a predetermined 
direction. 

In this type of spindle motor, a lead from an armature 
coil is formed of a plurality of wires. Such a lead is 
electrically connected, for example, to one end section 
of a ?exible board, which extends to outside the hous 
ing. Connection devices, such as connectors or the like, 
mounted on the other end section thereof are connected 
to external connectors. Such a construction is complex, 
and steps are required to electrically connect the lead 
section of a coil with the ?exible board. The operation 
is troublesome to perform. Furthermore, when the ?exi 
ble board is extended outside the housing, the construc 
tion is complex, and a process for insulating the housing 
from the ?exible board must be considered. 

In this type of spindle motor, recording disks are 
mounted as follows: a plurality of female screw holes 
are formed at intervals in the periphery of the end wall 
section of the hub. Through holes are formed in a clamp 
member for fastening the recording disk, the through 
holes of which correspond to the female screw holes. 
The recording disk is ?xedly attached as required by 
screwing ?xing screws to the female screw holes of the 
hub through the through holes of the clamp member. 
However, since the female screw holes disposed on 

the hub are shaped in such a way that there is a dead end 
' in the middle of the inside thereof, a surface treatment 

solution does not sufficiently penetrate into the tapered 
section (i.e., the front end section) of a screw section. 
Therefore, there is a possibility that an untreated part 
remains, which may cause contamination or rust. 
To solve the above-described problems, female screw 

holes can also be formed in a shape (not shown) that 
they pass through the hub in the axial direction thereof. 
When it is so constructed, the above-mentioned surface 
treatment solution sufficiently penetrates into the ta 
pered section of a screw hole. Thus, there is only a 
slight possibility that any part will remain untreated. 

Yet, because the through hole in the hub connects the 
interior of the spindle motor to the disk chamber, there 
is a danger that grease of the bearing, unclean air, gas, 
or the like inside the spindle motor will penetrate the 
disk chamber. ' 

In the above-described motor, the inner edge of the 
stator core is supported in the housing. The outer edge 
thereof ?oats freely from the housing. Therefore, in 
such a supporting structure, when vibration of a speci?c 
frequency is applied thereto, the stator core may reso 
nate, causing an axial de?ection. When such a de?ec 
tion occurs, a head used for reading/writing informa 
tion of a recording disk cannot track on the surface of 
the tracks, causing an error. 
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SUMMARY OF THE INVENTION 

An object of the present invention is to provide a 
spindle motor in which the lead section can be adej 
quately electrically insulated from an armature coil and 
in which the lead section can easily be extended outside 
the housing. 
Another object of the present invention is to provide 

a spindle motor in which a surface treatment can be 
performed and cleanliness is maintained in the tapered 
section of female screw holes formed in the hub. 
A further object of the present invention is to provide 

a spindle motor which is capable of effectively sup 
pressing an axial de?ection of a stator core. 
These and other objects, features and advantages of 

the present invention will become clear when reference 
is made to the following description of the preferred 
embodiments of the present invention, together with 
reference to the accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a cross-sectional view showing an embodi 
ment of a spindle motor in accordance with the present 
invention; 
FIG. 2 is a partial perspective view showing a coil 

holding member and vicinity thereof of the spindle 
motor in FIG. 1; 
FIG. 3 is a perspective view seen from below show 

ing the coil holding member of FIG. 2; and 
FIG. 4 is a partial perspective view showing a part of 

the coil holding member of FIG. 2. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

An embodiment of the present invention will be ex 
plained below with reference to the accompanying 
drawings. 
The spindle motor shown in the ?gures comprises a 

housing 2 and a hub 4 which is rotatable relative to the 
housing 2. The housing 2 comprises a substantially disc 
shaped housing main body 5. A ring-shaped ?ange 6 is 
disposed in the outer edge of the housing main body 5. 
A plurality of holes 8 (one of them is shown in FIGS. 1 
and 2) are formed at intervals along the circumference 
of the ?ange 6. By screwing mounting screws (not 
shown) to a frame (not shown) through holes 8, such a 
spindle motor is mounted on a recording disk driving 
apparatus and can be used effectively to drive, for ex 
ample, 2.5-inch magnetic disks. 
A cylindrical supporting wall 10, extending substan 

tially vertically, is integrally disposed in the central 
section of the housing main body 5. Referring to FIG. 2, 
a stator 12 is mounted on the outer surface of the cylin 
drical supporting wall 10. The stator 12 has a stator core 
14 ?xed to the cylindrical supporting wall 10. A plural 
ity of tooth sections (e.g., 9) are disposed at intervals in 
the circumference of the stator core 14. An armature 
coil 16 is wound on such tooth sections as required. 
Improvements to be described later have been made in 
conjunction with the stator 12. 
The hub 4 has a short, cylindrical hub main body 18. 

A ring-shaped ?ange 20 is disposed in one end section 
(the lower end section) of the hub main body 18, and an 
end wall section 22 is disposed in the other end section 
of the hub main body 18. A shaft section 24 is disposed 
to become one piece in the central section of such an 
end wall section 22. As shown in FIG. 1, the shaft sec 
tion 24 is rotatably supported on the cylindrical sup 
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porting wall 10 of the housing 2 via a pair of bearing 
members 26 and 28. 
A recording disk 30, such as a magnetic disk, is 

mounted in the hub 4 as follows: A circular opening is 
formed in the recording disk 30. The inner edge thereof 
is placed in the ?ange 20 of the hub 4. A plurality of 
female screw holes 31 (e. g., 6) are formed at intervals on 
the circumference of the end wall section 22 of the hub 
4. These female screw holes 31 extend to the middle of 
the end wall section 22, but do not pass through it. A 
clamp member 32 for clamping the recording disk 30 is 
substantially circular. A pressing section 34 which is 
bent at substantially 90 degrees is disposed in the outer 
edge thereof. A plurality of through holes (e.g., 6) are 
formed on the outer area (inside of the pressing section 
34) corresponding with the female screw holes 31 of the 
hub 4. The recording disk 30 is placed in the ?ange 20 
in the hub 4. Then, by screwing mounting screws 36 to 
female screw holes 31 of the hub 4 through the through 
holes of the clamp member 32, it is mounted on the hub 
4 as required. When mounted, as shown in FIG. 1, the 
recording disk 30 is fastened between the ?ange 20 of 
the hub 4 and the pressing section 34 of the clamp mem 
ber 32. Improvements to be described later have been 
made in conjunction with the female screw holes 32 of 
the hub 4. 
A rotor magnet 38 is mounted on the inner surface of 

the hub main body 18. The rotor magnet 38 is placed on 
the outside of the stator 12 mounted on the housing 2. 
As a consequence, the hub 4 and the recording disk 30 
are rotated in a predetermined direction by the mutual 
action of the rotor magnet 38 and the stator 12. 

Next, referring to FIGS. 1, 2, 3 and 4, a structure for 
extending the lead section 40 from the armature coil 16 
to outside the motor will be explained. 

In this embodiment, the motor is of a three-phase 
type. The armature coil 16 is a well-known star-wired 
armature coil. In FIGS. 2 and 4, the lead sections of the 
coils of the X-, Y-, and Z-phase are respectively desig 
nated by reference numerals 42, 44, and 46. A lead 
section (three lead sections are bound) of the coil of a 
common phase type is designated by reference numeral 
48. The lead section of the coil is extended to the outside 
through a coil holding member 50, which can be 
formed, for example, from a synthetic resin material. It 
has a bottom wall section 52 extending to the housing 
main body 5 of the housing 2 and to the ?ange 6. The 
bottom wall section 52 has a substantially triangular 
main body bottom section 54 and an extension bottom 
section 56 extending in a straight line from the main 
body bottom section 54. Side wall sections 58 and 60 are 
disposed on both side sections (from the main body 
bottom section 54 to the extension bottom section 56) of 
the bottom wall section 52. An intermediate wall sec 
tion 62 is disposed in the central section of the main 
body bottom section 54 in a widthwise direction and 
extends from the upstream end section of the main body 
bottom section 54 (the lower right end section in FIGS. 
2 and 4) to the downstream end section (the upper left 
end section in FIGS. 2 and 4). In this embodiment, a 
?rst auxiliary wall section 64 is disposed at a position 
between the one side wall section 58 and the intermedi 
ate wall section 62, in the lower end of the main body 
bottom section 54. A second auxiliary wall section 66 is 
disposed at a position between the other side wall sec 
tion 60 and the intermediate wall section 62. The inter 
mediate wall section 62 extends narrowly in the same 
direction as the lead section of the extended coil. The 
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4 
?rst and second auxiliary wall sections 64 and 66 are 
substantially circular. A ?rst projection section 70 pro 
jecting toward the ?rst auxiliary wall section 64 is dis 
posed in the downstream end section of the one side 
wall section 58. A second projection section 72 project 
ing toward the second auxiliary wall section 66 is dis 
posed in the downstream end section of the other side 
wall section 60. With such a construction, as seen in 
FIG. 4, the one side wall section 58 and the ?rst auxil 
iary wall section 64 de?ne the ?rst extension space. The 
?rst auxiliary wall section 64 and the intermediate wall 
section 62 de?ne a second extension space. The interme 
diate wall section 62 and the second auxiliary wall sec 
tion 66 de?ne a third extension space. The second auxil 
iary wall section 66 and the other side wall section 60 
de?ne a fourth extension space. 
A ceiling wall section 74 extending from side to side 

in FIG. 2 is disposed above the main body bottom sec 
tion 54. One end of the ceiling wall section 74 extends 
toward the one side wall sections 58, and a ?rst insertion 
slit 76 is de?ned between the one end and the side wall 
section 58. The other end of the ceiling wall section 74 
extends toward the other side wall section 60, and a 
second insertion slit 78 is de?ned between the other end 
and the other side wall section 60. 

In this embodiment, an auxiliary ceiling wall 80 is 
disposed over the other side wall section 60, above the 
extension bottom section 56. The free end thereof ex 
tends to the one side wall section 58, and a slit 82 is 
de?ned between the free end and the side wall section 
58. 
.The lead section from each armature coil is posi 

tioned as follows: as shown in FIGS. 2 and 4, the lead 
section 42 of the X-phase coil is positioned between the 
fourth extension space (between the other side wall 
section 60 and the second auxiliary wall section 66) 
through the slit 82 and the second insertion slit 78. The 
lead section 44 of the Y-phase coil is positioned between 
the third extension space (between the second auxiliary 
wall section 66 and the intermediate wall section 62) 
through the slit 82 and the second insertion slit 78. The 
lead section 46 of the Z-phase coil is positioned between 
the second extension space (between the intermediate 
wall section 62 and the ?rst auxiliary wall section 64) 
through ,the slit 82 and the ?rst insertion slit 76. The lead 
section 48 of a common coil is positioned in the ?rst 
extension space (between the ?rst auxiliary wall section 
64 and the one side wall section 58) through the slit 82 
and the ?rst insertion slit 76. When the lead sections 42, 
44, 46 and 48 of the coil are positioned as described 
above, either of the ?rst auxiliary wall section 64, the 
intermediate wall section 62 or the second auxiliary 
wall section 66 is between adjacent lead sections. These 
lead sections 42, 44, 46 and 48 are reliably insulated. In 
this mounted condition, the ceiling wall section 74 and 
the auxiliary ceiling wall 80 cover the lead sections 42, 
44, 46 and 48, thus preventing the separation thereof. 
The lead sections 48 and 42 are positioned on the side 
slightly more toward the center than the inner side 
surface of the side wall sections 58 and 60 by the action 
of the ?rst projection section 70 and the second projec 
tion section 72. Therefore, the lead sections 48 and 42 
can be prevented from separating from the ?rst inser 
tion slit 76 and the second insertion slit 78, respectively. 

In this embodiment, as shown in FIG. 3, ?xing means 
86 and 88 are disposed on the bottom surface of the 
bottom wall section 52, and more exactly, on the bot 
tom surface of the main body bottom section 54 and the 
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extension bottom section 56. The fxing means 86 and 88 
comprise a pair of substantially semi-cylindrical projec 
tions 90 and 92. These projections 90 and 92 are capable 
of being slightly elastically deformed in a direction in 
which they come nearer to or come apart each other. 
Through holes (see FIG. 1) are formed in the housing 2, 
and more exactly, on speci?c positions of the housing 
main body 5 and the ?ange 6. The ?xing means 86 and 
88 of the coil holding member 50 are inserted into these 
through holes. When mounted in the above way, as 
shown in FIG. 1, the main body bottom section 54 of 
the coil holding member 50 is positioned on the ?ange 6. 
The extension bottom section 56 thereof extends from 
the inner edge of the ?ange 6 toward the center in a 
radial direction to the housing main body 5. 
The following improvements have been made in con 

junction with the hub 4. The female screw holes 31 
formed in the end wall section 22 of the hub 4 extend in 
the axial direction thereof. Through holes 96 corre 
sponding to the female screw holes 31 are formed on the 
outer surface of the hub main body 18. The through 
holes 96 extend linearly toward the center in a radial 
direction and are connected with the front end section 
of the female screw holes 31. The formation of the 
through holes 96 in the hub 4 as described above causes 
a processing solution to flow through the female screw 
holes 31 and the through holes 96. In particular, the 
solution fully penetrates even the tapered section of 
each of the female screw holes 31. Therefore, a surface 
treatment for the hub 4 can be performed reliably, and 
no places will remain untreated. The hub 4 may be 
made of aluminum, stainless steel or the like. In this 
case, a process for preventing rust is performed. In 
addition to the above materials, iron may be used. In 
such a case, a plating process is performed as a surface 
treatment for the hub 4. 

Next, improvements made in the stator 12 will be 
explained. The stator core 14 is formed by laminating a 
plurality of coil plates 98. Supporting projections 100 
extending toward the housing main body 5 are disposed 
in the bottommost plate 986 of the stator core 14. Such 
supporting projections 100 can be formed by forming 
the tooth sections of the bottommost plate 986 slightly 
larger than those of the other plates and by bending the 
outer edge projecting from the other plates in a down 
ward direction. The supporting projections 100 are not 
clearly shown, but are disposed at every third tooth in 
the tooth sections of the shaft section 24. These projec 
tions are not limited to such a disposal arrangement, as 
they may be disposed at every other tooth, or at all the 
teeth. Each front end section of the supporting projec 
tions 100 thus disposed extends to the housing main 
body 5 and is ?xed on the inner surface thereof by a 
bonding agent or the like. 
With the above-described support structure, as 

shown in FIG. 1, the inner edge of the stator 12 is reli 
ably supported on the outer surface of the cylindrical 
supporting wall 10 of the housing main body 5, and the 
outer edge thereof is reliably supported on the inner 
surface of the housing main body 5 via the supporting 
projections 100. As a result, the structure in which the 
stator 12 is mounted to the housing main body 5 has a 
so-called loop shape. Therefore, the support structure 
of the stator core 12 has a level of rigidity higher than 
that in the prior art. As a result, the natural frequency of 
the motor is increased, and thus the vibration-proof 
characteristic of the motor is considerably improved. 
The supporting projections 100 may be ?xed to the 
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6 
housing main body 5 by a method in which they are 
inserted into the mounting holes formed in the housing 
main body 5 instead of bonding them to the housing 
main body. Also, the support structure of the stator 12 
can be similarly applied to various types of motors other 
than spindle motors. 
Many different embodiments of the present invention 

may be constructed without departing from the spirit 
and scope of the present invention. It should be under 
stood that the present invention is not limited to the 
speci?c embodiments described in this speci?cation, 
and is only limited in the appended claims. 
What is claimed is: 
1. A spindle motor, comprising: 
a housing; 
a hub which is rotatable relative to the housing; 
a rotor magnet mounted on the hub; and 
a stator core ?xed to the housing, and an armature 

coil wound around the stator core, wherein a coil 
holding member for extending a lead section of the 
armature coil to the outside thereof is disposed in 
the housing, wherein the coil holding member 
comprises a bottom wall section having a substan 
tially triangular main body bottom section and an 
extension bottom section extending linearly from 
the main body bottom section side wall sections 
disposed at opposite edges of the main bottom wall 
section, and an intermediate wall section disposed 
between the side wall sections on said main bottom 
wall section, wherein a ?rst auxiliary wall section is 
disposed on said main bottom wall section between 
one side wall section and the intermediate wall 
section, and a second auxiliary wall section is dis 
posed on said main bottom wall section between 
the other side wall section and the intermediate 
wall section, and wherein the one side wall section 
and the ?rst auxiliary wall section de?ne a ?rst 
extension space, the ?rst auxiliary wall section and 
the intermediate wall section de?ne a second exten 
sion space, the intermediate wall section and the 
second auxiliary wall section de?ne a third exten 
sion space, and the second auxiliary wall section 
and the other side wall section de?ne a fourth ex 
tension space. 

2. A spindle motor according to claim 1, wherein the 
coil holding member has a ceiling wall section which 
covers the ?rst, second, third and fourth extension 
spaces. 

3. A spindle motor according to claim 2, wherein the 
ceiling wall section is disposed in the intermediate wall 
section, one end of the ceiling wall section extends 
toward the one side wall section, a ?rst insertion slit into 
which the lead section is inserted is de?ned between the 
one end section and the one side wall section, the other 
end section of the ceiling section extends toward the 
other side wall section is inserted is de?ned between the 
other end section section is inserted is de?ned between 
the other end section and the other side wall section. 

4. A spindle motor according to claim 1, wherein a 
?rst projection projecting toward the ?rst auxiliary 
wall section is disposed in the one side wall section, and 
a second projection projecting toward the second auxil 
iary wall section is disposed in the other side wall sec 
tion. 

5. A spindle motor according to claim 1, wherein an 
auxiliary ceiling wall section is disposed above the ex 
tension bottom section. 
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6', spmd'lef motor accorqing to Clair?‘ 5’ wherein the section is inserted is de?ned between the other side wall 
auxiliary ceiling wall section extending toward the section or the one side wan section and the auxiliary 

disposed in the one side wall section or the other side ceiling wan seclion 
wall section, and wherein a slit into which the lead 5 ‘ 
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