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[57] ABSTRACT 
A switching power source device includes a rectifying 
smoothing circuit made up of a full-wave recti?er 2 and 
a small-capacity capacitor 3, a resonance frequency 
controlled type resonance converter circuit 4 having a 
controlled resonance frequency, a power source regu 
lating transformer 7 having a primary winding N], a 
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SWITCHING POWER SOURCE DEVICE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a switching power source 

device capable of inhibiting harmonic distortion of a, ac 
power source. 

2. Description of the Prior Art 
Heretofore, as countermeasures for diminishing the 

harmonic distortion of a commercial ac input power 
source, an ac reactor inserting system, an active 
smoothing ?lter system and a transformer system, have 
been considered, as stated in “DENKI KYODO KEN 
KYU”, vol. 46, No. 2. 
By the above-mentioned ac reactor inserting system 

is meant a system in which an ac reactor is inserted into 
an ac input side of a full-wave recti?er-capacitor 
smoothing circuit, a typical component used in general 
purpose household electric equipment, for limiting the 
charging current to a capacitor by an impedance com 
ponent of the ac reactor for diminishing high harmonic 
components by extending an angle of conduction. 
By the above-mentioned active smoothing ?lter sys 

tem is meant a system in which a booster type chopper 
converter, a non-insulator type switching regulator 
having an output voltage higher than an input voltage, 
is used in place of the above-mentioned full-wave rec 
ti?er-capacitor smoothing circuit. In operation, pulse 
signals, full-wave recti?ed by a bridge recti?er, are 
switched over an entire period at a frequency'higher 
than several tens of kilohertzes. The result is that the 
input current waveform is averaged out for each of the 
periods of the switching current, such that, if a large 
capacitor be present in a load, such capacitor proves to 
be a resistance load, so that the input switching current 
is caused to flow sinusoidally to allow to diminish the 
high harmonics. 

Finally, by the transformer type system is meant a 
system in which reduction of high harmonics may be 
achieved by the choking effects proper to the trans 
former and the enlarged current conduction angle due 
to the lower secondary side voltage. 
However, the above-mentioned three conventional 

systems suffer from respective drawbacks. 
With the ac reactor inserting system, the reactor 

device is bulky and heavy in weight, while being expen 
sive. An ac reactor is expensive when compared to 
other components. Since the dc voltage derived from 
smoothing of the corresponding ac voltage is lowered 
so that redesigning in a downstream side switch regula 
tor becomes necessary to lower the ef?ciency. Besides, 
electronic appliances may be affected by the stray mag 
netic flux from the reactor device. 
With the above-mentioned active smoothing ?lter 

system, the noise level is increased due to electro-mag 
netic interference (EMI) derived from switching semi 
conductors. Circuitry becomes complicated due to 
switching controlling means for providing for an input 
voltage proportionate to an input electric current, start- ' 
ing circuit and to software functions, besides the func 
tion as a switching power source, thereby increasing the 
number of component parts and production costs. Insu 
lation must be made by a downstream side switching 
regulator because the system is a non-insulated system. 
Although the transformer system is limited to a small 

capacity electronic equipment of less than 30 W, the 
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2 
equipment is increased in size in order to be commer 
cialized. 

If the defects of the three systems is inspected, it 
becomes apparent that, in view of avoiding the increase 
in size of the device, the ac reactor inserting system or 
the transformer system is not satisfactory under the 
current state of the art in respect of practical applica 
tion. However, the active smoothing ?lter may lend 
itself to practical application, if integration of the active 
smoothing ?lter and the switching ?lter is achieved 
satisfactorily. ‘ 

With the active filter circuit employing the above 
mentioned active smoothing ?lter circuit, the circuitry 
is such that, as disclosed in “DENSHI GIJUTSU” extra 
issue of March 1990, a non-insulated booster chopper 
circuit is of a pulse width modulation (PWM) system 
with a ?xed switching frequency or of a ringing choke 
converter (RCC) system with a variable switching fre 
quency. The active ?lter circuit has a drawback that, 
since the switching semiconductor undergoes a re 
peated on-off switching operations with trapezoidal or 
triangular waves so that the electro-magnetic wave 
interference level derived from the semiconductors is 
increased. The active ?lter circuit also has drawbacks 
that, if the system is of an insulated type, it becomes a 
?yback converter to increase power losses and noise 
levels, while the circuitry becomes complex due to 
provision of a starting circuit, software functions and 
means for providing for the input voltage proportionate 
to the input current, besides the function of the switch 
ing power source, thus leading to increased number of 
component parts and increased costs. 
With the switching power source system for sup~ - 

pressing the ac ripple voltage to less than 50 mV against 
load ?uctuations and changes in the ac input voltages 
for maintaining a constant dc output voltage, a large 
capacity electrolytic capacitor is employed as an ac 
input rectifying smoothing capacitor. If, however, the 
load power is 150 W and the capacitor for ac input 
recti?cation has a capacitance of 820 uF, the ac line 
current containing a large quantity of high harmonics 
charging the capacitor will flow as indicated in FIG. 2 
to produce waveform distortions of the commercial 
sinusoidal ac voltage, such that the power factor is as 
low as 0.5 to 0.7.‘ 

OBJECT AND SUMMARY OF THE INVENTION 

In view of the above~depicted status of the art, it is an 
object of the present invention to provide an arrange 
ment in which the active ?lter circuit is constituted by 
a switching power source system by a resonance fre 
quency controlling type resonant converter circuit hav 
ing a ?xed switching frequency for improving the 
power factor. 
The present invention provides a switching power 

source device comprising a rectifying smoothing circuit 
including a small-capacity capacitor as a circuit for 
rectifying and smoothing a commercial ac input power 
source, a resonant frequency controlled type resonant 
converter circuit including a self-oscillating circuit for 
switching controlling of an output of said rectifying 
smoothing circuit with a ?xed switching frequency, a 
transformer circuit section including a primary circuit 
supplied with an output of said resonance converter 
circuit, a secondary winding insulated with respect to 
said primary winding, and a control winding having the 
direction of winding at right angles to the winding 
direction of said primary and secondary windings, a 
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controller for controlling the control current of said 
control winding of said transformer circuit section in a 
direction of rendering the average value of the dc out 
put voltage of said transformer circuit section constant, 
and a rectifying smoothing circuit including a rectifying 
smoothing capacitor determining the ripple voltage of 
the dc output voltage of said transformer circuit section 
in conjunction with a load power. 
With the switching power source device according to 

the present invention, the power factor may be im 
proved by the active smoothing ?lter constituted by the 
resonance frequency controlled type resonance con 
verter circuit and the rectifying smoothing circuit em 
ploying the small capacity capacitor for reducing the 
harmonic distortion of the commercial power source. 
The electro-magnetic interference emanating from the 
switching semiconductor is of a lower level as com 
pared to the conventional ringing choke converter 
(RCC) or pulse width modulation (PWM) type con 
verter circuit, and the minute controlling current for the 
power source regulating transformer is generated by a 
self-oscillating-type controller, for diminishing the pro 
duction costs. In addition, The primary and secondary 
windings of the power source regulating transformer 
can be insulated from each other so that the down 
stream side regulator may remain non-insulated to en 
able the device to be reduced in size. The dc output 
voltage at the secondary side of the power source regu 
lating transformer may be optionally selected by the 
turn ratio of the power source regulating transformer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram showing a switching 
power source device for improving the power factor 
according to an embodiment of the present invention. 
FIG. 2 is a waveform diagram showing the wave 

forms of the ac line currents and the commercial ac 
voltages when a large capacitance electrolytic capaci 
tor is used as an ac input rectifying smoothing capacitor 
of a conventional switching power source device. 
FIG. 3 is a waveform diagram showing electrical 

current and voltage at various points of the circuit 
shown in FIG. 1. 
FIG. 4 is a waveform diagram showing the high 

frequency sinusoidal current 11 shown in FIG. 3 and the 
current flowing through a switching transistor. 
FIG. 5 is a perspective view showing the construc 

tion of a power source regulating transformer employed 
in the embodiment shown in FIG. 1. 
FIG. 6 is a perspective view showing the construc 

tion of a power source regulating transformer accord 
ing to a modi?ed embodiment of the present invention. 
FIG. 7 is a graph showing controlling characteristics 

of the controlling current of the power source regulat 
ing transformer against changes in the main load cur 
rent for various ac input voltages. 
FIG. 8 is a circuit diagram showing a switching 

power source device according to a modi?ed embodi 
ment of the present invention. 
FIG. 9 is a circuit diagram showing a switching 

7 power source device according to another modi?ed 
embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to the drawings, certain preferred embodi 
ments of the present invention will be explained in de 
tail. ’ 
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4 
FIG. 1 is a circuit diagram showing a switching 

power source device for improving the power factor 
according to an embodiment of the present invention. 

Referring to FIG. 1, a dc input power source is pro 
duced by rectifying and smoothing a commercial ac 
input power source 1 with a diode bridge type full‘wave 
recti?er 2 and a small-capacitance capacitor 3. 

This dc input power source is supplied via a primary 
winding Na of a converter-driven transformer 5 to a dc 
resonance circuit consisting of a capacitor 6 and stray 
inductance of a primary winding N1 (see also FIGS. 5 
and 6) of a power source regulation transformer 7. 
The converter-driven transformer 5 has the primary 

winding Na and two secondary windings N51, N32. 
Associated with these secondary windings N31, N 32 is a 
resonance converter circuit 4 for on-off control of the 
current of the above-mentioned dc input power source. 
The resonance converter circuit 4 is composed of a 

series connection of a switching transistor Q1, having a 
diode D3] connected across its emitter and its base, and 
a switching transistor Q2, having a diode D 32 connected 
across its base and the ground. The transistor Q] is 
connected across the dc input power source and the 
input winding N, of the converter-driven transformer 5, 
while the transistor Q; is connected across the primary 
winding N” of the converter-driven transformer 5 and 
the ground. A dc resonance circuit of a secondary 
winding N31 of the converter-driven transistor 5, a 
resistor R31 and a capacitor C31 is connected in parallel 
with the diode D3] across the base and the emitter of 
transistor Q1, while a dc resonance circuit of a second 
ary winding N3; of the converter-driven transistor 5, a 
resistor R32 and a capacitor C3; is connected in parallel 
with the diode D3; across the collector of transistor Q2 
and the ground. A starter resistor R51 is connected 
across the dc input power source and the base of the 
switching transistor Q1, while a starter resistor R5; is 
connected across the collector and the base of the 
switching transistor Q2. 
The power source regulating transformer 7 has the 

primary winding N1 and a secondary winding N2, insu 
lated from the primary winding, as well as a control 
winding NC, which is wound in a direction normal to 
the winding direction of the windings N1 and N2 (see 
also FIGS. 5 and 6). The secondary winding N2 of the 
power source regulating transformer 7 is connected to a 
rectifying smoothing circuit 8 including diodes D1, D2 
and D3 and smoothing capacitors C0, CO’. A dc output 
voltage of the rectifying smoothing circuit 8 is con 
verted by a controller 9 into a controlling current 
which is supplied to the control winding Nc (see also 
FIGS. 5 and 6) of the power source regulating trans 
former 7. 
The controller 9 includes a transistor Q3, to the base 

of which the above-mentioned dc output voltage is 
supplied via voltage dividing resistors R1, R2, a resistor 
R3 connected to the emitter of this transistor Q3, a 
Zener diode DK, as reference voltage, connected to the 
emitter of the transistor Q3, a transistor Q4 the base of 
which is connected to the collector of the transistor Q3 
together with a resistor R4 and a feedback capacitor Cf 
connected across the bases of the transistors Q3, Q4. 
The schematic operation of the above described 

switching power source device is hereinafter explained. 
An ac output from e.g. the 100 V commercial power 
source 1 is recti?ed and smoothed by the diode bridge 
type full-wave recti?er 2 and the small-capacity capaci 
tor 3. With the capacitance of the small capacity capaci 
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tor 3 of 0.1 to 0.22 uF, the dc input voltage E,-is derived 
from a sinusoidal pulsating wave as shown in FIG. 3 
and is supplied to the power source regulating trans 
former 7 shown in FIG. 7 via the resonance converter 
circuit 4 and the converter driven transformer 5. The 
controller 9 detects an average value of the dc output 
voltage produced at the secondary winding N1 of the 
power source regulating transformer 7 and controls the 
dc controlling current 16 ?owing through the control 
winding NC so that the average value will be constant. 
The above-mentioned dc output voltage contains a 

ripple voltage determined by the capacitance of a 
smoothing capacitor C0 of the rectifying smoothing 
capacitor 8 and the load power. Since the sc input cur 
rent IAcis controlled so as to have a waveform approxi 
mately similar to the ac input voltage VAC, this ripple 
voltage becomes the sinusoidal voltage E0 having the 
frequency double the frequency of the ac input voltage 
VAC. 
The switching frequencies of the switching transis 

tors Q1, Q2 of the resonant converter circuit 4 are fixed 
by the secondary winding N31, resistor R3] and the 
capacitor C31 and by the secondary winding N32, resis 
tor R32 and the capacitor CB2, respectively. Thus the 
high frequency sinusoidal current 11, shown in FIG. 4, 
generated by the series resonant circuit constituted by 
the series resonant capacitor 6 and the stray inductance 
of the primary winding N1 of the power source regulat 
ing transformer 7, are caused to ?ow through the 
switching transistors Q1, Q2, as switching currents 1cm, 
1cm, respectively. 

It is noted that, if the input voltage is 10 V or less, the 
high frequency sinusoidal wave does not ?ow, so that a 
dead time td as shown in FIG. 3 is produced. Thus the 
ac input current lAcis interrupted. However, the power 
factor is substantially not lowered because the load 
power in not affected significantly by the input power 
in the vicinity of the zero-crossing points. 
According to our experiments, if, in the embodiment 

shown in FIG. 1, the load power is set to 150 W, the 
switching frequency is set to 100 kHz, the small 
capacity smoothing capacitor C,-is set to 0.22 uF/ZOO V, 
the rectifying smoothing electrolytic capacitor Cgof the 
rectifying smoothing capacitor 8 is 100 pF/ 160 V, the 
rectifying smoothing electrolytic capacitor C0’ of the 
rectifying smoothing capacitor 8 is 1000 uF/ 25 V, and 
the feedback capacitor Cf of the controller 9 is 47 
pF/ 6.3 V, the operating waveform is as shown in FIG. 
3, with the power factor being 0.96. The harmonic 
distortion of the ac input current IACis diminished and 
the ac input voltage is improved to a sinusoidal wave 
form. 
The larger the capacitance of the feedback capacitor 

Cfcontrolling the average value of the dc output volt 
age to a constant value, the closer becomes the envelope 
of the high frequency sinusoidal current I1 to a trapezoi 
dal form. Since the transient response characteristics 
due to abrupt load changes are determined by the time 
constant of the detecting resistor R1 and the feedback 
resistor Cf, the fast follow-up time would be prolonged 
if the feedback capacitor Cfis selected to too high a 
value. 
The control characteristics of the controlling current 

I; with respect to the main load current IL are shown in 
FIG. 7 for various ac input voltages, wherein the main 
load current IL is plotted on the abscissa and the con 
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6 
trolling current 16 of the power source regulating trans 
former 7 is plotted on the ordinate. If, with the constant 
main load current IL, the controlling current Ic for the 
power source regulating transformer 7 is compared to 
the ac input voltage, the controlling current It becomes 
the smaller the larger the ac input voltage. An area 
towards the origin 0 from a line connecting points a 
and b in the drawing represents a constant voltage area. 

- FIGS. 8 and 9 illustrate modi?ed embodiments of the 
present invention. Speci?cally, FIG. 8 illustrates a 
switching power source circuit for improving the 
power factor wherein a power source insulating trans 
former is annexed and a transformer circuit is designed 
as a saturable reactor transformer for controlling the 
primary side inductance. FIG. 9 illustrates a switching 
power source circuit for improving the power factor by 
a secondary side inductance control type voltage reso 
nance converter having a ?xed switching frequency in 
case of low loads. FIG. 6 shows a transformer circuit 
used in other modi?cations of the present invention, 
including windings NR and Nc' shown in FIGS. 8 and 
9. 
Thus it is possible with the above-described embodi 

ments to improve the power factor and to diminish the 
harmonic distortion of the commercial power source by 
the rectifying smoothing circuit employing the small 
capacitance capacitor and the resonance frequency 
control type converter circuit. 
What is claimed is: 
1. A switching power source device comprising: 
a rectifying smoothing circuit including a small 

capacitance capacitor as a circuit for rectifying and 
smoothing a commercial ac input power source, 

a resonant frequency controlled type resonant con 
verter circuit including a self-oscillating circuit for 
switching controlling of an output of said rectify 
ing smoothing circuit with a ?xed switching fre 
quency, 

a converter-driven transformer having a primary 
circuit and a secondary circuit, said secondary 
circuit being connected to said resonant converter 
circuit for on-off control of the recti?ed and 
smoothed input power source, 

a power-source regulating transformer circuit section 
including a primary circuit connected to said pri 
mary winding of said converter-driven trans 
former, a secondary windin g insulated with respect 
to said primary winding, and a control winding 
having the direction of winding at right angles to 
the winding direction of said primary and second 
ary windings, 

a controller for controlling the control current of said 
control winding of said power-source regulating 
transformer circuit section in a direction of render 
ing the average value of the dc output voltage of 
said transformer circuit section constant, and 

a rectifying smoothing circuit including a rectifying 
smoothing capacitor determining the ripple volt 
age of the dc output voltage of said transformer 
circuit section in conjunction with a load power. 

2. A switching power source device as claimed in 
claim 1 wherein a power source insulating transformer 
is added to said transformer circuit section for control 
ling the primary side inductance as a saturable reactor 
transformer. 
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