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VIBRATION-DRIVEN MOTOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a vibration-driven 

motor, and more particularly to a vibration-driven 
motor of a type in which an elastic member in which a 
travelling wave is formed is press-contacted to a rail 
shaped stator to move the elastic member along the 
rail-shaped stator. ' 

2. Related Background Art 
A vibration-driven motor having construction as 

shown in FIG. 9 or 10 has been known in the art. 
Numeral 1 denotes an oval elastic-member having a 

comb-shaped projections 10 on a sliding plane. A 
known piezo-electric element 2 for generating a travel 
ling vibration wave in the elastic member 1 in accor 
dance with an electrical signal applied thereto is joined 
to an upper surface of the elastic member 1. 
Numeral 8 denotes a rail-shaped stator which fric 

tionally contacts to the elastic member 1. It is press-con 
tacted to the elastic member 1 through a vibration insu 
lation material 5 (for example, felt) by a pressure spring 
3. 
Numeral 6 denotes a comb-shaped stopper. A comb 

portion 60 thereof (see FIG. 10) is ?tted into a slit 
formed by the projection 10 in a portion of the elastic 
member 1 which does not contact the rail-shaped stator 
8 so that the comb portion 60 supports the elastic mem 
ber 1 through a felt 7 disposed at the bottom of the slit. 
The oval elastic member 1 (see FIG.10) is supported 

by a mount 4 through the pressure spring 3, and the 
mount is supported by a guide member 9 which inhibits 
displacement other than in a Bydirection (see FIG. 10) 
which is a predetermined direction of movement. 
When a travelling vibration wave is generated in the 

elastic member 1 in a known method, the elastic mem 
ber 1 moves on the rail-shaped stator 8 by a frictional 
force between the rail-shaped stator 8 and the elastic 
member 1. As a result, the mount 4 and other members 
(3, 5, 6, 7) also move along the guide member 9 in the 
By direction. A frictional driving - force generated 
thereby acts on a portion of the elastic member 1. Since 
that portion is offset from the support point, a moment 
is applied to the elastic member 1 to shift the elastic 
member 1 in the By and Bydirections. 
The comb portion 6a of the stopper 6 is ?tted into the 

slit of the elastic member 1 formed by the projection 10 
as shown in FIG.10. It restricts the displacement of the 
elastic member 1 to the By direction and supports the 
weight of the elastic member 1 through the felt 7. The 
binding members 6b and 6c restrict displacement in the 
By direction, and the binding member 6d restrict dis 
placement of the elastic member 1 on the pressurizing 
side in the By direction. In association with binding 
members 60 to 6d, the elastic member 1 is smoothly and 
linearly moved with the mount 4 without backlash. 

In the prior art construction, however, since the elas 
tic member 1 is not ?xed to the mount 4, the support 
member 6 and the elastic member 1 are disjoined piece 
by piece when the pressure between the rail-shaped 
stator 8 and the elastic member 1 is released. In other 
words, it is dif?cult to assemble them as shown in FIG. 
9. Further, since the pressure between the elastic mem 
ber 1 and the rail-shaped stator 8 is applied by the pres 
sure spring 3 through the felt 5, on the piezo-electric 
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2 
element 2 spaced from a neutral plane of the elastic 
member 1, a pressure loss is large. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a 
vibration-driven motor having a small pressure loss. 

It is another object of the present invention to pro 
vide a vibration-driven motor which is easy to assemble 
and yet reduces pressure loss. ‘ 
Other objects of the present invention will be appar 

ent from the following detailed description of the pres 
ent invention. 

In accordance with one aspect of the present inven 
tion, a ?rst projection is formed on one linear side plane 
of an elastic member, the ?rst projection being pressed 
by a pressure spring through a vibration insulation ma 
terial. A second projection is formed on the other linear 
side plane which is parallel to the one linear side plane, 
and the second projection is supported at a predeter 
mined point through the vibration insulation member. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows a front view of a ?rst embodiment of a 
vibration-driven motor of the present invention, 
FIG. 2 shows a plan view thereof, 
FIG. 3 shows a plan view of a pressure spring, 
FIG. 4 shows a plan view of a modi?cation of the 

pressure spring of the ?rst embodiment, 
FIG. 5 shows a plan view of an elastic member, 
FIG. 6 shows a plan view of a modi?cation of the 

elastic member of the ?rst embodiment, 
FIG. 7 shows a plan view of a pressure spring in a 

second embodiment, 
FIG. 8 shows a plan view of a third embodiment, 
FIGS. 9 and 10 show a known example of a vibration 

driven motor, 
FIGS. 11 and 12 show perspective views of principal 

parts of the ?rst embodiment, and 
FIG. 13 shows a construction of a principal portion 

of FIG. 12. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The preferred embodiments of the present invention 
will be explained in detail with reference to the draw 
ings. 

Embodiment 1 

FIGS. 1, 2, 3 and 5 show an embodiment 1 of the 
vibration-driven motor of the present invention, FIGS. 
11 and 12 show perspective views of principal parts of 
FIG. 2, and FIG. 13 shows a construction of a principal 
portion of FIG. 12. 
As shown in FIG. 5, plate-shaped projections 1b and 

1c are formed to face each other on inner side planes of 
two linear portions of an oval metal elastic member 1. 
The projections 1b and 1c are formed on neutral planes 
of the elastic member 1 or in the vicinity thereof so that 
they do not impede the vibration generated in the elastic 
member 1, in other words, in order to reduce pressure 
loss. 
The ?rst projection 1b formed in the linear portion of 

the elastic member 1 which abuts against a rail-shaped 
stator 8 is supported by a plate-like pressure spring 3A 
through a felt 5A as shown in FIGS. 1 and 3, which 
pressure spring 3A horizontally extends from a mount 4 
on which a print head of a printer is mounted. 
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On the other hand, the second projection 1c formed 
on the other linear portion of the elastic member 1 is 
held by support members 6'0 and 6'b ?xed to the mount 
4, through a felt 7'. 

Since the elastic member 1 is lightly ?xed to the 
mount 4, it is easy to assemble the parts as shown in 
FIG. 1 and movement of the right linear portion in a 
direction A can be restricted. 
On the other hand, when a travelling vibration wave 

is generated in the elastic member 1 in a known method, 
a frictional drive force generated thereby acts on a 
portion of the elastic member 1. Because that portion is 
off-set from a support point, a moment is applied to the 
elastic member 1 to shift the elastic member in direc 
tions B Xand By, but the support member 6'a has a shape 
to restrict it. Referring to FIG. 13, a hatched end plane 
1f of the projection 1c ?ts to a hatched end plane 6’f of 
a recess of the support member 6'a with a slight clear 
ance therebetween and felts 7' are provided at the top 
and the bottom of the projection 1c to hold the projec 
tion 1c between the support members 6'11 and 6'b. In this 
manner, the displacement of the elastic member 1 in the 
directions BX and Byis restricted. The displacement in 
the direction A is also restricted. 

Further, as shown in FIG. 11, a stopper 6’c is pro 
vided such that a hatched end plane 1e of the projection 
lb is ?tted to a hatched end plane 6’e of the stopper 6’c 
with a slight clearance therebetween to more ?rmly 
restrict the displacement in the directions BX and By. 

In the above embodiment, the pressure spring may be 
modi?ed to an X-shaped pressure spring 3" as shown in 
FIG. 4. Since it has a smaller spring constant than that 
of the plate-like spring 3A, a pressure variation is re 
duced. 
As shown in FIG. 5, the opposing projections 1b and 

1c formed on the inner planes of the linear portions of 
the elastic member 1 may extend over the entire length 
of the linear portions of the elastic member 1. Alterna 
tively, as shown in FIG. 6, the projections may be di 
vided into a comb-shape like l’b and l'c. In this case, 
any impedement to the vibration of the elastic member 
1 is further reduced. 
Those elements which have the same functions as 

those in the prior art (FIGS. 9 and 10) are designated by 
the same numerals and the explanation of the construc 
tions and functions thereof is omitted. 

Embodiment 2 

FIG. 7 shows an embodiment 2. 
In the above embodiment, the pressure spring 3A is of 

plate shape as shown in FIG. 3 or of X-shape 3" as 
shown in FIG. 4. A pressure spring 3"’ in the present 
embodiment H-shape is shown in FIG. 7. 

In the above embodiment, a portion of an arcuate 
portion of the elastic member 1 contacts the rail-shaped 
stator 8 as shown in FIG. 2. As a result, of vectors of the 
drive force (arrows") differ, and it excites a spurious 
vibration mode which may cause a noise. 
When the pressure spring 3" of the present embodi 

ment is used, the pressing force at the arcuate portion is 
weakened and the drive forces in the directions of 
arrow " are reduced so that the noise is supppressed. 

Embodiment 3 

FIG. 8 shows an embodiment 3. 
In the present embodiment, the pressure spring 3” 

shown in FIG. 4 and the elastic member shown in FIG. 
6 are combined and the felt 5" is provided at a length 
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4 
wise center of the projection 1']; of the elastic member 
1. 

In the present embodiment, the pressure at the arcu 
ate portion is weakened as it is in the above embodiment 
2 so that noise is suppressed. 
Where a pressure spring 3 presses two groups of 

known piezo-electric elements 2 (for example, PZT) 
through the felt 5 as shown in FIG. 9, the noise can be 
suppressed by increasing the pressure at the center of 
the linear portion. In this case, however, a loss due to 
the pressure slightly increases. 

In accordance with the present invention, the projec 
tions are formed on the side planes of the two linear 
portions of the elastic member, and one of them is ?rmly 
supported through the felt and the other is pressed by 
the pressure spring through the felt. Thus, assembly of 
the motor is facilitated and the pressure loss is reduced. 

Further, by increasing the pressure at the center of 
the linear portion of the elastic member and reducing 
the pressure at opposite ends, the generation of the 
spurious vibration mode is suppressed and noise is pre 
vented. 

In the above embodiments applied to a drive source 
of a printer, the elastic member 1 moves. The present 
invention is also applicable to an embodiment in which 
the elastic member is ?xed and the rail 8 is moved. 
What is claimed is: 
1. A vibration-driven motor comprising: 
a loop-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst support member rigidly contacting a surface of 
an inner plane of one of the pair of linear portions 
of said vibration member, said one portion being a 
substantially neutral plane of said vibration mem 
ber; 

a second support member rigidly contacting a surface 
of an inner plane of the other one of the pair of 
linear portions of said vibration member, said other 
portion being a substantially neutral plane of said 
vibration member; 

a pressurizing member arranged in contact with said 
?rst supporting‘member for applying a pressure 
between said vibration member and said contact 
member through said ?rst supporting member; 

a positioning member arranged in contact with said 
second supporting member for positioning said 
second supporting member at a predetermined 
position; and 

a movable member engaged with said pressurizing 
member and said positioning member and arranged 
so as to be displaced in a predetermined direction 
by a movement of said vibration member. 

2. A vibration-driven motor according to claim 1, 
wherein said ?rst supporting member is provided on an 
inner plane of said vibration member. 

3. A vibration-driven motor according to claim 2, 
wherein said second supporting member is provided on 
an inner plane of said vibration member. 

4. A vibration-driven motor according to claim 1 
wherein said pressurizing member includes a leaf 
spring. 

5. A vibration-driven motor comprising: 
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a ring-shaped vibration ‘member having at least a pair 
of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst member provided on one of the linear portions 
of said vibration member; 

a second member provided on the other linear por 
tion of said vibration member; 

a pressurizing member for applying a pressure be 
tween said vibration member and said contact 
member through said ?rst member; and 

a support member for supporting said second member 
at a predetermined position; 

wherein said ?rst member is provided on an inner 
plane of said vibration member, wherein said sec 
ond member is provided on an inner plane of said 
vibration member, and wherein said ?rst and sec 
ond members are provided on substantial neutral 
planes of said vibration member. 

6. A vibration-driven motor comprising: 
a ring-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst member provided on one of the linear portions 
' of said vibration member; 

a second member provided on the other linear por 
tion of said vibration member; * 

a pressurizing member for applying a pressure be 
tween said vibration member and said contact 
member through said ?rst member; and 

a support member for supporting said second member 
at a predetermined position; 

wherein said ?rst and second members are multisplit 
projection members. 

7. A vibration-driven motor comprising: 
a ring-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst member provided on one of the linear portions 
of said vibration member; 

a second member provided on the other linear por 
tion of said vibration member; 

a pressurizing member for applying a pressure be 
tween said vibration member and said contact 
member through said ?rst member; and 

a support member for supporting said second member 
at a predetermined position; 

wherein said pressurizing-member has an X shape. 
8. A vibration-driven motor comprising: 
a ring-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 
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6 
a contact member provided in contact with the 

contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst member provided on one of the linear portions 
of said vibration member; 

a second member provided on the other linear por 
tion of said vibration member; 

a pressurizing member for applying a pressure be 
tween said vibration member and said contact 
member through said ?rst member; and 

a support member for supporting said second member 
at a predetermined position; 

wherein said pressurizing member has an H shape. 
9. A vibration driven actuator, comprising: 
a loop-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst supporting member rigidly contacting a surface 
of an inner plane of one of the pair of linear per- 
tions of said vibration member, said one portion 
being a substantially neutral plane of said vibration 
member; W - 

a second supporting member rigidly contacting 
surface of an inner plane of the other one of the pair 
of linear portions of said vibration member, said 
other one portion being a substantially neutral 
plane of said vibration member; 

a pressurizing member arranged in contact with said 
?rst supporting member for applying a pressure 
between said vibration member and said contact 
member through said ?rst supporting member; and 

a positioning member arranged in contact with said 
second supporting member for positioning said 
second supporting member at a predetermined 

' position. 

10. A vibration driven actuator according to claim 9, 
wherein said ?rst supporting member is provided on an 
inner plane of said vibration member. 

11. A vibration driven actuator according to claim 10, 
wherein said second supporting member is provided on 
an inner plane of said vibration member. 

12. A vibration driven actuator according to claim 9, 
wherein each of said ?rst and second supporting mem 
bers includes multi-split projection elements. 

13. A vibration driven system, comprising: 
a loop-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst supporting member rigidly contacting a surface 
of an inner plane of one of the pair of linear por 
tions of said vibration member, said one portion 
being a substantially neutral plane of said vibration 
member; 

a second supporting member rigidly contacting a 
surface of an inner plane of the other one of the pair 
of linear portions of said vibration member, said 
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other one portion being a substantially neutral 
plane of said vibration member; 

a pressurizing member arranged in contact with said 
?rst supporting member for applying a pressure 
between said vibration member and said contact 
member through said ?rst supporting member; 

a positioning member arranged in contact with said 
second supporting member for positioning said 
second supporting member at a predetermined 
position; and 

a movable member engaged with said pressurizing 
member and said positioning member so as to be 
displaced in a predetermined direction by a move 
ment of said vibration member. 

14. A vibration driven motor, comprising: 
a loop-shaped vibration member having at least a pair 

of linear portions and a contact surface for generat 
ing a travelling wave therein in response to an 
electrical signal applied thereto; 

a contact member provided in contact with the 
contact surface of said vibration member, said trav 
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8 
elling wave causing a relative movement between 
said vibration member and said contact member; 

a ?rst supporting member rigidly contacting a surface 
of an inner plane of one of the pair of linear por 
tions of said vibration member at a position other 
than said contact surface; 

a second supporting member rigidly contacting a 
surface of an inner plane of the other one of the pair 
of linear portions of said vibration member, said 
other one portion being a substantially neutral 
plane of said vibration member; 

a pressurizing member arranged in contact with said 
?rst supporting member for applying a pressure 
between said vibration member and said contact 
member through said ?rst supporting member; 

a positioning member arranged in contact with said 
second supporting member for positioning said 
second supporting member at a predetermined 
position; and 

a movable member engaged with said pressurizing 
member and said positioning member so as to be 
displaced in a predetermined direction by a move 
ment of said vibration member. 

it it * i 1 
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