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To aZZ whom it may concern: , 
Be it known that I, THEODORE F. W. 

SCHMIDT, a citizen of the United States, resid 
ing at Dayton, in the county of Montgomery 
and State of Ohio, have invented certain new 
and useful Improvements in Bottle-Wrap 
pers, of whichthe following is a speci?cation. 

y invention relates to elastic wrappers for 
glass bottles or jars to prevent breakage in 
packing and transportation, and has for its 
object to adapt ~such wrappers to snugly ?t 
the necks of the bottles and afford increased 
protection at this point. 
To this end my invention consists in a wrap 

per constructed in the manner hereinafter 
fully described and de?nitely pointed out in 
the claims following the description, due ref 
erence being had to the accompanying draw 
ings forming a part of this speci?cation, 
wherein- ' 

Figure 1 is a side elevation of my improved 
Fig. 2 is a plan View of the blank 

from which the wrapper is made; Fig. 3 an 
end view of the same; and Fig. 4 is a perspec- , 
tive view of the wrapper encircling binder. 
Referring to the drawings the letter A in 

dicates a blank which is cut from straw-board 
of the desired dimensions and provided with 
a series of scored lines a, a’, and a series of 
straight or curved slits c are cut across the 
creases a, preferably in a downward direction; 
that is to say, the slits are cut in such man 
ner as to extend downwardly when the blank 
is crimped,'beingof an inverted V-shape in 
the completed blank; or a series of slots or 
notches preferably diamond or oval-shaped, 
like either of those marked 0’ are cut across 
the creases a’ the width of the shoulder of the 
bottle above the ?rst series; these allow the 
wrapper to be drawn in on the shoulder of 
the bottle and then out and upward around 
the neck thereof, as shown in Fig. 1,when the 
wrapper conforms to the shape of the bottle, 
and is held in contact with the neck thereof 
by one or more binder hoops E. ' ‘ 

It is obvious that when the neck of the bot 
tle is formed by a gradual taper from the body 
to the mouth, or when a close ?t is not re 
quired, only one series of these slits is neces 
sary. . 

To form the wrapper the blankAis scored 
and cut as above described and is then formed 
into W-shaped crimps, as shown in Fig. 3. 

The laps b, b, are secured together by glue, 
thus forming a cylinder provided with a con- 55 
tracted orreduced portion at one end, the 1n 
ner periphery of which is composed of the 
continuous series of the inner edges of the 
crimps, and the outer periphery is fOI'IIIGd'IH 
like manner of the outer edges of the series 60 
of crimps. After the wrapper has been placed 
upon the bottle a hoop or binder 0, shown in 
Fig. 4, is slipped thereon and presses on the 
outer edges or ‘projections of the crimped 
wrapper and draws the inner edges of the 65 
crimps ?rmly against the bottle lncased 
therein. \ I . 

‘ An important advantage is obtained by the 
two series of slots or slits in the blank, caus 
ing the wrapper to be contracted to closely 7o 
abut against the shoulder and neck of the 
bottle; the corrugations being thicker around 
the neck make the wrapper very strong, be 
cause the entire series of crimps is preserved 
intact in their abutment around the bottle. 75 

I prefer to make these wrappers from straw 
board, and to fold them double for shipping 
before being ?lled, the binders being also ?at 
tened. 
Having 

claim is-— _ 

1. A bottle wrapper consisting of the blank 
longitudinally creased and bent into an end 
less series of W-shaped crimps androlled into 
a cylinder, said crimps extending lengthwise 85 
of the‘, cylinder from end to end in straight 
rows, the said blank being provided with a 
series of slots opposite the shoulder of the 
bottle and extending transversely across the 
alternate longitudinal crimps‘, whereby the 90 
wrapper conforms to the shape of the bottle, 

described my invention, What I 80 

' in combination with the binder hoops O, E, 
substantially as described. 

2. A wrapper composed of the W-shaped 
crimped blank A, provided with two series of 95 
slots, one opposite the shoulder, and the other 
opposite the base of the neck of the bottle, 
whereby the wrapper conforms to the shape ' 
of the bottle, in combination with the outside 
binder hoops O, E, substantially as described. 100 
In testimony whereof I have hereunto set 

THEODORE F. W. SCHMIDT. 
Witnesses: . 

JOHN L. H. FRANK, 
GEO. W. FRANK. 

- my hand. 


