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[57] ABSTRACT 
Apparatus is provided for housing the controls for an 
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electric circuit and a light indicator which is driven by 
the electric circuit. The electric circuit and light indica 
tor are employed in proximity to a spa, whirlpool bath 
tub, hot tub or the like, and the apparatus is intended for 
operation by a human operator in contact with water. A 
front plate or display plate which is at least partially 
transparent or translucent is mounted on the tub in 
proximity to the water and helps to separate the electric 
circuit and light indicator from the water. The housing 
is mounted on a side of the plate away from the water 
and has a front portion which is at least partially trans 
parent or translucent and in opposed relation to the 
plate, a rear edge portion spaced away from the plate, 
and an intermediate skirt portion connecting the front 
and rear portions. The housing is formed in one piece 
and has an opening de?ned by the rear edge portion to 
facilitate insertion of the light indicator into the hous 
ing. The electric circuit and light indicator are thus 
reliably protected against moisture, and the light indica 
tor is visible to the operator through the plate and front 
portion. 

3 Claims, 4 Drawing Sheets 
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HOUSING FOR CONTROL APPARATUS 

BACKGROUND OF THE INVENTION 
1. Field of the Invention 
This invention relates to apparatus for housing the 

controls for an electric circuit and a light indicator 
which is driven by the electric circuit and, more partic 
ularly, to an improvement in such apparatus which has 
special utility where the apparatus is intended to house 
controls to be operated by a human operator in contact 
with water. The improvement enhances the safety of 
the operator and provides other bene?ts which will 
become apparent in the following description. 

2. Description of the Prior Art‘ 
Many different forms of apparatus for housing the 

controls for an electric circuit and a light indicator 
which is driven by the electric circuit, the electric ciré 
cuit and light indicator being employed in proximity to 
a spa, whirlpool bathtub, hot tub or the like, are known. 
Such apparatus is intended to house controls for opera 
tion by a human operator in contact with water. A 
display plate or panel is normally provided which is at 
least partially transparent or translucent. This plate is 
mounted in proximity to the water and helps to separate 
the electric circuit and light indicator from the water. 
However, indicator lights and the circuits therefor are 
sometimes mounted directly behind the plate thus giv 
ing rise to the potential for electric shock should the seal 
between the plate and the tub deteriorate with age. In 
other prior arrangements, the lights may be spaced from 
the plate by a number of clear plastic prisms, one for 
each light, which act as light tubes to carry light to the 
plate. The prisms, however, are sealed to corresponding 
openings in the plate at one end and to openings in the 
light housing at the other end by rubber cement, gaskets 
or clamps. These seals also deteriorate with time per 
mitting leakage and eventual short circuits to occur. 
Such techniquesv moreover, were subject to human 
error in manufacture. Thus reliable waterproo?ng was 
dif?cult to achieve and could not be maintained over 
time. 
An operator of the control apparatus may adjust a 

thermostat control and a plurality of air transmitters by 
means of push buttons or other types of actuators or 
sealed switches or thermometers mounted in the plate. 
The result of the operation may be independent switch 
ing of jet pumps, air blowers and lights. Typically, these 
units are employed in spas or whirlpool bathtubs but 
may also be speci?ed for saunas, steam baths and the 
like. 

It is clearly of the utmost importance to protect the 
operator against shock hazard. The plate mentioned 
above for helping to separate the electric circuit and the 
light indicator from the water may be attached to the 
side of the spa, whirlpool bathtubs, hot tub, etc., by a 
suitable sealant. The joint between the plate and the 
structure in which it is mounted and the joints between 
the push buttons, etc., and the plate may deteriorate 
over time, enabling water to leak into the area of the 
electric circuit and light indicator. Another hazard 
known heretofore is cracking of the front plate over 
time. This too allows moisture or water to seep into the 
electric circuitry behind the front panel. This presents a 
dangerous shock hazard to the operator or adversely 
affects the operation of the lamps. 
Even in the absence of such leakage, condensation 

may form on the side of the plate away from the water, 
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2 
and this moisture may affect the operation of the elec 
tric circuit. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

An object of the invention is to remedy the problems 
of the prior art noted above and in particular to provide 
apparatus for housing the controls for an electric circuit 
and a light indicator, where such controls are intended 
for operation by a human operator in contact with wa 
ter, which is signi?cantly safer in operation than con 
ventional apparatus. 

In accordance with the invention, there is provided, 
apparatus for housing controls for an electric circuit 
and a light indicator which is driven by said electric 
circuit, said electric circuit and light indicator being 
employed in proximity to a spa, whirlpool bathtub, hot 
tub or the like and being intended for operation by a 
human operator in contact with water, and wherein 
plate means which is at least partially transparent or 
translucent is mounted in proximity to the water and 
helps to separate said electric circuit and light indicator 
from the water, the improvement comprising a housing 
for mounting on a side of said plate means away from 
the water, said housing having a front portion which is 
at least partially transparent or translucent and in op 
posed relation to said plate means, a rear edge portion 
spaced away from said plate means, and an intermediate 
skirt portion connecting said front and rear portions, 
said housing being formed in one piece and having an 
opening de?ned by said rear edge portion to facilitate 
insertion of said light indicator into said housing, 
whereby said electric circuit and said light indicator and 
circuits therefor are reliably protected against moisture 
and said light indicator is visible to said operator 
through said plate means and front portion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A better understanding of the objects, features and 
advantages of the invention may be gained from a con 
sideration of the following detailed description of the 
preferred embodiment thereof, wherein corresponding 
reference characters in the several ?gures refer to cor 
responding parts, and wherein: 
FIG. 1 is a view in front elevation of apparatus con 

structed in accordance with the invention; 
FIG. 2 is an exploded perspective view from the rear 

of the apparatus of FIG. 1; 
FIG. 3 is a bottom plan view of a portion of the appa 

ratus of FIG. 2; and 
FIGS. 4, 5 and 6 are views showing a wiring sche 

matic of the apparatus. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The ?gures show a top plate or plate means 1, hous 
ing 3, actuator cover 4, thermostat knob 5, push buttons 
6, printed circuit board 8, resistor 9, neon bulbs or light 
indicator 10, actuator 11, thermostat 12, line cord 17, 
compression nut 19 and rubber bushing 20. The plate 1 
includes portions 1a and lb as indicated in FIG. 2. The 
two together form plate means which is at least partially 
transparent or translucent in areas 1c. The plate 1 is 
mounted in proximity to the water and helps to separate 
the electric circuit 8-10 and 17 including a light indica 
tor such as neon bulbs or lamps 10 from the water. 
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The housing 3 has a front portion 25 which is at least 
partially transparent or translucent in areas 3a’ and in 
opposed relation to the front cover or plate 1. The 
housing also has a rear edge portion 3b spaced apart 
from the plate and an intermediate skirt portion 30 con 
necting the front and rear portions 25, 3b. The ?rst 
portion 25 is preferably formed with a plurality of pro 
truding sections 3a, separated by channels or grooves 
22, one such section 311 being provided for each of a 
plurality of lamps 10. In one embodiment, the transpar 
ent or translucent areas 3a’ are formed as the outer 
surface of each of the sections 30. 
The housing 3 is formed in one piece and has an 

opening 3d de?ned by the rear portion 3b to facilitate 
insertion of the lamps 10 and their electric drive circuit 
into the housing 3, whereby the electric circuits 8-10, 
17 and the light indicators or lamps 10 are reliably pro 
tected against moisture. The lamps 10 are visible to the 
operator through the front plate 1 and front portion 30'. 

Preferably, the housing 3 is formed separately from 
the plate 1 and can be mounted at a variable distance 
therefrom to adjust the brightness of the light indicator 
10 as perceived by the operator. 
The plate 1 is formed with positioning guides 21 and 

the housing 3 is formed with means such as grooves 22 
cooperating with the guides 21 for guiding the housing 
3 into proper alignment with the plate 1. 
When installed, the opening 3d at the rear of the 

housing is closed by preferably sealing the rear edge 
portion 3b to a back plate 2b (FIG. 6) by means of a 
suitable gasket or the like. The rod 23 (FIGS. 3 and 5) 
constitutes a stand-off which abuts against the back side 
of the top plate and may be af?xed thereto with screws 
or the like, as desired. 
Thus there is provided in accordance with the inven 

tion a novel and highly effective apparatus for control 
ling an electric circuit and light indicator which is in 
tended for operation by a human operator in contact 
with water. Even in case of condensation or leakage 
around the push buttons, or cracking of the top plate, 
etc., the electric components are protected against 
moisture. 
Many modi?cations of the preferred embodiment of 

the invention disclosed above will readily occur to 
those skilled in the art. In particular, the number of push 
buttons 6 or the number of lamps 10 provided in accor 
dance with the invention may be varied depending on 
the number of functions to be performed. Other compo 
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4 
nents such as thermometers or electric buttons may also 
be mounted to the top plate without departing from the 
scope of the invention. Accordingly the invention is not 
limited except by the appended claims. 

I claim: 
1. Control apparatus comprising: 
an actuator; 
an electric circuit; 
alight indicator which is connected to and driven by 

said electric circuit, said actuator, electric circuit 
and light indicator being employed in proximity to 
a spa, whirlpool bathtub, hot tub, steam bath or the 
like, said actuator being intended for actuation by a 
human operator in contact with water or steam to 
control an operation of said spa, whirlpool bathtub, 
hot tub, steam bath or the like and said light indica 
tor being responsive to said operation; 

plate means which is at least partially transparent or 
translucent mounted in proximity to the water or 
steam and helping to separate said electric circuit 
and light indicator from the water or steam; and 

a housing for mounting on a side of said plate means 
away from the water or steam, said housing having 
a front portion which is at least partially transpar 
ent or translucent and in opposed relation to said 
plate means, a rear edge portion spaced away from 
said plate means, and an intermediate skirt portion 
connecting said front and rear edge portions; 

said housing being formed in one piece and having a 
sealable opening de?ned by said rear edge portion 
to facilitate insertion of at least said light indicator 
into said housing; 

whereby said electric circuit and said light indicator 
are reliably protected against moisture and said 
light indicator is visible to said operator through 
said plate means and front portion while said opera 
tor is in contact with the water or steam. 

2. Control apparatus according to claim 1 wherein 
said housing is formed separately from said plate means 
and can be mounted at a variable distance therefrom to 
adjust the brightness of said light indicator as perceived 
by said operator. 

3. Control apparatus according to claim 2 wherein 
said plate means is formed with positioning guides and 
said housing is formed with means cooperating with 
said guides for guiding said housing into proper align 
ment with said plate means. 
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