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STEREO EYE FUNDUS CAMERA 

This application is a continuation of application Ser. 
No. 07/701,633, ?led May 15, 1991, now abandoned, 
which is a continuation of Ser. No. 07/472,385, ?led 
Jan. 31, 1990, now abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a stereo eye fundus camera 

including an illuminating optical system for illuminating 
the fundus of an eye to be tested through an objective 
lens and a taking optical system for taking the eye fun 
dus through the objective lens. 

2. Prior Art of the Invention 
Heretofore, a stereo eye fundus camera of the type 

shown in FIGS. 8 and 9 has been known. This conven 
tional stereo eye fundus camera includes an objective 
lens 2 faced with an eye 1 to be tested, a taking system 
3 for taking the fundus 1b of the eye 1, and an illuminat 
ing optical system 4 for illuminating the eye fundus 1b. 
The taking system 3 includes a beam splitting optical 
system for splitting beam passing through the objective 
lens 2 in order to see the object stereoscopically, a tak 
ing optical system 7 for taking the eye fundus, and an 
observing optical system k. 
The beam splitting optical system 5 comprises a beam 

splitter 8 for splitting beam, a circular aperture dia 
phragm 9 having circular apertures (not shown) in sym 
metrical positions, and relay lenses 10a, 10b. 
The taking optical system 7 comprises an image erect 

ing poloprism 16a, 16b, etc. The numeral 17 denotes a 
taking lens. An observing optical system K comprises 
re?ecting mirrors 11a, 11b, 12a, and 12b, an image 
erecting prisms 13a and 13b, ?eld lenses 14a and 14b, 
eyepiece 15a and 15b, etc. 
The illuminating optical system 4 comprises a perfo 

rated mirror V having an elongated opening (not 
shown), a condenser lens 18, a re?ecting mirror 19, a 
relay lens 20, a shading plate 21 having a shading por 
tion (not shown) formed on a central portion of its 
circular transparent plate, a half mirror 22, a condenser 
lens 23, an illuminating light source 24, a condenser lens 
25, a taking light source 26, etc. 
The beam emitted by an illuminating light source 24 

passes through the condenser lens 23, the half mirror 22, 
the shading plate 21, the relay lens 20, the re?ecting 
mirror 19, the condenser lens 18, the perforated mirror 
V and the objective lens 2 and illuminates the fundus 1b 
of the eye 1 to be tested. The shading plate 21 is conju 
gated with the pupil 1a of the eye 1 so that the image of 
the plate 21 is formed on the pupil 1a and the illuminat 
ing‘ light is not made incident to the vicinity of the cen 
tral portion of the pupil 1a. 
The light re?ected by the eye fundus 1b passes 

through the objective lens 2 and the elongated opening 
of the perforated mirror V and is then split into two 
portions by the beam splitting optical system 5. The 
split beam passes through the relay lenses 10a and 10b, 
the re?ecting mirrors 11a, 11b, 12a and 12b, the image 
erecting prisms 13a and 13b, the ?eld lenses 14a and 14b, 
and the eyepiece 15a and 15b and reaches observing 
eyes Q1 and Q2 by which the eye fundus 1b is stereo 
scopically observed. 
When taking a photograph, the re?ecting mirrors 11a 

and 11b are removed from the optical path and the 
taking light source 26 is lighted up. A pair of eye fundus 
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2 
images obtained when the eye fundus is viewed from 
both sides are taken in the taking ?lm 17. 
When the eye fundus is stereoscopically analyzed 

from the pair of eye fundus images, ?rstly, the common 
points to the pair of images are at least at three points 
plotted on two image screens so that the common points 
are not situated on the same straight line, and a mutual 
?xed position is occupied based thereon. Then, errors 
are found for each and every corresponding points on 
the image screens and the stereoscopic con?gurations of 
a papilla portion, etc. are analyzed. 
However, in the above-mentioned stereo eye fundus 

camera, plotting of the ?xed points must be manually 
performed by the operator and therefore the working is 
troublesome. There is also such a problem as that the 
correctly corresponding positions of the ?xed points 
which are often at the crossing positions of the common 
blood vessels, brim of papilla, etc. to the two image 
screens are very dif?cult to ?nd. 

SUMMARY OF THE INVENTION 

An object of the present invention is to provide a 
stereo eye fundus camera which is capable of taking a 
mark showing a common ?xed point together with the 
fundus of an eye to be tested. 
Another object of the present invention is to provide 

a stereo eye fundus camera which is capable of forming 
a well focused mark on the eye fundus whether the 
person to be tested (hereinafter simply referred to as the 
“patient”) is hypermetropia or myopia. 
The feature of the present invention is to provide a 

mark projecting optical system for projecting at least 
three marks on the eye fundus such that the three marks 
are not on the same straight line. 
Another feature of the present invention is to provide 

a mark projecting optical system for forming projecting 
images of at least three marks in a conjugated position 
of the eye fundus between the objective lens and the 
taking optical system so that they are not on the same 
straight line. 

Still another feature of the present invention is to 
provide a mark projecting optical system for projecting 
at least three marks on the eye fundus such that the 
three marks are not on the same straight line, the mark 
projecting optical system including a pin hole plate 
disposed in a position conjugated with the eye fundus 
and having at least three pin holes, and the pin hole 
plate being moved in such a manner as to be interlocked 
with the focusing lens. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side view showing the arrangement of an 
optical system of a stereo eye fundus camera according 
to the present invention; 
FIG. 2 is a plan view thereof; 
FIG. 3 is a plan view of a pin hole plate; 
FIG. 4 is a schematic view of an eye fundus image; 
FIG. 5 is a schematic view of an eye fundus image 

formed on a taking ?lm; 
FIG. 6 is a schematic view of a second embodiment; 
FIG. 7 is a schematic view of a third embodiment; 

and 
FIGS. 8 and 9 are schematic views showing the con 

struction of the conventional stereo eye fundus camera. 
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DETAILED DESCRIPTION OF THE 
EMBODIMENT 

The embodiment of the present invention will be 
described hereinafter with reference to the drawings. 
FIG. 1 is a side view showing the arrangement of an 

optical system of a stereo eye fundus camera according 
to the present invention, and FIG. 2 is a plan view 
thereof. In the drawings, the numeral 30 denotes an 
observing system for observing the fundus Er of an eye 
E to be tested, and 50 is an illuminating optical system 
for illuminating the eye fundus Er. 
The observing system 30 comprises an objective lens 

31 facing the eye E, ?rst and second photographing 
optical systems 32 and 33, a monitor optical system 34, 
and a stereo sighting optical system 45. 
The ?rst photographing optical system 32 comprises 

an aperture diaphragm plate 35 having two apertures 
(not shown), for splitting a beam passing through the 
objective lens 31 an image erecting poloprism 36, a 
focusing lenses 370, a relay lens 460 and an image erect 
ing poloprism 47a. The aperture diaphragm plate 35 is 
disposed in a position conjugated with a pupil Ea. 
The second photographing optical system includes 

the aperture diaphragm plate 35, the image erecting 
poloprism 36, a focusing lens 37b, a relay lens 46b and 
an image erecting poloprism 47b. The reference charac 
ter H denotes a taking ?lm. 
The stereo optical system 45 comprises re?ecting 

mirrors 38 and 39, eyepiece 40a and 40b, etc. The re 
?ecting mirror 38 is designed such that when taking, the 
mirror 38 moves upto a position shown by the broken 
lines and comes out of the optical path. 
The monitor optical system 34 comprises half mirrors 

41a and 41b, relay lenses 42a and 42b, re?ecting mirrors 
43a and 43b, and CCD 440 and 44b. The reference 
character D denotes a display for displaying the eye 
fundus image. 
The illuminating optical system 50 comprises a perfo 

rated mirror 40 having an elongated opening P, a relay 
lens 51, a pin hole plate 48 disposed in a position conju 
gated with the eye fundus Er, a re?ecting mirror 52, a 
relay lens 56, a ring aperture plate 53 having the trans 
parent part in a ring 53a and disposed in a position 
conjugated with the pupil Ea, a condenser lens 54, and 
an illuminating light source 55. In order to take the eye 
fundus Er, the illuminating optical system 50 further 
comprises a half mirror 61, a lens 63, and a taking light 
source 62. The numeral 57 denotes a re?ecting concave 
mirror 57. 
The pin hole plate 48 is designed such that it can be 

moved to a position shown by the broken lines so as to 
be brought out of the optical path and moved in the 
direction as shown by the arrow in such a manner as to 
be interlocked with the focusing lens 37 in accordance 
with necessity. As a result of this movement, a spot 
image as will be described hereinafter is formed on the 
eye fundus in a well focused state whether the patient is 
myopia or hypermetropia. 

Also, the pin hole plate 48, as shown in FIG. 3, com 
prises a disk 48k having a transmittance of 30 ~ 50% and 
four pin holes (marks) 48a~48d having a transmittance 
of 100% and formed in the disk 48k. 
The pin hole plate 48, the illuminating light source 55, 

the relay lens 51, the perforated mirror 49, etc. consti 
tute the mark projecting optical system. 
When the illuminating light source 55 is lighted up, 

the beam emitted by the illuminating light source 55 
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4 
passes through the condenser lens 54, the half mirror 61, 
the ring aperture plate 53, the relay lens 56, the re?ect 
ing mirror 52, the pin hole plate 48, the relay lens 51, the 
perforated mirror 49 and the objective lens 31 and is 
then made incident to the eye E. 
As the ring aperture plate 53 is disposed in a position 

conjugated with the pupil Ea, a ring aperture image (not 
shown) of the ring 53a is formed on the pupil Ba, and an 
illuminating light is made incident to the eye fundus Er 
from the ring aperture image. 
On the other hand, as the pin hole plate 48 and the 

eye fundus Er are in conjugate relation and the beam 
from the illuminating light source 55 passes through the 
pin hole plate 48, spot images 480' ~48d’ are formed on 
the eye fundus Er by the pin hole portions 48a~48d as 
shown in FIG. 4. The reference character N denotes a 
papilla. 
The beam re?ected by the eye fundus Er passes 

through the objective lens 31, the perforated mirror 49, 
the aperture diaphragm plate 35 and reaches the image 
erecting poloprism 36. Said re?ected beam is split by 
the image erecting poloprism 36 and passes through the 
focusing lenses 37a and 37b, the half mirrors 41a and 
41b, the relay lenses 42a and 42b, and the mirrors 43a 
and 43b and reaches the CCD 440 and 44b, and an eye 
fundus image is formed on the display D. 
On the other hand, the beam passing through the half 

mirrors 41a and 41b passes through the relay lenses 46a 
and 46b, the image erected poloprisms 47a and 47b, and 
the mirrors 38 and 39 and then reaches the eyepiece 40a 
and 40b, and therefore the eye fundus Er can be stereo 
scopically observed. 
When the eye fundus Er is taken, the taking light 

source 62 is lighted up and the re?ecting mirror 38 is 
taken out of the optical path. The beam emitted by the 
taking light source 62 passes through the condenser lens 
63, the half mirror 61, the ring hole plate 53, the relay 
lens 56, the re?ecting mirror 52, the pin hole plate 48, 
the relay lens 51, the perforated mirror 49 and the ob 
jective lens 31 and is then made incident to the eye E. 
Therefore, the spot images 480' ~48d' are formed on the 
eye fundus Er in the same manner as described above. 
The beam re?ected by the eye fundus Er, like the 

above, passes through the objective lens 31, the perfo 
rated mirror 49, the aperture diaphragm 35, the image 
erected poloprism 36, the focusing lenses 37a and 37b, 
the half mirrors 41a and 41b, the relay lenses 46a and 
46b, and poloprisms 47a and 47b and reaches the taking 
?lm I-I. Therefore, the spot images 48a'~48d' and 
48a”~48d" are formed on the taking ?lm H together 
with the eye fundus images Er’ and Er” as shown in 
FIG. 5. 
As the spot images 48a’~48d' of this eye fundus 

image Er’ and the spot images 48a”~48d" of the eye 
fundus image Er" show the same position of the eye 
fundus Er, it becomes the common ?xed point for both 
of the eye fundus images Er’ and Er". Therefore, the 
common ?xed points are not required to be plotted to 
the both images on the ?lm H as in the prior art. 
Although the pin hole plate 48 is disposed between 

the relay lens 51 and the mirror 52 in the above-men 
tioned embodiment, the present invention is not limited 
to this. For example, as is shown by the broken lines in 
FIG. 1, it may be designed such that a half mirror F is 
interposed between the mirror 52 and the relay lens 56 
and a pin hole plate G is disposed in a position conju 
gated with the pin hole plate 48, and the light from the 
illuminating light source 55 is guided to the pin hole 
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portion Ga of the pin hole plate G by optical ?ber (not 
shown). The character J denotes a relay lens. 

Also, as is shown in the second embodiment of FIG. 
6, if a light source I and a condenser lens N are provided 
and the spread of the beam emitted by the pin hole Ga 
is made smaller than the illuminating beam (observing, 
taking beam), the depth of ?eld of the spot image 
formed on the eye fundus Er becomes deep when com 
pared with the whole illuminating light. In this case, for 
example, the pin hole plate G comprises a disk of a 
transmittance of 0%, and the pin hole portion Ga com 
prises by a hole of a transmittance of 100%. 
FIG. 7 shows the third embodiment, in which there is 

disposed a mark projecting optical system adapted to 
form a spot image in front of the splitting optical system 
32 adapted to split the beam re?ected by the eye fundus 
Er. By this mark projecting optical system, the spot 
image is formed on the GCD 44a and 44b and the taking 
?lm H. 

In FIG. 7, the numeral 71 denotes a half mirror of a 
transmittance of, for example, about 90% or more and 
disposed between the perforated mirror 49 and the aper 
ture diaphragm plate 35, the numeral 72 denotes a relay 
lens, the numeral 73 denotes a pin hole plate disposed in 
a position conjugated with the eye fundus Er, the nu 
meral 74 denotes a diffusion plate, and the numeral 75 
denotes a light source. In this embodiment, the image of 
the pin hole plate 73 is formed by the relay lens 72 in a 
position conjugated with the eye fundus image formed 
by the objective lens 31. And the half mirror 71, the 
relay lens 72, the pin hole plate 73, and the light source 
75 constitute the mark projecting optical system. 
The pin hole plate 73, like the above-mentioned em 

bodiment, comprises a disk of a transmittance of 0% and 
four pin holes (see FIG. 3) of a transmittance of 100% 
and formed in the disk. This is, like the above-men 
tioned embodiment, moved in the direction as indicated 
by the arrow in such a manner as to be interlocked with 
the focusing lenses 37a and 37b and a pin hole image is 
always formed in a position conjugated with the eye 
fundus image. 

In the above-mentioned embodiment, the spot image 
and a virtual image of the spot are formed on the eye 
fundus Br and in a position conjugated with the eye 
fundus Er. However, instead of the spot (white, red, 
blue, etc), there may be formed a black point. The spot 
is not only a point but also may be various marks such 
as square, triangle, etc. And when the analysis is per 
formed using the display D, a mark image may be 
formed on the eye fundus Er by infrared light instead of 
forming a spot on the eye fundus Er by a visible light. 
Although four pin hole portions are formed in the pin 

hole plates 48 and 74 in the above-mentioned embodi 
ment, the present invention is not limited to this. The 
pin hole portion may be four or more, or otherwise 
three. It is just the same as long as three points are not 
at least a linear line. 
As described in the foregoing, according to the pres 

ent invention, there is provided a mark projecting opti 
cal system for projecting at least three marks such that 
the three marks are not on the same straight line on the 
eye fundus, and there is also provided a mark projecting 
optical system for forming projecting images of at least 
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6 
three marks in a conjugated position of said eye fundus 
between the objective lens and the taking optical system 
so that they are not on the same straight line. Accord 
ingly, mark and eye fundus images can both be photo 
graphed simultaneously in stereoscopic images with the 
mark means providing common ?xed points of both 
stereoscopic images. Therefore, it is no longer required 
to plot the common points of both images of the eye 
fundus by hand as was done in the prior art. Therefore, 
the working ef?ciency of stereo analysis can be in 
creased. 
What is claimed is: 
1. A stereoscopic eye fundus camera, comprising: 
illuminating optical means for applying a beam of 

light to the fundus of an eye which is to be tested 
through an objective lens; 

mark projecting optical means for projecting a mark 
onto said fundus; and 

stereoscopically photographing optical means, in 
cluding ?rst and second photographing optical 
systems, for simultaneously photographing, 
through said objective lens, said eye fundus and 
said mark which is projected onto the fundus by 
said mark projecting optical means. 

2. The stereoscopic eye fundus camera according to 
claim 1, wherein said mark projecting optical means 
includes a movable spot diaphragm, and said ?rst and 
second photographing optical systems each include a 
focusing lens for adjusting the focus thereof, said spot 
diaphragm being movable in accordance with adjust 
ments of said focusing lens. 

3. A stereoscopic eye fundus camera according to 
claim 2, wherein a diameter of a beam of light emitted 
from a spot of said spot diaphragm is predetermined to 
be smaller than that of a beam of illuminating light of 
said illuminating optical means at a point conjugate 
with the fundus. 

4. A stereoscopic eye fundus camera, comprising: 
an illuminating optical system for applying a beam of 

light to the fundus’ of an eye which is to be tested 
through an objective lens; 

a mark projecting optical system for forming a mark 
image at a point conjugate with the fundus behind 
said objective lens; and 

a stereoscopically photographing optical system, in 
cluding ?rst and second photographing optical 
systems, for simultaneously photographing said 
mark image and the eye fundus through said ?rst 
and second photographing optical systems. 

5. The stereoscopic eye fundus camera according to 
claim 4, wherein said mark projecting optical system 
includes a movable spot diaphragm, and said ?rst and 
second photographing optical systems each include a 
focusing lens for adjusting the focus thereof, said spot 
diaphragm being movable in accordance with adjust 
ments of said focusing lens. 

6. A stereoscopic eye fundus camera according to 
claim 5, wherein a diameter of a beam of light emitted 
from a spot of said spot diaphragm is predetermined to 
be smaller than that of a beam of illuminating light of 
said illuminating optical means at a point conjugate 
with the fundus. 
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