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MAGNETIC HEAD-TO-MEDIA HACKER DEVICE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates generally to the ?eld of mag 

netic recording and/or playback apparatus, and speci? 
cally to magnetic head-to-media backer devices. 

2. Description of the Prior Art 
It is well known in magnetic recording (write) and/or 

playback (read) apparatus to include a leaf spring posi 
tioned to urge a flexible magnetic media, such as a mag 
netic tape, into contact with a magnetic write and/or 
read head. For example, in U.S. Pat. No. 4,780,782, 
issued Oct. 25, 1988, a leaf spring has opposite end por 
tions folded about respective ?xed pegs in a tape cas 
sette. When a magnetic head is inserted into the cassette 
to press the magnetic tape against the head, the leaf 
spring is deformed or depressed at a center portion by 
the force of the head. However, owing to the arrange 
ment of the leaf spring on the pegs, the leaf spring may 
shift laterally during movement of the tape between the 
head and the spring, thereby adversely affecting the 
head-to-tape write and/ or read relationship. 

SUMMARY OF THE INVENTION 

According to the invention, a magnetic head-to 
media backer device comprising an elastically deform 
able reed-like backer member adapted to urge a ?exible 
magnetic media into contact with a magnetic head. is 
characterized in that a rigid frame has a cavity de?ned 
at least by a pair of opposite walls shaped to hold the 
backer member bent in an arc with two opposite leg 
portions of the backer member captured within the 
cavity to permit them to be deformed against respective 
ones of the opposite walls and a center portion of the 
backer member protruding from an opening to the cav 
ity to permit it to be depressed at least part way into the 
opening to deform the leg portions toward the opposite 
walls. Thus, when a magnetic head is forced against the 
center portion the center portion can be depressed into 
the opening until the leg portions are deformed against 
the opposite walls, thereby providing a very stable 
support for the magnetic head. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an elevation view partly in section of a 
magnetic head-to-media backer device according to a 
preferred embodiment of the invention, showing a 
spring-like backer member in a relaxed normal state; 
FIG. 2 is an elevation view similar to FIG. 1, show 

ing the backer member in a deformed working state in 
which it urges a magnetic media into contact with a 
magnetic head; 
FIG. 3 is an elevation view similar to FIG. 1 but of a 

?rst alternate embodiment of the invention, showing the 
backer member in the relaxed normal state; 
FIG. 4 is an elevation view similar to FIG. 2 but of 

the ?rst alternate embodiment of the invention, showing 
the hacker member in the deformed working state; 
FIG. 5 is an elevation view similar to FIG. 1 but ofa 

second alternate embodiment of the invention, showing 
the backer member in the relaxed normal state; and 
FIG. 6 is an elevation view similar to FIG. 2 but of 

the second alternate embodiment of the invention, 
showing the backer member in the deformed working 
state. 
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DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring the drawings and in particular to FIGS. 1 
and 2, a magnetic head-to-media backer device 1 com 
prising an elastically deformable reed-like backer mem 
ber 3 adapted to urge a ?exible magnetic media 5 into 
contact with a magnetic head 7 is shown. The magnetic 
media 5 may be a conventional magnetic tape or it may 
be a photographic ?lm having a virtually transparent 
magnetic coating covering the non-emulsion side of the 
film as described in U.S. Pat. No. 4,996,546 issued Feb. 
26, 1991. 
According to the invention, the backer device 1 in 

cludes a rigid frame 9 which may be part of a tape or 
?lm cassette as in U.S. Pat. No. 4,780,782, issued Oct. 
25, 1988, or part of a magnetic recording and/or play 
back apparatus as in U.S. Pat. No. 3,984,049, issued Oct. 
5, 1976, or part of a photographic camera as in U.S. Pat. 
No. 4,996,546, issued Feb. 26, 1991. The rigid frame 9 
has a cavity 11 de?ned at least by a pair of opposite 
walls 13 and 15 shapedto hold the backer member 3 
bent in an arc with two opposite leg portions 17 and 19 
of the backer member captured within the cavity to 
permit them to be deformed away from each other until 
they are constrained against the opposite walls and a 
center portion 21 of the hacker member protruding 
from an opening 23 to the cavity to permit it to be 
depressed at least part way into the opening to deform 
the leg portions substantially against the opposite walls. 
See FIGS. 1 and 2. Thus, when the magnetic head 7 is 
forced against the center portion 21 as shown in FIG. 2, 
the center portion is depressed into the opening 23 at 
least until the leg portions 17 and 19 are deformed 
against the opposite walls 13 and 15. For the purpose of 
illustration, the magnetic head 7 is depicted supported 
by a bracket 25 secured to a movable platen 27 as in 
U.S. Pat. No. 4,996,546. 

Preferably, the opposite walls 13 and 15 of the cavity 
11 are concave-shaped in opposing directions in order 
to guide the leg portions 17 and 19 of the backer mem 
ber 3 away from each other until they substantially 
conform with the respective concavities as shown in 
FIG. 2, when the center portion of the backer member 
is depressed into the opening 23 to the cavity. Also, the 
opposite walls 13 and 15 are normally spaced from 
respective ones of the leg portions 17 and 19 to provide 
room for the leg portions to be deformed suf?ciently 
within the cavity 11 to allow the center portion 21 to be 
depressed substantially to the opening 23 as shown in 
FIG. 2. 

THE FIRST ALTERNATE EMBODIMENT 

FIG. 3 shows a ?rst alternate backer device 1' in the 
same state as the preferred backer device 1 is shown in 
FIG. 1, and FIG. 4 shows the first alternate backer 
device in the same state as the preferred backer device 
is shown in FIG. 2. In FIGS. 3 and 4, the reference 
numbers 3, 5, 7, 9, 11, 13, 15, 17, 19, 21, 23, 25, and 27 
indicate elements corresponding to those shown in 
FIGS. 1 and 2 with like numbers. In addition, the rigid 
frame 9 includes a support 29 for the center portion 21 
of the backer member 3 which stands erect in the cavity 
11 between the leg portions 17 and 19 of the backer 
member and beneath the center portion. Preferably, the 
support 29 has a flat top surface 31 facing the center 
portion 21. See FIG. 3. When the magnetic head 7 is 
forced against the center portion 21 as shown in FIG. 4, 
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the center portion is depressed into the opening 23 to 
the cavity 11 and partially against the ?at surface 31. 

THE SECOND ALTERNATE EMBODIMENT 

FIG. 5 shows a second alternate backer device 1" in 
the same state as the preferred backer device 1 is shown 
in FIG. 1, and FIG. 6 shows the second alternate backer 
device in the same state as the preferred backer device 
is shown in FIG. 2. In FIGS. 5 and 6, the reference 
numbers 3, 5, 7, 9, ll, 13, 15, 17, 19, 21, 23. 25, and 27 
indicate elements corresponding to those shown in 
FIGS. 1 and 2 with like numbers. 
The invention is shown and described with reference 

to preferred and alternate embodiments. However, it 
will be appreciated that variations and modi?cations 
can be made within the ordinary skill in the art without 
departing from the scope of the invention. 

I claim: 
1. A magnetic head-to-media backer device compris 

ing an elastically deformable reed-shaped backer mem 
ber adapted to urge a ?exible magnetic media into 
contact with a magnetic head, is characterized in that: 

a rigid frame has a cavity de?ned at least by a pair of 
opposite side walls shaped to bend said backer 
member into an arc with two opposite leg portions 
of the backer member captured within said cavity 
partly spaced from said opposite side walls to per-~ 
mit said leg portions to be deformed away from 
each other until they are constrained against said 
opposite side walls, and a center portion of the 
backer member protruding from an opening to the 
cavity to permit it to be depressed at least part way 
into said opening to deform said leg portions sub- ' 
stantially against the opposite side walls, whereby 
when a magnetic head is forced against said center 
portion the center portion can be depressed into 
said opening at least until said leg portions are 
deformed against said opposite walls. 

2. A magnetic head-to-media backer device as recited 
in claim 1, wherein said opposite side walls have respec 
tive concavities spaced from said leg portions that guide 
said leg portions away from each other until they sub 
stantially conform with said concavities when said cen 
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ter portion is depressed at least part way into said open 
mg. 

3. A magnetic head-to-media backer device as recited 
in claim 1, wherein said rigid frame includes a support 
upstanding in said cavity between said leg portions and 
spaced from said center portion to support the center 
portion only when it is depressed at least part way into 
said opening. 

4. A magnetic head-to-media backer device compris~ 
ing an elastically deformable reed-shaped backer mem 
ber adapted to urge a ?exible magnetic media into 
contact with a magnetic head, is characterized in that: 

a rigid frame has a cavity de?ned at least by a pair of 
opposite side walls shaped to bend said backer 
member into an arc with two opposite leg portions 
of the backer member captured within said cavity 
partly spaced from said opposite side walls to make 
room for said leg portions to be deformed toward 
respective ones of said opposite walls, and a center 
portion of the backer member protruding from an 
opening to the cavity to permit it to be depressed at 
least part way into said opening to deform the leg 
portions toward the opposite walls, whereby when 
a magnetic head is forced against said center por 
tion the center portion can be depressed into said 
opening at least until said leg portions are deformed 
toward said opposite walls. 

5. A magnetic head-to-media backer device compris 
ing an elastically deformable reed-shaped backer mem 
ber adapted to urge a ?exible magnetic media into 
contact with a magnetic head. is characterized in that: 

a rigid frame has a cavity shaped to bend said backer 
member into an arc with two opposite leg portions 
of the backer member captured within said cavity 
and a center portion of the backer member protrud 
ing from an opening to the cavity, and it includes a 
support for said center portion upstanding in said 
cavity between said leg portions and spaced from 
the portion beneath the center portion, whereby 
when a magnetic head is forced against said center 
portion the center portion can be deformed into 
said opening against said support. 

6. A magnetic head-to-media backer device as recited 
in claim 5, wherein said support has a flat surface facing 
said center portion. 
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