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METHOD AND APPARATUS FOR 
TRANSMISSION OF SIGNALS FOR AN 

EXTENDED DEFINITION TELEVISION SYSTEM 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application is a continuation in part of copending 
application Ser. No. 07/643,756, ?led Jan. 22, 1991. 

BACKGROUND OF THE INVENTION 

This invention relates to a method and apparatus for 
transmitting signals for an Extended De?nition Televi 
sion System (EDTV) for reception on standard NTSC 
television receivers with minimal interference from the 
enhancement portion of the EDTV signal. The de 
scribed EDTV video transmissions are imaged in letter 
box format when received by a typical NTSC television 
receiver. _ 

The current operating standard for television trans 
missions in the United States is de?ned by the National 
Television Systems Committee (NTSC). This standard 
was approved for monochrome transmission by the 
Federal Communications Commission in 1941 and fur 
ther expanded for NTSC color television systems in 
1954. 
Newer systems associated with High De?nition Tele 

vision (HDTV) set higher standards of resolution for 
the transmission of television images as compared to the 
NTSC standard. While the HDTV standard will deliver 
a better TV image, the transmission of this HDTV 
image is generally incompatible with existing NTSC 
receivers. Therefore, a migration path to transition to 
this better quality HDTV image in the face of the large 
existing installed base of incompatible NTSC receivers 
has to be found. It is clearly desirable to transition from 
the NTSC system to the HDTV system in a smooth, 
gradual way where an intermediate standard compati 
ble with both the NTSC and the HDTV systems allows 
use of the existing NTSC receivers while concurrently 
providing some the bene?ts of the higher image quality 
of the HDTV transmissions. 
Such a system, designed as an intermediate step to 

minimize the impact of the transition to HDTV, is gen 
erally identi?ed as a “letter box” Extended De?nition 
Television (EDTV). A letter box type EDTV transmis 
sion presents an image on a standard NTSC receiver 
that contains the information related to the full width of 
the originally transmitted EDTV image and maintains 
the original 9 by l6 aspect ratio of the EDTV image. To 
?t the 9 by 16 aspect ratio EDTV image into the 3 by 4 
aspect ratio of the NTSC display requires the introduc 
tion of top and bottom bands in the display. The EDTV 
transmission reproduced by the NTSC receiver must 
therefore accommodate these bands. 
The bands are ideally black and uniform, and appear 

above and below the active image area displayed by the 
NTSC-only compatible receiver. Geometric consider 
ations of displaying a 9 by 16 ratio image into a 3 by 4 
aspect ratio display dictate that 180 lines per ?eld be 
used by the NTSC receiver to display the EDTV im 
age. Since the NTSC has a total of 240 display lines, the 
60 remaining lines are divided into two groups, with 30 
lines forming the upper band and 30 lines forming the 
lower band. It is important that these bands be uniform 
and non-changing so as not to interfere with viewing 
the 180 line EDTV image on the NTSC display. 
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The letterbox EDTV system generally transmits the 
added, or enhancement information required by the full 
EDTV image within the time associated with the top 
and bottom band areas around the NTSC image just 
before and after the transmission of the NTSC compati 
ble portion of the image. Such letter box type system 
have been described for example by Norihiro Suzuki et 
al. in “Experimental Hardware for Proposed Letter Box 
Wide Aspect EDTV”, SMPTE Technical Conference, 
October 1990, New York City, N.Y. and W. F. Schrei 
ber et al., “Single Channel HDTV System, Compatible 
and Non-compatible”, presented at the 2nd HDTV 
workshop, Italy, March 1988, as well as Y. Kanatsugu 
et al., “Development of MUSE Family Systems”, IEEE 
Transactions of Consumer Electronics, Vol. 35, No. 3, 
August 1989, pp. 153-158. 

In a typical letterbox EDTV system, the EDTV 
video source signal originally contains 480 lines of 
video information per frame, split into two components. 
The ?rst, or low pass (NT SC component) signal con 
tains 360 video lines per frame (180 lines per ?eld). The 
second, or high pass (EDTV enhancement) signal por 
tion contains 120 video lines per frame (60 lines per 
?eld) plus blanking (22.5 lines per ?eld). 
A problem exists when the EDTV signal is viewed 

on an NTSC only receiver. The EDTV related infor 
mation present in high pass components (i.e., the top 
and bottom bands containing the information necessary 
to enhance the quality of the EDTV image) can occa 
sionally modulate the display lines of the bands in the 
NTSC receiver so that the bands are non-uniform in 
appearance. This modulation can produce, in the band 
areas of the NTSC receiver, speckles or wavy lines that 
detract from the enjoyment of the NTSC image and 
interfere with the quality of the NTSC image displayed 
on the NTSC receiver. 
The undesirability of having the NTSC receiver dis 

play even faintly visible marks in the top and bottom 
band areas has led to proposals for systems to “blank” 
those areas. For example, in the system described in 
“Matrix Conversion for Improvement of Vertical-Tem 
poral Resolution in Letter Box Wide-Aspect TV” by N, 
Suzuki at SMPTE Journal. February 1991, the ampli 
tude of the output of the high pass ?lter from the video 
transmitter is compressed to limit the dynamic range of 
the high frequency signals and therefore reduce the 
visibility of the modulation of the bars. 
Another system for reducing the interference associ 

ated with the top and bottom bands is described in 
“Transmission Method of Side-Panel Signals-A Tech 
nique to Hide Side-Panel Signals” by Ashibe et al. of the 
NEC Corporation, Japan, which proposes to split the 
high pass information normally associated with the 
bands into a high and a low energy group. The low 
energy group is transmitted during the duration of the 
bands while the high energy group is transmitted during 
the normal overscan period of the NTSC receiver when 
the beam forming the image is not visible on the display 
of the receiver. This allocation of the high energy group 
signals at a time when the display is not produced re 
duces the probability that some of the EDTV enhance 
ment signal may inadvertently modulate the NTSC 
receiver during the top or bottom band forming period. 

In view of the present limitations associated with 
EDTV television systems, it is an objective of the pres 
ent invention to provide an EDTV letter box system 
whose transmission of EDTV signals is such that when 
viewed on an NTSC receiver, the upper and lower 
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bands have a uniform appearance unmarred by the un 
wanted display of enhancements related to the EDTV 
image. 

SUMMARY OF THE INVENTION 

A system for transmitting an enhanced television 
signal for reception by standard NTSC receivers is 
described. The system can transmit two types of en 
coded signals during separate times, or portions, of a 
television image ?eld. The ?rst type of encoded signal 
contains information for providing an enhanced televi 
sion image (the EDTV enhancement). The level for 
transmitting this ?rst signal is chosen so as not to exceed 
a transmitted peak-to-peak value of between +N and 
-N, where N can be, for example, 15 IRE units. The 
second type of encoded signal contains information 
associated with the NTSC compatible signal. This sig 
nal has a level which is transmitted at an amplitude 
above N (e.g. l5 IRE units). The two types of signals 
are combined into a single signal suitable for transmis 
sion to EDTV as well as NTSC television receivers. In 
the NTSC receiver, the NTSC compatible signal is 
viewed with a black level set at or above N IRE units. 
Since the EDTV enhancement signal is at or below N 
IRE units, the NTSC receiver will not respond to the 
EDTV enhancements and therefore the upper and 
lower bands will appear uniformly black. 

DESCRIPTION OF THE DRAWINGS 

Features of the invention which are believed to be 
novel are set forth with particularity in the appended 
claims. The invention itself, however, together with its 
further objects and advantages thereof, may best be 
understood by reference to the following description, 
when taken in conjunction with the accompanying 
drawings, in which: 
FIG. 1 shows a conventional EDTV transmitter in 

which the EDTV signal is separated into a low pass 
(NTSC component) signal and high pass (EDTV en 
hancement) signal and an EDTV receiver for receiving 
the EDTV signal; 

FIG. 2 shows one ?eld of an EDTV transmission 
displayed by an NTSC receiver where the EDTV en 
hancement component is transmitted in the 30 lines 
before and after the 180 lines associated with the NTSC 
component of the EDTV signal; 
FIG. 3 shows a transmitter for the present invention 

where the information associated with the high pass 
(EDTV component) signal is processed digitally; 
FIG. 4 shows a transmitter for the present invention 

where the information associated with the high pass 
(EDTV component) signal is processed in analog fash 
ion; and 
FIG. 5 shows waveforms useful to explain the opera 

tion of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

FIG. 1 shows a well-known EDTV transmitter and 
receiver in which the original EDTV signal from the 
EDTV camera is divided into a low pass and a high pass 
component. Speci?cally, vertical low pass ?lter 10 ex 
tracts the signal that will, in the NTSC receiver, display 
the 180 line NTSC component of the EDTV signal. 
The output from ?lter 10 is passed through decimator 
12 where the information contained in every 4 lines is 
reduced to 3 lines, i.e., decimation of 25%. The result is 
a 180 line low pass (NTSC component) signal. The 
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4 
remaining EDTV enhanced component of the EDTV 
signal is extracted by high pass ?lter l4 and decimator 
16 where a 4 to 1 reduction of the image data is 
achieved to produce the high pass (EDTV enhance 
ment) signal. This EDTV enhancement portion of the 
EDTV signal typically contains the information neces 
sary to expand the standard NTSC image to the full 
EDTV image. The information from decimator 12 and 
decimator 16 are suitably combined and transmitted to 
form the equivalent image 26 made up of two distinct 
portions: the central NTSC portion, derived from low 
pass ?lter 10 and upper and lower bands derived from 
high pass ?lter 14. , 

This two portion television image thus derived is 
transmitted for reception for two kinds of receivers. In 
the ?rst kind, an EDTV receiver shown in FIG. 1, 
interpolator 18 recreates the original low pass ?lter 
image that was compressed (or decimated) by decima 
tor 12 in the transmitter, while interpolator 22 recon 
structs the high frequency (or enhancement) part of the 
image. The signals from interpolators 18 and 22 are low 
and high pass ?ltered respectively in low pass ?lter 20 
and high pass ?lter 24, and summed in summer 28 to 
reproduce the originally transmitted EDTV image on 
the display. In contrast, the standard NTSC receiver is 
not equipped with the interpolators or ?lters for Pro 
cessing the entire EDTV signal. Rather the NTSC 
receiver is only meant to detect the 180 line NTSC 
component of the EDTV signal and produce blank 
black areas above and below the NTSC image. It is 
desirable for the NTSC receiver not to inadvertently 
display any EDTV enhancement so as to maintain the 
black areas uniformly black. 
FIG. 2 illustrates the allocation of 262.5 lines of an 

NTSC video ?eld as generated by the EDTV transmit 
ter of FIG. 1. Times T1 and T3, each having 30 lines, 
represent the time allocated for the black bands above 
and below the 180 line NTSC image. T1 and T3 repre 
sent the times during which the high pass signal for 
EDTV image enhancements is received. Some of the 
22.5 lines allocated for blanking may also be used for the 
same purpose. Time T2 denotes the time during which 
the NTSC image is reproduced, i.e., the “low pass” 
portion the EDTV signal. The NTSC receiver has the 
capability of displaying information during times T1 
and T3 if the signal during those times is above the 
black level set at the receiver. These are also the times 
during which the EDTV component is present and 
during which it is desirable to have the display be uni 
formly black. Use of the present invention, precludes, 
during times T1 and T3, the inadvertent display by the 
NTSC receiver of any portion of the EDTV enhance 
ment signal. 

Typically, NTSC video signals are transmitted with 
white information set to 100 IRE units, and blanking 
information set at O IRE units. The horizontal synchro 
nization pulse is set at ~40 IRE units and the black 
level is set nominally at typically +7.5 IRE units. 
Therefore, when an NTSC receiver is set to cut off its 
display electron beam for 7.5 IRE units (i.e., black level 
of 7.5 IRE units) any signal below this level of 7.5 IRE 
will be blanked and not displayed. 

In accordance with this invention, the EDTV en 
hancement signal is transmitted at a level of between 
+N and -N IRE units. By choosing to transmit the 
black level of the NTSC compatible portion of the 
EDTV signal at N IRE units, and the EDTV enhance 
ment portion in the range of +N to —N IRE units, the 
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NTSC receiver is adjusted to blank all signals below N 
IRE units. The EDTV enhancement portion, which is 
between +N and —N IRE units, will not trigger the 
display in the NTSC receiver. Preferably, the transmit 
ted black level of the NTSC component will be higher 
than the usual black level, for example, 15 IRE units, to 
ensure proper reception of the EDTV enhancement 
signal. This higher black level would motivate the 
viewer, or the automatic black level circuits of the 
NTSC receiver, to raise the receiver’s black level to 
about the same N IRE units for optimum reception and 
viewing of the transmitted signal. 

Referring to FIGS. 3 and 5, an EDTV transmission 
system in accordance with the invention is described 
wherein the high pass (EDTV enhancement) signal is 
digitally processed. FIG. 5 represents the actual broad 
cast video levels of the waveforms associated with the 
present invention. The low pass (NT SC component) 
signal (FIG. 5b) which would be produced by a decima 
tor, such as decimator 12 of FIG. 1, is applied to a 
letterbox video processing circuit 40 which is a conven 
tional gain setting device, where the black level for the 
signal is set to N IRE and the white level is set to ap 
proximately 100 IRE units, with N typically 15 IRE. 
The high pass (EDTV enhancement) signal (FIG. 5(a)) 
which would be produced by a decimator, such as 
decimator 16 of FIG. 1, is applied to a source coding 
circuit 42, a channel coding circuit 44 and a digital 
modulator (l6 QAM) circuit 46. Source coding circuit 
42, channel coding circuit 44 and digital modulator 
circuit 46 are described in more detail in my corre 
sponding co-pending application Ser. No. 07/643,757, 
?led Jan. 22, 1991, which is expressly incorporated 
herein by reference. The output of digital modulator 46 
is applied to bar signal processor 48, which is a gain 
setting device well known in the art, in which the peak 
to-peak signal level of the EDTV enhancement compo 
nent is set to 2 N IRE units peak-to-peak. The outputs 
from letterbox video processing circuit 40 and bar sig 
nal processor 48 are applied to combiner 50 illustrated 
as a switch, the output of which is the EDTV video 
output signal. 
FIG. 4 shows an EDTV system wherein the high 

pass (EDTV component) of the EDTV signal is pro 
cessed in an analog manner. As in FIG. 3, the low pass 
(NTSC component) signal is applied to a letterbox 
video processing gain setting device 60, where the black 
level is set to N IRE units while the white level is set to 
about 100 IRE units. Again N is typically 15 IRE units. 
The high pass (EDTV enhancement) signal is applied to 
bar signal processor 62, which also receives input from 
comparator and ?lter 64 controlled by peak detector 66. 
In operation, the output level of the EDTV enhance 
ment signal from bar signal processor 62 is maintained 
at a peak-to-peak level between +N and —N by sensing 
the bar signal processor output signal level BA in peak 
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6 
detector 66, comparing that level to a reference N IRE 
level in comparator and ?lter 64 and adjusting the gain 
of bar signal processor 62 to maintain the desired +N to 
—N peak-to-peak signal. Bar signal processor 62, com 
parator and ?lter 64, and peak detector 66 are well 
known in the art. 
Although the present invention has been shown and 

described with respect to the presently preferred em 
bodiments, various changes and modi?cations which 
are obvious to persons skilled in the art of which the 
invention pertains are deemed to lie within the spirit and 
scope of the invention. For example, the quantity N can 
be chosen over a wide range, not limited to 15 IRE 
units. Thus numerous changes and modi?cations can be 
made while staying within the scope of the invention 
which is set forth in the appended claims. 

I claim: 
1. A system for transmitting an enhanced television 

signal for reception by standard NTSC receivers com 
prising: 
means for forming a ?rst signal during a portion of a 

television image ?led containing information for 
providing an enhanced television image; 

means for controlling the level of said ?rst signal so 
that said ?rst signal does not exceed a peak-to-peak 
value of between +N and —N IRE units, and 
wherein N is an integer greater than zero; 

means for forming an NTSC compatible signal hav 
ing a black level at +N IRE during another por 
tion of said television image ?eld while maintaining 
the video clamp level at zero IRE; and 

means for combining said ?rst signal and said NTSC 
compatible signal into a signal suitable for transmis 
sion for reception by television receivers. 

2. The system for transmitting an enhanced television 
signal of claim 1 wherein N is set at 15 IRE. 

3. A method for transmitting an enhanced television 
signal for reception by standard NTSC receivers com‘ 
prising the steps of: 

forming encoded signals during a portion of a televi 
sion image ?eld, said encoded signals containing 
information for providing an enhanced television 
image; 

controlling the amplitude level of said encoded sig 
nals to maintain a peak-to-peak value of +N and 
—N IRE, where N is an integer greater than zero; 

forming an NTSC signal having a black level during 
another portion of said television image ?eld; 

setting the black level of said NTSC signal to a value 
equal to or higher than +N IRE while maintaining 
the video clamp level at zero IRE; and 

combining said encoded signals and said NTSC sig 
nals into a television signal suitable for transmission 
to television receivers. 
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