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[57] I ABSTRACT 

The present invention relates to a method and apparatus 
for measuring roughness along a surface (II) of a road 
or an airport runway in the driving direction. A long 
bar (I) has a number of ultrasound transducers (1-17) 
directed down toward the surface (11) of the road. The 
bar (I) is located e.g. in a carriage trailing behind a 
vehicle, at a suitable distance (for instance 20 cm) above 
the road surface (II). During motion, ultrasound pulses 
are simultaneously emitted form all transducers (1-17) 
for a subsequent recording of echoes from the road 
surface (II) with the same transducer, in order to obtain 
a recording of the distance between the bar and the road 
surface for each particular transducer. The measure 
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MEASUREMENT OF ROAD ROUGHNESS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a method and an 

apparatus for measuring roughness along the surface of 
a traf?c area, e.g. a road or an airport runway. 
More speci?cally, the invention concerns measuring 

the longitudinal dimension of the road, i.e. along a 
“wheel track”, and not transverse to the road (for in 
stance in order to measure the transverse pro?le of the 
wheel track). 

2. State of the Prior Art 
Previously known techniques for measuring rough 

ness or evenness along a ‘road track mainly comprise 
mechanical sensing techniques. During recent years 
optical techniques have also been put into use. For 
example, U.S. Pat. No. 4,653,316 discloses a vehicle 
comprising two attached laser devices longitudinally 
spaced in relation to each other, which devices emit 
light beams perpendicularly down towards the road 
surface. The light spots are read by corresponding de 
tectors (focus detection). 

U.S. Pat. No. 4,685,806 discloses a system in which 
stationary laser sources generate vertical and horizontal 
laser planes as a reference for a vehicle, which vehicle 
is equipped with “laser cameras” or the like, i.e. a trans 
verse row of lasers/detectors or possibly ultrasound 
transducers directed down towards the road surface. A 
two-dimensional type mapping along the road track is 
thereby achieved, but the use of additional lasers for 
de?ning e.g. a horizontal plane is expensive and time 
consuming. 

SUMMARY OF THE INVENTION 

The present invention utilizes only one single row of 
ultrasound transducers, which feature involves cost 
savings in relation to laser devices. Furthermore, the 
requirement for ?xed reference planes is eliminated 
when the present invention is put into use, and the mea 
surements can be made quickly and reliably. 

In accordance with the present invention, this is 
achieved by adopting a method for measuring surface 
roughness along a longitudinal dimension of a traf?c 
area, eg along a road. In the method a measuring appa 
ratus is carried during use by a vehicle or a carriage 
trailing behind a vehicle, wherein control means (or 
control), an energizing means (or energizer) and a re 
cording means (or a recorder) for executing the mea 
surements, as well as measuring devices for trailer/vehi 
cle speed and distance tranvelled, are brought along. 
The method is characterized in that during motion there 
are simultaneously emitted ultrasound waves down 
toward the surface of the traf?c area from a number 
N>2 of ultrasound transducers being located in a row 
on the underside of and along a straight bar which is 
arranged substantially parallel to the road surface on the 
trailer/vehicle and in a longitudinal direction. The ul 
trasound transducers are mounted an equal distance it 
between every two successive transducers, and each 
transducer receives an ultrasound echo from the surface 
which is due to that transducer’s own emission. 

Preferably the method is also characterized in that 
the measurements are constantly repeated during mo 
tion in such a manner that a new ultrasound wave emis 
sion is made when the trailer/vehicle has advanced a 
distance nx in relation to the preceding measurement, n 
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2 
being an integer and n<N— 1, so that an overlap with 
the preceding measurement is achieved. 
According to another favourable feature of the pres 

ent invention, the successive measurements made dur 
ing motion are chained together after their recording by 
means of a pre-programmed computer to create a con 
tinuous elevation pro?le of the longitudinal dimension 
of the traf?c area. _ 

Preferably the ultrasound transducers are also tested 
for correct functioning by‘ means of an automatically 
controlled comparison of measurement results at corre 
sponding positions by overlap measurements. 
The invention also relates to an apparatus for measur 

ing surface roughness along the longitudinal dimension 
of the traf?c area adapted to be placed in the vehicle/ 
trailer, and comprising control means, energizing means 
and recording means for the measurements, as well as 
measuring devices for the trailer/vehicle speed and 
distance travelled. The apparatus is characterized by a 
straight bar arranged in the trailer/vehicle substantially 
parallel to the road surface and in the longitudinal direc 
tion, on the underside of and along which bar are lo 
cated a number N>2 of ultrasound transducers‘in a 
row, with an equal distance it between every two suc 
cessive transducers, adapted for simultaneous emission 
during motion of ultrasound waves down toward the 
surface of said traf?c area and capture of the re?ected 
waves, each transducer being adapted to receive only 
that ultrasound echo which is due to its own emission. 

Preferably the equipment also has one further ultra 
sound transducer arranged on the bar for correction 
with regard to changes in air pressure, temperature and 
humidity. 

Preferably the equipment is adapted for repeated 
emission of ultrasound waves during motion in such a 
manner that a new emission is made from the ultrasound 
transducers when the trailer/vehicle has advanced a » 
distance nx relative to the preceding measurement, n 
being an integer and n<N-— 1, so that an overlap with 
the preceding measurement is achieved. 

DESCRIPTION OF THE DRAWINGS 

The present invention is further described below with 
reference to the accompanying drawings, wherein: 
FIG. 1 schematically illustrates the apparatus accord 

ing to the present invention at a ?rst position of use; 
FIG. 2 illustrates the apparatus of FIG. 1 in a second 

position of the use; and 
FIG. 3 schematically illustrates the invention 

mounted on a vehicle. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The invention shall now be describe din closer detail, 
referring to the enclosed drawing ?gures. The ?gure 
show schematically a substantially horizontal bar 1, 
arranged at a suitable distance about 20 cm above a road 
surface II. As an example, the bar has a length of 4 m, 
and in the disclosed embodiment the bar is equipped 
with 17 ultrasound transducers directed down toward 
the road surface. However, the number of transducers 
and the bar length may of course vary within wide 
limits. 
As a starting point, it is supposed that the bar I is 

arranged in a position which is substantially parallel to 
the road surface and pointing in the movement direction 
of the vehicle/trailer on which the bar is suspended. 
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Ultrasound waves are emitted simultaneously from all 
transducers perpendicularly down toward the road 
surface, and the re?ections which are detected give rise 
to signals which are recorded in recording equipment 
brought along. Typical parameters to be measured can 
be propagation time or phase shift for the received 
sound waves. Apparatus dimensions, distances and 
wave lengths are suitably selected in such a manner that 
unwanted in?uence upon neighboring transducers is _ 
minimized or can be removed during signal processing. 
Only that part of an ultrasound re?ection passing sub 
stantially perpendicularly up to the emission transducer 
shall in principle be used in the measurement. The prop 
agation velocity of the ultrasound waves is that much 
higher than the current driving velocities of the vehi 
cle/trailer with the bar that no problems arise due to the 
fact that the transducers move while the ultrasound 
waves are in transit between the bar and the road sur 
face. The distance between the transducers is 25 cm in 
the example shown. Thus the distance between the road 
surface and the 17 ultrasound transducers is measured 
simultaneously for all transducers while the bar is mov 
ing. In this way the apparatus can be used as an “auto 
mated straight edge”. A calculation program may later 
convert the recorded data in such a manner that maxi 
mum sag is computed when the bar "touches” the sur 
face in two (“touching is here only supposed to mean 
that those two positions in which the shortest distances 
are measured between bar and road surface, are used as 
a starting point). 
As shown in FIG. 3, an energizer for energizing the 

measuring apparatus, a control for controlling the mea 
suring apparatus and a recorder for recording the mea 
surement made by the measuring apparatus are pro 
vided. 
The vehicle or trailer moves all the time towards the 

right side of the ?gure. A new measurement is made by 
simultaneous emission of ultrasound waves from all 
transducers when the bar is located at a distance to the 
right of the starting position, which is an integral multi 
ple of the distance between two successive transducers. 
In the exempli?ed embodiment the distance from one 
transducer to the next one is 25 cm, and the interval 
between two successive measurements has been chosen 
to be equal to 4X25 cm=l m. The choice of such a 
measuring interval is made taking into consideration 
both the wish for high accuracy, which implies a large 
degree of overlap, i.e. short intervals, and a fast accom 
plishment of measuring a long road distance, which 
implies an increased driving speed, requiring longer 
recording intervals. In the example shown, with inter 
vals of l m, the practical maximum driving speed is in 
the area 40 km per hour. The overlap recording tech 
nique described above forms a basis for chaining to 
gether successive recordings by means of a computer 
into a continuous elevation pro?le of the surface, given 
in the form of computed “elevations” with a spacing 
equal to the ?xed mutual spacing between the ultra 
sound transducers. The computed elevation values do 
not represent the real elevation above sea level, but can 
be used in order to describe irregularities with a wave 
length up to 50 m. The computed elevation pro?le 
forms a basis for calculating different roughness indexes 
for the road surface. 
The overlap measurements are also used in order to 

check that all transducers are working correctly. The 
overlapping part of the pro?le from two successive 
recordings must be identical (at least after executing 
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4 
corrections for a possible slanting of the whole bar 
relative to the foregoing recording), and this fact can be 
used to investigate if all transducers have been cali 
brated correctly. In the same manner it is also possible 
to study the accuracy of the measurements and how the 
accuracy is influenced by the texture of the road sur 
face. 

I claim: 
1. A method for measuring the roughness of a surface, 

comprising: 
providing a measuring apparatus with a vehicle for 
movement therewith, and further providing a con 
trol means for controlling said measuring appara 
tus, an energizing means for energizing said mea 
suring apparatus and a recording means for record 
ing measurements made by said measuring appara 
tus, wherein said measuring apparatus comprises a 
straight bar arranged substantially parallel to the 
surface and in a longitudinal direction having a 
number N>3 of ultrasound transducers located in 
a row therealong and on the underside thereof, said 
ultrasound transducers being mounted with an 
equal distance x between every two successive said 
transducers; 

moving the vehicle along the surface such that said 
bar moves in the longitudinal direction and simulta 
neously emitting ultrasound waves down toward 
the surface from said number of ultrasound trans 
ducers; and 

receiving with each said transducer an ultrasound 
echo from the surface due that said ultrasound 
transducer’s own ultrasound wave emission. 

2. The method of claim 1, and further comprising: 
repeating said emission and reception of ultrasound 
waves during movement of the vehicle each time 
the vehicle travels a distance nx relative to the 
location of the preceding said emission and recep 
tion, 11 being an integer preceding said emission and 
‘reception, n being an integer and n>N-l, such 
that the repeated said emission and reception over 
laps with the preceding said emission and recep 
tion. ' 

3. The method of claim 2, wherein n<N-2. 
4. The method of claim 2, wherein successive said 

emissions and receptions are recorded by said recording 
means and chained together by a preprogrammed com 
puter into a continuous elevation pro?le of the longitu 
dinal dimension of the surface. 

5. The method of claim 4, wherein said ultrasound 
transducers are checked for correct functioning by 
automatically controlled comparison of the results of 
said emissions and receptions at corresponding overlap 
positions of said ultrasound transducers. 

6. The method of claim 2, wherein said ultrasound 
transducers are checked for correct functioning by 
automatically controlled comparison of the results of 
said emissions and receptions at corresponding overlap 
positions of said ultrasound transducers. 

7. An apparatus for use with a vehicle for measuring 
the roughness of a surface, comprising: 

a straight bar adapted to be arranged substantially 
parallel to the surface in a longitudinal direction for 
movement with the vehicle; and 

a number N>3 of measuring means for simulta 
neously emitting ultrasound waves during move 
ment of the vehicle in the longitudinal direction 
down toward the surface and receiving only their 
respective re?ected ultrasound wave echoes pro 
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duced by their own emission, said number of mea 
suring means being arranged in a row along the 
underside of said straight bar with an equal dis 
tance in between every two successive said measur 
ing means, and a control means for controlling said 
number of measuring means, an energizing means 
for energizing said measuring means and a record 
ing means for recording measurements made by 
said measuring means in the form of emissions and 
receptions of said ultrasound waves. ‘ 

8. The apparatus of claim 7, wherein each said mea 
suring means comprises an ultrasound transducer. 

9. The apparatus of claim 8, and further comprising 
correction means on said bar for providing corrections 
with regard to changes in air pressure, temperature and 
humidity. . 

10. The apparatus of claim 9, wherein said correction 
means comprises an additional ultrasound transducer. 

11. The apparatus of claim 10, wherein said number 
of measuring means, said control means and said ener 
gizing means are adapted for repeating the emission of 
ultrasound waves during motion of the vehicle such 
that a new emission and re?ection are made from said 
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6 
number of measuring means when said straight bar has 
advanced a distance nx relative to the point of the pre 
ceding simultaneous emission and reception of ultra 
sound waves, n being an integer and n <N- 1, such that 
the repeated simultaneous emission and reception over 
laps with the preceding simultaneous emission and re 
ception. 

12. The apparatus of claim 11, wherein n<N-2. 
13. The apparatus of claim 7, wherein said number of 

measuring means, said control means and said energiz 
ing means are adapted for repeating the emission of 
ultrasound waves during motion of the vehicle such 
that a new emission and re?ection are made from said 
number of measuring means when said straight bar has 
advanced a distance nx relative to the point of the pre 
ceding simultaneous emission and reception of ultra 
sound waves, n being an integer and n <N- 1, such that 
the repeated simultaneous emission and reception over 
laps with the preceding simultaneous emission and re 
ception. 

14. The apparatus of claim 13, wherein n<N-2. 
i I ‘ t i 


