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[57] ABSTRACT 
An optical device for the spectral analysis of a light 
source which comprises a spectrograph assembly in 
cluding a dispersive element, and a classical collimator. 
The spectrograph assembly supplies a complete inter 
mediate spectrum at the object focus of the classical 
collimator and the classical collimator reforms, at its 
image focus, an image of the dispersive element. The 
spectrograph assembly is preferably a Czerny-Turner 
or other type of spectrograph comprising 'an entry slit, 
two juxtaposed concave mirrors of the same focal 
length and a dispersive element placed strictly in the 
common focal plane of the two mirrors. Most prefera 
bly, the classical collimator is the ?rst mirror of the 
second, similar spectrograph assembly. The device is 
most advantageous in that it is readily useable for both 
simultaneous and sequential spectroscopy. 

10 Claims, 6 Drawing Sheets 
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OPTICAL SYSTEM FOR SPECTRAL ANALYSIS 

This invention relates to optical devices for use in the 
spectral analysis of light, i.e. to devices for use in spec 
trographs, spectrometers or colorimeters. 

Spectroscopic techniques used in the spectral analysis 
of light may be broadly divided into two categories: 
sequential spectroscopy and simultaneous spectros 
copy. The former technique involves recording a spec 
trum wavelength by wavelength using a monochroma 
tor to isolate each individual wavelength which is se 
lected by rotating a dispersive element in the mono 
chromator. 

In simultaneous spectroscopy, on the other hand, a 
number of different wavelengths are measured at the 
same time, typically by means of a static or ?xed disper 
sive element and an array of detectors. 
Due to the differing modes of operation of sequential 

and simultaneous systems, they may have different opti 
cal properties and a unit designed for one type of use 
may be unsuitable for the other. 
We have now devised an improved form of optical 

device for use in the spectral analysis of light which 
overcomes or substantially mitigates this disadvantage 
and which has further advantageous properties over 
known optical systems. 
According to the invention there is provided an opti 

cal device for the spectral analysis of a light source 
which comprises 
a) a spectrograph assembly including a dispersive ele 

ment, and 
b) a classical collimator, 
the device being characterised in that the spectro 

graph assembly supplies a complete intermediate spec 
trum at the object focus of the classical collimator and 
the classical collimator reforms, at its image focus, an 
image of the dispersive element. 
The optical device according to the invention is ad 

vantageous in that it is readily usable for both simulta 
neous and sequential measurements. In addition, aberra 
tions due to, for example, eccentricities are minimised. 
The device may be made relatively compact and in such 
a manner that all the components are located in one or 
two planes. This errors introduced by ther 
mal expansion etc. 
The intermediate spectrum is a dispersed image of the 

entry slit of the spectrograph assembly. 
The spectrograph assembly is most conveniently a 

Czerny-Tumer or other type of spectrograph compris 
ing an entry slit, two juxtaposed concave mirrors of the 
same focal length and a dispersive element placed 
strictly in the common focal plane of the two mirrors. 
As is known, an assembly of this type, called a Z-assem 
bly, has no uneven aberrations (such as distortion) pro 
vided that the angles of incidence on the two mirrors 
are the same. 
The dispersive element is preferably a grating, most 

preferably an echelle grating. Echelle gratings are pre 
ferred since they give greater dispersion. The grating is 
most preferably used in conical dispersion. 
According to a preferred aspect of the invention, 

therefore, there is provided an optical device for the 
spectral analysis of a light source, which comprises a 
Czerny-Turner or other type of spectrograph compris 
ing an entry slit, two juxtaposed concave mirrors of the 
same focal length and a grating in the common focal 
plane of the two mirrors, the grating being used in coni 
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2 
cal dispersion, the spectrograph supplying at the object 
focus of the classical collimator a complete intermediate 
spectrum, and the classical collimator reforming at its 
image focus an image of the grating. ' 
Such a Z-assernbly does, however, have two trouble 

some aberrations: spherical aberration if the apertures 
are large, and astigmatism which increases as the square 
of the angles of incidence on the mirrors, with the con 
sequence that eccentricity must be kept to a minimum. 
When the dispersive element is an echelle grating, it is 

necessary to disperse the orders perpendicularly by 
means of a secondary disperser. This effect is classically 
obtained by a double~passage prism placed in front of 
the echelle grating. However, this prism is generally 
much larger than the grating and dispersion in the red is 
much smaller than in the ultraviolet, which limits the 
height of the slit (to avoid overlap of images of different 
orders). The angles of incidence on the mirrors are 
large, which increases astigmatism. With plane diffrac 
tion (incident rays diffracted perpendicular to the grat 
ing lines) these angles are large and limit the apertures 
which are already limited by the risks of parasitic spec 
tra (Cary’s rule). With conical diffraction (incident and 
diffracted rays in the same plane parallel to the grating 
lines and containing the blaze axis) these excessive an 
gles induce curvature of the spectrum and differences in 
slope, which are troublesome for monochromatic im~ 
ages of the slit. 
These problems are resolved in a preferred aspect of 

the invention by combining two successive Czerny 
Turner arrangements (of the same type) such that the 
classical collimator is the ?rst mirror of the second 
Czerny-Turner spectrograph. The first and second 
Czerny-Tumer spectrographs are hereinafter called the 
?rst and second stages. 

Preferably, the ?rst stage comprises an echelle grat 
ing used for conical dispersion; the Littrow assembly 
conditions may be used and the angles of eccentricity 
reduced to a minimum. This results in better luminosity 
and little deformation in the intermediate spectrum in 
which all orders are superimposed. 

In the second stage, a second dispersive element, 
which may be a back-re?ection prism or a classical 
grating, disperses the intermediate spectrum in the ?nal 
sagittal plane which coincides with the plane of the 
dispersive elements. As is known, if the intermediate 
and ?nal images are subject to spherical aberration and 
astigmatism, the sagittals are effectively contained in 
this plane. It is preferred that the second dispersive 
element be a back-re?ection prism since this gives bet 
ter resolution in the ultra-violet range of the spectrum. 
A further advantage of the two-stage arrangement is 

that the prism is reduced to its minimum dimensions 
which may be made completely independent of the 
dimensions of the echelle grating used in the ?rst stage. 
Also, in the two~stage design, the size of the second 
dispersive element may be made similar to that of the 
?rst. This is smaller than is usual and results in lower 
cost. Where a prism is used, it may be made relatively 
thin which results in reduced absorption of light and 
hence improved light intensity. 
For reasons of mechanical compactness, it is advanta 

geous to ‘fold’ the second stage over the ?rst by means 
of, for example, a total re?ection prism at the level of 
the intermediate spectrum. This enables all the optical 
elements of the device to be distributed over two paral 
lel planes, hereafter called ‘sides’. The ?rst side then 
comprises four mirrors joined along parallel axes; the 
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second, facing side comprises the remainder of the opti 
cal elements (entry slit, echelle grating, intermediate 
spectrum, total re?ection prism, back-re?ection prism 
and ?nal image). This arrangement has considerable 
advantages, notably simplicity of construction and re 
duction of errors due to, for example, thermal expansion 
of the unit. . 

As an alternative to the total re?ection prism, a pair 
of plane mirrors may be used to ‘fold’ second stages (the 
two mirrors acting analogously to the two internal faces 
of the prism at which re?ection occurs). 

Because of the variations in the intensities of the vari 
ous spectral lines, it may be advantageous to place a 
mask immediately in front of the total re?ection prism 
so as to suppress, or even eliminate altogether, certain 
lines in the spectrum. The mask may, for example, per 
mit the passage of more light in the ultraviolet where 
there is little light and where the dispersion due to the 
prism is great than in the red where there is much light 
and the prism causes little dispersion. It is also possible 
to suppress or eliminate altogether any unwanted lines, 
for example particularly strong lines which interfere 
with other measurements. 

It is desirable to construct the system in such a way as 
to correct for spherical aberration and astigmatism. 
This can only be undertaken at three points: at the ?rst 
mirror of the ?rst stage, or at either of the dispersive 
elements, since on the other mirrors the beams are dis 
persed. - 

For a spectrometer (with a single entry slit) the pre 
ferred solution is to correct the aberrations of the ?rst 
stage on the ?rst mirror and the aberrations of the sec 
ond stage on the second dispersive element. Indeed, the 
?rst mirror can provide the total correction for the two 
stages. In this case, the ?rst mirror is an astigmatic hy 
perboloid with an axis of symmetry parallel to the axes 
of the other mirrors, the coef?cient of hyperbolic defor 
mation being equal to the negative of the number of 
mirrors in the corrected system (i.e. -4 if there are 4 
mirrors of the same radius of curvature), the difference 
between the principal radii of curvature of the hyperbo 
loid depending on the angles of eccentricity and their 
orientation. 
There is therefore inversion of the two aberrations at 

the level of the intermediate spectrum. This is not prob 
lematic since the sagittal image precedes the tangential 
where a geometric mask may be placed to limit the 
height of the rays. 
A signi?cant advantage of the two-stage device is the 

possibility of improving the image quality by differen 
tial vignetting in each range of wavelength. It is found 
that in the orders of an echelle grating, the blue orders 
are linearly shorter than the red orders. The images for 
blue wavelengths are therefore closer to the axis and of 
better quality than the extreme images of the red orders. 
The red can be vignetted separately without any disad 
vantage, since in this region there is more than enough 
light. The effect is obtained by giving an oval contour 
to the second mirror of the fust stage and the first mir 
ror of the second stage. Following inversion of the 
pupils at the level of the intermediate spectrum, only the 
central part of the pupil will be retained for the ?nal 
images. This allows the use of a grating with a larger 
number of lines as the primary disperser, and thus the 
orders are more readily separable and a prism of smaller 
angle may be used in the second stage. 
The strict telecentrism of the ?nal and intermediate 

images makes the device less sensitive to expansion or 
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4 
contraction if the optical elements are themselves insen 
sitive to thermal variations. This telecentrism allows the 
intermediate spectrum to be used for sequential spec 
troscopy. For this purpose, a ‘sequential unit’ may be 
inserted at the level of the intermediate spectrum. This 
sequential unit is a compact assembly of small dimen 
sions which may be displaced along the intermediate 
spectrum. It conveniently comprises a rhomboidal 
prism to divert the light to a Czerny-Turner unit in 
which the disperser is a prism. This prism has an edge 
parallel to the slit so that secondary dispersion is in the 
same direction as the dispersion due to the grating. The 
prism may be rotated so that light of the chosen wave 
length appears in an exit slit. The rhomboidal prism 
used to divert the light to the Czerny-Turner unit is 
conveniently very thin so that it may be placed in front 
of the geometric mask, if used. This means that the 
entry slit to the sequential unit is of unlimited height. 
The wavelengths selected by the entry slit of the 

sequential unit are distributed discretely according to 
the law K=constant. They are therefore fairly well 
separated from each other and the focal lengths of the 
Czerny-Turner mirrors may be short and the exit slit 
may be large. Since a single detector is generally not 
suitable for the whole spectral range of interest, it is 
preferred to use one detector for the blue wavelength 
‘range and another for the red end of the spectrum. In 
this case, the disperser prism is conveniently an assem 
bly of two interchangeable prisms, selection of the ap 
propriate detector being made by selection of the corre 
sponding prism. 
Where a sequential unit is used, the residual aberra 

tions of the system may be corrected at the ?rst stage 
and the sequential unit, aberrations of the ?rst stage 
being corrected at the ?rst mirror by an astigmatic 
hyperboloid whose coefficient of deformation is -2, 
and aberrations of the second stage being corrected at 
the prism by a Schmidt optic. 
The sequential recording of a range of wavelengths 

involves two linked movements: linear displacement of 
the sequential unit, and rotation of its prism. 

It should be noted that the entry slit of the sequential 
unit must be rectilinear and parallel to the edge of the 
prism. For this, it is convenient to give the general entry 
slit of the device a suitable inclination and, possibly, 
curvature to compensate for the effect due to the 
echelle grating used in conical dispersion. 

Instead of, or in addition to, the sequential unit there 
may be provided one or more ?xed units at the level of 
the intermediate spectrum, each ?xed unit being dedi 
cated to measurement of one spectral line. The use of 
such a ?xed unit is particularly useful where a spectral 
line of interest occurs in the ultraviolet and hence where 
absorption in the components (prisms etc) of the later 
stages of the device may be problematic. An example is 
the determination of nitrogen, e.g. in steel. 
The ?xed unit is conveniently, with the exception of 

being ?xed, of similar construction to the sequential 
unit, i.e. it may comprise a small mirror or prism to 
divert light into a compact Czerny-Turner assembly 
provided with an appropriately positioned exit slit and 
photomultiplier. 

In astronomical optics, a device of this type can be 
used with the difference that the image ?eld furnished 
by the focal length of the telescope is too large for the ' 
detector used, and the dimensions of a stellar image 
magni?ed by atmospheric turbulence is larger than the 
pixel of the detector. It is therefore necessary to com 
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bine the device with a focal reducer. The image sup~ 
plied by the telescope being telecentric and the objec 
tive, intermediate and image spaces of the device being 
monochromatically homomorphous, a focal reducer 
used directly inside the telescope may be at the interme 
diate focus or at the ?nal focus of the device. 
The internal pupil of a focal astronomical reducer 

generally being real and usable, a secondary disperser 
can be put in place if necessary. The fact that the same 
focal reducer may be used either at the direct focus of 
the telescope or at the exit from any of the stages means 
that the minimum optical device is in service at any one 
time. 
The focal reducer may be catadioptric, in which case 

the device may be made more compact. The collimator 
of the said focal reducer is then a mirror identical to the 
Czerny-Turner mirrors. A dioptric objective of arbi 
trary design may then be placed in the second pupil to 
provide the necessary focal reduction. 

If the primary disperser is a grating working in the 
?rst order, the device is used as such; in the case where 
the disperser is an echelle grating, it is best to place a 
secondary disperser before the objective. 
As before, correction of spherical aberration and of 

astigmatism is undertaken according to the number of 
mirrors and the eccentricity. A particular case of rele 
vance to astronomical optics is the use of multiple entry 
slits (multislit spectrographs). Correction of the aberra 
tions can then only be performed at the pupil level 
either by deforming the grating surface or by inserting 
a Schmidt, double-passage, astigmatic screen before the 
grating. In an astronomical spectrograph this is justi?ed 
since such a complex optical device does not signi? 
cantly affect its purchase price. 

It is clear that the number of stages is not limited to 
one or two, and that several identical systems can be 
juxtaposed for a very large astronomical ?eld. 
The optical device according to the invention is of 

use in any application involving the spectral analysis of 
light. One particular type of instrument in which the 
device may be used is an optical emission spectrometer. 
The invention will now be described in detail with 

reference to the accompanying drawings in which 
FIG. 1 shows the known Czerny-Turner scheme for 

conical diffraction (over-under type), 
FIG. 2 shows an optical device comprising two suc 

cessive Czerny-Turner units, _ 
FIG. 3 shows the same assembly as FIG. 2,, folded by 

a total re?ection prism so that the optical elements are 
divided into two parallel planes, 
FIG. 4 shows a geometric mask which is placed in the 

plane of the intermediate spectral image of the assembly 
of FIG. 3, 
FIG. 5 shows geometric diaphragms which are 

placed on mirrors 2 and 3 of FIG. 3, 
FIG. 6 shows a mobile sequential unit located behind 

the intermediate spectral image of the assembly of FIG. 
3, ' - _ 

FIG. 6A shows an enlargement of a disperser prism 
of the sequential unit of FIG. 6, _ 
FIG. 6B shows an enlargement of a rhomboidal entry 

prism forming part of the sequential unit of FIG. 6, 
FIG. 7 shows the use of a device according to the 

invention in an astronomical telescope, 
FIG. 7A shows a double stage arrangement for astro 

nomical use, 
FIG. 7B shows a multi-stage folded system for astro 

nomical use, 
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FIG. 8 shows a device used with a catadioptric re 
ducer where the grating used operates in the first order, ' 
and 
FIG. 8A shows the diagram of a device similar to that 

of FIG. 8 where the grating used is an echelle. 
Referring ?rst to FIG. I, the known Czerny-Turner 

scheme for conical diffraction comprises an entry slit 
(11), ?rst and second concave mirrors (12,13 respec 
tively) and a dispersive element (14) which may be a 
grating. The apparatus produces a spectral image (15). 

In the present invention this assembly is supple 
mented by a classical collimator which sends the spec 
tral image (15) from the Czerny-Turner unit to in?nity 
by refocussing at its image focus the image of the disper 
sive element (14). , 
FIG. 2 shows such a device according to the inven 

tion in which the classical collimator is the ?rst mirror 
of a second Czerny-Turner arrangement. The disperser 
of the ?rst Czerny-Turner is an echelle grating (26) and 
the disperser of the second Czerny-Turner is a prism 
(27) which disperses the orders perpendicularly; this 
assembly allows reduction of the eccentric angles and 
permits the grating dimensions to be made independent 
of the prism dimensions. In this case, the focal length of 
the second Czerny-Turner unit is greater than that of 
the ?rst. 
FIG. 3 depicts a similar system in which the two ' 

Czerny-Turner units are folded by a total re?ection 
prism (33). This has the advantage of mechanical com 
pactness, the four mirrors (1,2,3,4) of the two Czerny— 
Turner units being arranged in the same plane and the 
remaining components in a facing plane. These remain 
ing components are an entry slit (31), echelle grating 
(32), total re?ection prism (33) and prism (34). In this 
case, the focal lengths of the two Czerny-Turner units 
are very similar. 
A geometric mask (35) is mounted in the plane of the 

intermediate spectrum and serves to limit the height of 
that spectrum at particular wavelengths. A typical form 
of the mask (35) is shown more clearly in FIG. 4. The 
line F’ represents a monochromatic image of the general 
entry slit of the device, showing how the height of the 
image is limited by the geometric mask. 

Similarly, the shapes of the mirrors (1,2,3,4) and the 
shapes of the geometric diaphragms which are placed 
on the mirrors (1,2,3,4) are shown in FIG. 5. These 
diaphragms limit, in the red, the monochromatic pupils 
furthest from the axis to their central portions. The 
pupil is not limited by the diaphragm along the axis of 
symmetry, but is at the base of the fourth mirror (4); the 
dashed lines trace these monochromatic pupils (at the 
edge of the third mirror (3) it is, in fact, the image of the 
second mirror (2)). 
A mobile sequential unit is positioned immediately 

behind the intermediate spectrum as shown in FIG. 6. 
This sequential unit comprises a further Czerny-Turner 
unit comprising an entry slit (F'), ?rst and second mir 
rors (5,6 respectively) and a prism (P) as disperser. 
Secondary dispersion due to the prism (P) is in the same 
direction as that due to the grating of the ?rst Czerny 
Turner unit. The prism (P) is rotatable so that light of 
the desired wavelength may be brought into registra 
tion with an exit slit and be detected by a photomulti 
plier (PM). ‘ 
As shown in FIG. 6A, the prism (P) is actually an 

assembly of two prisms, selection of the more appropri 
ate prism for the particular spectral line under investiga 
tion being made by simply rotating the assembly. Two 
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photomultipliers (PM) are also used, one for the red 
region of the spectrum and one for the blue. 

In use, simultaneous spectroscopic measurements are 
carried out with the apparatus as shown in FIG. 3. 
Light from some or all the slits (i.e. light of the wave 
lengths of interest) in an exit slit mask (not shown) is 
channelled to an array of photomultipliers (not shown) 
in a conventional manner, e.g. using ?bre otpics. 
For sequential measurements, the rhomboidal prism 

shown in FIG. 6B is moved to a position in front of the 
mask (35) so as to de?ect the light of interest into the 
sequential unit. The particular wavelength of interest is 
selected by rotation of the prism (P) and the intensity of 
the light is measured by the appropriate photomultiplier 
(PM). 
The device used in an astronomical telescope (70), as 

shown in FIG. 7, comprises ?rst and second mirrors 
(1,2 respectively), a primary grating (R1) used in coni 
cal diffraction mode, and a focal reducer (RF). The 
image from the telescope (70) is focussed at F, which 
coincides with the entry slit to the device, and is refo 
cussed at F’. In this case the classical collimator is the 
dioptric collimator of the focal reducer. 
FIG. 7A shows a two-stage device comprising 4 

mirrors (1-4), a grating (R1) and a prism (DS) as dis 
perser in the second stage, the ?nal spectrum‘ being 
received by the focal reducer (RF). 
FIG. 7B shows a three stage system in which the 

concave mirrors (1-6) lie in the same plane. The succes 
sive foci (F,F’,F",F"') lie in a facing, parallel plane 
where they alternate with the successive pupils 
(P1,P2,P3). 
For various reasons, e.g. use of an echelle, separation 

of the blue and red domains, etc, it may be desirable for 
the focus (F) of the telescope to occupy any one of the 
remaining foci (F’,F",F"'). This may be accomplished 
by the use of plane mirrors. At least one of the pupils of 
the system is ?tted with a grating used in conical dif 
fraction. 
FIG. 8 shows a system in which the classical collima 

tor is a mirror (3) which reforms at its image focus a 
second pupil. A classical chamber objective (81) is 
placed in this second pupil, the mirror (3) and the cham 
ber objective (81) together acting as a catadioptric focal 
reducer. _ 

FIG. 8A shows a similar system with the difference 
that the primary disperser is an echelle grating (R’) and 
that a secondary disperser (82) is included in front of the 
chamber objective (81). The secondary disperser (82) is 
a composite disperser (prism-i-grating). 
We claim: 
1. An optical device for the spectral analysis of a light 

source which comprises 
a) a spectrograph assembly including a ?xed dispersive 

element, and 
b) a classical collimator, 

wherein the spectrograph assembly supplies a com 
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8 
reforms, at its image focus, an image of the disper 
sive element. 

2. An optical device according to claim 1, wherein 
the spectrograph assembly compromises an entry slit, 
two juxtaposed concave mirrors of the same focal 
length and a ?xed dispersive element placed strictly in 
the common focal plane of the two mirrors. 

3. An optical device according to claim 1, wherein 
the ?xed dispersive element is an echelle grating used in 
conical dispersion. 

4. An optical device for the spectral analysis of a light 
source which comprises 

(a) a ?rst stage comprising an entry slit, two juxta 
posed concave mirrors of the same focal length and 
a ?xed dispersive element placed strictly in the 
common focal plane of the two mirrors, and 

(b) a second stage comprising an entry slit, two juxta 
posed concave mirrors of the same focal length and 
a ?xed dispersive element placed strictly in the 
common focal plane of two mirrors, the ?rst mirror 
of the second stage being a classical collimator 
which reforms, at its image focus, an image of the 
?xed dispersive element of the ?rst stage, and 
where the ?rst stage supplies a complete intermedi 
ate spectrum at the object focus of the classical 
collimator. 

5. An optical device according to claim 4, wherein 
the dispersive element of the second stage is a back 
re?ection prism. 

6. An optical device according to claim 4, wherein 
the the second stage is ‘folded’ over the ?rst such that 
all optical elements of the device are located in two 
parallel planes, one plane including four mirrors joined 
along parallel axes and the second facing plane compris 
ing the remainder of the optical elements. 

7. An optical device according to claim 6, wherein a V 
mask is located at the level of the intermediate spectrum 
so as to suppress, or eliminate, certain lines in the spec 
trum. 

8. An optical device according to claim 4, wherein an 
oval contour is given to the second mirror of the ?rst 
stage and the ?rst mirror of the second stage so as to 
selectively vignette red orders of the ?xed dispersive 
element. 

9. An optical device according to claim 6, wherein a 
sequential unit is provided at the level of the intermedi 
ate spectrum, and a rhomboidal prism is positioned in 
front of a mask at the intermediate spectrum to divert 
light of interest into the sequential unit. 

10. An optical emission spectrometer comprising an 
optical device for the spectral analysis of a light source 
which comprises 

(a) a spectrograph assembly including a ?xed disper 
sive element, and 

(b) a classical collimator, 
wherein the spectrograph assembly supplies a com 

plete intermediate spectrum at the object focus of 
the classical collimator and the classical collimator 
reforms, at its image focus, an image of the disper 
sive element. 
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