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To ctZZ whom it may concern: 
Be it known that I, JOHN MURPHY, a citizen 

of the United States, residing at Gloucester, 
in the county of Essex and State of Massa 
chusetts, have invented certain new and use 
ful Improvements in Mauholes for Ships’ 
Bunkers; and I do hereby declare the follow 
ing to be a full, clear, and exact description 
of the invention, such as will enable others 
skilled in the art to which it appertains to 
make and use the same. 
This invention relates to closures for man 

holes for decks of ?shing smacks and other 
Water craft, through which coal and other ar 
ti<]3les are passed to the bunkers of said ves 
se s. 

The object of the invention is the provision 
of a closure which will preserve a water-tight 
joint and obviate any projecting portions on 
the deck which would present obstructions 
for one to stumble over. The further purpose 
of the invention is the provision of a closure 
which can be forced to place by pressure from 
above and which will be self-locking and ca 
pable of being opened from below by a corre 
spondin g pressure or blow. 
The improvement consists of the novel fea 

tures and the peculiar construction and com 
bination of the parts which hereinafter will 
be more fully described and claimed, and 
which are shown in the annexed drawings, in 
which 
Figure 1 is a section of the deck of a water 

craft showing the application of the inven 
tion thereto. Fig. 2 is a detail perspective 
view of the main frame which is permanently 
secured to and lines the opening in the craft’s 
deck. Fig. 3 is a detail view of the closure 
or cap. 

Referring to the drawings, the letter A des 
ignates a band which is adapted to be ?tted 
in an opening provided in the deck of a ves 
sel. This band is provided at its upper end 
with an outwardly extending ?ange B which 
is provided at intervals with openings through 
which suitable fastenings pass to secure the 
band or frame in the opening in the deck. 
A seat 0 is provided between the band and 
.the ?ange and is formed by the horizontal 
extension at and the vertical wall I) which in 

tersects with the horizontal extension at and 
is secured thereto at the point of intersec 
tion. In applying this band or frame to the 
vessel’s deck, the opening is enlarged at its 
upper end to form a countersink for the seat 
0, so that the outer ?ange B may come ?ush 
with the surface of the deck. 
The closure is formed by a plate D having 

annular ?anges d and e extending in parallel 
relation and located at the outer edge of the 
said plate. A packing E of rubber or other 
suitable yielding material is seated in the re 
cess formed between the annular walls cl and 
cand is held therein by frictional contact. 
This plate or cap is of a size to snugly ?t 
within the vertical wall I) and the packing E 
is of a depth to rest upon the horizontal ex 
tension a to form a tight joint therewith, so 
as to exclude water and maintain the plate D 
on a level with the ?ange B. Spring arms F 
are disposed at diametrically opposite points 
and are attached to the plate D and have 
their lower ends bent outward by such rela 
tive length as to run beneath the lower end 
of the band A and retain the cap in place 
when forced home in the seat 0. The ends 
of the arms F are projected and curved out 
wardly to form extensionsfwhich are adapted 
to be grasped by the hands as it is desired to 
engage the spring arms F from the band when 
it is desired to‘ remove the cap D for such 
purpose. In the preferable form of construc 
tion the arms F are integrally formed and 
constitute parts of a single strip which is at 
tached midway of its ends to the plate D. A 
ring g is centrally disposed on the lower side 
of the plate D to form means for locking the 
cap D in the event of the spring arms being 
broken or otherwise failing to answer the pur 
pose for which they are provided. 

In the application of the invention, the 
manhole is ?rst provided in the vessel’s deck 
or any other required place where it is de 
sired to apply the invention and the same is 
lined by the band or frame A, which is ap 
plied thereto and secured in the manner 
aforesaid. WVhen the plate or cap D is re 
moved, ooal or any suitable commodity can be 
loaded in the bunker of the vessel through 
the manhole. The cap is placed in position 
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and forced home by pressure from above 
either by stamping or otherwise forcing the 
same in the seat 0. 
Having thus described the invention, what 

is claimed as new is— 
The combination with a band or frame hav 

ing an outwardly extending flange at its up 
per end and provided with an inner seat, of 
a cap provided with two annular ?anges on 
its under side between which packing is held 
and adapted to be ?tted in the said seat and 
come ?ush with the top surface of the flange 
0n the band or frame and spring arms hav 
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ing outwardly ?aring lower ends which are 
adapted to engage the lower portion of the 
frame and retain the cap in its closed posi 
tion thereon, substantially as and for the pur 
poses set forth. 

In testimony whereof I have signed this 
speci?cation in the presence of two subscrib 
ing witnesses. 

JOHN MURPHY. 

‘Vitnesses: 
CHAS. D. SMITH, 
MARTIN J. WILLIAMs. 

I5 

20 


