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MAGNETIC FIELD LEVITATION 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to the levitation of magnetic 

materials by magnetic ?elds, and more particularly to 
the suspension of such materials in a state of stable or 
indifferent equilibrium relative to gravitational attrac 
tion. The invention may be incorporated and used for 
measurement and control in a wide range of instruments 
such as accelerometers, ?ow meters, gravity meters, 
gyroscopes, magnetometers, micrometers, and tilt me 
ters, as well as in nonmeasurement devices such as bear 
ings and other apparatus. 

2. Description of the Related Art 
There are many applications where it would be desir 

able to levitate a magnet or a magnetic member. A 
levitated magnet can be acted on magnetically, and its 
position can be sensed magnetically. There are signi? 
cant limitations that must be overcome to levitate a 
magnet. Magnetostatic or stationary electromagnetic 
?elds will not levitate magnets or magnetic materials 
unless the field is modi?ed to have a relative magnetic 
permeability that is less than one at one or more posi 
tions. Otherwise, the magnetic material to be suspended 
will either be expelled from the ?eld or drawn into 
contact with a magnet providing the ?eld. This phe 
nomenon is referred to as instability. Magnetic ?elds 
with stable or indifferent equilibrium can be created by 
interaction between a permanent magnet and a material 
having a relative magnetic permeability less than one. 
The stabilizing magnetic force of such a ?eld is in 
versely proportional to the relative magnetic permeabil 
ity. 
There are substantial drawbacks to all prior ap 

proaches for providing a magnetic permeability that is 
less than one in order to achieve levitation. 

Diamagnetic materials have relative magnetic perme 
abilities that are lower than one and can be used to 
provide stable levitation. But the permeabilities are only 
slightly lower than one and provide low lift force. 
Large permanent magnets have been used to levitate 
diamagnetic members. But that is very different from 
levitating a magnet. One prior reference suggests that 
the interaction between a magnet and a diamagnetic 
material could levitate a few microns of the magnetic 
material. That is not a suf?cient volume for use in a 
practical device. A stronger magnetic ?eld capable of 
levitating a greater mass of magnetic material would not 
be attained simply by increasing the mass or quantity of 
diamagnetic material. Another reference uses a diamag 
netic material to provide stability and a second ?xed 
magnet located above a ?rst magnet in order to provide 
suf?cient lift force to levitate the ?rst magnet. Some of 
the drawbacks of this design are that the second magnet 
creates substantial magnetic spring constants or forces 
that distort the motion and limit the stability of the ?rst 
magnet. The lift magnet also increases size, weight, and 
cost. 

Superconductors have a magnetic permeability of 
zero and produce higher lift force than diamagnetics. 
The lift force of the magnetic ?eld produced by the 
interaction between a magnet and a superconductor is 
suf?ciently large to suspend a magnet in the magnetic 
?eld. A permanent magnet of about one gram has been 
reported suspended above a concave superconducting 
disk. But applications involving materials in the super 
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2 
conductive state have the limitation of requiring very 
low temperatures, i.e. around —200° C. or lower. An 
other approach to levitation is to use a variable electro 
magnetic ?eld and feedback control to suspend mag 
netic materials. Drawbacks of electromagnetic devices 
are that they require power consumption, active con 
trol, and increase cost. 

SUMMARY OF THE INVENTION 

This invention provides a con?guration for levitating 
magnets by a magnetic ?eld that is free of undesirable 
spring constants and instability. The invention com 
prises a ?rst member that is de?ned by an array of mag 
nets or magnetic dipoles which are arranged to provide 
a high strength, high gradient magnetic ?eld adjacent 
one surface of the array. More speci?cally, the magnets 
are arranged in a side by side sequence with each con 
secutive magnet having opposite magnetic polarity. 
This arrangement provides closed loop magnetic ?ux 
paths for each two consecutive magnets that intercept 
both magnetic poles of the two magnets. A second 
member that is formed from a diamagnetic or other 
material having a relative magnetic permeability that is 
less than one interacts with the magnetic ?eld to levitate 
the magnetic ?rst member. This second member de?nes 
a base or area over which the levitated magnetic array 
may be moved by external forces. Levitation over this 
area is free of even small undesirable forces because the 
diamagnetic or other material can be formed without 
surface irregularities and without magnetic or other 
impurities that would affect levitation. 
The magnetic ?eld provided by the array of magnets 

has a higher ?eld strength and a higher ?eld gradient 
than a magnetic ?eld provided by a single magnetic of 
similar size and shape. The magnetic ?eld from one or 
more magnets always forms closed loop flux paths. The 
strength of the ?eld for a given magnetic material is 
determined by the portion of the closed loop ?ux paths 
through air compared with the portion that passes 
through the magnets. The shorter the portion through 
air compared to the portion through the magnets, the 
stronger the magnetic ?eld. For a lone magnet or single 
magnetic dipole not in an array or near other magnets, 
the closed loop ?ux path near the center of the magnet 
must pass all the way around the edge of the magnet 
before returning through the other side. This distance is 
particularly long for thin magnets having only a short 
distance separating the two magnetic poles, such as are 
desirable for levitation in order to minimize weight. By 
comparison, in an array of alternating polarity magnets 
having the same overall shape as the single thin magnet, 
a closed loop ?ux path originating at one magnet to 
travels only a short distance through air before it re 
enters a magnet of opposite polarity. Thus, the array has 
shorter ?ux paths through air compared to the path 
segments through magnetic material, and hence stron 
ger magnetic ?elds than a single magnet. Similarly with 
respect to the ?eld gradient, the magnetic ?eld from a 
lone magnet projects through air over a large area. In 
an array of alternating polarity magnets, the ?eld from 
each magnet is drawn to the next consecutive magnet. 
This limits the range and causes the strength of the 
magnetic ?eld to change rapidly with displacement 
along the direction of magnetization. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic, plan view of an array of mag 
nets levitated above a diamagnetic material. 
FIG. 2 is a schematic, plan view of a modi?cation of 

the levitation apparatus of FIG. 1 that includes a layer 
of ferromagnetic material. 
FIG. 3 is a schematic, plan view of a modi?cation of 

the levitation apparatus of FIG. 1 that includes nonmag 
netic spacers between the magnets. 
FIG. 4 is a schematic, perspective view of a two-di 

mensional array of magnets levitated above a diamag 
netic material. 
FIG. 5 is a schematic, perspective view of a sequence 

of concentric ring magnets levitated above a diamag 
netic material. 
FIG. 6a is a cutaway cross sectional view of a level 

having a magnetic array levitated above a diamagnetic 
material. FIG. 6b is a top view of of the level shown in 
FIG. 6a. 
FIG. 7 is a cutaway cross sectional side view of a 

bearing having cylindrical magnetic arrays that project 
from a central shaft interleaved between layers of a 
diamagnetic material. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 shows levitation apparatus 10 comprised of a 
two-dimensional array 12 of permanent magnets 14 
levitated over a layer 16 of pyrolytic graphite. Array 12 
comprises an arrangement of alternate polarity magnets. 
Viewed from above, the alternating north and south 
poles form a checkerboard pattern. The permanent 
magnets 14 are formed from neodymium-iron-boron of 
grade 35 megagauss-oersted or higher. This material is a 
strongly magnetic rare earth composition. The pyro 
lytic graphite 16 is a diamagnetic material. It has the 
lowest relative magnetic permeability or value closest 
to zero of the common diamagnetics. Pyrolytic graphite 
has an oriented structure of graphite crystal layers. The 
crystal layers (not shown) of the rectangular block 16 
are oriented parallel to the bottom face of array 12. 
With respect to dimensions, each magnet 14 is of rectan 
gular box shape and measures 0.5 ><0.5 ><0.25 mm. The 
0.25 mm is the thickness dimension, which is also the 
direction of magnetization or direction along which the 
magnetic poles are spaced. These dimensions are typical 
optimum dimensions. They provide a ratio of thickness 
divided by width that is 0.5 for each magnet 14. The 
range of variation for practical dimensions of the appa 
ratus 10 encompasses a thickness to width ratio of 
0.3-0.8, and thickness for each individual magnet 14 less 
than about 2.0 mm. 

In operation, the arrangement of magnets in array 12 
shown in FIG. 1 produces a magnetic ?eld 20 in the gap 
or area 18 between the array 12 and surface 16 that has 
both a high magnetic strength and a high gradient along 
the direction of magnetization. The pyrolytic graphite 
16 interacts with this magnetic ?eld to produce a lift 
force that levitates the magnetic array 12 above surface 
16 in a state of indifferent equilibrium. The array ?oats 
above surface 16 with no spring constant or force at 
tracting it to a particular position or accelerating it in 
any particular direction. The magnetic strength of the 
?eld 20 changes rapidly as a function of distance from 
the array 12. For the speci?c dimensions noted above, 
the gap 18 will be about 25 to 50 pm or 0.001” to 0.002". 
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4 
FIGS. 2 through 7 illustrate various modi?cations of 

the levitation apparatus 10 shown in FIG. 1. Common 
components are designated with the same numerals in 
all ?gures. FIG. 2 shows levitation apparatus 22 having 
a layer 24 of ferromagnetic material placed across the 
top of array 12. Ferromagnetic layer 24 provides a low 
resistance magnetic path above array 20 that increases 
the ?ux density of ?eld 20 in the gap 18 between the 
array 12 and surface 16. This increased flux density 
provides a higher lift force that will levitate a greater 
mass of material. 
FIG. 3 shows levitation apparatus 26 comprised of an 

array 28 in which the magnets 14 are spaced apart 
rather than adjacent to each other as shown in FIGS. 1 
and 2. The array 28 includes spacer elements 30 formed 
from a material that is substantially nonmagnetic placed 
between consecutive magnets 14. Such spacers 30 in 
crease the distance between the magnetic poles of con 
secutive magnets, which in turn decreases the gradient 
of the magnetic ?eld 20 in gap 18. This lower gradient 
?eld provides a lower lift force and will not support as 
large a mass as the apparatus shown in FIGS. 1 and 2. 
But the size of the gap 18 is increased as shown in FIG. 
3, and the position of material that will be supported is 
at a greater distance from surface 16 than provided by 
the other illustrated embodiments. 
FIG. 4 shows levitation apparatus 32 comprised of a 

two-dimensional array 34 ?oating above a layer of dia 
magnetic material 36. A shallow bowl shape 38 is ma 
chined into the top surface of layer 36. The array 34 
includes four magnets 14 arranged in a square con?gu 
ration. Array 34 is a small version of array 12. Array 34 
has no net magnetic dipole moment because the two 
magnets with vertically upward polarizations are bal 
anced by the two magnets with vertically downward 
polarizations. Arrays such as array 34 with zero net 
dipole moment are preferred for many applications 
because they are less sensitive to being twisted or turned 
about an axis parallel to surface 38 by magnetic interac 
tion with either the earth’s magnetic ?eld or with the 
diamagnetic material. This sensitivity to twisting can be 
avoided with rectangular arrays having a different num 
ber of consecutive magnets along one dimension than 
another, as well as with square con?gurations. The 
shallow bowl-shaped surface 38 in the top of diamag 
netic layer 36 provides the magnetic array 34 with sta 
ble equilibrium rather than the indifferent equilibrium 
provided by the ?at surfaces shown in FIGS. 1, 2, and 
3. The bowl shape of surface 38, and corresponding 
con?guration of magnetic interaction between that sur 
face and the array 34 causes array 34 to be drawn by 
gravity toward the center of layer 36. Array 34 is 
thereby kept from ?oating off the diamagnetic member 
36. 
FIG. 5 shows an array 40 of magnets comprised of a 

small central cylinder 42 encircled by a concentric ring 
44 of opposite magnetization. The radius of the central 
cylinder 42 is chosen to be 1/\/2 times the outer radius 
of the ring 44. Other dimensions can be used, but with 
this choice the central cylinder 42 will be magnetically 
balanced by the outer ring 44. The two-magnet array 40 
has no net magnetic dipole moment. Levitated over a 
piece of pyrolytic graphite 36 with a gap 18 of 0.025 mm 
(0.001"), the two-magnet array 40 has approximately 75 
percent greater levitation force than a single magnet 
disc formed from the same magnetic material with the 
same overall dimensions as the two-magnet array 40. 
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Arrays with more than two concentric magnets will 
have even greater levitation force. 
FIG. 6 shows a two-dimensional level 46 for detect 

in g tilt. The level is comprised of a transparent cover 48 
with visual alignment marks 50. Cover 48 encloses an 
array 34 of magnets levitated above a layer of diamag 
netic material 36 similar to that shown in FIG. 4. Opera 
tion of the two-dimensional level 46 is similar to that of 
a more conventional two-dimensional bubble type level. 
The alignment marks 50 indicate the position of array 
34, and thereby the tilt of level 46. But compared to a 
conventional bubble level, the diamagnetic level 46 is 
more sensitive, lighter weight because of no need for a 
liquid, and free from liquid leaks. When the level 46 is 
placed on a horizontal surface, the levitated array 34 
will line up with the alignment marks 50. If the surface 
is tilted, the array 34 will stabilize over the portion of 
the bowl 38 that is locally horizontal relative to the 
earth. Since that horizontal portion will be away from 
the alignment marks 50, the array will stabilize off to the 
side of the marks. Thus, tilted surfaces are detected by 
the position of the array 34 relative to the marks 50. 
FIG. 7 shows a bearing 52 comprised of a shaft as 

sembly 54 suspended in a housing 56. A plurality of 
discs 58 which are comprised of concentric magnetic 
rings 44 that are similar to the ring 44 shown in FIG. 5 
are spaced along shaft 54. The discs 58 are interleaved 
between discs 60 of diamagnetic material that are at~ 
tached to and project inwardly from the outer shell of 
housing 56. Magnetic interaction between the magnets 
44 and multiple layers of diamagnetic material 60 pro 
duce a large lift force and low spring constant in the 
circumferential direction for shaft rotation. 
There are many modi?cations and variations that can 

be made to the levitation apparatus of this invention in 
addition to the variations shown in FIGS. 1 through 7. 
For example, levitation can be achieved with materials 
other than those speci?cally noted. This includes mate 
rials that provide lower lift forces. The magnets 14 may 
be either other rare earth magnets or also lower 
strength magnets not formed from rare earth materials. 
The layer 16 may be comprised of other diamagnetic 
materials having higher relative magnetic permeability 
such as bismuth. Or, the diamagnetic layer can be re 
placed by a superconductive material which has a lower 
relative magnetic permeability, namely zero. The inter 
action with the superconductor will provide a higher 
lift force that can levitate a larger mass. But there will 
also be the requirement to cool the superconductor. As 
another variation, there are a number of alternatives to 
the shallow-machined surface 38 shown in FIG. 4 that 
can be used to urge or draw the magnetic array toward 
a desired location. For example, a small force that will 
attract an array to a preferred location can be provided 
by forming a small indentation at a selected location in 
an otherwise ?at diamagnetic surface. Or, particles of 
magnetic material could be embedded in the diamag 
netic material at a preselected location to provide a 
small magnetic attraction to the magnetic array. 
With respect to modi?cations of the level 46 shown in 

FIG. 6 and other instruments, a one-dimensional dia~ 
magnetic level can be provided by making the bowl 38 
long and narrow. In such con?gurations alignment 
would be taken only along one axis. The level 46 can 
also be made into a tiltmeter by putting gradations on 
the transparent cover 46 rather than simple alignment 
marks 50. Or, electronic sensing apparatus using either 
optical or magnetic sensors could be used to identify the 

20 

25 

40 

45 

55 

65 

6 
position of the levitated array 34. Electronic versions 
will be more sophisticated than the visual embodiment 
shown in FIG. 6 and increase accuracy. There is an 
increased cost, but it is moderate as the electronics are 
within the state of the art and fairly simple. As another 
variation, other measuring devices can include three-di 
mensional levitated members that project high strength, 
high gradient magnetic ?elds in all directions. Examples 
include cubes with each side formed from a ?at array as 
shown in FIG. 4 and spheres with magnets displaced 
radially. Such members can be enclosed in larger cubes, 
spheres, or other housings of diamagnetic material, with 
sensors placed to detect motion relative to different 
axes. 

Having thus described the invention what is claimed 
is: 

1. A method of levitating a magnetic member relative 
to the gravitational attraction of the earth comprising 
the steps of: 

arranging a plurality of magnets to form a ?rst mem 
ber comprised of said magnets having both a high 
magnetic strength and high magnetic gradient ad 
jacent a predetermined portion of said ?rst mem 
ber, wherein said step of arranging comprises dis 
posing said magnets in a consecutive sequence with 
each two consecutive magnets having opposite 
magnetic polarity; 

providing a second member comprised of a diamag 
netic material having a relative magnetic permea 
bility less than one at ambient temperatures; and 

positioning said ?rst and second members proximate 
each other with said predetermined portion of said 
?rst member facing said second member, whereat 
magnetic interaction between said members levi 
tates said ?rst member relative to a full gravita 
tional attraction of at least 1 g without requiring 
magnetic ?eld supplement from another magnetic 
source. 

2. The method of claim 1 in which: 
said step of providing said second member provides a 

diamagnetic member comprised of either graphite 
or bismuth; and 

said step of positioning said ?rst and second members 
provides a magnetic interaction that levitates said 
?rst member relative to a full gravitational attrac 
tion of at least I g. 

3. The method of claim 1 in which: 
said step of arranging said magnets comprises arrang 

ing a plurality of permanent magnets, each formed 
from a strongly magnetic material and each having 
a north magnetic pole and a south magnetic pole 
separated by a straight line section of magnetic 
material, into a consecutive sequence in which 
each two consecutive magnets de?ne a closed loop 
magnetic ?ux path that intercepts both of said mag 
netic poles of said two consecutive magnets; and 

said step of positioning said ?rst and second members 
comprises positioning said members such that a 
geometric extension of said straight line separation 
of said magnetic north and south poles for each of 
said magnets de?nes a direction that intercepts said 
second member. 

4. The method of claim 3 in which said step of arrang 
ing said magnets comprises arranging magnets having a 
?rst dimension parallel to said separation of said north 
and south magnetic poles and a second dimension per 
pendicular to said ?rst dimension and a ratio of said ?rst 
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dimension to said second dimension between about 0.3 
and 0.8. 

5. The method of claim 3 in which: 
said step of arranging magnets provides plurality of 

disk shaped ?rst members that are substantially 
identical to each other and disposed at spaced inter 
vals along a shaft; 

said step of providing said second member provides a 
plurality of disk shaped second members com 
prised of said diamagnetic material that are dis 
posed at spaced intervals from each other; and 

8 
said step of positioning said ?rst and second members 

comprises positioning said ?rst and second disk 
shaped members such that they are interleaved and 
substantially parallel to each other. 

6. The method of claim 1 further including the step of 
moving said ?rst member relative to said second mem 
ber by magnetic interaction with said ?rst member. 

7. The method of claim 1 further including the step of 
sensing the position of said ?rst member relative to said 

10 second member. 
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