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FILTER CHANGING DEVICE 

BACKGROUND—FIELD OF THE INVENTION 

This invention relates to heating and air conditioning 
?lters, speci?cally to a new method for manually re 
moving and replacing the air ?lters. This invention 
solves a problem that many in the air conditioning/heat 
ing ?eld experience the removal of dif?cult to reach 
?lter. Previously, many in the air conditioning/heating 
?eld used bent, metal coat hangers, in the attempt to 
reach the air ?lter. This was neither a safe or convenient 
method for removal/insertion of the ?lter. This inven 
tion solves this problem in a safe, convenient and effec 
tive manner. 

BACKGROUND-DESCRIPTION OF PRIOR 
ART 

The use of a ?lter changing device is not known in 
the prior art. Although there are products that seem 
similar in appearance none have been shown to be appli 
cable to the heating/air conditioning industry. 

SUMMARY OF THE INVENTION 

Those skilled in the heating/air conditioning ?eld as 
well as any individual who understands the dif?culty in 
changing air ?lters will greatly appreciate the concept 
of the invention. 
The general objective of the invention is to provide 

an effective and safe device for the use in retrieving and 
inserting ?lters/?lter media that arc dif?cult to reach 
due to limited space in the air conditioning, ventilation 
and heating systems or the distance an individual is 
capable of reaching for the ?lter/ ?lter media with 
his/her hand into said systems. The invention can be 
made longer to desired lengths and is thinner than an 
arm which therefore, allows the individual to ?t the said 
invention into tighter and/0r limited spaces. 

It is another object of the present invention to pro 
vide a ?lter changer which is of durable and reliable 
construction. 

It is a further object of the present invention to pro 
vide a device that is simple and inexpensive which may 
be easily and ef?ciently manufactured and marketed. 
An even further object of the present invention is to 

provide a ?lter changer which is susceptible of a low 
cost of manufacture with regard to both materials and 
labor, and which accordingly is then susceptible of low 
prices of sale to the consuming public, thereby making 
such devices economically available to the buying pub 
lic. 

Still another object of the present invention is to 
provide a device to minimize problems in retrieving air 
?lters/ ?lter media. 
A further object is to provide such a device in light 

weight form that can be transferred easily from job to 
job. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a perspective view of the rectangular front 
cover. 
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FIG. 2 is a view of the angled slider portion of the 

invention. 
FIG. 3 represents the top end cap, one of two. 
FIG. 4 is the front elevation view of the back cover. 
FIG. 5 is the second end cap that is placed on the 

bottom of the device. 
FIG. 6 illustrates the assembled ?lter changing de 

vice in its entirety. ' 
FIG. 7 is a sectionalview taken on the plane, en 

larged to show detail. 

DESCRIPTION OF PREFERRED EMBODIMENT 
FIG. 1 illustrates the front cover 1 in which a cut slot 

2 is centered and two bent edges 2A and 2B run the 
length of the cover 1. 
FIG. 2 represents the angled end 3 of the slider 4 to 

which a washer 6 and wing nut 5 are attached. Hooked 
end 3 is used to engage ?lters for removal or insertion. 
Shown in FIG. 3 is the top end cap 8 into which a slot 

7 is cut to allow the slider 4, shown in FIG. 2, to pass 
through easily. 

FIG. 4 shows the rear cover 9 which has two bent 
edges 9A and 9B running the length thereof. 
FIG. 5 is similar to FIG. 3 to the effect that an end 

cap is shown; in this illustration the bottom end cap 10 
is portrayed. 

FIG. 6 illustrates the assembled device with the com 
ponents functioning as follows: the front cover 1 and 
rear cover 9 ?tting snugly together with the aid of the 
bent edges 2A, 2B, 9A, 9B, thus encasing the slider 4, 
that contains a bent angle 3, which passes through the 
top end cap slot 7 that along with the bottom end cap 10 
aids in holding the front and rear covers 1,9 together. 
The wing nut 5 and washer 6 enable the slider 4 to be set 
to various lengths. The device in this entirety permits a 
person to change a ?lter with safety and ease. 
FIG. 7 illustrates the plane view of the ?lter changing 

device. This shows an enlarged view of the front cover 
1 with slot 2, rear cover 9 and the top and bottom end 
caps 8, 10. 
An individual would grasp the ?lter changing device 

in his/her hand and adjust angled slider 4 to desired 
length by tightening the wing nut 5 and washer 6 assem 
bly. The individual would then point the angled end 3 
towards filter media, engage to ?lter media and then 
retrieve it. 

I claim: 
1. A device for removing and replacing ?lters com 

prising an elongated member having a hook on one end 
thereof, said member being slidably mounted in an elon 
gated cover, said cover including substantially ?at front 
and back members, an elongated slot extending along 
the length of said front member of said cover, a wing 
nut assembly extending through such slot for engage 
ment with said elongated member to selectively adjust 
the overall length of said device, said hook being enga 
gable with a filter for insertion or removal thereof, and 
a protective end cap being mounted on each end of said 
cover. 

2. A device as recited in claim 1 wherein said cover is 
made of plastic. 

3. A device as recited in claim 1 wherein said device 
is formed of metal. 
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