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NEEDLE DISPOSAL CONTAINER AND 
DISPOSAL SYSTEM 

This application is a continuation, of application Ser. 
No. 08/005,638, filed Jan. 19, 1993, now abandoned. 

BACKGROUND OF THE INVENTION 

This invention relates to needle disposal apparatus, 
and more particularly to a container and system for 
hands-free release of a cannula from a holder and dis 
posal of the cannula 
As medical science has advanced, the sampling and 

analysis of a patient’s blood has become an important 
diagnostic aid. However, blood collection can also pose 
hazards for the person drawing blood, and therefore 
various devices have been developed to protect the 
drawer as much as possible from contamination. 
US. Pat. Nos. 4,841,985; 4,984,580 and 5,117,837 are 

directed to various developments in blood drawing 
apparatus, and the disclosures of said patents are incor 
porated herein by reference. In one form of the blood 
drawing apparatus of such patents, a disposable cannula 
adaptor is employed in connection with a holder for an 
evacuated blood collection tube. The cannula adaptor is 
inserted in one end of the holder and held temporarily in 
place, and a blood needle is then screwed into the adap 
tor, with one end extending outwardly for vein punc 
ture, and an opposite end extending inwardly in the 
holder for piercing the blood collection tube. After use 
of the holder to collect blood, the cannula adaptor and 
cannula are released from the holder, and disposed. The 
holder can then be disposed, or cleaned and reused with 
a new cannula adaptor and cannula. ' 
While the cannula adaptor concept of the incorpo 

rated patents provides a signi?cant advance in blood 
drawing apparatus, the proper disposal of the soiled 
cannulas and cannula adaptors remains beyond the 
scope of the patents. 

SUMMARY OF THE INVENTION 

The invention provides a disposal container compris 
ing a container body, a top of the container body, and a 
release aperture in the top. The release aperture in 
cludes opposite tapered sides, with the sides converging 
from an engagement position to an ejection position, 
with the ejection position being oriented into the con 
tainer body. 

In accordance with the preferred form of the inven— 
tion, the tapered sides are curved, preferably in a con 
cave fashion, toward one another, and the engagement 
position is proximate an upper surface of the top of the 
container. The ejection position is therefore located 
beneath the top within the container. 
A closure is provided to selectively cover the release 

aperture. The closure preferably is pivotal, and includes 
means for locking the closure when it is closed. The 
locking means comprises a tab on the closure and a slot 
formed in the top of the container, with the slot being 
shaped to be engaged by and grip the tab when the 
closure is closed. 

In addition, means is provided for temporarily retain 
ing the closure in a closed position covering the release 
aperture. A pair of grip elements is provided extending 
from the top, with the grip elements being located on 
opposite sides of the closure and being spaced apart a 
distance commensurate to the width of the closure. The 
grip elements are shaped to engage and temporarily 
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2 
hold the closure when the closure is closed across the 
release aperture. 

In accordance with the preferred form of the inven 
tion, a needle detaching device is also formed in the 
release aperture. The detaching device comprises a slot 
having a varied gap dimension for accommodating 
varying sized hubs of needles. In accordance with the 
preferred form of the invention, the slot includes a se 
ries of stepped notches, each of which has a different 
gap dimension to engage a different size of needle hub. 

In the system according to the invention for hands 
free release of a cannula from a holder and disposal of 
the cannula, a cannula holder is provided with means 
for releasably mounting a cannula in the holder. The 
mounting means includes at least one depressible lock 
element extending from the holder. The depressible 
element is shaped to engage a tapered side of the release 
aperture so that, upon insertion of the holder into the 
release aperture, the lock element is depressed to release 
the cannula into the container. Preferably, a cannula 
adaptor is employed in the holder with a cannula 
screwed into the adaptor, and when the holder is in 
serted into the release aperture, both the cannula and 
adaptor are released from the holder into the container. 

BRIEF DESCRIPTION OF TI-DE. DRAWINGS 

The invention is described in greater detail in the 
following description of an example embodying the best 
mode of the invention, taken in conjunction with the 
drawing ?gures, in which: 
FIG. 1 is a perspective view of a disposal container 

according to the invention, with a holder and engaged 
cannula poised thereabove for release of the cannula 
from the holder, 
FIG. 2 is a partial cross sectional side elevational 

view of the disposal container illustrated in FIG. 1, with 
the holder engaged in a release aperture and with the 
cannula falling from the holder after having been re 
leased, and 
FIG. 3 is a top plan view of the disposal container 

according to the invention. 

DESCRIPTION OF AN EXAMPLE EMBODYING 
THE BEST MODE OF THE INVENTION 

A disposal container according to the invention is 
shown generally at 10 in the drawing ?gures. The con 
tainer comprises two basic portions, a container body 12 
and a top 14. 
The container body 12 may be conventional, and 

includes an upper ?ange 16 shaped to be engaged be 
neath and hold the top 14. Various means of engage 
ment (not illustrated) can be used, such as inwardly 
extending tabs extending from a skirt 18 of the top 14, 
the tabs being engaged beneath the ?ange 16. Other 
means of engagement can be employed, as well. It is 
preferred that the top v14- be relatively permanently 
applied to the container body 12, since needles dis 
carded within the container 10 can be contaminated. 
The top 14 includes a pair of apertures 20 and 22, 

with respective pivotal closures 24 and 26 poised to 
cover the apertures 20 and 22. A bridge 28 may be 
provided between the two closures so that the closures 
24 and 26 can be operated in tandem. Since it is pre 
ferred that the container body 12 and top be formed of 
molded plastic, the bridge 28 is of the same material, 
and can be broken if desired to facilitate individual 
manipulation of the closures 24 and 26. 
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For permanent closing of the closures 24 and 26 
across their respective apertures 20 and 22, each of the 
closures includes a respective tab 30 and 32. Corre 
sponding slots 34 and 36 are formed in the top 14. Each 
of the tabs 30 and 32 includes a respective central cut 38 
and 39, and the width of each of the tabs 30 and 32 is 
slightly greater than its corresponding slot 34 or 36 so 
that when a tab is inserted in a slot, the tab snaps into the 
slot, permanently closing the respective closure over its 
aperture. The cuts 38 and 39 allow the widths of the 
tabs 30 and 32 to be momentarily compressed while 
being inserted in the respective slots 34 and 36. 

In addition to providing for permanently locking of 
the closures 24 and 26, also provided is means for tem 
porarily closing the closures 24 and 26. Grip elements 
40, 42 and 44 are formed in the top 14, the respective 
pairs of grip elements 40 and 42 and 42 and 44 being 
spaced apart a distance commensurate to the widths of 
the respective closures 24 and 26. The grip elements 
40-44 have essentially upright, vertical sides so that 
when either or both of the closures 24 and 26 are 
pressed downwardly between the respective grip ele 
ments, the grip elements frictionally engage and tempo 
rarily hold the closures in place. 
The aperture 22 is simply a relatively large opening 

into the container body 12. Items the size of the aperture 
22 may therefore be inserted through the aperture 22. 
The aperture 20, however, is speci?cally sized and 
formed to function in conjunction with a cannula holder 
46 of the nature described in incorporated U.S. Pat. No. 
5,117,837, to which reference can be made for greater 
detail. 
The cannula holder 46 includes opposite spring 

loaded side locks 48. The side locks 48 are formed and 
shaped to releasably engage an adaptor 50 which, in 
turn, has internal threads formed to engage a cannula or 
blood needle 52. By depressing the opposite spring 
loaded side locks 48, the adaptor 50 and blood needle 52 
are released from the holder 46 as explained in the in 
corporated patents. 
The aperture 20 includes opposite tapered sides 54 

and 56 which, as best shown in FIGS. 2 and 3, are 
curved toward one another in a concave fashion. The 
curvatures of the tapered sides 54 and 56 match the 
curvature of the side locks 48 to positively engage the 
side locks 48, as explained in further detail below. 
The aperture 20 also includes opposite straight sides 

58 and 60. The straight sides 58 and 60 may also con 
verge toward one another downwardly within the con 
tainer body 12, as best shown in FIG. 3. Alternatively, 
the straight sides 58 and 60 can be essentially vertical in 
relation to the container 10 when upright on a ?at sur 
face. 
While the aperture 20 is formed to release a cannula 

or blood needle 52 from a holder 46, a needle detaching 
device 62 may also be incorporated at one side of the 
aperture 20 for unscrewing of needles. The needle de 
taching device 62 is in the form of a slot bisecting the 
tapered side 56, and comprises a series of stepped 
notches 64, 66 and 68 each having a different gap di 
mension spanning the width of- the slot of the detaching 
device 62. The detaching device 62 is formed and used 
as explained in greater detail in U.S. Pat. No. 4,375,849. 
Alternatively, instead of a series of steps, the detaching 
device 62 can be formed in a tapered con?guration (thus 
with an “in?nite” series of steps) to accommodate vary 
ing size needle hubs. 
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4 
The aperture 20 is shown formed to work in conjunc 

tion with a holder 46 having a pair of side locks 48. 
Thus, each of the sides 54 and 56 is curved and tapered 
to function with the side locks 48 as a holder 46 is in 
serted in the aperture 20. The side locks 48 are ?rst 
engaged at an engagement position proximate the upper 
surface of the top 14, and ejection occurs through an 
ejection positions formed at the bottoms of the converg 
ing sides 54-60. Because the opposite tapered sides 54 
and 56 converge, various sized holders 46, given the 
spacing of the side locks 48, can be accommodated in a 
single container arrangement 10. 

In use, as explained in greater detail in incorporated 
U.S. Pat. No. 5,l 17,837, an adaptor 50 is installed in the 
bottom of the holder 46. A blood needle 52 is then 
screwed into the adaptor, and the holder 46 and en 
gaged blood needle 52 are used to withdraw blood from 
a patient in a normal fashion. Thereafter, to remove the 
adaptor 50 and the blood needle 52, the holder 46 is 
inserted within the aperture 20. As the side locks 48 
engage the tapered sides 54 and 56, the side locks 48 are 
depressed, releasing the adaptor 50 and blood needle 52, 
causing them to drop within the container body 12 as 
shown in FIG. 2. Simple pushing on the top of the 
holder 46 causes the adaptor 50 and blood needle 52 to 
be disengaged by forcing the side locks 48 inwardly. 
While the invention has been shown employing a 

holder 46 with a pair of side locks 48, different con?gu 
rations can also be employed. A single lock element, 
rather than a pair of side locks 48, can function in con 
nection with either or both of the tapered sides 54 and 
56, and if a single locking element is employed, there 
need only be one tapered side 54 or 56. Also, the ta 
pered sides 54 and 56, and side locks 48, are shown 
formed in a curved fashion corresponding to one an 
other. Other shapes of side locks 48 can be employed, 
and the tapered sides 54 and 56 can be formed accord 
ingly to accommodate those other shapes. Various 
other changes can be made to the invention without 
departing from the spirit thereof or scope of the follow 
ing claims. 
What is claimed is: 
1. In a system for hands-free release of a cannula from 

a holder and disposal of the cannula, the system includ 
ing a cannula holder and a disposal container for receipt 
of cannulas released from cannula holders, said cannula 
holder being engageable in said disposal container, said 
disposal container comprising 

a. a container body, 
b. a top on said container body, and 
c. a release aperture in said top, said release aperture 

including generally rigid opposite tapered sides, 
said sides being spaced a predetermined distance to 
and shaped to engage a depressible lock element of 
a said cannula holder and converging from an en 
gagement position to an ejection position, said ejec 
tion position being oriented into said container 
body. 

2. A disposal container according to claim 1 in which 
said sides are curved. 

3. A disposal container according to claim 1 in which 
said sides are concave. 

4. A disposal container according to claim 1 in which 
said engagement position is proximate an upper surface 
of said top and said ejection position is located beneath 
said top. 

5. A disposal container according to claim 1 including 
a closure formed to selectively cover said aperture. 
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6. A disposal container according to claim 5 in which 
said closure is pivotal. 

7. A disposal container according to claim 5 including 
means for locking said closure when said closure covers 
said aperture. 

8. A disposal container according to claim 7 in which 
said locking means comprises a tab on said closure and 
a slot formed in said top, said slot being shaped to be 
engaged by and grip said tab. 

9. A disposal container according to claim 5 including 
means for temporarily retaining said closure in a posi 
tion covering said aperture. 

10. A disposal container according to claim 9 in 
which said closure has a predetermined width and said 
means for temporarily retaining comprises a pair of grip 
elements extending from said top, said grip elements 
being located on opposite sides of said closure and being 
spaced apart a distance commensurate to said width, 
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6 
said grip elements being shaped to engage and tempo 
rarily hold said closure. 

11. A disposal container according to claim 1 includ 
ing a needle detaching device formed in said release 
aperture. 

12. A disposal container according to claim 11 in 
which said detaching device comprises a slot having a 
varied gap dimension for accommodating varying sized 
hubs of needles. 

13. A disposal container according to claim 12 in 
which said slot includes a series of stepped notches each 
having a different gap dimension. 

14. A disposal container according to claim 1, includ 
ing a second aperture in said top for disposal there 
through, said second aperture being larger in dimension 
than said release aperture. 

15. A disposal container according to claim 14, in 
cluding a closure formed to selectively cover said sec 
ond aperture. 

* * * * * 


