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[57] ABSTRACT 
The disclosure relates to a binder, and the method of 
formulating the said binder, which is suitable for shap 
ing parts from metallic and/or ceramic particles by 
injection molding. The binder comprises materials that 
are mainly thermoplastics, each of which having a per 
centage that is determined by its thermogravimetric 
analysis (T GA) pro?le and a weight loss versus highest 
binder removal rate from a green body by progressive 
heating. The removal of this binder from the green 
body is performed within a much shorter period of time 
than those published in the prior art. An example binder 
comprises 40-70% HDPE, 18-30% Paraffin wax, 
10-25% microcrystalline wax and 2-5% stearic acid. 
Another binder comprises 35-65% PP, 23-35% paraf?n 
wax, 10-25% microcrystaline wax and 2—5% stearic 
acid. 

6 Claims, 4 Drawing Sheets 
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BINDER FOR PRODUCING ARTICLES FROM 
PARTICULATE MATERIALS 

This is a divisional of application Ser. No.O7/935,8l8 
?led on Aug. 26, 1992 now US Pat. No. 5,332,543. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a binder used in shaping 

articles from particulate materials for manufacturing 
high precision, high density and high integrity engineer 
ing parts from particulate materials, such as metal pow 
ders or particles, ceramic powders or particles or the 
like by injection molding or similar processes, and the 
method of formulating the binder. 

2. Art Background 
Injection molding processes have increasingly been 

used to form articles from particulate materials. This 
process enables the formation of small pads with more 
complex geometry at even lower cost than conven 
tional forming processes. 

Classically, particulate materials are mixed with a 
binder and then injection molded into a desired con?gu 
ration which is generally called a green body. The 
binder contained in the green body is removed by ther 
mal degradation prior to sintering. The body is sintered 
to obtain the desired part with 90-96% density of the 
theoretical. 
The binder plays a key role in the injection molding 

process. As a carrier, it facilitates flow and packing of 
the padiculate materials into the mold cavity and holds 
the particles in the shape of the mold after the part is 
ejected. When the green body is successfully formed, 
the binder ?nishes its function as a carrier and needs to 
be removed from the .green body prior to sintering. The 
removal of the binder is performed by means of thermal 
heating, or solvent washing, or combinations thereof. 
This removal has to be fast, without creating any de 
fects in the green body con?guration or leaving behind 
any residues which hinder densification of the body 
during sintering. 
The selection of a binder is generally based on its 

flow characteristics. The slow binder removal process 
required in this process remains the major drawback of 
the process despite the disclosure of various binders in 
the art. Much effort has been directed towards reducing 
the debinding time through change of debinding tech 
niques. This invention permits a reduction in debinding 
time of thermal degradation through the formulation of 
binder systems which are not disclosed in the prior art. 

SUMMARY OF THE INVENTION 

Accordingly, it is a general object of this invention to 
provide a novel binder for powder injection molding 
that is superior to the binders of the prior art. 

It is another object of the present invention to pro 
vide a method for binder formulation which is solely 
based on thermogravimetric analysis (T GA) to deter 
mine the quantity of each binder constituent. 

It is still another object of the present invention to 
provide an improved binder suitable for injection mold 
ing obtaining high packing and removal by thermal 
degradation such that it does not create any defects in 
the molded article. 

It is still a further object of the present invention to 
provide a process of binder removal by progressively 
heating the green body that contains the said binder 
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2 
such that it is faster than the prior art and it does not 
damage the part integrity. 
These and other objects, as well as the scope, nature 

and utilization of the invention will be apparent from 
the following summary and detailed description of the 
present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a graph of an ideal pro?le of the weight loss 
of the binder versus the degradation temperature. The 
degradation temperature begins above the processing 
temperature and is in the range of 200° to 500° C. 
FIG. 2 is a graph of a debinding heating up pro?le for 

the trial binder formulation of the present invention. 
FIG. 3 is a graph of a thermogravimetric analysis 

pro?le of the binder of Example 1. 
FIG. 4 is a graph of a thermogravimetric analysis 

pro?le of the binder of Example 2. 

DETAILED DESCRIPTION OF THE 
INVENTION 

A binder generally contains multiple components 
that are usually thermoplastics and some additives like 
stearic acid for wetting and lubrication. Binders formed 
from various combinations of these materials or ingredi 
ents have been published. However, all the binders in 
the prior art suffer from a common problem, namely an 
excessively long time is required for their removal. The 
inventors have found that a binder can be so formed 
that it offers both better injectability at a higher than 
normal powder loading and reduction in debinding 
time. 

In accordance with one aspect, the present invention 
provides a method of forming the binder and the said 
binder suitable for injection molding. In the other, the 
present invention provides a process of binder removal 
which involves thermal degradation of the said binder 
and achieves total removal in shorter time without cre 
ating any defects in the molded article than the prior 
art. 

In the prior art, a binder contains, generally, a wax 
and/ or fat component, which has a lower melting tem 
perature and degrades at a lower temperature than the 
second component, the thermoplastic, which begins to 
degrade only after the ?rst component has been fully 
removed from the green body. To this end, in the prior 
art the debinding process has to be performed by pro 
viding for an extensively and excessively long holding 
period at the low temperature end, thus rendering an 
unnecessarily long debinding time. 
The present binder comprises thermoplastics such as 

high density PE and PP, and waxes and acids. Differing 
from the binders published in the prior art, the present 
binder is so formed and the composition is so chosen 
that the size of the plateau on the degradation curve 
between the waxes and polymers is minimized or elimi~ 
nated. Thus, the elimination of holding at the low tem 
perature for a long time and the reduction of total de 
binding time are achieved. The present binder is formed 
following the procedures below: 

First of all, an ideal pro?le of the weight loss of the 
binder versus the degradation temperature, as shown in 
FIG. 1, is designed for the binder to be formed. The 
degradation temperature begins above the processing 
temperature and is in the range of 200° to 500° C. 

Secondly, a series of thermogravimetric analysis tests 
are carried out on the selected, commercially available 
thermoplastics, waxes and surfactant. In this case, high 
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density polyethylene (PE), polypropylene (PP), ethyl 
ene vinyl acetate (EVA), polystyrene, Paraffin Wax, 
microcrystalline wax, PE wax and stearic acid are 
chosen. 

Thirdly, the selection of binder components is per 
formed according to the thermogravimetric analysis 
curves and the degradation temperature range of the 
chosen material, and an appropriate amount of the 
chosen material is so determined that the thermogravi 
metric analysis curve from the formed binder resembles 
the ideal thermogravimetric analysis curve (FIG. 1) 
designed for the binder. 

Finally, a debinding heating up pro?le is established 
for the trial binder formulation on the basis of the ther 
mogravimetric analysis of each'individual component, 
which is shown in FIG. 2. 
The inventors have found that the composition of a 

multiple-component binder can be formulated accord 
ing to the above explained method. The ideal weight 
loss versus temperature curve (FIG. 1) is designed tak 
ing into consideration the following: the vapor pressure 
generated by that amount of binder at the speci?ed 
temperature does not create any defects such as blister 
or bloating in the green body. The lower limit of the 
temperature range may vary depending on the tempera 
ture for injection molding. A general rule is that there 
should not be any or should only be a minimum of 
controlled binder loss during injection molding. Other 
wise, there will be problems in volume loading control 
and, therefore, a loss of control of part dimensions dur 
ing sintering. Moreover, the binder loses its recycle 
ability so that heavy waste of raw materials occurs. The 
upper limit of the temperature range is speci?ed based 
on the fact that at temperatures higher than this limit 
polymer materials used for binder decomposed com 
pletely and that at even higher temperatures sintering 
starts. 
With the desired pro?le shown in FIG. 1, formulation 

of a binder starts with the selection of candidate binder 
component materials. Generally, materials that meet 
binder requirements are waxes and thermoplastics. In 
order to formulate a binder that has a weight loss versus 
temperature pro?le similar to that in FIG. 1, available 
binder materials are studied by thermogravimetric anal 
yses (TGA). The resulting TGA pro?les provide a basis 
for the selection of the binder component and the calcu 
lation of the composition of a binder formulation. The 
TGA pro?le of this trial binder may be different from 
that in FIG. 1 and optimization of the formulation by 
changing the percentages of the binder components is 
generally necessary. It may occur that the TGA pro?le 
has a plateau as shown in FIG. 3. The existence of such 
a plateau is not desirable because it makes debinding 
time unnecessarily long as nothing is evaporating dur 
ing the heating at the temperature range of the plateau. 
To minimize or eliminate such a plateau, it is desirable 
to add into the binder another component which de 
grades at the temperature range of the plateau. 
A binder that has a weight loss versus temperature 

pro?le in FIG. 1 allows a fast heating pro?le of FIG. 2 
to be used for binder removal from the green body 
containing the said binder. The initial heating up to the 
temperature 10° to 50° C. above the highest melting 
point of the binder component is carried out at a rate of 
300° to 500° C./h. Retention at this temperature for 
some time, typically 1 to 2 hours, is to relieve the resid 
ual stresses induced by injection molding, as well as to 
initiate the creation of microchannels so that during the 
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subsequent heating the vapor generated by the binder 
can freely come out of the green body. This retention is 
required for the continued fast subsequent heating up 
without causing any blistering, bloating, slumping or 
distortion. The rate of weight loss at any speci?c tem 
perature is made to be high as possible without creating 
any internal defects in the part. The pro?le is relatively 
?at initially since the microchannels are very ?ne. As 
the temperature increases, the slope of the pro?le is 
getting deeper because those microchannels are now 
enlarging. A much higher binder removal rate is achiev 
able when some 60% of the binder has been removed. 
The progressively accelerated heating pro?le shown in 
FIG. 2 enables the total binder removal to be performed 
within less than 9 hours. 
The present invention is described in greater detail 

with reference to the following examples. 

EXAMPLE 1 

Polyethylene, paraffin wax, microcrystalline wax and 
stearic acid were selected as candidate binder compo 
nents. A binder was formulated that had the composi 
tion as follows: 

MATERIAL W.T. % 

I-IDPE 5O 
PW2 20 

MC WAX 25 
STEARIC ACID 5 

The TGA pro?le of the binder is shown in FIG. 3. 
A test piece part, which incorporates thick and thin 

sections, cores, cantilevered portion, etc., was injection 
molded using feedstock that contains the above formed 
binder and carbonyl iron powders in a proportion of 
35:65 by volume. Binder removal from the green part 
was completed using the heating pro?le shown in FIG. 
2. The total debinding time was approximately 8 hours 
and the part retained the shape, free of any defects. 

EXAMPLE 2 

Polypropylene, para?'m wax, microcrystalline wax 
and stearic acid were selected as candidate binder com 
ponents. A binder was formulated that had a composi 
tion as follows: 

MATERIAL W.T. % 

PP 45 
PWO.5 25 

MC WAX 25 
STEARIC ACID 5 

The TGA pro?le of the binder is shown in FIG. 4. 
The same test piece as used in Example 1 was injec 

tion molded using feedstock that contains the binder 
and carbonyl iron powders in a proportion of 36:64 by 
volume. Binder removal from the green part was com 
pleted using the heating pro?le shown in FIG. 2. The 
total debinding time was approximately 9 hours. 
While the present invention has been described with 

a certain degree of particularity with reference to the 
embodiment and examples, many modi?cations and 
variations will immediately become apparent in the 
light of the above teachings. It is therefore the intention 
that the appended claims be interpreted as broadly as 
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possible in view of the prior art to include all such 
variations and modi?cations. 
What is claimed is: 
1. A binder used for shaping articles from particular 

materials comprising multi-component thermoplastic 
materials, each of which has an appropriate weight 
percentage so that the TGA pro?le of the compound 
emulates the ideal TGA curve of FIG. 1. 

2. The binder materials in claim 1, wherein said multi 
component thermoplastic materials are selected from 
waxes, thermoplastic polymers and said binder material 
further comprise additives like stearic acid. 
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3. The binder materials of claim 1 comprising 40-70% 

HDPE, 18-30% Paraf?n wax, 10-25% microcrystalline 
wax and 2-5% stearic acid. 

4. The binder materials of claim 1 comprising 35-65% 
PP, 23-35% paraffin wax, 10-25% microcrystalline 
wax and 2-5% stearic acid. 

5. The binder as set forth in claim 1, comprising 50% 
polyethylene, 20% PW2, 25% MC wax and 5% stearic 
acid. 

6. The binder of claim 1, comprising 45% PP, 25% 
PWO.5, 25% MC wax and 5% stearic acid. 
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