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T0 a/ZZ whom it may concern: 
Be it known that I, ROYER LUCKENBACH, a 

citizen of the United States, and a resident 
of Philadelphia, county of Philadelphia, and 
State of Pennsylvania, have invented certain 
new and useful Improvements in Toys, 0f 
which the following isa specification, refer 
ence being had to the accompanying draw 
ings, forminga part thereof, in which similar 
numerals of reference indicate corresponding 
parts in all the ñgures. 
My invention relates to toys, and the objectV 

thereof is to provide a toy drum-beater, con 
sisting of a figure, preferably that of a mon 
key, with internal mechanism so constructed 
that by operating the same in the manner de 
scribed the figure may be made to beat the 
drum or other device,‘the mechanism being 
so arranged that at each movement or opera-v 
tion thereof the regular time or marching 
»beat is produced, which may, however, be va 
ried as desired. This object I accomplish by 
means of the construction described in the 
following specification, of which the accom 
panying drawings form a part, in which~ 
Figure 1 represents in elevation my im 

proved toy; Fig. 2, a central vertical section 
thereof; and Fig. 3, a section on the line :1; œ, 
Fig. 2. . 

Referring to the drawings, the numeral 2 
designates the body of the ligure, and 3 the 
head, and the body is preferably formed of 
one piece of' thin metal curved or shaped to 
the required form and preferably open at the 
back throughout its length, as shown at 4, 
this opening being covered by a coat or skirt 
5, also composed of sheet metal and of the 
general form shown. Secured to this coat or 
skirt and extending downwardly and then 
upwardly, as shown, is ahandle 6, adapted to 
be grasped in operating the device, and to the 
upper curved end of this handle is secured 
the drum 7 or other device for the Afigure to 
beat upon. Within the body is secured a 
bracket or support 8, to which is secured an 
upward extension 9, having side Iianges or 
plates 10, between which is pivoted or mount 

ed a pinion 11, and between which and the 
support 9 is a sliding rack-bar 12, designed 
vto operate in connection with the pinion 1l, 
as hereinafter described. 
Secured to the shaft 13, on which the pin~ 

ion 11 is mounted, at each end thereof and 
outside of the plates 10 are angular or crank~ 
levers or arms 14, each of which is bent at 
right angles upon itself, and each of which is 
secured by means of its shortest portion to 
the pinion-shaft 13 in such manner that those 
portions of the levers by which they are at 
tached to the shaft are at right angles to each 
other, as shown in Fig. 3. The long portions 
of the levers 14 extend outwardly through 
large circular holes 15 in the sides of the fig 
ure and pass through slots 1G in the arms 17 
of the figure, which are pivoted at 18 to the 
body thereof. The rear ends of these arms 

' are carried back and curved around the edges 
of the body-piece on each side, as shown‘at 
19, which is so curved at this point as to form 
the arc of a circle, the radius of which is the 
v‘distance between the pivot 18 and the curve 
19 on the arms 17, whereby the curved por 
tion of the body-piece serves as a guide to 
movement of the arm, and loops 19 assist to 
retain the arm in position. The hand of each 
arm of the figure is provided with a drum 
stick 20, and to the lower end of the rack-bar 
12 is preferably secured a ring 2l. 
The operation is as follows: The handle is 

grasped in one hand andthe bar 12 operated 
by the other, being slid back and forth slowly 
or quickly, as desired, a moderate movement 
being preferable. The pinion l1 is operated 
by the bar 12, and by reason of the mannerin 
which the levers 14 are connected therewith 
Athe arms of the iigure will be made to strike 
the drum alternately but in quick succession, 
each drum-stick striking the drum at each 
movement of the bar 12, and the effect of the 
operation caused by sliding the bar 12 back 
and forth regularly and in time is to produce 
the regular time or marching-beat of the 
drum, and this may be quick or slow time, or 
varied to any degree required. It will thus be 
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seen that I accomplish the objectJ of my in 
vention by means ot‘ a device simple in con 
struction and operation, Which Will readily 
attract the attention and which is compara-py 
tively inexpensive and not easily injured. 
Having fully described my invention, I 

claim and desire to secure by Letters Patent 
the following: 

l. In a toy drum-beater, the combination, 
with the body of the drum-beater, the arms 
of which are pivotally connected therewith, 
of a drum, a pinion supported in the body 
and in operating connection with said arms, 
and a rack bar connected with said pinion, 
and extendingr from the body for operating 
the device, substantially as shown and de 
scribed. 

2. In a toy drum~beater, the combination, 
with the body of the drum-beater, the arms 
of which are pivotally connected with the 
body, a pinion supported within the body and 
having angular or crank levers connected 
with the opposite ends of its shaft, said le 
vers being also in operative connection with 
the arms of the iigure, and a rack-bar for op 
erating the pinion, extending from the body, 
substantially as shown and described. 

3. A toy drum-beater, consisting of a ligure 
having arms pivoted near their middles to the 
ligure, and each being provided with a slot 
back of the pivoted connection, apinion sup 
ported on a shaft in the body and provided 
at each side with an angular or crank lever, 
one part of which is secured to the shaft and 
the other passed through the slot in one of 
the arms, and a rack-bar for operating the 
pinion, substantially as shown and described. 

4. A toy drum~beater, consisting of a figure 
having arms pivotally connected near their 
middles to the body of the ñgure, a pinion 
supported within the body and provided with 
crank-levers, one of which is connected With 
each arm by means of a slot formed therein, 

and a rack-bar for operating the pinion, sub 
stantially as shown and described. 

5. A toy drum-beater, consisting of a figure, 
having arms pivotally connected with the 
body of the figure, a pinion supported within 
the body of the figure and in operative con~ 
nectîon with the pivoted arms, and a rack 
bar for operating the pinion, substantially as 
shown and described. 

6. The combination, in a toy, of a figure, 
having arms pivotally connected with the 
body thereof, a pinion within the body in op 
erative connection with the pivoted arms, a 
rack-bar for operating the pinion, and a drum, 
supported in proximity to the pivoted arms 
by a handle secured to the ligure, substan 
tially as shown and described. 

7. In a toy drum-beater, the combination of 
a ligure, the body of which is open longitudi 
nally, rearwardly and curved, as shown and 
described, of arms pivotally connected near 
their middles with the sides of the figure, and 
the rear ends being each provided with a lon 
gitudinal slot and carried back and curved 
around the edge ot' the curved body portion, 
a pinion supported on a shaft within the 
-iîgure, and provided on each side with an an 
gular or crank lever, one part of which is sc~ 
cured to the shaft and the other passed out~ 
wardly and through the slot in one ot' the 
arms, a rack»bar for operating the pinion, and 
a drun],suppo1'ted in proximity to the pivoted 
arms by a handle secured to the ñgure, sub 
stantially as shown and described. 

In testimony that I claim the foregoing as 
my invention I have signed my name, in pres~ 
ence of two witnesses, this 27th day of Feb 
ruary, 1895. 

ROYER IiUCIilENlSAC/ll. 

Witnesses: 
\V1LLIAM E. KELLY, 
WM. Moline, Jr. 
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