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ROLLER TRACK HAVING EXTERNALLY 
SECURED SPINDLES FOR STORAGE RACK, 

ROLLER CONVEYOR, OR SIMILAR 
APPARATUS 

TECHNICAL FIELD OF THE INVENTION 

This invention pertains to improvements in a roller track 
for a storage rack, roller conveyor, or similar apparatus. 

BACKGROUND OF THE INVENTION 

Typically, as used in a storage rack of a type arranged for 
gravitational ?ow of load-bearing pallets, a roller track 
comprises two walls, which are disposed in parallel relation 
to each other, and a plurality of freely rotatable rollers, 
which are journalled between the walls in such manner that 
the rollers extend upwardly from a space between the walls. 
Moreover, as used in such a storage rack, the roller track has 
a slight inclination (e.g. 3°) relative to a horizontal plane. 
Such storage racks are available commercially from Unarco 
Material Handling (a unit of UNR Industries, Inc.) of 
Chicago, Ill. 

Such a roller track is disclosed in Highsmith U.S. Pat. No. 
5,056,642. As disclosed therein, rollers of a ?rst group are 
journalled on spindles bolted to the walls, and rollers of a 
second group are journalled on spindles held by but not 
bolted to the walls. Each of the bolted spindles has a tubular 
con?guration ?tting between the walls and accommodating 
a separate bolt. Each of the other spindles has a different 
con?guration including, at each end, a shoulder portion 
larger than an aperture in one of the walls and a pintle 
portion ?tted into the aperture. 

Although the roller track disclosed in the Highsrnith 
patent noted above perrrrits simpli?ed assembly, particularly 
as compared to prior roller tracks in which every spindle was 
bolted to the walls, spindles of two different con?gurations 
are employed in the roller track disclosed therein. 

SUMMARY OF THE INVENTION 

This invention provides, for a storage rack or roller 
conveyor, a roller track comprising two walls disposed in 
parallel relation to each other so as to de?ne a space between 
the walls and a plurality of freely rotatable rollers journalled 
between the walls in such manner that the rollers extend 
upwardly from the space between the walls. In accordance 
with this invention, the walls and the rollers are assembled 
in an improved manner. 

The walls have inner surfaces facing the space therebe 
tween and outer surfaces. Each wall has a separate aperture 
associated with a respective one of the rollers. Each roller is 
journalled on a spindle. Each end of the spindle is associated 
with one of the apertures in one of the walls. Each end of the 
spindle has a shoulder portion, which is larger than the 
associated aperture, and a pintle portion, which extends 
outwardly through the associated aperture. Each pintle por— 
tion extends outwardly beyond the outer surface of the wall. 

In accordance with this invention, the roller track further 
comprises means for securing at least some of the pintle 
portions to each wall where the secured pintle portions 
extend outwardly beyond the outer surfaces of such wall. 
The securing means may comprise deformed ends of the 
secured pintle portions. The securing means may comprise 
welds, which weld the pintle portions secured to each wall 
to the outer surface of such wall. The securing means may 
comprise fasteners, which are fastened to the secured pintle 
portions. 
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2 
Fasteners of several known types may be alternatively 

employed. Each secured pintle portion may have be grooved 
where such secured pintle portion extends outwardly beyond 
the outer surface of one of the walls whereupon each 
fastener may comprise a snap ring seated where such 
secured pintle portion is grooved. Each fastener may com 
prise a pin passing through an aperture in one of the secured 
pintle portions. Each fastener may comprise a locking end 
cap ?tted over one of the secured pintle portions. 

These and other objects, features, and advantages of this 
invention are evident from the following description of 
several embodiments of this invention with reference to the 
accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front view of one lane on one level of a storage 
rack arranged for gravitational ?ow of load-bearing pallets. 
Two roller tracks, which embody this invention, are shown 
with such a pallet on the roller tracks. 

FIG. 2 is a side view of subject matter shown in FIG. 1. 
Two such pallets are shown in the lane. 

FIG. 3 is an enlarged, fragmentary, perspective view of 
two walls and several rollers in a staggered arrangement 
contemplated by this invention, before assembly of one 
roller track has been completed. 

FIG. 4 is a sectional view taken along line 4—4 of FIG. 
3, in a direction indicated by arrows, after assembly of the 
roller track has been completed. 

FIGS. 5 through 9 are fragmentary details showing alter 
native means for securing the spindles of selected rollers to 
the walls during assembly of the roller track. 

FIG. 10, on a smaller scale compared to FIGS. 3 through 
9, is a sectional view analogous to FIG. 4 but showing two 
walls and four rollers in an aligned arrangement contem 
plated by this invention. 

DETAILED DESCRIPTION OF ILLUSTRATED 
EMBODIMENTS 

As shown in FIGS. 1 and 2, a storage rack 10 constituting 
a preferred embodiment of this invention is arranged for 
gravitational ?ow of pallets P bearing loads of stacked boxes 
B. The storage rack 10 is similar to storage racks known 
heretofore in being a bolted or welded structure comprising 
structural steel members. A bolted structure is preferred. 
These members include upright members 12, transverse 
members 14, and longitudinal members 16. Each longitu 
dinal member 16 has a slight inclination (e.g. 3°) relative to 
a horizontal plane. 

Each longitudinal member 16 has an upper ?ange 18 
extending in a lateral direction, a lower ?ange 20 extending 
in the same direction, and a vertical wall 22 extending 
between the ?anges 18, 20. The longitudinal members 16 are 
arranged in pairs, in which the ?anges 18, 20, of the 
respective members 16 extend oppositely, and in which the 
walls 22 of the respective members 16 are disposed in 
parallel relation to each other. 

The longitudinal members 16 of each pair are assembled 
with a longitudinal array of steel rollers 24 in two staggered 
rows, as shown in FIGS. 1, 3, and 4, or in one aligned row, 
as shown in FIG. 10, to provide a roller track 28. In the roller 
track 28, the rollers 24 are journalled between the walls 22 
so as to be freely rotatable. Moreover, the rollers 24 are 
journalled in such manner that the rollers 24 extend 
upwardly from a space between the walls 22. Because of the 
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slight inclination of each longitudinal member 16, the roller 
track 28 has a similar inclination (e.g. 3°) relative to a 
horizontal plane. 

The roller tracks 28 are arranged in pairs. Each pair of the 
roller tracks 28 is used to support pallets, such as the pallets 
P, in one lane on one level of the storage rack 10. According 
to conventional practice, the storage rack 10 may have 
multiple lanes on multiple levels. 

At its lower end, each roller track 28 comprises a stop (not 
shown) which is mounted between the longitudinal members 
16. The stop limits gravitational ?ow of the pallets, such as 
the pallets P, along such roller track 28. A preferred stop is 
disclosed in Klein U.S. Pat. No. 5,033,600. 

Near the upper ?ange 18 of each longitudinal member 16, 
the wall 22 of such longitudinal member 16 has a longitu 
dinal array of regularly spaced, circular apertures 30, which 
extend through the wall 22. In the longitudinal members 16 
of each pair, the apertures 30 are arranged in pairs. Each pair 
of the apertures 30 is associated with one of the rollers 24. 
Each pair of the apertures 30 includes one aperture in each 
longitudinal member 16 and the apertures 30 of each pair are 
aligned with each other. Because the apertures 30 are 
circular, each aperture 30 has a continuous margin and has 
rotational symmetry about an axis of such aperture 30. 

Each roller 24 has a steel spindle 38 and ball bearings 40 
enabling such roller 24 to rotate freely on the spindle 38. 
Such bearings 40 are mounted operatively in a known 
manner. 

The spindle 38 of each roller 24 has rotational symmetry 
about an axis of the spindle 38 and is provided at each end 
with a shoulder portion 42 and a pintle portion 44. The 
shoulder portion 42 is larger than the apertures 30 and bears 
against the continuous margin of one of the apertures 30 
associated with such roller 24. The pintle portion 44 has a 
cylindrical surface conforming to the same aperture 30 and 
is ?tted into the same aperture 30. As shown in FIG. 4, the 
pintle portion 44 extends outwardly through such aperture 
30, beyond the outer surface of the wall 22 having such 
aperture 30. Although it is preferred for the pintle portion 44 
to be press-?tted into such aperture 30, the pintle portion 44 
may be freely rotatable within such aperture 30. 

In the staggered arrangement of FIGS. 1, 3, and 4, the 
rollers 24 are arranged in two staggered rows, in which the 
rollers 24 are disposed asymmetrically between the opposite 
ends of the spindles 38. In the staggered rows, the rollers 24 
are alternated so that every other roller 24 is nearer to one 
wall 22 and so that the other rollers 24 are nearer to the other 
wall 22. In the aligned arrangement of FIG. 10, in which the 
rollers 24 are aligned in one row, the rollers 24 are disposed 
symmetrically between the opposite ends of the spindles 38. 

In the aligned arrangement, as compared to the staggered 
arrangement, the rollers 24 must be longitudinally spaced 
from one another. In the staggered arrangement, as com 
pared to the aligned arrangement, a unit length of the roller 
track 28 can include more rollers 24 so as to provide more 
areas of contact with a supported pallet. 

The rollers 24 are divided into two groups, namely a ?rst 
group wherein the rollers 24 are secured to the walls 22 and 
a second group wherein the rollers 24 are not secured to the 
walls 22. As compared to the rollers disclosed in Highsmith 
U.S. Pat. No. 5,056,642, which rollers have spindles of two 
different con?gurations, the rollers 24 are made with similar 
spindles 38. In an alternative arrangement (not shown) all of 
the rollers 24 are secured to the walls 22. 
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4 
Along at least a substantial portion of each roller track 28, 

and preferably along its entire length except possibly at 
either end or at both ends, the rollers 24 are arranged in a 
repeating pattern wherein every nth roller 24 is a roller of the 
?rst group while every remaining roller 24 is a roller 24 of 
the second group. Herein, n is a whole number greater than 
one, preferably three or four. As shown, n is three. 

In the staggered arrangement of FIGS. 1, 3, and 4, and in 
the aligned arrangement of FIG. 8, each roller track 28 
comprises means for securing the pintle portions 44 of the 
spindles 38 of the rollers 24 of the ?rst group to the walls 22. 
In the alternative arrangement noted above, wherein all of 
the rollers 24 are secured to the walls 22, each roller track 
28 comprises means for securing the pintle portions 44 of the 
spindles 38 of all of the rollers 24 of such roller track 28 to 
the walls 22. 

In each such arrangement, the outer surface of each wall 
22 de?nes a plane. Furthermore, such means secure the 
secured pintle portions 44 to the walls 22 where the secured 
pintle portions 44 extend outwardly through the associated 
apertures 30, beyond the planes de?ned by the outer surfaces 
of the walls 22. 

As shown in FIG. 5, and also in FIGS. 3 and 10, the 
securing means may comprise deformed ends 50 of the 
secured pintle portions 44. As shown therein, the ends 50 of 
the pintle portions 44 to be so secured are deformed so that 
the deformed ends 50 bear against the outer surfaces of the 
walls 22, at the outer margins of the associated apertures 30, 
while the shoulder portions 42 of the same spindles 38 bear 
against the inner surfaces of the walls 22, at the inner 
margins of the associated apertures 30. The ends 50 of the 
pintle portions 44 to be so secured may be so deformed by 
swaging or peening, by deforming such ends 50 simulta 
neously in a press, or otherwise. 

As shown in FIG. 6, each securing means may comprise 
a ?llet weld 60, which welds a secured pintle portion 44 to 
the outer surface of one of the walls 22, at and around the 
outer margin of the associated aperture 30. 
As shown in FIGS. 7, 8, and 9, the securing means may 

comprise fasteners, which are fastened to the secured pintle 
portions 44 where the secured pintle portions 44 extend 
outwardly through the associated apertures 30, beyond the 
planes de?ned by the outer surfaces of the walls 22. Fas 
teners of known types may be used, as described below. 

As shown in FIG. 7, each fastener may be a snap ring 70 
seated in an annular groove 72 in a secured pintle portion 44 
where the secured pintle portion 44 extends outwardly 
through the associated aperture 30, beyond the plane de?ned 
by the outer surface of the wall 22 having the associated 
aperture 30. So as to allow all of the rollers 24 to have one 
spindle con?guration, any pintle portions 44 that are not 
secured to the walls 22 may have similar grooves 72, which 
are not used. 

As shown in FIG. 8, each fastener may comprise a cotter 
pin 80 made of bent steel wire and passing through an 
aperture 82 in a secured pintle portion 44 where the secured 
pintle portion 44 extends outwardly through the associated 
aperture 30, beyond the plane de?ned by the outer surface of 
the wall 22 having the associated aperture 30. The aperture 
82 extends diametrically through the axis of the spindle 38 
having the pintle portion 44 secured by the cotter pin 80. So 
as to allow all of the rollers 24 to have one spindle 
con?guration, any pintle portions 44 that are not secured to 
the walls 22 may have similar apertures 82, which are not 
used. 
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As shown in FIG. 9, each fastener may comprise a locking 
end cap 90, which is ?tted over a secured pintle portion 44 
where the secured pintle portion 44 extends outwardly 
through the associated aperture 30, beyond the outer surface 
of the wall 22 having the associated aperture 30. The locking 
end cap 90 has internal barbs 92, which are shaped so as to 
permit the locking end cap 90 to be easily pressed onto the 
secured pintle portion 44 but so as to impede its removal 
from the secured pintle portion 44. 

This invention contemplates other embodiments (not 
shown) in which some spindles are bolted to the walls, as 
disclosed in Highsrnith US. Pat. No. 5,056,642, and other 
embodiments (not shown) in which some spindles have 
?xed rollers but are mounted rotatably to the walls. 

Various modi?cations may be made in the illustrated and 
described embodiments without departing from the scope 
and spirit of this invention. 

I claim: 
1. For a storage rack or roller conveyor, a roller track 

comprising two walls disposed in parallel relation to each 
other so as to de?ne a space between the walls and a plurality 
of freely rotatable rollers journalled between the walls in 
such manner that the rollers extend upwardly from the space 
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between the walls, the walls having inner surfaces facing the 
space therebetween and outer surfaces, each wall having a 
separate aperture associated with a respective one of the 
rollers, the respective apertures being similar in both walls, 
each roller having a spindle with two ends, each end being 
associated with one of the apertures in one of the walls, 
wherein at least some of the spindles are secured perma 
nently to the walls by extending the ends thereof through the 
associated apertures and deforming the ends thereof near the 
outer surface of the walls after the ends thereof have been 
extending through the associated apertures, wherein each of 
end of each spindle has a shoulder portion larger than the 
associated aperture and a pintle portion extending through 
the associated aperture and wherein the pintle portions of at 
least some of the spindles are defonned where the pintle 
portions extend beyond the associated apertures. 

2. The roller track of claim 1 wherein the deformed 
portions are swaged. 

3. The roller track of claim 1 wherein the deformed 
portions are peened. 
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