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LIGHT SOURCE FOR A CONTACT 11VIAGE 
SENSOR 

BACKGROUND OF THE INVENTION 

CIS (contact image sensor) has been intensively used in 
fax machines for scanning document image and converting 
it into electronic signals. FIG. 1 shows a CIS according to 
the prior art, which comprises a housing 1, a LED array 2, 
a scanning face glass 3, a lens 4, and a circuit board 5. The 
light source of LED array 2 emits light through the glass 3 
onto document. Document re?ects light onto the lens 4 
permitting it to be further transmitted to the circuit board 5 
causing it to produce a series of electronic signals for output. 
However, it is not satisfactory in function to use a LED array 
as the light source of a CIS. The drawbacks of using a LED 
array as the light source of a CIS are outlined hereinafter. 

1) Because a LED array is complicated to manufacture 
and needs much installation space, causing the manufactur 
ing cost of the CIS relatively increased. 

2) Because various individual light emitting diodes are 
used to set up a LED array, any quality dilference among the 
individual light emitting diodes will affect the uniformity of 
the intensity of light and, the damage of either light emitting 
diode will cause the scanning quality to be unstable. 

3) The intensity of light is indirectly proportional to 
square distance. However, because a LED array occupies 
much installation space, the distance between the LED array 
of a CIS and document to be scanned cannot be greatly 
reduced. Therefore, the LED array of a CIS must consume 
much power so that the intensity of the attenuated light 
which was re?ected by document is su?icient for an accurate 
detection. 

SUMMARY OF THE INVENTION 

The present invention has been accomplished to provide 
a light source for a CIS (contact image sensor) which 
eliminates the aforesaid drawbacks. This object is achieved 
by means of the application of the property of electrolumi 
nescence. Electroluminescence which is the emission of 
cold light by certain substances when acted upon by an 
electric ?eld, was discovered by G. Destrial in 1936. FIG. 2 
shows a regular electroluminescent screen which comprises 
a foil electrode 6, an insulative layer 7 coated on the foil 
electrode 6, a ?uorescent material 8 coated on the insulative 
layer 7, a transparent ?lm electrode 9 covered on the 
?uorescent material 8, two absorptive ?lms 11 respectively 
covered on the transparent ?lm electrode 9 and the foil 
electrode 6 at two opposite sides, two water-proof layers 12 
respectively covered on the absorptive ?lms 11 at two 
opposite sides, and electrode terminals 10 respectively con 
nected to the foil electrode 6 and the transparent ?lm 
electrode 9. The thickness of the electroluminescent screen 
is below 1 rmn. This structure of electroluminescent screen 
is commonly used in pagers and mobile telephones for 
background illumination. 
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The present invention covers an electroluminescent 

screen on the back side of the scanning face glass with a 
narrow slot left on the electroluminescent screen corre 
sponding to the position of the lens for letting light pass. 
Therefore, the light source of the CIS, namely, the electrolu 
minescent screen is spaced from document only by the 
scanning face glass. Light from the electroluminescent 
screen is transmitted through the scanning face glass onto 
document, then re?ected by document onto the lens through 
the scanning face glass and the narrow slot on the electrolu 
minescent screen and then transmitted to the circuit board. 
Because the present invention eliminates the installation of 
a LED array, the size of the CIS can be greatly reduced and 
the manufacturing process of the CIS can be greatly sim 
pli?ed. Because the distance between the light source and 
document is greatly reduced, less power is consumed by the 
electroluminescent screen to produce suf?cient intensity of 
light for scanning. Because the electroluminescent screen is 
thin, uniform intensity of light is achieved. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is exploded and sectional views of a contact image 
sensor according to the prior art; 

FIG. 2 shows the structure of a regular electroluminescent 
screen; 

FIG. 3 is an exploded view of the present invention; and 
FIG. 4 is a sectional view of the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring to FIGS. 3 and 4, an electroluminescent screen 
13 is covered on the back side of the scanning face glass 3 
of a contact image sensor (not shown). The electrolumines 
cent screen 13 has a narrow slot 14 aimed at the lens 4 of the 
contact image sensor for letting light be re?ected by docu 
ment onto the lens 4. The ?uorescent material which is 
coated on the electroluminescent screen 13 produces a 
speci?c color of light. Therefore, a different color of light 
can be obtained by selecting a different ?uorescent material 
for making the electroluminescent screen 13. The electrolu 
minescent screen 13 may be fastened to the scanning face 
glass 3 either by bonding or printing. Furthermore, either AC 
or DC power supply can be used to act the electric ?eld on 
the electroluminescent screen 13. 
What is claimed is: 
1. A contact image sensor, comprising an electrolumines~ 

cent screen fastened to a back side of a scanning face glass 
of the contact image sensor and spaced apart from a lens of 
said contact image sensor, said electroluminescent screen 
acted upon by electric power to emit light onto a document 
to be scanned, said electroluminescent screen having a 
narrow slot through which re?ected light from said docu 
ment passes to said lens. 
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