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[57] ABSTRACT 

Miniature lamp holder includes a cylindrical body having a 
central bore con?gured to receive a lamp, a pair of connec 
tors located in the body to connect wires of the lamp with an 
electrical circuit, and a cap snapped into a bottom of the 
body. The body has a ?ange with a pair of diametrically 
disposed recesses in a top side thereof on an outer diameter. 
A pair of retaining projections extend upwardly from the top 
side of the ?ange and are formed axially of the body for 
engaging the miniature lamp holder in a circuit board 
aperture. A pair of cut-outs is formed axially of the cylin 
drical body over the pair of recesses. A pair of rails with a 
channel at a mid-section thereof extends downwardly from 
a bottom side of the ?ange. The connectors have a bent 
section at an upper end thereof, a “V”-shaped hooked 
section at a lower end thereof, and a dimple in the hooked 
section for accommodating the lamp. The cap has a central 
projection for pushing the wires outwardly to tightly connect 
the wires with the connectors, and a pair of diametrically 
disposed snaps. 

1 Claim, 4 Drawing Sheets 
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MINIATURE LAMP HOLDER 

FIELD OF THE INVENTION 

This invention relates to a miniature lamp holder, in 
particular an improved lamp holder which is easily mounted 
in an aperture in a printed circuit board and is easy to 
replace. 

DESCRIPTION OF THE PRIOR ART 

Lamp holders are used, most generally, with lamps and 
permit them to be secured to boards or panels. 

In the past it has been known to mount the lamp or LED 
glass or like shells in a resilient plastic holder which is then 
snapped into an aperture in a board. 

When it desired to replace a lamp it has been necessary to 
remove the holder from the board, and then to remove the 
lamp from the holder, the reverse procedure being followed 
to install a new lamp. This is time-consuming and a nui 
sance. Typically the holder has to be removed from the front 
of the panel, but the wires for the lamp are under the board, 
and this requires wires that are otherwise unnecessarily long 
to permit the holder with a lamp therein to be lifted from the 
board far enough so that the lamp can be released from the 
holder. 

US. Pat. No. 4,419,722 and U.S. Pat. No. 4,507,718 
describe a light emitting diode holder made of resilient 
plastic material that is molded into a one-piece cylindrical 
shaped body having a central bore con?gured to receive a 
light emitting diode. A ?ange is formed at one end of the 
cylindrical body to hold the diode holder about an aperture 
in a board. A pair of resilient legs having snap-over retaining 
shoulders is formed axially of the cylindrical body for 
engaging the board on the opposite sides of the ?ange to 
secure the diode holder in the aperture. A second pair of 
longer leg portions is formed axially of the body and 
includes snap-over shoulders for receiving the ?ange at the 
base of the light emitting diode to secure the light emitting 
diode in the holder. 

In using the holder of the above inventions, it has been 
found that an axial inwardly directed force on the LED 
causes the longer legs to lose their gripping force on the 
LED and the LED is then dislodged from the LED holder. 

Accordingly said holder doesn’t have the connecting 
means between the wires and an electric circuit for energiz 
ing the lamp. This invention is directed to an improvement 
to correct this problem. 

SUMMARY OF THE INVENTION 

An object of this invention is to provide a miniature lamp 
holder which can be installed in an aperture in boards, and 
with which the lamp can be assembled. 

Another object of this invention is to provide a miniature 
lamp holder having means for connecting wires of lamps 
with an electrical circuit on a board. 

Another object of this invention is to provide a miniature 
lamp holder with which a lamp can be assembled more 
tightlyv 
The miniature lamp holder of the invention includes a 

cylindrical body having a central bore con?gured to receive 
a lamp, and a pair of conductive means sited in said body to 
connect wires of the lamp with an electrical circuit, and a cap 
snapped into the bottom of the body. 
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2 
The cylidrical body has a ?ange with a pair of diarneti 

cally disposed recesses in a top side thereof on an outer 
diameter. A pair of retaining projections upwardly extending 
from the top side of the ?ange are formed axially of the 
cylindrical body for engaging the board on the top side of a 
?ange to secure the miniature lamp holder in the aperture. A 
pair of cut-outs is formed axially of the cylindrical body over 
the pair of recesses. A pair of rails with a channel at the 
mid-section thereof downwardly extends from a bottom side 
of the ?ange. 
The conductive means disposed in the central bore of the 

cylindrical body has a bending section at an upper end 
thereof, a “V”-shaped hooked section at lower end, and a 
dimple in the hooked section for accommodating the lamp. 
The cap has a central projection for pushing the metallic 

wires outwardly to tightly connect the wires with the con 
ductive means and a pair of diametrically disposed snaps. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention will be described in greater detail with 
reference to the drawings in which; 

FIG. 1 is an exploded perspective view of a miniature 
lamp holder in accordance with the present invention and 
having a lamp to be mounted therein; 

FIG. 2 is a perspctive view of an assembly of the 
miniature lamp holder and the lamp; 

FIG. 3 is a top view of the structure of FIG. 2; 
FIG. 4 is an axial sectional view taken along 4-4 in FIG. 

3; 
FIG. 5 is an axial sectional view taken along 5—5 in FIG. 

3; 
FIG. 6 is an underside view of the holder without the lamp 

mounted therein; 
FIG. 7 is an axial sectional view taken along the line 7——7 

in FIG. 6; 
FIG. 8 is an axial sectional view taken along the line 8-8 

in FIG. 6. 

DETAILED DESCRIPTION OF THE 
INVENTION 

With referance to the drawings now in greater particular 
ity, attention ?rst is directed to a lamp 12. 
The lamp 12 includes a cylindrical body 14 having a 

spherical upper end 16. As noted previously, the part seen is 
actually a casing or housing generally made of glass. A pair 
of metallic wires or leads 18 extends from the base of the 
structure, the structure hereinafter being refered to simply as 
a lamp. 

This invention includes a lamp holder 20, a pair of 
connectors 50, and a cap 60. 
The holder 20 is preferably molded of resilient plastic 

material and shaped as a one-piece cylindrical body having 
a central bore 22 to receive the lamp 12. 

The cylindrical body has a ?ange 24 at about a middle 
section of an outer surface. An outer diameter of the ?ange 
24 is su?iciently great as to extend beyond an aperture 70 in 
a board 72 in which the holder 20 is to be mounted. An upper 
section 26 of the holder 24 has an outer diameter of proper 
dimension to ?t through the aperture 70. 
The outer surface of the upper section 26 has a pair of 

retaining projections 28 extending upwardly from the ?ange 
24. Each retaining projection 28 has a wedge-shaped head to 
guide the holder 20 during insertion of the upper section 26 
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through the aperture 70. A rectangular notch 30 is provided 
in a side of each projection 28 and is de?ned by upper 
chamfered surface 32 and a hole 34 formed in the top side 
of ?ange 24. 
The upper section 26 is further provided with a pair of 

cut-outs 36 extending upwardly from the top side of the 
?ange 24 to seat the connectors 50. Also a pair of recesses 
38 is formed at a base of the cut-outs 36. 

A lower section 39 of the body 20 has a pair of rails 40 
extending downwardly from the ?ange 24. Each rail 40 has 
a channel 42 at a mid-section thereof. The lower section 39 
is further provided with a pair of cut-outs 44 extending 
upwardly from the bottom of the body 20 to seat the wires 
18. 

Four axially extending crush ribs 46 are formed on the 
inner surface along the body 20. 
The crush ribs 46 serve to accommodate variations in the 

outer diameter size of lamps and to hold lamp 12 in direct 
alignment with the annular body 20. And also on the inner 
surface of the body four grooves 48 are provided, which 
axially extend from the top of the body for insertion of the 
connectors 50 into the central bore 22. 

The pair of connectors 50 disposed in the central bore 22 
of the cylindrical body 20 have a narrow bending section 52 
at an upper end, a “V”-shaped hooked section 54 at a lower 
end, and a dimple 56 in the hooked section 54 for accom 
modating the lamp 12. 
Each connector 50 is inserted through the grooves 48 and 

located in the central bore 22. Then each bending section 52 
is disposed at an angle upwardly relative to the surface of the 
recess 38. 

The cap 60 snaps in the bottom of the central bore 20 and 
has a spherical projection 62 with a central ?at top 64 and 
a pair of snap fasteners 66. The spherical projection 62 
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serves to push the metallic wires 18 outwardly for tightly 
connecting the wires 18 with the connectors 50 and to 
support the lamp 12. 
The speci?c example of the invention as herein shown 

and described is for illustrative purposes only. 
Various changes in structure will no doubt occur to those 

skilled in the art, and will be understood as forming a part 
of the present invention insofar as they fall within the spirit 
and scope of the appended claims. 
What is claimed is: 
1. A miniature lamp holder to be received in an aperature 

' of a printed circuit board, comprising: 

a cylindrical body having a central bore con?gured to 
receive a lamp, a ?ange with a pair of diametrically 
disposed recesses in a top side of the ?ange, a pair of 
retaining projections extending upwardly from said 
?ange for engaging said board above said ?ange, a pair 
of cut-outs axially extending from said recesses, and a 
pair of rails with a channel at a mid-section thereof 
extending downwardly from the ?ange; 

a pair of connectors disposed in said central bore for 
connecting metallic wires of a lamp with an electrical 
circuit of the board, said connectors having a bent 
section at an upper end thereof, a V-shaped hooked 
section at a lower end thereof, and a dimple in said 
hooked section for accommodating the lamp; and 

a cap having a spherical projection and a pair of diametri 
cally disposed snap fasteners, snapping in a bottom of 
said central bore for receiving a lower end of the 
connectors, and the wires in a bent con?guration, and 
tightly holding the wires against and around the lower 
end of the connectors, and ?xing said lamp in the 
holder. 


