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[57] ABSTRACT 

Carbon-containing components of cells for the production of 
aluminum by the electrolysis of alumina dissolved in a 
cryolite-based molten electrolyte are protected from erosion 
by non-chemical attack due to movement of liquid and/or 
gaseous components of the electrolyte, by a refractory 
boride coating applied from a slurry composed of pre 
formed particulate refractory boride in a colloidal carrier 
which is dried and heated, to consolidate the coating. 

19 Claims, 3 Drawing Sheets 
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METHOD OF REDUCING EROSION OF 
CARBON-CONTAINING COMPONENTS OF 

ALUMINUM PRODUCTION CELLS 

The is a continuation-in-part of U.S. Ser. No. 07/898,052 
?led Jun. 12, 1992, now U.S. Pat. No. 5,364,513. 

FIELD OF THE INVENTION 

The invention relates to the application of refractory 
borides to carbon-based components of cells which are used 
in the production of aluminum by electrolysis of alumina 
dissolved in a cryolite-based molten electrolyte, in particular 
carbon cathodes. The invention also relates to a method for 
protecting the carbon-based components of such cells from 
erosion due to movement of the electrolyte, by having 
refractory borides applied to their surfaces, as well as the use 
of these cells for the production of aluminum. 

BACKGROUND OF THE INVENTION 

Aluminum is produced conventionally by the Hall-H 
eroult process, by the electrolysis of alumina dissolved in 
cryolite-based molten electrolytes at temperature up to 
around 950° C. A Hall-Héroult reduction cell typically has 
a steel shell provided with an insulating lining of refractory 
material, which in turn has a lining of carbon which contacts 
the molten constituents. Conductor bars connected to the 
negative pole of a direct current source are embedded in the 
carbon cathode substrate forming the cell bottom ?oor. The 
cathode substrate is usually an anthracite based carbon 
lining made of prebaked cathode blocks, joined with a 
ramming mixture of anthracite, coke, and coal tar. 

In Hall~Héroult cells, a molten aluminum pool acts as the 
cathode. The carbon lining or cathode material has a useful 
life of three to eight years, or even less under adverse 
conditions. The deterioration of the cathode bottom is due to 
erosion and penetration of electrolyte and liquid aluminum 
as well as intercalation of sodium, which causes swelling 
and deformation of the cathode carbon blocks and ramming 
mix. In addition, the penetration of sodium species and other 
ingredients of cryolite or air leads to the formation of toxic 
compounds including cyanides. 

Di?iculties in operation also arise from the accumulation 
of undissolved alumina sludge on the surface of the carbon 
cathode beneath the aluminum pool which forms insulating 
regions on the cell bottom. Penetration of cryolite and 
aluminum through the carbon body and the deformation of 
the cathode carbon blocks also cause displacement of such 
cathode blocks. Due to displacement of the cathode blocks, 
aluminum reaches the steel cathode conductor bars causing 
corrosion thereof leading to deterioration of the electrical 
contact, non uniformity in current distribution and an exces 
sive iron content in the aluminum metal produced. 

A major drawback of carbon as cathode material is that it 
is not wetted by aluminum. This necessitates maintaining a 
deep pool of aluminum (at least 100-250 mm thick) in order 
to ensure a certain protection of the carbon blocks and an 
effective contact over the cathode surface. But electromag 
netic forces create waves in the molten aluminum and, to 
avoid short-circuiting with the anode, the anode-to-cathode 
distance (ACD) must be kept at a safe minimum value, 
usually 40 to 60 mm. For conventional cells, there is a 
minimum ACD below which the current e?iciency drops 
drastically, due to short-circuiting between the aluminum 
pool and the anode. The electrical resistance of the electro 
lyte in the inter-electrode gap causes a voltage drop from 1.8 

10 

20 

30 

35 

40 

45 

55 

60 

65 

2 
to 2.7 volts, which represents from 40 to 60 percent of the 
total voltage drop, and is the largest single component of the 
voltage drop in a given cell. 
To reduce the ACD and associated voltage drop, extensive 

research has been carried out with Refractory Hard Metals 
or Refractory Hard Materials (RHM) such as TiB2 as 
cathode materials. TiB2 and other RHM’s are practically 
insoluble in aluminum, have a low electrical resistance, and 
are wetted by aluminum. This should allow aluminum to be 
electrolytically deposited directly on an RHM cathode sur 
face, and should avoid the necessity for a deep aluminum 
pool. Because titanium diboride and similar Refractory Hard 
Metals are wettable by aluminum, resistant to the corrosive 
environment of an aluminum production cell, and are good 
electrical conductors, numerous cell designs utilizing 
Refractory Hard Metal have been proposed, which would 
present many advantages, notably including the savings of 
energy by reducing the ACD. 
The use of titanium diboride and other RHM current 

conducting elements in electrolytic aluminum production 
cells is described in U.S. Pat. Nos. 2,915,442, 3,028,324, 
3,214,615, 3,314,876, 3,330,756, 3,156,639, 3,274,093 and 
3,400,061. Despite extensive elforts and the potential advan 
tages of having surfaces of titanium diboride at the cell 
cathode bottom, such propositions have not been commer 
cially adopted by the aluminum industry. 
The non-acceptance of tiles and other methods of apply 

ing layers of TiB2 and other RHM materials on the surface 
of aluminum production cells is due to their lack of stability 
in the operating conditions, in addition to their cost. The 
failure of these materials is associated with penetration of 
the electrolyte when not perfectly wetted by aluminum, and 
attack by aluminum because of impurities in the RHM 
structure. In RHM pieces such as tiles, oxygen impurities 
tend to segregate along grain boundaries leading to rapid 
attack by aluminum metal and/or by cryolite. To combat 
disintegration, it has been proposed to use highly pure TiB2 
powder to make materials containing less than 50 ppm 
oxygen. Such fabrication further increases the cost of the 
already-expensive materials. No cell utilizing TiB2 tiles as a 
cathode is known to have operated for long periods without 
loss of adhesion of the tiles, or their disintegration. Other 
reasons for failure of RHM tiles have been the lack of 
mechanical strength and resistance to thermal shock. 

Various types of Til?’2 or other RHM layers applied to 
carbon substrates have failed due to poor adherence and to 
differences in thermal expansion coefficients between the 
RHM material and the carbon cathode block. 

U.S. Pat. No. 4,093,524 discloses bonding tiles of tita 
nium diboride and other Refractory Hard Metals to a con 
ductive substrate such as graphite. But large differences in 
thermal expansion coe?icients between the RHM tiles and 
the substrate cause problems. 

U.S. Pat. N 0. 5,320,717, the content which is incorporated 
herein by way of reference, provides a method of bonding 
bodies of Refractory Hard Material (RHM) or other refrac 
tory composites to carbon cathodes of aluminum protection 
cells using a colloidal slurry comprising particulate pre 
formed RHM in a colloidal carrier selected from colloidal 
alumina, colloidal yttria and colloidal ceria as a glue 
between the bodies and the cathode or other component. The 
slurry is dried to bond the bodies to the cathode or other 
component, the dried slurry acting as a conductive ther 
mally-matched glue which provides excellent bonding of the 
bodies to the cathode or other component. 

U.S. Pat. No. 5,310,473 discloses a method of producing 
a protective refractory coating on a substrate of, inter-alia, 
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carbonaceous materials, by applying to the substrate a 
rnicropyretic reaction layer from a slurry containing particu 
late reactants in a colloidal carrier, and initiating a micro— 
pyretic reaction. The rnicropyretic slurry optionally also 
contains some preformed refractory material, and the micro 
pyretic slurry may be applied on a non-reactive sub-layer. 

U.S. Pat. No. 5,364,513 (MOLO513) discloses a body of 
carbonaceous or other material for use in corrosive envi 
ronments such as oxidizing media or gaseous or liquid 
corrosive agents at elevated temperatures, coated with a 
protective surface coating which improves the resistance of 
the body to oxidation or corrosion and which may also 
enhance the body’s electrical conductivity and/or its elec 
trochemical activity. This protective coating—in particular 
silica-based coatings—-is applied from a colloidal slurry 
containing particulate reactant or non-reactant substances, or 
a mixture of particulate reactant and non-reactant sub~ 
stances, which when the body is heated to a su?icient 
elevated temperature form the protective coating by reaction 
sintering and/or sintering without reaction. 
PCT application PCT/US93/O5 142, (MOL0521) (the con 

tent of which is incorporated herein by reference), claiming 
priority from U.S. Ser. No. 07/898,052 (now U.S. Pat. No. 
5,364,513), discloses a carbon containing component of an 
aluminum production cell, which is protected from chemical 
attack by liquid and gaseous components of cryolite by a 
coating of pre-formed refractory hard metal boride in a dried 
colloid. It has been discovered, quite unexpectedly, that the 
same coating used in the PCT/US93/05142 is useful in 
preventing erosion due to movement of the cryolite and of 
alumina. Erosion as used herein does not include any 
chemical attack or reaction. Very few prior art documents 
have been found which speci?cally address the problem of 
non-chemical erosion, as described above. U.S. Pat. No. 
4,308,113 describes a method of reducing erosion by incor~ 
porating alumina and titanium dioxide into the cathode. U.S. 
Pat. No. 4,333,813 recognizes non-chemical erosion as 
being caused at least in part by turbulence of the aluminum 
pad. 

SUMMARY OF THE INVENTION 

The invention utilizes the protective coating of PCT/ 
US93/05l42 to prevent erosion of the carbonaceous sub 
strates due to the liquids and gases which are in constant 
contact with the carbonaceous substrates, when the carbon 
aceous substrates are used as cell components for aluminum 
production cells, especially for use as cathodes. 

In aluminum production cells it is critical that the anode 
to-cathode space or distance should be carefully maintained 
at a desired level so as to achieve lower power consumption 
capabilities. Wear occurring on either the anode or the 
cathode surface, as by erosion of other removal of electrode 
material, tends to increase the distance and, accordingly, 
increase the electrical resistance across the distance between 
anode and cathode. Excessive electrode surface wear is a 
problem, not only as to increased power consumption as just 
explained, but there is the further possibility of increasing 
the resistance so much that the cell is considered uneco 
nomical to operate, thus necessitating a costly shutdown, 
repair or replacement of the electrodes, and restarting the 
cell. In addition to the electrical resistance problems result 
ing from electrode wear, the carbonaceous material removed 
from the electrode surface can contaminate the bath. This 
alone can necessitate shutting down the cell. 
An object of the invention is to provide refractory boride 

coatings that are well adherent to the carbon-containing 
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4 
substrates, provide the required protection to the cell com 
ponents and have the desired mechanical, physical, chemi 
cal, and electrochemical characteristics. 
A speci?c object of the invention is to provide a method 

of preventing erosion of carbonaceous cell components by 
the application of refractory borides to said carbon-contain 
ing cell components to form a coating which can be con 
solidated by heat treatment before or during use of the cell 
component. . 

In accordance with the present invention, there is pro 
vided, in a cell for the production of aluminum by the 
electrolysis of alumina dissolved in a molten electrolyte, 
said cell comprising a cell component with a coating of 
particulate refractory hard metal boride in a colloid applied 
from a slurry of the particulate refractory hard metal boride 
in a colloidal carrier, the method of using the cell component 
for the prevention of erosion. 
By preventing erosion of carbonaceous cell components, 

cell ei?ciency is improved. The aluminum-wettable refrac~ 
tory boride coating will also permit the elimination of the 
thick aluminum pool required to partially protect the carbon 
cathode, enabling the cell to operate with a drained cathode. 
Other coatings have been developed to protect the upper part 
of the carbonaceous cell wall and cell cover and anode 
current feeders and holders from the attack of ?uoride fumes 
and oxidation by oxygen or air and the lower part from the 
attack by the cryolite-containing electrolyte (see in particu 
lar PCT application PCT/EP90/00810). 
The protective effect of the coatings according to the 

invention is such as to enable the use of relatively inexpen 
sive carbon-containing materials for the substrates. For 
instance, cheaper grades of graphite can be used instead of 
the more expensive anthracite forms of carbon, while pro 
viding improved resistance against the corrosive conditions 
in the cell environment. 

The refractory boride coatings have the following 
attributes: excellent wettability by molten aluminum, excel 
lent adherence to the carbon-containing substrates, inertness 
to attack by molten aluminum and cryolite, low cost, envi 
ronmentally safe, ability to absorb thermal and mechanical 
shocks without delanrination from the anthracite-based car 
bon or other carbonaceous substrates, durability in the 
environment of an aluminum production cell, and ease of 
application and processing. The preferred coatings further 
more have a controlled rnicroporosity and degree of pen 
etration in the porous carbonaceous substrate, by having an 
adequate distribution of the particle sizes of the preformed 
refractory boride. 

BRIEF DESCRIPTION OF DRAWINGS 

The invention will now be described with reference to the 
application of coatings to components of electrolytic cells 
for the production of aluminum, especially for novel designs 
of these cells, as illustrated in the accompanying drawings, 
wherein: 

FIG. 1 schematically shows an aluminum production cell 
with a carbon bottom and lower cell wall lining coated in 
accordance with the invention; 

FIG. 2 schematically shows another aluminum production 
cell in which coated carbon cathode bodies according to the 
invention have been placed on the cell bottom in a pool of 
molten aluminum; 

FIG. 3 schematically shows a novel aluminum production 
cell in which carbon cathode bodies having a wedge form 
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and coated according to the invention have been secured on 
the cell bottom, and cooperate with inclined anodes; 

FIG. 4 schematically shows an aluminum production cell 
in which carbon cathodes with inclined upper faces and 
coated according to the invention have been secured on the 
cell bottom and cooperate with inclined anodes; and 

FIG. 5 is a sectional longitudinal view through part of an 
aluminum production cell having a coated carbon current 
collector in a coated refractory cell bottom. 

DETAILED DESCRIPTION OF THE 
INVENTION 

A slurry is utilized for the application of refractory hard 
metal boride to carbon-containing components of cells for 
the production of aluminum by the electrolysis of alumina 
dissolved in a cryolite-based molten electrolyte, to protect 
such components from erosion due to liquid and/or gaseous 
components of the electrolyte, wherein the slurry is com 
posed of pre-fonned particulate refractory boride in a col 
loidal carrier. 

It is essential to use colloids and mixtures of colloids for 
application of the coatings. Three types of colloidal pro 
cessing are possible. The ?rst involves the gelation of certain 
polysaccharide solutions. This, however, is relatively unim 
portant to this invention. The other two which involve 
colloids and metal organic compounds are relevant to this 
invention. These two involve the mixing of materials in a 
very ?ne scale. Colloids are de?ned as comprising a dis 
persed phase with at least one dimension between 0.5 nm 
(nanometer) and about 10 micrometers in a dispersion 
medium which in our case is a liquid. The magnitude of this 
dimension distinguishes colloids from bulk systems in the 
following way: (a) an extremely large surface area and (b) 
a signi?cant percentage of molecules reside in the surface of 
colloidal systems. An amount up to 40% of molecules may 
reside on the surface. The colloidal systems which are 
important to this invention are both the thermodynamically 
stable lyophylic type (which include macromolecular sys 
tems such as polymers) and the kinetically stable lyophobic 
type (those that contain particles). 

Insoluble oxides in aqueous suspension develop surface 
electric charges by surface hydroxylation followed by dis 
sociation of surface hydroxyl groups. Typical equations 
could be: 

where M represents a metal or a complex cation. 
Such surface charges and the London and Ven der Waals 

forces keep the particles from agglomerating. An adsorbed 
layer of material, polymer or surface active agent, modi?es 
the interaction of particles in several ways. In the mixing 
process described below, we introduce particulate pre 
formed refractory borides. 

Colloids may form through cation hydrolysis. Many metal 
ions are subject to hydrolysis because of high electronic 
charge or charge density. Initial products of hydrolysis can 
condense and polymerize to form polyvalent metal or poly 
nuclear ions, which are themselves colloidal. Charge and pH 
determine the ligands for central cations and the anion/ 
cation ratio controls the degree of polymerization and sta 
bility of the suspension. The pH could vary from 0-14. A 
wide range of polynuclear cationic hydrolysis products may 
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6 
exist with charge from 2+ to 6+. Polynuclear anionic 
hydrolysis products could also have a wide range of charges. 
The formation of colloids involves a starting material for 

example a reagent grade metal salt which is converted in a 
chemical process to a dispersible oxide which forms the 
colloidal solution on addition of dilute acid or water. 
Removal of water (drying) and/or removal of the anions 
from the colloidal solution produces a gel like product. 
The colloidal carrier—usually colloidal alumina, silica, 

yttria, ceria, thoria, zirconia, magnesia, lithia, monoalu 
minium phosphate or cerium acetate, and usually in an 
aqueous medium-has been found to considerably improve 
the properties of the coating produced by non-reactive 
sintering. 
The colloidal slurry contains particulate pre-formed 

refractory hard metal boride(s). Above 900° C., sintering or 
consolidation may occur during exposure to the service 
conditions at the high temperature. 
The constituents of the slurries are: 
(a) A carrier, chosen from colloidal liquids which could be 

colloidal alumina, silica, yttria, ceria, thoria, zirconia, mag 
nesia, lithia, monoaluminium phosphate, cerium acetate or 
mixtures thereof. 

(b) A powder additive containing pre-formed refractory 
borides. 
The colloid may be derived from colloid precursors and 

reagents which are solutions of at least one salt such as 
chlorides, sulfates, nitrates, chlorates, perchlorates or metal 
organic compounds such as alkoxides, formates, acetates of 
aluminum, silicon, yttrium, cerium, thorium zirconium, 
magnesium and lithium. These colloid precursors or colloid 
reagents can contain a chelating agent such as acetyl acetone 
or ethylacetoacetate. The aforesaid solutions of metal 
organic compounds, principally metal alkoxides, can be of 
the general formula M(OR)Z where M is a metal or complex 
cation, R is an alkyl chain and z is a number, preferably from 
1 to 12. 
The pre-formed particulate refractory boride is selected 

from borides of titanium, chromium, vanadium, zirconium, 
hafnium, niobium, tantalum, molybdenum and cerium. The 
preferred particulate refractory boride is titanium diboride. 
When choosing powder additives the particle size selec 

tion is of importance. It is preferable to choose particle size 
below 100 micrometers and to choose particle sizes which 
are varied such that the packing of particles is optimized. For 
example, it is preferable to choose particle sizes extending 
over a range where the smallest particles are at least two 
times and, preferably, at least three times smaller than the 
large ones. Generally, the ratio of the particle sizes will be 
in the range from 2:1 to 15:1, usually from about 3:1 to 10:1, 
for instance a ratio of about 3:1 with large particles in the 
range 15 to 30 micrometers and small particles in the range 
5 to 10 micrometers, or a ratio of about 10:1 with large 
particles in the range from 30 to 50 micrometers and small 
particles in the range from 3 to 5 micrometers. Usually, the 
preformed particulate metal boride has particles with sizes in i 
the range from about 3 micrometers to about 50 microme 
ters. 
The slurry usually contains 5-100 g of the preformed 

particulate refractory boride per 10 ml of colloid and the 
colloid has a dry colloid content corresponding to up to 50 
weight % of the colloid plus liquid carrier, preferably from 
10 to 20 weight %. 
The colloid is contained in a liquid such as water which 

may further contain at least one compound selected from 
compounds of lithium, aluminum, cerium, sodium and 
potassium, for instance at least one compound of lithium and 
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at least one compound of aluminum. See US. Pat. No. 
5,397,450 (MOLO518), the contents whereof are incorpo 
rated herein by way of reference. 

PCT/US93/05142 provides a method of applying a refrac 
' tory hard metal boride to a carbon-containing component of 
a cell for the production of aluminum, in particular by the 
electrolysis of alumina dissolved in a cryolite-based molten 
electrolyte, this method comprising applying to the surface 
of the component a slurry of particulate preformed refrac 
tory boride in a colloidal carrier as speci?ed above, followed 
by drying, and by heat treatment before or after the com 
ponent is installed in an aluminum production cell. 
The method of application of the slurry involves painting 

(by bmsh or roller), dipping, spraying, or pouring the slurry 
onto the substrate and allowing for drying before another 
layer is added. The coating need not entirely dry before the 
application of the next layer. It is preferred to heat the 
coating with a suitable heat source so as to completely dry 
it and improve densi?cation of the coating. Heating takes 
place preferably in air but could be in other oxidizing 
atmospheres or in inert or reducing atmospheres. A heat 
treatment in air at about 80°—200° C., for half an hour to 
several hours is usually sufficient. 
The substrate may be treated by sand blasting or pickled 

with acids or ?uxes such as cryolite or other combinations 
of ?uorides and chlorides prior to the application of the 
coating. Similarly, the substrate may be cleaned with an 
organic solvent such as acetone to remove oily products and 
other debris prior to the application of the coating. These 
treatments will enhance the bonding of the coatings to the 
carbon-containing substrate. 

After coating the substrate by dipping, painting or spray 
ing the slurry or combinations of such techniques in single 
or multi-layer coatings and drying, a ?nal coat of the colloid 
alone may be applied lightly prior to use. 
More generally, before or after application of the coating 

and before use, the body can be painted, sprayed, dipped or 
in?ltrated with reagents and precursors, gels and/or colloids. 
For instance, before applying the slurry of particulate refrac 
tory boride in the colloidal carrier the carbonaceous com 
ponent can be impregnated with e. g. a compound of lithium 
to improve the resistance to penetration by sodium, as 
described in US Pat. No. 5,378,327 (MOLO515) the con 
tents of which are incorporated herein by way of reference. 
To assist rapid wetting of the components by molten 

aluminum, the refractory material coated on the substrate 
may be exposed to molten aluminum in the presence of a 
?ux assisting penetration of aluminum into the refractory 
material; the ?ux for example comprising a ?uoride, a 
chloride or a borate, of at least one of lithium and sodium, 
or mixtures thereof. Such treatment favors aluminization of 
the refractory coating by the penetration therein of alumi 
num. 

The substrate of the component may be coated outside the 
aluminum production cell and the coated component than 
inserted into the cell. Alternatively, the component is part of 
a cell which is coated in the cell prior to operation. For 
instance, the component is part of a cell bottom formed by 
an exposed area of carbonaceous material. In this case, the 
slurry is preferably applied to the cell bottom in several 
layers with drying of each successive layer and ?nal drying 
by means of a mobile heat source. 
The present invention primarily concerns a method of 

improving the resistance to erosion (as de?ned herein) of a 
body of carbonaceous material. This body is suited for use 
in erosive environments having gaseous or liquid agents at 
elevated temperatures. The body is particularly suited for 
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8 
use as a component of an electrochemical cell for the 
production of aluminum, in particular by the electrolysis of 
alumina dissolved in a cryolite-based molten electrolyte, 
which component in use is exposed to an erosive atmo 
sphere. A protective coating from a slurry of the preformed 
refractory boride in a colloidal carrier is applied to the 
carbonaceous body, followed by heating the body prior to or 
during use to a sufficient temperature to cause the boride to 
consolidate to form an adherent protective coating. 
The invention concerns cell components of aluminum 

production cells, in particular those which in use of the cell 
are exposed to contact with molten cryolite and/or molten 
aluminum. The cell component is for instance a cathode or 
forms part of a cathodic cell bottom. 

Other cell components are those which in use are exposed 
to eroding gases released in operation of the cell or present 
in the cell operating conditions, which components are 
protected from erosion by the refractory boride coating as 
set out above. 

According to the invention, there is provided a carbon 
containing component of a cell for the production of alu 
minum by the electrolysis of alumina dissolved in a cryolite 
based molten electrolyte, which cell component is protected 
from erosion by liquid and/or gaseous components of the 
electrolyte, by a coating of preformed particulate refractory 
hard metal boride in a dried colloid applied on the cell 
component from a slurry of the preformed particulate refrac 
tory hard metal boride in a colloidal carrier, as set out above. 
The component may be current-carrying component for 

example a cathode, a cathode current feeder, an anode or an 
anode current feeder. Or the component may be a bipolar 
electrode coated on its cathode face, or on its anode face, or 
both. 
The slurry-applied refractory boride coatings may have a 

thickness from about 150 micrometers to about 1500 
micrometers, usually from about 200 to about 500 microme 
ters, depending on the number of applied layers, the particle 
size of the preformed boride, and the porosity of the carbon. 
Advantageously, by using graded boride particles including 
fine particles, the smaller boride particles penetrate into the 
pores of the carbon component and ?rmly anchor the 
coating. Typically, the boride may impregnate the carbon to 
a depth of about 50—200 micrometers. The colloid impreg 
nates the carbon component so the dried colloid is dispersed 
through the carbon component. 
The invention concerns in general the protection of com 

ponents of electrochemical cells for the production of alu 
minum by the electrolysis of alumina dissolved in a cryolite 
based molten electrolyte, which components in use are 
exposed to an eroding atmosphere such as a molten cryolite 
or a product of electrolysis in the cell. Such components are 
coated with a protective surface coating which improves the 
resistance of the components to erosion. The protective 
coating is applied from a colloidal slurry containing par 
ticulate preformed refractory boride and dried. When the 
component is heated to a su?icient elevated temperature, 
prior to or upon insertion in the cell, a protective coating is 
formed by sintering or consolidation without reaction. 
The invention also concerns a component of an aluminum 

production cell which in use is subjected to erosion by 
exposure to molten cryolite or to molten aluminum or 
corrosive fumes or gases; the component comprising a 
substrate of a carbonaceous material, coated with a refrac 
tory boride, of at least one of titanium, chromium, vana 
dium, zirconium, hafnium, niobium, tantalum, molybdenum 
and cerium or mixtures thereof, ?nely mixed with a refrac 
tory compound of at least one alumina, silica, yttria, ceria, 
thoria, zirconia, magnesia and lithia from a dried colloid. 
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The component is usually made of carbonaceous material 
selected from petroleum coke, metallurgical coke, anthra 
cite, graphite, amorphous carbon, fulerene, low density 
carbon or mixtures thereof. Composite materials based on 
one or more of these forms of carbon with other materials 
may also be employed. 

It is advantageous for the component to have a substrate 
of low-density carbon protected by the refractory boride, for 
example if the component is exposed to eroding gas released 
in operation of the cell, or also when the substrate is part of 
a cell bottom. Low density carbon embraces various types of 
relatively inexpensive forms of carbon which are relatively 
porous and very conductive, but hitherto could not be used 
successfully in the environment of aluminum production 
cells on account of the fact that they were subject to 
excessive corrosion or oxidation. Now, it is possible by 
coating these low density carbons according to the inven 
tion, to make use of them in these cells instead of the more 
expensive high density anthracite and graphite, taking 
advantage of their excellent conductivity and low cost. 
The substrate may consist of carbonaceous blocks that can 

be ?tted together to form a cell bottom of an aluminum 
production cell, or packed carbonaceous particulate material 
forming a cell bottom, which acts to carry current to the 
cathodic pool if there is one, or to a thin layer of aluminum 
through the refractory boride coating in drained cells. 
The component advantageously forms part of a cathode 

through which the electrolysis current ?ows; the refractory 
boride coating fonning a cathodic surface in contact with the 
cathodically-produced aluminum. For example, as part of a 
drained cathode, the refractory boride coating may form the 
cathodic surface on which the aluminum is deposited 
cathodically where the component is arranged usually 
upright or at a slope for the aluminum to drain from the 
cathodic surface. 
The components described above are used in an alumi 

num production cell as discussed above, for producing 
aluminum. Such cells may comprise a component which in 
operation of the cell is exposed to erosion due to molten 
cryolite or aluminum; said component comprising a sub— 
strate of carbonaceous material and a coating of refractory 
boride, applied from a colloidal slurry as discussed above, 
wherein the product aluminum is in contact with the refrac 
tory boride coating on the component, which may be a 
cathode or forms part of a cathodic cell bottom. 
The invention also concerns an aluminum production cell 

having a component which in operation of the cell is 
exposed to eroding gas released in operation of the cell or 
present in the cell operating conditions; said component 
comprising a substrate of carbonaceous material, and a 
coating of refractory boride deposited from a colloidal 
slurry, as discussed above. 

' A method of operating the cells would include producing 
a cell component which comprises a substrate of carbon 
aceous material and a protective coating of refractory boride, 
by applying to the substrate a slurry containing particulate 
preformed refractory boride in a colloidal carrier drying and 
optionally subjecting the component to heat treatment; plac 
ing the coated component in the cell so the coating of 
refractory material will be contacted by the cathodically 
produced aluminum, and/or the molten electrolyte, and/or 
the anodically-released gases; and operating the cell with the 
coating protecting the substrate from erosion due to the 
cathodically-produced aluminum, by the molten electrolyte 
and by the anodically-released gases with which it is in 
contact. 

Operation of the cell is advantageously in a low tempera 
ture process, with the molten halide electrolyte containing 
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10 
dissolved alumina at a temperature below 900° C., usually at 
a temperature from 680° C. to 880° C. The low temperature 
electrolyte may be a ?uoride melt, a mixed ?uoride-chloride 
melt or a chloride melt. 

This low temperature process is operated at low current 
densities on account of the low alumina solubility. This 
necessitates the use of large anodes and corresponding large 
cathodes, exposing large areas of these materials to the 
eroding conditions in the cell, such large exposed areas 
being well protected from erosion by the refractory coatings 
according to the invention which are just as advantageous at 
these lower temperatures. 

FIG. 1 schematically shows a Hall-Heroult aluminum 
production cell of conventional design that has been modi 
?ed by providing the cell bottom with a coating of refractory 
aluminum wettable material, the upper part of the cell wall 
with a coating 10 to resist erosion and,the lower part with a 
coating 9 also particularly resistant to erosion. The cell 
comprises a cell bottom 1 and side walls 2 of carbon 
enclosed in a steel lining 3. The cell bottom 1 and side walls 
2 are made of blocks of anthracite-based carbon packed 
together and bonded by a carbon-based ramming paste. 
Through the bottom I, extend steel current feeder bars 4 
connected externally to a negative bus bar. To protect the 
cathode current feeder bars 4 from aluminum, a coating 11 
resistant to erosion by aluminum is applied on their surfaces 
in accordance with the invention. 

Several anodes 5, conventionally blocks of prebaked 
carbon, are suspended in the cell by the usual mechanisms 
(not shown) enabling their height to be adjusted. Oxygen 
evolving non-carbon anodes 6 may be suspended in the cell 
instead of the carbon anodes 5 but do not need to be 
vertically adjustable because they are non-consumable. The 
anodes 5 and 6 dip in a molten electrolyte 7, usually a 
cryolite-based melt containing dissolved alumina, and which 
?oats above a pool or thin layer 8 of molten aluminum on the 
cell bottom. In operation, the cryolite-based electrolyte 7 is 
usually at a temperature of about 950° C., but the invention 
applies also to components used in cells with electrolytes 
well below 900° C., and as low as 700° C. 

According to the invention, the top surface of the carbon 
cell bottom 1, i.e. the entire ?at top surface and at least the 
lower parts of the inclined side walls liable to be exposed to 
the molten aluminum 8, is coated with a slurry~applied 
adherent coating 9 of an aluminum-wettable refractory 
boride, preferably titanium diboride, and the carbon is 
impregnated with dried colloids such as alumina, ceria, 
yttria and/or silica. This coating 9 can extend to just above 
the maximum level of the aluminum 8, all the way up the 
side walls, or up to the crust 12 of solidi?ed electrolyte, if 
there is one. 
The presence of the erosion-resistant coating 9 means that 

the cell can be operated with a relatively shallow layer 8 of 
molten aluminum and the anodes 5 or 6 can be held with a 
small and constant gap of about 20-30 mm above the 
aluminum layer 8. This reduced anode-cathode distance 
leads to a substantial reduction in the voltage drop through 
electrolyte 7, and less heat dissipation during operation. It 
may thus be possible to operate the cell without the usual 
crust of solidi?ed electrolyte around the periphery (espe 
cially when non-consumable anodes 6 are used) or at least 
with a much smaller crust, indicated by 12. 
The erosion-resistant coating 9 can be applied directly to 

a new, unused or re-built cell bottom 1, or can be applied to 
a used cell bottom 1 after emptying the cell of its molten 
contents for servicing, and machining the top surface of the 
cell bottom 1 to remove damaged or reacted parts and 
generally to renew the exposed surface. 
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To produce the erosion-resistant coating 9 and the other 
coatings 10 and 11, several layers of a slurry of preformed 
particulate refractory boride in a colloidal carrier, as here 
inbefore or as hereinafter described in detail, are applied for 
instance by brushing the slurry onto the surface, with drying 
between the application of successive layers. After applica 
tion of the ?nal layer, the coating is dried using a suitable 
mobile heat source, for example at about 100°—200° C. for 
several minutes to about half an hour. 

After drying of the erosion-resistant coating 9, the cell can 
be started with one of the usual methods by ?lling with 
electrolyte and aluminum and raising the temperature to the 
operating temperature, e.g. by the usual means of passing 
current from the anodes 5 or 6 to the cell bottom 1 with an 
adequate anode-cathode distance. This heating to operating 
temperature further consolidates the boride coating 9. 
The excellent and permanent wetting of the carbon cell 

bottom 1 by the erosion-resistant coating 9 means that: 
during operation the cell bottom 1 is protected against 
erosion by components of the electrolyte 7, the cell can 
operate with a drained cathode, the anode-cathode gap can 
be decreased, and no sludge or muck can come to settle 
between the aluminum layer 8 and the cell bottom 1. The 
operating e?iciency is thus enhanced, the energy consump 
tion decreased, the useful lifetime of the cell bottom is 
extended and there is considerably less toxic material to be 
disposed of when the cell bottom must be serviced. As a 
result, aluminum can be produced in a cell coated according 
to the invention at substantially lower cost than in a non 
coated cell of the prior art. 
The cell shown in FIG. 2 has a carbon cell bottom 1 and 

side walls 2 enclosed is a steel shell 3, and cathode current 
feeders 4 in the cell bottom 1, as in FIG. 1. On the carbon 
cell bottom 1, the cell of FIG. 2 is ?tted with blocks 13 of 
pre-baked carbon whose entire external surfaces are coated 
with the erosion-resistant coating 9. As illustrated in the left 
hand part of FIG. 2, these blocks 13 may have internal 
inserts 14 of cast iron or another heavy material which acts 
as ballast so that the blocks 13 sink in the electrolyte 7 and 
in the aluminum layer 8, and rest ?rmly on cell bottom 1. Or, 
as illustrated in the right hand part of FIG. 2, the blocks 13 
may be secured to the cell bottom by any convenient means, 
such as by reaction bonding or by mechanical means. 

In use, the anodes 5 or 6 are suspended with their ?at 
lower facing the corresponding upper ?at surfaces of the 
erosion-resistant coating 9 on blocks 13, with a relatively 
small and constant anode-cathode gap of about 25-35 mm. 
The upper flat surface of the aluminum-wettable coating 9 
acts as a drained cathode, from which a ?lm of cathodically 
produced aluminum is constantly drained into the pool 8 of 
molten aluminum. The level of pool 8 may ?uctuate from 
close to the cell bottom 1 up to adjacent the upper ?at 
surfaces of the aluminum-wettable coating 9 of blocks 13, 
whereby the product aluminum may be tapped off periodi 
cally in the usual way. 
The blocks 13 may have any convenient height depending 

on the desired operating con?guration, in particular so that 
the anodes 5 or 6 can be maintained close to the minimum 
height that they would have in conventional operation, i.e. 
before the blocks 13 were ?tted. For instance, the height of 
the blocks 13 may be from 150-300 min. 

It is also possible to suspend the blocks 13 from the 
anodes 5 or 6 by attachments made of non-electrically 
conductive materials that are resistant to the electrolyte, for 
example aluminum nitride or nickel sub-oxides or alumina 
when the cell is operated at low temperature, which attach 
ments also serve as spacers maintaining the desired small 
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anode gap. In this way, the cathode blocks 13 can be 
removed from the cell with the anodes 5 or 6 for periodic 
servicing or replacement. 
As a modi?cation of the embodiment of FIG. 2, the pool 

8 of molten aluminum could contain a packed or loose bed 
of pieces of carbon with internal ballast whose surfaces are 
coated with a permanent erosion-resistant coating 9 in 
accordance with the invention. Such pieces, which may be 
of random shapes or regular shapes such as rings, form a bed 
which inhibits wave motion in the molten aluminum pool 8 
and thereby enables operation with a reduced anode-cathode 
distance, as explained in U.S. Pat. No. 4,552,630. 

FIG. 3 shows another anode-cathode con?guration which 
can be ?tted in a conventional aluminum production cell like 
that of FIG. 1, or in a cell of new design. 

In this design, carbon prisms or wedges 20 are ?tted on a 
carbon cell bottom 1, for instance by having bottom parts 22 
embedded in the cell bottom, by being bonded by a layer 23 
to the cell bottom when the cell is being built or recon 
structed, or by having internal ballast 24, for instance of cast 
iron, which holds them on the cell bottom. 

Advantageously, the layer 23 bonding the carbon wedges 
20 to the carbon cell bottom 1 may consist of several layers 
of the slurry according to the present invention applied to 
each of the surfaces which are applied together while the 
outer layers of the applied slurry are still tacky, and then 
dried. The preformed TiB2 or other refractory boride from 
the slurry provides an excellent conductive bond, the dried 
slurry acting as a conductive glue. 
These carbon wedges 20 have inclined side faces, for 

instance at an angle of about 45° to 10° to the vertical, 
meeting along a rounded top edge 21. The wedges 20 are 
placed side by side, spaced apart at their bottoms to allow for 
a shallow layer 8 of aluminum on the cell bottom 1. The cell 
bottom 1 can be coated with a protective erosion-resistant 
coating 9 according to the invention. The edges 21 are all 
parallel to one another across or along the cell, and the tops 
of the prisms remain several centimeters below the top level 
of the electrolyte 7. 
The inclined side faces of wedges 20, and possibly also 

the bottom face, are coated with a permanent erosion 
resistant coating 9 in accordance with the invention. These 
coatings 9, like that of the cell bottom 1, are applied from a 
slurry as before. In use, these coatings 9 on the sloping 
surfaces of wedges 20 form drained cathode surfaces from 
which cathodically produced aluminum drains permanently 
into the pool 8. Current is supplied to the wedges 20 via 
conductor bars (not shown, but like the bars 4 of FIG. 1) in 
the cell bottom 1. 

Over the cathode-forming wedges 20 are ?tted anodes 25, 
each formed by a pair of plates which ?t like a roof over the 
wedges 20, parallel to the inclined surfaces of wedges 20 
with a small anode-cathode distance of about 15-20 min. At 
their tops, the pairs of anode plates 25 are joined together 
and connected to a positive current supply. The anode plates 
25 have openings 26, for example adjacent the top of their 
inclined faces, for the escape of anodically-generated gas, 
usually oxygen. The anode plates 25 are made of or coated 
with any suitable non-consumable or substantially non 
consumable electronically-conductive material resistant to 
the electrolyte and to the anode product of electrolysis, 
which in the case of the electrolysis of alumina utilizing 
non-carbon anodes, is oxygen. For example, the plates may 
have a metal, alloy or cerrnet substrate which is protected in 
use by a metal oxide layer and a cerium-oxy?uoride-based 
protective coating produced and/or maintained by maintain 
ing a concentration of cerium in the electrolyte, as described 
in U.S. Pat. No. 4,614,569. 
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Alternatively, it is possible to employ consumable carbon 
anodes with wedge-shaped bottoms which dip between the 
cathode wedges 20, the anodes having inclined, consumable 
operative surfaces facing the inclined surfaces of two adja 
cent cathode-forming wedges 20, which are maintained with 
a substantially constant anode-cathode distance by lowering 
the anodes at a rate to compensate for their consumption. 

These designs employing wedge-shaped cathodes have 
several advantages. As before, the permanent erosion-resis 
tant refractory surfaces on the cathodes protect the carbon 
from attack and the cell can be operated with a small 
anode-cathode distance ensuring efficient operation. In addi 
tion, the design permits a very high productivity per unit 
area of the cell ?oor, possibly 1.5 to 2.5 times as much as in 
a conventional cell. 

It is also possible to use pieces of carbon coated in‘ 
accordance with the invention with a permanent erosion 
resistant refractory surface, as other components in alumi 
num production cells in particular components which in use 
are exposed to erosion by molten aluminum, for instance 
weirs or ba?les, side walls, etc., or as components in other 
molten salt electrolysis cells. 

FIG. 4 shows a modi?cation of the cell of the preceding 
Figures wherein cathode blocks 13 ?xed in the cell bottom 
1 have inclined upper faces coated with the erosion resistant 
refractory coating 9. The left-hand part of FIG. 4 shows 
blocks 13 with V-shaped faces 27 inclined down towards a 
central groove 28 in which the product aluminum collects. 
This groove 28 can be slightly inclined towards one end to 
facilitate the ?ow of molten aluminum into pool 8. Above 
the V-shaped surfaces 27 of blocks 13 are anodes 5 whose 
bottom surfaces have corresponding V-shaped surfaces, fac 
ing the surfaces 27 with a constant anode-cathode gap. 
The right hand side of FIG. 4 shows cathode blocks 13 

coated with the erosion-resistant coating 9, these blocks 
having top surfaces 29 inclined to one side, and the anodes 
5 have each a corresponding sloping lower face. In these 
embodiments, the sloping surfaces of the anodes 5 consid 
erably improve gas release compared to conventional pre 
baked anodes with a ?at bottom. The improved gas release 
contributes to a better circulation of the electrolyte 7 and 
helps reduce the voltage across the cell. 

FIG. 5 is a schematic representation of part of an alumi 
num reduction cell having a non-conductive cell bottom 
with a special bottom-entry current feeder arrangement. 
The non-conductive cell bottom comprises an alumina 

potlining 31 contained in a steel shell 33 which is connected 
to external buswork. Extending vertically from the bottom 
of shell 33 at spaced locations are a number of steel posts 34 
which terminate just below the top of potlining 31. At its top 
end, each post 34 is enclosed in a cap 35 of carbon. As 
shown in FIG. 1, the cap 35 consists of cylindrical body 
having a central bore 36 and a closed upper end 37. The post 
34 ?ts loosely in the bore 36 and is secured therein by 
pouring in cast iron or conductive pitch by the well known 
rodding process, or by force ?tting. Conveniently, the caps 
35 are secured to the posts 34 which may then be welded to 
the bottom of shell 33. To allow for thermal expansion, the 
top end of post 34 has one or more slots 38. The circular top 
end 37 of cap 35 lies ?ush with a top layer 39 of the potlining 
31. This top layer 39 may be tamped tabular alumina and is 
coated with a layer 40 erosion-resistant refractory material. 
The top upper end 37 and the sides of the carbon cap 35 are 
coated with a layer 41 of erosion-resistant material, for 
instance including TiB2 produced according to the inven 
tion. Maximum advantages are obtained when both the layer 
40 of refractory material and the top of carbon cap 35 are 
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both coated e.g. with TiB2. These coatings can be applied 
separately or together by applying a slurry over the entire 
cell bottom including the carbon areas 37. However, the 
invention also forsees the possibility that only the carbon 
surfaces may be coated. By extending the coating 41 down 
the sides of the carbon cap 35, maximum protection against 
erosion by aluminum or cryolite is obtained. 
Atop the erosion-resistant layers 40 and 41 is a layer of 

cathodic molten aluminum 42, which may be about 1-4 cm 
thick for an erosion-resistant cell bottom surface. Above the 
cathodic aluminum 10 is a layer of electrolyte 43, typically 
molten cryolite containing dissolved alumina at a concen 
tratiori well below saturation, into which anodes 44 dip. In 
operation, the electrolyte 43 may be at a temperature of 
about 900° C. or below. 
The anodes 44 may be conventional prebaked carbon 

anodes (especially for deep pool operation) or oxygen 
evolving non-consumable anodes (for shallow or deep pool 
operation). Preferred non-consumable anodes have an elec 
trically conductive substrate coated with a protective surface 
layer based‘ on cerium oxide-?uoride. Such surface layers 
can be preserved by including a concentration of cerium in 
the electrolyte 43, as mentioned beforehand and as described 
in US. Pat. No. 4,614,569. 
The described embodiment corresponds to the retro?tting 

of an existing type of cell with a steel shell bottom 33, used 
for supplying current. Of course, an alumina-?lled potlining 
can be employed with different cell base designs, for 
example having a solid aluminum base plate to which posts 
34 of a suitable high-temperature aluminum alloy are 
welded. Such alloys should have a fusion point of about 
1000° C. or in any event above the cell operating tempera 
ture. 

Instead of being a cylindrical cap, the protective carbon 
member can advantageously be a slab or bar having a ?at top 
face which extends across the cell. A slot can be provided in 
such a bar to receive a plate-like current-collector core. 
Alternatively, there can be several bores in the carbon to 
receive several current collector posts of corresponding 
shape. Also, especially for larger carbon current feeder posts 
or bars, it my be possible to dispense with the inner steel 
current supply bar. 
The current feeders can also be made entirely of carbon 

cylinders or slabs embedded in carbon blocks from which 
cathode conductor bars extend to external negative busbars. 
The coating 9 of the erosion-resistant refractory material 

can also be used in other cell designs, for example where 
drained cathodes have vertical surfaces or are sloping at a 
small angle to vertical. 
The invention will be further described in the following 

examples. 

EXAMPLE I 

A slurry was prepared from a dispersion of 10 g TiB2, 
99.5% pure,——325 mesh (<42 micrometer), in 25 ml of 
colloidal alumina containing about 20 weight % of solid 
alumina. Coatings with a thickness of 150i50 to 500i50 
micrometer were applied to the faces of carbon blocks. Each 
layer of slurry was allowed to dry for several minutes before 
applying the next, followed by a ?nal drying by baking in an 
oven at 100°—l50° C. for 30 minutes to 1 hour. 

The above procedure was repeated varying the amount of 
TiB2 in the slurry from 5 to 15 g and varying the amount of 
colloidal alumina from 10 ml to 40 ml. Coatings were 
applied as before. Drying in air took 10 to 60 minutes 
depending on the dilution of the slurry and the thickness of 
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the coatings. In all cases, an adherent layer of TiB2 was 
obtained. 

EXAMPLE II 

An anthracite-based cathode sample was coated with an 
adherent layer containing TiB2 as follows. 
A layer of pre-formed particulate TiBZ, 99.5% pure, was 

applied to an anthracite cathode sample in three coats using 
a solution of 25 g TiB2—325 mesh (<42 micrometer) in 10 
ml of colloidal alumina containing about 20% of the colloid. 
Each coating had a thickness of 150150 micrometer, and 
was dried for 10 minutes before applying the next coating. 
The sample was then ?nally dried in air at about 120° C. for 
about 1/2 hour to 1 hour. 

The resulting coated anthracite cathode sample had an 
adherent coating of TiBZ. Microscopic analysis of a cut 
specimen revealed a TiB2 layer adhering ?rmly to the 
anthracite substrate. 
When tested as cathode in a laboratory aluminum pro 

duction cell, the sample showed good wettability with 
molten aluminum and little or no sign of erosion. The 
aluminum was found to penetrate the coating and remain 
there. 

I claim: 
1. A method of using for the prevention of erosion, a 

carbon-containing cell component of a cell for production of 
aluminum by electrolysis of alumina dissolved in a molten 
electrolyte, said component having a coating of particulate 
refractory hard metal boride in a colloid applied from a 
slurry of the particulate refractory hard metal boride in a 
liquid colloidal carrier, wherein said erosion is physical 
erosion due to movement of molten aluminum and molten 
electrolyte and does not include any chemical attack or 
reaction. 

2. The method of claim 1, wherein the colloid comprises 
at least one of colloidal alumina, silica, yttria, ceria, thon'a, 
zirconia, magnesia, lithia, monoaluminium phosphate or 
cerium acetate. 

3. The method of claim 2, wherein the colloidal slurry is 
derived from colloid precursors and colloid reagents which 
are solutions of at least one salt selected from the group 
consisting of chlorides, sulfates, nitrates, chlorates, perchlo 
rates or metal organic compounds selected from the group 
consisting of alkoxides, formates, acetates of aluminum, 
silicon, yttrium, cerium, thorium zirconium, magnesium and 
lithium. 

4. The method of claim 3, wherein the colloid precursors 
or colloidal reagents contain a chelating agent selected from 
the group consisting of acetyl acetone or ethylacetoacetate. 
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5. The method of claim 3, wherein the solutions of metal 

organic compounds, principally metal alkoxides, are of the 
general formula M(OR)z where M is a metal or complex 
cation, R is an alkyl chain and z is a number from 1 to 12. 

6. The method of claim 1, wherein the refractory boride 
is selected from borides of titanium, chromium, vanadium, 
zirconium, hafnium, niobium, tantalum, molybdenum and 
cerium. 

7. The method of claim 6, wherein the refractory boride 
is titanium dibon'de. 

8. The method of claim 1, wherein the refractory boride 
has a particle size below 100 micrometers. 

9. The method of claim 8, wherein the pre-formed par 
ticulate refractory boride comprises particles of different 
sizes to optimize packing of the particles, with a particle size 
ratio of at least 2:1. 

10. The method of claim 9, wherein the particle size ratio 
of the pre-formed particulate refractory boride is in the range 
3:1 to 10:1. 

11. The method of claim 9, wherein the pre-formed 
particulate refractory boride has particles with sizes in the 
range from about 3 micrometers to about 50 micrometers. 

12. The method of claim 1, wherein the carbon component 
is impregnated with at least one compound selected from 
compounds of lithium, aluminum, cerium, sodium magne~ 
sium and potassium. 

13. The method of claim 12, wherein the colloidal carrier 
contains at least one compound of lithium and at least one 
compound of an element selected from the group consisting 
of aluminum magnesium, and mixtures thereof. 

14. The method of claim 1, wherein the component is 
made of carbonaceous material selected from petroleum 
coke, metallurgical coke, anthracite, graphite, amorphous 
carbon, fulerene, low density carbon or mixtures thereof. 

15. The method of claim 1, wherein said cell component 
is exposed to molten cryolite, molten aluminum or molten 
cryolite and molten aluminum. 

16. The method of claim 15, wherein said cell component 
is a cathode or forms part of a cathodic cell bottom. 

17. The method of claim 15, wherein the coating is 
aluminized prior to use of the component in the cell. 

18. The method of claim 1 wherein the refractory boride 
coating reduces the disintegration of the carbon component. 

19. The method of claim 1 wherein the refractory boride 
coating reduces the formation of cracks in the carbon 
component. 
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