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TRAILER WITH FIBERGLASS 

REINFORCED PLASTIC SIDE PANELS AND 
METHOD OF MAKING THE SAME 

BACKGROUND OF THE INVENTION 

This invention is generally directed to a vehicle, such as 
a trailer, van or the like, with side walls constructed of a 
novel ?berglass reinforced plastic. 

Prior art trailer side walls have been formed from panels 
made of sheets of plywood having inner and outer surfaces 
covered with a thin cover sheet of ?berglass reinforced 
plastic. While such panels have generally been satisfactory, 
it has been found that the thin, ?berglass reinforced plastic 
cover sheets are relatively easily punctured when, for 
example, struck by another vehicle or by a fork-lift truck or 
the like. If the ?berglass reinforced plastic sheets are 
increased as to thickness, the wall becomes too heavy and 
expensive. 

Other prior art trailers have eliminated the plywood and 
used a solid ?berglass reinforced plastic sheet for the walls 
which might, for example, be nearly a half-inch thick. 
Again, such solid sheets are expensive and too heavy. 
The present invention presents a novel side wall construc 

tion for a vehicle, such as a trailer, van or the like, that is 
intended to overcome these problems and other inherent 
problems in the prior art as well as to present several other 
advantages and improvements. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

A general object of the present invention is to provide a 
novel side wall for a vehicle, such as a trailer, van or the like. 

An object of the present invention is to provide a novel 
side wall for a vehicle formed by joining two sheets together 
made of ?berglass reinforced plastic and hollow glass or 
ceramic beads. ' 

Another object of the present invention is to provide a 
novel side wall for a vehicle that is lightweight and cannot 
be easily punctured. . 

Brie?y, and in accordance with the foregoing, the present 
invention discloses a vehicle structure, such as one for a 
trailer, van or the like, which includes a ?oor and at least one 
side wall connected to and extending upwardly therefrom. 
Each side wall is lightweight and includes two sheets, each 
of which is made of a ?berglass reinforced plastic material 
with hollow glass or ceramic beads intermixed therewith. 
When the ?berglass reinforced plastic material and the 
hollow glass or ceramic beads are intermixed, the beads tend 
to ?oat to one surface of the sheet so as to make one surface 
of the sheet bead-rich. The sheets are bonded together along 
the bead-rich surfaces. Each of the sheets are tapered along 
its outer surface from the bottom end to the top end of the 
wall. The resulting wall is lightweight, strong and cannot be 
easily punctured. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The organization and manner of the structure and opera 
tion of the invention, together with further objects and 
advantages thereof, may best be understood by reference to 
the following description, taken in connection with the 
accompanying drawings, wherein like reference numerals 
identify like elements in which: 

FIG. 1 is a perspective view of a trailer which have side 
walls which incorporate the features of the invention; 
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FIG. 2 is a cross-sectional view of a side wall of FIG. 1 

along line 2—-2; and 
FIG. 3 is an exploded perspective view of a side wall of 

the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

While the invention may be susceptible to embodiment in 
different forms, there is shown in the drawings, and herein 
will be described in detail, a speci?c embodiment with the 
understanding that the present disclosure is to be considered 
an exempli?cation 0f the principles of the invention, and is 
not intended to limit the invention to that as illustrated and 
described herein. 
The present invention discloses a novel side wall panel 

construction for use in a vehicle, such as a trailer 20, as 
shown in FIG. 1, van or the like. The trailer 20 generally 
includes a ?oor 22, a roof 24, and novel side wall 26 which 
incorporates features of the present invention. The trailer 20 
also includes wheels 28, one or more axles 30 for supporting 
a rearward end of the trailer and a landing gear 32 for 
supporting the trailer 20 when the trailer 20 is not attached 
to a tractor or the like. 

Each side wall 26 includes a panel 34. Alternatively, each 
side wall 26 could be made up from a plurality of such 
panels 34 fastened together. The panel 34 is connected to the 
?oor 22 and extends upwardly therefrom and is attached to 
upper and lower rails of the trailer 20 by suitable joining 
members, such as bolts or studs. 

As shown in FIGS. 2 and 3, the panel 34 includes two 
sheets 36, 38. Each sheet 36, 38 is generally rectangular and 
includes a ?rst or inner surface 40 and a second or outer 
surface 42. 

Each sheet 36, 38 is made of a ?rst suitable, lightweight 
material 44 with a second suitable, lightweight material 46 
intermixed with the ?rst material 46 when the sheets 36, 38 
are formulated. The sheets 36, 38 may be formulated by 
interrnixing the two materials 44, 46 together and allowing 
the sheets 36, 38 to solidify in molds. The second material 
46 has a density which is less than the density of the ?rst 
material 44. The preferred material for the ?rst material 44 
is a tough, strong and hard ?berglass reinforced plastic such 
as a polyester resin. Preferred materials for the second 
material 46 are hollow glass beads or hollow ceramic beads. 
These intermixed materials 44, 46 provide a lightweight 
sheet 36, 38 which is of a lighter weight than prior art trailer 
walls as described hereinabove. 

When the hollow ceramic or glass beads 46 are mixed 
with the ?berglass reinforced plastic material 44 when 
formulating the sheets 36, 38, the beads 46 tend to ?oat to 
one surface 48 (the top surface) of the sheet 36, 38 when the 
mixture is hardening causing that surface 48 of the sheet 36, 
38 to become bead-rich. This presents a disadvantage 
because when the sheet 36, 38 is placed in tension, the sheet 
36, 38 is relatively weak. In order to provide a side wall 26 
that can be placed in tension without the wall 26 rupturing, 
two sheets 36, 38, which have been formulated as disclosed 
herein, are laminated together, by suitable means such as a 
known adhesive 50, capable of bonding with the polyester 
resin and beads, along each sheet’s bead-rich surface 48. 
Thus, when the panel 34 is formed, the beads 46 are in the 
center of the panel 34, as shown in FIG. 2, and along the 
inner surface 40 of each sheet 36, 38, as shown in FIG. 3. 
The resulting side wall 26 is lightweight and strong and will 
not rupture under tension. 
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In order to further reduce the weight of the side walls 26, 
and thus the trailer 20, the second or outer surface 42 of each 
sheet 36, 38 can be tapered from the bottom end 52 of the 
panel 34 to the top end 54 of the panel 34 thereby reducing 
the thickness. For example, for a typical trailer wall panel 
that is one hundred and ten inches high, a panel formed in 
accordance with the present invention can be approximately 
three-eights of an inch thick at the bottom edge and three 
sixteenths of an inch thick at the top edge. In addition, the 
outer surface 42 of each panel 34 may be ?nished. 

While a preferred embodiment of the present invention is 
shown and described, it is envisioned that those skilled in the 
art may devise various modi?cations of the present inven 
tion without departing from the spirit and scope of the 
appended claims. The invention is not intended to be limited 
by the foregoing disclosure. 
The invention claimed is: 
1. A trailer structure comprising: 
a ?oor and at least one side wall connected to and 

extending upwardly from the floor, said side wall 
comprising two sheets, each of said sheets having an 
inner surface and an outer surface and being comprised 
of a tough, strong, ?berglass reinforced plastic material 
of a predetermined density, a plurality of hollow beads 
intermixed throughout said ?berglass reinforced plastic 
material, each hollow bead being of a predetermined 
density which is less than the density of said ?berglass 
reinforced plastic material, said hollow beads being 
relatively highly concentrated along portions of said 
inner surface of said sheet and substantially less con 
centrated toward said outer surface, said inner surfaces 
of said sheets being secured together. 

2. A trailer structure as de?ned in claim 1, wherein said 
outer surfaces of said sheets are tapered from the bottom end 
to the top end of said side wall. 

3. A trailer structure as de?ned in claim 1, wherein each 
said hollow bead comprises a glass bead. 

4. A trailer structure as de?ned in claim 1, wherein each 
said hollow bead comprises a ceramic bead. 

5. A trailer structure as de?ned in claim 1, wherein said 
inner surfaces of said sheets are secured together with 
adhesive. 

6. A panel comprising: 
two sheets, each of said sheets having an inner surface and 

an outer surface and being comprised of a tough, 
strong, ?berglass reinforced plastic material of a pre' 
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determined density, a plurality of hollow beads inter 
mixed throughout said ?berglass reinforced plastic 
material, each hollow bead being of a predetermined 
density which is less than the density of said ?berglass 
reinforced plastic material, said hollow beads being 
relatively highly concentrated along portions of said 
inner surface of said sheet and substantially less con 
centrated towards said outer surface, said inner surfaces 
of said sheets being secured together. 

7. A panel as de?ned in claim 6, wherein said outer 
surfaces of said sheets are tapered. 

8. A panel as de?ned in claim 6, wherein each said hollow 
bead comprises a glass head. 

9. A panel as de?ned in claim 6, wherein each said hollow 
bead comprises a ceramic bead. 

10. A panel as de?ned in claim 6, wherein said inner 
surfaces of said sheets are secured together with adhesive. 

11. A method of making a panel comprising: 
formulating ?rst and second separate sheets by: 
providing a ?rst material of a predetermined density 

hardenable into a tough, strong, ?berglass reinforced 
plastic material 

providing a second material comprising a plurality of 
hollow beads of a predetermined density, each said 
hollow bead having a density which is less than the 
density of said ?rst material, 

intennixing said ?rst material and said hollow beads 
together to form a mixture, 

hardening said ?rst material to form said tough, strong, 
?berglass reinforced plastic material while ?oating said 
hollow beads to one surface of the mixture to form a 
lower density bead-rich surface along said one surface 
of the mixture, the hardened mixture forming the 
respective sheet; and 

securing said ?rst and second sheets together along the 
lower density bead-rich surfaces. 

12. A method as de?ned in claim 11, wherein each said 
hollow bead comprises a glass bead. 

13. A method as de?ned in claim 11, wherein each said 
hollow bead comprises a ceramic head. 

14. A method as de?ned in claim 11, wherein said sheets 
are secured together by laminating said sheets together with 
adhesive. 


