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SURGICAL CUTTING INSTRUMENT 

FIELD OF THE INVENTION 

The invention generally relates to surgical cutting instru 
ments and more particularly high speed orthopedic bone 
cutter. 

BACKGROUND OF THE DIVENTION 

Modern surgical procedures increasingly involve the cut 
ting of bone material. For example, joint replacement sur 
gery such as hip replacement involves the hollowing out of 
the interior of the femur to provide a cavity to accommodate 
an arti?cial implant. 

It is known in the art that the heating of the bone during 
the cutting process should be minimized to avoid medical 
complications such as bone necrosis. Preferably, the tem 
perature at the bone interface should not exceed about 50° C. 
for more than 1 second. This is accomplished by minimizing 
heat generation during the bone cutting process and by 
maximizing heat removal from the cutting area. Heat is 
generally removed from the cutting area by a cutting ?uid 
(e.g. saline solution) which functions as a heat sink and also 
removes bone chips from the cutting area. 
US. Pat. No. 5,190,548 discloses a surgical bone reamer 

having a central bore in the shank of the reamer for carrying 
cutting ?uid. The ?uid exits the bore at the cutting head of 
the reamer and ?ows along the annular passageway between 
the shank and the bore hole. Unfortunately, at high speeds 
(e.g. greater than 40,000 to 50,000 rpm) centrifugal force 
will prevent the ?ow of cutting ?uid through the central bore 
of the drill, thereby inhibiting cooling of the bone surface 
during the drilling process. 

It is an object of the present invention to provide a high 
speed rotary bone cutter which reduces heat generation at 
the cutting surface and enhances heat removal from the 
cutting area. Other objects and advantages will be apparent 
from the following disclosure. 

SUMMARY OF THE INVENTION 

The present invention relates to an improved high speed 
rotary bone cutter comprising a drive shaft and a cutting 
head. The drive shaft has an elongated housing rotably 
mounted on the shaft. The housing has an enclosed ?uid 
passageway around the shaft for the ?ow of cutting ?uid. 
The cutting head is attached at one end of the drive shaft. 
The cutting head comprises a plurality of blades radially 
mounted on the head. Each blade has a cutting edge which 
is perpendicular to the rotational axis of the drive shaft. The 
cutting head also has a plurality of ?uid channels which 
direct cutting ?uid from the passageway to each of the 
cutting edges. Preferably, each of the cutting edges has a 
positive rake angle. 
A more thorough disclosure of the present invention is 

presented in the detailed description which follows in from 
the accompanying FIGURE. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a sectional view of the rotary bone cutter. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention relates to an improved high speed 
rotary bone cutter. Referring to FIG. 1, the bone cutter 10 
comprises drive shaft 12 and cutting head 14. The drive shaft 
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12 has housing 16 rotably mounted on the shaft. The housing 
provided with an inner core 18 having a plurality of races 
(outer race 20 shown at the end of the core). The inner core 
18 is rigidly ?xed to housing 16. Drive shaft 12 is provided 
with a plurality of collars (collar 22 shown) having a 
plurality of races (inner race 24 shown). Housing 16 is 
positioned on the drive shaft 12 to align outer race 20 with 
inner race 24 for receipt of bearings 26. An enclosed annular 
?uid passageway 28 is formed around the drive shaft 
between the wall of inner core 18 and outer wall 27 of 
housing 16. The wall of inner core 18 separates the pas 
sageway from the rotation of shaft 12. The end of housing 
16 is provided with an opening 29 to direct ?uid ?ow out of 
the housing onto the top surface 30 of cutting head 14. 
Cutting head 14 is provided with a plurality of radially 
mounted cutting blades 32. Referring to blade 33, each 
cutting blade comprises cutting edge 34 and channel 36. 
Cutting edge 34 preferably has a positive axial rake angle 
and extends outwardly from and perpendicular tov the rota 
tional axis 37 of drive shaft 12. The cutting edge 38 may also 
have a positive radial rake angle. Channel 36 is preferably 
located on the back side of blade 33 and functions to direct 
cutting ?uid ?owing out from annular ?uid passageway 29 
to the front portion of the cutting edge of blade 32 which is 
positioned radially behind blade 33. In an alternative 
embodiment, the channel 36 can comprise a plurality of 
bores through top surface 30 of the drilling head 14 posi 
tioned to direct ?uid ?ow from annular ?uid passageway 29 
to a cutting edge of each of the cutting blades. 

In operation, the cutter is rotated at high speeds of about 
70,000 to about 100,000 rpm. Cutting ?uid is ?owed by 
pump through inlet (not shown) in housing 16 into ?uid 
passageway 28. Inner core 18 insulates the cutting ?uid 
?owing in passageway 28 from the high rotation speed of 
drive shaft 12 as it ?ows along the length of housing 16. The 
cutting ?uid exits the housing through annular opening 29 at 
the end of the housing and ?ows onto the top surface 30 of 
cutting head 14. The ?uid then ?ows into channel 36 which 
directs it towards the cutting edge of each of the cutting 
blades. Because the ?uid ?ow is directed in the area directly 
in front of the cutting edge, hot bone chips are immediately 
cooled and removed from the surface of the bone to mini 
mize any heat transfer between the bone chips and the 
surface of the bone. The bone chips move up along the front 
side of the cutting blade past notch 38 in surface 30 and 
away from the cutting site. 

In an alternative embodiment, the housing 16 of cutter 10 
may be provided with an outer annular core (not shown) 
which would function to evacuate the mixture of cutting 
?uid and bone chips from the cutting site. The outer core 
would extend along the housing to the cutting head. 

Although this invention has been described with respect 
to speci?c embodiments, details thereof are not to be con 
strued as limitations for it will be apparent that various 
embodiments, changes and modi?cations may be resorted to 
without departing from the spirit and scope thereof, and it is 
understood that such equivalent embodiments are intended 
to be included within the scope of this invention. 
We claim: 
1. A high speed rotary bone cutter comprising: 
(a) an elongated housing having a proximal end and a 

distal end, said housing comprising an inner tube 
surrounded by a outer tube to de?ne a space between 
said inner tube and said outer tube, said space de?ning 
an enclosed ?uid passage and said outer tube being 
open at its distal end; 

(b) a drive shaft having a proximal end and a distal end, 
the drive shaft rotatably mounted inside of said inner 
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tube, said distal end projecting distally beyond said channels to direct cutting ?uid that exits from the open 
distal end of said inner tube and said distal end of said distal end of the outer tube to each of the cutting edges. 
outer tube, the inner tube separating the ?uid passage 2, The bone cutter of claim 1 wherein the plurality of 
from the rotation of th? drive Shaft; channels are formed on the back sides of plurality of blades. 

(c) a cutting head attached to the distal end of the drive 5 3. The bone cutter of claim 1 wherein the shaft and inner 
shaft and comprising (i) a plurality of blades radially core each have races which are aligned for receipt of 
mounted on the head, each blade having a cutting edge bearings. 
extending outwardly and perpendicular to a rotational 
axis of the drive shaft, and (ii) a plurality of ?uid * * * * * 


