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' [57] ABSTRACT 

A process and apparatus for the supercritical water oxidation 
of organic waste materials which avoids or at least substan 
tially reduces the corrosion and solids deposition problems 
associated with prior art techniques and which provides for 
e?icient heating of the waste material to reaction conditions. 
Externally heated supercritical water is fed to a compound 
platelet tube reactor. The compound reactor includes a 
reaction zone and inner (smaller) and outer (larger) concen 
tric platelet tubes supported concentrically within a shell. 
The water fed to the reactor both protectively coats surfaces 
of the inner and outer platelet tubes facing the reaction zone 
and heats the waste stream to oxidation reaction conditions. 
Higher reaction temperatures can be used as compared to 
prior art processes, which signi?cantly improves the reac 
tion rate and permits smaller reactors to be used. The 
protective ?lms of water on the surfaces of the platelet tubes, 
coupled with the elimination of preheating of the waste 
material, substantially reduces solids deposition and corro 
sron. 

11 Claims, 8 Drawing Sheets 
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INTERNAL PLATELET HEAT SOURCE AND 
METHOD OF USE IN A SUPERCRITICAL 

WATER OXIDATION REACTOR 

‘BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to an internal, transpiring-wall, 
platelet heat source and method of use in a supercritical 
water oxidation reactor and, in particular, to such a method 
and apparatus useful for the destruction of organic waste 
materials. 

2. Description of the Related Art 
It is known that the ?uid and solvating properties of water 

change dramatically at its thermodynamic “critical point”— 
i.e., at a temperature of about 706° F. and a pressure of about 
3204 pounds per square inch (“psi”). In particular, water 
above its critical point is a single-phase ?uid which is 
completely miscible with oxygen and most organic com 
pounds. At supercritical water conditions, mass transfer 
limitations which limit the usefulness of oxidation processes 
in subcritical water are eliminated and the solubility of 
inorganic salts drops to the parts per million range. With the 
addition of oxygen, e?icient destruction of organic com 
pounds by oxidation is achieved, while inorganic substances 
can be separated and withdrawn for disposal. Speci?cally, 
organic compounds may be oxidized in supercritical water 
to produce carbon dioxide and water. Following the oxida 
tion, inorganic materials may be removed as dry solids or 
precipitated as salts and removed as a brine. A signi?cant 
advantage of such a process is the extremely short residence 
time required, on the order of 5-20 seconds depending on 
process temperature, for destruction of organic compounds. 

supercritical water oxidation-de?ned as a process for 
oxidizing organic Waste compounds in supercritical water— 
has emerged as a potentially environmentally attractive 
technique for the safe and effective treatment of organic 
wastes and sludges. However, while organic compounds are 
completely miscible in supercritical water, inorganic salts 
present in the aqueous waste materials, or generated during 
the oxidation reaction, are essentially insoluble and may be 
deposited as solids on reactor and other system surfaces, 
which may lead to plugging and low operating e?iciencies. 
In addition to that solids deposition problem, corrosion of 
reactor and system surfaces has also occurred in supercriti 
cal water oxidation processes. Due to these problems, super 
critical water oxidation generally has not been successfully 
commercialized for the treatment of organic wastes and 
sludges. 

Various attempts have been made to rectify these prob 
lems. For instance, U.S. Pat. No. 4,822,497 discloses a 
reactor designed so that the supercritical temperature pro 
cess stream is transferred to a cooler zone in the same vessel 
at high pressure to form a brine which facilitates the removal 
of solids. More recently, U.S. Pat. No. 5,252,224 discloses 
a supercritical water oxidation process in which the reaction 
mixture is passed through the reactor at a velocity su?icient 
to prevent settling of a substantial portion of the solid 
particles from the reaction mixture. 

There is still a need for a supercritical water oxidation 
process and system which avoids the above-mentioned 
signi?cant problems of solids deposition and corrosion. 

Still more recently, commonly assigned, copending U.S. 
patent application Ser. No. 08/320,426, ?led Oct. 14, 1994, 
has proposed solutions to the foregoing problems. FIG. 1 
illustrates one embodiment of a process and apparatus for 
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2 
the supercritical water oxidation of an organic waste mate 
rial according to that copending application. 
As shown in FIG. 1, a waste material at a high pressure 

(e.g., about 3500-6000 psi) is fed with oxidant via line 16 
to a tubular reactor 17. The temperature of the waste is 
typically ambient (e.g., about 70° F.) but may be higher. 
Depending on the waste material, the temperature should be 
no more than about 650° F. 

Oxygen or other suitable oxidizing agent is supplied with 
the waste material to the reactor 17 via line 16. Alternatively, 
or in addition, oxygen (or other oxidant) may be supplied to 
one or more points along the length of the reactor. For 
example, as shown in FIG. 1, oxygen may be supplied to 
reactor 17 through lines 45 and 42. The place of oxidant 
addition to the reactor depends on the properties of the 
particular waste being treated. The addition of oxygen along 
the length of the reactor permits control of the reaction rate, 
and hence the temperature rise, within the reactor. 

If the intrinsic heat value of the waste material is low, a 
supplemental fuel also can be fed to the reactor along with 
the pressurized stream of waste material and oxidant. Any 
convenient gaseous or liquid fuel may be employed (e.g., 
alcohol, methane, methanol, etc.). Ignition of the supple 
mental fuel in the reactor provides the additional energy 
necessary to sustain the oxidation reaction. Preferably, how 
ever, the temperature of the pressurized waste/oxidant 
stream is increased from about ambient to reaction tempera 
ture by injection of water at supercritical conditions into the 
waste stream at one or more stages along the tubular reactor. 

Reactor 17 generally comprises a platelet tube concentri 
cally supported within a tubular shell. By “platelet tube” is 
meant a tube whose wall is formed of a plurality of stacked, 
thin plates having a large number of precisely engineered 
?uid passages formed therein to allow a ?uid such as water 
to pass through the wall from outside to inside, the number 
and shape of the interior openings of those ?uid passages 
being designed to provide a thin, protective ?lm of water on 
substantially the entire interior platelet tube surface. 

Platelet tubes are known to be useful, for example, in 
cooling surfaces of aerospace vehicles. They are commer 
cially available from Aerojet-General Corporation, Rancho 
Cordova, Calif. 

Generally, platelet tubes may be designed so that the 
injected supercritical water heats the waste stream to reac 
tion temperature and provides protection to the inner reactor 
surface. In order to heat the waste stream, the platelet wall 
?uid passages may be designed to inject relatively large 
streams of supercritical water directly into the main body of 
the waste stream at appropriate points along the length of the 
reactor. In order to protect the inner surface of the platelet 
tube from solids deposition and corrosion, the platelet wall 
may also include a large number of smaller openings for 
injecting supercritical water into the region along that wall. 
The particular design of such smaller openings is not critical 
and may be varied as long as an adequate protective thick 
ness of clean, supercritical water is provided on substantially 
the entire inner surface of the platelet tube. For example, a 
“transpiration” type platelet tube may be employed, in 
which a large number of small openings are provided in the 
plate forming the innersurface of the tube such that ?uid is 
injected essentially in a direction perpendicular to the tube 
inner surface. The net result of this type of ?uid injection is 
that the injected ?uid will mix with the main ?ow of waste 
and simultaneously provide a thin ?lm of clean supercritical 
?uid along the reactor wall. 

Alternatively, and in a preferred embodiment according to 
the aforementioned copending application, the small surface 



5,571,424 
3 

openings are specially designed to inject the ?uid in a 
direction substantially parallel to the interior tube surface, 
laying down on that surface a thin protective ?lm of super 
critical ?uid. In this embodiment, that protective ?lm will be 
provided for a short length along the interior tube wall from 
each aperture, after which the ?uid will tend to mix with the 
main body of waste and increase its temperature. In another 
embodiment, both types of small openings (i.e., perpendicu 
lar and parallel injection) may be provided in the platelet 
tube inner surface to simultaneously heat the waste stream 
and protect the platelet tube inner surface. 

FIG. 2 schematically illustrates how the supercritical 
water may be supplied to the central passage of the platelet 
tube to both heat the waste stream and form a protective ?lm 
along the inner surface of the platelet tube. As shown, waste 
is fed to and along the central passage of the platelet tube and 
supercritical water is fed to the annulus between the platelet 
tube and the shell. Fluid passages in the platelet tube wall, 
and a pressure drop across that wall, permit supercritical 
water to ?ow from the annulus through the tube wall and 
then into the central passage of the tube. The direction and 
amount of ?ow of supercritical water into the central pas 
sage is controlled by the size and shape of the ?uid passages 
in the tube wall. For example, in order to heat the waste in 
the central passage, a number of generally perpendicular 
streams (designated “A” in FIG. 2) may be provided, 
whereas a large number of generally parallel streams (des 
ignated “B” in FIG. 2) provide wall protection. 
An example of a ?uid ?ow pattern through the platelet 

tube wall that e?iciently covers its inside surface with 
supercritical water is illustrated in FIG. 3. That ?gure shows 
an exploded view of a portion of a platelet tube wall 
composed of seven different plates 100 through 106. The 
pattern of ?ow in the illustrated embodiment is essentially 
hexagonal, with a single ?uid inlet stream 107 being dis 
persed into 1,134 ?ow paths at the opposite side of the 
platelet wall. Speci?cally, a single ?uid inlet stream 107 
enters the tube wall through hole 108 in plate 100 and is 
immediately evenly distributed by six channels in plate 101 
to six outlets on the hexagon in plate 102 (only four of 
which, reference numerals 109 through 112, are shown in 
FIG. 3) as well as ?owing straight through hole 113 in plate 
102. The stream in each of those outlets is then split into six 
other streams by hexagonal channels in plate 103, and a 
stream which ?ows straight through. The process is repeated 
through plates 104, 105 and 106 until the ?uid ?nally exits 
the wall as 1,134 separate streams schematically illustrated 
114 in FIG. 3. 
The shape, of the apertures in plate 106 determines the 

direction of the ?uid stream exiting those apertures into the 
central portion of the platelet tube. For example, FIGS. 4 and 
5 illustrate an embodiment which creates a ?ow of ?uid in 
a direction generally parallel to the ?ow of waste and along 
inner surface 115 of the platelet tube. FIG. 4 (which is a plan 
view of a portion of the inside surface of the platelet tube) 
shows a plurality of apertures 116 in plate 106, each aperture 
being de?ned by a circular opening 117 partially overlaid by 
a trapezoidal opening 118. As shown best in FIG. 5 (which 
is a cross-section taken along line 6—6 of FIG. 4), ?uid 
?owing out through circular opening 117 is de?ected by 
surface 119 so as to ?ow along inside tube surface 115. The 
apertures may be formed by any convenient technique. 

FIG. 6 illustrates an alternative embodiment in which the 
many apertures in the inner surface of the platelet tube are 
shaped such that the ?uid streams emanating from them are. 
directed substantially perpendicular to the inner surface of 
the tube, as shown schematically in FIG. 3. However, in 
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addition to mixing with the main body of the waste stream 
to heat it, these many streams of clean, supercritical water 
also ?ow along the interior wall of the platelet tube to form 
a thin protective ?lm. 

FIG. 7 illustrates yet another embodiment in which a 
combination of transpiration apertures 120 and wall protec 
tion apertures 116 are provided in the inner surface of the 
platelet tube. With such a design, and by appropriate selec 
tion of the number and size of each type of aperture, the 
degree of wall protection can be controlled along with the 
e?’eet on the temperature of the waste stream in the reactor 
by the injected supercritical water. 
As illustrated in FIG. 1, reactor 17 comprises a platelet 

tube 50 concentrically supported within a tubular shell 51 
and support members 52. The platelet tube 50 de?nes a 
center tubular passage 60 into which the waste/oxidant 
mixture is fed for reaction. Between the outer wall surface 
of platelet tube 50 and the inner wall surface of shell 51 is 
provided an annular space 53 into which supercritical water 
is injected at one or more locations along the length of the 
reaction zone. 

Because of the differential between the relatively high 
pressure of the injected supercritical water in annular space 
53 and the somewhat lower pressure of the waste stream in 
center passage 60, the supercritical water readily ?ows from 
the annular space 53 through the ?uid passages provided in 
the wall of the platelet tube 50, into center passage 60. As 
noted above, the ?uid passage apertures provided on the 
inner surface of platelet tube 50 are designed to disperse the 
injected supercritical water as a thin ?lm along that inner 
surface. As a result, the temperature of the waste/oxidant 
mixture in central passage 60 is increased while the thin ?lm 
of water along the inner surface of platelet tube 50 protects 
that surface against deposition of solid material and corro 
sion. The thickness of the protective ?lm is not critical. It is 
only necessary that the supercritical water be provided to the 
platelet tube so that a ?lm is formed on the inner surface 
thereof so as to form a substantially continuous isolating 
layer of pure ?uid between the reactor wall and the waste 
stream undergoing reaction. 
The number and location of points along the reactor at 

which supercritical water is introduced into the annulus 53 
are not critical and depend on, for example, the temperature, 
?ow rate and heat content of the waste stream, the tempera 
ture and ?ow rate of the supercritical water, the size of the 
reactor, etc. The four points of addition shown in FIG. 1 are 
merely illustrative, and those skilled in the art recognize that 
a single addition may be su?icient, or that more than four 
points of addition can be used. Generally, the water injection 
along the length of the reactor is varied to allow temperature 
control within the reactor, provide an even ?ow distribution 
of water along the length of the platelet tube, assure sub 
stantially complete coverage of the surface of the reaction 
Zone by a protective ?lm of clean supercritical water, etc. 
A substantial advantage of the design described in the 

aforementioned copending application is the avoidance of 
solids deposition and corrosion on the reactor walls. This is 
accomplished by providing the thin, protective ?lm of water 
on the interior surface of the reactor tube, as described 
above, and also by eliminating extensive preheating of the 
waste material prior to reaction, which can cause both solids 
deposition and corrosion. Instead, according to this design, 
the waste is heated to reaction temperature by the injected 
supercritical water which may itself be heated outside the 
reactor by any suitable means. As shown in FIG. 1, for 
example, boiler-quality (i.e., clean) water, which is heated, 
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is fed to the reaction zone through lines 40, 41, 42 and 43. 
In an alternative embodiment, pressurized colder water (e. g., 
about 4000 psi or higher and about 300° F.) may be injected 
into the reaction zone at or near the end of the reactor to 
quench the reaction products. In FIG. 1, this embodiment is 
illustrated by stream 44. 
The particular oxidant employed for the reaction is not 

critical, and gaseous oxygen is preferred. Other oxidants 
which may be employed include hydrogen peroxide, air, etc. 

FIG. 1 also shows a method of cooling and separating the 
reaction product components. As shown, the reactor 17 
discharges directly into a liquid/gas separator 18 through 
inlet 55, and from which gaseous products are vented via 
stream 30. The solid and liquid components of the reaction 
mixture are cooled in separator 18 to a temperature of 
200°—600° F. by means of a cooled recycle stream. Accord 
ing to the aforementioned copending application, it is desir~ 
able, and therefore preferred, to cool the reaction products as 
quickly as possible to reasolubilize the solid inorganics as a 
brine. This may be facilitated by supplying pressurized 
colder water at or near the end of the reactor, as described 
above, to quench the reaction products. The temperature of 
the quench water is not critical and may be at any tempera 
ture below supercritical, for example, about 300° F. The 
resulting cooled liquid/solid mixture is removed from sepa 
rator 18 through outlet 56 via stream 19, at which point it is 
split into two streams 20 and 25. Stream 25 may be 
chemically treated, if desired, to neutralize any acids present 
by addition of an appropriate chemical (e. g., sodium hydrox 
ide, etc.) through line 27. The resulting neutralized material 
preferably has a pH of about 7. The resulting stream 28 can 
then be cooled in a heat ‘exchanger (not shown) to a 
temperature below the supercritical temperature and 
recycled to separator 18 via line 29. It is preferred to 
tangentially introduce the recycle stream 29 into separator 
18 above a channel separator 59 to provide a wetted wall and 
avoid salt accumulation. 

Stream 20 can be cooled in the heat exchanger to facilitate 
disposal or further treatment. 

As mentioned above, the process and apparatus described 
in the aforementioned copending application may involve 
the use of a combustion device located at the reactor inlet to 
bring the incoming waste/oxidant stream up to reaction 
temperature. For example, a suitable combustor or burner 
may be located at the inlet of the platelet tube reactor. A 
suitable fuel (e.g., alcohol, methane, methanol or similar 
liquid or gaseous fuel) and oxygen (or other oxidant) are 
separately preheated externally of the reactor and fed to the 
burner at the reactor entrance. Ignition of the fuel occurs at 
the burner face and increases the temperature of the incom 
ing waste stream. The type and amount of fuel, and the 
amount of oxygen, and their respective ?ow rates and 
temperatures may be varied to control the temperature 
increase experienced by the waste at the reactor inlet. 

FIG. 8 schematically illustrates a burner located at the 
inlet of the platelet tube. As shown in FIG. 8, the fuel and 
oxygen fed to the burner 200 are mixed in the area of a 
cone-shaped diffuser 201, surrounded by the waste stream. 
When the waste stream ?ows over the diffuser, a low 
pressure center is created at the diffuser face which induces 
circulation and mixing of the fuel and oxygen, thereby 
providing an e?icient ignition and heating of the waste 
material. Liquid and gaseous fuels of any kind can be 
employed. Ignition of the fuel at the diffuser face of the 
burner is assured by preheating both the fuel and oxygen 
streams, using any suitable technique. 
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The concept of preheating internally as described is also 

of particular interest in those cases where the waste or 
hydrocarbon containing slurry is treated at supercritical 
water conditions to effect separation of organic and inor~ 
ganic materials. Oxidation of the separated organic materials 
may be performed outside of the reactor for purposes of 
generating power, etc. The internal preheater in the case 
described above serves the purpose of bringing the stream to 
be treated to the critical temperature and above to effect the 
separation desired. For example, a platelet tube reactor 
system may be employed to separate organics from a waste 
stream under supercritical conditions for subsequent oxida 
tion, combustion, power generation, etc. 
The foregoing design provides signi?cant advantages by 

avoiding the solids deposition and corrosion associated with 
conventional supercritical water oxidation reactors. 

The foregoing design overcomes other drawbacks, as 
well. Generally speaking, there is a concern that very large 
amounts of supercritical water (on the order of 1100” F.) will 
be needed to preheat the sludge/water mixture to the process 
temperature of about 1050° F. It is known that the tempera 
ture of the heating water cannot be increased much over 
1100° F. due to the material strength of the vessel at that 
temperature and at the operating pressure of about 
4000—4500 psi in the vessel. One solution to this, discussed 
above with respect to FIG. 8, is to use a submerged com 
bustor in the center of the platelet to preheat the sludge/water 
mixture to the process temperature. 

However, there is a need for alternative designs to preheat 
the sludge/water mixture to the process temperature, while 
at the same time providing those advantages of the foregoing 
design. 

SUMMARY OF THE INVENTION 

The present invention provides an improved process and 
apparatus for the supercritical water oxidation of organic 
waste and other materials, which avoid the solids deposition 
and corrosion problems of the prior arr and which e?iciently 
heat the waste material to oxidation temperatures. 

In particular, according to the present invention, organic 
waste material is oxidized in supercritical water in a reaction 
zone of a compound platelet tube reactor which comprises 
inner (smaller) and outer (larger) platelet tubes supported 
concentrically within a shell. The compound platelet tube 
reactor includes, for at least part of its length, three elon~ 
gated chambers: (1) a central chamber within the smaller 
platelet tube; (2) an outer annular chamber de?ned by the 
outer surface of the larger platelet tube and the inner surface 
of the shell; and (3) an inner annular chamber de?ned by the 
outer surface of the smaller platelet tube and the inner 
surface of the larger platelet tube. The inner annular chamber 
constitutes the reaction zone. The walls of each platelet tube 
are provided with ?uid passages which permit the ?ow of 
?uid into the reaction zone through a plurality of apertures. 

Supercritical water is injected into the annular reaction 
zone from both the outer annular chamber (through the wall 
of the larger platelet tube) and from the central chamber 
(through the wall of the smaller platelet tube). Thus, thin 
?lms of protective supercritical water are formed over 
substantially the entire surfaces which de?ne the annular 
reaction zone, and the injected supercritical water assists in 
heating the mixture to reaction temperature. Thereby, the 
organic waste is reacted with the oxidant in the reaction 
zone. - 

The ?ow of the externally heated supercritical water 
serves to preheat the waste/oxidant stream in the reaction 
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zone to a temperature which would initiate oxidation of the 
organics contained therein. Since it is not necessary to 
preheat the waste stream substantially before reaction, and 
further in view of the protection afforded by the thin ?lms of 
supercritical water on the platelet tube surfaces of the 
reaction zone, solids deposition on, and corrosion of, those 
surfaces are substantially eliminated. In addition, also 
because of the protection afforded by the thin ?lms of water 
on those surfaces, a higher reaction temperature may be 
employed, which improves the overall e?iciency of the 
reaction and permits use of a smaller reactor. As a result, the 
required capital investment and operating costs are lower 
than they would ordinarily be without the advantages of the 
present invention. 
The present invention also includes, in one embodiment, 

auxiliary heating means for further heating the supercritical 
water in the central chamber. In one aspect, the auxiliary 
heating means comprises a coil or rod heater. This assists in 
the preheating of the waste/oxidant stream to reaction tem 
perature. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a process and apparatus useful for 
supercritical water oxidation according to commonly 
assigned, copending U.S. patent application Ser. No. 08/320, 
426, ?led Oct. 14, 1994. 

FIGS. 2—7 show, in even more detail, several embodi 
ments of platelet tube-type reactors which may be used 
according to the disclosure in the copending application. 

FIG. 8 schematically illustrates a burner which may be 
employed to heat a waste material to reaction temperature 
according to the disclosure in the copending application. 

FIGS. 9A and 9B illustrate, in cross section, embodiments 
of the present invention in which a compound platelet tube 
reactor is used for preheating the sludge/water mixture to 
process temperature in supercritical water oxidation. 

FIG. 9C is a plan view, in cross section taken along line 
9C—9C in FIG. 9A, showing the chambers of the compound 
platelet tube reactor of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Generally, a supercritical water oxidation process com 
prises feeding an aqueous waste stream containing organic 
compounds, or a pumpable organic sludge, to a reactor along 
with an oxidant source and, optionally, supplemental heat if 
the heat value of the waste is low. Following oxidation of the 
organics in the reactor under conditions of temperature and 
pressure above the critical point of water, solid/liquid and 
vapor/liquid separations can be performed. 

FIGS. 9A through 9C illustrate embodiments of a process 
and apparatus of the present invention for the supercritical 
water oxidation of an organic waste material. The present 
invention should not be limited to the speci?c arrangements 
shown in FIGS. 9A through 9C. Nevertheless, for conve 
nience, the present invention will be explained and illus 
trated by reference to those ?gures. 

Like reference numerals in FIGS. 9A through 9C indicate 
corresponding or like elements. 

As shown in FIGS. 9A and 93, a waste material at a high 
pressure (e.g., about 3500—6000psi) is fed with oxidant via 
lines 316 to annular reaction zone 335 of a compound 
platelet tube reactor 317. The temperature of the waste is 
typically ambient (e.g., about 70° F.) but may be higher. 
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Depending on the waste material, the temperature should be 
no more than about 650° F. High pressure has a bene?cial 
effect on the kinetics of the oxidation reaction in some cases. 
Accordingly, the minimum pressure is about 3500 psi, and 
it is preferred that the pressure of the waste fed to the 
reaction zone 335 is within the range of from about 4000 psi 
to about 6000 psi. 
Oxygen or other suitable oxidizing agent also is supplied 

with the waste material to the reaction zone 335 ‘via lines 
316. Alternately, or in addition, oxygen (or other oxidant) 
may be supplied to one or more points along the length of 
the compound reactor. For example, as shown in FIGS. 9A 
and 9B, oxygen may be supplied to reactor 317 through lines 
342 and 345. The place of oxidant addition to the reactor 
depends on the properties of the particular waste, being 
treated. The addition of oxygen along the length of the 
reactor permits close control of the reaction rate and hence, 
the temperature rise within the reactor. 

If necessary, such as when the intrinsic heat value of the 
waste material is low, a supplemental fuel could be fed to the 
reaction zone 335 along with the pressurized stream of waste 
material and oxidant. Any convenient gaseous or liquid fuel 
may be employed (e.g., alcohol, methane, methanol, etc.). 
Ignition of the supplemental fuel in the reaction zone 335 
would provide additional energy necessary to sustain the 
oxidation reaction. Preferably, however, the temperature of 
the pressurized waste/oxidant stream is increased from about 
ambient to reaction temperature by injection of water at 
supercritical conditions into the waste stream as will be 
discussed in more detail below. 

In the present invention, compound platelet tube reactor 
317 comprises inner (smaller) platelet tube 320 and outer 
(larger) platelet tube 324 supported concentrically within a 
shell 325. By “platelet tube” is meant a tube whose wall is 
formed of a plurality of stacked, thin plates having a large 
number of precisely engineered ?uid passages formed 
therein to allow a ?uid such as water to pass through the wall 
from outside to inside, or inside to outside, depending on the 
direction of the pressure drop. The number and shape of the 
openings of those ?uid passages in the wall surfaces are 
designed to provide a thin, protective ?lm of water on 
substantially the entire platelet tube surface. Such platelet 
tubes have been discussed above with respect to the com 
monly assigned, copending U.S. patent application Ser. No. 
08/320,426, ?led Oct. 14, 1994. 
The compound platelet tube reactor 317 includes, for at 

least part of its length, three elongated chambers: (l) a 
central chamber 310 within the smaller platelet tube 320; (2) 
an outer annular chamber 330 de?ned by the outer surface 
of the larger platelet tube 324 and the inner surface of the 
reactor shell 325; and (3) an inner annular chamber 335 
de?ned by the outer surface of the smaller platelet tube 320 
and the inner surface of the larger platelet tube 324. The 
inner annular chamber 335 comprises the reaction zone. The 
central chamber 310, the outer annular chamber 330 and the 
inner annular chamber (reaction zone) 335 are shown in 
FIG. 9C which is a plan view in cross section taken along 
line 9C—9C of FIG. 9A. 

The reaction zone walls of the respective platelet tubes 
320 and 324 are provided with ?uid passages which permit 
the ?ow of ?uid into the reaction zone 335 through a 
plurality of apertures. The inner platelet tube 320 could end 
abruptly, as shown in FIGS. 9A or 9B, or in a tapered manner 
to minimize ?ow discontinuities. As one having ordinary 
skill in the art would readily understand, the inner platelet 
tube is designed to optimize operating parameters based on 
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the temperature and ?owrate of the supercritical water, the 
volume of waste to be treated, etc. 
The length of the inner platelet tube 320 is determined in 

accordance with conventional thermal/hydraulic engineer 
ing calculations. For example, such calculations are ?rst 
performed to determine the quantity and temperature of the 
hot water from central chamber 310 needed to heat the 
aqueous waste and oxidant in the inner annular chamber 335 
to a temperature such that oxidation reaction can begin in the 
inner annular chamber. Further engineering calculations are 
performed to determine the length of inner platelet tube 320 
over which the calculated hot water quantity is delivered to 
the inner annular chamber 335. These calculations assure 
that the hot water entering the inner annular chamber 335 
forms a protective supercritical water ?lm over the outer 
surface of the inner platelet tube 320. 

Supercritical water is fed both to the central chamber 310 
within the smaller platelet tube 320, and to the outer annular 
chamber 330 de?ned by the larger platelet tube 324 and the 
inner surface of the shell 325. For example, supercritical 
water may be fed to the outer annular chamber 330 via one 
or more streams 341 and 343 along the length of the reactor 
as shown in FIGS. 9A and 9B, under conditions such that the 
resulting pressure in the outer annular chamber 330 is higher 
than the pressure in the reaction zone 335. Supercritical 
water is also fed to the central chamber 310 within the inner 
platelet tube 320 under conditions such that the resulting 
pressure in the central chamber 310 is higher than the 
pressure in the reaction zone 335. 

As a result, supercritical water is injected into the reaction 
zone 335 from both the outer annular chamber 330 (through 
the wall of the outer platelet tube 324) and from the central 
chamber 310 (through the wall of the inner platelet tube 
320). Thus, thin ?lms of protective supercritical water are 
formed over substantially the entire surfaces which de?ne 
the reaction zone 335, and the injected supercritical water 
assists in heating the mixture of waste material and oxidant 
to reaction temperature. 

In this manner, the organic waste is reacted with the 
oxidant in the reaction zone 335. 

In the design of the present invention, each of the plurality 
of apertures of the inner and outer platelet tubes 320 and 324 
is preferably shaped so as to direct the ?ow of supercritical 
water along the inner surface of the outer platelet tube 324 
and from the outer surface of the inner platelet tube 320. 
Also, each of the plurality of apertures of the inner and outer 
platelet tubes 320 and 324 is preferably shaped so as to 
simultaneously direct the ?ow of supercritical water (i) 
substantially perpendicularly from the inner surface of the 
outer platelet tube 324 and from the outer surface of the 
inner platelet tube 320 into the pressurized aqueous mixture 
in the reaction zone 335, and (ii) along the inner surface of 
the outer platelet tube 324 and along the outer surface of the 
inner platelet tube 320. 

In this regard, the radial ?ow of supercritical water into 
the reaction zone will provide heat to the waste/oxidant 
mixture therein, and the longitudinal boundary layer water at 
the surfaces of the platelet tubes facing the reaction zone 335 
will avoid solids deposition and corrosion. 

In the alternative embodiment of FIG. 9B, the ?uid in the 
central chamber 310 may be heated by a coil heater 350. Of 
course, a rod heater or equivalent heat source can be used as 
desired. It will be appreciated that this design augments the 
heating of the supercritical water fed to the inner platelet 
tube 320, if necessary. 

Also, in the design of the present invention, the super 
critical water being fed to the reaction zone 335 from the 
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inner platelet tube 320 can be at a much higher temperature 
than ll00° F. and provide most of the preheating of the 
waste material in the reaction zone 335. The inner platelet 
tube 320 can be designed for operation at 1500° F. or higher 
temperatures because of an operating pressure signi?cantly 
less than 4500 psi that it will experience. In fact, this inner 
platelet water could be at a temperature of 1500° F. or higher 
and heated in a variety of ways. In one aspect, it could be 
partially or totally heated externally (before entering the 
inner platelet tube 320). Alternatively, it could be partially or 
totally heated by the coil (or rod) heater 350 shown in FIG. 
9B. Further, one having ordinary skill in the art will recog 
nize that the supercritical water ?ow rate and temperature 
can be controlled along the platelet tube length to maximize 
process e?iciency by using suitable ?owmeters, temperature 
gauges, valves, and other ?uid control devices (not shown). 

While the method and apparatus of the present invention 
have been discussed above with respect to supercritical 
water oxidation of an organic waste material, this arrange 
ment also is equally applicable to subcritical conditions 
where an internal heat source is desired and there is a 
concern for solids deposition and corrosion. 

In general, the waste material to be treated according to 
the present invention may be any material containing 
organic and inorganic compounds. Typically, the waste 
material is an aqueous wastewater containing organic com 
pounds, and even toxic organics, such as sewage sludges, 
pyrotechnics, dyes, phenols, etc. Additionally, materials 
such as municipal or industrial wastes, coal, etc., may be 
treated according to the present invention. The particular 
organic compounds which are contained in the waste mate 
rial, and their concentration, is of importance only in regard 
to the rate of reaction and the maximum temperature 
achieved by the oxidation process. In other words, any 
organic compound in any concentration can be oxidized 
according to the present invention as long as oxygen is 
provided and the rate of reaction and maximum temperature 
can be controlled. In addition, when the process of the 
present invention is operated in the absence of oxygen or 
with less than the stoichiometric amount of oxygen (e.g., to 
separate the organic and inorganic components of the waste 
stream, as described below), the concentration of the waste 
material is less critical as long as the slurry or other form of 
waste material is pumpable or ?owable. 

In general, if necessary to provide pumpability or to 
reduce the heat content of the waste stream, water may be 
added. However, since addition of water, as well as the 
introduction of supercritical water to the reaction zone, 
increases the mass and volume of material ?owing through 
the reaction zone, the size and hence the expense of the 
reactor may increase, as well as the expense of treating the 
liquid contained in the reaction products. It is therefore 
preferred that any pre~reaction addition of water to the waste 
material be limited to that amount necessary to make the 
waste ?owable or pumpable and to prevent extreme reaction 
excursions. 

The residence time of the reactants in the reaction zone is 
dependant on several factors, including the temperature, the 
size of the reactor, the ?ow rates of materials into and 
through the. reaction zone, etc. As a general rule, the present 
invention permits reaction temperatures to be higher than the 
temperatures of prior art supercritical water oxidation pro 
cesses. In the past, the maximum temperature of reaction in 
such processes was about ll0O° F. due to the limitations of 
available reactor materials. At temperatures higher than 
about 1200° F. and high pressures, containment design using 
conventional reactor materials cannot be used due to lack of 
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strength, resulting in excessive thickness as well as exposure 
to a corrosive environment. However, in the present inven 
tion, because the surfaces of the platelet tubes are protected 
by thin ?lms of supercritical water and the pressure con 
tainment tube temperature is limited to that of the clean 
supercritical water in the reaction zone, reaction tempera 
tures higher than 1200° F. may be employed. 

Typically, in the present invention, the reaction tempera 
ture may vary from about 1100° F. to about 1800° F., or 
higher, and is preferably about 1250° F. At those tempera 
tures, the ?ow rates may be selected to provide a residence 
time in the reaction zone of about 5-20 seconds. In theory, 
the reaction temperature may be increased even further as 
long as a sui‘?cient amount of supercritical water can be fed 
through the respective platelet tube walls to keep protective 
?lms on the surfaces de?ning the reaction zone. The reaction 
temperature may be controlled by controlling the concen 
tration of organics in the waste stream which in effect 
regulates the heat of reaction per pound of material in the 
reactor. The use of high reaction temperatures in the present 
invention provides a signi?cant advantage. In particular, as 
the reaction temperature increases, the rate of the oxidation 
reaction increases and the reactor size may be correspond 
ingly decreased because a shorter residence time is neces 
sary. As a general rule, for every increase in reaction 
temperature of about 20°—30° F., the reaction rate approxi 
mately doubles. 
The size and wall thickness of the compound reactor 317 

are not critical and may be varied to suit the particular 
requirements of any given situation. As a general rule, the 
size of the platelet tubes will be determined by the amount 
of waste material being treated, its velocity and ?ow rate 
through the tubes, the need to protect the surfaces with a thin 
?lm of supercritical water, etc. The pressure tube (shell) of 
the compound reactor 317 is designed in accordance with 
established codes such as ASME Section I or Section VIII. 
The reactor or platelet tube design is dictated by the flow 
requirements of clean water through the platelet tubes to 
protect the walls thereof. 
The mechanical design of the platelet tubes takes into 

account the pressure drop across the platelet tube wall 
(generally less than 500 psi) and the temperature which is 
controlled by the supercritical ?uid ?owing through the 
platelet tube wall. The number of platelet holes or slots and 
their orientation is dictated by the nature of and the quantity 
of the waste stream being processed. 
The materials of construction of the compound platelet 

tube reactor 317 used in the present invention are not 
critical, and those skilled in the art can select appropriate 
materials of construction depending upon the waste being 
treated and the conditions of reaction. Typically, the respec 
tive platelet tubes and the outer shell 325 will be constructed 
of an alloy which has good high temperature properties, 
corrosion resistance, stress corrosion crack resistance, etc. In 
fact, since the reactor shell is not in contact with the waste 
materials and typically is not exposed to the high tempera 
tures existing in the reaction zone 335, it is usually su?icient 
simply to fabricate a shell according to the well~known 
principles of high pressure vessels. 
The size of the compound platelet tube reactor 317 will 

vary depending principally upon the amount and type of 
waste to be treated. For example, in order to process 400,000 
pounds per hour of a liquid wastewater having a concentra 
tion of sludge of 20% with a HHV of 5,000 BTU per pound, 
it is estimated that three (3) reactors would be required, each 
having a diameter of approximately 4 feet and a height of 
about 15 feet. 
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At the end of the reaction Zone 335, the material exiting 

the reactor, which is a mixture of gaseous oxidation reaction 
products, insoluble inorganic material, and steam, is usually 
still at supercritical water conditions. After removing (vent 
ing) the gaseous products, it is desirable to cool the resulting 
gaseous/solid mixture to solubilize the solid inorganic mate 
rial and to facilitate separation and disposal of the solids. 
This can be done using any convenient technique, such as 
dry physical separation (e.g., using a cyclone separator) or 
wet chemical separation. 
What is claimed is: 
1. A process for the supercritical water oxidation of an 

organic waste material comprising: 
feeding a pressurized aqueous mixture of the waste mate 

rial and an oxidant source to a reaction zone of a 
compound platelet tube reactor which comprises inner 
and outer platelet tubes supported concentrically within 
a reactor shell, the compound reactor comprising, at 
least for part of its length, three elongated chambers: (i) 
a central chamber within the inner platelet tube, (ii) an 
outer annular chamber de?ned by the outer surface of 
the outer platelet tube and the inner surface of the 
reactor shell and (iii) an inner annular chamber com 
prising a reaction zone and de?ned by the outer surface 
of the inner platelet tube and the inner surface of the 
outer platelet tube, the inner and outer platelet tubes 
being formed from a plurality of thin plates assembled 
into tube shapes and provided with ?uid passages, 
which permit the ?ow of ?uid into the reaction zone 
through a plurality of apertures; 

feeding heated supercritical water to (i) at least one point 
along said outer annular chamber and (ii) said central 
chamber under conditions such that supercritical water 
is injected into the reaction zone from both the outer 
annular chamber, through the wall of the outer platelet 
tube, and from the central chamber, through the wall of 
the inner platelet tube, forming thin ?lms of protective 
supercritical water over substantially the entire surfaces 
which de?ne the reaction zone and heating the mixture 
of waste material and oxidant to reaction temperature; 
and 

reacting the organic waste with the oxidant in the reaction 
zone. 

2. The process of claim 1 wherein the temperature of the 
pressurized aqueous mixture fed to the reaction zone is at 
most about 650° F. - 

3. The process of claim 2 wherein the pressurized aqueous 
mixture is at about ambient temperature. 

4. The process of claim 1 wherein the reaction is con 
ducted at a temperature of from about 1100° F. to about 
1800° F. 

5. The process of claim 4 wherein the reaction is con 
ducted at a pressure of from about 3500 to about 6000 
pounds per square inch. 

6. The process of claim 1 wherein the supercritical water 
is fed to the outer platelet tube at one point through the shell 
of the compound reactor. 

7. The process of claim 1 wherein the supercritical water 
is fed to the outer platelet tube at multiple points through the 
shell of the compound reactor. 

8. The process of claim 1 further comprising feeding 
additional oxidant to the reaction zone together with the 
supercritical water. 

9. The process of claim 1 further comprising heating 
water in the inner platelet tube with a coil or rod heater. 

10. The process of claim 1 wherein each of the plurality 
of apertures of the inner and outer platelet tubes is shaped so 
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as to direct the ?ow of supercritical water along the inner 
surface of the outer platelet tube and the outer surface of the 
outer inner platelet tube. 

11. The process of claim 1 wherein each of the plurality 
of apertures of the inner and outer platelet tubes is shaped so 
as to simultaneously direct the ?ow of supercritical water (i) 
substantially perpendicularly from the inner surface of the 
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outer platelet tube and the outer surface of the inner platelet 

tube into the pressurized aqueous mixture in the reaction 

zone, and (ii) along the inner surface of the outer platelet 
5 tube and along the outer surface of the inner platelet tube. 

* * * * * 


