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[57] ABSTRACT 

A method and system for compressing an input stream of 
data bytes into a compressed stream of data bytes using an 
LZ77-based compression scheme. The method and system 
also includes a decompressor for decompressing the com~ 
pressed stream into a decompressed stream of data bytes that 
is identical to the input stream. The compression system 
encodes matches using token offsets rather than the byte 
offsets used by prior art LZ77-based compression schemes. 
The compression system uses knowledge of the internal 
format of the input stream to identify tokens that are used to 

determine the token offsets. Preferably, the method parses 
the input stream by dividing it into tokens and assigning a 
token type to each token. The method searches the input 
stream for a matching sequence of already processed tokens 
that is identical to a current sequence of tokens. If a 
matching sequence is found, the method determines whether 
the token type of a selected token, such as the ?rst token, of 
the current sequence matches the token type of a corre 
sponding token of the matching sequence. The method 
determines a token offset indicating the number of bytes of 
the matching token type occurring between the selected byte 
and the corresponding byte of the matching sequence. The 
method determines the length of the match and encodes the 
current sequence as a match pair that includes the token 
offset and the length of the match. 

35 Claims, 5 Drawing Sheets 
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DATA COMPRESSION lVIETHOD AND 
SYSTEM 

TECHNICAL FIELD 

This invention relates generally to a method and system 
for data compression, and more particularly to a method and 
system for compressing data using LZ77-based compres 
sion. 

BACKGROUND OF THE INVENTION 

The history of the modern computer has been marked by 
the persistent demands of users for ever increasing computer 
power and storage capacity in an ever decreasing amount of 
space. Early efforts at satisfying the users’ demands focused 
on hardware improvements, that is, building memory 
devices that store the greatest amount of information in the 
smallest amount of space. While hardware improvements to 
date have been tremendous, they have always lagged behind 
the desires of many computer users. 

Although memory capacity and memory access speed 
continue to improve, microprocessor speeds have increased 
at a faster rate. As a result, e?forts to improve computing 
speed and memory capacity have focused increasingly on 
software data compression-storing more data in existing 
memory devices. Data compression technology ranges from 
simple techniques such as run length encoding to more 
complex techniques such as Huffman coding, arithmetic 
coding, and Lempel-Ziv encoding. 
A variety of data compression algorithms derive from 

work published in Ziv, Jacob and Lempel, Abraham, “A 
Universal Algorithm for Sequential Data Compression,” 
IEEE Transactions on Information Theory 23(3):337—343, 
May 1977. These algorithms are commonly referred to as 
LZ77 compression schemes. LZ77 compression schemes are 
based on the principle that a repeated sequence of characters 
can be replaced by a reference to the earlier occurrence of 
the sequence (i.e., a matching sequence). The reference 
typically includes an indication of the position of the earlier 
occurrence (typically a byte offset from the start of the 
repeated sequence) and the number of characters that are 
repeated (the match length). The references are typically 
represented as <offset, length> match pairs. 

FIG. 1 shows an example of an input character stream that 
is compressed according to a typical LZ77 compression 
scheme. The stream “the workers did their other work over 
there” is shown in uncompressed form. The spaces in the 
stream are represented by the underscore character (“one 
underscore”). Above each character is a number indicating 
the position of the character in the stream. 

The compressed stream in FIG. 1 represents the input 
stream in a LZ77-based compressed form. Since the ?rst 16 
characters are not part of a repeated sequence of characters, 
they are represented in the compressed stream in uncom 
pressed forrn as items known as literals. However, the 
sequence “the” starting at position 16 is a repeat of the 
sequence starting at position 0. The repeated sequence is 
represented in the compressed stream as the match pair 
<l6,3>. The byte offset of 16 indicates that the sequence is 
a repeat of the sequence starting 16 characters back in the 
stream (i.e., position 0), and the match length of 3 indicates 
that 3 characters are repeated. The next four characters do 
not begin repeated sequences, so they are represented as 
literals in the compressed stream. Typically, LZ77-based 
compression schemes require at least two characters to 
repeat before replacing the repeating characters with a match 
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2 
pair because it usually takes more bits to represent a match 
pair of match length 1 than it takes to represent a literal. The 
match pair <7,3> in the compression stream indicates that 
the sequence “the” starting at a byte offset of 7 (i.e., position 
16) and extending for 3 characters is repeated. The match 
pairs and literals in the remaining portion of the compressed 
stream are produced in a manner similar to that described 
above. 

Typically, LZ77-based compression schemes include a 
literal ?ag code (e.g., 0) with each literal and a match ?ag 
code (e.g., 1 ) with each match pair in the compressed 
stream. The ?ag codes are used by a decompressor to 
distinguish the literals from the match pairs during decom 
pression of the compressed stream into a decompressed 
stream identical to the input stream. In the example shown 
in FIG. 1, the decompressor ?nds the literal ?ag code 
included with each of the ?rst 16 literals of the compressed 
stream and copies the characters represented by the literals 
onto the decompressed stream. Next, the decompressor ?nds 
the match ?ag code included with the match pair <l6,3> of 
the compressed stream, so the decompressor knows that a 
match pair must be decoded. The decompressor decodes the 
match pair <16,3> by looking back 16 characters in the 
decompressed stream and copying three characters onto the 
end of the decompressed stream. The decompressor decodes 
the remainder of the decompressed stream in a similar 
manner using the ?ag codes to determine whether to copy a 
character represented by a literal or a sequence of characters 
represented by a match pair. 

Compression is achieved by representing a repeated 
sequence as a match pair with fewer bits than it would take 
to repeat the sequence. Prior art methods have increased 
compression further by employing variable-length codes to 
represent the byte offsets and the match lengths. Such 
variable encoding schemes are well-known, examples of 
which can be found in Bell, A Unifying Theory and Improve 
ments for Existing Approaches to Text Compression, Ph.D. 
Thesis, University of Canterbury, New Zealand, 1987, 
which is incorporated herein by reference. Variable encod 
ing schemes typically represent smaller byte offsets with 
fewer bits than larger byte offsets, because repeated strings 
typically occur shortly after one another. Similarly, variable 
encoding schemes typically represent shorter match lengths 
with fewer bits than longer match lengths because shorter 
repeated sequences typically occur more often than longer 
repeated sequences. While prior art compression methods 
have provided good compression, eiforts continue to search 
for even greater compression. 

SUMMARY OF THE INVENTION 

The present invention provides a method and system for 
compressing an input stream of data bytes into a compressed 
stream of data bytes using an LZ77~based compression 
scheme. The present invention also provides a method and 
system for decompressing the compressed stream into a 
decompressed stream of data bytes that is identical to the 
input stream. The present invention encodes matches using 
token offsets rather than the byte offsets used by prior art 
LZ77-based compression schemes. The compression system 
uses knowledge of the internal format of the input stream to 
identify tokens that are used to determine token o?sets. 

The method of the present invention ?rst parses the input 
stream into tokens, then processes each character by deter 
mining whether it is the start of a repeated sequence with a 
matching token, and encoding each repeated sequence as a 



5,572,206 
3 

match pair that includes a token offset and match length. 
Preferably, the method parses the input stream by dividing 
it into tokens and assigning a token type to each token. The 
method then searches the input stream for a matching 
sequence of already processed tokens that is identical to a 
current sequence of tokens. If a matching sequence is found, 
the method determines whether the token type of the ?rst 
token of the current sequence matches the token type of the 
?rst token of the matching sequence. If the token types 
match, the method determines a token o?set indicating the 
number of tokens of the matching token type occurring 
between the current sequence and the matching sequence. 
The invention determines the length of the match and 
encodes the current sequence as a match pair that includes 
the token offset and the length of the match. By encoding the 
current sequence using a token oifset rather than a byte offset 
typically used with LZ77-based schemes, the invention uses 
fewer bits to represent the current sequence, thereby pro 
viding better compression than prior LZ77-based schemes. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an example of an input stream compressed 
according to a prior art LZ77 method. 

FIG. 2 is a block diagram of a data compression system 
according to the present invention. 

FIG. 3 is an example of an input stream compressed 
according to the present invention. 

FIG. 4 is a schematic diagram of data structures used to 
compress an input stream according to the present invention. 

FIG. 5 is a ?ow diagram of a data compression method 
according to the present invention. 

FIG. 6 is a schematic diagram of search data structures 
used to compress an input stream according to the present 
invention. 

DETAHJED DESCRIPTION OF THE 
INVENTION 

The present invention provides a method and system for 
compressing an input stream of data bytes into a compressed 
stream using an LZ77-based compression scheme. The 
present invention also provides a method and system for 
decompressing the compressed stream into a decompressed 
stream of data bytes that is identical to the input stream. The 
compression system encodes matches using token oifsets 
rather than the byte offsets used by prior art LZ77-based 
compression schemes. The compression system uses knowl 
edge of the internal format of the input stream to identify 
tokens that are used to determine the token offsets. 

The compression system ?rst parses the input stream into 
tokens, then processes each character by determining 
whether it is the start of a repeated sequence with a matching 
token, and encoding each repeated sequence as a match pair 
that includes a token oifset and match length. The compres 
sion system parses the input stream by dividing it into tokens 
and assigning a token type to each token. For example, if an 
input stream comprises computer machine code instructions, 
then the parsing algorithm may divide the input stream into 
tokens that are instruction ?elds and assign token types 
indicating the diiferent types of instruction ?elds, such as an 
operation code (op-code), an address or an immediate data 
byte. The compression system then processes the input 
stream by searching for sequences of already processed 
tokens that match a current sequence of tokens. The com 
pression system determines that a sequence matches the 
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4 
current sequence when their byte values match and the token 
type of the start of the matching sequence is the same token 
type as the start of the current sequence. The token type of 
the start of the current sequence is referred to as the current 
token type. 

For example, suppose the current sequence is “C6 O7 18,” 
which is an Intel 80x86 machine code instruction equivalent 
to the assembly language instruction “Mov [07], 18,” the 
parser assigns a token type of “op-code” for the “C6”, a 
token type of “address” for the “07” instruction ?eld, and a 
token type of “immediate data” for the “l 8” instruction ?eld. 
(The sequence “C6 07 18” corresponds to 3 bytes and is 
shown in hexadecimal notation.) The ?rst two bytes of the 
current sequence would match the ?rst two bytes of “C6 07 
20”, which is a machine code instruction equivalent of the 
assembly language instruction “(Mov [07], 20)”, because the 
byte values are the same and the token type of the ?rst byte 
of each sequence is “op-code.” However, the ?rst two bytes 
of the current sequence would not match the last two bytes 
of “C6 C6 07”, which is a machine code instruction equiva 
lent of the assembly instruction “(Mov DH, 07)” because the 
“C6” and “07" in the “C6 C6 07” are of the “address” and 
“immediate data” token types, respectively. Because the 
start (C6) of the matching sequence “C6 07” has the same 
token type (op-code) as the start of the current sequence, a 
token oifset equal to a count of the number of tokens of the 
current token type between the current sequence and the 
matching sequence is su?icient to uniquely identify the start 
of the matching sequence. Consequently, when a matching ' 
sequence is found, the compression system encodes the 
current string as a match pair that includes the token offset 
and the length of the match. 

FIG. 2 is an overview block diagram of the data com 
pression system of the present invention. A compressor 10 
receives an input stream of data bytes and outputs a com 
pressed stream. A decompressor 12 receives the compressed 
stream and outputs a decompressed stream that is identical 
to the input stream. In a preferred embodiment, the com 
pressor and decompressor are implemented on a computer 
system comprising a central processing unit, a memory, and 
input/output devices. In alternate embodiments, the com 
pressor and decompressor are implemented using a special 
purpose computer system or using discrete logic devices. 
The compressor and decompressor may be used to compress 
and decompress various types of data including data stored 
in memory, stored on disk, or transmitted on a communica 
tions channel. 

The compressor 10 includes a parser 14 that divides the 
input stream into tokens and assigns a token type to each 
token. The token types used depends on the type of data in 
the input stream. Preferably, the parser is implemented by a 
?nite state machine, examples of which are well known in 
the computer science ?eld. One example of a parser is a 
disassembler, which divides machine code into instruction 
?eld tokens and assigns each of these tokens a token type 
that indicates that type of instruction ?eld for the token. 
Another example of a parser would be a ?nite state machine 
that labels characters of the English language according to 
whether the immediately previous character is a number, 
capital letter, small letter, punctuation, etc. 
The compressor 10 also includes a match ?nder 16 that 

searches the input stream for a matching sequence of already 
processed bytes that is identical to a current sequence of 
bytes. Numerous kinds of search methods are possible, 
ranging from a simple linear search of the input stream to 
more complicated hashing and tree-based methods. Some 
examples of well-known searching methods can be found in ‘ 
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Bell et at., Text Compression, Prentice-Hall, Inc., United 
States, 1990, which is incorporated herein by reference. In 
addition, discussed below with respect to FIG. 6 is a 
preferred search method employing a multi-dimensional 
direct address table. 

After the match ?nder 16 determines whether a match is 
found, an encoder 18 encodes the resulting match as a match 
pair or the resulting single byte as a literal if no match was 
found. Preferably, the encoder uses a variable encoding 
scheme in which shorter matches are encoded with fewer 
bits than longer matches. Preferably, the match ?nder uses 
variable encoding for both the token oifset and match length 
portions of a match pair. 

The compressed stream output by the compressor 10 can 
be either stored for later decompression or transmitted to a 
remote location where it is decompressed. The decompres 
sor 12 includes an LZ77 decoder 20 which decodes the 
match pairs and literals using its pre-programmed knowl 
edge of the encoding scheme used by the encoder 18 to 
produce the compressed stream. The LZ77 decoder outputs 
the single byte decoded from each literal to the decom 
pressed stream. Each decoded match pair produced by the 
LZ77 decoder includes a token offset and a match length. 

The LZ77 decoder 20 sends each token offset to a token 
decoder 22 which accesses the matching string indexed by 
the token offset and copies to the decompressed stream a 
number of bytes equal to the match length. In order to 
decode the token offsets the token decoder has knowledge of 
the parsing algorithm used by the parser to assign token 
types to the tokens of the input stream. Preferably, the parser 
14 and token decoder 22 are programmed with several 
parsing algorithms for several types of data (e.g. machine 
code, text, etc.) ‘and the compressor 10 places header infor 
mation on the compressed stream which indicates to the 
token decoder which parsing algorithm was used to create 
the compressed stream. 

A simple example illustrating the compression system of 
the present invention is illustrated in FIG. 3 using the same 
input stream used in the prior art example of FIG. 1. In this 
example, the parser 14 divides the stream into tokens of one 
byte in length and assigns a token type to each byte 
according to its position within a word. For example, the 
“w” in the word “workers” is assigned a token type of “0”, 
because it is the ?rst character of the word. Similarly, the 
second character “0” is assigned a token type of “1”, the 
third character “r” is assigned a token type of “2”, etc. When 
the parser ?nds a “__” character, it knows that the next 
character will be the ?rst character of the next word and will 
be assigned a token type of “0”. The output of the parser is 
seen in sequential format underneath the input stream with 
each character of each word being assigned a token type 
number line. Underneath the sequential format of the parser 
output is the same input stream in a two-dimensional format. 
In the two-dimensional format, each of 8 token types are 
shown on the ?rst line and each subsequent line shows a 
di?ferent word of the input stream. The two-dimensional 
format is shown to assist the reader in determining with 
which token type each character is assigned. 
None of the ?rst 16 characters are part of a matched 

sequence, so the match ?nder 16 outputs each of the 
characters in literal form. Note that “__” character of the 
word “did_” matches the “_” character of the word “the_,” 
but the match ?nder outputs the “_” character in literal form 
instead of a match pair having a match length of 1. That is 
because it typically takes more bits to encode a match pair 
having a match length of 1 than it does to encode a literal, 
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6 
so the match ?nder preferably only outputs match pair 
having a match length of at least 2. The “the” sequence at 
positions 16-18 is a repeat of the “the” sequence positions 
0-2 so the match ?nder outputs a match pair that includes a 
token oifset of 3 and a match length of 3. The token offset 
is 3 because there are three tokens of the ?rst character token 
type (labeled “0”) between the “t" of the previously occur 
ring matching sequence “the” in positions 0-2 and the “t” of 
the current sequence “the” in positions 5-7. Thus, the match 
?nder outputs a match pair of <3,3> instead of the match pair 
<l6,3> produced by the prior art compression scheme 
shown in FIG. 1. 

The next 7 characters in positions 19-25 are not part of a 
matched sequence so are output as literals. It should be 
appreciated that, in the example shown in FIG. 3, a matching 
sequence is found only if the ?rst character of the current 
sequence is of the same token type as the ?rst token of the 
matching sequence. For example, the sequence “the” in the 
word “other_” matches the sequence “the” of the word 
“theirM,” but a matching sequence is not found because the 
“t” of “other_” is of the token type “1,” while the “t” of 
“their_” is of the token type “0.” Although some matches 
can be missed using the present invention, the compression 
has been found to improve in most cases because of the 
decrease in bits needed to encode the shorter token offsets 
rather than the longer byte oifsets of the prior art methods. 

After outputting the literals for the characters in positions 
19-25 of the input stream, the match ?nder 16 determines 
that the “r_” current sequence at positions 26-27 matches 
the “r_” matching sequence at positions 20-21. The match 
?nder encodes the current sequence as the match pair <l ,2>, 
which identi?es the matching sequences as occurring at a 
token offset of l and extending for 2 characters. The match 
?nder determines that the next current sequence “work” at 
positions 28-31 matches thematching sequence “work” at 
positions 4-7, which is 4 tokens of type 0 prior to the current 
sequence, so the match ?nder encodes the current sequence 
with the match pair <4,4>. The next 6 characters are not part 
of a match sequence, so the match ?nder outputs 6 literals. 
The next current sequence “the” of the word “there” matches 
the matching sequence “the” in the word “their__,” which is 
4 words prior to “their,” so the match ?nder outputs a match 
pair of <4,3>. The last two characters “re” are not part of a 
matched sequence, so they are output as literals. 

It should also be appreciated that the ?nite state machine 
used by the parser 14 to assign token types to the tokens of 
the input stream must be known to the token decoder 22 of 
the decompressor. Preferably, the parser and token decoder 
each include multiple ?nite state machines that are capable 
of parsing and decoding multiple types of data, such as 
machine code, text, etc. As such, the compressor preferably 
includes header information in the compressed stream indi 
cating which type of data was compressed so that the token 
decoder can use the proper ?nite state machine. 

Shown in FIG. 4 is another example showing an input 
stream of data being compressed by the compressor 10 into 
a compressed stream. In this example, the input stream 
consists of bytes from a ?le with Intel 80x86 machine code 
instructions shown in the second column 43B of the upper 
portion of FIG. 4, next to addresses of the bytes forming the 
instructions in the ?rst column 43A. Shown in the third and 
fourth columns 43C, 43D is the assembly language operator 
and operand corresponding to the machine code instruction. 
The general format of Intel 80x86 machine code instructions 
includes an operation code (op-code) byte that speci?es the 
operations to be executed by the computer. Usually follow 
ing the op-code is a “Mod R/M” addressing byte that 
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speci?es the register or memory location upon which the 
operations speci?ed by the op-code will act. Often following 
the “Mod R/M” addressing byte is a displacement ?eld that 
is used in conjunction with the “Mod R/M” byte to specify 
an effective address operated on by the operation speci?ed 
by the op-code byte. Alternatively, when used without a 
“Mod RIM” addressing byte, the displacement byte is a 
program relative displacement that indicates where to con 
tinue execution of the program when used with a transfer 
operation, such as a Call or a Jump. The ?nal portion of the 
Intel 80x86 encoding scheme is an immediate data byte that 
speci?es a constant that will be used as an argument to the 
operation speci?ed by the op-code byte. It will be appreci 
ated that all numbers, including addresses, shown in FIG. 4 
are in hexadecimal notation. 

The compressor 10 receives the input stream in a history 
array 25. In FIG. 4, the history array includes an entry for 
each byte in the input stream, shown above each entry is the 
position of the entry within the history array. The parser 14 
creates a token array 31 with token types for each byte of the 
input stream. The token array is parallel to the history array 
such that each entry in the token array is indexed with the 
same pointer or offset value used to index the corresponding 
entry in the history array. Each entry in the token array 
preferably includes a count ?eld that indicates a sequence 
number for the entry with respect to the token type associ 
ated with the entry. For example, the token array entry 
associated with the “8B” in position 5 of the history array 
includes a token type of “P” and a sequence number 3, 
indicating that the “8B” is the third token of type “P” 
(op~code) found by the parser 14 for the input stream. The 
token type of “P” represents an op-code type; the token type 
of “M” represents a “Mod RIM” type; the token type of “D” 
represents a displacement type; and the token type of “I” 
represent immediate data type. 

For the ?rst eleven bytes in history array positions 0~A, 
there are no matching sequences of at least two bytes in 
length, so the ?rst eleven bytes are output as literals. When 
the match ?nder 16 selects the “FF 46” at positions B-C as 
the current sequence, the match ?nder determines that the 
byte values of the sequence match the byte values of the byte 
sequence “FF 46” at positions 2-3. The match ?nder deter 
mines that the token type (P) for the byte (FF) at position 2 
matches the token type (P) for the ?rst byte (FF) of the 
current sequence at position B. Consequently, the match 
?nder determines that a matching sequence has been found 
and determines the length of the match. The match ?nder 
tries to extend the match by comparing byte “F6” immedi 
ately following the current sequence with the byte “F6” 
immediately following the matching sequence. The match 
?nder continues to compare each byte following the current 
sequence with a corresponding byte following the matching 
sequence until the corresponding bytes do not match. 
Because the byte at position 5 (8B) does not match the byte 
at position E (F6) the matching sequence is not extended 
further and the match length equals three bytes. 

In order to encode the current sequence as a match pair, 
the match ?nder 16 determines the token offset for the 
matching sequence. Preferably, the match ?nder calculates a 
token o?set of 3 by subtracting the sequence number (2) in 
the count ?eld of the token array entry corresponding to the 
?rst byte (position 2) of the matching sequence from the 
sequence number (5) in the count ?eld of the token array 
entry corresponding to the ?rst byte (B) of the current 
sequence. The match ?nder then sends the match pair <3,3> 
to the encoder 18 which encodes the match pair according to 
a variable length encoding scheme. 
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The next two bytes “F6 25” at the input stream do not 

form part of a matching sequence, so they are output as 
literals. The next current sequence “SE SE F6” at positions 
10-12 matches the matching sequence “SE SE F6” at 
positions 5—7. The count ?eld corresponding to the ?rst byte 
of the current sequence at position 10 is 7, and the count ?eld 
corresponding to the ?rst byte of the matching sequence at 
position 5 is 3, so the token offset is 4 (7—3) and the match 
?nder outputs the match pair <4,5>. The next byte “18” at 
position 15 does not form part of a matched sequence, so that 
match ?nder outputs a literal. The match ?nder determines 
that the next current sequence “FF 46 F6” at positions 16-18 
matches the matching sequence “FF 46 F6” at positions 
B-D. The count ?eld corresponding to the byte at position 16 
is 9 and the count ?eld corresponding to the byte at position 
B is 5, so the token oifset is 4 (9-5) and the match ?nder 
outputs the match pair <4,3>. 

In an alternative embodiment, each program relative 
displacement associated with a transfer operation is con 
verted from a byte displacement to a token displacement by 
the parser 14. For example, in FIG. 4 the instruction “EB 14” 
is a jump instruction to the instruction at a program relative 
displacement of 14 bytes. The program relative displace 
ment is computed from the location of the instruction 
following the jump instruction, so the displacement 14 
indicates a memory location 16 (2+l4). An instruction 
always begins with an op-code (P), so the parser knows that 
location 16 stores an op-code (P), which in the example, is 
“FF.” Using that knowledge, after parsing is complete, the 
compression system replaces the displacement of 14 bytes 
with a token displacement of 7. The 7 is computed by 
subtracting the sequence number (2) for the token array 
entry of the next instruction (position 2) from the sequence 
number (9) for the token array entry for the instruction at 
position 16. After all program relative byte displacements 
are converted to token displacements, the match ?nder 
searches for matching sequences as described above. In the 
example, the token displacement “7” at position 1 is not part 
of a matched sequence so it is output as a literal. Of course, 
the decompressor converts the token displacement back to 
the program relative displacement to obtain a decompressed 
stream that is identical to the input stream. 

In most situations, a program relative displacement points 
to an op-code of an instruction. However, some program 
mers intentionally use a program relative displacement to 
point to an instruction ?eld other than an op—code. As a 
result, when the parser 14 encounters such a non-standard 
use of a program relative displacement, it adds an escape 
code to the program relative displacement and does not 
convert the program relative displacement to a token dis 
placement. The escape code is a value that is not a valid 
token displacement, such as 00, so that the decompressor 
will understand that the program relative displacement was 
not converted to a token displacement. 

There are two potential bene?ts achieved by converting 
program relative byte displacements to token displacements, 
which are shorter. First, many encoding schemes variably 
encode literals, so that shorter token displacements typically 
are encoded with fewer bits than the longer byte displace 
ments. Second, converting byte displacements to token 
displacements make it more likely to ?nd matching 
sequences. For example, assume that an input stream of 
machine code instructions includes 200 jump instructions 
(“EB”) with byte displacements ranging from 1 to 200. 
Assume that after conversion the token displacements range 
from 1 to 75. Because there are 200 token displacements 
with only 75 different possible values, the probability that 
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there are repeated values is higher than the case where there 
are 200 byte displacements with 200 different possible 
values. Therefore, by increasing the probability of repeated 
values, the conversion of byte displacements to token dis 
placements increases the number of matching sequences 
found and thereby increases the compression of the input 
stream. 

FIG. 5 is a how diagram of a compression method 
according to a preferred embodiment of the present inven 
tion. In step 24, the compressor receives the input stream in 

10 
preferred embodiment employs the scheme shown below in 
Table A. In step 38, the compressor determines whether 
there are more bytes of the input stream to process. Steps 
32-38 are then repeated until a matching sequence of the 
predetermined minimum number of bytes (preferably 2) is 
found. 

If the match ?nder 16 ?nds a matching sequence in step 
34, the match ?nder determines the length of the matching 
sequence in step 40. The length of the matching sequence is 

the history array 25 (FIG. 4). In step 26, the parser 14 10 determined simply by a byte-by~byte comparison of the 
determines the data type of the input stream data so that the bytes following the current sequence with the bytes follow 
Pafsef can determine Which ?nite State machine to 1186 to ing the matching sequence. Preferably, the match length 
assign token types to the bytes of the input Stream The increases with each matching byte until a predetermined 
parser determines the data type based-on an indication from 15 maximum length is reached (512 in a preferred embodi 
a user ‘F a pro‘grarh supptymgthe mpht stream or from ment). Note that the token types of the bytes (other than the 
header informant)“ Included Ymh the 1“put Stream data- ?rst) in the matching sequence do not necessarily have to 
Based on the Intel 80x86 machine code data type, the parser match; it is only the byte values that need match 
knows that there are four token types representing the types . 
of instruction ?elds. In step 28, the parser 14 creates the 20 In Step 41’ the match ?nder 16 determmes the token offset 
token may 31 (FIG 4) with token types for each byte of the for the matching sequence. Preferably, ‘the match ?nder 
input stream. In step 30, the compression system converts all determines the token Offset by subtrachng the hequence 
program relative displacements to token displacements as number located 111 the token may ehtty corrhsphhthhg to the 
discussed above_ ?rst byte of the matching sequence from the sequence 
The match ?nder 16 in step 32 selects a multi-byte current 25 number located in the token may entry corresponding to the 

sequence to be processed. Preferably, the current sequence ?rst byte of the_ current Sequence (See Sequence numbers In 
selected is a minimum of two bytes because a match of only token may 31 In FIG 4)~ The match ?nder Sends the token 
a single byte in length may be di?icult to compress, Since, offset to the encoder 18 which encodes the current sequence 
by de?nition, the ?rst byte of the input stream Cannot match as a match pair that includes the token oiTset and the match 
a previous byte, the match ?nder selects the second through 30 length d?termined by the match ?nder. 
third bytes as the ?rst Current sequence- In step 42, the encoder 18 encodes the match pair of the 

In step 34, the match ?nder 16 determines whether a current sequence according to a variable length encoding 
matching sequence can be found. As discussed above, many scheme. In a preferred embodiment, the encoder uses the 
adequate search methods are known in the art and a pre- scheme recited in Table A. In Table A, each format is read 
ferred search method is discussed below with respect to FIG. 35 from right to left. The “0” and “11” in the ?rst two rows to 
6. If the match ?nder determines that there is no previously the right of the literals are literal ?ag codes that alert the 
processed sequence that matches the current sequence, the decompressor that a literal follows. The ‘001,” ”Ol0l,” and 
match ?nder outputs a literal for the ?rst byte of the current “1101” to the right of the match pairs in the next three rows 
sequence. In step 36, the encoder 18 encodes the literal. are match ?ag codes that alert the decompressor that a match 
While many methods can be used to encode the literal, a pair follows. 

TABLE A 

Format Meaning 

Literal and Match Group Offset Encoding 

xxxxxxxO Literal with 7 least signi?cant bits (0 . . . 127) 
xxxxxxxll 

_ . . . LxxxxxxOOl 

. . . LXxxxxxxxOlOl 

. . LxxxxxxxxxxxxllOl 

1111111111111101 

Literal with 7 least signi?cant bits (128 . . . 255) 

Match with a 6~bit offset (0 . . . 63) followed by length 
Match with an 8-bit offset (64 . . . 319) followed by length 
Match with a 12-bit offset (320 . . . 4414) followed by length 
EOS pattern (looks like otfset=4415) 

\OOOQQLII-kbl 
10 
14 
17 
18 

33 

Match Length Encoding 

34(11~bit encodings) 

65 
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TABLE A-continued 

12 

Format Meaning 

0000001000000 66(l3-bit encodings) 

1111111000000 
000000010000000 

129 
l30l5-bit encodings) 

111111110000000 
00000000100000000 

257 
258(l7-bit encodings) 

0llllllll00000000 512 

In an alternate embodiment, the encoding used for a literal 
depends on the token type of the token represented by the 
literal. Similarly, the encoding used for a match pair depends 
on the token type of the ?rst token of the matched current 
sequence. The alternate embodiment uses a different set of 
encodings, such as Huffman codes or arithmetic codes, for 
each token type. 
As is well known in the art, the Huifman code assigned to 

each particular value of a set of values depends on statistical 
data computed for the set. Shorter Hu?man codes are 
assigned to those values occurring more often than the other 
values in the set. Huffman codes can be assigned statically 
based on general statistics for the type of data being com 
pressed, or they can be assigned dynamically based on the 
particular statistics for the actual data being compressed. For 
example, when assigning static Huifmarr codes to English 
text, the letter “e” is always assigned the shortest Huifman 
code because it is the most common letter in general. 
However, for a particular text item, such as a story about 
Mississippi, the letters “5” and “i” might be more common 
than “e.” As a result, dynamic Huifman encoding would 
yield better compression for the Mississippi story because 
“s” and “i” would be assigned shorter Hu?man codes than 
“c.” However, dynamic Huifman encoding is slower 
because of the extra time required to maintain statistics and 
modify the Hu?‘man codes based on the statistics. 

In the alternate embodiment of the invention, the method 
associates each token type with a different set of Huffman 
codes. The method assigns shorter Huffman codes to token 
values occurring more often than other token values of the 
same token type. Preferably, the invention employs dynamic 
Huffman codes, but static Huffman codes can be employed 
for more speed and less compression. For example, using the 
input stream of data shown in FIG. 4, the dynamic Hu?’man 
encoding method would assign the shortest Huffman code of 
the op-code token type to “FF,” because “FF” is the most 
common op-code in the input stream. Similarly, the dynamic 
Huifman encoding method would assign the shortest Huif 
man code of the displacement token type to “F6,” because 
“F6” is the most common displacement in the input stream. 

It will be appreciated that the encoder 18 need not include 
any bits in each encoding to distinguish between token 
types. That is because the ?nite state machine used by the 
token decoder 22 of the decompressor 12 and the parser 14 
of the compressor 10 is deterministic. That is, the ?nite state 
machine knows which type of token will follow each current 
token. For example, for a “push” operation code, the parser 
knows that another operation code will immediately follow. 
Likewise, for a transfer operation, such as the “jump” at 
address 0 in FIG. 4, the parser knows that a displacement 
byte (D) will follow. Using such knowledge, the token 
decoder decodes each of the token offsets in the compressed 
stream. 
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FIG. 6 is a block diagram illustrating a sample search data 
structure 44 in conjunction with the history array 25 in a 
preferred embodiment. The history array 25 contains an 
input stream of data bytes, which in the example are the 
machine code instructions shown in FIG. 4. The number 
above each byte in the history array indicates the position of 
the byte within the history array. For example, the byte “F6” 
is at position 7 within the history array. 
The search data structure 46 is a multi-dimensional direct 

address table that contains an entry for each possible byte. 
Thus, when a byte contains 8 bits, the table contains 256 
entries. For example, the entry indexed by F6 contains 
search information relating to byte sequences that begin with 
an “F6.” FIG. 6 shows each of the entries of the search data 
structure immediately adjacent each other for compactness, 
but the actual search data structure would have all 256 
entries in numerical order. Each entry contains a number of 
slots. A slot contains information that identi?es a previous 
occurrence of a byte sequence in the history array. In the 
example of FIG. 6, each entry contains four slots. In a 
preferred embodiment, each entry contains eight slots. In an 
alternate embodiment, each entry has a variable number of 
slots based on the expected frequency of the byte in an input 
stream. One skilled in the an would appreciate that by using 
more slots, a greater amount of compression can be 
achieved, but generally at the expense of a greater time of 
compression. When an entry contains four slots, the search 
data structure can contain information for four byte 
sequences that begin with the indexed byte. Each slot 
contains a next byte ?eld 48 and a position ?eld 50. The next 
byte ?eld contains the next byte after the indexing byte. The 
position ?eld contains the position of the next byte in the 
history array. One skilled in the art would appreciate that a 
next byte ?eld is included to speed searching. The byte 
value of the next byte could be obtained by using the 
position ?eld as an index into the history array. 

The ?rst eleven bytes of the history array contain no 
matching byte sequences, so the match ?nder 16 outputs a 
literal for each byte. The match ?nder updates the search 
data structure entry for each of the ?rst eleven bytes such 
that each entry points to the byte in the history array 25 
following the byte associated with the entry. The match 
?nder selects the “FF 46” in positions B-C as the current 
sequence. The match ?nder accesses the “FF” entry in the 
search data structure 46 using the “FF” as an index. The 
match ?nder searches the “FF” entry slots for a “46” which 
is the second byte of the current sequence. The next byte 
?eld of the ?rst slot contains a “46” so a matching sequence 
of two bytes is found (“PF 46”). The position ?eld points to 
position 3 as the location of the second byte (“46”) of the 
matching sequence. The match ?nder checks position 2 of 
the token array 31 to determine whether the ?rst byte (“FF”) 
of the matching sequence is of the same token type as the 
?rst byte of the current sequence. Since both bytes are in the 
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op-code group (P), the match ?nder attempts to extend the 
matching sequence by comparing the byte at position D with 
the byte at position 4 and ?nds the matching sequence “FF 
46 F6.” The match ?nder compares the byte at position E 
with the byte at position 5, but is unable to extend the 
matching sequence (step 40 of FIG. 5). The match ?nder 
determines a token offset of 3 for the matching sequence by 
subtracting the token sequence number for the ?rst byte of 
the matching string from the token sequence number for 
current sequence (5—2=3) (step 41 of FIG. 5). The encoder 
18 encodes the current sequence “FF 46 F6” as a match pair 
with a token offset of 3 and a match length of 3 (step 42). 
The match ?nder updates the “FF” entry of the search data 
structure 46 to identify the current byte sequence. 
As shown in FIG. 6, the search data structure 46 contains 

information on the previous byte sequences when the current 
byte sequence starts at position E in the history array. The 
search data structure entry for “F6” contains a slot that 
identi?es each of the four previous byte sequences that begin 
with an “F6”, that is, “F6 8B”, “F6 C6”, “F6 FF”, and “F6 
F6.” When the current byte sequence “F6 25” at positions 
E-F is processed, the search data structure 46 is searched to 
determine whether an “F625” is identi?ed as a previous byte 
sequence (step 34 of FIG. 5). In this example, no slot for the 
entry indexed by “F6” contains a “25” as the next byte. 
Consequently, the compression system overwrites the slot 
for the “F6” byte that has been least recently updated. In this 
case, the slot identifying the byte sequence “8B” is replaced 
with information to identify the current byte sequence “25”. 
Speci?cally, the next byte ?eld is overwritten with a “25” 
and the position ?eld is overwritten with an F. 

An LRU (least-recently updated) data structure 54 that is 
parallel to the search data structure 46 contains an entry for 
each byte and is indexed by the byte. The entries identify the 
least recently updated slot for the corresponding entry in the 
search data structure. The LRU structure (as shown) actually 
contains the slot number (0-3) of the most recently updated 
slot. The least recently updated slot is obtained by adding 1 
to the value in the LRU entry. For example, the least recently 
updated slot for “F6” is slot 0; so the LRU data structure 
contains a 3 (3+1 mod 4:0). When the current byte sequence 
does not match any byte sequence in the search data struc 
ture, the LRU is updated to point to the next slot (in a 
circular fashion) and the next slot is overwritten with the ?rst 
byte and position of the current byte sequence. One skilled 
in the art would appreciate that an estimate of a least recently 
updated slot can be made by selecting the slot with the 
smallest position value and thus making the LRU data 
structure unnecessary. 

In alternate embodiments, the byte sequence can be any 
number of bytes. The search data structure could be imple 
mented as a direct access table indexed by two bytes and 
thus having 216 entries. Alternatively, the search data struc 
ture could be implemented as a hash table. When a hash 
table is used, byte sequences with diiferent ?rst bytes could 
hash to the same entry causing a collision. When a collision 
occurs, the ?rst byte of each byte sequence identi?ed by a 
slot would need to be checked to determine a match. 

In another embodiment, the slots for each entry could be 
maintained as a linked list. The linked list could be imple 
mented as an array parallel to the input stream with a slot for 
each byte in the input stream. Each entry in the search data 
structure would point to a linked list of slots identifying next 
byte values. The slots in the linked list would link together 
next byte values for the same ?rst byte. When searching the 
linked list, only a certain number of slots are checked for a 
match. When no match is found, a new slot is added to the 
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beginning of the linked list to identify the current byte 
sequence. When a matching slot is found, it is preferably 
removed from the linked list and a new slot added to the 
beginning of the linked list to identify the current byte 
sequence. 

It will be appreciated that, although speci?c embodiments 
of the invention have been described herein for purposes of 
illustration, various modi?cations may be made without 
departing from the spirit and scope of the invention. Accord 
ingly, the invention is not limited except as by the appended 
claims. 
We claim: 
1. A computer-implemented data compression method of 

compressing an input stream of bytes, each byte having a 
position, comprising: 

assigning a token type to each byte of the input stream, the 
token type assigned to each byte being selected from 
plural token types; 

searching for a matching sequence of already processed 
bytes that matches a current sequence of bytes; 

determining that a selected byte of the current sequence 
and a corresponding byte of the matching sequence 
have the same token type; 

determining a match length indicating the number of 
bytes in the matching sequence; 

determining a token o?‘set indicating the number of 
already processed bytes of the same token type posi 
tioned between the current sequence and the matching 
sequence; and 

appending to an encoded data stream a match code 
indicating the token offset and the match length. 

2. The method of claim 1 wherein the appending step 
includes assigning the match code according to the token 
type of the selected byte. 

3. The method of claim 1, further comprising: 
for each byte not forming part of a matched current 

sequence, appending to the encoded data stream a 
literal that indicates the byte. 

4. The method of claim 3 wherein the step of appending 
a literal includes assigning the literal according to the token 
type of the byte being indicated by the literal. 

5. The method of claim 3, further including appending a 
?rst literal ?ag code to the literal if the byte indicated by the 
literal is within a ?rst range of values and appending a 
second literal ?ag code to the literal if the byte indicated by 
the literal is within a second range of values. 

6. The method of claim 5, further including forming the 
literal from less than all of the bits of the byte indicated by 
the literal, such that when the ?rst literal ?ag code is 
appended to the literal, the literal and ?rst literal ?ag code 
do not include more bits than the byte indicated by the 
literal. 

7. The method of claim 1 wherein the input stream of 
bytes is a stream of machine code bytes readable by a 
computer, and wherein the assigning step includes assigning 
an operation code token type to a plural number of the bytes 
and assigning a program relative displacement token type to 
a chosen byte, the chosen byte indicating the number of 
bytes between the chosen byte and a targeted byte that was 
assigned an operation code token type, the method further 
comprising: 

replacing the chosen byte with a token displacement byte 
indicating the number of operation code bytes in the 
input stream between the chosen byte and the targeted 
byte. 

8. The method of claim 7 wherein the current sequence 
includes the chosen byte and the determining a token offset 
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step includes determining the token offset to indicate the 
number of bytes of the program relative displacement token 
type positioned between the chosen byte and a correspond 
ing byte of the matching sequence. 

9. The method of claim 1, further comprising: 
decompressing the encoded data stream into a decom 

pressed data stream identical to the input stream. 
10. A computer-implemented data compression method of 

compressing an input stream of data, comprising: 
parsing the input stream by dividing the input stream into 

tokens and assigning a token type to each token; 
searching for a matching sequence of already processed 

tokens that matches a current sequence of tokens; 

determining that a selected token of the current sequence 
and a corresponding token of the matching sequence 
are each of a ?rst token type; 

determining a match length indicating the number of 
tokens in the matching sequence; 

determining a token o?'set indicating the number of 
already processed tokens of the ?rst token type between 
the current sequence and the matching sequence; and 

appending to an encoded data stream a match ?ag code 
indicating the token offset and the match length. 

11. The method of claim 10 wherein the appending step 
includes assigning the match ‘code according to the token 
type of the selected token. 

12. The method of claim 10, further comprising: 
for each token not forming part of a current sequence that 

is identical to a matching sequence, appending to the 
encoded data stream a literal that indicates the token; 
and 

appending to the literal a literal ?ag code distinguishing 
the literal from the match ?ag code. 

13. The method of claim 12 wherein the step of appending 
a literal includes assigning the literal according to the token 
type of the token being indicated by the literal. 

14. The method of claim 10 wherein the input stream of 
data is a stream of machine code instructions readable by a 
computer, and wherein the parsing step includes assigning 
an operation code token type to a plural number of the 
tokens and assigning a program relative displacement token 
type to a chosen token, the chosen token indicating the 
number of tokens between the chosen token and a targeted 
token that was assigned an operation code token type, the 
method further comprising: 

replacing the chosen token with an token displacement 
token indicating the number of operation code tokens in 
the input stream between the chosen token and the 
targeted token. 

15. The method of claim 14 wherein the current sequence 
includes the chosen token and the determining a token olTset 
step includes determining the token offset to indicate the 
number of tokens of the program relative displacement 
token type positioned between the chosen token and a 
corresponding token of the matching sequence. 

16. The method of claim 10, further comprising: 
decompressing the encoded data stream into a decom 

pressed data stream identical to the input stream. 
17. A method in a computer system for compressing data, 

the data comprising a multiplicity of tokens, each token 
having a token value and one of a plurality of token types, 
the method comprising the steps of: 

determining the token type of each token; 
?nding a matching sequence of tokens having the same 

token values as a current sequence and having a token 
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with the same token type as a corresponding token in 
the current sequence; and 

representing the current sequence based on a count of 
tokens having the same token type, the count of tokens 
indicating a position of the matching sequence. 

18. The method of claim 17, further comprising: 
appending to an encoded data stream a representation of 

the current sequence resulting from the representing 
step; and 

for each token not forming part of a current sequence that 
matches a matching sequence, appending to the 
encoded data stream a literal that indicates the token. 

19. The method of claim 18, further including appending 
a ?rst literal ?ag code if the token indicated by the literal is 
within a ?rst range of values and appending a second literal 
?ag code if the token indicated by the literal is within a 
second range of values. 

20. The method of clam 19, further including forming the 
literal from less than all of the token indicated by the literal, 
such that when the ?rst literal ?ag code is appended to the 
literal, the literal and ?rst literal ?ag code do not include 
more bits than the token. 

21. The method of claim 17, further comprising: 
determining a match length indicating the number of 

tokens in the matching sequence having the same token 
values as the current sequence; and 

determining a token o?rset indicating the count of tokens, 
wherein the representing step includes representing the 
current sequence as a match code indicating the match 
length and the token oifset. 

22. A data compression system for compressing an input 
stream of data, comprising: 

a parser that parses the input stream by dividing the input 
stream into tokens and assigns a token type to each 
token; 

a match ?nder that ?nds a matching sequence of tokens 
that matches a current sequence of tokens, the matching 
sequence having a token with the same token type as a 
corresponding token in the current sequence; and 

an encoder that encodes the current sequence as a match 
code indicating a count of tokens of the same token 
type, the count of tokens indicating a position of the 
matching sequence. 

23. The data compression system of claim 22 wherein the 
encoder includes means for appending to an encoded data 
stream a literal that represents a token not forming part of a 
current sequence that matches a matching sequence. 

24. The data compression system of claim 23 wherein the 
match code is appended to an encoded data stream, the 
system further comprising a decompressor that decom 
presses the encoded data stream into a decompressed stream 
identical to the input stream. 

25. A computer storage medium for controlling a com 
puter to compress data, the data including a plurality of 
tokens, each token having a token value and one of a 
plurality of token types, comprising: 

computer instructions for determining the token type of 
each token; 

computer instructions for ?nding a matching sequence of 
tokens having the same token values as a current 
sequence and having a token with the same token type 
as a corresponding token in the current sequence; and 

computer " instructions for representing the current 
sequence based on a count of tokens having the same 
token type, the count of tokens indicating a position of 
the matching sequence. 
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26. The computer storage medium of claim 25, further 
comprising: 

computer instructions for appending to an encoded data 
stream a representation of the current sequence result 
ing from the instructions for representing the current 5 
sequence; and 

for each token not forming part of a'current sequence that 
matches a matching sequence, computer instructions 
for appending to the encoded data stream a literal that 
indicates the token. 

27. The computer storage medium of claim 26 wherein 
the computer instructions for appending a literal to the 
encoded data stream includes: 

computer instructions for appending a ?rst literal ?ag 
code if the token indicated by the literal is within a ?rst 
range of values; and 

computer instructions for appending a second literal ?ag 
code if the token indicated by the literal is within a 
second range of values. 

28. The computer storage medium of claim 26 wherein 
the computer instructions for appending a literal to the 
encoded data stream includes computer instructions for 
assigning the literal according to the token type of the token 
being indicated by the literal. 

29. The computer storage medium of claim 25, further 
including: 

computer instructions for determining a match length that 
indicates the number of tokens in the matching 
sequence having the same token values as the current 
sequence; and 

computer instructions for determining a token offset indi 
cating the count of tokens, wherein the computer 
instructions for representing the current sequence 
include computer instructions for representing the cur 
rent sequence as a match code that indicates the match 
length and the token oifset. 

30. A method in a computer system for decompressing 
encoded data into decoded data having a multiplicity of 
tokens, each token having a token value and one of a 
plurality of token types, the encoded data comprising an 
encoded match code associated with a matched sequence of 
tokens, the method comprising the steps of: 

determining the token type of a selected token of the 
matched sequence; 

determining from the encoded match code a count of 
tokens having the same token type as the selected token 
of the matched sequence, the count of tokens indicating 
a position of a matching sequence of tokens that match 
the matched sequence of tokens: 
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accessing the matching sequence using the count of 

tokens; and 
decoding the matched sequence based on the token values 

of the matching sequence. 
31. The method of claim 30 wherein the encoded data 

includes a literal that represents a token not forming part of 
a matched sequence, further comprising: 

determining whether the literal includes a ?rst literal ?ag 
code indicating that the token represented by the literal 
is within a ?rst range of values, and if so, outputting the 
token from the ?rst range of values; and 

determining whether the literal includes a literal ?ag code 
indicating that the token represented by the literal is 
within a second range of values, and if so, outputting 
the token from the second range of values. 

32. The method of claim 30 wherein the encoded match 
code includes a token offset and a match length, the token 
o?set indicating the count of tokens and the match length 
indicating the number of tokens in the matching sequence 
having the same token values as the matched sequence, and 
wherein the decoding step includes copying the token values 
of the tokens of the matching sequence based on the match 
length. 

33. A method in a computer system for compressing a data 
string having a sequence of data values, each data value 
having one of a plurality of data value types, the method 
comprising: 

identifying the data value type of a current data value in 
the data string; 

determining whether a matching data value and its data 
value type in the data string matches the current data 
value and its data value type; and 

encoding the current data value based on a count of data 
values having the same data value type as the- current 
data value, the count of data values indicating a posi 
tion of the matching data value in the data string. 

34. The method of claim 33 wherein the count of data 
values further indicates a number of data values that have the 
same data value type as the current data value and that are 
in between the current data value and the matching data 
value. 

35. The method of claim 34, further including the step of 
determining a match length number of data values that 
follow the current data value and that match the data values 
that follow the matching data value, wherein the step of 
encoding further includes encoding the match length num 
ber. 


