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FULL COLOR THREE DIMENSIONAL 
PROJECTOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a full color three dimen 

sional projector, and more particularly, to a full color three 
dimensional projector from which a full color image having 
polarity can be obtained by a single projector. 

2. Description of the Prior Art 
Recently, a three dimensional projector has been practi 

cally utilized for obtaining a three dimensional image by 
‘ overlapping projecting polarized images to the human eyes. 
One approach has two projectors or display systems, where 
one projector provides a right eye display and the other a left 
eye display on a screen. Each display has its own polariza 
tion, for instance, “P” and “S”, respectively, by means of a 
polarization plate provided in the projectors. 

Each of the polarized images projected from the projec 
tors are formed so as to provide optimized images through 
image alignment and/or image focusing on‘ a screen. The 
polarized images are perceived by the eyes through polar 
ized glasses for three dimensional viewing. 

FIG. 1 is a schematic view for explaining the method for 
accomplishing three dimensional images in such a conven 
tional three dimensional projector. 

In the three dimensional projector illustrated in FIG. 1, a 
?rst projector 10 and a second projector 12 having respec 
tive polarization plates are provided and a screen 14 for 
displaying projected images from the ?rst and second pro 
jectors 10 and 12 is installed. 

In this case, two projectors are required to accomplish 
three dimensional image display and two light sources are 
needed. Accordingly, heat loss in the light sources is induced 
to deteriorate light e?iciency. Moreover, since the three 
dimensional image is obtained by using a multitude of 
projectors and by carrying out image alignment and image 
focusing, the size of the projectors is large and control of 
each element is very di?icult. 

SUMMARY OF THE INVENTION 

In view of the above-mentioned problems accompanied 
by the conventional technique, an object of the present 
invention is to provide a full color three dimensional pro 
jector having reduced size by which three dimensional 
image display can be accomplished using a single light 
source. 

To accomplish the object, there is provided in the present 
invention a full color three dimensional projector compris 
ing: a light source for emitting light including red, blue and 
green color components; a condensing means for condens 
ing the emitted light and converting the light into a parallel 
light; a color separating means for separating the parallel 
light into the red, blue and green color components; a ?rst 
means for splitting the red component into polarized beams 
and for forming the optical image of the red component; a 
second means for splitting the blue component into polar 
ized beams and for forming the optical image of the blue 
component; a third means for splitting the green component 
into polarized beams and for forming the optical image of 
the green component; a ?rst projecting means for projecting 
one color component among the three polarized color com 
ponents to a screen; a second projecting means for project 
ing another color component among the three polarized 
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2 
color components to the screen; and a third projecting means 
for projecting the remaining color component among the 
three polarized color components to the screen. 

Preferably, the second and third projecting means are the 
same, and a light combining means for combining two 
polarized color components among the three polarized color 
components is further included in front of the projecting 
means. As the light combining means, a dichroic mirror or 
a dichroic prism can be employed. 

Further, the ?rst means comprises: a ?rst polarization 
coating layer for re?ecting a ?rst polarized component and 
for transmitting a second polarized component; a ?rst con 
verting means for converting the ?rst polarized component 
re?ected by a ?rst polarization coating layer into the second 
polarized component; a ?rst light valve modulator for pro 
viding a ?rst optical image for the ?rst polarized component; 
a second converting means for converting the second polar 
ized component transmitted through the ?rst polarization 
coating layer into the ?rst polarized component; a second 
light valve modulator for providing a second optical image 
for the second polarized component. The second means 
comprises: a second polarization coating layer for re?ecting 
a third polarized component and for transmitting a fourth 
polarized component; a third converting means for convert 
ing the third polarized component re?ected by a second 
polarization coating layer into the fourth polarized compo 
nent; a third light valve modulator for providing a third 
optical image for the third polarized component; a fourth 
converting means for converting the fourth polarized com 
ponent transmitted through the second polarization coating 
layer into the third polarized component; a fourth light valve 
modulator for providing a fourth optical image for the fourth 
polarized component. The third means comprises: a third 
polarization coating layer for re?ecting a ?fth polarized 
component and for transmitting a sixth polarized compo 
nent; a ?fth converting means for converting the ?fth 
polarized component re?ected by a third polarization coat 
ing layer into the sixth polarized component; a ?fth light 
valve modulator for providing a ?fth optical image for the 
?fth polarized component; a sixth converting means for 
converting the sixth polarized component transmitted 
through the third polarization coating layer into the ?fth 
polarized component; a sixth light valve modulator for 
providing a sixth optical image for the sixth polarized 
component. 

In this case, it is preferred that the ?rst, third and ?fth 
polarized components have S orientations, and the second, 
fourth and sixth polarized components have P orientations. 
Further, it is also preferred that the ?rst, second, third, 
fourth, ?fth and sixth converting means are quarter wave 
plates. 
As the color separating means, a dichroic prism having a 

red color component re?ecting surface and a blue color 
component re?ecting surface formed in a crossed X-shape 
can be used. 

Polarization beam splitting prisms or polarization beam 
splitting plates can be employed in the ?rst, second and third 
means, and projecting lenses can be preferably used as the 
?rst, second and third projecting means. 

In the three dimensional projector according to the present 
invention, three dimensional image can be displayed by 
using a single projector. Therefore, manufacturing thereof is 
advantageous and the size thereof can be reduced. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above object and advantages of the present invention 
will become more apparent by describing in detail a pre 



5,575,548 
3 

ferred embodiment thereof with reference to the attached 
drawings, in which: 

FIG. 1 is a schematic view for explaining the method for 
accomplishing a three dimensional image in the conven 
tional three dimensional projector; 

FIG. 2 is a constitution diagram for explaining elements - 
and operation along the separating path of the red color 
component in the three dimensional projector according to 
an embodiment of the present invention; 

FIG. 3 is a constitution diagram for explaining elements 
and operation along the separating path of the blue color 
component in the three dimensional projector according to 
an embodiment of the present invention; and 

FIG. 4 is a constitution diagram for explaining elements 
and operation along the separating path of the green color 
component in the three dimensional projector according to 
an embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

A preferred embodiment of the present invention will be 
described in detail referring to the attached drawings. 

FIGS. 2-4 are constitution diagrams for explaining ele 
ments and operation in the three dimensional projector 
according to an embodiment of the present invention. 

In the projector according to this embodiment, a halogen 
lamp 20 for emitting white color is provided as a light source 
for emitting light including red, blue and green color com 
ponents. 

Condensing lenses 21 for condensing the light emitted 
from light'source 20 and for converting this light into a 
parallel light, and re?ecting mirrors 22 in concave shapes are 
provided as condensing elements. Further, a dichroic prism 
23 as a color separating device for separating the parallel 
light into the red, blue and green color components is 
provided. Dichroic prism 23 includes a ?at red color re?ect 
ing surface 24 and a ?at blue color re?ecting surface 25 in 
a crossed X-shape. 

Apparatuses are installed for splitting each color compo 
nent into polarized beams and for forming optical images. A 
?rst polarization beam splitting prism 26 for red color 
component polarization beam splitting and forming the 
optical image thereof, a second polarization beam splitting 
prism 32 for blue color component polarization beam split 
ting and forming the optical image thereof and a third 
polarization beam splitting prism 38 for green color com 
ponent polarization beam splitting and forming the optical 
image thereof are provided. 

In particular, ?rst polarization beam splitting prism 26 for 
splitting the red color component separated by red color 
component re?ecting surface 24 in dichroic prism 23 and for 
forming the optical image, includes a ?rst polarization 
coating layer 27 for re?ecting the red color component 
having S orientation, while transmitting the red color com 
ponent having P orientation, at ?rst quarter wave plate 28 for 
converting the red color component having S orientation 
re?ected by ?rst polarization coating layer 27 into the red 
color component having P orientation by rotating the red 
color component having S orientation by 90° during passing 
to and from ?rst quarter wave plate 28, a ?rst light valve 
modulator 29 for forming a ?rst optical image, a second 
quarter wave plate 30 for converting the red color compo 
nent having P orientation transmitted through ?rst polariza~ 
tion coating layer 27 into the red color component having S 
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4 
orientation by rotating the red color component having P 
orientation by 90° during passing to and from second quarter 
wave plate 30, and a second light valve modulator 31 for 
forming a second optical image. 

Second polarization beam splitting prism 32 for splitting 
the blue color component separated by blue color compo 
nent re?ecting surface 25 in dichroic prism 23 and for 
forming the optical image has similar elements as in ?rst 
polarization beam splitting prism 26. That is, this apparatus 
includes a second polarization coating layer 33 for re?ecting 
the blue color component having S orientation, while trans 
mitting the blue color component having P orientation, a 
third quarter wave plate 34 for converting the blue color 
component having S orientation re?ected by second polar 
ization coating layer 33 into the blue color component 
having P orientation by rotating the blue color component 
having S orientation by 90° during passing to and from third 
quarter wave plate 34, a third light valve modulator 35 for 
forming a third optical image, a fourth quarter wave plate 36 
for converting the blue color component having P orienta 
tion transmitted through second polarization coating layer 
33 into the blue color component having S orientation by 
rotating the blue color component having P orientation by 
90° during passing to and from fourth quarter wave plate 36, 
and a fourth light valve modulator 37 for forming a fourth 
optical image. 

Next, third polarization beam splitting prism 38 for split 
ting the green color component transmitted through dichroic 
prism 23 and for forming optical image has similar elements 
as in ?rst and second polarization beam splitting prisms 26 
and 32. That is, this apparatus includes a third polarization 
coating layer 39 for re?ecting the green color component 
having S orientation, while transmitting the green color 
component having P orientation, a ?fth quarter wave plate 
40 for converting the green color component having S 
orientation re?ected by third polarization coating layer 39 
into the green color component having P orientation by 
rotating the green color component having S orientation by 
90° during passing to and from ?fth quarter wave plate 40, 
a ?fth light valve modulator 41 for forming a ?fth optical 
image, a sixth quarter wave plate 42 for converting the green 
color component having P orientation transmitted through 
third polarization coating layer 39 into the green color 
component having S orientation by rotating the green color 
component having P orientation by 90° during passing to 
and from sixth quarter wave plate 42, and a sixth light valve 
modulator 43 for forming a sixth optical image. 
The projector according to this embodiment further 

includes a ?rst collecting lens 44 for collecting the red color 
components outputted from ?rst polarization beam splitting 
prism 26 and a ?rst projecting lens 45 for projecting the 
collected components onto a screen. Further, a dichroic 
mirror 46 as a light combining device for transmitting the 
blue color components outputted from second polarization 
beam splitting prism 32 and for re?ecting the green color 
components outputted from third polarization beam splitting 
prism 38, a second collecting lens 47 for collecting the 
combined blue and green color components from light 
combining device 46 and a second projecting lens 48 for 
projecting the collected components onto the screen are 
provided. 

Process for forming the three dimensional image in the 
three dimensional projector having the above mentioned 
elements will be described in detail. 

First, a light including red, blue and green color compo 
nents is emitted from halogen light source 20 and condensed 
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by re?ecting mirror 22 and condensing lenses 21. The 
condensed light is converted into a parallel light during 
passing through condensing lenses 21 and then is incident 
into dichroic prism 23. 
The red color component among the light incident into 

dichroic prism 23 is re?ected by red color component 
re?ecting surface 24 toward ?rst polarization beam splitting 
prism 26 as shown in FIG. 2, the blue color component is 
re?ected by blue color component re?ecting surface 25 
toward second polarization beam splitting prism 32 as 
shown in FIG. 3, and the green color component passes 
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through dichroic prism 23 toward third polarization beam _ 
splitting prism 38 as shown in FIG. 4. 
The path of the red color component incident into ?rst 

polarization beam splitting prism 26 will be described 
referring to FIG. 2. 
The red color component having S orientation is re?ected 

downwards by ?rst polarization coating layer 27 and is 
converted into the red color component having P orientation 
by ?rst quarter wave plate 28 through rotation by 90°. A ?rst 
optical image is formed by information applied into ?rst 
light valve modulator 29 and is re?ected again to be passed 
through ?rst polarization coating layer 27. Meanwhile, the 
red color component having P orientation passes through 
?rst polarization coating layer '27 and is converted into the 
red color component having S orientation by second quarter 
wave plate 30 by 90°. A second optical image is formed by 
information applied into second light valve modulator 31 
and is re?ected to be re?ected again by ?rst polarization 
coating layer 27 upwards. 

All the red color components are collected by ?rst col 
lecting lens 44 and projected onto the screen by ?rst pro 
jecting lens 45. 

The path of the blue color component incident into second 
polarization beam splitting prism 32 will be described 
referring to FIG. 3. 
The blue color component having S orientation is 

re?ected downwards by second polarization coating layer 33 
and is converted into the blue color component having P 
orientation by third quarter wave plate 34 through rotation 
by 90°. A third optical image is formed by information 
applied into third light valve modulator 35 and is re?ected 
again to be passed through second polarization coating layer 
33. Meanwhile, the blue color component having P orien 
tation passes through second polarization coating layer 33 
and is converted into the blue color component having S 
orientation by fourth quarter wave plate 36 by 90°. A fourth 
optical image is formed by an information applied into 
fourth light valve modulator 36 and is re?ected to be 
re?ected again by second polarization coating layer 33 
upwards. 
The path of the green color component incident into third 

polarization beam splitting prism 38 will be described 
referring to FIG. 4. 
The green color component having S orientation is 

re?ected toward the right side by third polarization coating 
layer 39 and is converted into the green color component 
having P orientation by ?fth quarter wave plate 40 through 
rotation by 90°. A ?fth optical image is formed by an 
information applied into ?fth light valve modulator 41 and 
is re?ected again to be passed through third polarization 
coating layer 39. Meanwhile, the green color component 
having P orientation passes through third polarization coat 
ing layer 39 and is converted into the green color component 
having S orientation by sixth quarter wave plate 42 by 90°. 
A sixth optical image is formed by information applied into 
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6 
sixth light valve modulator 43 and is re?ected to be re?ected 
again by third polarization coating layer 39 toward the left 
side. 

All the blue color components from second polarization 
beam splitting apparatus 32 and all the green color compo 
nents from third polarization beam splitting apparatus 38 are 
combined by dichroic mirror 46 as the light combining 
device. When the red color component from ?rst polariza 
tion beam splitting prism 32 is projected onto the screen 
through ?rst collecting lens 44 and ?rst projecting lens 45, 
the combined blue and green components are collected by 
second collecting lens 47 and projected onto the screen by 
second projecting lens 48. 
The images formed by the projected components are 

perceived by the eyes through polarized glasses for full color 
three dimensional view. 
The three dimensional image can be obtained using a 

single projector by separating each color component into 
polarized beams using each polarization beam splitting 
apparatus, providing optical image and projecting the image 
onto the screen through a multitude of projecting lenses. 

In the above embodiment, the polarized blue and green 
color components were combined and projected. However, 
any two color components among the red, blue and green 
can be combined. 

As described above, since the image projection by a 
three-beam type single projector can be accomplished 
according to the three dimensional projector of the present 
invention, the total size of the system can be reduced. In 
addition, since only a single light source is required, the heat 
loss can be largely reduced. 

While the present invention is described in detail referring 
to the attached embodiment, various modi?cations, alternate 
constructions and equivalents may be employed without 
departing from the true spirit and scope of the present 
invention. 
What is claimed is: 
1. A full color three dimensional projector, comprising: 
a light source for emitting light including red, blue and 

green color components; 
a condensing means for condensing emitted light and 

converting light into parallel light; 
a color separating means for separating parallel light into 

said red, blue and green color components; 
a ?rst means for splitting said red color component into 

polarized beams and for forming an optical image of 
said red color component; ' 

a second means for splitting said blue color component 
into polarized beams and for forming an optical image 
of said blue color component; 

a third means for splitting said green component into 
polarized beams and for forming an optical image of 
said green component; 

a ?rst projecting means for projecting one color compo 
nent among three polarized color components to a 
screen; 

a second projecting means for projecting another color 
component among three polarized color components to 
said screen; and 

a third projecting means for projecting a remaining color 
component among three polarized color components to 
said screen, wherein 

said ?rst means comprises: 
a ?rst polarization coating layer for re?ecting a ?rst 
beam having a ?rst polarization orientation and for 
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transmitting a second beam having a second polar 
ization orientation; 

a ?rst converting means for converting said ?rst beam 
re?ected by said ?rst polarization coating layer into 
a beam having said second polarization orientation; 

a ?rst light valve modulator for providing a ?rst optical 
image for said ?rst beam; 

a second converting means for converting said second 
beam transmitted through said ?rst polarization coat 
ing layer into a beam having said ?rst polarization 
orientation; 

a second light valve modulator for providing a secon 
optical image for said second beam; - 

said second means comprises: 
a second polarization coating layer for re?ecting a third 
beam having a third polarization orientation and for 
transmitting a fourth beam having a fourth polariza 
tion orientation; 

a third converting means for converting said third beam 
re?ected by said second polarization coating layer 
into a beam having said fourth polarization orienta 
tion; . 

a third light valve modulator for providing a third 
optical image for said third beam; 

a fourth converting means for converting said fourth 
beam transmitted through said second polarization 
coating layer into a beam having said third polariza 
tion orientation; 

a fourth light valve modulator for providing a fourth 
optical image for said fourth beam, and 

said third means comprises: 
a third polarization coating layer for re?ecting a ?fth 
beam having a ?fth polarization orientation and for 
transmitting a sixth beam having a sixth polarization 
orientation; . 

a ?fth converting means for converting said ?fth beam 
re?ected by said third polarization coating layer into 
a beam having said sixth polarization orientation; 

a ?rth light valve modulator for providing a ?fth optical 
image for said ?fth beam; 

a sixth converting means for converting said sixth beam 
transmitted through said third polarization coating 
layer into a beam having said ?fth polarization 
orientation; and 

a sixth light valve modulator for providing a sixth 
optical image for said sixth beam. 

2. The full color three dimensional projector of claim 1, 
wherein said ?rst, third and ?fth polarized components have 
S orientations, and said second, fourth and sixth polarized 
components have P orientations. 

3. The full color three dimensional projector of claim 1, 
wherein said ?rst, second, third, fourth, ?fth and sixth 
converting means are quarter wave plates. 

4. The full color three dimensional projector of claim 1, 
wherein said color separating means is a dichroic prism 
having a red color component re?ecting surface and a blue 
color component re?ecting surface fonned in an X-shape. 

5. The full color three dimensional projector of claim 1, 
wherein said ?rst, second and third means comprise polar 
ization beam splitting prisms or polarization beam splitting 
plates. 

6. The full color three dimensional projector of claim 1, 
wherein said ?rst, second and third projecting means are 
projecting lenses. 

7. The full color three dimensional projector of claim 1, 
wherein said second and third projecting means are the 
same, and a light combining means for combining two 
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8 
polarized color components among the three polarized color 
components is further installed in front of said second and 
third projecting means. 

8. The full color three dimensional projector of claim 1, 
wherein said light combining means is a dichroic mirror or 
a dichroic prism. 

9. A full color three dimensional projector comprising: 
a light source for emitting light including a red color 

component, a blue color component and a green color 
component; 

a condensing means for condensing arr emitted light and 
converting into a parallel light; 

a dichroic prism for separating said parallel light into a red 
color component, a blue color component and a green 
color component; 

a ?rst polarization coating layer for re?ecting a red color 
component having S orientation and for transmitting a 
red color component having P orientation; 

a ?rst quarter wave plate for converting said red color 
component having S orientation re?ected by said ?rst 
polarization coating layer into a red color component 
having P orientation; 

a ?rst light valve modulator for providing a ?rst optical 
image for said red color component having S orienta 
tion; 

a second quarter wave plate for converting said red color 
component having P orientation transmitted through 
said ?rst polarization coating layer into- a red color 
component having S orientation; _ 

a second light valve modulator for providing a second 
optical image for said red color component having P 
orientation; 

a second polarization coating layer for re?ecting a blue 
color component having S orientation and for trans 
mitting a blue color component having P orientation; 

a third quarter wave plate for converting said blue color 
component having S orientation re?ected by said sec 
ond polarization coating layer into a blue color com 
ponent having P orientation; 

a third light valve modulator for providing a third optical 
image for said blue color component having S orien 
tation; 

a fourth quarter wave plate for converting said blue color 
component having P orientation transmitted through 
said second polarization coating layer into a blue color 
component having S orientation; 

a fourth light valve modulator for providing a fourth 
optical image for said blue color component having P 
orientation; 

a third polarization coating layer for re?ecting a green 
color component having S orientation and for trans 
rnitting a green color component having P orientation; 

a ?fth quarter wave plate for converting said green color 
component having S orientation re?ected by said third 
polarization coating layer into a green color component 
having P orientation; 

a ?fth light valve modulator for providing a ?fth optical 
image for said green color component having S orien 
tation; 

a sixth quarter wave plate for converting said green color 
component having P orientation transmitted through 
said third polarization coating layer into a green color 
component having S orientation; 

a sixth light valve modulator for providing a sixth optical 
image for said green color component having P orien 
tation; 
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a ?rst collecting lens for collecting said red color com 
ponents from said ?rst light valve modulator and said 
second light valve modulator; 

a ?rst projecting lens for projecting said collected red 
color components onto a screen; 

a dichroic mirror for combining said blue color compo 
nent from said third light valve modulator and said 
fourth light valve modulator and said green color 

10 
component from the ?fth light-valve modulator and 
said sixth light valve modulator; 

a second collecting lens for collecting components com 
bined by‘said dichroic mirror; and 

a second projecting lens for projecting components col 
lected by said second collecting lens onto said screen. 

***** 


