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STRETCHABLE MELTBLOWN FABRIC 
WITH BARRIER PROPERTIES 

This application is a continuation of application Ser. No. 
08/164,652 entitled “STRETCHABLE MELTBLOWN 
FABRIC WITH BARRIER PROPERTIES” and ?led in the 
U.S. Patent Trademark O?ice on Dec. 8, 1993, now US. Pat. 
No. 5,492,753 which is a ?le wrapper continuation of 
application Ser. No. 07/990,161 entitled “STRETCHABLE 
MELTBLOWN FABRIC WITH BARRIER PROPERTIES” 
and ?led in the U.S. Patent and Trademark O?ice on Dec. 
14, 1992, and now abandoned. 

FIELD OF THE INVENTION 

The present invention relates to materials having stretch 
and recovery properties and a method of making those 
materials. ' 

BACKGROUND 

There are many types of limited use or disposable pro 
tective apparel that are designed to provide barrier proper 
ties. Examples of such apparel include surgical gowns, 
patient drapes, face masks, shoe covers, industrial work 
wear and coveralls. Other examples include outer covers of 
disposable personal care products such as disposable diapers 
and incontinence garments. 

For most applications, protective apparel needs to be 
made from fabrics that are relatively impervious to liquids 
and/or particulates. These barrier fabrics must also be suited 
for the manufacture of protective apparel at such low cost 
that the garments may be discarded after only a single use. 
Most inexpensive materials used for protective apparel have 
an important ?aw. They are uncomfortable. 
One such barrier fabric is a calendered ?ash-spun poly 

ethylene spunbond fabric known as Tyvek®. This fabric is 
available from E. I. duPont De Nemours & Company. 
Although Tyvek® is inexpensive, it offers little breathability 
or stretch and so is uncomfortable to wear. Another type of 
material is generally known as spunlace fabric. E. I. DuPont 
De Nemours & Company provides a spunlace fabric under 
the trade designation Sontara®. Spunlace fabric generally 
refers to a material which has been subjected to hydraulic 
entangling. Although spunlace fabric is relatively inexpen 
sive, breathable and can be deformed, the deformation is 
generally considered to be permanent and can be described 
as non-recoverable stretch. 

Nonwoven webs of very small diameter ?bers or micro? 
bers have long been known to be permeable to air and water 
vapor while remaining relatively impermeable to liquids 
and/or particulates. Useful webs of small diameter ?bers can 
be made by extruding non-elastomeric thermoplastic poly 
mers utilizing ?ber forming processes such as, for example, 
meltblowing processes. Although nonwoven webs of melt 
blown ?bers formed from non-elastomeric polymers are 
relatively inexpensive and breathable, those highly 
entangled webs tend to respond poorly to stretching forces. 
Elongation that occurs in such materials is generally con 
sidered to be a permanent, non-recoverable elongation (i.e., 
non-recoverable stretch). For example, nonwoven webs 
made from conventional thermoplastic polypropylene are 
usually considered to have non-recoverable stretch. 

It is desirable to have a material that is permeable to air 
and water vapor yet is relatively impermeable to liquids 
and/or particulates. Such a “breathable” material can dra 
matically increase the comfort of someone wearing a gar 
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2 
ment, especially if the garment must be worn under high 
heat index conditions, during vigorous physical activity, or 
for very long periods. Ventilation holes, ports and/or panels 
may be relatively ineffective and can compromise the pro 
tection of the wearer. Furthermore, a process of manufac 
turing garments with ventilation holes, ports and/or panels 
generally tends to be more complex and less efficient than a 
process of making garments without such features. Complex 
and relatively inef?cient manufacturing processes can elimi 
nate the cost advantages provided by inexpensive materials. 

With respect to stretch properties, materials which are 
readily stretchable and have recovery (i.e., materials that 
contract upon termination of a biasing force following 
stretching of the material by application of the biasing force) 
are generally considered to be more comfortable than mate 
rials having “non-recoverable stretch” (i.e., materials that do 
not contract upon termination of a biasing force). Stretch and 
recovery is desirable in situations where sudden movement 
could cause a garment made of an unyielding fabric to rip 
open. Also, stretch and recovery are desirable in situations 
where sagging fabric or very loose ?tting, baggy garments 
may snag and tear or otherwise pose a hazard. 

In the past, stretch and recovery have been imparted to 
garments by adding elastomeric sections, pieces and/or 
strips. These elastomeric components have included non 
woven webs made from elastomeric polymers. Although 
such elastomeric materials provide highly desirable stretch 
and recovery, they are relatively expensive when compared 
to non-woven materials made from non-elastomeric poly 
mers such as, commodity polyole?ns. Additionally, some 
elastomeric materials may degrade upon exposure to certain 
liquids and/or gases that can be present in many industrial 
and medical environments. Furthermore, a process of manu 
facturing garments by joining several different types of 
fabric together generally tends to be more complex and less 
e?icient than a process of making garments from a single 
fabric. Complex and relatively inefficient manufacturing 
processes generally reduce the cost advantages provided by 
inexpensive materials. 
One material that has demonstrated stretch without requir 

ing elastomeric materials has been suggested in US. Pat. 
No. 4,965,122. According to that patent, a tensioning force 
is applied to a fabric to reduce its width while the fabric is 
at ambient temperature. The material is then heated and 
cooled while it is necked so that it retains a memory of its 
necked condition which causes it to recover to generally 
about its necked dimensions after non-destructive stretching 
in the necked directed. While such a process works well with 
certain materials, it is largely unacceptable for treating a 
nonwoven web of very ?ne ?bers such as meltblown 
micro?bers, especially when it is important to preserve the 
barrier properties of the web. Generally speaking, nonwoven 
webs of non-elastic meltblown micro?bers suitable as bar 
rier materials have a highly entangled network of ?bers. 
Instead of necking, such webs tend to tear or rip when any 
appreciable tensioning force is applied at room temperature. 

Thus, a need exists for an inexpensive material which is 
permeable to air and water vapor yet relatively impermeable 
to liquids and/or particulates and which has stretch and 
recovery properties. There is also a need for a material 
having those properties which is relatively tough, durable, 
conformable, lightweight and suited for high-speed manu 
facturing and converting processes. There is a need for 
apparel/garments that are relatively impermeable to liquids 
and/or particulates and require little or no other materials, 
components, treatments, or the like to provide desirable 
comfort features such as, for example, conforrnability, 
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breathability, and stretch and recovery properties. For 
example, a need exists for protective garments that are 
composed substantially or entirely of an inexpensive mate’ 
rial such that the garments are relatively impermeable to 
liquids and/or particulates and so inexpensive as to be 
disposable while also being conformable, breathable, and 
having stretch and recovery properties. 

DEFINITIONS 

As used herein, the terms “stretch” and “elongation” refer 
to the difference between the initial dimension of a material 
and that same dimension after the material is stretched or 
extended following the application of a biasing force. Per‘ 
cent stretch or elongation may be expressed as [(stretched 
length-initial sample length)/initial sample length]><l00. 
For example, if a material having an initial length of 1 inch 
is stretched 0.85 inch, that is, to a stretched or extended 
length of 1.85 inches, that material can be said to have a 
stretch of 85 percent. 
As used herein, the term “recovery” refers to the contrac 

tion of a stretched or elongated material upon termination of 
a biasing force following stretching of the material from 
some initial measurement by application of the biasing 
force. For example, if a material having a relaxed, unbiased 
length of one (1) inch is elongated 50 percent by stretching 
to a length of one-and-one-half (1.5) inches, the material is 
elongated 50 percent (0.5 inch) and has a stretched length 
that is 150 percent of its relaxed length. If this stretched 
material contracts, that is, recovers to a length of one-and 
one-tenth (1.1) inches after release of the biasing and 
stretching force, the material has recovered 80 percent (0.4 
inch) of its one-half (0.5) inch elongation. Percent recovery 
may be expressed as [(maximum stretch length-?nal sample 
length)/(maximum stretch length—initial sample length)]>< 
100. 

As used herein, the term “non-recoverable stretch” refers 
to elongation of a material upon application of a biasing 
force which is not followed by a contraction of the material 
as described above for “recovery”. Non-recoverable stretch 
may be expressed as a percentage as follows: 

N0n~rec0verable strelch=100—recovery 

when the recovery is expressed in percent. 
As used herein, the term “nonwoven web” refers to a web 

that has a structure of individual ?bers or ?laments which 
are interlaid, but not in an identi?able repeating manner. 
Nonwoven webs have been, in the past, formed by a variety 
of processes known to those skilled in the art such as, for 
example, meltblowing, spunbonding and bonded carded 
web processes. 
As used herein, the term “spunbonded we ” refers to a 

web of small diameter ?bers and/or ?laments which are 
formed by extruding a molten thermoplastic material as 
?laments from a plurality of ?ne, usually circular, capillaries 
in a spinnerette with the diameter of the extruded ?laments 
then being rapidly reduced, for example, by non-eductive or 
eductivc ?uid-drawing or other well known spunbonding 
mechanisms. The production of spunbonded nonwoven 
webs is illustrated in patents such as Appel, et al., U.S. Pat. 
No. 4,340,563; Dorschner et al., U.S. Pat. No. 3,692,618; 
Kinney, U.S. Pat. Nos. 3,338,992 and 3,341,394; Levy, U.S. 
Pat. No. 3,276,944; Peterson, U.S. Pat. No. 3,502,538; 
Hartman, U.S. Pat. No. 3,502,763; Dobo et al., U.S. Pat. No. 
3,542,615; and Harmon, Canadian Patent No. 803,714. 
As used herein, the term “meltblown ?bers” means ?bers 

formed by extruding a molten thermoplastic material 
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4 
through a plurality of ?ne, usually circular, die capillaries as 
molten threads or ?laments into a high-velocity gas (e. g. air) 
stream which attenuates the ?laments of molten thermoplas 
tic material to reduce their diameters, which may be to 
micro?ber diameter. Thereafter, the meltblown ?bers are 
carried by the high-velocity gas stream and are deposited on 
a collecting surface to form a web of randomly disbursed 
meltblown ?bers. The meltblown process is well-known and 
is described in various patents and publications, including 
NRL Report 4364, “Manufacture of Super-Fine Organic 
Fibers” by V. A. Wendt, E. L. Boone, and C. D. Fluharty; 
NRL Report 5265, “An Improved device for the Formation 
of Super-Fine Thermoplastic Fibers” by K. D. Lawrence, R. 
T. Lukas, and J. A. Young; and U.S. Pat. No. 3,849,241, 
issued Nov. 19, 1974, to Buntin, et al. 
As used herein, the term “micro?bers” means small 

diameter ?bers having an average diameter not greater than 
about 100 microns, for example, having a diameter of from 
about 0.5 microns to about 50 microns, more speci?cally 
micro?bers may also have an average diameter of from 
about 1 micron to about 20 microns. Micro?bers having an 
average diameter of about 3 microns or less are commonly 
referred to as ultra-?ne micro?bers. A description of an 
exemplary process of making ultra-?ne micro?bers may be 
found in, for example, U.S. patent application Ser. No. 
07/779,929, entitled “A Nonwoven Web With Improved 
Barrier Properties", ?led Nov. 26, 1991, incorporated herein 
by reference in its entirety. 
As used herein, the term “thermoplastic material" refers to 

a high polymer that softens when exposed to heat and returns 
to its original condition when cooled to room temperature. 
Natural substances which exhibit this behavior are cmde 
rubber and a number of waxes. Other exemplary thermo— 
plastic materials include, without limitation, polyvinyl chlo 
ride, polyesters, nylons, poly?uorocarbons, polyethylene, 
polyurethane, polystyrene, polypropylene, polyvinyl alco 
hol, caprolactarns, and cellulosic and acrylic resins. 
As used herein, the term “disposable” is not limited to 

single use articles but also refers to articles that can be 
discarded if they become soiled or otherwise unusable after 
only a few uses. 
As used herein, the term “garment” refers to protective 

apparel and/or shields including for example, but not limited 
to, surgical gowns, patient drapes, face masks, shoe covers, 
coveralls, work suits, aprons as well as outer covers for 
diapers, training pants and the like. 
As used herein, the term “barrier fabric” refers to a fabric 

having a useful level of resistance to penetration by liquid 
and/or particulates. Generally speaking, resistance to liquid 
penetration is measured by hydrostatic head tests, strike 
through tests, water spray penetration tests and the like. 
Resistance to penetration by particulates may be measured 
by determining the air ?lter retention of dry particles and can 
be expressed as a particles holdout e?iciency. Generally 
speaking, barrier fabrics should resist penetration by a 
column of tap water of at least about 20 cm and/or should 
have a particle hold-out elliciency of at least about 40 
percent for particles having a diameter greater than about 0.1 
micron. 
As used herein, the term “hydrostatic head” refers to a 

material’s resistance to water penetration as determined in 
accordance with the standard hydrostatic pressure test 
AATCCTM No. 127-1977 with the following exceptions: 
(l) The samples are larger than usual and are mounted in a 
stretching frame that clamps onto the cross-machine direc 
tion ends of the sample, such that the samples may be tested 
under a variety of stretch conditions (e.g., 10%, 20%, 30%, 
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40% stretch); and (2) The samples are supported underneath 
by a plastic mesh or net having a hexagonal pattern of about 
64 hexagons per square inch to prevent the sample from 
sagging under the weight of the column of water. 
As used herein, the term “particle hold-out efficiency” 

refers to the e?‘iciency of a material at preventing the 
passage of particles of a certain size range through the 
material. A high particle holdout ef?ciency is desirable. 
Particle holdout e?‘iciency may be measured by determining 
the air ?lter retention of dry particles utilizing tests such as, 
for example, IBR Test Method No. E-217, Revision G (Jan. 
16, 1991) performed by InterBasic Resources, Inc. of Grass 
Lake, Mich. Generally speaking, in such tests particulate 
matter is dispersed into the air on the “challenge” side of a 
test fabric by means of a fan which directs the particle 
containing air onto the face of the test fabric. The concen 
tration of dust particles in the “challenge” atmosphere and 
the concentration of dust particles in the atmosphere on the 
reverse side of the test fabric (i.e., the particles that have 
passed through the fabric) are measured in various size 
ranges by a particle counter. A particle holdout e?iciency is 
calculated from the difference in the concentration. The term 
“oz-transition” as used herein refers a phenomenon that 
occurs in generally crystalline thermoplastic polymers. The 
ot-transition denotes the highest temperature transition 
below the melt transition (Tm) and is often referred to as 
pre-melting. Below the ot-transition, crystals in a polymer 
are ?xed. Above the ot-transition, crystals can be annealed 
into modi?ed structures. The ot-transition is well known and 
has been described in such publications as, for example, 
Mechanical Properties of Polymers and Composites (Vol. 1) 
by Lawrence E. Nielsen; and Polymer Monographs, ed. H. 
Moraweitz, (Vol. 2 - Polypropylene by H. P. Frank). Gen 
erally speaking, the ot-transition is determined using Differ 
ential Scanning Calorimetry techniques on equipment such 
as, for example, a Mettler DSC 30 Differential Scanning 
Calorimeter. Standard conditions for typical measurements 
are as follows: Heat pro?le, 30° C. to a temperature about 
30° C. above the polymer melt point at a rate of 10° 
C./minute; Atmosphere, Nitrogen at 60 SCC/minute; 
Sample size, 3 to 5 milligrams. 
The expression “onset of melting at a liquid fraction of 

?ve percent” refers to a temperature which corresponds to a 
speci?ed magnitude of phase change in a generally crystal 
line polymer near its melt transition. The onset of melting 
occurs at a temperature which is lower than the melt 
transition and is characterized by different ratios of liquid 
fraction to solid fraction in the polymer. The onset of melting 
is determined using Differential Scanning Calorimetry tech 
niques on equipment such as, for example, a Mettler DSC 30 
Differential Scarming Calorimeter. Standard conditions for 
typical measurements are as follows: Heat pro?le, 30° to a 
temperature about 30° C. above the polymer melt point at a 
rate of 10° C./minute; Atmosphere, Nitrogen at 60 SCC/ 
minute; Sample size, 3 to 5 milligrams. 
As used herein, the term “necked material” refers to any 

material which has been constricted in at least one dimen 
sion by processes such as, for example, drawing. 
As used herein, the term “neckable material” means any 

material which can be necked. 
As used herein, the term “stretch direction” refers to the 

direction of stretch and recovery. 
As used herein, the term “percent neck~down” refers to 

the ratio determined by measuring the difference between 
the pre-necked dimension and the necked dimension of a 
neckable material and then dividing that difference by the 
pre-necked dimension of the neckable material; this quantity 
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6 
multiplied by 100. For example, the percent neck-down may 
be represented by the following expression: 

percent neck-down=[(pre-necked dimension-necked dimension)! 
pre-necked dimensianIxlOO 

As used herein, the term “consisting essentially of" does 
not exclude the presence of additional materials which do 
not signi?cantly aifect the desired characteristics of a given 
composition or product. Exemplary materials of this sort 
would include, without limitation, pigments, antioxidants, 
stabilizers, surfactants, waxes, ?ow promoters, particulates 
or materials added to enhance processability of a composi 
tron. 

SUMMARY OF THE INVENTION 

The present invention addresses the above described 
needs by providing a method of treating a nonwoven barrier 
fabric containing non-elastomeric meltblown thermoplastic 
polymer ?bers so that the nonwoven barrier fabric has 
stretch and recovery properties. Generally speaking, the 
method of the present invention includes the steps of (l) 
heating a nonwoven barrier fabric containing meltblown 
non-elastic thermoplastic polymer ?bers to a temperature at 
which the peak total energy absorbed by the web is at least 
about 250 percent greater than the amount absorbed by the 
web at room temperature; (2) applying a tensioning force to 
neck the heated nonwoven fabric; and (3) cooling the necked 
nonwoven fabric, so that the necked nonwoven fabric has 
stretch and recovery properties as well as useful levels of 
resistance to penetration by liquids and/or particulates. For 
example, the stretchable barrier fabric should have at least 
the same hydrostatic head and/or particulate barrier proper 
ties as the barrier fabric before the heat treatment and 
necking. 

According to the invention, the nonwoven barrier fabric 
containing meltblown non-elastic thermoplastic polymer 
?bers can be heated to a temperature at which the peak total 
energy absorbed by the web is at least about 275 percent 
greater than the amount absorbed by the web at room 
temperature. For example, the web can be heated to a 
temperature at which the peak total energy absorbed by the 
web is from about 300 percent greater to more than about 
1000 percent greater than the amount absorbed by the web 
at room temperature. 

A barrier fabric having stretch and recovery properties 
imparted by the above described treatment can be charac 
terized as having a hydrostatic head of at least about 20 cm 
and the ability to stretch at least about 10 percent more than 
an identical untreated barrier fabric. For example, the 
stretchable meltblown ?ber barrier fabric may have a hydro 
static head of at least about 30 cm and may be adapted to 
stretch from about 15 to about 300 percent more than an 
identical untreated barrier fabric. As a further example, the 
stretchable meltblown ?ber barrier fabric may have a hydro 
static head of from about 35 cm to about 120 cm and may 
be adapted to stretch from about 20 to about 200 percent 
more than an identical untreated barrier fabric. As yet 
another example, the stretchable meltblown ?ber barrier 
fabric may have a hydrostatic head of from about 40 cm to 
about 90 cm. 

In one aspect of the present invention, the stretchable 
meltblown ?ber barrier fabric may be adapted to stretch 
from about 15 percent to about 100 percent. For example, 
from about 20 to about 80 percent. The stretchable melt 
blown ?ber barrier fabric may be adapted recover at least 
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about 50 percent when stretched 60 percent. For example, 
the stretchable meltblown ?ber barrier fabric may be 
adapted to stretch from about 15 percent to about 60 percent 
and recover at least about 90 percent when stretched an 
amount between from about 15 percent to about 60 percent. 

According to another aspect of the present invention, the 
stretchable barrier fabric may have a porosity exceeding 
about 30 (ft3/min)/ft2 (also, CFMIftZ). For example, the 
barrier fabric may have a porosity ranging from about 35 to 
about 70 CFMIftZ. The barrier fabric may have a basis 
weight of from about 6 to about 400 grams per square meter 
(gsm). For example, the basis weight may range from about 
20 to about 150 grams per square meter. 

The meltblown ?bers of the stretchable barrier fabric may 
include meltblown micro?bers. Desirably, at least about 50 
percent, as determined by optical image analysis, of the 
meltblown micro?bers will have an average diameter of less 
than 5 microns. For example, at least about 50 percent of the 
meltblown ?bers may be ultra-?ne micro?bers having an 
average diameter about 3 microns or less. As a further 
example, from about 60 percent to about 100 percent of the 
meltblown micro?bers may have an average diameter of less 
than 5 microns or may be ultra?ne micro?bers. The melt~ 
blown ?bers are formed from a non-elastomeric thermoplas 
tic polymer which may be, for example, a polyole?n, 
polyester, or polyamide. If the polymer is a polyole?n, it 
may be polyethylene, polypropylene, polybutene, ethylene 
copolymers, propylene copolymers, butene copolymers and/ 
or blends of the above. The nonwoven web may also be a 
mixture of meltblown ?bers and one or more secondary 
materials such as, for example, textile ?bers, wood pulp 
?bers, particulates and super-absorbent materials. Where the 
meltblown ?bers are formed from a polyole?n, the above 
described heat treatment typically takes place at a tempera 
ture ranging from greater than the polymer’s ot-transition to 
about 10 percent below the onset of melting at a liquid 
fraction of 5 percent 

In one aspect of the present invention, one or more layers 
of the meltblown ?ber barrier fabric having stretch and 
recovery properties may be joined with one or more other 
layers of material to form a multi-layer laminate. The other 
layers may be, for example, woven fabrics, knit fabrics, 
bonded carded webs, continuous ?lament webs (e.g., spun 
bonded webs), meltblown ?ber webs, and combinations 
thereof. 

In another aspect of the present invention, there is pro 
vided a disposable protective garment composed of gener 
ally planar sections joined by searns, in which at least one of 
the generally planar sections is a material composed of at 
least one layer of the stretchable barrier fabric described 
above. The seams may be, for example, conventional 
stitched scams or seams provided by ultrasonic welding, 
solvent welding, thermal welding or the like. 
The disposable protective garment may have a body 

portion, sleeve portions and leg portions extending there 
from. For example, the disposable protective garment may 
be a protective suit which includes: (1) a top section having 
a body portion and sleeve portions extending therefrom, and 
(2) a bottom section having leg portions. Desirably, the 
stretch direction of the stretchable barrier fabric will be 
generally parallel to the direction of motion of one or more 
of the body portion, sleeve portions or leg portions. In 
another aspect of the present invention, the disposable 
protective garment may be a gown having a body portion 
and sleeve portions extending therefrom. Desirably, the 
stretch direction of the stretchable barrier fabric will be 
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8 
generally parallel to the direction of motion of one or more 
of the body portion and sleeve portions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic representation of an exemplary 
process for forming a stretchable barrier fabric utilizing a 
series of steam cans. 

FIGS. 2 and 3 are photomicrographs of an exemplary 
neckable material, prior to treatment. 

FIGS. 4, 5, 6, 7, 8 and 9 are enlarged photomicrographs 
of an exemplary neckable material, prior to treatment. 

FIGS. 10 and 11 are photomicrographs of an exemplary 
stretchable barrier material. 

FIGS. 12, 13, 14, 15, 16 and 17 are enlarged photomi 
crographs of an exemplary stretchable barrier material. 

FIG. 18 is a graph of temperature versus total energy 
absorbed at peak load measured during heat treatment of an 
exemplary stretchable barrier material. 

FIG. 19 illustrates an exemplary disposable protective 
garment. 

FIG. 20 illustrates an exemplary disposable personal care 
garment. 

FIG. 21 illustrates exemplary disposable protective cov 
eralls. 

DETAILED DESCRIPTION 

Referring to FIG. 1 of the drawings there is schematically 
illustrated at 10 an exemplary process for making a barrier 
fabric having stretch and recovery properties. FIG. 1 depicts 
a process in which the heat treatment is carried out utilizing 
a series of heated drums. 

According to the present invention, a nonwoven neckable 
material 12 is unwound from a supply roll 14 and travels in 
the direction indicated by the arrow associated therewith as 
the supply roll 14 rotates in the direction of the arrows 
associated therewith. 

The nonwoven neckable material 12 may be formed by 
one or more meltblowing processes and passed directly 
through the nip 16 without ?rst being stored on a supply roll 
14. 
The neckable material 12 passes over a series of heated 

drums (e.g., steam cans) 16—26 in a series of reverse S-loops. 
The steam cans 16-26 typically have an outside diameter of 
about 24 inches although other sized cans may be used. The 
contact time or residence time of the neckable material on 
the steam cans to effect heat treatment will vary depending 
on factors such as, for example, steam can temperature, type 
and/or basis weight of material, and diameter of the melt 
blown ?bers in the material. The contact time should be 
su?icient to heat the nonwoven neckable material 12 to a 
temperature at which the peak total energy absorbed by the 
neckable material is at least about 250 percent greater than 
the amount absorbed by the neckable material 12 at room 
temperature. For example, the contact time should be suf 
?cient to heat the nonwoven neckable material 12 to a 
temperature at which the peak total energy absorbed by the 
neckable material is at least about 275 percent greater than 
the amount absorbed by the neckable material at room 
temperature. As a further example, the neckable material can 
be heated to a temperature at which the peak total energy 
absorbed by the neckable material is from about 300 percent 
greater to more than about 1000 percent greater than the 
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amount absorbed by the neckable material at room tempera 
ture. 

Generally speaking, when the nonwoven neckable mate 
rial 12 is a nonwoven web of meltblown thermoplastic 
polymer ?bers formed from a polyole?n such as, for 
example, polypropylene, the residence time on the steam 
cans should be su?icient to heat the meltblown ?bers to a 
temperature ranging from greater than the polymer’s (x-tran 
sition to about 10 percent below the onset of melting at a 
liquid fraction of 5 percent. 

For example, a nonwoven web of meltblown polypropy 
lene ?bers may be passed over a series of steam cans heated 
to a measured surface temperature from about 90° to about 
150° C. (194°—302° F.) for a contact time of about 1 to about 
300 seconds to provide the desired heating of the web. 
Alternatively and/or additionally, the nonwoven web may be 
heated by infra-red radiation, microwaves, ultrasonic 
energy, ?ame, hot gases, hot liquids and the like. For 
example, the nonwoven web may be passed through a hot 
oven. 

Although the inventors should not be held to a particular 
theory, it is believed that heating a nonwoven web of 
meltblown thermoplastic non-elastomeric, generally crystal 
line polymer ?bers to a temperature greater than the poly 
mer’s or-transition before applying tension is important. 
Above the ot-transition, crystals in the polymer ?bers can be 
annealed into modi?ed structures which, upon cooling in 
?bers held in a tensioned con?guration, enhance the stretch 
and recovery properties (e.g., recovery from application of 
a stretching force) of a nonwoven web composed of such 
?bers. It is also believed that the meltblown ?bers should not 
be heated to a temperature greater than the constituent 
polymer’s onset of melting at a liquid fraction of ?ve 
percent. Desirably, this temperature should be more than 10 
percent below the temperature determined for the polymer’ s 
onset of melting at a liquid fraction of 5 percent. One way 
to roughly estimate a temperature approaching the upper 
limit of heating is to multiply the polymer melt temperature 
(expressed in degrees Kelvin) by 0.95. 

Importantly, it is believed that heating the meltblown 
?bers within the speci?ed temperature range permits the 
?bers to become bent, extended and/or drawn during neck 
ing rather than merely slipping over one another in response 
to the tensioning force. 
The present invention may be practiced utilizing polymers 

such as, for example, polyole?ns, polyesters and polya 
mides. Exemplary polyole?ns include one or more of poly 
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ethylene, polypropylene, polybutene, ethylene copolymers, , 
propylene copolymers and butene copolymers. Polypropy~ 
lenes that have been found useful include, for example, 
polypropylene available from the Himont Corporation under 
the trade designation PF-OlS and polypropylene available 
from the Exxon Chemical Company under the trade desig 
nation Exxon 3445G. Chemical characteristics of these 
materials are available from their respective manufacturers. 
The nonwoven web of meltblown ?bers may be formed 

utilizing conventional meltblowing processes. Desirably, the 
meltblown ?bers of the nonwoven web will include melt 
blown rnicro?bers to provide enhanced barrier properties. 
For example, at least about 50 percent, as determined by 
optical image analysis, of the meltblown micro?bers may 
have an average diameter of less than about 5 microns. As 
yet another example, at least about 50 percent of the 
meltblown ?bers may be ultra-?ne micro?bers that may 
have an average diameter of less than about 3 microns. As 
a further example, from about 60 percent to about 100 
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percent of the meltblown micro?bers may have an average 
diameter of less than 5 microns or may be ultra-?ne micro? 
bers. 
The nonwoven web may also be a mixture of meltblown 

?bers and one or more secondary materials. As an example 
of such a nonwoven web, reference is made to U.S. Pat. Nos. 
4,100,324 and 4,803,117, the contents of each of which are 
incorporated herein by reference in their entirety, in which 
meltblown ?bers and other materials are commingled to 
form'a single coherent web of randomly dispersed ?bers. 
Such mixtures may be formed by adding ?bers and/or 
particulates to the gas stream in which meltblown ?bers are 
carried so that an intimate entangled commingling of the 
meltblown ?bers and other materials occurs prior to collec 
tion of the meltblown ?bers upon a collection device to form 
a coherent web of randomly dispersed meltblown ?bers and 
other materials. Useful materials which may be used in such 
nonwoven composite webs include, for example, wood pulp 
?bers, staple length ?bers from natural and synthetic sources 
(e.g., cotton, wool, asbestos, rayon, polyester, polyarnide, 
glass, polyole?n, cellulose derivatives and the like), multi 
component ?bers, absorbent ?bers, electrically conductive 
?bers, and particulates such as, for example, activated 
charcoal/carbon, clays, starches, metal oxides, super-absor 
bent materials and mixtures of such materials. Other types of 
nonwoven composite webs may be used. For example, a 
hydraulically entangled nonwoven composite web may be 
used such as disclosed in US. Pat. Nos. 4,931,355 and 
4,950,531 both to Radwanski, et al., the contents of which 
are incorporated herein by reference in their entirety. 
From the steam cans, the heated neckable material 12 

passes through the nip 28 of an S-roll arrangement 30 in a 
reverse-S path as indicated by the rotation direction arrows 
associated with the stack rollers 32 and 34. From the S-roll 
arrangement 30, the heated neckable material 12 passes 
through the nip 36 of a drive roller arrangement 38 formed 
by the drive rollers 40 and 42. Because the peripheral linear 
speed of the rollers of the S-roll arrangement 30 is controlled 
to be less than the peripheral linear speed of the rollers of the 
drive roller arrangement 38, the heated neckable material 12 
is tensioned between the S-roll arrangement 30 and the nip 
of the drive roll arrangement 38. By adjusting the difference 
in the speeds of the rollers, the heated neckable material 12 
is tensioned so that it necks a desired amount and is 
maintained in such tensioned, necked condition while it is 
cooled. Other factors affecting the neck-down of the heated 
neckable material are the distance between the rollers apply 
ing the tension, the number of drawing stages, and the total 
length of heated material that is maintained under tension. 
Cooling may be enhanced by the use of a cooling ?uid such 
as, for example, chilled air or a water spray. ' 

Generally speaking, the di?erence in the speeds of the 
rollers is su?icient to cause the heated neckable material 12 
to neck-down to a width that is at least about 10 percent less 
than its original width (i.e., before application of the ten 
sioning force). For example, the heated neckable material 12 
may be necked-down to a width that is from about 15 
percent to about 50 percent less than its original width. 
The present invention contemplates using other methods 

of tensioning the heated neckable material 12. For example, 
tenter frames or other cross-machine direction stretcher 
arrangements that expand the neckable material 12 in other 
directions such as, for example, the cross-machine direction 
so that, upon cooling, the resulting material 44 will have 
stretch and recovery properties in a direction generally 
parallel to the direction that the material is necked. 
An important feature of the present invention is that 

stretch and recovery is imparted to the barrier fabric of 
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meltblown ?bers and/or meltblown rnicro?bers without 
compromising the barrier properties of the fabric. Melt 
blown ?ber webs tend to resist necking because of their 
highly entangled ?ne ?ber network. It is this same highly 
entangled network that is permeable to air and water vapor 
and yet is relatively impermeable to liquids and/or particu 
lates. Gross changes in this ?ber network such as rips or 
tears would permit penetration by liquids and/or particu 
lates. Unfortunately, because they are relatively unyielding 
and resist necking, highly entangled networks of non-elastic 
meltblown ?bers respond poorly to stretching forces and 
tend to rip or tear. 

However, by heating the meltblown ?ber web as 
described above, necking the heated material and then 
cooling it, a useful level of stretch and recovery can be 
imparted without sacri?cing the desirable barrier properties 
of the meltblown ?ber web. Generally speaking, the process 
of the present invention does not create rips or tears which 
would reduce the hydrostatic head or greatly increase the 
porosity of the barrier fabric. Measurement of the pore size 
distribution within the entangled ?ber structure of the fabric 
before and after the process typically shows no signi?cant 
changes. Attempts to produce barrier fabrics with high levels 
of stretch and recovery in the absence of heat have typically 
been unsuccessful. As shown in the Example section, non 
woven webs of meltblown ?bers saturated with mineral oil, 
polytetra?uoroethylene, or water to serve as a lubricant 

could be necked only as much as a control sample in the 
absence of heat. Those same materials and the control 
sample ripped without further necking when higher levels of 
tension were applied. 

Thus, the stretchable barrier fabrics of the present inven 
tion provide barrier properties at least as great as the barrier 
fabric did prior to processing. Desirably, the barrier fabrics 
of the present invention combine a hydrostatic head of at 
least about 20 cm with an ability to stretch at least about 10 
percent and recover at least about 50 percent when stretched 
10 percent. For example, the barrier fabrics of the present 
invention web may have a hydrostatic head of at least about 
25 cm as well as the ability to stretch from about 15 percent 
to about 60 percent and recover at least about 50 percent 
when stretched 60 percent. Alternatively and/or additionally, 
the barrier fabrics of the present invention provide at least 
the above-described levels of stretch and recovery properties 
in combination with resistance to penetration by particulates 
expressed as a particle holdout ei?ciency of at least about 96 
percent for particles having an average diameter ranging 
from about 1.5 microns to greater than about 10 microns. For 
example, the stretchable barrier fabric may have a particle 
holdout efliciency of about 98 percent for particles having an 
average diameter ranging from about 1.5 microns to about 7 
microns. The stretchable barrier fabric may also have a 
particle holdout e?iciency of at least about 40 percent for 
particles having an average diameter greater than about 0.1 
micron. For example, the barrier fabric may have a particle 
holdout e?iciency of at least about 40 percent for particles 
having an average diameter ranging from about 0.09 to 
about 1 micron. As a further example, the stretchable barrier 
fabric may have a particle holdout e?iciency of about 50 
percent or more for particles having an average diameter 
greater than about 0.1 micron. For example, the stretchable 
barrier fabric may have a particle holdout efficiency of about 
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50 percent or more for particles having an average diameter 
ranging from about 0.3 to about 1 micron. 

Furthermore, the barrier fabric of the present invention 
may have a porosity exceeding about 15 ft3/rnin/ft2 (CFM/ 
ftz). For example, the barrier fabric may have a porosity 
ranging from about 30 to about 100 CFM/ft2. As another 
example, the banier fabric may have a porosity ranging from 
about 45 to about 90 CFMIftZ. 

Desirably, the barrier fabric has a basis weight of from 
about 6 to about 400 grams per square meter. For example, 
the basis weight may range from about 10 to about 150 
grams per square meter. As another example, the basis 
weight may range from about 20 to about 90 grams per 
square meter. Barrier properties generally improve with 
increasing basis weight. In the past, heavier basis weights 
were needed to provide satisfactory levels of toughness and 
stretch before break while maintaining adequate barrier 
properties. The barrier fabric of the present invention pro~ 
vides satisfactory barrier at relatively low basis weights 
(e.g., about 10 gsm to about 30 gsm). This is due in part to 
the flexibility and pliability of the fabric which reduces the 
likelihood of tears and rips common to lightweight barrier 
materials and which destroy barrier properties. Thus, the 
present invention provides an economical and e?icient bar 
rier fabric for yet another reason in that it allows lightweight 
nonwoven barrier fabrics to be used more effectively. 

The barrier fabric of the present invention may also be 
joined to one or more layers of another material to fonn a 

multi-layer laminate. The other layers may be, for example, 
woven fabrics, knit fabrics, bonded carded webs, continuous 
?laments webs, meltblown ?ber webs, and combinations 
thereof. Desirably, the other materials will have about the 
same degree of stretch and recovery properties as the 
stretchable barrier fabric. For example, if the barrier fabric 
can be stretched up to about 25 percent and will recover 
about 85 percent when stretched 25 percent, the other layers 
of material should also be adapted to stretch up to about 25 
percent. 

FIGS. 2-9 are scanning electron nricrophotographs of 
nonwoven webs of meltblown polypropylene ?bers which 
have not been treated in accordance with the present inven 
tion. The fabrics shown in FIGS. 2 and 3 are 51 gsm 
nonwoven webs of meltblown polypropylene ?bers formed 
utilizing conventional meltblowing process equipment. 
More particularly, FIGS. 2 and 3 are 50X (linear magni 

?cation) rnicrophotographs of a nonwoven web of melt 
blown polypropylene ?bers. FIGS. 4 and S are 500x (linear 
magni?cation) rnicrophotographs of a portion of the material 
shown in FIGS. 2 and 3. FIG. 6 is a 1500>< (linear magni 
?cation) nricrophotograph of a nonwoven web of meltblown 
polypropylene ?bers. FIG. 7 is a 5000>< (linear magni?ca 
tion) rnierophotograph of a nonwoven web of meltblown 
polypropylene ?bers. FIG. 8 is a 5000>< (linear magni?ca 
tion) rnierophotograph of a nonwoven web of meltblown 
polypropylene ?bers. FIG. 9 is a l000>< (linear magni?ca 
tion) rnierophotograph of a nonwoven web of meltblown 
polypropylene ?bers. 

FIGS. 10-17 are scanning electron microphotographs of 
an exemplary stretchable barrier fabric of the present inven 
tion. The fabric shown in FIGS. 10-17 was made from 51 




















