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[57] ABSTRACT 

An electrophoto graphic printer capable of maintaining print 
ing quality and economizing toner without formation of 
white-out portion when toner consumption economizing 
mode is selected. Ordinary toner consumption mode and 
toner economizing mode are selectively used. If the toner 
economizing mode is selected, a shift resistor delays dot 
pulses from a pulse generating circuit and outputs the 
delayed shift pulses. An AND gate circuit produces a logical 
product of the dot pulses and the shift pulses. Thus, ON 
period of the output pulse can be shortened, thus economiz 
ing the toner consumption. Several toner economizing 

232522 modes are provided so as to control length of ON period of 
1433075 5/1989 Japan . the Output Pulses 
2144574 4/1990 Japan . 

6-14167 1/1994 Japan . 7 Claims, 5 Drawing Sheets 

49 5 2 \. 5 O 51 

t ------------------------------ J : PULSE DOT T ....................... _, _! : 

UNE PULSE! SHIFT SHIFT PULSE ! l LASER 
BUFFER I GENERATING 1 EGISTER E E DRIVER 

‘ l i | 
' CLOCK SIGNAL ._._ ._ _ _._._. 57 ' 

541 1 '- F T‘‘"‘_‘_'—] l 
. g \ L53 1 

TONER SAVE-MODE 1 ‘ 
SELECTION SWITCH : REGISTER l 

I i 



Sheet 1 of 5 5,583,621 US Patent Dec. 10, 1996 



US. Patent Dec. 10, 1996 Sheet 2 of 5 5,583,621 

?zmo 5.93 

mwuuDm m2] 

:1 

0a 

a 



Sheet 3 of 5 5,583,621 US. Patent Dec. 10, 1996 

i I | I | l l l | I l l I | I I l l I l l I | I | I I | | 1 I l l I ll.. 

_ 

_ _ I056 565% 
“ $535 A_ woozlwiw E23 

“ mm\/./V . u A 

_ 

W mlMmii. iiii j ézwm 596 m vm 
" m9- w . 56% “ 

mwzma _ mmhmwwwm wzrzmwzwo Llsllll mmHEDm mwmi __ w?i Elm Kim ESE M35 _ m1: _ lllallllliilLhoo _ P .................. ........... .... -L 
5 Om» mm Q 



US. Patent Dec. 10, 1996 Sheet 4 of 5 5,583,621 

Fl G . 4 

ON OFF 

I 

.1 
I 
l 

I 

i 
l 

I 
.1 

l 

I 
4, 

I 

1 

FIG. 5 

l 
-| 

l 

i 

ON OFF LASER OFF ON 
DlODE 



US. Patent Dec. 10, 1996 Sheet 5 of 5 5,583,621 

OOOOM61 
0000 

GOOD 
OOOO 

FIG. 6 (a) 

\LM. 0 0 0 

O 0 0 
O O O O 

O C. O O O 0 
0 .U 0 0 

FIG. 6 (b) 

FIG. 6 (c) 



5,583,621 
1 

PRINTER PROVIDED WITH TONER 
CONSUMPTION SAVING MODE 

BACKGROUND OF THE INVENTION 

The present invention relates to an electrophotographic 
type printer using toners, and more particularly, to such 
printer capable of economizing toner consumption amount. 

In a conventional electrophotographic type printer such as 
a laser printer, laser beam is irradiated for exposure to 
provide a latent image on a photosensitive drum, and toner 
are electrostatically attracted onto the drum. In this case, 
consumption amount of toner for use in development will 
greatly in?uence to the running cost of the printer. In this 
connection, as described in a Japanese Patent Application 
Kokai No. Hei 2-144574, there has been provided a printer 
provided with a toner consumption economizing mode for 
reducing running cost so as to cut down the toner consump 
tion by thinning out dots to be printed in accordance with a 
predetermined rule, if the toner consumption economizing 
mode is selected. 

However, in the printing device of the JP’574 4 publica 
tion, printing to a sheet is performed after the thinning-out 
process of the dot data if the toner economizing mode is 
selected. As a result, a ?ne character or line to be printed on 
the sheet may not be printed onto the sheet to degrade the 
printing quality. 
A Japanese Patent Application Kokai No. Hei 1-133075 

discloses a laser printer having two laser diode drive sources 
for ordinary toner consumption mode and for toner econo 
mizing mode. If the toner economizing mode is selected, the 
laser diode drive source is switched to reduce the laser diode 
driving current so as to reduce luminous intensity of the laser 
diode, to thereby reduce a developing area or width per one 
dot of the laser beam, to thus restrain the toner consumption 
amount. 

In the laser printer of the JP’O75 publication, laser diode 
driving current is controlled in an analog manner by switch— 
ing the laser diode drive sources from one to another, and 
therefore, a great numbers of the laser diode driving sources 
are required if multi~stage control is intended. As a result, 
production cost may be increased and ?ne control may 
become di?icult. 

SUMMARY OF THE INVENTION 

It is therefore, an object of the present invention to 
overcome the above-described conventional drawbacks, and 
to provide an improved printer capable of performing multi~ 
stage ?ne control to the toner consumption and capable of 
economizing the toner consumption amount while maintain 
ing a printing quality at a certain level, to thus restrain 
running cost. 

This and other object of the present invention will be 
attained by modulating dot pulse generated in accordance 
with dot data for printing and by performing printing with 
the modulated dot pulse. To be more speci?c, the present 
invention provides an electrophotographic type printer using 
toner for printing a toner image onto a sheet including a 
main frame, a mode selection switch, an image buffer, a 
pulse generating circuit, a modulation circuit and a print 
processor. The mode selection switch is adapted for selec 
tively setting one of ordinary toner consumption mode and 
a toner economizing mode. The image buffer is provided in 
the main frame for storing as dot data an image to be printed. 
The a pulse generating circuit is provided in the main frame 
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2 
for generating dot pulses indicative of ON and OFF of each 
dot in accordance with the dot data stored in the image 
buffer. The modulation circuit is provided in the main frame 
and is connected to the pulse generating circuit for modu 
lating the dot pulses generated from the pulse generating 
circuit and for outputting the modulated dot pulses in 
accordance with a mode selected by the mode selection 
switch. The print processor is provided in the main frame for 
performing printing process in accordance with the modu 
lated dot pulses outputted from the modulation circuit. 

In a preferred embodiment, the modulation circuit 
includes a shift register for delaying by a predetermined 
period the dot pulses generated from the pulse generating 
circuit if the toner economizing mode is selected by the 
mode selection means, and an AND gate circuit connected 
to the shift register for outputting a logical product of the dot 
pulses generated from the pulse generating circuit and the 
dot pulses delayed by the predetermined period by the shift 
register. 

In another aspect of the invention, there is provided an 
electrophotographic type printer using toner for printing a 
toner image onto a sheet comprising mode selection means 
for selectively setting one of ordinary toner consumption 
mode and a toner economizing mode, image buffer means 
for storing as dot data an image to be printed, pulse 
generating means for generating dot pulses indicative of ON 
and OFF of each dot in accordance with the dot data stored 
in the image bulfer means, modulation means connected to 
the pulse generating means for modulating the dot pulses 
generated from the pulse generating means and for output 
ting the modulated dot pulses in accordance with a mode 
selected by the mode selection means, and print processing 
means for performing printing process in accordance with 
the modulated dot pulses outputted from the modulation 
means. 

According to the present invention, dot pulses indicative 
of ON and OFF of each dot are generated in the pulse 
generating circuit in accordance with the dot data stored in 
the image buffer. If the toner economizing mode is selected 
in the mode selection switch, the modulating circuit modu 
lates the dot pulses in such a manner that each ON width of 
the pulse becomes narrow. Print processing is carried out 
based on the modulated dot pulses. 

In the preferred embodiment, if the toner economizing 
mode is selected in the mode selection switch, the dot pulses 
are delayed by a predetermined period by the shift register. 
The AND gate circuit then outputs a logical product of the 
dot pulses from the pulse generating circuit and the dot 
pulses delayed by the predetermined period. Accordingly, 
ON width of each dot pulse can be narrow, to reduce toner 
consumption amount. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the drawings: 
FIG. 1 is a schematic cross-sectional side view showing 

a laser printer according to one embodiment of the present 
invention; 

FIG. 2 is a block diagram showing an internal arrange 
ment of the laser printer according to the embodiment; 

FIG. 3 is a block diagram showing an internal arrange 
ment of a save-mode circuit in the laser printer; 

FIGS. 4A, 4B, 4C, 4D and 4E is a time chart showing dot 
pulse and ?rst to fourth shift pulses delayed from the dot 
pulse; 
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FIGS. 5A, 5B and 5C is a time chart showing change in 
dot pulse, shift pulse and output pulses from an AND gate 
circuit; 

FIG. 6(a) is a printed image under an ordinary toner 
consumption mode; 

FIG. 6(b) is a printed image under a toner econornizing 
mode in a conventional device; and 

FIG. 6(c) is a printed image under a toner economizing 
mode in the depicted embodiment. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

A printer according to one embodiment of the present 
invention will hereinafter be described with reference to the 
drawings. FIG. 1 shows a laser printer 1 having a main frame 
2 in which are disposed a recording process unit 3, a ?xing 
unit 4, and a laser scanner unit 5. A sheet cassette 6 is 
detachably provided onto an upper portion of the main frame 
2. Further, a sheet discharge tray 7 is provided at the front 
portion of the main frame 2. The recording process unit 3 
includes a photosensitive drum 8, a transfer roller 9 and a 
charger 10 positioned in confrontation with the photosensi 
tive drum 8 for charging the same. The ?xing unit 4 includes 
a heat roller 11 and a pressure roller 12. The laser scanner 
unit 5 includes a laser diode 30, a scanner motor 13, a lens 
14, and a re?ection mirror 15. 

A developing device 16 is provided in the vicinity of the 
recording processing unit 3. The developing device 16 
includes a developing roller 17 positioned in confrontation 
with the photosensitive drum 8. Further, a toner cartridge 18 
is provided which accumulates therein toners for supplying 
the toner to the developing roller 17. A sheet supply roller 
19, a separation pad 20, a pair of feed rollers 21, and a pair 
of discharge rollers 22 are provided along a sheet passage on 
which a sheet P supplied from the sheet cassette 6 runs. 
Further, a power source unit 23, a control circuit board 24 
and a laser driving circuit board 25, etc., are provided in the 
main frame 2. The main frame 2 has an upper surface on 
which a front panel or an operation panel 26 is provided. The 
front panel 26 is provided with various switches including a 
toner save mode selection switch 54 described later. 

Printing operation in the laser printer 1 will be described. 
The sheet P in the sheet cassette 6 is supplied to the sheet 
supply roller 19 and is fed to a position between the 
photosensitive drum 8 and the transfer roller 9 by the sheet 
feed rollers 21. On the other hand, the laser scanner unit 5 
irradiates laser beam B to the photo-sensitive drum 8 from 
the laser diode 30 by way of the lens 14 and the reflection 
mirror 15 in accordance with image data transmitted from a 
personal computer (see FIG. 2). As a result, an electrostatic 
latent image is formed on the photosensitive drum 8. The 
latent image is converted into a toner image by the devel 
oping device 16, and the toner image is transferred onto the 
sheet P by the transfer roller 9. The image transferred to the 
sheet P is ?xed at the ?xing unit 4, and the sheet P is 
discharged onto the discharge tray 7 by the discharge rollers 
22. 

FIG. 2 is a block diagram showing an internal electrical 
connection in the laser printer 1. A CPU 41 is adapted for 
controlling overall operation of the printer 1. A RAM 42 is 
adapted for temporarily storing various data for processing 
printing. A PROM 43 is adapted for storing various control 
programs. A FONTROM 44 is adapted for storing character 
pattern data. A data buifer 45 is adapted for storing image 
data transmitted from the personal computer 46 through an 
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4 
interface 47. An image buffer 48 is adapted for developing 
image data stored in the data buifer 45 into dot data with 
reference to the character pattern stored in the FONTROM 
44, and for storing the dot data therein. The line buffer 49 is 
adapted for storing dot data which represents a single line of 
the sheet P, the dot data being stored in the image buffer 48. 
A save-mode circuit 50 is adapted for generating and 

sending dot pulse to a laser driver 51, the dot pulse being 
indicative of ON and OFF of each dot in accordance with the 
one-line dot data stored in the line buifer 49. Luminous 
control of the laser diode 30 shown in FIG. 1 is effected by 
the laser driver 51. In the illustrated embodiment, the laser 
diode 30 is rendered ON upon input of high level pulse, and 
is rendered OFF upon input of low level pulse. 

FIG. 3 is a block diagram showing an internal arrange 
ment of the save-mode circuit 50. The save mode circuit 50 
includes a pulse generating circuit 52 for generating dot 
pulse indicative of ON and OFF of each dot in accordance 
with the one line dot data transmitted from the line buffer 49, 
a modulation circuit 53 for modulating dot pulse generated 
from the pulse generation circuit 52 and outputting the 
modulated dot pulse to the laser driver 51, and a selection 
register 55 for modulatingly controlling the modulation 
circuit 53 in accordance with the mode selection signal 
transmitted from the toner save-mode selection switch 54. 
The modulation circuit 53 includes a shift register 56 for 

outputting a shift pulse, and an AND gate circuit 57. The dot 
pulse from the pulse generation circuit 52 is delayed by 
predetermined period of time by virtue of clock pulse so as 
to output the shift pulse. The AND gate circuit 57 is adapted 
for outputting a logical product of the dot pulse generated 
form the pulse generating circuit 52 and the shift pulse 
delayed by a predetermined time period by the shift register 
56. 
The mode selection switch 54 generally provides the 

ordinary toner consumption mode and the toner-save mode 
which includes ?rst through fourth toner save modes. The 
mode is cyclically changed in order from one mode to the 
other mode in accordance with depression of the mode 
selection switch 54. The fourth toner save mode is the most 
toner saving mode. 

Four output lines connect the selection register 55 to the 
shift register 56 so as to store in the register 56 the toner 
consumption mode selected by the mode selection switch 
54. A combination of the output signals transmitted through 
the four output lines will determine the delay of the dot pulse 
in the shift register 56. For example, in case of an ordinary 
consumption mode, four “zero” signals (0,0,0,0) are output 
ted to the shift register 56 from the selection register 55. In 
this case, delay of the dot pulse is not performed in the shift 
register 56. In the ?rst toner save mode, signals of (0, 0, O, 
l) are transmitted through the respective four lines. In the 
second toner save mode, signals of (0, 0, l, l) are transmit 
ted through the respective four lines. In the third toner save 
mode, signals of (0, 1, l, l) are transmitted through the lines, 
and in the fourth toner save mode, signals of (l, 1, l, 1) are 
transmitted through the lines from the selection register 55 
to the shift register 56. 

In accordance with the selected toner consumption mode, 
i.e., in accordance with the combination of the four signals 
outputted from the selection register 55, the dot pulse 
inputted from the pulse generating circuit 52 into the modu 
lation circuit 53 is modulated. 
The shift register 56 in the modulating circuit 53 can 

select one pulse among the ?ve kinds of pulses shown in 
FIG. 4. In FIG. 4, (A) is the dot pulse outputted from the 
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pulse generating circuit 52. (B) is a ?rst shift pulse which is 
delayed or shifted by one clock from the dot pulse (A). (C) 
is a second shift pulse which is delayed by two clocks from 
the dot pulse (A), (D) is a third shift pulse which is delayed 
by three clocks from the dot pulse (A), and (E) is a fourth 
shift pulse which is delayed by four clocks from the dot 
pulse (A). 

If the combination of the signals transmitted from the 
selection register 55 is (O, 0, 0, 0), the dot pulse (A) is 
outputted from the shift register 56. On the other hand, if the 
combination of the signals is (0,0,0,l) the ?rst shift pulse (B) 
is outputted from the shift register 56. Similarly, the second 
shift pulse (C) is outputted in response to the combination of 
the signals of (0, 0, l, 1), third shift pulse (D) is outputted 
in response to the signals of (0, l, l, l), and the fourth shift 
pulse (E) is outputted from the shift register 56 in response 
to the signals (1, 1,1,1). 

Operation in the save-mode circuit 50 under the selection 
of the toner save mode will be described with reference to 
FIG. 5. FIG. 5 shows time charts showing changes in dot 
pulse (a), shift pulse (b) and output pulse (0) from the AND 
gate circuit 57. In case of high level state in each pulse, the 
laser diode 30 emits light, and in case of low level state in 
each pulse, no luminous operation is performed in the laser 
diode 30. Accordingly, if the laser diode 30 emits light in 
response to the high level, the laser beam B forms the latent 
image on the photosensitive drum 8, and the toner image is 
provided by the developing device 16. That is, an image is 
formed on the sheet P. On the other hand, the laser beam is 
not provided by the laser diode 30 in response to the low 
level pulse, no image is formed on the sheet P. 

If dot data containing one line data are transmitted from 
the line buffer 49, the dot pulses (a) indicative of ON and 
OFF of each dot are generated from the pulse generation 
circuit 52. The dot pulses are delayed in the shift register 56 
and shift pulses (b) are outputted. In the AND gate circuit 57 , 
logical product of the dot pulses (a) and the shift pulses (b) 
is provided and the logical products (c) are outputted to the 
laser driver 51. 

More speci?cally, if (0, 0, 0, 0) signals are transmitted 
form the register 55, the dot pulse (a) is outputted from the 
shift register 56. In the AND gate circuit 57, the dot pulse 
and the identical dot pulse is anded, and therefore, the 
identical dot pulse is outputted from the modulation circuit 
53 to the laser driver 51. 

On the other hand, if (0, 0, l, l) signals are transmitted 
from the selection register 55 as a result of the toner 
consumption mode selection, the second shift pulse is out 
putted from the shift register 56 (see (b) in FIG. 5). In the 
AND gate circuit 57, the second shift pulse (b) and the dot 
pulse (a) is anded. Consequently, the AND output pulse (c) 
is outputted from the modulation circuit 53. ' 

Since the output pulses (c) from the AND gate circuit 57 
is the logical product of the dot pulses (a) and the shift pulses 
(b), high level period in the output pulses (c) is shorter than 
that of the dot pulses (a). Accordingly, luminous period of 
the laser diode 30 is reduced, so that a spot size of the laser 
beam B irradiated onto the photosensitive drum 8 becomes 
smaller than that of the beam in the ordinary consumption 
mode. The toner is a?ixed to the latent imaging zone on the 
photosensitive drum 8, i.e., at the laser beam spot portions. 
Consequently, the amount of toner affixed to the photosen 
sitive drum 8 can be reduced. Apparently, if the fourth toner 
save-mode is selected, the high level period in the output 
pulse (c) becomes the shortest. Accordingly, the fourth toner 
save mode can provide the minimized toner consumption 
amount. 

10 

25 

30 

35 

45 

55 

60 

65 

6 
Function and effect will be compared between the con 

ventional printer and the illustrated embodiment with refer 
ence to FIG. 6. FIG. 6(a) shows a print image according to 
ordinary toner consumption mode, FIG. 6(b) shows a print 
image in accordance with toner economizing mode in the 
conventional printer according to JP’574 publication, and 
FIG. 6(0) shows a print image in accordance with toner 
economizing mode in the illustrated embodiment. In the 
conventional printer, as shown in FIG. 6(b), dots 61' are 
omitted among the dots 61 to be printed due to the thinning 
out processing, and therefore, a central white-out portion 
may be created in the resultant image. In the illustrated 
embodiment, as shown in FIG. 6(c), size of the dots 62 are 
reduced, and no white-out portion is provided. Thus, accord 
ing to the thinning-out printing in the conventional printer, 
?ne characters or lines may disappear to degrade the printing 
quality. On the other hand, in the illustrated embodiment, 
such image disappearance does not occur, and su?icient 
printing quality can be maintained. 
By the thus arranged toner save mode, toner consumption 

amount per one dot can be controlled and reduced, and 
therefore, printing quality can be maintained while econo 
mizing the toner consumption, to thus reduce running cost of 
the laser printer 1. Further, a plurality of levels can be 
provided as the toner save mode. In accordance with the 
selected level, phase of the shift pulse outputted from the 
shift register 56 can be properly controlled, to thereby 
control delaying period of the dot pulse. Thus, multi-stage or 
?ne control to the toner consumption can be performed. 

While the invention has been described in detail and with 
reference to the speci?c embodiment thereof, it would be 
apparent to those skilled in the art that various changes and 
modi?cations may be made therein without departing from 
the spirit and scope of the invention. For example, the 
manner for modulating the dot pulse transmitted from the 
pulse generating circuit 52 is not limited to the case where 
the shift register 56 and the AND gate circuit 57 are used. 
Further, in the depicted embodiment, the toner mode selec 
tion is made by depression of the toner mode selection 
switch. However, selection of the toner consumption mode 
can also be made by way of a signal transmitted from a 
personal computer. 
As described above, in the printer of the present inven 

tion, dot pulses indicative of ON/OFF of each dot is modu 
lated and printing operation is carried out based on the 
modulated dot pulse if the toner economizing mode is 
selected. Further, ?ne multiple stage control is achievable in 
digital manner with respect to the toner consumption, and 
toner consumption amount per one dot can be reduced. 
Further, thinning-out processing is not performed, so that 
disappearance of ?ne character or line does not occur. Thus, 
toner consumption can be economized yet maintaining a 
printing quality at a certain level to thereby lower the 
running cost. 
What is claimed is: 
1. An electrophotographic type printer using toner for 

printing a toner image onto a sheet, comprising: 

a main frame; 
mode selection switch for selectively setting one of ordi 

nary toner consumption mode and a toner economizing 
mode; 

an image buffer provided in the main frame for storing as 
dot data an image to be printed; 

a pulse generating circuit provided in the main frame for 
generating dot pulses indicative of ON and OFF of each 
dot in accordance with the dot data stored in the image 
buffer; 
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a modulation circuit provided in the main frame and 
connected to the pulse generating circuit for modulat 
ing the dot pulses generated from the pulse generating 
circuit and for outputting the modulated dot pulses in 
accordance with a mode selected by the mode selection 
switch; and 

a print processor provided in the main frame for perform 
ing printing process in accordance with the modulated 
dot pulses outputted from the modulation circuit, 

wherein the modulation circuit comprises: ‘ 

a shift register for delaying by a predetermined period the 
dot pulses generated from the pulse generating circuit 
if the toner economizing mode is selected by the mode 
selection switch; and 

an AND gate circuit connected to the shift register for 
outputting a logical product of the dot pulses generated 
from the pulse generating circuit and the dot pulses 
delayed by the predetermined period by the shift reg 
ister. 

2. The electrophotographic printer as claimed in claim 1 
wherein the toner economizing mode includes a plurality of 
toner-save modes providing spot size different from one 
another, and the printer further comprising a selection reg 
ister connected to the mode selection switch for storing one 
of the ordinary toner consumption mode and the toner-save 
mode selected by the mode selection switch, the selection 
register outputting a signal indicative of the delaying period 
to the shift register, the delaying period corresponding to the 
selected mode. 

3. The electrophotographic printer as claimed in claim 2, 
wherein the selection register is connected to the shift 
register through a plurality of signal lines, each signal line 
transmitting therethrough a binary signal, and a combination 
of binary signals being indicative of the selected mode. 

4. The electrophotographic printer as claimed in claim 1, 
wherein the print processor comprises: 

a laser diode for generating a laser beam and rendered ON 
and OFF in accordance with a high level signal and low 
level signal of the logical product; 

a photosensitive drum having an outer surface to which 
the laser beam is irradiated so as to provide an elec 
trostatic latent image on the outer surface; and 
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developing means for supplying toner to the photosensi 

tive drum so as to provide a toner image thereon at a 
position corresponding to the latent image. 

5. The electrophotographic printer as claimed in claim 1, 
further comprising a clock signal generation circuit con 
nected to the shift register, the clock signal generation circuit 
generating a clock signal and transmitting the clock signal to 
the shift register where the dot pulse is delayed by numbers 
of the clock signals. 

6. The electrophotographic printer as claimed in claim 1, 
further comprising an operation panel provided in the main 
frame, the mode selection switch being positioned at the 
operation panel. 

7. An electrophotographic type printer using toner for 
printing a toner image onto a sheet, comprising: 
mode selection means for selectively setting one of ordi 

nary toner consumption mode and a toner economizing 
mode; 

image buffer means for storing as dot data an image to be 
printed; 

pulse generating means for generating dot pulses indica 
tive of ON and OFF of each dot in accordance with the 
dot data stored in the image buffer means; 

modulation means connected to the pulse generating 
means for modulating the dot pulses generated from the 
pulse generating means and for outputting the modu 
lated dot pulses in accordance with a mode selected by 
the mode selection means; and 

print processing means for performing printing process in 
accordance with the modulated dot pulses outputted 
from the modulation means, 

wherein the modulation means comprises: 

a shift register for delaying by a predetermined period the 
dot pulses generated from the pulse generating circuit 
if the toner economizing mode is selected by the mode 
selection switch; and 

an AND gate circuit connected to the shift register for 
outputting a logical product of the dot pulses generated 
from the pulse generating circuit and the dot pulses 
delayed by the predetermined period by the shift reg 
ister. 


