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[57] ABSTRACT 

Various methods and associated apparatuses are provided for 
communicating data from a central station to a remote 
station over some form of communications path. The data, 
which together form at least one title, are stored on at least 
one storage device. The data forming that title are then 
retrieved as data blocks from storage. Each data block is a 
sequential segment of the data. Finally, the retrieved data 
blocks are transmitted from the central station to the remote 
station. According to preferred embodiments, two types of 
storage devices are provided. The ?rst type, preferably 
formed as an array of playback units, allows the data to be 
stored as data blocks and distributed accordingly over a 
plurality of storage devices. The second type, preferably 
formed as ring structures composed of solid state elements, 
provides a plurality of access points coupled to the storage 
medium, each of which is able to retrieve the data indepen 
dently of other access points. For further versatility in the 
system, the data blocks can also be transmitted indepen 
dently of one another from the central station. Preferably, the 
step of retrieving the data is performed in response to 
receiving a request for a given title. The various systems 
disclosed allow a wide assortment of titles (e.g., movies, 
educational-, entertaiment~, consumer-, and business-related 
information, and any information that can be converted into 
a stream of data) to be transmitted to a wide audience with 
great ?exibility and minimal contention between users for 
the titles offered. 

14 Claims, 12 Drawing Sheets 
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1 
INFORMATION SERVICE CONTROL POINT 
WHICH RETRIEVES INFORMATION AS 
BLOCKS OF DATA AND OUTPUTS THE 

RETRIEVED DATA VIA A 
COMIVIUNICATIONS LINK 

This is a Divisional of application Ser. No. 08/136,185 
?led Oct. 15, 1993. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to network elements capable 
of providing new and enhanced broadband, information 
related services to consumers. Speci?cally, the present 
invention provides the ability to receive and respond to 
diverse subscriber requests by transmitting information of 
virtually any kind. The information transmitted can include 
movies, video games and other entertainment programs, 
educational information and programs, scienti?c and other 
research-related database information, and the like, and is 
hereinafter referenced generically as “information” or 
“titles”. 

2. Description of the Related Art 
Consumer demand for enhanced on-site entertainment 

and information services is on the rise. Examples of such 
entertainment and information services include so-called 
“on-demand” video, interactive video games, database 
research, “home-shopping” and the like. Numerous service 
providers are currently eager to tap this demand, and are 
therefore expressing interest in schemes for providing such 
services to consumers. The efforts currently being expended 
by service providers, as well as the current state of progress 
in this ?eld of technology are described, e.g., in TIME 
Magazine, Apr. 12, 1993, at 49ff., and Newsweek, May 31, 
1993, at 3911“. 

In order to be economically practical and viable, a system 
offering the wide range of information-related services just 
described should preferably be able to (i) permit access to 
large volumes of data (i.e., to a large number of titles), (ii) 
service a large number of consumers, and (iii) transfer data 
(i.e., titles) to the end user quickly, preferably in “real time”. 
Further, the consensus prefers a system arranged as a cen 
tralized facility capable of communicating with remote 
stations (e.g., homes, o?ices, public gathering locations, 
etc.) via existing or next'generation communications media. 

Particular ongoing efforts related to the present invention 
include a system being developed by Broadband Technolo 
gies. General elements of the Broadband Technologies sys 
tem, as understood, are illustrated in FIG. 15. As shown, a 
subscriber’s remote location 151 is connected over a stan 
dard telecommunications network 152 to a central facility 
153. The central facility 153 awaits service requests from its 
subscribers. 

When a given subscriber wishes to view a selection (e.g., 
a movie), he or she places a telephone call to the central 
facility using a standard telephone 154. The call is routed via 
standard telephone switches 155 (e.g., E0 and AT switches) 
over the telephone voice path of a standard telephone line 
156 (e. g., 24-gauge twisted pair copper wire). The telephone 
call is directed to a Voice Response Unit (VRU) 157 located 
in the central facility. The VRU forwards the subscriber 
request to an on-site attendant 158, e.g., through a paper 
printout. The operator 158 reviews the request, then 
retrieves the requested selection from an in-house library 
159. Finally, the operator 158 locates an available playback 
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2 
unit 170 in a playback battery 171 and loads and plays the 
selection accordingly. 
The output signal of the playback unit 170 is supplied to 

an interface unit 172 coupled between the playback unit 170 
and the VRU 157 in the central facility 153. The interface 
172 compresses the signal received and forwards the com 
pressed signal via the VRU 157 to the telephone voice path 
of the telephone line 156. From there, the signal is routed to 
the subscriber’s telephone 154, where a further interface 173 
retrieves the signal, decompresses it, and passes it to the 
subscriber’s television set 174. 

As such, the Broadband Technologies system succeeds in 
providing an adequate transfer of video data over existing 
switches and transmission lines. First, the signal received at 
the remote location 151 corresponds in quality approxi 
mately to that of a conventional slow-play VHS mode 
signal. Furthermore, this system, while not truly “interac 
tive”, does provide limited system responses to remotely 
transmitted user requests. However, the system suifers under 
a range of ine?iciencies, limitations on size and ?exibility, 
and limitations or interactiveness, discussed in greater detail 
below. Finally, the system requires direct linkage to the 
subscriber’s telephone 154, which monopolizes the tele 
phone line and requires electrical connection between the 
telephone and television. 
An additional pilot system being developed, known as the 

AT&T Leesburg Project, overcomes at least some of the 
problems noted above. General elements of the Leesburg 
system, as understood, are illustrated in FIG. 16. As apparent 
from the ?gure, the Leesburg system is very similar to the 
Broadband Technologies system, except that the request and 
response signals are not routed via standard telephone lines. 
Instead, the request and the response transmission are routed 
between the remote location 161 and the central facility 163 
via a ?ber-optic cable system 162. 

In operation, a subscriber request is initiated via a cus 
tomized telephone or control unit 164 connected to a special 
cable converter box 165 installed at the remote location 161. 
The request is transmitted over the ?ber system 162 to a 
Voice Response Unit (VRU) 166 located at the central 
facility 163. 
The operations at the central facility are the same as those 

described above with respect to the Broadband Technologies 
system, as indicated by the use of like reference numbers. 
The output signal of the playback unit 170 is supplied to an 
interface unit 167 directly coupled to the ?ber system 162. 
The special cable converter box 165 at the remote end 
retrieves the signal and passes it on to the subscriber’s 
television 168. 

Since the Leesburg system bene?ts from the larger data 
transmission capacity of ?ber»optics over standard copper 
wire (approx. 150 Mbits/sec versus approx. 1.5 Mbits/sec), 
the resulting quality of the data signal is enhanced relative 
to that of the signal delivered by the Broadband Technolo 
gies system. Moreover, this system does not monopolize the 
subscriber’s telephone line. However this system fails to 
overcome the other problems noted, namely ine?iciency, 
limitations on size and ?exibility, and limitations on inter~ 
activeness. 
The problems inherent in these systems, mentioned 

brie?y above, will now be described more particularly. 
The ?rst class of problems involves ine?iciency. First, no 

system yet proposed is fully automated. The human involve 
ment and interaction required renders such systems costly, 
fallacy-prone and sluggish in response time. Second, pro 
nounced redundancy between subscribers and playback 
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capacity is required. In other words, the system must dedi 
cate one VCR per concurrent user per average title duration. 
Further, the system must stock multiple copies of each title 
in order to cover overlapping requests. Clearly, this redun 
dancy adds tremendously to overall cost and complexity of 
the system. Moreover, the arrangement is very wasteful, 
given that certain selections (e.g., ?rst-run movies) are 
extremely popular for a time and then drop dramatically in 
popularity. 
The second class of problems involves limitations on size 

and ?exibility of the overall system. More speci?cally, given 
the redundancies discussed above, any system designed in 
this manner is inherently limited in the number of subscrib 
ers that can be accommodated and in the number of selec 
tions (titles) that can be o?ered. 
The third class of problems relates to interactiveness. In 

each of the systems described, the user merely requests and 
views the title selected. As designed, the systems are inca 
pable of providing more versatile or elaborate options that 
would require greater interaction between the user and the 
system. Examples of possible options available from a more 
powerful system include obtaining information to assist the 
user in selecting a title, selecting and reviewing previews of 
titles, adjusting playback of titles (e.g., pause, fast-forward, 
etc.), selecting between original language and dubbed ver 
sions of titles, etc. Further, truly interactive services are 
foreclosed from the described systems. Such interactive 
services of interest to consumers include on-line database 
searching, networked remote-station video-game competi 
tions, personalized home shopping, and the like. 

SUMMARY OF THE INVENTION 

In view of the de?ciencies and limitations of the systems 
currently being developed, the present invention addresses 
the following objects: 

(i) to deliver data over conventional or modernized com 
munication networks; 

(ii) to deliver large amounts of data, and preferably to 
deliver data streams su?icient to display, e. g., an NSTC 
signal; 

(iii) to deliver data rapidly, and preferably to deliver data 
sufficiently rapidly to allow the user to receive or 
interact with the data without perceptible delay (i.e., in 
“real time”); 

(iv) to deliver a given data set to multiple end users, 
preferably with the ability to accommodate large num 
bers of consumers; 

(v) to deliver a given data set at the same time to multiple 
end users; 

(vi) to deliver plural data sets to multiple end users; 
(vii) to deliver plural data sets at the same time to multiple 

end users; 

(viii) to deliver data in an economical fashion, without the 
pronounced redundancy noted with respect to systems 
currently being developed; 

(ix) to deliver data relatively cheaply, quickly, and 
dependably, using automated procedures; and 

(x) to provide a system capable of being easily and 
cost-efficiently scaled to the requirements of the local 
ity in which it is operated. 

These and other objects are solved by the present inven 
tion in its various embodiments. In its most general formu 
lation, the present invention provides a method and an 
apparatus for communicating data from a central station to 
a remote station over some form of communications path. 
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4 
The data which together form at least one title, are stored on 
at least one storage device. The data forming that title are 
then retrieved as data blocks, independently of other data 
blocks, from storage. Each data block is a sequential seg 
ment of the data. Finally, the retrieved data blocks are 
transmitted from the central station to the remote station. 

According to preferred embodiments, two types of stor 
age devices are provided. The ?rst type, preferably formed 
as an array of playback units, allows the data to be stored as 
data blocks and distributed accordingly over a plurality of 
storage devices. The second type, preferably formed as rings 
of solid state elements, provides a plurality of access points 
coupled to the storage medium, each of which is able to 
retrieve the data. 

For further versatility in the system, the data blocks can 
also be transmitted independently of one another from the 
central station. 

Preferably, the step of retrieving the data is performed in 
response to receiving a request for a given title. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Preferred embodiments of the invention are described, by 
way of example, with reference to the accompanying draw~ 
ings, in which: 

FIG. 1 shows elements forming a communications system 
into which the present invention is incorporated; 

FIG. 2 is a functional block diagram of the Request 
Ful?llment Unit of FIG. 1; 

FIG. 3 is a ?owchart for illustrating communication 
between the Information Signal Control Point and the sub 
scriber interface of FIG. 1; 

FIG. 4 illustrates the division of a title into data blocks; 
FIG. 5 illustrates one method of distributing titles over 

storage devices; 
FIG. 6 illustrates the retrieval of data blocks in accordance 

with one aspect of the present invention; 

FIG. 7(a)—7(d) show embodiments of primary storage 
devices constructed as solid state memory rings, in which 

FIG. 7(a) illustrates the ring principle utilizing shift 
registers to form the ring; 

FIG. 7 (b) shows a speci?c preferred ring structure using 
CCDs; and 

FIG. 7(c) and 7(d) show embodiments utilizing parallel 
ring structures. 

FIGS. 8(a) and 8(b) show a data port and a data regen 
erator inserted into the ring, respectively; 

FIG. 9 illustrates a storage method utilized by the sec 
ondary storage devices of the present invention; 

FIG. 10 is a ?owchart illustrating how the system 
retrieves data from the primary and secondary storage 
devices; 

FIG. 11 shows a preferred system capable of receiving 
requests from and sending title data to subscribers; 

FIG. 12 shows a preferred embodiment of the Information 
Signal Control Point of FIG. 1; 

FIG. 13 is a functional block diagram of the Operation 
Support Unit of FIG. 12; 

FIG. 14 is a functional block diagram of the Administra 
tive Support Unit of FIG. 12; 

FIG. 15 shows a ?rst related art system currently under 
development; and 

FIG. 16 shows a second related art system. 
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DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 
FIG. I shows, in general terms, elements forming a 5 

communications system into which the present invention 
can be incorporated. The principles underlying the invention 
are not dependent upon features unique to particular com 
munications systems. As such, it is possible to incorporate 
the present invention into a variety of communications 
systems presently existing or yet to be developed. Two 
examples of existing systems capable of supporting the 
present invention are a telecommunications network and a 
cable TV service. 

If the Information Service Control Point (ISCP) is embed— 
ded in the Local Exchange Central O?ice of a telecommu 
nications network, it can inter-operate with the network via 
a signalling protocol such as SS7 TCAP (Transaction Capa 
bilities Part of Signalling System 7, as de?ned by the 
CCITT-an international standard) in a fashion analogous to 
a traditional telecommunications Service Control Point 
(SCP). Alternative signalling protocols acting as interfaces 
for a local telephone network include DTMF (Dual Tone 
Multi-frequency). 

For Cable TV service providers, the ISCP functions as a 
basic service delivery system providing on-demand and 
interactive service capabilities. Signalling protocols capable 
of being utilized in a cable system include DTMF and 
Ethernet. 
As shown in FIG. 1, the communications system includes 

a central station 1, a remote station 2 and a communication 
path 3 connecting the central and remote stations. The 
communication itself is composed of two parts, namely a 
signalling part (protocols) and a transmission part. Conse 
quently, the communications path 3 includes both a signal 
ling path 4 and a transmission path 5. 
The present invention is not limited to any particular 

choice of transmission medium or transmission technology. 
Existing telephone or cable lines can be used. If narrow 
bandwidth media, such as copper wire or coaxial cable, are 
used, compression schemes can be employed to transmit 
data e?’ectively. If door-to-door ?ber-optic cable is available, 
this type of medium, given its broadband characteristics, is 
preferably employed. Digital cellular or satellite transmis 
sion techniques may also become feasible in the very near 
future. , 

In operation, communications back and forth between the 
central office 1 and remote station 2 are initiated at either end 
(1 or 2) and are transmitted over the communications path 3. 
Signalling portions of the communication travel over the 
signalling path 4, while data portions travel over the trans 
mission path 5. Communication from the central office 1 to 
the remote station is generally referred to as the downlink 
path, while communication in the opposite direction is the 
uplink path. 
The ISCP 6 is associated with the central o?ice 1. In 

general terms, the ISCP 6 receives and responds to service 
requests via some predetermined signalling protocol over 
one or more switching points. 

In order for communications to be sent and received by 
the ISCP 6 from the remote station 2, a subscriber interface 
7 associated with the remote station 2 is provided. The 
construction and operation of the subscriber interface 7 
depends on the nature of the service provider, and, speci? 
cally, on the network of the service provider within which 
the ISCP is embedded. The details of construction of the 
subscriber interface 7 are not material to the present inven~ 
tron. 
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6 
When incorporated into a conventional telecommunica 

tions network, the ISCP 6 may receive service requests via 
SS7 links from an E0 (end o?ice) switch. The ISCP behaves 
as both an AT (access tandem) switch and as an SCP (Signal 
Control Point). Speci?cally, the ISCP mirrors an SCP in that 
it provides information via an SS7 link. It mirrors an AT 
since it provides service via a transmission path set up 
through the E0 switch. 
One simple method of obtaining service entails a local 

telephone call by the subscriber, who then interacts with the 
ISCP through system-generated prompts and DTMF signal 
ling. The system-generated prompts can be delivered to the 
subscriber in any of various forms; e.g., simulated voice, 
video or facsimile. ' 

When incorporated into a conventional cable TV service, 
the ISCP 6 provides transmission via a wire frame or similar 
arrangement. Subscriber messaging is accomplished via 
Ethernet or an analogous uplink path. 

If existing subscriber premise equipment is available (as 
currently offered by some cable/hotel service providers) the 
ISCP is advantageously engineered to be compatible. 
Depending on the level of sophistication of the subscriber 
interface 7, various levels and types of interactive service 
can be offered. 
The ISCP 6 is composed of various subsystems, the major 

subsystem of which is a Request Ful?llment Unit (RFU) 8. 
FIG. 2 ‘ 

FIG. 2 is a functional block diagram showing a preferred 
embodiment of the Request Ful?llment Unit (RFU 8). The 
RFU is designed to provide subscriber service and interact 
with subscribers. Both functions are supported through the 
RFU’s library, which is composed of various databases and 
operations algorithms, examples of which are described 
below. The RFU’s library, described in greater detail below, 
can be either an on-site facility, a remote facility, or a 
combination of on-site and remote facilities. 
As shown in FIG. 2, the subscriber interaction function is 

enabled by a link 10 to the communications path 3. The 
subscriber service functions themselves are enabled through 
various operations algorithms (processing capabilities) 
11—16 and through databases 21-26 corresponding to the 
various operations algorithms 11—16. These algorithms 
11-16 and databases 21—26 will be described in greater 
detail below. 
FIG. 3 

FIG. 3 is a ?owchart for illustrating communication 
between the ISCP 6 and the subscriber interface 7, and for 
illustrating the ensuing operation of the RFU 8. 

Communication begins when a subscriber initiates con 
tact with the ISCP 6 via the subscriber interface 7 (step S1). 
As described above, the format of the communication 
depends upon the communications system employed and 
can be designed to be compatible with existing systems. I.e., 
if embedded in a telephone network, communication 
between the ISCP 6 and the interface 7 would include 
signalling protocols, such as SS7/T CAP or DTMF, trans 
mitted over the signalling path 4 and data transmitted over 
the transmission path 5 (FIG. 1). If embedded in a cable 
network, the communication would include signalling pro 
tocols, such as Ethernet or DTMF, transmitted over the 
signalling path 4 and data transmitted over the transmission 
path 5. 
The communication can be either a direct request for a 

speci?c title or a more general request requiring further 
interactive communication between the RFU 8 and the 
interface 7. The RFU 8 recognizes whether the request is 
speci?c or general, and processing branches accordingly 
(step S2). ' 



5,604,682 
7 

If the request is general, the RFU 8, through its title search 
and support function 11, coupled with a title information 
database 21, responds with a service that permits subscribers 
to interact with the ISCP 6 until they have found the speci?c 
title(s) they wish to request. The title search and support 
function 11 permits access to one or more databases of 
information about the titles on store. This information may 
contain entries regarding actors, directors, ratings, awards, 
critical reviews, country of origin, etc. The information 
accessed is supplied via the link 10 and the interface 7 to the 
subscriber. Various formats may be employed to facilitate 
this phase of interactive communication, such as menu 
screens, voice prompts, etc. (step S3). This phase of inter 
action ends when the subscriber has requested one or more 
speci?c titles (step S2). 

While they can be interactive, steps S1~S3 are concerned 
only with the title request aspect of service. Steps S4-S15, 
on the other hand, involve the RFU’ 5 response to the request. 
In other words, steps S4-S15 relate to request ful?llment. 
Request processing 12 ensures that the RFU 8 properly 
responds to any speci?c request received by any subscriber, 
and acts as an interface between the RFU’s response library 
13—16, 22-26 and the transmission link 10. 
Once one or more speci?c titles are chosen (step S2), the 

RFU 6 initiates a validation procedure to ascertain whether 
the particular subscriber is authorized to view or otherwise 
interact with the title that has been chosen (step S4). In order 
to accomplish this end, the RFU includes a response vali 
dation function 13 operationally connected to one or more 
authorization (subscriber pro?le) databases 22. The database 
22 contains lists of valid subscribers and lists of service 
pro?les. Service pro?les are categories of service options 
available to the subscriber from the service provider. One 
example service option is an access restriction to certain 
titles (e.g., premium titles, movies with restricted ratings, 
etc.) that is either complete or contingent upon a certain code 
or password being entered. 

Based on the information contained in the authorization 
database 22, the RFU 8 determines whether the subscriber’s 
request is authorized or not (step S5). If the request is 
unauthorized, the request is not ful?lled (step S6). If desired 
by the service provider, the RFU 6 can be structured to 
provide the subscriber with information explaining the rea 
sons why the request is not authorized, or with other 
information helpful to the subscriber. 

If the requested title is authorized, it is retrieved from 
storage by the RFU 6, in preparation for transmission of the 
title to the subscriber (step S7). Title retrieval and delivery 
is controlled by a title retrieval and control function 14. This 
function 14 accesses one or more databases 23, 25 on which 
the various titles offered by the service provider are stored. 
Compression techniques may be advantageously employed. 
FIG. 2 therefore shows, by way of example, a compression! 
decompression function 24 inserted between the title 
retrieval and control function 14 and the database 25. 
Further details regarding title retrieval and control are 
described hereinafter with reference to FIG. 10. 

According to the preferred embodiment, the RFU 
employs a variety of storage device technologies. These 
include, but are not limited to, Random Access Memory 
(RAM), Digital Audio Tape (DAT), Read-Only Memory 
embodied in compact disk format (CD-ROM), Optical Juke 
Boxes, and Silos. Important criteria underlying the choice of 
particular storage devices are the need for short access time 
and cost constraints (i.e., a relatively low average cost per hit 
stored). The devices currently available that meet these 
criteria are all sequential-access-type storage devices, such 
as those enumerated above. 
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8 
The storage device technologies employed are preferably 

subdivided into two general categories. 
The ?rst category is reserved for popular titles and is 

stored in one or more primary storage units 23. The primary 
storage unit(s) 23 are devices, preferably of a sequential 
access type, that permit especially rapid access to the data 
stored. As noted earlier, the data may or may not be 
compressed depending on the requirements of the system 
implementing the invention. Further details describing pre 
ferred methods of storing the data in the storage unit(s) 23, 
which enable multiple subscribers to receive the same title 
at the same time, are provided below in conjunction with 
FIGS. 4-8. 
The second category of storage device technology is used 

to store titles not as frequently requested. This category, 
consisting of one or more individual units, is indicated in 
FIG. 2 as secondary storage unit(s) 25. Again, the data may 
or may not be compressed. While the unit(s) 25 are not as 
e?icient as the primary unit(s) 23, they are less costly to 
manufacture and maintain, thereby reducing the cost of the 
overall system. However, even though less e?icient, the data 
held in the unit(s) 23 can nonetheless be stored according to 
the preferred methods described hereinafter (FIG. 4—6 and 
9), permitting simultaneous access to a single title by 
multiple users. 
The determination of whether to place a particular title on 

either primary storage unit(s) 23 or secondary storage unit(s) 
25 is based upon title access history and/or expected 
demand. A supervision and record-keeping function 16 
(FIG. 2) incorporated into the RFU 8 can be used to facilitate 
this determination by collecting statistics and forwarding 
them from the RFU 8 to other parts of the ISCP for 
processing. 

Returning to the description of FIGS. 2 and 3, once the 
retrieval and control function 14 has accessed the storage 
unit(s) 23 or 25 containing the data for the speci?c title 
requested and has performed pre-transmission processing as 
needed (step S7), the RFU 8 determines whether it is 
presently capable of ful?lling the subscriber’s request (step 
$8). 

This determination is preferably performed as follows. 
The RFU 8 maintains the current (“real time ”) and future 
access states to the various storage devices 23, 25 for the 
“M” subscribers currently receiving service. The supervi 
sion and record-keeping function 16 can support this task as 
well. From this information and the new “M+l st” subscriber 
request, the RFU 8 is able to determine whether the “M+1 st” 
subscriber request against the “M” subscribers receiving 
service is feasible. The point at which service is no longer 
feasible individual ISCP has been engineered. 

If the RFU 8 determines that it is not feasible to ful?ll the 
“M+lst” subscriber’s request, then the RFU 8 will abandon 
response ful?llment processing (step S9). The inability to 
ful?ll the request is be communicated to the subscriber in a 
manner determined by the service provider, e. g., a fast busy 
signal (preferably coupled with an announcement) as is 
currently used in telecommunications networks, an audio or 
video prompt to “try again” or an estimated waiting period 
calculated by the RFU 8 informing the customer when the 
request would become feasible. 

If the RFU 8 determines at step S8 that it is feasible to 
ful?ll the “M+lst” request, the ISCP 6 establishes a com 
munications path to the subscriber’s premises 2 (step S10) 
and commences transmitting the data that constitutes the 
title requested (step S11). The method by which steps S10 
and S11 are executed is dependent on the communications 
network in which the invention is embedded. In other words, 
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the ISCP 6 is engineered in such a way as to provide a 
(digital) interface to the communications facility of the 
service provider. This simply entails converting the bit 
stream corresponding to the data retrieved by the title 
retrieval and control function 14 into a format compatible 
with the service provider’s network. If door-to-door ?ber is 
available, the delivery can be via D53 (Digital Speed Three) 
suitable for Digital TV. If the data is delivered over metal 
(e.g., over copper wire, as is still prevalent in current 
telecorrununications networks), compression schemes 
known to those skilled in the art (e.g., lossy compression 
schemes such as fractal compression, or lossless schemes) 
are advantageously employed. Delivery over coaxial cable is 
equally feasible. 
As mentioned previously, the ISCP 6 of the present 

invention preferably offers various levels and types interac 
tive service. As such, the subscriber need not be limited to 
merely the passive reception of one or more titles selected. 
Rather, if offered by the service provider, the ISCP can 
provide the subscriber the ability to interact with a title as it 
is delivered, in accordance with any number of pre—pro 
grarnrned interaction rules. Accordingly, FIG. 2 shows a title 
interaction function 15 associated with a title interaction rule 
database 26 integrated into the RFU 8. 

Thus, during the course of transmission, the RFU 8 awaits 
the receipt of an interaction request from the subscriber (step 
S12). Upon detecting such a request, the RFU 8 delivers an 
appropriate response dictated by the interaction rules gov~ 
eming the particular title being transmitted (step S13). 

This interaction capability of the ISCP 6 permits an 
extremely wide range of services of interest to the consumer 
to be offered. The following list is merely exemplary of the 
many types of services that would be apparent to those 
skilled in the art upon reviewing the present disclosure: 

(a) if the title requested is a movie or analogous broadcast, 
interaction requests may include: fast forward, reverse, 
cue, review, stop frame, etc.; 

(b) if the title is a video game or similar interactive 
entertainment service, interaction requests may 
include: movement of pieces, characters, etc. across a 
gameboard, video setting, or the like; 

(c) if the title is an information service, such as a 
scienti?c, medical, or legal database, interaction 
requests may include: specifying, narrowing, expand 
ing, and changing ?elds of search, requesting related 
options such as printouts, cost estimates, etc.; 

((1) if the title is an educational service, interaction 
requests may include: student questions, student 
responses to questions, etc.; and 

(e) if the title is a consumer catalogue or the like, 
interaction requests may include: directing the search 
for particular products or categories of products, 
obtaining speci?c additional information about prod— 
ucts, placing and paying for orders, etc. 

Various forms of subscriber response interfaces known 
and apparent to those skilled in the art are available to 
facilitate subscriber interaction. These include remote con 
trol units, keyboards, control pads, keyboards, and joysticks. 

Subscriber interaction need not be limited to “one-om 
one” interaction between the RFU 8 and the subscriber. 
First, just as multiple users may select a given title at the 
same time, multiple users can interact with a given title 
simultaneously in different ways. Additionally, the ISCP 6 
allows groups of users to interact collectively with a par 
ticular selected title. Applications include simultaneous 
transmission of interactive educational titles to a group of 
subscribers, video game championships, etc. 
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10 
Once the transmission of the title is completed, the RFU 

8 registers this fact (step S14) and ends the transmission 
accordingly (step S15). The end of transmission can be 
communicated to the subscriber in a manner determined by 
the service provider. Alternatively to an actual disconnec 
tion, the end of title transmission can be followed by the 
transmission of further information, such as advertising or 
promotional material. 
FIGS. 4-9 
FIG. 4 

In describing the storage units 23, 25, it was noted that the 
data forming individual titles is preferably stored and 
retrieved in a manner enabling multiple subscribers to 
receive the same title simultaneously. I.e., the ISCP 6 is 
preferably designed with the ability to handle simultaneous 
queues against a single title at a time. A general principle for 
storing titles, by which the present invention achieves this 
objective, is illustrated in FIG. 4. As shown in FIG. 4, the 
title 30 is subdivided into numerous individual blocks 1-n 
and stored. Each block contains only a small fraction of the 
overall data which, together, forms the entire title. Each 
“block” is a sequential segment of actual data. 

FIG. 5 illustrates one method of distributing titles over 
storage devices. Each storage device is assumed to have only 
one read port. As shown, no given block x (where x=l . . . 
n) of any one title y (where y=1 . . . m) is stored on the same 
physical storage device 2 (where z=1 . . . p) as block x of any 

other title. Further, no two blocks of any given title y are 
stored on the same physical storage device. If some or all of 
the storage devices have more than a single read port (access 
point), then the distribution illustrated can be modi?ed 
accordingly using, e.g., one of various mathematical models 
known to those skilled in the art. 
Once a title 30 is subdivided into blocks and stored 

accordingly, the blocks can be read in accordance with 
“random-access” methods analogous to conventional meth 
ods. It should be understood that, in computers and the like, 
there is actually no such thing as random access. All access 
involves, at best, the ability to address a sequential bit 
stream. In the case of random access in the form of hard 
drives, the actual data is read in sequential segments, i.e., in 
blocks. Data cannot be accessed directly in segments smaller 
than one block. However, to the user, hard drives appear to 
allow random access because, as compared with audio/video 
tape or other so-called “sequential access” technologies, the 
delay between request and ful?llment is imperceptible to the 
user. By making the blocks su?iciently small, inherently 
sequential devices are given the appearance of allowing 
“random access”. 
FIG. 6 

According to the present invention, individual blocks can 
be retrieved from storage and transmitted to a subscriber 
independently of one another. In other words, if title 30 is 
requested by subscriber A and shortly thereafter by sub 
scriber B, the transmission of block x to subscriber A will not 
prohibit the simultaneous transmission of block y to sub 
scriber B (assuming xa?y). 

Therefore, if each title is sufliciently ?nely subdivided, 
multiple users can request the same title even though the 
service provider stocks only one or a few copies of that 
particular title. In other words, the ISCP 6 improves over the 
prior art in that it allows multiple requests at random 
intervals for the same title to be serviced without the 
requirement that multiple copies of that title be kept in store. 
As illustrated in FIG. 6, requests from subscribers A, B . . . 

M, each for title 30, can be ful?lled, so long as two requests 
do not require retrieving and transmitting exactly the same 
block at precisely the same moment. 
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If each title is su?iciently ?nely subdivided, large num 
bers of users are able to request one and the same title 
virtually simultaneously. If su?iciently ?nely subdivided, 
any retrieval delay required to resolve a true overlap would 
be imperceptible to the user. Further, according to embodi 
ments disclosed later in the application (see FIG. 11 and 
accompanying text), the invention can be implemented such 
that even truly simultaneous requests by multiple users can 
be ful?lled without contention or delay. 
As a practical matter, the size of the individual blocks 

(i.e., the fraction of data de?ning a block; or the size of the 
bit stream packet de?ning a block) is determined by the 
“grade of service” offered by the ISCP 6. The “grade of 
service” is a compromise based on cost factors on the one 
hand and maximization of service on the other. The higher 
the grade of service, the more ?nely subdivided the title 
would be, and the smaller the size of each individual block. 
With an appropriately subdivided title, the “grade of ser 
vice” becomes a relationship between peak subscriber 
demand, and connectivity between the subscriber’s trunk 
processor and the data storage parallel access ports provided 
(see FIG. 11 and accompanying text). 
FIG. 7 
The above principles for storing and retrieving titles are 

employed by the present invention both in the primary 
storage unit(s) 23 and in the secondary storage unit(s) 25. 
However, preferably, these principles are implemented in a 
di?'erent manner for these two categories of storage devices. 
As noted earlier, the choice between the two categories of 
storage devices is governed predominantly with consider 
ation to subscriber access. 
The most popular titles, and perhaps others requiring 

especially ef?cient serial access, are stored in primary stor 
age unit(s) 23. These unit(s) 23 are preferably solid state 
memories, allowing the (popular) titles to be played back 
directly. 
The preferred manner of embodying such solid state 

memories is shown in FIG. 7. FIG. 7(a) shows a long series 
of clocked shift registers 41 connected to form a ring 40. The 
ring 40 is constructed such that an entire title is contained 
encoded in such a way that data integrity is guaranteed. 
Error correction codes available for this purpose, e.g., Reed 
Solomon Code, are known to those skilled in the art. The 
ring 40 is clocked by a clock source 42 which governs the 
rate of circulation of the data through the ring. The ring 40 
is clocked at such a rate to deliver (i.e., output) the title at 
a rate required by the receiver. 

If the clock rate required cannot be attained by one shift 
register, many registers in parallel can be used to obtain the 
rate required. FIG. 7 (c) illustrates one possible such embodi 
ment in which two parallel rings are constructed, each 
comprising clocked shift registers 41 connected in series. 
FIG. 7(d) illustrates an embodiment in which shift registers 
41 are interconnected in series and in parallel to form the 
ring 40. The rate required is determined largely by the 
requirements imposed by the service provider. 
The data forming the title passes through the shift regis 

ters 41 serially as a sequential bit stream. The data is passed 
from one register 41 to the next in a manner explained in 
greater detail below. 
As described in general terms with reference to FIGS. 4 

and 6, the actual data is read in blocks, i.e., in sequential 
segments. This can be achieved by placing logic devices 43, 
44 in the ring at predetermined intervals. The size of the 
intervals is determined by the desired size of the data blocks. 
FIG. 7(a) shows two types of logic devices, regenerators 43 
and ports 44 coupled into the register ring 40. 
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The access to the title stored in the ring 40 is obtained via 

the data ports 44. An example of a port 44 is shown in FIG. 
8(a) coupled between two registers 41. As illustrated there, 
the ports 44 are preferably composed of logic circuitry 
50—52. In addition to an input connected to the register 41 
preceding it, each port 44 has an input for receiving a bit 
stream input 45. Data for a new title is inserted into the ring 
40 via inputs 45. In addition to an output connected to the 
following register 41, each port 44 also has an output 46 for 
copying the bit stream circulating in the ring 40. The number 
(spacing) of ports 44 included in the ring 40 is based on an 
efficiency determination, balancing overall cost against 
access time. The spacing of the ports 44 de?nes the size of 
the data blocks, and thus determines, in part, the waiting 
time between a subscriber request and ful?llment. If the title 
is accessible in su?iciently small blocks, the delay time is 
imperceptible by humans. 
The embodiment of FIG. 8(a), described above, has no 

provision for error correction between registers. As shown in 
FIG. 7 (a), regenerators 43 can be inserted periodically in the 
ring 40 such that blocks of the title stored in the ring are 
regenerated as they pass through the regenerator. FIG. 8(b) 
shows in greater detail an embodiment in which the regen 
erator 43 is formed as a data checker 53 inserted between the 
registers 41. Each data checker 53 preferably contains logic 
circuitry 56-58 as well as a decoder 54 and an encoder 55. 
These are preferably a Reed-Solomon decoder and Reed 
Solomon encoder, respectively. The decoder 54 receives the 
data stream at an input, outputs any errors detected via an 
output 59, and outputs the decoded data to the logic circuitry 
56-58. The output 59 leads to operational surveillance units 
to be described later in this application. Similarly, the data 
stream is input into the encoder 55 and output as an encoded 
data stream to the next following shift register 41. Regen 
eration occurs as the bit stream passes through the Reed 
Solomon decoders/encoders. Thus, errors can be corrected 
and/or brought to the attention of surveillance equipment. 
As such, each ring is structured to allow data to be placed 

into the ring and copied from the ring. Further, each ring is 
able to detect and repair errors automatically. If excessive 
errors arise, this fact is signalled to the surveillance equip 
ment, such that the ring can be taken temporarily out of 
service and repaired. 
The details of construction of the circuitry of the ring 40 

are not particularly important in the present invention. The 
shift registers 41 can be constructed simply of standard logic 
circuits. These include TTL (Transistor-Transistor Logic), 
CMOS (Complementary Metal Oxide Semiconductor), ECL 
(Emitter-Coupled Logic), I2L (Current Injunction Logic), 
NMOS, PMOS, DTL, RTL or the like. 
A further, preferred alternative is to employ CCDs 47 

(Charge-Coupled Devices) as the registers 41, as shown in 
FIG. 7(b). If the ring 40' is constructed using CCDs 47, then 
each CCD 47 must be pumped by a clock source 42. Further, 
some form of regenerating means 48 must be coupled 
between each CCD 47. Possibilities for the regenerating 
means 48 include logic gates, as above. The individual 
CCDs simply function as registers in this embodiment. 
The theory of operation for all the embodiments above, 

however, is the same. In each case, the data of which the title 
is composed circulate in the ring 40 and are regenerated as 
needed. Whenever a subscriber requests the title, title 
retrieval software (see function 14 in FIG. 2) responds by 
?nding the current location of the start of the title. Ports 
coupled into the ring 40 are then actuated such that the title 
can be read in a serial fashion from the title’s beginning. As 
such, the present invention encompasses any method that 










