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BATTERY POWERED ELECTRONIC 
ASSEMBLY FOR WHEEL ATTACHMENT 

FIELD OF THE INVENTION 

This invention relates to an electronic assembly for 
attachment to the wheel of an automotive vehicle and 
especially to such an assembly having means for supporting 
a battery. 

BACKGROUND OF THE INVENTION 

To enhance the service of motor vehicle tires it is pro 
posed to measure tire pressure continuously or intermittently 
and automatically warn the vehicle operator when a low tire 
pressure is detected This is accomplished by an electronic 
pressure transmitter unit including a battery, a pressure 
sensor and a circuit board including a radio transmitter, and 
a radio receiver and warning means Within the vehicle to 
effect a warning when the transmitter issues a warning 
signal. The transmitter is on the wheel inside the tire so that 
the unit is constantly subject to the tire pressure, 
The transmitter is mounted on the outside diameter “drop 

center” of the wheel rim and is inside the tire. AM trans 
missions are broadcast from the device on a speed transition 
and on a low tire pressure threshold transition. The device is 
battery powered for a design life of several years. During 
this period, the transmitter will encounter the environment 
of 125° C., three axis 100 G shock, 1000 G centrifugal force 
loading, and extremes of humidity. The substantial mass of 
the battery under these conditions could impose substantial 
stress on the circuit board which could result in failure of 
solder joints. 
One design approach for such transmitters is to mount the 

circuit board and battery radially, but experience with this 
con?guration has led to reliability problems; it is suspected 
that the problem stems from the centrifugal force loading on 
the solder joints. Another approach has been to pot the unit 
in epoxy. This hard substance introduces several potential 
problems. The epoxy has a high coe?icient of thermal 
expansion and can add stress to solder joints. The epoxy also 
adds substantial mass which is undesirable for an application 
with such large G forces. 

SUB/[MARY OF THE INVENTION 

It is therefore an object of the invention in a tire pressure 
transmitter to support battery load with minimal stressing of 
solder joints of the circuit board under high load conditions. 
Another object in such a device is to support the circuit 
board for minimum bending in an area of high component 
density. Another object in such a device is to positively 
locate the battery relative to the circuit board. 
An elongated housing having a concave base for mount 

ing on the outer diameter of a wheel rim has a pair of 
mounting feet which contact the rim and are bound to the 
rim by a band which encircles the rim. The concave side of 
the housing contains an opening and a cover which closes 
the opening. A housing wall opposite the opening is per 
pendicular to the wheel radius, and has an inner ?ange 
around its periphery for supporting a circuit board at its 
margins and holding it parallel to the wall so that centrifugal 
forces only exert compressional force on the solder joints. 
Ribs extending across the wall provide additional support. A 
battery support comprises a frame having side rails bearing 
on the margins of the circuit board. A battery on the support 
has leads extending through holes in the support to the 
circuit board. The battery, support and circuit board along 
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2 
with inertial and pressure switches are assembled and joined 
by solder joints of the leads to the circuit board. The cover 
may bear against the battery to hold the unitized assembly 
against the ?anges and ribs of the wall. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other advantages of the invention will 
become more apparent from the following description taken 
in conjunction with the accompanying drawings wherein 
like references refer to like parts and wherein: 

FIG. 1 is a partial cross-sectional view of a wheel includ 
ing a low tire pressure warning transmitter assembly accord 
ing to the invention; 

FIG. 2 is a block diagram of the circuit of the transmitter 
assembly of FIG. 1; 

FIG. 3 is an isometric view of the transmitter assembly of 
FIG. 1, according to the invention and a broken-away 
portion of the wheel; 

FIG. 4 is a cross section of the transmitter assembly taken 
along line 4-4 of FIG. 3; 

FIG. 5 is a cross section of the transmitter assembly taken 
along line 5-5 of FIG. 3; 

FIG. 6 is an isometric view of the transmitter assembly 
according to the invention, less the housing; and 

FIG. 7 is an isometric View of a cover, battery support and 
battery of the transmitter assembly according to the inven 
tion. 

DESCRIPTION OF THE INVENTION 

Referring to FIGS. 1-2, a transmitter 10 for a low tire 
pressure warning system is mounted on a vehicle wheel 
within the tire 12. The transmitter is seated on the outer 
diameter of the drop center of rim 14. 
The transmitter 10 comprises an assembly of an inertial 

switch l6 (if required), a pressure switch 18, a controller 20, 
a transmitter circuit 22, an antenna 26 and a battery 24 
incorporated on a circuit board 28. In operation, the inertial 
switch 16 senses a tire rotation speed threshold and triggers 
the controller 20 to issue a state of health message via the 
transmitter 22, to assure that the transmitter assembly is 
operative. The pressure switch 18 senses a decrease of tire 
pressure below a threshold and causes the controller to send 
a warning signal. 

FIGS. 3-5 show the transmitter 10 secured to the rim 14. 
The transmitter has an elongated housing 30 having a 
concave base 32 adjacent the rim 14. A foot 34 on either end 
of the housing, supported by ?lets 36, is spaced from the 
base. The feet 34 are held against the rim 14 by a band 38 
which encircles the rim, passes over the feet and passes 
underneath the concave base 32. The clearance between the 
rim 14 and the concave base 32 is a variable, dependent on 
the rim diameter. The housing has a support wall 40 opposed 
to the base 32 and disposed perpendicular to a wheel radius. 
Side walls 42, contiguous with the ?lets 36, and end walls 
44, inboard of the feet 34, de?ne a generally rectangular 
enclosure. An opening 46 in the base 32 is closed by a cover 
48 which is also concave. 

The support wall 40 is the main load bearing member of 
the housing, keeping in mind that centrifugal force pushes 
the housing contents against the wall 40. The internal face of 
the wall 40 has a peripheral ?ange 50 along the side walls 
42 and the end walls 44, and a pair of transverse ribs 52 of 
the same height as the ?ange. The margin of the circuit board 
28 lies ?at against the ?ange 50 and the ribs 52 support 
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intermediate portions of the circuit board. Preferably the 
board margin and the areas touching the ribs would be free 
of solder joints or other irregularities to avoid creating 
localized stress. but if such features are necessary in those 
locations relief recesses are provided in the ?ange and ribs 
to accommodate them. The components are concentrated in 
the area between the ribs and the ?ange where local bending 
of the circuit board is 
A battery support 54. shown in FIGS. 4-7. comprises a 

generally rectangular frame 56. open in the center. with side 
rails 58 which extend to the side margins of the circuit board 
28 opposite the ?ange 50. The side rails and the open center 
provide room for components 59 on the circuit board 
between the board and the battery. The battery 24 is held on 
the side of the support furthest from the circuit board and has 
leads 60 which extend through apertures 62 in the frame 56 
to the circuit board 28. The apertures 62 are sized to snugly 
grip the leads 60 to hold the battery against movement on the 
support. The pressure switch 18 is housed adjacent to an end 
of the battery and is attached to the circuit board. One end 
of the frame 56 is concave to accommodate the cylindrical 
shape of the pressure switch. The inertial switch 16 is a small 
diameter cylinder positioned adjacent the other end of the 
battery and disposed perpendicular to the circuit board. An 
end of the frame 56 extends beyond the site of the inertial 
switch and contains a hole 63 to receive the switch. thereby 
lending lateral support. The faces of the side rails 58 which 
contact the circuit board each have a projecting locating pin 
64 which mates with a corresponding hole (not shown) in the 
circuit board to positively position the support on the circuit 
board. The rail faces also have several relief areas 66 to 
accommodate solder joints near the board margin. The frame 
opening provides room for mounting components on the 
side of the board facing the battery. 
The cover 48 is concave to conform to the shape of the 

base and has stepped side edges 68 which snugly snap into 
the opening 46. Alternatively, the cover 48 is adhesively 
secured to the battery, thus allowing for tolerance stack-up. 
The outer edge of the cover has a central channel 72 along 
its length to receive the band 38. The width of the battery 
?lls the housing so that lateral movement is prevented as 
Well. 
The battery 24, support 54 and circuit board 28 are 

pre-assembled. along with the switches 16 and 18. The 
battery leads 60 and leads from the switches and other 
components, not shown. are joined to the circuit in a 
wave-soldering operation. Assembling the parts prior to 
soldering eliminates stack-up tolerances and results in a 
unitized structure. The locating pins 64 and the leads 60 hold 
the support 54in place on the circuit board 28 and the leads 
60 hold the battery 24 against movement on the support 54. 
After soldering. the assembly is inserted into the housing 
and the cover is pressed in place. The cover, in its ?nal 
position. engages the battery and snugly urges the unitized 
assembly against the ?anges 50 and ribs 52 of the wall 40. 
The embodiments of the invention in which an exclusive 

property or privilege is claimed are de?ned as follows: 
1. An electronic assembly for mounting on a vehicle 

wheel rim inside a tire comprising: 
a housing having a wall; 
the housing having a base for mounting on said wheel rim 

to hold the wall perpendicular to a wheel radius; 
a circuit board disposed between the housing base and 

wall. parallel to the wall and having margins engaging 
the wall; 

a battery support disposed between the circuit board and 
base. having a frame engaging margins of the circuit 
board opposite to said wall so that the margins of the 
circuit board are gripped between the wall and the 
frame; and 
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4 
a battery carried on the frame and spaced from the circuit 

board, whereby centrifugal force developed on the 
battery due to rotation of the vehicle wheel rim is 
applied to the wall of the housing through the frame of 
the battery support and the margins of the circuit board 

2. The invention as de?ned in claim 1 wherein: 

the circuit board has locating holes in the margins; 
the frame has a pair of lateral rails for engaging the circuit 

board; and 
the rails have depending locating pins for mating with the 

locating holes. thereby ?xing the position of the frame 
relative to the circuit board. 

3. The invention as de?ned in claim 1 wherein: 

the frame has a pair of lateral rails for engaging the circuit 
board; and 

the rails have relief areas for accommodating solder 
bumps on the circuit board. 

4. The invention as de?ned in claim 1 wherein: 

the battery has leads extending to the circuit board; and 
the support has an aperture for each lead whereby the 

leads pass through the respective apertures to secure the 
battery position on the support. 

5. The invention as de?ned in claim 1 wherein: 

the base contains an opening for access into the housing; 
and 

a cover ?ts over the opening to close the housing and to 
engage the battery. whereby the battery. the support and 
the circuit board are sandwiched between the wall and 
the cover. 

6. The invention as de?ned in claim 1 wherein; 
the housing is elongated in the direction of wheel rotation; 

and 

the wall has an inner surface facing the base, the inner 
surface having a ?ange around its periphery engaging 
the margin of the circuit board. whereby the margin of 
the circuit board is gripped between the frame of the 
battery support and the ?ange. 

7. The invention as de?ned in claim 1 wherein: 
the inner surface of the wall has a ?ange around its 

periphery for supporting the margin of the circuit 
board; and 

the inner surface of the wall has transverse ribs for 
supporting the circuit board, whereby the circuit board 
is preventing from bending under centrifugal load. 

8. The invention as de?ned in claim 1 wherein: 

the assembly includes a switch positioned adjacent the 
battery; and 

the battery support includes an opening for receiving the 
switch and holding the switch against lateral move 
ment. 

9. The invention as de?ned in claim 1 wherein the battery 
includes terminals which extend to the circuit board through 
openings in the battery support. and the circuit board. battery 
support and battery comprise a unitized assembly held by 
solder connections joining the terminals of the battery to the 
circuit board. 

10. The invention as de?ned in claim 1 wherein the 
battery includes terminals which extend to the circuit board 
through openings in the battery support. and the circuit 
board. battery support. battery and a pressure switch com 
prise a unitized assembly held by solder connections joining 
the terminals of the battery to the circuit board. 


