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METHOD AND APPARATUS FOR TRANSMIT 
BEAMFORMER 

REFERENCE TO RELKI' ED APPLICATION 

This application is a continuation of application Ser. No. 
08/432.056. ?led May 2. 1995. now abandoned. which is a 
continuation in part of Ser. No. 08/286652 ?led Aug. 5. 
1994. now abandoned. 

REFERENCE TO MICROFICHE APPENDIX 

This application includes a micro?che appendix of 195 
sheets of micro?che having 19.058 frames. A portion of the 
disclosure of this patent document contains material which 
is subject to copyright protection. The copyright owner has 
no objection to the facsimile reproduction by any one of the 
patent disclosln'e. as it appears in the Patent and Trademark 
Ol?ce patent ?les or records. but otherwise reserves all 
copyright rights whatsoever. 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is related to: 
a. METHOD AND APPARATUS FOR RECEIVE 

BEAMFORMER SYSTEM. Wright et al.. Attorney Docket 
No. 5055-77. Ser. No. 08/432615; 

b. METHOD AND APPARATUS FOR FOCUS CON 
TROL OF TRANSMIT AND RECEIVE BEAMFORMER 
SYSTEMS. Gee et al.. Attorney Docket No. 5055-79. Ser. 
No. 08/432544. now U.S. Pat. No. 5.581.517; 

c. METHOD AND APPARATUS FOR DOPPLER 
RECEIVE BEAMFORMER SYSTEM. Maslak et al.. Attor 
ney Docket No. 5055-80. Ser. No. 08/433916. now U.S. Pat. 
No. 5.555.534; 

d. METHOD AND APPARATUS FOR ADJUSTABLE 
FREQUENCY SCANNING IN ULTRASOUND 
IMAGING. Wright et al.. Attorney Docket No. 5055-83. Ser 
No. 08/432868. now U.S. Pat. No. 5.549.111; 

e. METHOD AND APPARATUS FOR A BASEBAND 
PROCESSOR OF A RECEIVE BEAMFORMER 
SYSTEM. Wright et al.. Attorney Docket No. 5055-84. Ser. 
No. 08/433217. now U.S. Pat. No. 5.595.179; 

f. METHOD AND APPARATUS FOR BEAMFORMER 
SYSTEM WITH VARIABLE APERI‘URE. Cole et al.. 
Attorney Docket No. 5055-85. Ser. No. 081432.547; 
The above patent applications are all commonly assigned 

with the present application. ?led concurrently with the 
present application. and are all incorporated herein by ref 
erence in their entirety. 
The present application is also related to the following 

previously ?led applications: 
a. METHOD AND APPARATUS FOR REAL-TIME. 

CONCURRENT ADAPTIVE FOCUSING IN AN ULTRA 
SOUND BEAMFORMER IMAGING SYSTEM. Wright et 
al.. Ser. No. 08/286528. ?led Aug. 5. 1994. now U.S. Pat. 
No. 5.570.691; 

b. METHOD AND APPARATUS FOR A GEOMETRIC 
ABERRATION TRANSFORM IN AN ADAPTIVE 
FOCUSING ULTRASOUND BEAMFORMER SYSTEM. 
Wright et al.. Ser. No. 08/286664. ?led Aug. 5. 1994. now 
U.S. Pat. No. 5.551.433; 

c. METHOD AND APPARATUS FOR COI-IERENT 
IMAGE FORMATION. Wright et al.. Ser. No. 08/286510. 
?led Aug. 5. 1994. now abandoned. 

I. FIELD OF THE INVENTION 

This invention relates to coherent imaging systems 
including. for example. radar. sonar. seismic. and ultrasound 
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2 
systems. using vibratory energy. and in particular. but not 
limited to. phased array ultrasound imaging systems for scan 
formats such as linear. steered linear. sector. circular. 
Vector®. steered Vector® and other types of scan formats in 
imaging modes such as. by way of example only. B-mode 
(gray-scale imaging mode). F-mode (?ow or color Doppler 
imaging mode). M-mode (motion mode) and D-mode 
(spectral Doppler mode). Although the invention will be 
discussed with respect to an ultrasound system. the inven 
tion can be implemented with other types of coherent 
imaging systems. 

11. BACKGROUND OF THE INVENTION 

A. Literature 

The open literature. which presents issues relevant to 
imaging systems in general. includes the following docu 
ments which are incorporated herein by reference: 

1. Dan E. Dudgeon. “Fundamentals of Digital Array 
Processing." Proceedings of the IEEE, volume 65. pp. 
898-904. June 1977. 

2. Dan E. Dudgeon and Russell M. Mersereau. Multidi 
mensional Digital Signal Processing, Chapter 6. Section 2: 
“Beamforrning.” Prentice Hall. 1984. 

3. William C. Knight. Roger G. Pridharn. and Steven M. 
Kay. “Digital Signal Processing for Sonar.” Proceedings of 
the IEEE. volume 69. pages 1451-1506. November 1981. 
(Digital beamformers for use in sonar described on pages 
1465-1471.) 

4. Roger G. Pridharn and Ronald A. Mucci. "A Novel 
Approach to Digital Beamforming." Journal of the Acous 
tical Society of America. volume 63. pages 425-434. Feb 
ruary 1978. 

5. Roger G. Pridham and Ronald A. Mucci. “Digital 
Interpolation Bearnforrning for Low-Pass and Bandpass 
Signals.” Proceedings of the IEEE, volume 67. pages 
904-919. June 1979. 

6. P. Barton. “Digital Beamforrning for Radar.” IEE 
Proceedings, volume 127. part F. number 4. August 1980. 

7. P. D. Carl. G. S. Kino. C. S. Desilets andP. M. Grant. 
“A Digital Synthetic Focus Acoustic Imaging System." 
Acoustic Imaging, volume 8. pp. 39-53. 1978. 

8. B. D. Steinberg. “Digital Beamforming in Ultrasound." 
IEEE Transactions on Ultrasonics, Fermelectrics, and F re 
quency Control, volume 39. pp. 716-721. November 1992. 

9. Hans Steyskal. “Digital Beamforrning Antennas.” 
Microwave Journal, volume 30. No. 1. pp. 107-124. January 
1987. 

10. R. E. Crochiere and L. R. Rabiner. “Multirate Digital 
Signal Processing." Chapter 2. Prentice Hall. 1983. 

B. Analog and Hybrid (Analog-Digital) Beamforrner Sys 
terns 

Relevant analog and hybrid (analog-digital) phased array 
beamformer system art can be found in the following patents 
which are incorporated herein by reference: 

U.S. Pat. No. : Title: Invento?s): 

4,140,022 MUL'I‘IPIE Samuel H. Maslak 
TRANSDUCER 
ACOUSTIC IMAGING 
APPARATUS 

4,550,607 PHASED ARRAY Samuel H. Maslak 
ACOUSTIC IMAGING J. Nelson Wright 
SYSTEM 
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-continued -continued 

U.S. Pat. No. : Title: Iuventods): U.S. Pat. No. : Title: Inventor(s): 

4,699,009 DYNAMICALLY Samuel H. Maslak 5,230,340 ULTRASOUND T'heador L. Rhyne 
FOCUSED LINEAR Hugh G. Larsen IMAGING SYSTEM 
PHASED ARRAY WITH IMPROVED 
ACOUSTIC IMAGING DYNAMIC FOCUSING 
SYSTEM 5,235,982 DYNAMIC TRANSMIT Matthew O‘Donnell 

5,UI4,710 STEERED LINEAR Samuel H. Maslak FOCUSlNG OF A 
and COLOR DOPPLER Donald J. Burch STEERED ULTRASONIC 

5,165,413 IMAGING J. Nelson Wright 10 BEAM 
Hugh G. Larson 5,249,578 ULTRASOUND Sidney M. Karp 
Donald R. Langdon IMAGING SYSTEM Raymond A. Beaudin 
Joel S. Chaf?n USING FINIIE IMPULSE 
Grant Flash, 111 RESPONSE DIGITAL 

CLUTTER FILTER WITH 
1 5 FORWARD AND 

REVERSE 
COEFFICIENTS 

C. Digital Receive Beamfonner Systems 

The concept of a digital receive beamformer system has 
been proposed in the art with respect to ultrasound systems. 
By way of example. the following U. S. patents. all of which 
are incorporated herein by reference. discuss various aspects 
of such systems. The patents include: 

U.S. Pat. No. 2 Title: Invent0r(s): 

4,809,184 METHOD AND Matthew O'Donnell 
APPARATUS FOR Mark Magrane 
FULLY DIGITAL BEAM 
FORMATION IN A 
PHASED ARRAY 
COHERENT IMAGING 
SYSTEM 

4,839,652 METHOD AND Matthew O'Donnell 
APPARATUS FOR HIGH William E. Engeler 
SPEED DIGITAL Thomas L. Vogelsong 
PHASED ARRAY Steven G. Karr 
COHERENT IMAGING Sharbel E. Noujaim 
SYSTHA 

4,886,069 METHOD OF, AND Matthew O’Donnell 
APPARATUS FOR, 
OBTAINING A 
PLU'RALII'Y OF 
DIFFERENT RETURN 
ENERGY IMAGING 
BEAMS RESPONSIVE 
TO A SINGLE 
EXCITATION EVENT 

4,893,284 CALIBRATION OF Mark G. Magrane 
PHASED ARRAY 
ULTRASOUND PROBE 

4,896,287 CORDIC COMPLEX Matthew O'Donnell 
MULTIPLIER William E. Engeler 

4,975,885 DIGITAL INPUT STAGE Dietrich Hassler 
FOR AN ULTRASOUND E'hard Schmidt 
APPARATUS Peter Wegener 

4,983,970 METHOD AND Matthew O’Donnell 
APPARATUS FOR William E. Engcler 
DIGTI‘AL PHASED John J. Bloomer 
ARRAY IMAGING John T. Pedicone 

S,(D5,4l9 METHOD AND Mattlnw O'Donnell 
APPARATUS FOR Kenneth B. Welles, H 
COHERENT IMAGING Carl R. Crawford 
SYSTEM Norbert I. Plec 

Steven G. Kan 
5,1l1,695 DYNAMIC PHASE William E. Engeler 

FOCUS FOR COI-IERENT Matthew O’Donnell 
IMAGING BEAM John T. Pedicone 
FORMATION John I. Bloomer 

5,142,649 ULTRASONIC IMAGING Matthew O'Donnell 
SYSTEM WITH 
MULTIPLE, 
DYNAM'ICALLY 
FOCUSED TRANSMIT 
BEAMS 
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The basic feature of a digital receive bearnformer system 
as disclosed above can include: (1) ampli?cation of the 
ultrasound signal received at each element of an array such 
as. for example. a linear array; (2) direct per channel 
analog-to-digital conversion of the ultrasound signal with an 
analog-to-digital sampling rate at least twice the highest 
frequency in the signal; (3) a digital memory to provide 
delays for focusing; and (4) digital summation of the 
focused signals from all the channels. Other processing 
features of a receive beamformer system can include phase 
rotation of a receive signal on a channel-by-channel basis to 
provide ?ne focusing. amplitude scaling (apodization) to 
control the beam sidelobes. and digital ?ltering to control the 
bandwidth of the signal. 

D. Transmit Beamfonning 
The above literature points out the ever-present desire to 

achieve more accurate focusing. better resolution. better 
sensitivities and higher frame rates in ultrasonic images. In 
order to do so. versatile adjustments of the beamforming 
characteristics are required in order to optimize the results 
for a given scan requirement. The greatest versatility is 
obtained when the uln'asound instrument can entirely change 
the number of beams transmitted simultaneously. the pulse 
waveform (PW) or continuous waveform (CW) 
characteristics, time delays and apodization values on a 
per-scan~line basis. However. such versatility can undesir 
ably require extensive hardware resources if carried out in a 
direct implementation. 
The above literature reveals extensive e?ort in the 

improvement of images through the use primarily of 
improved receive beamformers. Receive beamformers 
which employ digital techniques and digital signal process 
ing have been reported in the prior art. though substantial 
improvements are still possible through innovative designs. 
Little e?ort. however. has been made to improve the char 
acteristics of transmit beam formation. In the past, transmit 
beams were typically gated carrier pulses generated at a 
desired carrier frequency by analog circuitry. The only 
flexibility which was available to optimize the transmit pulse 
waveform shape (envelope) was typically an ability to 
specify the length of the pulse in terms of an integer number 
of carrier cycles it should contain. and some ?xed analog 
?ltering. Apodization and delay pro?les for beamforming 
would be speci?ed. and typically implemented in an analog 
fashion as well. with inherent precision limitations. The 
envelope shape of a pulse Waveform was otherwise essen 
tially ?xed. and due to the limitations of analog processing. 
was not optimal. Also. whereas prior transmit beamformers 
were able to support dilferent apodizan'on pro?les and 
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different delay pro?les for each ?ring in a scan. and were 
able to support different pulse lengths for each ?ring. the 
carrier frequency could not be changed between scan lines. 
nor could other characteristics of the envelope shape. other 
than its length. be modi?ed. 
There are signi?cant advantages to be obtained by 

enhancing the ?exibility of a transmit beamformer using 
digital processing techniques. For example. it would be 
desirable to be able to arbitrarily and independently shape 
the waveform which is to be applied to each of the ultrasonic 
transducer elements. in order to compensate for imperfec 
tions in the response of the transducer element or in the 
analog path to the transducer element. As another example. 
it would be desirable to change the waveform carrier fre 
quency applied to each transducer element on a per-scan 
line basis in order to mitigate the e?’ects of grating lobes. 
See. for example. the above-cited METHOD AND APPA 
RATUS FOR ADJUSTABLE FREQUENCY SCANNING 
IN ULTRASOUND IMAGING co-pending patent applica 
tion. As yet another example. it would be desirable to 
improve focal precision in a transmit beam. such as by 
eliminating the tendency of analog components to drift over 
time or to correct for aberrating tissue (see. for example. the 
above-cited METHOD AND APPARATUS FOR REAL 
TIME. CONCURRENT ADAPTIVE FOCUSING IN AN 
ULTRASOUND BEAMFORMER IMAGING SYSTEM 
co-pending patent application). As still another example. it 
would be desirable to transmit pulses with special 
modulations. such as chirp or pseudo-random coded 
waveforms. in order to produce temporally longer pulses 
while maintaining range resolution in the resulting image. 
As yet another example. it would be desirable to be able to 
support multi-beam transmissions on a single ?ring as a way 
to increase the frame rate. to reduce speckle effects. or to 
achieve compound focusing (multiple focal points). As 
another example. it would be desirable to be able to transmit 
pulses having a precisely de?ned shape which will compen 
sate for the distorting effects of attenuative body tissue. As 
yet another example. it would be desirable to update as many 
of the characteristics of a transmit pulse on a per-scan-line 
basis as possible. Simultaneous satisfaction of all these 
objectives cannot be obtained using presently available 
ultrasonic transmit beamforrners. 

Single channel digital progammable waveform genera 
tors are known in the ?eld of test instruments for their ability 
to precisely generate arbitrary waveforms. See. for example. 
Priatko U.S. Pat. No. 4.881.190. and Tektrouix. "Test and 
Measurement Product Catalog 199 ”. pp. 337-359. both 
incorporated herein by reference. The techniques used in 
these test instruments are generally not applicable or prac 
tical for phased array ultrasonic transmit beamforming. 
however. and in any event. have not been used for that 
purpose. For example. they could support only a single 
transmit channel and could not perform bearnforrning. in 
part because of cost. power and space constraints. 
As used herein. an “analog” signal is a signal whose value 

at any given moment in time can take on any value within 
a continuous range of values. Analog signals can also be 
continuous in time. or sampled in time. A “digital” signal. as 
the term is used herein. can take on only discrete values at 
discrete time intervals. Also as used herein. the term “ultra 
sonic” refers to any frequency which is above the range of 
human hearing. Also-as used herein. a device or function 
which is “programmable" includes those which can be 
programmed either by providing speci?c values for use by 
the device or function. or by selecting such values from a 
predetermined set of available values. 
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I[[. SUMMARY OF THE INVENTION 

One way to achieve ultimate ?exibility in ultrasonic 
digital transmit beamforming would be to write a digital 
representation of the entire waveform sample sequence for 
each transducer element. and each ?ring. into a memory. The 
waveform representations would be precomputed and stored 
to account for modulation. envelope shaping. and beamfor 
mation apodization and delays. A ?ring (transmit event) 
would then be e?'ected by reading out of the memory the 
waveforms associated with all transducer elements simulta 
neously and applying them to digital-to-analog converters 
(DACs) associated with each respective transducer element. 
at the sample rate assumed by the waveform representation. 
Scanning would be effected by sequencing through the 
different waveform sets associated with each ?ring in the 
scan. Such a system would be a direct implementation of a 
digital transmit beamformer. 
While such a system could be built and could achieve the 

desired objectives. it is impractical with current technology 
for several reasons. First. a large amount of memory would 
be required. and it would have to operate at very high data 
rates. Second. assuming an aspect of the desired ?exibility 
includes the ?exibility to alter the waveforms in real time 
prior to each ?ring. then the amount of computations 
required to compute each waveform. and the amount of time 
required to download all of the waveform samples into the 
memory. would reduce the scan frame rate to levels which 
are not diagnostically useful. 

Preferably. therefore. roughly described. the present 
method and apparatus of the invention provides for a sub 
stantially digital signal processing architecture of indepen 
dent transrnitters. preferably each assigned to one or more 
transducers. which are fully programmable for adjustment of 
signal parameters and beamforrnation parameters at rates 
consistent with multiple range focusing and with updating at 
every scan line. Each transmitter has multiple processing 
channels that can support formation of multiple simulta 
neous beams (scan lines). The independence. 
programmability. and processor channelization support a 
versatility not available in prior art. The architecture 
achieves independent transmitters (l) by creating a separate 
central control apparatus (subject of co-pending patent 
application METHOD AND APPARATUS FOR FOCUS 
CONTROL OF TRANSMIT AND RECEIVE BEAM 
FORMER SYSTEMS) that determines all signal and beam 
formation parameters independent of all transmitters. and 
(2) by programming the parameters into each transmitter at 
rates needed to sustain multiple range focusing and scan 
line-to-scan-line adjustments. The digital transmit beam 
former architecture can therefore support conventional 
beamforrnation. and can also support enhanced transmit 
bearnforrner capability. such as adaptive focus beamforma 
tion. Signal and beamformation parameters that can be 
programmed on a scan-line interval basis include: delay 
sample values. apodization sample values. modulation 
frequency. signal-de?ning and signal-shaping ?lter values. 
gain. sample rate. gain and phase calibration adjustments. 
and number of simultaneous transmit beams. An advantage 
of a system architecture with independent transmitters hav 
ing programmable features is the ability to support new 
transmit beamforrnation techniques. which can be accom 
plished by reprogramming the types of parameters sent to 
the transmitters. 
The digital transmit beamformer system has a plurality of 

transmit processors each with a source of real- or complex 
valued initial waveform samples of the ultimate desired 



5.675.554 
7 

waveform to be applied to one or more corresponding 
transducer elements. Preferably. for pulse wave (PW) 
transmissions. the waveform samples are a baseband (at or 
near 0 Hz) representation of the desired transmit pulse. In 
that case the waveform samples represent the real or com 
plex envelope of the transmit pulse. The source of initial 
waveform samples might be a memory. for example. and it 
might be shared among two or more transmit processors. For 
continuous wave (CW) transmissions. each transmit proces 
sor provides a continual sequence of unit waveform 
samples. Each transmit processor applies beamformation 
delays and apodization to its respective initial waveform 
samples digitally. and digitally modulates the information to 
a carrier frequency. It also interpolates the information to the 
DAC sample frequency for conversion to an analog signal 
and application to the associated transducer element(s). 
Each transmit processor can process one to four transmit 
channels. 
The digital transmit beamformer has a high degree of 

programmability. In particular. pulse shape can be pro 
grammed by assignment of appropriate initial wavefonn 
samples to each transmit processor; carrier frequency is also 
a programmable parameter. as are per-transmit-channel 
delay and apodization values. Arbitrary delay correction 
values. additional to the above delay values and computed 
by external equipment to adjust for aberration and calibra 
tion effects. can also be programmed for each transmit 
channel. 
Because of the above parameterization of transmit 

waveforms. extensive ?exibility is achieved without incur 
ring the problems associated with the direct implementation 
approach described above. Additionally. the amount of 
information which must be speci?ed to each transmitter in 
order to produce a desired composite beam response by 
?ring the ultrasonic transducer array is substantially reduced 
compared to that of the direct implementation approach. 
Thus. for PW operation. pulse waveform parameters can be 
speci?ed to the transmit beamformer on a per transmit 
channel and per ?ring basis. without degrading the scan 
frame rate to non-useful diagnostic levels. Waveform param 
eters can be speci?ed to the transmitters by an external 
central control system (see above-cited METHOD AND 
APPARATUS FOR FOCUS CONTROL OF TRANSMlT 
AND RECEIVE BEAMFORMER SYSTEMS co-pending 
patent application) which is responsible for higher level 
?exibility. such as scan formats. focusing depths and ?elds 
of view; thus the parameterization permits each transmitter 
to concern itself with only the generation of a single output 
pulse waveform. 

In another aspect of the invention. the transmit pulse delay 
which is speci?ed for each transmit channel is applied in at 
least two components: a coarse delay which is an integer 
number of sample intervals and a focusing phase adjustment 
equivalent to a delay which represents a fractional sample 
interval. A “coarse delay” is applied by time-delaying the 
memory read-out of initial waveform samples for the trans 
mit channel by an integer number of samples of the memory 
read-out sample interval. Such time delays achieve a level of 
time coherence to within a single sample interval at the focal 
point(s) among the pulse waveforms produced by the dif 
ferent transmitters. Phase coherence is then achieved by 
phase rotation of each complex sample in a transmit channel 
by a carrier phase-angle-equivalent delay derived from the 
sample fraction portion of the transmit time delay speci?ed 
to the transmitter as an integer-fraction value normalized to 
the sample interval. Additionally. if upsampling to the DAC 
sample frequency is accomplished in two stages instead of 
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one. then more precise time coherence can be achieved. 
Speci?cally. an intermediate portion (referred to herein as 
the “line delay”) of the transmit time delay which was 
speci?ed to the transmit channel may be applied by addi 
tionally delaying the signal by an integer number of sample 
times at the intermediate sample rate. Note that as used 
herein. a delay can be either positive or negative. a negative 

> delay being the same as a positive advance. 
Each transmitter applies its speci?ed apodization to the 

transmitter’s initial waveform samples rather than to the 
ultimate transmit waveform samples applied to the DAC. 
thereby permitting the apodization multiplier to operate at 
the initial waveform sample rate rather than at the much 
higher sample rate of the ultimate transmit waveform sample 
sequence. Similarly. complex phase rotation is performed 
preferably at the initial waveform sample rate rather than at 
the DAC sample rate. 
The eventual transmit carrier frequency Fe out of the DAC 

can be speci?ed to the transmit signal path. to any desired 
frequency within a substantially continuous prede?ned 
range of frequencies. The desired frequency Fe is de?ned by 
selecting one of a prede?ned plurality of available nominal 
center frequencies F0. and specifying a vernier factor v=FJ 
F0. Each choice of F0 chooses a different set of digital ?lters 
in the signal path. optimized for the selected nominal center 
frequency F0. The value v can be speci?ed to any value 
within a range of 0 to 2 and with a precision as ?ne as the 
number of bits with which it is speci?ed. although in 
practice the speci?cation may be limited to a smaller pre 
de?ned range. The available Fo frequencies are preferably 
spaced closely enough such that. together with the vernier 
factors. the transmitter can produce any carrier frequency 
within a large range of frequencies. with a precision limited 
only by the number of bits with which v is speci?ed The 
transmitter preferably modulates the initial waveform 
samples by FC by ?rst applying a phase ramp. its slope 
determined by v. to each sample. and then modulating the 
signal by F0 using digital processing means. Application of 
the phase ramp is performed by phase rotation of each real 
or complex-valued sample by the phase ramp value for that 
sample. again. preferably at the waveform sample 
rate. 

In order to produce multiple beams. multiple waveforms 
(one associated with each beam) are produced simulta 
neously in each transmitter. The multiple waveforms. after 
application of appropriate delay and apodization. are super 
posed in the transmitter before being applied to the trans 
ducer element related to the transmitter. Waveform param 
eters for the di?ierent beams can be shared or speci?ed 
separately for each waveform to be produced by a 
transmitter. including the waveform samples. 
When producing multiple transmit beams. each transmit 

ter preferably processes its multiple waveforms in an inter 
leaved manner using shared processing resources to a point 
in the signal path at which they are summed to generate the 
composite waveform that will generate multiple beams 
when combined with the composite waveforms produced by 
the other transmitters. Prior to that point in the signal path. 
the transmitter is operable in any of several prede?ned 
processing modes. The available processing resources pref 
erably de?ne processing modes with diiferent parameter sets 
in a computational e?iciency trade-off among (1) the maxi 
mum number of beams; (2) the initial waveform sampling 
rate (related to the maximum transmit bandwidth); and (3) 
transmit frequency (more precisely. the nominal center fre 
quency F0). The trade-offs provided by the available pro 
cessing modes permit maximum usage of the available 
computational capacity of the hardware. 
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IV. BRIEF DESCRIPTION OF THE DRAWINGS 

The invention will be described with respect to particular 
embodiments thereof. and reference will be made to the 
drawings. in which: 

FIGS. la and 1b conceptually depict the transmission and 
reception of ultrasound beams to and from body tissue; 

FIG. 2a depicts a high level block diagram schematic of 
a novel ultrasound beamformer system of an ultrasound 
medical imaging system including an embodiment of a 
digital transmit beamformer system of the invention; 
FIGS. 2b and 2c taken together depict a detailed block 

diagram of the ultrasound beamformer system of FIG. 2a; 
FIG. 3 is a functional block diagram of the signal path of 

one of the digital multichannel transmitters of FIG. 2C; 
FIG. 4 is a block diagram of an implementation of 

apparatus which implements two transmit processors of the 
transmit beamformer of FIG. 2C; 

FIG. 5 is a functional block diagram of the I/O processor 
of FIG. 4; 

FIG. 6 functionally illustrates computations made by the 
memory address and delay processor of FIG. 4; 

FIG. 7 functionally illustrates the calculations performed 
by the phase processor of FIG. 4; and 

FIG. 8 functionally illustrates the encoder/DAG of FIG. 4. 

V. DETAILED DESCRIPTION OF THE 
PREFERRED EMBODDVIENT 

The present invention represents a component of a medi 
cal ultrasound imaging system for which additional patent 
applications. listed above. have been simultaneously ?led in 
the United States Patent and Trademark Oi?ce. 

A. Overview of Preferred Beamformer System Architec 
ture 

1. Ultrasound Signal Description 
With respect to the present invention. ultrasound imaging 

is accomplished by ?ring (transmitting) into body tissue or 
other objects to be imaged a scan sequence of focused 
ultrasonic beams Centered along straight lines in space 
called transmit scan lines (FIG. 1a). The transmit scan lines 
are generated by a transmit beamformer and an ultrasound 
transducer array. The transmit scan lines are spaced to 
produce a planar linear. planar sector or other display of the 
tissue via a pre-de?ned ?ring or scanning pattern. Focused 
to some de?ned depth in the tissue. the ultrasonic transmit 
continuous-wave (CW) or pulse-wave (PW) signal. propa 
gating at an assumed constant propagation velocity of nomi 
nally c=1540 m/sec through the tissue. interacts with the 
tissue and re?ects a small portion of the signal back to the 
ultrasound transducer array that initiated the ultrasound 
signal. The round trip delay time is shortest for those targets 
closest to the ultrasound transducer array. and longest for 
those targets farthest from the transducer array. With the 
application of appropriate time delays. the receive beam 
former (FIG. 1b) can dynamically focus receive beams along 
straight lines in space called receive scan lines commencing. 
for example. with the shallowest range (depth) of interest 
and evolving toward the deepest range of interest. 
FIGS. 1a and 1b depict representations of transmit and 

receive scan lines (solid) and straight-line signal propagation 
paths from individual elements (dashed). respectively. In 
FIG. 1a. the transmit beamformer is generally identi?ed by 
T-50 with the transducer array T-52 containing a multiplicity 
of individual transducer elements T-54 organized as a linear 
phased array in this particular embodiment. As is known in 
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10 
the art. there are a great variety of transducer array con?gu 
rations available for use with ultrasound transmit and 
receive beamformer systems. As can be seen in FIG. 1a. the 
transmit beamformer T-50 sends appropriately time-delayed 
electrical signals to the individual transducer elements T-54. 
These transducer elements T-54 then in turn convert elec 
trical signals into acoustic waves that propagate into the 
body tissue T-56. By applying different time delays to the 
excitation signals sent to the individual transducer elements 
T-54. transmit scan lines T-60 and T-62. having respective 
foci r1 and r2. can be established. It is to be understood that 
each of these transmit scan lines is representative of a center 
line of a di?erent transmit beam which is steered and 
focused into the body to be imaged. 
The transmit beamformer T-50 can generate simultaneous 

multiple beams along di?’erent scan lines. or different focal 
depths along the same scan line (compound focus). Further. 
the multiple transmit beams can each scan the entire image 
format or be transmitted such that each of the multiple 
beams only scans a specified section of the image format. 

FIG. 1b depicts a digital receive beamformer R-58 which 
is also connected to the transducer array T-52. Also depicted 
in FIG. 1b are receive scan lines R-64. R-66 corresponding 
to a dynamically focused ?rst receive beam and a dynami 
cally focused second receive beam. respectively. The beams 
are sampled in range at a plurality of focal depths (r1. r2. r3) 
along each scan line. In the digital receive signal path of the 
present invention. transducer array signals can be selectively 
separated into data representative of multiple individual 
beams. 

Each scan line of a transmit or receive scan pattern can be 
parameterized by the origin on the transducer array. the scan 
line orientation (angle 6) and the focus depth or range (r). 
The ultrasound imaging system of the present invention 
stores a pre-computed sparse data set of focusing time delay 
and aperture apodization values indexed by these parameters 
(based on geometric considerations as is known in the art) 
and expands the values by real-time computational means to 
control the transmit and receive beamformation systems that 
produce the desired scan lines. 

2. Beamformer System 
FIGS. 2a. 2b. 2c depict an overall block diagram of a 

medical ultrasound imaging system R-20. Ultrasound sys 
tem R-20 includes a beamformer system R-ZZ. one or more 
transducers T-112. a display processing system R-26 with a 
display R-28 and an ultrasound imaging system control 
R-40. 

In FIGS. 24. 2b. or 20. the beamformer system R-22 
includes inventive and novel (1) digital transmit beamformer 
system T-l02. (2) digital receive beamformer system R-100. 
(3) beamformer central control system 0104. (4) adaptive 
focusing control system G-100. (5) Doppler receive beam 
former system A400. (6) baseband multi-beam processor 
R-125. and (7) coherent sample synthesizer 5-100. These 
systems are depicted as high level. functional block dia 
grams. The blocks are abstracted from the actual implemen 
tation of a preferred embodiment in order to better illustrate 
the signal processing functions performed. 
As indicated in FIG. 7a, beamformer system R42 pro 

vides two sources of digital beam data to the display 
processing system R-26: (1) Doppler receive beamformer 
single-beam complex in-phase/quadrature data representing 
coherent temporal sampling of the beam (CW case) or 
coherent temporal sampling at one range location along the 
beam (PW case). and (2) digital receive beamformer multi 
beam complex in-phase/quadrature data representing coher 
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ent sampling in range along each receive scan line. Beam 
former system R-22 can be operated to provide a sequence 
of scan lines and associated samples as above to provide data 
for a variety of display modes. By way of example. possible 
display modes and their associated processors include (1) 
brightness image and motion processor R-30 for B-mode 
(gray-scale imaging) and M-mode (motion display). (2) 
color Doppler iruage processor R-32 for ?ow imaging. and 
(3) spectral Doppler processor R-34 for wide dynamic 
nonimaging Doppler velocity vs. time displays. Additional 
display modes can be created from the two complex data 
sources of R-22. as will be obvious to those skilled in the art. 

Ultrasound system R-20 also includes a transmit demul 
tiplexer T-106 for routing the output Waveforms from the 
transmitters T-103 to the transducer elements T- 114. a 
receive multiplexer R-108 for routing the input waveforms 
from the transducer elements T-1l4 to the receivers R401. 
one or more transducer connectors T-llt) and transducer 
arrays T- 112. Many types of transducer arrays can be used 
with the present system 

Ultrasound system R-20 also includes an ultrasound 
imaging system control R40. archival memory R-38 for 
storing scan parameters and scan data. and operator interface 
R-36. 
As used herein. the term ultrasonic refers to frequencies 

above the range of human hearing. However. the transducer 
arrays T-1l2 are optimized for frequencies typically within 
the range of 2-10 MHz. 
The transducer array T- 112 is interchangeable with a 

variety of different kinds of transducer arrays. including but 
not limited to linear. curved. curvi-linear and annular trans 
ducer arrays. A variety of transducer array shapes and 
frequencies are desirable in order to satisfy the requirements 
of a variety of diiferent clinical settings. However. the 
transducer arrays T-112 are typically optimized for frequen 
cies within the above speci?ed range of 2-10 MHz. The 
medical ultrasound system R-20 performs the three major 
functions of driving the ultrasonic transducer array of ele 
ments T-114 to transmit focused ultrasound energy. receiv 
ing and focusing back-scattered ultrasound energy imping 
ing on the transducer array T-114. and controlling the 
transmit and receive functions to scan a ?eld of view in scan 
formats including (but not limited to) linear. sector or 
Vector® format. 

In FIGS. 2a. 2b. 2c. the control signals are communicated 
over the light lead lines while the signal paths are depicted 
with heavy lead lines. 

3. Digital Transmit Bearuformer System 
The digital transmit beamformer T-102 (FIG. 20) is the 

subject of this application. It is to be understood that in a 
preferred embodiment. the digital transmit beamformer 
T-102 is comprised of a plurality of digital multi-channel 
transmitters T-103. one digital multi-channel transmitters for 
one or more of the individual transducer elements T-114. 
The transmitters are multi-channel in that each transmitter 
can process. in a preferred embodiment. up to four indepen 
dent beams. Thus. for example. 128 multi-channel transmit 
ters have 512 channels. In other preferred embodiments. 
more than four independent beams can be achieved. Pro 
cessing more than four beams per processor is Within the 
scope of the invention. 

In a preferred embodiment. each of the digital multi 
channel transmitters T-103 produces as its output in response 
to an excitation event the superposition of up to four pulses. 
each pulse corresponding to a beam. Each pulse has a 
precisely programmed waveform. whose amplitude is 
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apodized appropriately relative to the other transmitters 
and/or channels. and delayed by a precisely de?ned time 
delay relative to a common start-of-transmit (SOT) signal. 
Transmitters T- 103 are also capable of producing CW. 

Each digital multi-channel transmitter T-l03 conceptually 
comprises a multiple beam transmit ?lter T-115 which 
provides an output to a complex modulator T-117. The 
output from complex modulator T-l17 is communicated to a 
delay/?lter block T-119. and therefrom is provided to a 
digital-to-analog converter (DAC) T-121. The output of the 
DAC T-121 is ampli?ed by an ampli?er T-123. The multiple 
beam transmit ?lter T-llS. the complex modulator T- 117 and 
the delay/?lter block T-119 comprise a digital multi-channel 
transmit processor T-104. 
The transmit ?lter T-1l5 can be programmed to provide 

any arbitrary real or complex waveform responsive to a 
start-of-transmit (SOT) signal. The transmit ?lter T-115 is 
implemented with a memory which stores real or complex 
samples of any desired and ‘arbitrary pulse waveform. and a 
means of reading the samples out sequentially in response to 
the start-of-transmit (SOT) signal delayed by a component 
of the focusing delay. In a preferred embodiment. the 
memory of T-115 is programmed to store baseband repre 
sentations of real or complex pulse envelopes. 

Block T-115. although primarily a memory. is referred to 
herein as a transmit ?lter. as the output of block T-l15 can 
be thought of as the time response of a ?lter to an impulse. 
The complex modulator T-117 upconverts the envelope to 
the transmit frequency and provides appropriate focusing 
phase and aperture apodization. 

Delay/?lter block T-119 conceptually provides any 
remaining focusing delay component and a ?nal shaping 
?lter. The digital-to-analog converter (DAC) T- 121 converts 
the transmit waveform samples to an analog signal. The 
transmit ampli?er T-123 sets the transmit power level and 
generates the high-voltage signal which is routed by the 
transmit demultiplexer T-106 to a selected transducer ele 
ment T-114. 

Associated with each multi-channel transmit processor 
T-104 is a local or secondary processor control C-125 which 
provides control values and parameters. such as apodization 
and delay values. to the functional blocks of multi-channel 
transmit processor T-104. Each local or secondary channel 
control C-125 is in turn controlled by the central or primary 
control system 0104. 

4. Digital Receive Beamformer System 
The digital receive beamforrner R-100 (FIG. 2b) is the 

subject of the above cited co-pending application entitled: 
METHOD AND APPARATUS FOR RECEIVE BEAM 
FORMER SYSTEM. 
The signals from the individual transducer elements T-114 

represent return echoes or return signals which are re?ected 
from the object being imaged. These signals are communi 
cated through the transducer connectors T-1l0 to the receive 
multiplexer R-108. Through multiplexer R- 108. each trans 
ducer element T414 is connected separately to one of the 
plurality of digital multi-channel receivers R-101 which 
taken together with summer R-126 comprise the digital 
receive beamformer R-100 of the invention. The receivers 
are multi-channel in that each receiver can process. in a 
preferred embodiment. up to four independent beams. Pro 
cessing more than four beams per processor is within the 
scope of the invention. 
Each digital multi-channel receiver R-101 can. in a pre 

ferred embodiment. comprise the following elements which 
are represented by the high level function block diagram in 
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FIG. 2b. These elements include a dynamic low-noise and 
variable time-gain ampli?er R-1l6. an analog-to-digital con 
verter (ADC) R-118. and a digital multi-channel receive 
processor R-120. The digital multi-channel receive proces 
sor R-120 conceptually includes a ?lter/delay unit R-122 
and a complex demodulator R-124. The ?lter/delay unit 
R-122 provides for ?ltering and coarse focusing time delay. 
The complex demodulator R- 124 provides for ?ne focusing 
delay in the form of a phase rotation and apodization 
(scaling or weighting). as well as signal demodulation to or 
near baseband. The digital multi-channel receivers R-101 
communicate with summer R-126 where the signal samples 
associated with each beam from each receive processor are 
summed to form ?nal receive scan line samples. and the 
resulting complex samples provided to baseband processor 
R-l25. The exact functioning and composition of each of 
these blocks will be more fully described hereinbelow with 
respect to the remaining ?gures. 
A local or secondary control C-2l0 is associated with 

each digital multi-channel receiver R-l0l. Local processor 
control C-210 is controlled by central or primary control 
C-104 and provides timing. control and parameter values to 
each said receiver R-101. The parameter values include 
focusing time delay pro?les and apodization pro?les. 

5. Doppler Receive Beamformer System 
The Doppler receive beamformer system A-400 for wide 

dynamic range. nonirnaging Doppler acquisition includes 
analog receivers A-402. each of which receives echo signals 
from a respective one or more transducers T-114. Each of the 
Doppler receivers A-402 includes a demodulator/range gate 
A-404 which demodulates the received signal and gates it 
(PW mode only) to select the echo from a narrow range. The 
analog outputs of the Doppler receivers A402 are commu 
nicated to a Doppler preprocessor A-406. In preprocessor 
A-406. the analog signals are summed by summer A-408 
and then integrated. ?ltered. and sampled by analog proces 
sor A-410. Preprocessor A406 then digitizes the sampled 
analog signal in an analog-to-digital converter (ADC) 
A412. The digitized signrd is communicated to the display 
processing system R-26. The Doppler receive beamformer 
system is the subject of the above identi?ed co-pending 
patent application entitled: METHOD AND APPARATUS 
FOR DOPPLER RECEIVE BEAMFORMER SYSTEM 
which has been incorporated herein by reference. 

Associated with all Doppler receivers A402 is a single 
local or secondary Doppler beamformer control C-127. 
Doppler beamformer control C-127 is controlled by central 
or primary control system C-104 and provides control and 
focusing parameter values to the Doppler receive beam 
former system A-400. 
As pointed out in the above patent application describing 

the Doppler receive beamformer system A400. the present 
beamformer system R-22 advantageously combines an 
imaging digital receive beamformation system R-100 and a 
nonirnaging Doppler receive beamformation system A-400 
in a manner which uses the same digital transmit beamfor 
mation system T-l02 and the same transducer array and 
allows the digital receive beamformation system R-l00 to be 
optimized for imaging modes such as B-mode and color 
Doppler imaging. and therefore has high spatial resolution. 
while the accompanying Doppler receive beamformation 
system has a wide dynamic range and is optimized for use 
in acquiring signals for nonirnaging Doppler processing. 

6. Beamformer Central Control System 
The beamformer central control system 0104 of the 

present invention controls the operation of the digital trans 
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mit beamformer system T-102. the digital receive beam 
former system R-l00. the Doppler receive beamformer 
system A-400. the adaptive focusing control system G-100. 
and the baseband processor R-l27. The beamformer control 
is more fully discussed in the above referenced and incor 
porated patent application entitled: METHOD AND APPA— 
RATUS FOR FOCUS CONTROL OF TRANSMIT AND 
RECEIVE BEAMFORMER SYSTEMS. 
The main control functions of the central control system 

C-104 are depicted in FIG. 2c. The control functions are 
implemented with four components. The acquisition control 
C-130 communicates with the rest of the system including 
the ultrasound system control R-40 and provides high level 
control and downloading of scanning parameters. The focu s 
ing control C-l32 computes in real time the dynamic delay 
and apodizatr'on digital values required for transmit and 
receive bearnformation. which includes pre-computed and 
expanded ideal values plus any estimated correction values 
provided by adaptive focusing control system 6-100. The 
front end control C-134 sets the switches for the demulti 
plexer T-l06 and the multiplexer R-108. interfaces with the 
transducer connectors T-1l0. and sets the gain and bias 
levels of all transmitter ampli?ers T-123 and all receive 
ampli?ers R-1l6. The timing control 0136 provides all the 
digital clocks required by the digital circuits. This includes 
the sampling clocks for all the transmitter DACs T-lZl and 
receiver ADCs R-ll8. 

In a preferred embodiment central control C- 104 expands 
sparse tables of focusing time delay and aperture apodiza 
tion values based on pre-computed and stored data. through 
such techniques as interpolation and extrapolation. The 
expanded delay and apodization values are communicated as 
a pro?le of values across the transducer aperture to the local 
processor controls. where the delay and apodization data 
expansion in range is completed to per-transducer-element. 
per-sample. per-beam values. 

7. Adaptive Focusing Control System 
Adaptive focusing control system G-100 provides for real 

time concurrent adaptive focusing. Adaptive focusing con 
trol system G-100 is comprised of an adaptive focus pro 
cessor G-505 which provides focus correction delay values 
to the focus control C-l32 of the central control C-104. 
Adaptive focus processor G-505 operates on output pro 
duced by aberration value estimators G-502 from data 
gathered from the subarray summers R-126 of the digital 
receive beamformer system R-l00. Accordingly. aberration 
correction values. preferably aberration delay and amplitude 
values. are adaptively measured for each receive scan line or 
for a subset of receive scan lines in range regions corre 
sponding to transmit focal depths by the adaptive focusing 
control subsystem G-100 shown in FIG. 20. Adaptive focus 
ing control system G-l00 is more fully described in the 
above identi?ed co-pending patent application entitled: 
METHOD AND APPARATUS FOR REAL TIME. CON 
CURRENT ADAPTIVE FOCUSIN G IN AN ULTRA 
SOUND BEAMFORMER IMAGING SYSTEM. 

It is to be understood that in addition to the adaptive 
focusing control system which adjusts focus delays. that a 
number of adaptive control systems are contemplated. These 
systems. by way of example. include (1) adaptive contrast 
enhancement control system for adjusting focus delays and 
aperture apodizations. (2) adaptive interference cancellation 
control for adjusting focus delays and phases. aperture 
apodizatr'ons. and (3) adaptive target enhancement control 
for adjusting focus delays and phase. aperture apodizations. 
imaging transmit and receive frequencies and baseband 
waveform shaping. 
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Another aspect of adaptive focusing which can be 
included in the preferred embodiment of the adaptive focus 
ing control system 6-100 is a geometric aberration trans 
form device G-508/509 which can provide aberration cor 
rection delay values to the adaptive focus processor G-505 
for scan lines and scan line depth locations for which 
measured aberration values were not collected by aberration 
value estimators G-502. More speci?cally. measured aber 
ration correction values are written to a delay table in 
G-508/509. G-508/509 retrieves values from the delay table 
according to look-up rules of the geometric aberration 
transform to form focusing delay correction pro?les across 
the aperture valid for depths. scan geometries. and acquisi 
tion modes other than the depth. scan geometry. and mode 
for which aberration correction values were measured. The 
geometric aberration transform device G-508/509 is the 
subject of the above identi?ed co-pending U.S. patent appli— 
cation entitled: METHOD AND APPARATUS FOR A 
GEOMETRIC ABERRATION TRANSFORM IN AN 
ADAPTIVE FOCUSING ULTRASOUND BEAM 
FORMER SYSTEM. 

8. Baseband Processor System 
The baseband processor R-125 provides for ?ltering. and 

receive-scan-line-to-receive-scan-line (beam-to-beam) 
amplitude and phase adjustments as discussed herein and in 
the above-referenced and incorporated patent applications 
entitled: METHOD AND APPARATUS FOR BASEBAND 
PROCESSOR FOR A RECEIVE BEAMFORMER SYS 
TEM and METHOD AND APPARATUS FOR ADJUST 
ABLE FREQUENCY SCANNING 1N ULTRASOUND 
IMAGING. and the above-referenced patent application 
entitled METHOD AND APPARATUS FOR COHERENT 
IMAGE FORMATION. 
The baseband processor R-125 additionally includes a 

baseband ?lter. a complex multiplier. and a baseband pro 
cessor control which controls the operation of the baseband 
?lter and complex multiplier. The baseband processor con 
trol is controlled by central control C-104. 

9. Coherent Sample Synthesizer System 
The coherent sample synthesizer system 8-100 (FIG. 2a) 

is the subject of the above-identi?ed application entitled: 
METHOD AND APPARATUS FOR COI-IERENT IMAGE 
FORMATION. 

This system exploits the multi-beam transmit and multi 
beam receive capability of the invention to acquire and store 
coherent (pre-detection) samples of receive beam data along 
actual scan lines and to perform interpolation of the stored 
coherent samples to synthesize new coherent samples at new 
range locations along existing scan lines or along 
synthetically-created scan lines. Both acquired and synthe 
sized samples are passed to the display processing system 
R-26. 

10. Transmit and Receive Multiplexers 
The connectivity between the transducer array elements 

T-ll4 and the processors T-103. R-l01. A402 of the digital 
transmit. digital receive. and Doppler receive bearnformer 
systems is established through a transmit demultiplexer 
T-106 and a separate receive multiplexer R-l08. as shown in 
FIG. 2a. The multiple-transducer multiplexer con?guration 
shown in FIG. 2a permits selection of transmit and receive 
apertures lying entirely within a single transducer array or 
straddling across two transducer arrays. The two multiplex 
ers are independently controlled by the beamformer central 
control system C-104 and may be programmed to support a 
number of acquisition modes. including sliding aperture and 
synthetic aperture modes. The multiplexers and their con 
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16 
nectivity are the subject of the above-cited co-pending 
application entitled: METHOD AND APPARATUS FOR 
BEAMFORMER SYSTEM WITH VARIABLE APER 
TURE. 

B. Digital Transmit Beamformer System Preferred 
Embodiment 

1. Digital Multichannel Transmit Processor Digital Signal 
Processing 

In the preferred embodiment. the transmit beamformer 
T102 includes a substantially independent waveform gen 
erating processor for each transmit element. Transmit pro 
cessors T104 are referred to herein as multichannel proces 
sors because each of the individual transmit processors can 
provide multiple. programmable complex envelope wave 
form generation. A substantially continuous range of imag 
ing frequencies is supported. 

Overall. each transmit processor performs the primary 
functions of (1) waveform shaping of one or more wave 
forms for one or more beams. (2) apodization. and (3) 
insertion of steering/focusing time delays for such wave 
forms. To perform waveform shaping for a PW transmission. 
the signal path begins with initial waveform samples at a rate 
RE below that of the DAC T121 sampling frequency F’. The 
initial waveform samples can have a frequency spectrum 
centered at 0 Hz. or can be offset from 0 Hz. Waveform 
shaping in the present embodiment involves the steps of 
upsampling the initial waveform samples to F,. as well as 
modulating the waveforms by the desired carrier frequency 
Fa. Amplitude weighing (apodization) can also be consid 
ered part of the waveform shaping operation. The steps of 
upsampling. modulating. apodizing and delaying. as well-as 
appropriate ?ltering. can be performed in any sequence in a 
digital transmit beamformer. and individual ones of these 
steps may even be divided into sub-steps which are sepa 
rated and performed at different parts of the signal path. 
Additionally. some steps or sub-steps may be combined for 
implementation in a single hardware unit. 

Note that the output carrier frequency is considered herein 
to be substantially the same as the desired programmed 
carrier frequency FC. but may not be identical because of 
?lter effects in the signal path. F6 is set by the central control 
system C104 through the download of parameters. 

a. Transmit Processing Modes 
Before describing the functional blocks in a digital mul 

tichannel transmit processor of the preferred embodiment. it 
will be useful to understand the various processing modes 
(not to be confused with imaging modes discussed above) in 
which each transmit processor can operate. Ideally. it would 
be desirable for each transmit processor to be able to 
produce waveforms for any number of superposed and 
separately delayed and apodized transmit beams up to some 
maximum. at any carrier frequency up to some maximum. 
speci?ed with initial waveform representations sampled at 
any sample rate up to some maximum. This would require 
extensive processing power. however. especially if the maxi 
mums are large. Since processing power is limited in any 
system. it would seem that these maximums must be kept 
low enough such that the hardware is able to keep up when 
all three parameters are speci?ed at maximum. The present 
embodiment. on the other hand. makes better use of the 
available processing capacity by permitting trade-offs 
among these three parameters and allowing the central 
control system to choose to optimize different ones of them 
depending on the clinical setting. 

Table I sets forth some of the processing modes which can 
be selected by central control system C107 for a given 
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transmit processor T104 of transmit beamformer T102. 
Different embodiments can support fewer or greater num 
bers of modes and fewer or greater numbers of beams. 
As used in the Table: 

F, is the system clock frequency at which samples are 
converted by the DACs T121 (FIG. 1B). The central control 
system C104 can select F8 from a variety of available 
frequencies. 
F0 is a transmit signal nominal center frequency. F0 is 

speci?ed to the multichannel transmitter as a fraction of F_,. 
and is equal to (or near) the carrier frequency. 
RE is the per-beam initial waveform sampling rate. The 

ratio RE/Fo represents the number of real or complex 
samples per period of the transmit signal nominal center 
frequency F0. at which the initial waveform can be sampled. 

=clFo=the acoustic wavelength at F0. 
tFIhC speed of sound in the body. 
YE=per-beam initial waveform sample interval=c/2RE. 
Ng=maxirnum number of simultaneously-produced 

beams for the given transmit processing mode. (Note that the 
beamformer can be operated to produce fewer than N, 
beams if desired; for example. in a mode for which NB=4. 
the beamformer can be operated to produce only three 
beams if desired. although this would not make full use of 
the available hardware processing power.) 
N/I=Mode not implemented in the embodiment described 

herein. 

TABLE I 

TRANSMIT PROCESSING MODES 

F0 N1, = 1 N3 = 2 N3 = 4 

FJ32 13W Mode 0 BW Mode 1 BW Mode 2 

'YE=7~o/16 Y5=M8 73:00“ 
FJ16 aw Mode 1 BW Mode 2 BW Mode 3 

YE = M8 is = M4 a; = M2 
F,I8 nw Mode 2 BW Mode 3 aw Mode 4 

is = M4 "a = M2 "a = M 
FJ4 BW Mode 3 BW Mode 4 N/I 

is = M2 is = 10 
ans BW Mode 5 nw Mode 6 NI] 

is = 3M4 15 = 31012 

As can be seen by reading horizontally across the Table. 
for each transmit signal nominal center frequency F0. the 
hardware permits a larger number N3 of superposed wave 
forms to be traded 011‘ against an increased per-beam initial 
waveform sample interval YE. and vice-versa. A larger NB 
translates into a higher frame rate (since the entire ?eld of 
view can be scanned with the same number of beams but 
fewer ?rings). while an enhanced initial waveform sample 
interval 75 (smaller value of 7,?) can translate into a sharper 
image in range. For example. therefore. in a display mode 
which displays a color ?ow Doppler (F-mode) image super 
imposed on a grey-scale (B-mode) image. produced by 
interleaving F-mode and B-mode pulse ?rings respectively. 
the central control system C104 may operate transmitters 
T102 at NB=1 for all B-mode imaging pulses and at NH=2. 
or NB=4. for color ?ow Doppler imaging pulses. 

Similarly. reading vertically down the Table and exclud 
ing bandwidth modes 5 and 6. it can be seen that for a given 
maximum number of beams NB. processing modes having a 
higher nominal center frequency F0 also have a larger (and 
therefore poorer) per-beam initial waveform sample interval 
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YE (relative to A0). (The per-beam initial waveform sample 
interval 75. when expressed as the ratio ‘YE/X0. is referred to 
herein as the frequency-normalized per-beam initial wave 
form sample interval.) A clinician typically selects a trans 
ducer array operable at the imaging frequency appropriate 
for a desired penetration. In doing so. the clinician trades oilc 
penetration for overall image resolution (ability to distin 
guish two targets). (The latter trade-off is inherent in the 
physics of ultrasound since greater penetration is achieved 
by reducing the imaging frequency. which in turn reduces 
the overall image resolution.) For a given maximum number 
of beams N B. the desired penetration determines F0 in the 
Table. which in turn determines a processing mode having 
the optimum frequency-normalized per-beam initial wave 
form sample interval which the hardware can provide at the 
selected F0. That is. as F0 decreases to achieve greater 
penetration. the signal processing path in each transmit 
processor T104 need not process as many samples per 
second per beam (at least at early stages of the signal 
processing pipeline). This leaves hardware processing 
capacity available. which the system can exploit by increas 
ing REJFo and hence improving the frequency-normalized 
per-beam initial waveform sample interval YEA“. 

Further. by reading diagonally across the Table (upward to 
the right). and again excluding modes 5 and 6. it can be seen 
that the hardware permits a lower F0 to be traded off for a 
larger number of beams N B at a constant frequency 
normalized per-beam initial waveform sample interval 

Described more generally. the modes with which the 
multichannel transmitter T102 can be specified to operate 
actually offer trade-offs between three parametm‘s: NB. F0 
and "YE/7.0 (or equivalently. REJFO). Thus each processing 
mode de?nes a parameter set {N,. F0. YEMO}. All of the 
processing modes shown in Table I satisfy the rule that. for 
a given F,. the product of the maximum number of beams N B 
and the transmit signal nominal center frequency. divided by 
the frequency normalized per-beam initial waveform sample 
interval. is constant. In addition. the following relationships 
hold: 

and 

Assuming each transmitter T102 is operated to produce 
the maximum number of beams N8 in the selected process 
ing mode. all of the modes in Table I fully utilize the 
processing capacity of the transmit processor hardware 
signal paths. The preferred embodiment also supports addi 
tional processing modes not shown in Table I. and which do 
not fully utilize the processing capacity of the system. 
Furthermore. while modes 5 and 6 are included in Table I for 
completeness of the description. they are not important for 
an understanding of the invention and are therefore excluded 
from the remainder of the discussion below. 

b. Coarse Time Delay 
FIG. 3 is a functional block diagram of one of the digital 

multichannel transmit processors T104. In this signal path. 
upsarnpling is accomplished in two sub-steps (interpolator l 
and interpolator 2). Modulation to the transmit carrier fre 
quency Fe is also accomplished in two sub-steps. and 
focusing is accomplished in three steps. The focusing func 
tion permits the Waveform output produced by the transmit 






































