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[57] ABSTRACT 

A power semiconductor module is speci?ed in which at least 
one semiconductor chip, which is ?tted on a baseplate, is 
made contact with by a respective contact plunger. The 
position of the contact plunger-s can be set individually in a 
manner corresponding to a distance between the semicon 
ductor chips and a main connection which accommodates 
the contact plungers. The contact plungers are either sub 
jected to pressure by means of a spring or lined by means of 
a solder layer. 
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POWER SEMICONDUCTOR MODULE 

TECHNICAL FIELD 

The invention relates to the ?eld of power electronics. It 
is based on a power semiconductor module according to the 
preamble of the ?rst claim 

PRIOR ART 

Such a power semiconductor module is already described 
in the US. patent with the US. Pat. No. 5,221,851. This 
involves a so-called pressure contact semiconductor module 
in which a plurality of semiconductor chips are applied to a 
baseplate by their ?rst main electrode. The second main 
electrodes of the chips are made contact with by a plurality 
of contact plungers. The baseplate is connected to a ?rst 
main connection and the contact plungers are connected to 
a second main connection. The main connections may be 
designed in the form of discs and held together by means of 
?anges. The pressure contact is therefore designed in the 
form of a copper plunger which presses onto the individual 
chips. 
What is problematic in this arrangement, however, is the 

requirement of plane parallelism of the chip surfaces and of 
the copper plungers. The plane parallelism required for a 
pressure contact is, for example, only a few micrometers in 
the case of a circular disc having a diameter of 7 cm. When 
the arrangement has a plurality of chips, it is very dii?cult to 
comply with this requirement. since with conventional sol 
dering technology the individual chips can in practice rarely 
be soldered at a common level, let alone in a plane parallel 
manner. 

EXPLANKI‘ION OF THE INVENTION 

The object of the present invention, therefore, is to specify 
a power semiconductor module in which less stringent 
requirements are made of plane parallelism. 

This object is achieved, in the case of a power semicon 
ductor module of the type mentioned in the introduction, by 
means of the features of the ?rst claim. 
The core of the invention, then, is that the position of the 

or of each contact plunger can be set individually corre 
sponding to the distance between the or each semiconductor 
chip and the second main connection. Since the position of 
the contact plungers can be set individually for each semi 
conductor chip, the plane parallelism no longer has such a 
major signi?cance. 
The contact plungers are mounted such that they can 

move. In order to set the position, provision is made of 
means designed for this purpose. The said means may 
comprise, for example, a solder layer or a spring with 
relevant sliding contacts. The solder layer surrounds the 
contact plunger in holes provided for this purpose and is 
used both for mechanically ?xing the contad plungers and 
for making electrical contact. In the case of the variant with 
the springs. the latter are arranged in the holes which are 
provided for accommodating the contact plungers. In order 
to improve the electrical contact, it is possible additionally 
to provide a sliding contact. for example in the form of a 
sliding spring having a multiplicity of individual lamellae 
made of electrically readily conducting material, along the 
side walls of the holes. 
Semiconductor modules in which the contact plungers are 

?xed by means of soldering are best produced by ?rst of all 
soldering the semiconductor chips onto the baseplate. The 
bascplate with the semiconductor chips is subsequently 
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2 
inserted into the second main connection which is equipped 
with at least one hole and with at least one contact plunger 
and a solder layer placed between them. The position of the 
baseplate with respect to the second main connection is now 
?xed, and the semiconductor module is soldered in a sol 
dering furnace with the second main connection pointing 
upwards. In this process, the solder layer between the 
contact plunger and the second main connection melts and 
?xes the individual position of the contact plungers. This has 
been automatically set prior to the soldering operation on 
account of the force of gravity. 
The advantage of the invention therefore resides in the 

fact that such stringent requirements of plane parallelism are 
no longer required. This permits, in particular, cost-e?iective 
production of the modules. In addition, the contact-making 
of the chips by means of contact pins, whether the latter are 
soldered on or subjected to pressure by means of springs, 
ensures a permanent and individual pressure on each indi 
vidual chip. A permanent. lowr contact resistance between 
the housing contacts and the chip is achieved as a result 
particularly if the module or parts thereof fuse in the event 
of a fault. The bonding wires blow in the prior art. This can 
result in the complete destruction of the component. 
Consequently. the type of contact-making according to the 
invention additionally affords the advantage that in the event 
of failure of one of the internally parallel-connected chips, 
the entire nominal current but also the short-circuit current 
can be conducted with low resistance via the defective chip. 

Further exemplary embodiments emerge from the corre 
sponding dependent claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention is explained in more detail below using 
exemplary embodiments in connection with the drawings, in 
which: 

FIG. 1 shows a section through a ?rst embodiment of a 
power semiconductor module according to the invention; 
and 

FIG. 2 shows a section through a second embodiment of 
a power semiconductor module according to the invention. 
The reference symbols used in the drawings and their 

meanings are summarized in the list of designations. In 
principle, identical parts are provided with identical refer 
ence symbols in the ?gures. 

WAYS OF EMBODYING THE INVENTION 

FIG. 1 shows a ?rst example of how the invention can be 
realized. 1 designates a power semiconductor module which 
has a ?rst and a second main connection 6. 7. The main 
connections 6, 7 may be composed of a solid copper block. 
A baseplate 5 is applied to the ?rst main connection 6. The 
said baseplate may be, for example, a molybdenum plate 14, 
a ceramic plate or a plate made of other suitable materials 
which is ?xed on the ?rst main connection 6 by a solder 
layer 16. The cross-section of the baseplate is not important 
for the invention. It may be round or cornered. A plurality of 
semiconductor chips 2, more generally at least one semi 
conductor chip 2, are soldered onto the baseplate 5. The 
semiconductor chips are preferably IGBT chips or diode 
chips or a combination of these types of chips. In principle, 
however, the chips 2 have at least two main electrodes 3 and 
4 which are made contact with by the corresponding main 
connections 6 and 7. In the case of IGBT chips, a third 
electrode, a control electrode, is additionally provided and is 
connected to a control connection 1 via a connecting wire 
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13. The connecting wire 13 is bonded, for example, to the 
control electrode of the chip 2. One main electrode 4 is 
formed by the underside of the chip 2 and is directly 
connected to the baseplate 5. 
The other main electrode 3 of the semiconductor chips 2 

is made contact with by a number of contact plungers 8, 
which numbm‘ corresponds to the number of chips. As has 
already been explained in the introduction, there is a prob 
lem with power semiconductor modules in that it is di?icult 
to solder the chips 2 on at the same level. The high degree 
of plane pmallelism is necessary, however, for a problem 
free pressure contad. In order to make the problem clear, the 
solder layers 15 of dilferent thicknesses are shown exagger 
ated in FIG. 1. The situation where the chips have di?erent 
thicknesses, for example in the case of a combination of 
different types of chips, also has the e?ect of imparting 
di?’erent height to the stacks comprising solder layers, 
molybdenum discs placed between them if need be and 
semiconductor chips. The invention now succeeds in con 
sn'ucting a power semiconductor module in which this 
difference no longer constitutes a disadvantage. 

This is achieved by virtue of the fact that prior to the 
actual assembly, the contact plungers 8 are arranged such 
that they can move in their holes in the second main 
connection 7. In order to be able to ?x the contact plungers 
after assembly, a solder layer 9 is provided between the hole 
and the contact plungm' 8 in accordance with the first 
exemplary embodiment. During assembly, this solder layer 
is made to melt in a soldering furnace, thereby ?xing the 
contact plungers. Automatic adaptation of the contact 
plunger length to the individual distance between the second 
main connection 7 and the semiconductor chips 2 is 
achieved most simply and preferably by soldering the semi 
conductor module with the second main connection 7 point 
ing upwards. The contact plungers 8 fall downwards due to 
the force of gravity and make contact with the chips. 
Provided between the chips 2 and the contact plungers 8 is 
a further solder layer 10, if need be with a molybdenum disc 
placed in between. This solder layer 10 is soldered in the 
soldering furnace in the same work step as the solder layer 
9. In order to ?x the position of the ?rst main connection 
with respect to the second main connection, the arrangement 
is surrounded by a ?xing apparatus which, after adjustment 
has been e?ected, ensures a precisely aligned connection of 
the contact plungers 8 on the chips 2 during the soldering 
operation. 
A power semiconductor module constructed in the man 

ner described above can be ?tted, for example, in a pressure 
contact housing which is known from GTO technology. In 
this case. it is advantageous if a supporting ring 12 is 
provided between the ?rst and the second main connection 
6 and 7. The said supporting ring relieves the pressure on the 
soldering points of the chip and on the contact plungers. A 
control connection 11 provided as appropriate is then best 
routed through the supporting ring 12. 

FIG. 2 shows a further exemplary embodiment of a power 
semiconductor module according to the invention. The 
structure essentially corresponds to that according to FIG. 1, 
and corresponding parts are provided with the same refer 
ence symbols. However, a combination of springs 18 and a 
sliding contact 17 are in this case provided instead of solder 
layers 9 for the purpose of ?xing and setting the length of the 
contact plungers 8. The springs are arranged in holes in the 
second main connection 7 and apply pressure to the contact 
plungers 8. The length of the contact plungers is set in this 
way. Sliding contact springs 17 can additionally be provided 
in order to improve the electrical contact between the 
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contact plungers 8 and the second main connection 7. The 
said sliding contact springs are arranged along the hole walls 
between the contact plungers and the main connection. The 
spring sliding contacts may have a multiplicity of individual 
lamellae. 
The contact plungers 8 subjected to spring pressure now 

press onto the chips 2. In contrast with the ?rst exemplary 
embodiment, in which a combination of solder layers 10 and 
Mo laminae 14 is required for making contact with the chips 
2, direct contact-making between the chips 2 and the contact 
plungers 8 is su?icient in this case. 

It is also possible to construct diiferent types of modules 
using the power semiconductor module according to the 
invention. If a combination of IGBT chips and diode chips 
is used, as in the US. patent speci?cation cited in the 
introduction, for example, then a switch module is obtained 
in which the reverse-connected parallel diode is integrated. 
However, it is also conceivable to integrate complete half- or 
quarter-bridge modules of converters in such a power semi 
conductor module or simply to construct just one high 
power diode. Moreover, the invention is also not restricted 
to IGBTs, but rather is advantageously used for all types of 
power semiconductor chips. Although the above description 
is based on a circular cross-section of the module, the 
invention is not restricted to such cross-sections. 

Overall, the invention yields a power semiconductor 
module in which the requirements of plane parallelism are 
less stringent than in the prior art and which can conse 
quently be produced and constructed more easily. 

List of desigmtiom 

Powarmdule 

b. O 

Spring 

We claim: 
1. A power semiconductor module, comprising: 
plural semiconductor chips each having at least a ?rst and 

a second main electrode; 
a baseplate attached to each ?rst main electrode of said 

plural semiconductor chips; 
a ?rst main connection attached to said baseplate and 

electrically interacting with each ?rst main electrode; 
a second main connedion having plural contact plungers 

slidably attached to a second main connection, each 
contact plunger positioned according to a distance 
between said second main connection and a respective 
one of said plural semiconductor chips to electrically 
connect the second main electrode to each of said plural 
semiconductor chips; and 

a means for ?xing the position of each of said plural 
contact plungers. 

2. The power semiconductor module according to claim I, 
wherein said second main connection further comprises 
plural holes for individually accommodating each of said 
plural contact plungers slidably attached to said second main 
connedzion; and 
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wherein the means for ?xing the position of each of said 
plural contact plungers is two soldm' layers. compris 
ing: 

a ?rst solder layer between each contact plunger and each 
respective semiconductor chip and; 

a second solder layer between each contact plunger and a 
respective one of said plural holes accommodating each 
contact plunger. 

3. The power semiconductor module according to claim 1, 
wherein said second main connection further comprises 
plural holes for individually accommodating each of said 
plural contact plungers slidably attached to said second main 
connection; and 

wherein the means for ?xing the position of each of said 
plural contact plungers comprises: 
plural springs each arranged in a respective of said 

plural holes accommodating each contact plunger. 
4. The power semiconductor module according to claim 3. 

10 

further comprising electrically conductive plm’al sliding 2O 
springs positioned between said plural contact plungers and 
side walls of said plural holes accommodating each of said 
plural contact plungers. 

5. A method for production of a semiconductor module, 
comprising the steps of: 

soldering a ?rst main electrode of plural semiconductor 
chips onto a base plate; 

25 

6 
placing plural plungers each corresponding to arespective 

one of said plural semiconductor chips individually 
into plural holes of a main connection; 

arranging said main connection above said plural semi 
conductor chips so that each of said plural plungers in 
said plural holes slide toward and contact a second 
main electrode of each respedive one of said plural 
semiconductor chips; 

placing a ?rst solder layer between each of said plural 
plungers and a second main electrode of each respec 
tive semiconductor chip; 

placing a second solder layer between each of said plural 
plungers and a wall of each of said plural holes where 
said plural plungers are individually placed; 

melting said ?rst and second solder layers; and 
cooling said ?rst and second solder layers, thereby ?xing 

said plural plungers in said plural holes and in contact 
with said second main electrode in the position result 
ing from said arranging step. 

6. The method according to claim 5, wherein said melting 
step comprises the substep of: 

placing said plural semiconductor chips. said main 
electrode, said plural plungers and said ?rst and second 
solder layers, as arranged by said arranging step, into a 
solder furnace. 


