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[57] ABSTRACT 

A memory device for processing a block of digital video 
signal data comprises a random block access (RBA) con 
troller for generating a system control signal to thereby vary 
a size of the block, an address generator for receiving 
external address signals according to the system control 
signal generated by the RBA controller to thereby generate 
internal addresses corresponding to the size of the block, a 
memory cell array to which digital video signal data is 
written or from which digital video signal data is read 
according to the internal addresses generated by the address 
generator, a transmission controller for controlling the trans 
mission of digital video signal data stored in the memory cell 
array corresponding to the internal addresses generated by 
the address generator, an input/output unit for receiving or 
sending digital video signal data outside the memory device 
under the control of the RBA controller and the transmission 
controller. 
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MEMORY DEVICE AND METHOD FOR 
PROCESSING DIGITAL VIDEO SIGNAL 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a memory device, and 

more particularly. to a memory device for processing a 
digital video signal. 

2. Discussion of the Related Art 

A memory device is used in reading or writing digital 
video signal data in block units when a digital video signal 
is processed. As shown in FIG. 1. a conventional memory 
device for processing a digital video signal usually com 
prises a random block access (RBA) controller 100. an 
address generator 101. a memory cell array 102. a transmis 
sion controller 103. and an input/output means 104. The 
structure of this memory device will now be explained. 
The RBA controller 100 generates a control signal accord 

ing to externally supplied control signals IRAS, /CAS,. 
/WE. IDT. SC, and RBA. The address generator 101 
receives row and column address signals generated from an 
external central processing unit (CPU) (not shown). Using 
such row and column address signals as starting addresses. 
the address generator 101 then continuously generates inter 
nal row and column addresses corresponding to the size of 
a block according to the control signal of the RBA controller 
100. The memory cell array 102 includes memory cells to 
which data is written or from which data is read according 
to the internal row and column addresses produced by the 
address generator 101. The transmission controller 103 
controls the transmission of data stored in the memory cell 
array 102 under the control of the RBA controller 100 and 
the address generator 101. And ?nally. the input/output 
means 104 receives or sends data outside the memory device 
under the control of the RBA controller 100 and the trans 
mission controller 103. 
As shown in FIG. 1. the address generator 101 comprises 

a row address generator 105 and a column address generator 
106. Using an external row address signal as the starting 
address. the row address generator 105 generates the internal 
row addresses to access all continuously assigned rows. The 
column address generator 106 functions in a similar way to 
generate the internal column addresses. 
The transmission controller 103 comprises an RBA selec 

tor 91, a serial register 92. and an RBA-Y decoder 93. The 
RBA selector 91 selects the X-axis block size of the memory 
cell array 102 under the control of the column address 
generator 106 and the RBA controller 100. The serial 
register 92 transmits serial data to the input/output means 
104 under the control of the RBA controller 100. The 
RBA-Y decoder 93 decodes the Y-axis RBA data under the 
control of the column address generator 106 and the RBA 
controller 100. 
The input/output means 104 comprises an input/output 

controller 95 and an input/output portion 94. The input/ 
output controller 95 controls the transmission of the data 
from the serial register 92 to the external memory via the 
input/output portion 94. 
As shown in FIG. 2. the RBA controller 100 comprises an 

X-state pointer 107, a Y-state pointer 108. a sync clock 
generator 109. a mode selector 110. and an internal control 
signal generator 111. The X-state pointer 107 increases the 
row address by one whenever the external system clock SC, 
is in synchronization with the number of columns in a block. 
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2 
The Y-state pointer 108 increases the column address by one 
whenever there is an input from the external system clock 
SC,r The sync clock generator 109 receives the external 
system clock SCx and generates a sync clock as the reference 
for the respective internal operations of the memory cell 
array 102. The mode selector 110 receives the output signals 
of the X- or Y-axis state pointers 107 and 108 and selects 
either the DRAM mode or the RBA mode. The internal 
control signal generator 111 generates a pulse for reading out 
the row and column signals. which are internally generated 
from the memory in order to read or write data in block units 
according to the usage mode. 

Operation of the conventional memory device for pro 
cessing digital video signals will now be described. 
The processing of data is performed in block units. The 

standard size of a block is set to be 16 columns by 16 rows. 
Therefore. 256 bits of data are stored in each block. 
The initial row and column address signals are generated 

from an external CPU (not shown) of the memory device. 
Then the row and column address generators 105 and 106 
generate the respective internal addresses corresponding to 
256 bits of data to be read or written in a block while using 
the address signals as the start address of the block. 
The internal row addresses are generated according to the 
counting state of the 4-bit X-state pointer 107 and the row 
address is increased by one whenever 16 system clocks are 
received as an input. The internal column addresses are 
generated according to the counting state of the 4-bit Y-state 
pointer 108 and the column address is inu'eased by one 
whenever one system clock is received as an input. 
The respective internal addresses are then given to 256 

bits of data. i.e., corresponding to the size of one block. by 
counting the X- and Y-state pointers It” and 108. The X 
and Y-state pointers 107 and 108 are constructed to have 
4-bit counters which count once whenever 16 system clocks 
are input to the X-axis (row). and count 16 times whenever 
16 system clocks are input to the Y-axis (column). 
According to the counting value of the X- and Y-state 

pointers 107 and 108 and externally applied signals RAS,,r 
and CAS” the internal control signal generator 111 gener 
ates control signals IRASi. ICASi. XF and RGE for operating 
in a mode selected via the mode selector 110. conforming to 
an appropriate timing. XP‘ and RGE are signals for control 
ling data transmission to the serial register 92 when the data 
is read from or written to the memory cell array 102. 

Whenever 256 system clocks required to read or write one 
data block are received as input. the mode selector 110 
checks the external mode selection control signal to deter 
mine whether to continue the current operation mode (RBA 
mode) or change to a new mode. The available mode choices 
include the chip’s operation mode. the DRAM mode. or the 
RBA mode. 
The sync clock generator 109 generates a sync clock in 

synchronization with the externally applied system clock. 
The sync clock is used as a reference for various internal 
operations of the memory device. 

Because the conventional memory device internally con 
trols the processing using the X- and Y-state pointers 107 
and 108 composed of 4-bit registers. the size of the block is 
not changeable. This limits the selection of data memory in 
accordance with the size of the block. In other words. such 
a video signal processing memory device is only compatible 
with external systems with a 16 columns by 16 rows block 
size. and not compatible with other systems. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention is directed to a 
memory device and a method that substantially obviates one 
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or more of the problems due to limitations and disadvan 
tages of the related art. 
An object of the present invention is to provide a memory 

device and a method for processing a digital video signal in 
which the block size varies in accordance with the block size 
of the external system to ensure the compatibility. 

Additional features and advantages of the invention will 
be set forth in the description which follows, and in part will 
be apparent from the description, or may be learned by 
practice of the invention. The objectives and other advan 
tages of the invention will be realized and attained by the 
structure particularly pointed out in the written description 
and claims hereof as well as the appended drawings. 
To achieve these and other advantages and in accordance 

with the purpose of the invention. as embodied and broadly 
described. the memory device of the present invention 
includes a random block access (RBA) controller for gen 
erating a system control signal to thereby vary a size of the 
block. an address generator for receiving external address 
signals according to the system control signal generated by 
the RBA controller to thereby generate internal addresses 
corresponding to the size of the block. a memory cell array 
to which digital video signal data is written or from which 
digital video signal data is read according to the internal 
addresses generated by the address generator. a transmission 
controller for controlling the transmission of digital video 
signal data stored in the memory cell array corresponding to 
the internal addresses generated by the address generator. 
and input/output means for receiving or sending digital 
video signal data outside the memory device under the 
control of the RBA controller and the transmission control 
ler. The RBA controller includes an X-axis vm'ying portion 
for varying an X-axis size of the block. an X-state pointer for 
counting a varied value of a row address according to an 
output of the X-axis varying portion. a Y-state pointer for 
counting a varied value of a column address according to an 
internal system clock generated by the X-axis varying 
portion. a mode selector for selecting a usage mode accord 
ing to the varied value counted by the X-state pointer and the 
varied value counted by the Y-axis state pointer, and an 
internal control signal generator for generating the system 
control signal to operate the memory device in the selected 
usage mode. 

In another aspect. the memory device of the present 
invention includes a random block access (RBA) controller 
for generating a system control signal to thereby vary a size 
of the block. an address generator for receiving external 
address signals according to the system control signal gen 
erated by the RBA controller to thereby generate internal 
addresses corresponding to the size of the block. a memory 
cell array to which digital video signal data is written or 
from which digital video signal data is read according to the 
internal addresses generated by the address generator, a 
transmission controller for controlling the transmission of 
digital video signal data stored in the memory cell array 
corresponding to the internal addresses generated by the 
address generator. and input/output means for receiving or 
sending digital video signal data outside the memory device 
under the control of the RBA controller and the transmission 
controller. 

In a further aspect. the method for processing a block of 
digital video signal data of the present invention includes 
varying at least one of an X-axis size of the block and a 
Y-axis size of the block and reading from or writing to a 
memory device digital video signal data according to the 
varied size of the block. 
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It is to be understood that both the foregoing general 

description and the following detailed description are exem 
plary and explanatory and are intended to provide further 
explanation of the invention as claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings. which are included to pro 
vide a further understanding of the invention and are incor 
porated in and constitute a part of this speci?cation. illustrate 
embodiments of the invention and together with the descrip 
tion serve to explain the principles of the invention. In the 
drawings: 

FIG. 1 is a block diagram of a conventional memory 
device for processing a digital video signal; 

FIG. 2 is a detailed block diagram of an RBA controller 
applied to FIG. 1; 

FIG. 3 is a block diagram of an RBA controller in a 
memory device for processing digital video signals accord 
ing to the present invention where the X-axis block size is 
adjustable; 

FIG. 4 is a detailed block diag'arn of the internal clock 
generator of FIG. 3; 

FIG. 5 is a detailed circuit diagram of the internal clock 
generator of FIG. 4; 

FIG. 6 is a detailed circuit diagram of the X-axis block 
controller of FIG. 3; 

FIG. 7 is a truth table for the operation states of the 
respective signals in accordance with the input/output of 
FIG. 6; 

FIG. 8 is a timing diagram of the relationship between the 
internal clock frequency and the Y-state pointer in accor 
dance with different block sizes (16 columns by 16 rows or 
8 columns by 8 rows) of FIG. 3; 

FIG. 9 is a block diagram of the RBA controller in the 
memory device of the present invention where the X- or 
Y-axis block size is adjustable; and 

FIG. 10 is a detailed block diagram of the Y-axis block 
size selectionlintemal clock generator of FIG. 9. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Reference will now be made in detail to the preferred 
embodiments of the present invention. examples of which 
are illustrated in the accompanying drawings. 

According to a ?rst embodiment of the present invention 
as shown in FIG. 3. the RBA controller of the digital video 
signal processing memory device comprises an X-axis vary 
ing portion 200. an X-state pointer 207. a Y-state pointer 
208. a sync clock generator 209. a mode selector 210. and 
an internal control signal generator 211. The X-axis varying 
portion 200 varies the X-axis block size. The X- state pointer 
207 increases the value of the row address by one whenever 
the block size is in synchronization with the signal generated 
from the X-axis varying portion 200 and an external system 
clock. The Y-state pointer 208 increases the value of the 
column address by one whenever the block size is in 
synchronization with the external system clock. The sync 
clock generator 209 generates a sync clock SYCK in syn 
chronization with the external system clock. It is used as a 
reference for the respective internal operations of the 
memory device. The mode selector 210 receives the output 
signals from the X- and Y-state pointers 207 and 208 and 
selects the DRAM mode or the RBA mode. The internal 
control signal generator 211 generates control signals lRAS,-, 
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/CAS,-. XF. and RGE to operate in accordance with the mode 
selected via mode selector 210 in order to read or write data. 

The X-axis varying portion 200 comprises an internal 
clock generator 201. a counter controller 202. and an X-axis 
block controller 203. After receiving the external system 
clock SC. and control signals SO-Sn. which define the 
desired block size. the internal clock generator 201 generates 
block size control signals DO-D,l and an internal system 
clock SC,-. The counter controller 202 receives the block size 
control signals Do-Dn from the internal clock generator 201 
and generates a control signal CNT... which conforms the 
counting range of the X-state pointer 207 to the desired 
block size. And ?nally, the X-axis block controller 203 
receives the control signals DO—D,, from the internal clock 
generator 201 and the counting state of the X-state pointer 
207. and sends an output control signal to the internal 
control signal generator 211 according to the desired X-axis 
block size. 
As shown in FIG. 4. the internal clock generator 201 

comprises a block size selector 204. a frequency selector 
205. and a frequency multiplier 206. The block size selector 
204 receives the control signals 80-8... which de?ne the 
desired block size. and thereby generates block size control 
signals Do-Dn. The frequency selector 205 receives the 
control signals Do-D,l from the block size selector 204 and 
a frequency generated from the frequency multiplier 206. 
and produces an internal system clock SC. to be used in 
controlling the block size. The frequency multiplier 206 
generates a frequency equivalent to 2" times the frequency 
of the external system clock SC, and the frequency thus 
generated is sent to the frequency selector 205. 

Operation of the first embodiment of the present invention 
will now be described. 

First, an external no~connect (N.C.) pin of the memory 
device is used to receive the external control signals So-Sn 
for selecting the block size. The N.C. pin has 4 pins. two of 
which are external control pins. An example involving two 
control signals S0 and S1 is discussed below with reference 
to FIGS. 4 and 5. 

After receiving control signals So and S1. the block size 
selector 204 generates the control signals Do--D3 corre 
sponding to the desired block size. The frequency multiplier 
206. with the external system clock SC,‘ and the sync clock 
of the system as inputs. generates the multiplied frequencies 
corresponding to the respective output ports by multiplying 
the system clock by 2" After receiving the control signals 
Do-D3 from the block size selector 204 and the multiplied 
frequencies from the frequency multiplier 206. the fre 
quency selector 205 selects the corresponding decoded 
multiplied frequency SC,-. This multiplied frequency SC. is 
then used as the internal system clock for the Y-state pointer 
208. 
As shown in FIG. 3. the counter controller 202 receives 

the control signals Do-D3 from the block size selector 204 
and controls the X-axis counting range of the X-state pointer 
707 as shown in the truth table of FIG. 7. While the X-axis 
block size varies. the X-state pointer 207 counts in synchro 
nization with the external system clock SC... The Y-state 
pointer 208 counts in synchronization with the internal 
system clock SC,~. i.e.. the multiplied frequency generated 
from the frequency selector 205. 
The X-axis block controller 203 receives the control 

signals D0--D3 from the block size selector 204 and the 
counting signal from the X-state pointer 207. and generates 
a signal for controlling the internal control signal generator 
211 according to the desired X-axis block size. 
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FIG. 5 illustrates an example where the two control 

signals So and S1 are applied to the internal clock generator 
201. The block size selector 204 receives the control signals 
So and S1. inverting the signals individually. and outputting 
negative logical sum signals Do-D3 via 4 logic gates. The 
frequency multiplier 206 receives the external system clock 
SC‘ and outputs four frequencies f0—f4 with the following 
values: 

In FIG. 5. each element “X2” multiplies the input frequency 
by “2”. as shown in the formulas above. Finally. the fre 
quency selector 205 receives the signals DO-D3 from the 
block size selector 204 and frequencies fo—f3 from the 
frequency multiplier 206. operates via several logical gates. 
and outputs a negative logic sum signal SC. (used as an 
internal system clock). 

FIG. 6 illustrates an example implementation of the 
X-axis block controller 203. X-axis block controller 203 
receives the output signals XRI. XR3. XRq. XR1s of the 
X-state pointer 207 and the output signals D0—D3 of the 
block size selector 204. operates via several logical gates. 
and outputs a negative logic sum signal XRE (used as a 
block size control signal). 

FIG. 7 illustrates various signal outputs when the control 
signals So and S1 are used to select the desired block size. 
In FIG. 7. “80" or “S1” represents the value “1”. and “ISO” 
or ‘781.. represents the value “0”. “)mE" means an enable 
signal and it may be XRlS. XR7. XR3 or XRl. depending 
on which block size (for example. 16X16 bits. 8X8 bits. 4’4 
bits. and 2x2 bits) is selected. 
As shown in FIG. 8. when the block size is 8 columns by 

8 rows. the internal clock frequency becomes 2" times the 
frequency of the external system clock. as shown in FIGS. 
5 and 7. When the block size is 16 columns by 16 rows. the 
operation of the Y-state pointer is performed with only half 
of the rate. i.e.. twice as slow compared to the rate when the 
block size is 8 columns by 8 rows. Described in another way. 
whenever 16 internal clocks are input. the X-state pointm‘ 
increases by one. When the X-state pointer increases by one. 
the Y-state pointer counts from 0 to 15. 
As shown in FIG. 9. another embodiment of the RBA 

controllm' of the present invention comprises an X- and 
Y-axis varying portion 300. an X~state pointer 307. a Y-state 
pointer 308. a sync clock generator 309. a mode selector 
310. and an internal control signal generator 311. The X- and 
Y-axis varying portion 300 sets different X- and Y-axis block 
sizes. The X-state pointer 307 increases the value of the row 
address by one in accordance with the size of a block under 
the control of X- and Y-axis varying portion 300. The Y~state 
pointer 308 increases the value of the column address by one 
in accordance with the size of a block under the control of 
X- and Y-axis varying portion 300. The sync clock generator 
309 generates a sync clock SYCK as a reference for the 
respective internal operations of the memory device in 
synchronization with an external system clock. The mode 
selector 310 receives the output signals from the X- and 
Y-state pointers 307 and 308 and selects either the DRAM 
mode or the RBA mode. The internal control signal genera 
tor 311 generates control signals /RAS,-. /CAS,-. PG". and 
RGE to operate in accordance with the mode selected via 
mode selector 310 in order to read or write data. 
The X- and Y-axis varying portion 300 comprises a block 

size selector 301. a counter controller 302. an X-axis block 
controller 303. and a Y-axis block size selector/internal 
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clock generator 312. The block size selector 301 receives the 
external control signals 80-8" and generates block size 
control signals Xo-X,l to control the block size. The counter 
controller 302 receives the control signal X0-Xn from the 
block size selector 301 and generates a signal CNTn to 
control the counting of the X-state pointer 307 to conform to 
the block size. The X-axis block controller 303 receives the 
control signals Xo-Xn and KR" from the block size selector 
301 and the X-state pointer 307. and generates a signal XRE 
for controlling the internal control signal generator 311 in 
accordance with the X-axis block size. The Y-axis block size 
selector/internal clock generator 312 receives the external 
system clock SC, and external control signals SYOASYn for 
selecting the desired Y-axis block size. and also generates an 
internal system clock SC‘. 
As shown in FIG. 10. the Y~axis block size selector! 

internal clock generator 312 comprises a Y-axis block size 
selector 304. a Y-axis frequency selector 305. and a Y-axis 
frequency multiplier 306. The Y-axis block size selector 304 
receives control signals SYo-SYn supplied from the external 
control pins of the memory device to determine the Y-axis 
block size. and it also generates Y-axis block size control 
signals DQ-Dn. The Y-axis frequency selector 305 receives 
the control signals output from the Y-axis block size selector 
304 and a frequency generated from the Y-axis frequency 
multiplier 306 to produce the internal system clock SC‘. The 
Y-axis frequency multiplier 306 receives the external system 
clock SC, generates a frequency with the value of 2" times 
the frequency of the external system clock. and sends the 
result to the frequency selector 305. 

Operation of the second embodiment of the present inven 
tion will now be described. 
The Y-axis block size selector/internal clock generator 

312 receives the external control signals SYo-SYn and 
generates the corresponding control signals Do-Dn through 
the Y-axis block size selector 304. In synchronization with 
the external system clock SC, the Y-axis frequency multi 
plier 306 generates multiplied frequencies fo-fn. Finally the 
Y-axis frequency selector 305 generates the internal system 
clock SCi according to the control signals Do-Dn from the 
Y-axis block size selector 304 and the multiplied frequencies 
fo-fn from the Y-axis frequency multiplier 306. 
The Y-state pointer 308 receives the internal system clock 

SC]. in accordance with the desired block size from the 
Y-axis frequency selector 305 and controls its counting 
range and. in turn. the Y-axis block size. The rest of the 
operation is the same as that of the ?rst embodiment shown 
in FIG. 3. 
As described above. the block size in the present inven 

tion is controlled selectively and externally. Therefore while 
reading or writing data during compression and expansion of 
digital video signals. the block size varies according to the 
particular external system to be used. In addition. according 
to the desired block size. an appropriate clock frequency is 
generated by an external system clock so that the memory 
device is capable of operating without a separate frequency 
generator. Thus. the block size can be varied in the present 
invention so that one single memory device can be used 
compatibly with systems having diiferent block sizes. 

It will be apparent to those skilled in the art that various 
modi?cations and variations can be made in the memory 
device of the present invention without departing from the 
spirit or scope of the invention. Thus. it is intended that the 
present invention cover the modi?cations and variations of 
this invention provided they come within the scope of the 
appended claims and their equivalents. 
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What is claimed is: 
1. A memory device for processing a block of digital 

video signal data comprising: 
a random block access (RBA) controller for generating a 

system control signal to thereby vary a size of the block 
from NXN to (N+N)><(N+n). where n51. the RBA 
controller including. 
an X-axis varying portion for varying an X-axis size of 

the block from N to (N+n). 
an X-state pointer for counting a varied value of a row 

address (from 1 to N+n) according to an output 
(N+n) of the X-axis varying portion. 

a Y-state pointer for counting a varied value of a 
column address (from 1 to N+n) according to an 
internal system clock generated by the X-axis vary 
ing portion. 

a mode selector for selecting a usage mode according 
to the varied value counted by the X-state pointer 
and the varied value counted by the Y-state pointer. 
and 

an internal control signal generator for generating the 
system control signal to operate the memory device 
in the selected usage mode; 

an address generator for receiving external address signals 
according to the system control signal generated by the 
RBA controller to thereby generate internal addresses 
corresponding to the size of the block; 

a memory cell array to which digital video signal data is 
written or from which digital video signal data is read 
according to the internal addresses generated by the 
address generator; 

a transmission controller for controlling the transmission 
of digital video signal data stored in the memory cell 
array corresponding to the internal addresses generated 
by the address generator; and 

input/output means for receiving or sending digital video 
signal data outside the memory device under the con 
trol of the RBA controller and the transmission con 
troller. 

2. The memory device according to claim 1. wherein the 
X-axis varying portion comprises: 

an internal clock generator for receiving an external 
system clock and external control signals to thereby 
generate block size control signals and the internal 
system clock; 

a counter controller for receiving the block size control 
signals from the internal clock generator and generating 
a signal for controlling a counting range of the X-state 
pointer; and 

an X-axis block controller for controlling the internal 
control signal generator according to the block size 
control signals generated by the internal clock genera 
tor and the varied value counted by the X-state pointer. 

3. A memory device for processing a block of digital 
video signal data comprising; 

a random block access (RBA) controller for generating a 
system control signal to thereby vary a size of the block 
from NXN to (N+n)><(N+n). where n; 1. the RBA 
controller including. 
an X-axis varying portion for varying an X-axis size of 

the block from N to N+n. 
an X-state pointer for counting a varied value of a row 

address (from 1 to N+n) according to an output 
(N+n) of the X-axis varying portion. 

a Y-state pointer for counting a varied value of a 
column address (from 1 to N+n) according to an 
internal system clock generated by the X-axis vary 
ing portion, 
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a mode selector for selecting a usage mode according 
to the varied value counted by the X-state pointer 
and the varied value counted by the Y-state pointer, 
and 

and internal control signal genm'ator for generating the 
system control signal to operate the memory device 
in the selected usage mode; 

an address generator for receiving external address signals 
according to the system control signal generated by the 
RBA controller to thereby generate internal addresses 
corresponding to the size of the block; 

a memory cell array to which digital video signal data is 
written or from which digital video signal data is read 
according to the internal addresses generated by the 
address generator; 

a transmission controller for controlling the transmission 
of digital video signal data stored in the memory cell 
array corresponding to the internal addresses generated 
by the address generator; and 

input/output means for receiving or sending digital video 
signal data outside the memory device under the con 
trol of the RBA controller and the transmission con 
troller; 

wherein the X-axis varying portion comprises; 
an internal clock generator for receiving an external 

system clock and external control signals to thereby 
generate block size control signals and the internal 
system clock; 

a counter controller for receiving the block size control 
signals from the internal clock generator and gener 
ating a signal for controlling a counting range of the 
X-axis state pointer; and 

an X-axis block controller for controlling the internal 
control signal generator according to the block size 
control signals generated by the internal clock gen 
erator and the varied value counted by the X-state 
pointer; 

wherein the internal clock generator comprises: 
a block size selector for receiving the external control 

signals to thereby generate the block size control 
signals; 

a frequency multiplier for receiving the external system 
clock and generating multiplied frequencies; and 

a frequency selector for receiving the block size control 
signals from the block size selector and the multi 
plied frequencies from the frequency multiplier and 
producing the internal system clock. 

4. The memory device according to claim 3. wherein the 
block size selector comprises: 

a ?rst inverting element for inverting a ?rst external 
control signal; 

a second inverting element for inverting a second external 
control signal; and 

a plurality of logic gates for receiving output signals of the 
?rst and the second inverting elements and for output 
ting negative logical sum signals. 

I 5. The memory device according to claim 3. wherein the 
frequency multiplier comprises: 

a ?rst output port for multiplying the external system 
clock by one; 

a second output port for multiplying the external system 
clock by two; 

a third output port for multiplying the external system 
clock by four; and 

a fourth output port for multiplying the external system 
clock by eight. 
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6. The memory device according to claim 3. wherein the 

frequency selector comprises logic gates for receiving the 
block size control signals from the block size selector and 
the multiplied frequencies from the frequency multiplier and 
for outputting a negative logic sum signal. 

7. The memory device according to claim 2. wherein the 
X-axis block controller comprises logic gates for receiving 
the varied value counted by the X-state pointer and the block 
size control signals from the block size selector to produce 
a negative logic sum signal. and for providing the negative 
logic sum signal to the internal control signal generator. 

8. A memory device for processing a block of digital 
video signal data comprising: 

a random block access (RBA) controller for generating a 
system control signal to thereby vary a size of the block 
from NXN to (N+n1)><(N+2), where nl¢n2. the RBA 
controller including. 
an X- and Y-axis varying portion for varying an X-axis 

size of the block from N to (N+nl) and a Y-axis size 
of the block from N to (N+n2), 

an X-state pointer for counting a varied value of a row 
address (from 1 to N+nl) according to an output 
(N+nl) of the X- and Y-axis varying portion. 

a Y-state pointer for counting a varied value of a 
column address (from 1 to N+n2) according to an 
internal system clock generated by the X- and Y-axis 
varying portion; 

a sync clock generator for generating a sync clock in 
synchronization with an external system clock; 

a mode selector for selecting a usage mode according 
to the varied value counted by the X-state pointer 
and the varied value counted by the Y-state pointer; 
and 

an internal control signal generator for generating the 
system control signal to operate the memory device 
in the selected usage mode; 

an address generator for receiving external address signals 
according to the system control signal generated by the 
RBA controller to thereby generate internal addresses 
corresponding to the size of the block; 

a memory cell array to which digital video signal data is 
written or from which digital video signal data is read 
according to the internal addresses generated by the 
address generator; 

a transmission controller for controlling the transmission 
of digital video signal data stored in the memory cell 
array corresponding to the internal addresses generated 
by the address generator; and 

input/output means for receiving or sending digital video 
signal data outside the memory device under the con 
trol of the RBA controller and the transmission con 
troller. 

9. The memory device according to claim 8. wherein the 
X- and Y-axis varying portion comprises: 

a block size selector for receiving external X-axis control 
signals to thereby generate X-axis block size control 
signals; 

a counter controller for receiving the X-axis block size 
control signals from the block size selector and gener 
ating a signal for controlling a counting range of the 
X-state pointer; 

an X-axis block controller for controlling the internal 
control signal generator according to the X-axis block 
size control signals generated by the block size selector 
and the varied value counted by the X-state pointer; and 

a Y-axis block size selector/internal clock generator for 
receiving the external system clock and external Y-axis 
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control signals to thereby generate Y-axis block size 
control signals and the internal system clock. 

10. A memory device for processing a block of digital 
video signal data comprising: 

a random block access (RBA) controller for generating a 
system control signal to thereby vary a size of the block 
from NXN to (N+nl)><(N+n2). where nltnZ, the RBA 
controller including, 
an X- and Y-axis varying portion for varying an X-axis 

size of the block from N to (N+n1) and a Y-axis size 
of the block from N to (N+n2). 

an X-state pointer for counting a varied value of a row 
address (from 1 to N+nl) according to an output 
(N+nl) of the X- and Y-axis varying portion. 

a Y-state pointer for counting a varied value of a 
column address (from 1 to N+n2) according to an 
internal system clock generated by the X- and Y-axis 
varying portion, 

a sync clock generator for generating a sync clock in 
synchronization with an extm'nal system clock, 

a mode selector for selecting a usage mode according 
to the varied value counted by the X-state pointer 
and the varied value counted by the Y-state pointer. 
and an internal control signal generator for generat 
ing the system control signal to operate the memory 
device in the selected usage mode; 

an address generator for receiving external address signals 
according to the system control signal generated by the 
RBA controller to thereby generate internal addresses 
corresponding to the size of the block; 

a memory cell array to which digital video signal data is 
written or from which digital video signal data is read 
according to the internal addresses generated by the 
address generator; 

a transmission controller for controlling the transmission 
of digital video signal data stored in the memory cell 
array corresponding to the internal addresses generated 
by the address generator; and 

input/output means for receiving or sending digital video 
signal data outside the memory device under the con 
trol of the RBA controller and the transmission con 
troller; 

wherein the X- and Y-axis varying portion comprises: 
a block size selector for receiving external X-axis 

control signals to thereby generate X-axis block size 
control signals; 

a counter controller for receiving the X-axis block size 
control signals from the block size selector and 
generating a signal for controlling a counting range 
of the X-state pointer; 

an X-axis block controller for controlling the internal 
control signal generator according to the X-axis 
block size control signals generated by the block size 
selector and the varied value counted by the X-state 
pointer; and 

a Y-axis block size selector/internal clock generator for 
receiving the external system clock and external 
Y-axis control signals to thereby generate Y-axis 
block size control signals and the internal system 
clock; 

wherein the Y-axis block size selector/internal clock gen 
erator comprises: 
a Y-axis block size selector for receiving the external 

Y-axis control signals to thereby generate the Y-axis 
block size control signals; 

a Y-axis frequency multiplier for receiving the external 
system clock and generating multiplied frequencies; 
and 
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a Y-axis frequency selector for receiving the Y-axis 

block size control signals from the Y-axis block size 
selector and the multiplied frequencies from the 
Y-axis frequency multiplier and producing the inter 
nal system clock. 

11. A random block access (RBA) controller for generat 
ing a system control signal for a memory device to process 
a block of digital video signal data comprising: 

an X-axis varying portion for varying an X-axis size of the 
block ?'om N to (N+n). where nél; 

an X-state pointer for counting a varied value of a row 
address (from 1 to N+n) according to a ?rst output of 
the X-axis varying portion; 

a Y-state pointer for counting a varied value of a column 
address (from 1 to N+n) according to a second output 
of the X-axis varying portion; and 

an internal control signal generator for generating the 
system control signal according to the varied value 
counted by the X-state pointer and the varied value 
counted by the Y-state pointer. 

12. A random block access (RBA) controller for gener 
ating a system control signal for a memory device to process 
a block of digital video signal data comprising: 

an X- and Y-axis varying portion for varying an X~axis 
size of the block from N to (N+nl) and a Y-axis size of 
the block from N to (N+n2), where nlatn2; 

an X-state pointer for counting a varied value of a row 
address (from 1 to N+nl) according to a ?rst output of 
the X- and Y-axis varying portion; 

a Y-state pointer for counting a varied value of a column 
address (from 1 to N+n2) according to a second output 
of the X- and Y-axis varying portion; and 

an internal control signal generator for generating the 
system control signal according to the varied value 
counted by the X-state pointer and the varied value 
counted by the Y-state pointer. 

13. A memory device for processing a block of digital 
video signal data comprising: 

a random block access (RBA) controller for generating a 
system control signal to thereby vary a size of the block 
from NXN to (N+nl)><(N+n2). where nlakn2; 

an address generator for receiving external address signals 
according to the system control signal generated by the 
RBA controller to thereby generate internal addresses 
corresponding to the size of the block (N+n1)><(N+n2); 

a memory cell array to which digital video signal data is 
written or from which digital video signal data is read 
according to the internal addresses generated by the 
address generator; 

a transmission controller for controlling the transmission 
of digital video signal data stored in the memory cell 
array corresponding to the internal addresses generated 
by the address generator; and 

input/output means for receiving or sending digital video 
signal data outside the memory device under the con 
trol of the RBA controller and the transmission con 
lroller. 

14. The memory device according to claim 13; wherein 
the RBA controller comprises: 

an X-axis varying portion for varying an X-axis size of the 
block; 

an X-state pointer for counting a varied value of a row 
address according to a ?rst output of the X-axis varying 
portion; 
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a Y-state pointer for counting a varied value of a column 
address according to a second output of the X-axis 
varying portion; and 

an internal control signal generator for generating the 
system control signal according to the varied value 
counted by the X-state pointer and the varied value 
counted by the Y-state pointer. 

15. The memory device according to claim 13. wherein 
the RBA controller comprises: 

an X- and Y-axis varying portion for varying an X-axis 
size of the block and a Y-axis size of the block; 

an X-state pointer for counting a varied value of a row 
address according to a ?rst output of the X- and Y-axis 
varying portion; 

a Y-state pointer for counting a varied value of a column 
address according to a second output of the X- and 
Y-axis varying portion; and 

an internal control signal generator for generating the 
system control signal according to the varied value 
counted by the X-state pointer and the varied value 
counted by the Y-state pointer. 

16. A method for generating a system control signal for 
controlling a memory device to process a block of digital 
video signal data comprising the steps of: 

varying an X-axis size of the block from NXN to (N+n) 
><(N+n), where n; 1; 

generating an internal system clock according to an 
external system clock; 

counting a varied value of a row address (from 1 to N+n) 
according to the X-axis size of the block (N+n); 

counting a varied value of a column address (from 1 to 
N+n) according to the internal system clock; and 

generating the system control signal according to the 
counted varied value of the row address and the 
counted varied value of the column address. 

17. A method for generating a system control signal for 
controlling a memory device to process a block of digital 
video signal data comprising the steps of: 

varying an X-axis size of the block from N to (N+nl) and 
a Y-axis size of the block from N to (N+n2). where 
nlarn2; 

generating an internal system clock according to an 
external system clock and the Y-axis size of the block; 

counting a varied value of a row address (from 1 to N+nl) 
according to the X-axis size of the block (N+nl); 

counting a varied value of a column address (form 1 to 
N+n2) according to the internal system clock; and 

generating the system control signal according to the 
counted varied value of the row address and the 
counted varied value of the column address. 

18. A method for processing a block of digital video signal 
data comprising the steps of: 
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generating a system control signal to thereby vary a size 

of the block from NXN to (N+n1)><(N+n2). where 
n1¢n2; 

receiving external address signals according to the system 
control signal to thereby generate internal addresses 
corresponding to the size of the block (N+nl)><(N+n2); 

reading digital video signal data from or writing digital 
video signal data to a memory cell array according to 
the internal addresses; 

controlling the transmission of digital video signal data 
stored in the memory cell array corresponding to the 
internal addresses; and 

receiving or sending digital video signal data outside a 
memory device under the control of the system control 
signal. 

19. The method according to claim 18. wherein the step 
of generating the system control signal comprises the steps 
of: 

varying an X-axis size of the block; 
generating an internal system clock according to an 

external system clock; 
counting a varied value of a row address according to the 

X-axis size of the block; 
counting a varied value of a column address according to 

the internal system clock; and 
generating the system control signal according to the 

counted varied value of the row address and the 
counted varied value of the column address. 

20. The method according to claim 18. wherein the step 
of generating the system control signal comprises the steps 
of: 

varying an X-axis size of the block and aY-axis size of the 
block; 

genera?ng an internal system clock according to an 
external system clock and the Y-axis size of the block; 

counting a varied value of a row address according to the 
X-axis size of the block; 

counting a varied value of a column address according to 
the internal system clock; and 

generating the system control signal according to the 
counted varied value of the row address and the 
counted varied value of the column address. 

21. A method for processing a block of digital video signal 
data comprising the steps of: 

varying at least one of an X-axis size of the block from N 
to (N+nl) and a Y-axis size of the block from N to 
(N+n2). where n1¢n2; and 

reading digital video signal data from or writing digital 
video signal data to a memory device according to the 
varied size of the block (N+nl)><(N+n2). 

***** 
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