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TUFTED CARPET AND PROCESS FOR 
PREPARING SAME 

FIELD OF THE INVENTION 

The present invention relates generally to a tufted carpet 
and a process for preparing same. More particularly. the 
invention is directed to a tufted carpet including, inter alia. 
a moisture barrier layer. and to a process for assembling 
various carpet components and laminating same to prepare 
a tufted carpet. 

BACKGROUND OF THE INVENTION 

It is well-known to prepare tufted carpet by stitching a 
primary backing material with yarn in such a manner so as 
to form on the top surface of the backing material a pile 
comprising numerous closely spaced erect loops of yarn. 
Typically. the bottom surface of the primary backing mate 
rial is thereafter coated with a polymeric adhesive and a 
secondary backing material is adhered thereto. Finally. the 
assembled structure is passed through an oven and a com 
pression zone to cure the polymeric adhesive and laminate 
the assemblage into a monolithic tufted carpet structure. By 
this process. the yarn tufts are banded to the primary backing 
material. and the secondary backing material is simulta 
neously banded to the tufted carpet structure. 
While the production process of the prior art includes the 

insertion of a cured polymeric layer. many of the tufted 
carpet structures produced by this well-known process do 
not contain an e?ective moisture barrier because of incon 
sistencies in the application of the polymeric adhesive layer. 
the variableness of the heating and curing process. and the 
like. 
US. Pat. No. 4.153.749 discloses a tufted carpet structure 

comprising consecutive layers of a tufted primary backing. 
a latex layer. a layer of an electrically conductive polymer. 
and a secondary backing. Such an assemblage results in a 
low static carpet. but does not insure that the tufted carpet 
will contain an effective moisture barrier. 

It would be desirable to prepare a tufted carpet having an 
improved moisture barrier. by a commercially feasible pro 
cess. 

SIMMARY OF THE INVENTION 

Accordant with the present invention there surprisingly 
has been discovered an improved tufted carpet. comprising: 

a primary backing stitched with loops of yarn to form a 
tufted structure projecting outwardly from said primary 
backing; 

a layer of latex a?ixed to the primary backing; 
a layer of polyole?n a?ixed to the layer of latex; and 
a secondary backing. comprising a woven polyole?n. 

a?ixed to the layer of polyole?n. 
The invention further includes a process for preparing a 

tufted carpet. comprising the steps of: 
providing a primary backing stitched with loops of yarn to 

form a tufted structure projecting outwardly from said 
primary backing; 

providing a secondary backing. comprising a woven 
polyole?n; 

applying a layer of polyole?n onto the secondary backing; 
interposing a layer of latex between the primary backing 

and the polyole?n layer; and 
laminating together the primary backing. latex layer. 

polyole?n layer. and secondary backing. 

15 

20 

25 

35 

50 

55 

65 

2 
The tufted carpet according to the present invention. as 

well as the process for maldng same. is particularly well 
suited for producing carpeting for use in commercial and 
residential buildings. motor vehicles. and the like. 

BRIEF DESCRIPTION OF THE DRAWING 

The novel features that are considered characteristics of 
the invention are set forth with particularity in the appended 
claims. The invention itself. however. will best be under 
stood from the accompanying description of speci?c 
embodiments. when read in conjunction with the attendant 
drawing. in which: 
The FIGURE is a side elevational view of an embodiment 

of a tufted carpet according to the present invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Referring now to the FIGURE. there is shown generally 
at 10 a schematic. side elevational view of an embodiment 
of a tufted carpet according to the present invention. The 
tufted carpet comprises a primary backing 12 stitched with 
loops of yarn 14 to form a tufted structure projecting from 
the primary backing 12. A layer of latex 16 is ai?xed to the 
underside of the primary backing 12 which effectively locks 
the loops of yarn 14 thaeto. A layer of a polyole?n 18 is 
a?ixed to the layer of latex 16 which effectively provides a 
moisture barrier for the tufted carpet 10. A secondary 
backing 20 is a?ixed to the layer of polyole?n 18. The 
secondary backing 20 provides dimensional stability and 
rigidity to the tufted carpet 10. thereby facilitating the 
handleability of same. 
The primary backing which is stitched with the pile yarn 

can be any sheet material conventionally used as the primary 
backing of a tufted carpet. Useful primary backing materials 
include. but are not necessarily limited to. woven jute. 
woven cotton fabric. woven and non-woven fabrics made 
from synthetic fibers such as. for example. polypropylene. 
polyethylene. polyamide. polyester. or rayon. and the like. as 
Well as blends. combinations. and copolymers thereof. 

Tufting is conventionally accomplished by inserting 
reciprocating needles threaded with yarn into the primary 
backing to form tufts or loops of yarn which project out 
wardly from one of the major surfaces of the primary 
backing. Useful materials from which the loops of yarn may 
be prepared include. but are not necessarily limited to. 
polyester. polyamide. polypropylene. polyethylene. 
polyurethane, polycarbonate. polyacetal. nylon. and the like. 
as well as blends. combinations. and copolymers thereof. 

Primary backing materials stitched with loops of yarn to 
form a tufted structure projecting outwardly from one of the 
major surfaces thereof which are useful for manufacturing 
multilayered carpet structures are commercially available 
and well-known in the art. A preferred primary backing 
containing tufts of yarn maybe obtained from Mohawk 
Industries. Inc. under the product designation Bigelow. 
The latex according to the present invention may be. 

without limitation. a natural rubber compound or preferably 
a synthetic elastomer such as. for example. butadiene 
styrene. butadiene-acrylonitrile. butadiene-styrene 
acrylonitrile. chloroprene. and the like. Also contemplated 
are the above mentioned synthetic elastomers. further con 
taining vinylpyridine and/or an acidic monomer such as. for 
example. methacrylic acid. Moreover. the polymer phase of 
the latex may contain a functional group resulting from the 
use of an unsaturated monomer containing a carboxy group; 
e.g.. a carboxylated styrene-butadiene. 
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The latex layer may be formed by merely drying the latex. 
or the latex may contain a vulcanizing or curing ingredient 
and/or an accelerator such as. for example. a dithiocarbon 
ate. Thus. latex compounds which must be cured in order to 
form the latex layer according to the present invention are 
typically subjected to a heating operation during the lami 
nation step. conveniently. the heating temperature may be up 
to about 250° F.. and may be effected by any conventional 
means such as. for example. a gas ?red oven. The amount of 
latex required to lock and encapsulate the loops of yarn to 
the primary backing varies from about 10 to about 40 ounces 
per square yard. depending upon the latex used. the type of 
primary backing. the nature and quantity of the loops of 
yarn. etc. A preferred latex is available from Goodyear under 
the product designation SBR. 
The polyole?n layer according to the present invention 

may be prepared from polyole?ns selected from. but not 
necessarily limited to. high. medium. or low density 
polyethylene. polypropylene. polybutylene. and the like. as 
well as blends and copolymers thereof. A preferred poly 
ole?n is linear low density polyethylene. The polyole?n 
layer may have a thickness ranging from about 0.001 inch to 
about 0.4 inch. and may either be clear or pigmented A 
preferred linear low density polyethylene. from which the 
polyole?n layer may be extrusion coated. may be obtained 
from Chevron Corporation under the product designation 
#1017. . 

The secondary backing according to the present invention 
comprises a polyole?n ?lm including reinforcing ?laments. 
Examples of useful polyole?n materials include. but are not 
necessarily limited to. high. medium. and low density 
polyethylene. polypropylene. polybutylene. and the like. as 
well as blends and copolymers thmeof. A preferred poly 
ole?n is high density polyethylene. The reinforcing ?la 
ments may comprise conventional materials such as. for 
example. glass or metal ?bers. or polymeric ?bers made 
from polyester. acrylic. polycarbonate. and the like. as well 
as blends. combinations. and copolymers thereof. The rein 
forcement ?laments are present in the woven polyole?n 
fabric in a concentration from about a 4x2 to about a 24x24 
tape count per inch. A preferred woven polyole?n may be 
obtained from Amoco Fabric & Fibers Division under the 
product designation Style #3808. 
The present invention moreover contemplates a method 

for preparing a tufted carpet. A primary bacln'ng stitched 
with loops of yarn to form a tufted structure projecting 
outwardly from the primary backing is provided. A second 
ary backing. comprising a woven polyole?n. is likewise 
provided. A layer of polyole?n is then applied to the 
secondary backing. Thereafter. a layer of latex is interposed 
between the primary backing and the polyole?n layer. 
Finally. the assemblage of laminae are laminated together. to 
form the tufted carpet of the present invention having a 
pin-hole-?ree polyole?n moisture barrier. 

In operation. the polyole?n layer is applied to the sec 
ondary backing by conventional means such as. for example. 
by extrusion coating. The polyole?n may be melted in any 
conventional extrusion apparatus generally lmown in the art 
and discharged as a curtain of polyole?n material onto a 
moving web of the woven polyole?n secondary backing. 
Generally. the extrusion die is maintained at a temperature 
from about 400° F. to about 700° F.. depending upon the 
polyole?n utilized. the thickness of the layer of polyole?n 
desired. the rate of advance of the secondary backing web. 
etc. Preferably. the extrusion temperature ranges from abut 
580° F. to about 625° F. 
The layer of latex is interposed between the primary 

backing and the polyole?n layer which has been applied to 
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4 
the secondary backing. This may be accomplished by con 
ventional means such as. for example. by roll coating. 
spraying. brushing. doctor blading. or otherwise applying 
the latex to either the primary backing or the layer of 
polyole?n. Such methods of application are well-known in 
the art. After the latex has been applied. the primary backing 
is brought into contact with the layer of polyole?n which is 
carried on the secondary backing. and the resultant assem 
blage is thereafter laminated together. 
The lamination process employed will depend upon the 

nature of the latex interposed between the primary backing 
and the polyole?n layer. Where the latex is an adhesive. the 
lamination process may comprise merely compressing the 
assemblage between a series of rolls or a belt press. Where 
the latex is to be cured. the lamination process conveniently 
will include heating the assemblage. Typical lamination 
pressures range from about 10 pounds per linear inch to 
about 200 pounds per linear inch. Where the assemblage is 
to be heated in order to cure the latex during the lamination 
process. temperatures up to about 350° F. may be employed. 
Methods for laminating the tufted carpet laminae according 
to the present invention are well-known in the art. 

It must be noted that the disclosed process conditions and 
materials are not sharply critical for the successful prepara 
tion of a tufted carpet. according to the present invention. 
The process conditions and materials of construction 
described hereinabove are generally disclosed in terms 
which are conventional in the art to the practice of the 
invention. Occasionally. however. the process conditions 
and materials as described may not be precisely applicable 
for each structure included within the disclosed scope. Those 
instances where this occurs will be readily recognizable by 
those ordinarily skilled in the art. In all such cases. either the 
process or materials may be modi?ed in a conventional 
manner known to those ordinarily skilled in the art. e.g.. by 
increasing or decreasing lamination temperatures and/or 
pressures. by varying the thicknesses of various laminae. by 
routine substitutions of operable materials. etc.. or other 
process conditions or materials which are otherwise con 
ventional will be applicable to the present invention. 
From the foregoing description. one ordinarily skilled in 

the art can easily ascertain the essential characteristics of 
this invention and. without departing from its spirit and 
scope. can make various changes and modi?cations to adapt 
the invention to various uses and conditions. 
What is claimed is: 
1. A tufted carpet. comprising: 
a primary backing stitched with loops of yarn to form a 

tufted structure projecting outwardly from said primary 
backing; 

a layer of latex a?ixed to the primary backing; 
a layer of polyole?n a?ixed to the layer of latex; and 
a secondary backing. comprising a woven polyole?n. 

a?ixed to the layer of polyole?n. 
2. The tufted carpet according to claim 1. wherein the 

primary backing is prepared from jute. cotton. or synthetic 
?bers selected from polypropylene. polyethylene. 
polyarnide. polyester. and rayon. as well as blends. 
combinations. and copolymers thereof. 

3. The tufted carpet according to claim 1. wherein the 
loops of yarn are prepared from polyester. polyarnide. 
polypropylene, polyethylene. polyurethane. polycarbonate. 
polyacetal. on nylon. as well as blends. combinations. and 
copolymers thereof. 

4. The tufted carpet according to claim 1. wherein the 
latex is a synthetic elastomer. 
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5. The tufted carpet according to claim 1. wherein the 
latex is af?xed to the primary backing in an amount from 
about 10 to about 40 ounces per square yard. 

6. The tufted carpet according to claim 1. wherein the 
polyole?n layer is selected from high. medium. and low 
density polyethylene. polypropylene. and polybutylene. as 
well as blends and copolymers thereof. 

7. The tufted carpet according to claim 6. wherein the 
polyole?n layer is low density polyethylene. 

8. The tufted carpet according to claim 1. wherein the 
polyole?n layer ranges in thickness from about 0.001 to 
about 0.4 inch. 

9. The tufted carpet according to claim 1. wherein the 
secondary backing comprises a polyole?n ?lm selected from 
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high. medium. and low density polyethylene. 
polypropylene. and polybutylene. as well as blends and 
copolymers thereof. 

10. The tufted carpet according to claim 1. wherein the 
secondary backing comprises reinforcing ?bers selected 
from glass. metal. polyester. acrylic. and polycarbonate 
?bers. as well as blends. combinations. and copolymers 
thereof. 

11. The tufted carpet according to claim 1. wherein the 
secondary bacln'ng reinforcing ?bers are present in a con 
centration from about 4x2 to about 24x24 tape count per 
inch. 


