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METHOD AND APPARATUS FOR 
SELECTIVE BUFFERING OF PAGES TO 
PROVIDE CONTINUOUS MEDIA DATA TO 

MULTIPLE USERS 

FIELD OF THE INVENTION 

This invention relates generally to continuous media 
services. More particularly. the present invention concerns 
techniques for concurrently servicing multiple continuous 
media requests. 

BACKGROUND OF THE INVENTION 

Continuous media services have become exceptionally 
popular with telecommunication, computer and cable com 
panies as optical ?ber networks having bandwidths 
approaching several gigabits per second have developed. A 
client who subscribes to a continuous media service. such as 
movie on demand (MOD). can request to start receiving a 
particular continuous media data ?le. such as. for example. 
a movie. at any desired time. 
A device known as a continuous media server includes the 

components and performs the operations for servicing con 
tinuous media requests. The server typically includes a 
permanent library containing multiple continuous media 
data ?les. such as musical songs or movies, a cache for 
storing continuous media data ?les which a client may 
currently request and a buffer for temporarily storing por 
tions of the continuous media data ?les which must be made 
available for servicing the requests. A stream of continuous 
media data must be continuously transmitted to a client from 
the bu?‘er at a transfm rate which ensures that presentation 
of the requested data ?le. such as the display of a movie. is 
uninterrupted. 
The server bandwidth of a server determines the maxi 

mum number of requests which can be serviced concur 
rently. The availability and allocation of disk bandwidth and 
‘under space in the server. however. may limit the amount of 
data that can be transferred from the cache to the buffer at 
any instance. such that the total number of requests that can 
be concurrently serviced may be less than that permitted by 
the server bandwidth. For adequate servicing. a new request 
for a data ?le. which arrives at the server subsequent to other 
requests for the same data ?le which are still being serviced. 
can be admitted for servicing only if su?icient disk band 
width and buffer space are available at the arrival time of the 
new request to guarantee that data for that request and all 
other previous requests being serviced are made available 
for transfer at the appropriate transfer rates. 
The cost of including a butTer which can store large 

amounts of data in a server in order to increase the number 
of requests which can be concurrently serviced at the 
required transfer rates is prohibitively expensive due to the 
high cost of ?at architecture random access memory (RAM) 
devices currently used in butters. For example. storing video 
data for multiple movies in a RAM-based bu?er is costly 
and impractical. as approximately 1.125 GB of memory 
space is required for storing a 100 minute movie which has 
been compressed using MPEG-l technology and must be 
transmitted at 1.5 MB/s. 
One proposed solution to the buffer space and disk 

bandwidth limitations for concurrently servicing multiple 
continuous media requests requires that each client purchase 
a separate bu?’er at the server. This solution is particularly 
ine?icient and would increase continuous media service 
costs for each client and the public-at-large. 
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2 
It is well known that demand paging techniques. 

described in detail in Silberschatz. A. and Galin. P.. Oper 
ating System Concepts. (1994) pp. 303-309. incorporated by 
reference herein. provide that a portion or page of data from 
a media data ?le is loaded as needed. or on demand. from 
disk into a butfer memory for purposes of servicing a request 
for that data ?le. ‘Typical demand paging processes are 
applied in non-continuous media service applications. such 
as computer data retrieval. to provide for minimizing the 
amount of bu?ier space required for concurrently servicing a 
large number of requests. Current demand paging 
techniques. however. are not readily applicable to continu 
ous media service applications. because they cannot provide 
a guarantee that a particular transfer rate will always be 
maintained for servicing con?nuous media requests. 
A need. therefore. exists for a technique which maximizes 

the utilization of the available disk bandwidth and butter 
space in a continuous media server and provides that mul 
tiple requests for continuous media data ?les may be con 
currently serviced at guaranteed transfer rates. 

SUMMARY OF THE INVENTION 

In accordance with the present invention. methods and 
apparatus are described for concurrently providing continu 
ous media data to multiple clients at guaranteed transfer 
rates using on demand paging. Bu?’er space and disk band 
width resources in a continuous media server. which 
includes a buffer memory connected to a disk that contains 
continuous media data ?les. are continuously re-allocated to 
optimize the number of continuous media requests which 
may be concurrently serviced 

In one embodiment. multiple requests for a movie are 
concurrently serviced at the required transfer rate by imple 
mentation of a demand paging technique called pinned 
demand paging (PDP). In PDP. disk bandwidth resources are 
allocated in a server to ensure that whenever an admitted 
request references a page. the page is available in a bu?’er of 
the server for transfer to a client. The page currently being 
referenced by a request is pinned in the buffer simulta 
neously with the next page which the request will reference. 
For PDP. the size of a page of data of a continuous media 
data ?le or the duration that a page of data is stored in the 
buffer is selected in order to eliminate any disk bandwidth 
limitation for servicing multiple requests for the data ?le. 

In another aspect of the invention. butfer and disk band 
width resources in a server are allocated for servicing 
multiple requests by implementation of a demand paging 
technique called shortest distance pinning (SDP). In SDP. 
the PDP techniques described above are extended such that 
the number of requests in groups is dynamically increased or 
decreased to maintain the butfer requirements at a minimum 
while also maintaining disk bandwidth requirements within 
the resource capability of a server. In particular. a single 
bandwidth unit is reserved to ensure servicing of any num 
ber of newly received requests. 

In further aspects of the present invention. SDP and PDP 
may be implemented for servers which include disks upon 
which continuous media data ?les are stored using either the 
?ne-grained or coarse-grained striping data storage models. 

Fm'ther features and advantages of the present invention 
will be readily apparent ?om the detailed description that 
follows. 

DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates an exemplary embodiment of a continu 
ous media server in a communications system. 
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FIG. 2 is a ?ow diagram of a method for admitting 
requests in accordance to the present invention by always 
pinning in a buffer the next page following the page cur 
rently being referenced by an admitted request. 

FIG. 3 is a flow diagram of a method for optimizing the 
use of available disk bandwidth in a continuous media server 
in accordance with the present invention using a type of 
demand paging called pinned demand paging (PDP). 

FIG. 4A is a ?ow diagram of a method for joining a new 
request to a group in accordance with the present invention 
using a type of demand paging which incorporates the 
aspects of PDP and is called shortest distance pinning (SDP). 

FIG. 4B is a ?ow diagram of a method for combining one 
group with another in accordance with SDP. 

FIG. 4C is a ?ow diagram of a method for partitioning in 
group in accordance with SDP. 

FIG. 5Ais a ?ow diagram of a method for admitting a new 
request in accordance with SDP. 

FIG. 5B is a ?ow diagram of a method for re-allocating 
butter space and disk bandwidth resources after a combine 
or join operation is completed in accordance with SDP. 

FIG. 6 is a ?ow diagram of a method for converting an 
active group to passive in accordance with SDP. 

DETAILED DESCRIPTION 

The present invention provides methods and apparatus for 
optimally utilizing butter space and disk bandwidth in a 
continuous media server for concurrently servicing multiple 
continuous media units requests at the corresponding trans 
fer rates using on demand paging. See generally Silberschatz 
and Galin. cited above. for a detailed description of the 
general principles of on demand paging. 

FIG. 1 illustrates an exemplary communication system 10 
for providing continuous media service. By way of example. 
movie on demand (MOD) services are provided in the 
system 10. It is to be understood. however. that the inventive 
techniques explained below may be utilized for servicing 
other continuous media unit requests. such as audio. and that 
the features of this invention may be implemented in a 
system which services continuous and non-continuous 
media requests. such as. for example. those requests asso 
ciated with on-line banking or shopping transactions. 
The system 10 suitably comprises a high bandwidth 

network 12. such as an optical ?ber network. connected to 
a movie on demand (MOD) continuous media server 14 and 
a plurality of viewer units 16142 p 4 _ x. The server 14 may 

suitably comprise a microcontroller or processor 20 con 
nected to a movie data library 22. a cache 24. a disk reader 
system 40. a random access memory (RAM) butter 26 and 
a memory 21 by a standard bus line 15. The cache 24 
suitably includes standard storage disks 311_2 4 4 _ x. The 
library 22 and the cache 24 via the disk reader system 40. are 
connected to the buffer 26 through the processor 20 over 
transmitting lines 23 in a well known manner. 

The viewer units 16L2 _ _ _ , comprise a plurality of 

decoders 35142 4 _ _ 3 connected to a plurality of standard 

displays 37L2 v _ _ x and a plurality of local buffers 38L2 _ _ _ 

1:. respectively. Each of the local bulfers 38142 , . 4 x is also 

connected to the network 12. 
The disk reading system 40 provides for retrieval of data 

from the disks 311_2 4 _ _ x in accordance with the present 

invention. A disk 31.. for example. is inserted into a disk 
drive 42 of the system 40. The disk drive 42 comprises a 
moveable disk arm 44 and a shaft 46 which rotates the disk. 
An output of binary data which has been read or retrieved 
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4 
from the disk 311 is provided to the butter 26 over the 
transmission lines 23 and via the processor 20. To retrieve 
the data required for servicing a request. the disk 3:11 is 
rotated and a disk head 308 which is attached to the shaft 306 
is positioned over the particular track containing the data to 
be retrieved. The movable arm 304 directs the head 308 to 
the appropriate track. 
The server 14 may suitably be owned by a communication 

service provider. such as. for example. a long distance 
exchange carrier or a cable broadcaster. which provides 
MOD service via the network 12 to a client having a viewer 
unit. The library 22 suitably contain any of the various types 
of continuous media data ?les or combinations of the 
various types of continuous media data ?les. In the exem 
plary embodiment however. movies are stored therein. It is 
to be understood that the library 22 may be located external 
to the MOD server 14. 

The processor 20 stores in the memory 21 data concerning 
the time a request arrives at the server 14. the processing 
status of requests which have been admitted for servicing 
and the utilization of space in the butter 26 and disk 
bandwidth on the lines 23. As more fully discussed below. 
the processor 20 determines whether to admit a new request 
for servicing using demand paging techniques based on the 
amount of available space in the buffer 26 and the avail 
ability of disk bandwidth units on the lines 23 which connect 
the cache 2A to the buffer 26. 
The cache 24 contains a set of movies which are stored on 

the disks 3113 _ 4 ‘x. The movies stored in the cache 24 are 
updated from the library 22 according to well known tech 
niques which are not a part of this invention. By way of 
example. a single disk in the cache 24 may completely 
contain a single movie or only portions of that movie. A 
movie is suitably stored on a disk in the cache 24 as a 
sequence of pages of size d. It is to be understood. however. 
that a single movie my be stored on multiple disks which 
contain only that movie. such that a page of the movie may 
be retrieved in parallel from multiple disks for transmission 
over the lines 23 to the buffer 26. 

For purposes of clarity. the present invention is initially 
described for the servicing of requests for a single movie 
which is stored on a single disk. The present inventive 
techniques are then discussed with reference to requests for 
continuous media data ?les which are stored over multiple 
disks. 
The bu?er 26 typically consists of a ?xed number of 

storage frames. each of which is of the same ?xed size. For 
purposes of clarity and simplicity. the page size d of a movie 
stored on a disk is the same as the frame size. The processor 
20 transmits suitable signals over the bus line 15 to the disk 
reader system 40 for directing the disk head 308 to retrieve 
a page from a disk in the cache 24 for transfer via the lines 
23 and loading into one of the empty frames in the buffer 26. 
The steps of retrieving. transferring and loading a page of 
data from disk into the buffer 26 is hereinafter generally 
referred to as paging. 
The processor 20 further provides suitable control signals 

to the bu?er 26 over the bus line 15 for making pages of 
movie data available for transfer from the buffer 26. over the 
network 12 and to the local butfer of the viewer unit which 
made the request. The decoder in the viewer unit decodes or 
consumes the data transmitted to the local bu?er in a time 
period. T. at the transfer or display rate. r. of the movie. such 
that the page size d is equal to T-r. The decoder typically 
provides video frames to the display unit at a standard 
display monitor playback rate. such as at the 30 frames/sec 
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rate used in MPEG- 1. as it decodes pages of data which were 
received at the local buffer. 

In accordance with the present invention. on demand 
paging of portions of continuous data ?les is performed such 
that a requested movie is guaranteed to be displayed con 
tinuously at a viewer unit and multiple requests for the data 
?le are serviced utilizing a limited amount of buffer space. 
As more fully discussed below. the type of demand paging 
performed in the present invention provides that the next d 
bits, or next page. of the requested movie are made available 
in the bu?ier 26 for transfer to the local buffer by the time 
that the decoder ?nishes consuming the previous d bits of a 
currently referenced page. In other words, a page of a 
requested movie must be available in the buffer 26 for 
transfer to a local buffer of a viewer unit in accordance with 
the corresponding transfer rate of the movie. 

In the server 14. the lines 23 are comprised of a plurality 
of disk bandwidth units, and only one page of a movie can 
be transmitted over a disk bandwidth unit at a time. 
Hereinafter. the retrieval of a page of data from a disk for 
transfer to the buffer 26 within a time period T is referred to 
generally as a disk access. The number of disk bandwidth 
units which are required for concurrently servicing multiple 
requests. therefore. depends on the size d of a page of a 
movie data which is stored in the buffer 26 as well as the 
duration that a page of data which is stored in the buffer 26, 
known as the pinning duration. A page that is pinned in the 
bu?er 26 cannot be replaced or erased until the pinning 
duration ends. The number of pages that can be retrieved 
from disk into the buffer 26 in time T is the maximum disk 
bandwidth. m. of the server 14. The value of m depends on 
the page size d as well as the disk scheduling technique. The 
disk bandwidth capacity of the lines 23. the size of the bu?ter 
26 and the allocation of disk bandwidth and buffer space for 
servicing multiple admitted requests. thus. determine how 
many requests can be admitted and serviced concurrently at 
the transfer rates corresponding to the requested movies. 

In one aspect of the present invention, a page that a 
request for a movie currently references and the next page 
following the currently referenced page are always simul 
taneously pinned in the bu?ier 26 in order to guarantee 
servicing of multiple requests for the movie at the corre 
sponding transfer rate using on demand paging. Hereinafter, 
the technique of pinning the next referenced page and the 
currently referenced page in the buffer 26 is referred to as 
pinned demand paging (PDP). As more fully discussed 
below. PDP provides that su?icient resources are allocated to 
guarantee that whenever an admitted request references a 
page, the page is already stored in the bu?’er 26. Similar to 
other known demand paging techniques. PDP provides that 
multiple admitted requests may concurrently share the data 
of a movie which was paged to the buffer 26 for servicing 
a previously received request for the movie. 

In a preferred implementation of PDP. the initial d bits, or 
?rst page. of a movie stored on disk in the cache 24 are 
permanently stored in the buffer 26 to provide that a new 
request which is admitted may be serviced immediately. or 
at a response time equal to zero. The processor 20. therefore. 
admits a new request only if the available disk bandwidth 
and bu?’m" space resources provide that the new request can 
be serviced immediately at the corresponding transfer rate. 
while all other previous requests also can be serviced at the 
corresponding transfer rate. It is to be understood. however. 
that the methods of this invention are similarly applicable if 
the ?rst page of a movie is not stored in the buffer 26. in 
which case the worst case response time for an admitted 
request is T units of time. 
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6 
For ease of reference. the time or phase difference 

between any two requests RI- and R’. for the same movie, 
which arrive at the server 14 at times ai and a,-. respectively. 
is de?ned as ph(Rl-,Rj) and is at least one unit of time. 
Further. any portion of a page which is being paged to the 
buffer 26 is assumed not available for transfer to a viewer 
unit until the entire page is loaded into the buffer 26. 

FIG. 2 shows a generalized PDP process 50 for processing 
a new request which references a page of a movie for the ?rst 
time to guarantee servicing of this request at the correspond 
ing transfer rate. For purposes of clarity. it is assumed that 
the server 14 has su?icient bu?'er space and disk bandwidth 
for servicing this new request. In step 52. the processor 20 
determines whether the next page that the request will 
reference is either on a disk in the cache 24 or already pinned 
in the buffer 26. If the page is on disk. then in step 54. the 
processor 20 pages the next page from the cache 24 over the 
lines 23 to the bu?er 26. In step 56. which is executed after 
step 54. the processor 20 provides control signals to the 
buifer 26 for pinning the next page until the end of the next 
period of the request. If at step 52 the page is already stored 
in the buffer 26. the processor 20 also executes step 56. For 
example. if a time t denotes the time when a request 
references a page for the ?rst time. then the next page is 
pinned in the buffer 26 until time t+2T. 
To highlight the advantages of PDP. it is assumed that the 

viewer units 16L2 _ _ I ,, have previously transmitted to the 

server 14 a set of requests G,={R,'. RM. . . . RM} which are 
currently being serviced The requests of the set G1 are 
ordered by their arrival times. such that the ?rst request. R... 
arrived before the second request. RM. and so on. G1 is 
de?ned as an active group if a disk bandwidth unit on the 
lines 23 must be allocated for accessing pages from disk in 
the cache 24 for transfer to the bu?’er 26 for servicing only 
the earliest or ?rst request Rf. An active group of requests 
becomes passive once not one request in the group further 
requires disk accesses over the lines 23. The span of a group 
is de?ned as the maximum number of pages that are pinned 
in the buffer 26 at any time for servicing all the requests 
within a group. For purposes of reference. the earliest and 
latest requests of the group G,- are de?ned as R; and R]. 
respectively. A group of requests. therefore. can access at 
most |-ph(Rj’.RJ-')T_ltl pages at any given time. The page 
that the earliest request will consume next must also simul 
taneously be pinned until Rf references the page before the 
last page of the movie to guarantee that the next page is in 
the buffer 26 when R; references that page. As a result. the 
span of a group. such as the group G1 is equal to I-ph(RJ-’. 
Rj')/I‘_l+2 pages. For example. if a group consists of only one 
request. in other words. Rj’=RI-' and ph(RF.Rj')=0. then the 
span and. thus. the buffer requirement of the group is equal 
to 2 pages. 

FIG. 3 shows a PDP process 100 for optimally utilizing 
disk bandwidth units in the server 14 for concurrently 
servicing multiple requests for a single movie. By way of 
example and for purposes of clarity. it is assumed that the 
server 14 is currently servicing the group. G]. of previous 
requests for the movie when a new request R‘ for the same 
movie an'ives at a time a. In step 102. the processor 20 
determines whether the phase difference between the new 
request R,- and the previous request Rv_1 is less than or equal 
to 2T. If yes. step 104 is executed for determining whether 
the request Ri may be admitted. 

In step 104. the processor 20 determines whether non 
allocated space in the bu?’er 26 exceeds the buffer space. B ,4. 
required for admitting the request RI‘. where: 
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In equation [1]. the ?rst term refers to the bu?'er space which 
would be required for servicing all requests currently 
included in the group 61- and the new request R‘. and the 
second term refers to the bu?er space required for servicing 
all requests currently included in the group (31-. If sufficient 
buffer space exists. in step 108, the processor 20 joins the 
request R, to the group G]. It is noted that disk bandwidth 
does not need to be allocated for servicing R. because. at the 
time when a page is transferred from the buffer 26 to a local 
bulfer for servicing R,-. the next page that Ri references is 
already in the buffer 26 due to the previous request RH. 

In the case where the condition in step 102 is not satis?ed. 
in step 110. the processor 20 detennines whether an addi 
tional disk bandwidth unit and sul?cient additional buffer 
space is available for admitting the request R,-. In particular, 
at step 110. the processor 20 determines whether at least one 
disk bandwidth unit for a page is not being utilized in every 
period T and whether greater than or equal to 2 pages of 
non-allocated bu?er space exists. If both conditions of step 
110 are satis?ed. in step 112. the processor 20 constructs a 
new singleton group commencing with the request R.. The 
bulfer requirement. B,~. for the two pages of this newly 
constructed group is equal to 2d. 

In the event that both conditions of step 110 are not 
satis?ed or the amount of non-allocated buffer space is 
determined not su?cient in step 104. then in step 116, the 
processor 20 waits until the earliest request of any active 
group accesses the last page of the movie for the ?rst time. 
When this event occurs. a disk bandwidth unit is no longer 
required for servicing any request within that group. At that 
time. in step 118. the processor 20 designates that group as 
passive and deallocates the disk bandwidth unit which was 
being utilized for servicing that group. Then in step 120. the 
processor 20 reduces the bu?‘er requirement for that group 
by one page each time that the latest request in the group 
accesses a page. In step 121. the processor 20 waits until at 
least 2 pages of non-allocated buffer space are available in 
the bu?’er 26. based on the continuous re-allocation of bu?‘er 
space for the group that was designated passive in step 118. 
When the condition in step 121 is satis?ed, step 112 is 
executed for admiuing the request R,. as explained above. 
Thus. a group formed in accordance with the PDP process 
100 includes a set of requests each of which follows the 
previous request of the group with a phase difference of at 
most 2T. 

In operation, the server 14 in the worst case would receive 
m requests. where each request follows the previous request 
with a phase difference of at least 2T+l units of time. In 
accordance with PDP. the processor 20 must allocate one 
disk bandwidth for each of the m requests and, therefore. in 
the worst case. can admit only In such concurrent requests 
for a movie. provided that buffer space is sufficient. 
Ru'thermore, the worst case length of time for which a new 
request cannot be admitted is 1—m-(2T+l)--T units of time. 
where l is the length of the movie in units of time. The worst 
case admission time occurs if at the time a new request 
arrives. the previous request has been transmitting data for 
(2T+l) units of time and there are m admitted requests. each 
of which follows the previous one with a phase di?erence of 
2T+l units of time. A new request cannot be admitted until 
the earliest request accesses the last page for the ?rst time. 
that is. for 1-m-(2T+l)-T units of time. 

In one preferred embodiment of the PDP processes 50 and 
100. the page size d of a movie of length. l. is stored on a 
disk in the cache 24 such that the movie consists of at most 
2m pages. where the page size is determined according to 
the relationship: dél-r/(Zm). Varying the size of a page 
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which is stored on disk with respect to the length of a movie 
provides that any request for a particular movie will be 
admitted for the PDP process 100. as long as sufficient space 
is available in the bu?er 26. The number of pages of a movie 
that are pinned in the bulfer 26 at a given time depends on 
the number of requests for the movie and the phase differ 
ence between these requests. As the number of requests may 
range from two pages to all the pages of the movie, in the 
worst case. m requests are su?icient to load the entire movie 
into the butfer 26. 

In another preferred embodiment of the PDP processes 50 
and 100. the page size of a movie stored on disk is ?xed in 
size. but the pinning duration for pages stored in the bulfer 
26 is determined in accordance with the length and the 
transfer rate of the movie and the maximum disk bandwidth 
of the server 14. The pinning duration is suitably selected to 
provide that at most In disk accesses are necessary during a 
period T under any workload. or number of concurrent 
requests. in order to ensure that any number of requests for 
a movie may be admitted The selection of only one. or a 
few. ?xed page sizes which are independent of the length 
and the transfer rate of the movie may be desirable to 
optimize system criteria. such as disk bandwidth utilization. 

Referring to FIG. 2 and the accompanying text above. 
variable pinning durations may be implemented in the PDP 
process 50 by modifying step 56 such that the next page is 
pinned in the buffer 26 until time t+2k'T. where k is the 
smallest integer that satis?es the following condition: 

[2] l - r 

h . 

The relationship [2] provides that if a request R,- follows 
another request R,-_l with a phase difference of at most 2k-T. 
then when Ri accesses a page for the ?rst time. the next page 
to be accessed always will be pinned in the buffer 26. As the 
?rst page of a movie is in the buffer 26. disk retrieval is not 
necessary for Rf. Also. at most In active groups will exist at 
any time because m~(2k-T+l)§ l-T. Therefore. su?icient 
disk bandwidth for admitting any number of requests for a 
movie will always exist. provided bu?er space is su?icient 
The bulfer requirements associated with the variable 

pinning duration implementation of PDP are as follows. A 
group consists of requests. each of which follows the pre 
vious request with a phase dilference of at most 2k-T. The 
maximum number of pages that will be pinned at a given 
time for any request R,-, which is at least 2k-'I‘+1 units of time 
apart from the previous and following requests. is 2k+l. The 
pages pinned include the page that R,- is accessing currently. 
the next page and the preceding 2k-1 pages. Accordingly. 
the variable pinning duration embodiment may be imple 
mented in the process 100 by modifying step 102 to require 
that the phase difference between R,- and RM is compared to 
2k-T, instead of 2T. If the condition in modi?ed step 102 is 
true. the processor 20 performs steps 104 and 108 as 
described above and joins Ri to the previous group Where the 
buffer 26 has available the required buffer space B,-. as set 
forth in equation [1}. 

Otherwise. if the phase difference between the previous 
request R,-_1 and R,- is greater than 2k-T upon the arrival of 
R‘. the processor 20 then performs a modi?ed step 112, 
which provides for the construction of a new singleton group 
from R. requiring (2k+l)-d of bu?ier space. provided such 
space exists. As such. steps 110. 116. 118. 120 and 121 
would be eliminated from the PDP process 100 for admitting 
a request when implementing the principles of the variable 
pinning duration embodiment. 

Further. in the variable pinning duration embodiment. the 
processor 20 re-allocates bulfer space when the earliest 
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request of a group accesses the page before the last page of 
the movie for the ?rst time. The processor 20 may execute 
this buffer space re-allocation by performing steps 116 and 
118 of the process 100. and then step 120 as modi?ed below. 
In modi?ed step 120. the processor 20 adjusts butter require 
ments for a group as described in step 120 above. except that 
when the latest request in the group completes the transmis 
sion of the movie. the last 2k—1 pages are unpinned and the 
butter requirement of the group is set to zero. As in the 
variable paging size PDP embodiment. in requests are 
sufticient to load the entire movie into the butter 26. 

In another aspect of the invention. a demand paging 
technique. called shortest distance pinning (SDP). may be 
implemented in the system 10 for minimizing the buffer 
requirements for concurrently servicing multiple requests in 
accordance with the PDP principles of ensuring that the next 
page to be referenced is available in the bu?er whenever a 
request references that page. The use of space in the buffer 
is continuously manipulated in order to maintain the number 
of disk bandwidth accesses for a page of a movie equal to at 
most m-l in the steady state. in other words. the state where 
there are at most m-l active groups and m is greater than 1. 
regardless if more than m requests are concurrently being 
serviced. The total disk bandwidth requirement is main 
tained at most equal to m by dynamically increasing and 
decreasing the number of requests in groups in accordance 
with the total number of requests which require servicing. 
The remaining disk bandwidth unit provides that su?icient 
disk bandwidth always exists for servicing a newly arrived 
request. SDP optimizes the total bu?’er requirement for 
multiple requests based on the use of an arbitrary page size 
d. For any set of requests. butfer space allocated according 
to SDP will require at most 3m-d+2-r‘minI-{ph(Rj’.RJ-+f)} 
more butter space than the lower bound on the buffer 
requirement of known demand paging algorithms, where 
maxj.i{ph(Rij. RG15} is the maximum phase difference 
between any two consecutive requests within a group under 
SDP. Furthermore. the buffer requirement of SDP is the 
same as that of PDP when there are less than m-l groups. 
SDP is based on an arbitrary period T. such that the page 

size is d=T-r. The size of the groups are dynamically 
increased and decreased depending on the incoming requests 
and the requests being serviced. such that the total buffer 
requirement is maintained low while the total disk band 
width requirement is at most m. In SDP. the phase diiference 
between two consecutive requests within a group depends 
on the workload. The earliest request R; in each active 
group Gj pins the pages for all other requests within G]. For 
each page. the appropriate pinning duration is selected so 
that the page will be in the butter when all other requests in 
the group access the page. To achieve this result. the pinning 
duration for each group G,- is selected as ph(Rj‘.Rj‘)+2T. 
Furthermore. in the steady state of SDP. there are at most 
m-l active groups. The remaining disk bandwidth is 
reserved for incoming requests. such that whenever a new 
request arrives there is always enough disk bandwidth to 
service the request. 
SDP includes three basic operations for reducing bu?’er 

requirements for servicing multiple requests by executing a 
limited number of disk accesses each period. These opera 
tions include group joining. group combination and group 
partition. which are at this point described in connection 
with FIGS. 4A. 4B and 4C. respectively. Admission of 
requests in accordance with SDP and these operations is 
explained in further detail below in connection with FIGS. 
5A. 5B and 6. 

FIG. 4A shows a process 150 for group joining according 
to SDP. By way of example. a new request R,- is added or 
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joined to the latest group 6]. Upon initiation of a join 
operation for joining R. to G]. in step 152. the processor 20 
increments by ph(Rj'.R,.) the pinning durations of the pages 
currently pinned for G]. In step 153. the processor 20 pins in 
the buffer 26 the pages that R. references. as if R. constitutes 
a singleton group, until the join operation completes. For 
example. if Ri accesses a page for the ?rst time at time t and 
t is before the completion of the join operation. then R,- will 
pin the next page until time t+2T after requesting the 
retrieval of the next page if that page is not in the buffer 26. 
In step 154. the processor 20 determines if G3 is an active 
group. If yes. in step 156. the processor 20 is initiated to 
provide for pinning of the pages that the request Rf refer 
ences for a duration of ph(Rj’.R,~)-t-2'l‘ from the moment that 
the processor 20joins R,- to the group G]. The earliest request 
Rf in each active group Gj pins the pages for all other 
requests within G]. for a duration equal to ph(R,-’.Rjl)+2T to 
ensure that the page referenced by R; is in the bu?‘er 26 
when all other requests in the group reference that page. If 
Rf has not referenced the page before the last page of the 
movie. then the bu?’er space required for Ri to join Gj is 
equal to tphm;n.)/rl-d-|'ph(R;nj')/rl-d. Otherwise. the 
butter space required is Lph(RJ-'.R.)/T_l-d. If R]! accesses the 
p'” page at the time the join operation is initiated. then the 
join operation completes when R,- accesses the (p—l)"‘ page 
for the ?rst time. As of that moment. disk accesses will not 
be necessary for R‘. In other words. R. is completely joined 
to G1 because disk bandwidth units are not necessary for 
servicing Ri’s page references. If ph(Rj'.R,-) is at most 2T. 
then the join occurs immediately. in other words. within one 
unit of time. Otherwise joining can persist for at most 
ph(RJ-'.R.)—T time units. 

FIG. 4B shows a process 170 for performing a group 
combination according to SDP. By way of example. a ?rst 
group G’- is combined with a second group Gj+1 to form a 
singular group. where (if-+1 and Gj are two consecutive 
groups. G's,l following GI. and the phase difference between 
the earliest request of G,+1 and latest request of is more 
than 2'1". In combining the groups Gj+1 and G]. in step 172. 
the processor 20 increments the pinning durations of the 
pages currently pinned for the group Gj by ph(Rj'.R,-H1). In 
step 173 the processor 20 pins in the butfer 2.6 the pages that 
the request Rid’ references for a duration of ph(Rj+1‘. 
R- ,')+2T until the combine operation completes. In step 
1%. the processor 20 determines if GJ- is an active group. If 
yes. in step 176 the processor 20 is initiated to pin the pages 
that R; references for a duration of ph(R 9. RjH'H-ZT from 
the moment the groups are combined. If Rf has not refer 
enced the page before the last page of the movie. then the 
butter space required for combining Gr.H and G, is equal to: 
t h<R,-=.R,~..')/Tld-tph(R;.R/)rr-d—tph<R,..< ,..‘)/ 
T -d—2. Otherwise. the butter space re uired for combining 
Gjurl and G,- is equal to (a-b—2)~d ph(Rj+1‘,RH1‘)/I“d. 
where the movie has 11 pages and RIM’ is referencing the 
(n-a)“ page of the movie and R} is referencing the (n-b)"‘ 
page of the movie. If R}. accesses the p'” page at the time 
the combine operation is initiated. then the combine opera 
tion completes when RJ-H‘ accesses the (“p-1)” page for the 
?rst time. Upon the completion of the combine operation. 
disk accesses will not be necessary for G,+ 1. Combining the 
two groups will take at most ph(Rj',Rj+f)—T time units. 

FIG. 4C shows a process 190 for performing group 
partition to conserve buifer space in accordance with SDP. 
As explained below. group partition is perfomed on a group 
which includes requests spaced so far apart in time so as to 
cause large amounts of data. or many pages, to be pinned in 
the bu?‘er 26. For purposes of illustration. R.+1 and R.- are 
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two consecutive requests within a group G]. such that Ri+1 
follows Ri with a phase difference greater than 2T. Further. 
it is assumed that Ri+1 and R. access the p‘“ and (pt-k ‘h 
pages. respectively. 

In step 192. the processor 20 decrements by ph(R,..RJ-‘) the 
pinning durations of the consecutive pages that R. references 
starting from the page that R. is currently referencing 
through the last page that is pinned for 6]. Also. the 
processor 20 is initiated to pin the pages that RM references 
for a duration of ph(R,4+1.RJ-')+2T. In step 194. the processor 
20 determines if Gj is an active group. If yes. in step 196. the 
processor 20 pins the pages that Rf references for a duration 
of ph(Rf.R,-)+2T. Step 198 is then executed after step 194 or 
step 196. 

In step 198. the processor 20 determines whether the 
(p+k)"‘ pages being accessed by R. are at least three pages 
following the p‘" pages being accessed by R... in other 
words. k is greater than or equal to three. If yes. in step 200. 
the processor 20 unpins from the buffer 26 all the pages 
starting with the (pt-2)” page until and including the (p+k— 
l)"' page. If not. step 202 is executed. 

After step 198 or 200. in step 202. the processor 20 
determines whether R; has not referenced the page before 
the last page of the movie. If yes. in step 204. the processor 
20 increments the amount of non-allocated bu?‘er s ace by 
|'ph(R;.Rj‘)/'rl-d-[ ph(R,-’.R,-)/I‘-d—|- ph(R,-+1.Rj‘)/T -d—2d. 
Otherwise. in step 206. the processor 20 increments the 
amount of non-allocated bulfer space by (a-b—2)-d—fph(R,.+ 
i.RI-')/l‘-\-d. where the movie has 11 pages and R}! is refer 
encinrg the (n-a)"' page of the movie and R. is referencing the 
(n-b) page of the movie. 
As referred to above. SDP provides for near optimal 

re-allocation of available disk bandwidth and buffer space 
for servicing multiple requests. In particular. SDP performs 
operations for the following events: (1) the earliest request 
in a group references a page for the ?rst time; (2) the arrival 
of a new request; (3) the completion of a combine or join 
operation; (4) the transition of a group from active to 
passive; and. (S) the deallocation of bulfer space for the 
earliest group. For purposes of illustration. it is assumed that 
the server 14 attends to processing related to these events 
atomically. within a unit of time. If several of these events 
occur concurrently. then the events (5) and (4) have priority 
over the events (3) and (2). and the event (3) has priority 
over the event (2). Furthermore. for a particular movie. only 
one of the events (2). (3). (4) and (5) can occur at any given 
time. For any other variations in the occurrence of events 
(1)-(5). processing is performed in any order. 
When an event (1) is detected. the processor 20 performs 

the steps of the PDP process 50 described above. except with 
a modi?cation in step 56. for retrieving the next page from 
disk into the buifer 26. In particular. modi?ed step 56 
provides for pinning the next page in the buffer 26 until time 
t+ph(Rj‘.Rj-')+2T. where t is the n'me that the earliest request 
Rf in a group 61 references a page other than the last page 
of the movie for the ?rst time. 

FIG. 5A shows a process 300 that the processor 20 
performs when an event (2) is detected. In step 301. the 
processor 20 determines whether the phase difference 
between a new request R. and a previous request R,~_1 is at 
most 2T. In step 301A. the processor 20 determines using 
equation [1] whether sul?cient space in the bulfer 26 exists 
for admitting the new request. If space is sul‘?cient. step 304 
is performed. Otherwise. in step 302. the request is not 
admitted. In general. when a request is not admitted because 
bu?er space is insu?icient or disk bandwidth is unavailable. 
the client is provided with an indication of the rejection. The 
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client. in this circumstance. may attempt the request at a later 
time. In step 304. the processor 20 joins R,- to the latest group 
which includes the previous request R,-_1 in accordance with 
the process 150. 

In the case where the phase di?erence determined at step 
301 is more than 2T. then in step 306. the processor 20 
determines the number of active groups of requests. AG. for 
a movie from a value stored in a counter in the memory 21 
which the processor 20 suitably updates using conventional 
techniques. If AG<m-1. in step 308. the processor 20 
determines whether su?icient bu?’er space is available for 
fonning a new group with R,-. If yes. in step 310. the 
processor 20 constructs a new singleton group from R. using 
2 pages of buffer space. If buffer space is insu?icient. step 
302 is performed. After step 310. in step 312. the processor 
20 suitably increments AG by one. 

In the case where AG=m-l at step 306. the retrieval of 
data for servicing R,- would cause the number of active 
groups to become equal to m. or the maximum bandwidth. 
To ensure that a bandwidth unit is allocated for admitting 
subsequent requests. the number of active groups must be 
reduced to m-l . The processor 20 may achieve this result by 
either joining R. to the latest group Gj.Ht or. if there are at 
least two earlier consecutive groups. by combining the two 
consecutive groups G?“ and Gq. where G,7+1 follows Gq. 
such that ph(Rg'.Rq+f) is equal to mnj{pn(Rj‘.R,+f)}. when 
a new group is constructed for R,-. On the other hand. if the 
earliest group is not passive and the duration in which it will 
become passive is less than or equal to the minimum of 
ph(Rq'.Rq+f) and ph(R,.Rj+k) then a combine or join opera 
tion need not be performed. In this case. R. can simply 
constitute a separate active group. 

Further. to ensure immediate admission of new requests 
that arrive after R. while a join. combine or transition of the 
earliest group to passive is occurring. the pages initially 
pinned by R,- remain pinned until these operations are 
completed. Of course. during this interim. an unallocated 
bandwidth does not exist for servicing new requests. The 
steps 320 through 338 below describe the operations which 
need to be performed for maintaining at least one unallo 
cated bandwidth unit when AG becomes equal to m. 

In step 320. the processor 20 determines. where a, is the 
arrival time of the earliest request in the earliest active 
group. whether 

If yes. in step 322. the processor 20 determines whether the 
non-allocated space in the bulfer 26 is greater than or equal 

If yes. in step 324. the processor 20 constructs a separate 
active group from R,- and pins the initial pages that Ri 
accesses until the earliest group becomes passive. The time 
for the earliest group to become passive is equal to 1—T-a,-+ 
a,. and the maximum number of pages that R,- pins in that 
time is equal to 

In step 326. the processor 20 increments the number of 
active groups by one. As indicated below. the number of 
active groups AG is decremented by one when the earliest 
group becomes passive. 
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If the condition in step 320 is not satis?ed, in step 328. the 
processor 20 determines whether ph(Rq'.Rq+ 1’)>ph(Ri.Rr-Hc’ 
is true. If yes. in step 330. the processor 20 determines if the 
unallocated buffer space is greater than or equal to the buffer 
space required for joining R,- to GM. plus Lph (R?k'Rl-lld 
If yes. in step 332. the processor 20 joins R,- into G?k and 
increments AG by one. The requirement that the buffer space 
include Lph(RJ-..k'.R,-)/I‘_l-d additional unallocated pages 
ensures that there is sufficient buffer space for pinning the 
initial pages that R. accesses until the join completes. where 
the join operation lasts at most ph(Rr-.,,'.R,-)—T units of time. 
As discussed below. the number of active groups AG is 
decremented by one when the join operation is completed. 

If the condition in step 328 is not satis?ed, in step 334. the 
processor 20 determines whether the unallocated buffer 
space is greater than or equal to the buffer space required for 
combining Ge...1 to Q, plus the buffer space required for 
constructing a singleton group with R. plus Lph(Rq’.RqH')f 
Tl-d. If no. step 302 is executed. If yes. in step 336. the 
processor 20 combines G‘TH and Gq. constructs a singleton 
group from R,- and increments AG by one until the combined 
operation completes. The additional |_ph(Rq'.Rq.1l)_|-d pages 
of buffer space are allocated to ensure that the pages that R. 
accesses from disk can be pinned until the combine com 
pletes. Then in step 338. the processor 20 pins the pages that 
R,- initially references until combining is completed. 

If at step 306 AG=m. then the implication is that either 
two groups are being combined or a request which arrived 
previously is being joined to the previous group. In this case. 
neither buffer space nor disk bandwidth is re-allocated 
because the request that initiated the join or combine opera 
tion has caused the initial pages which are accessed to be 
pinned until the join or combine operation is completed or 
the earliest group becomes passive. Once any of these events 
occur. the new request R. will be in the same group as the 
previous request RH‘. 

Once the processor 20 detects that a join or combine 
operation completes. in other words. an event (3) occurs. the 
processor 20 begins to adjust the allocation of the buffer 
space and disk bandwidth resources in accordance with a 
process 340. shown in FIG. 5B. For ease of reference. R,- is 
de?ned as the request which caused initiation of the combine 
or join operations. GM. is de?ned as the previous group if the 
join operation was performed and Gq+1 and Gq are de?ned 
as the groups that are combined if the combine operation 
was performed. 

Referring to FIG. 5B. in step 341. the processor 20 
determines whether any other request has arrived after R,-. If 
not. in step 342. the processor 20 unpins all the pages which 
were pinned in the bu?’er 26 for servicing the request R,- and 
precede the page that R,- is currently referencing. Then, in 
step 344. the processor 20 detmnines if a join operation was 
completed for R,-. If yes. in step 346. the processor 20 
deallocates space in the buffer 26 equal to |_ph(Rr-.k'.R.)/l‘_l-d. 
Otherwise. if a combine operation was performed. in step 
348. the processor 20 deallocates space in the buffer 26 
equal to Lph(Rq'.RqH‘/I‘_]-d step 360 is executed after step 
346 or step 348. 

In the case where other requests arrived after R,-. in step 
350. the processor 20 unpins all the pages initially pinned by 
R. which precede the page that the latest request. R“. is 
currently referencing. Then. in step 352. the processor 20 
joins all the requests that arrived after R,- to the group which 
includes R,. In step 354. the processor 20 determines 
whether a join operation has just been completed. If yes. in 
step 355. the processor 20 determines whether. at the time 
that the join operation was initiated. RH.‘ referenced the 
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page before the last page of the requested movie. If no. in 
step 356. the processor 20 deallocates space in the buffer 26 
equal to: 

banana/11M phmM'm/rld-F paRM'am/Tla 
If yes. in step 357. 

bits of bu?‘er space are deallocated. On the other hand. if a 
combine operation was just completed. in step 358. the 
processor 20 deallocates space in the buffer 26 equal to: 

LPMRM....')/TJ-d—tph(R.R...)/Tl-¢ 
Step 360 is executed after steps 356. 357 or 358. In step 360. 
the processor 20 decrements AG by one. 

For concurrently servicing multiple requests using SDP. 
the processor 20 continuously attempts to detect the occur 
rence of an event (4) condition. in other words. the circum 
stance where the earliest request R; of an active group Gj 
accesses the last page of the movie for the ?rst time. When 
this occurs. the procwsor 20 converts the active group to 
passive according to the steps of a process 370. shown in 
FIG. 6. In step 372. the processor 20 determines the current 
number of active groups. If AG<m-l at step 372. then in 
step 374. the processor 20 designates the group as passive. 
and decreases AG by one. If AG=m-l at step 372. then in 
step 376. the processor 20 identi?es the group that contains 
two consecutive requests. R,. and Rk?. having the largest 
phase difference between them from among all requests in 
all groups. For the identi?ed group. in step 378. the proces 
sor 29 determines whether the phase difference between R,c 
and RM1 is greater than 21‘. If yes. in step 380. the processor 
20 commences partitioning the group into two groups. such 
that request R,M is placed in a separate. earlier partitioned 
group from the group including request Rh“. In step 382. the 
processor 20 determines whether R; is included in the 
partitioned group. If yes. in step 381 the processor 20 
designates the partition containing Rf as a passive group. 
Otherwise. in step 386. the processor 20 designates the 
group Gj as passive. In the case where the phase difference 
determined in step 378 is at most 2T. in step 388. the 
processor 20 reducw AG by one and then executes step 386. 
IfAG=m at step 372. then the implication is that a request 

R,- has become an active group and is pinning the initial 
pages it accesses until GJ- becomes passive. In this 
circumstance. the following operations are performed. In 
step 392. the processor 20 designates group Gj as passive. 
and accordingly. sets AG equal to m-l. By way of example. 
it is assumed that RM, where kéO. is the latest request 
which arrived after R,-. In step 394. the processor 210 unpins 
the initial pages pinned by R. preceding and excluding the 
page that R... is currently referencing. Further. all the 
requests arriving after R. are joined to Ri’s group. In other 
Words. all the new requests that arrived after the request R. 
which caused the combine or join operation to be initiated 
are joined to the group including R,-. where R. is the earliest 
request in the group. In step 396. the processor 20 deallo 
cates buffer space using the techniques illustrated in the 
process 100. 

Further. when the processor 20 determines that the earliest 
request of an active group references the page before the last 
page of the movie for the ?rst time. or the event (5) is 
detected. the processor 20 similarly re-allocates buffer space 
requirements for the group using the techniques described 
for the process 100. 
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SDP. thus. provides that a new request is admitted and 
serviced immediately using an available disk bandwidth 
unit. provided su?icient bu?’er space exists. Servicing of this 
request and the subsequent requests while a join. combina 
tion or partition is performed provides that multiple requests 
for a movie may be admitted and serviced immediately, even 
if the total number of requests exceed In and there are m-l 
presently existing active groups. 
The PDP and SDP techniques described above may be 

extended for servicing requests for multiple continuous 
media data ?les. such as movies. Multiple continuous media 
data ?les may be stored on single or multiple disks using 
well-known techniques. For example. a system may include 
multiple movies stored on a single disk. multiple movies 
striped on a set of disks using the ?ne-grained striping 
model. single movies striped separately on a set of disks and 
multiple movies striped on a set of disks using the course 
grained striping model. For a detailed description of the 
?ne-grained and coarse-grained striping models for storing 
data on and retrieving data from disk. see G. R. Granger et 
al.. “Disk Arrays: High-performance high-reliability storage 
subsystems,” Computer 27(3) (March 1994) pp. 30-36. 
incorporated by reference herein. It is noted that the storage 
of multiple videos on a single disk may be characterized for 
purposes of this invention using the ?ne-grained striping 
model. 
The PDP disk scheduling techniques described above may 

be extended for the ?ne-grained striping model as follows. 
For purposes of illustration. it is assumed that v movies are 
included on a set of q disks. such that rd“ is equal to the 
aggregate transfer rate of q disks. If the page of each 
movie is stored in the buffer 26. the bu?’er space requirement 
for a new request for a movie V. is computed based on its 
phase di?'erence to the previous request for the movie V.. 
The available disk bandwidth. however, is determined based 
on the number of active groups of requests for all of the 
movies. 
The variable page size PDP techniques described above 

also may be extended for servicing multiple movies by 
selecting a value for the period T which satis?es 

Furthermore. if the condition 1. modT>O is true. the last page 
of the movie V,- is stored in the buifer 26 to guarantee that 
the maximum number of disk bandwidth units required for 
servicing a request for the movie V,- is 

Thus. the maximum aggregate disk bandwidth required for 
servicing requests for v movies is 

which is less than or equal to 

V 

2 M21). 
i=1 

The maximum aggregate disk bandwidth is greater than or 
equal to in because of the value selected for T. thereby 
ensuring that su?icient disk bandwidth will always exist for 
any given set of requests. 
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16 
The variable pinning duration PDP techniques described 

above similarly may be extended for the ?ne-grained strip 
ing model as follows. The value for k is selected for an 
arbitrary period T as the smallest integer that satis?es 

Further. SDP may be extended for the ?ne-grained strip 
ing model to ensure that there are at most m-v active groups 
of requests for any of the v movies in the steady state. The 
remaining disk bandwidth ensures that. whenever a new 
request arrives for any of the v movies. su?icient disk 
bandwidth always exists for servicing the new request. 

In addition. in the case where multiple movies are stored 
on multiple disks, the arrival of a new request for a movie 
Vi may cause a combine operation of two groups of requests 
for another movie V,-, where iatj. Also. the transition of a 
group of requests for a movie Vi from active to passive may 
result in the partition of a group of requests for another 
movie. Furthermore. the bu?er space requirement for ser 
vicing a new request for the movie V.- is computed based on 
its phase ditference with the previous request for the same 
movie as well as the number of active groups of requests to 
all of the v movies and their phase dilferences. Therefore, 
the operations performed for events (2), (3) and (4) of SDP 
must be changed such that determinations concerning the 
number of active groups of requests involve all the movies 
which may be requested; the term min]- (Rj'Rr-H') denotes 
the minimum phase di?’erence concerning groups of 
requests for all movies; and. the search for a group contain 
ing two consecutive requests with the largest phase di?er 
ence involves all goups of requests for all the movies. The 
operations performed when the earliest request in a group 
references a page for the ?rst time, and when the earliest 
request of a group accesses the page before the last page of 
the corresponding movie are the same as described above for 
SDP events (1) and (5). respectively. 

For the coarse-grained striping model where a single 
movie is striped over q disks. the ?rst page of the movie is 
stored in the bu?’er 26 and the remaining pages are striped 
over the disks such that each stripe contains either 

2-111 
Fall 

pages. The PDP techniques described above may be 
extended for this model as follows. As only the ?rst page of 
a movie is stored in the buffer 26. when a request references 
the last page of a stripe. the ?rst page of the next stripe must 
be retrieved from disk if this page is not already in the bu?’er 
26. Therefore. the number of disk accesses per disk must be 
at most 111. Further. the number of active groups consuming 
the ?rst stripe and the buffer requirement of all the requests 
for the movie determines whether a new request may be 
admitted. The buffer and disk bandwidth requirement for a 
new request is computed as if the size of the movie is equal 
to the size of the ?rst stripe plus the ?rst page. or 
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tent .. 
bits. Thus. the number of active groups consuming the ?rst 
stripe is maintained less than m. When an active group 
becomes passive on the ?rst stripe, the number of active 
groups for the ?rst stripe is decremented by one. When an 
active group becomes passive on any of the stripes except 
the last one. however. the group maintains the same buffer 
requirement. The buffer requirement of a group is reduced 
only when its earliest request accesses the page before the 
last page of the last stripe. The butfer requirement of a group 
does not change while the group migrates from one stripe to 
the next. in other words. when the data retrieval ?'om a stripe 
for the earliest request ?nishes and the data retrieval from 
the next stripe starts. If the number of active groups never 
exceeds m on the ?rst stripe. then the number of active 
groups on any of the other stripes will not exceed 111. 

Similarly. the PDP techniques for optimally utilizing 
available disk bandwidth described above may be modi?ed 
for the coarse grained striping model by selecting the period 
equal to 

for the variable page size alternative. and by selecting k as 
the smallest integer satisfying 

it 
are 2W9 

for the variable pinning duration alternative. Further. for 
SDP. the buffer requirement for incoming requests is com 
puted based on the number of active groups consuming the 
?rst stripe and the phase di?erences of requests consuming 
the ?rst stripe. Thus. the number of active groups consuming 
the ?rst stripe is maintained below In under steady state 
when a new request arrives because only the groups con 
suming the ?rst stripe for the join. combine or transition 
from active to passive operation are considered. Thus. the 
operations for SDP events (2). (3) and (4) are performed 
based on the requests consuming only the ?rst stripe such 
that determinations concerning the number of active groups 
of requests for a movie involve those active groups access 
ing the ?rst stripe of a movie and the term minj (Rj'.RJ-+1') 
denotes the minimum phase diiference concerning groups of 
requests accessing the ?rst stripe of a movie. Errther. group 
partitioning is not performed. When an active group 
becomes passive on the ?rst stripe. the number of active 
groups for the ?rst stripe is decremented by one; however. 
when an active group becomes passive on any other of the 
stripes except the last one. the group bu?‘er requirement is 
maintained constant. The buffer requirement of a group. 
therefore. is reduced only when its earliest request accesses 
the page before the last page of the last stripe. 

In the case where v movies are striped over a number of 
dislm using coarse-grained striping. the extensions described 
above for PDP for single movie striping may be applied. The 
buffer space requirement for servicing a new request for a 
movie Vi. however. is calculated based on its phase di?‘er 
ence to the previous request for the movie V.- consuming the 
?rst stripe. The available disk bandwidth for the ?rst stripe 
is determined based on the number of active groups of 
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18 
requests to ?rst stripes of all movies. Furthermore. the 
variable pinning duration alternative may be extended by 
selecting the period T to satisfy 

Furthermore. if 1,. mod 'I>0 is true. the last page of each 
movie is stored in the buffer space. To extend the variable 
page size alternative. k may be selected as the smallest 
integer satisfying 

For SDP. the extensions described above for single movie 
striping may also be applied for multiple movie striping. 
Further. in the steady state. SDP maintains at most m-v 
active groups of requests consuming the ?rst stripe. Upon 
arrival of a request. the modi?cations described in the 
previous section for ?ne-striping must be done to service the 
requests that are consuming the ?rst stripe of each movie. 

It is to be understood that ?re embodiments and variations 
shown and described above are merely illustrative of the 
principles of this invention. and that various modi?cations 
may be implemented by those skilled in the art without 
departing from the scope and spirit of the invention. 
We claim: 
1. A method of retrieving portions of a continuous media 

data ?le from a disk to a bu?er on demand. said continuous 
media data ?le comprising pages of data and being charac 
terized by a transfer rate. the method comprising the steps 
of: 

receiving a request for the continuous media data ?le; 
pinning in the buffer a page currently referenced by the 

request; and. 
pinning in the buffer simultaneously the next page fol 

lowing the page currently referenced by the request. 
such that data are made available in the buffer for 
transfer at the transfer rate. 

2. The method of claim 1. wherein the initial page of the 
continuous media data ?le is permanently stored in the 
bu?er. 

3. The method of claim 1, wherein the disk comprises a 
plurality of continuous media data ?les characterized by a 
plurality of transfer rates. respectively. 

4. The method of claim 3. wherein the initial page of the 
continuous media data ?le is permanently stored in the 
buffer. 

5. A method of retrieving data from a server. said server 
comprising a disk connected to a buffer by a transmission 
line. wherein the disk contains a continuous media data ?le. 
said continuous media data ?le comprising pages of data and 
being characterized by a transfer rate. the method compris 
ing the steps of: 

receiving a request for the continuous media data ?le; 
determining whether the next page of the continuous 
media data ?le that the request will reference is pinned 
in the buffer; 

paging the next page from the disk to the buffer if the next 
page is not pinned in the buffer; and. 

pinning the next page in the buffer simultaneously with 
the page currently referenced such that the next page is 
available for transfer when the request references the 
next page. 
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6. The method of claim 4. wherein the disk comprises a 
plurality of continuous media data ?les characterized by a 
plurality of transfer rates. respectively. 

7. The method of claim 4. wherein the server includes a 
plurality of disks and the continuous media data ?le is stored 
over the plurality of disks. 

8. The method of claim 7. wherein a page of the continu 
ous media data file is striped over the plurality of disks. 

9. The method of claim 7. wherein a plurality of continu 
ous media data ?les are stored on the plurality of disks. 

10. A method for servicing multiple requests for a con 
tinuous media data ?le at a server. wherein the server 
comprises a disk and buffer connected by a transmission 
line. said continuous media data ?le comprising pages of 
data and being characterized by a transfer rate. the method 
comprising the steps of: 

receiving the requests for the continuous media data ?le; 
pinning in the buifer pages currently referenced by the 

requests. respectively; 
pinning in the buifer simultaneously the next pages fol 

lowing the currently referenced pages of the requests. 
respectively. such that data are made available in the 
buffer for transfer at the transfer rate and such that the 
pages of data in the bu?er can be utilized for servicing 
more than one of the requests simultaneously; 

determining whether a new request Ri arrived at the server 
after a previously received request RM at less than or 
equal to a ?rst time interval. said ?rst time interval 
being equal to twice the time required for a request to 
consume a page of the continuous media data ?le from 
the buffer. said request R‘~1 being included in a previ 
ous group. said previous group including requests, each 
of which arrived at the server at less than or equal to the 
?rst time interval after a preceding request included in 
the previous group; 

constructing a new group with the new request R; if R. did 
not arrive after the request RI;1 at a time less than or 
equal to the ?rst time interval. the buffer contains 
su?icient space for the creation of the new group 
including the new request Ri and sui?cient bandwidth 
is available on the transmission line for transferring 
pages of data to the bu?er for servicing the new request 
Ri in the newly constructed group; and. 

joining R,- to the previous group if the new request R, 
arrived after the request RH at a time less than or equal 
to the ?rst time interval and the buffer contains su?i 
cient space for servicing the new request Ri as part of 
the previous group. 

11. The method of claim 10. further comprising the step 
of: 

waiting until su?icient space in the buffer and disk band 
width on the transmission line becomes available for 
constructing the new group with the new request R,- if 
R did not arrive after the request R,-_1 at a time less than 
or equal to the ?rst time interval. 

12. The method of claim 11. wherein at least one disk 
bandwidth unit on the transmission line must become avail 
able for servicing the new request in the newly constructed 
group. 

13. The method of claim 10. wherein the number of pages 
of data for the continuous media data ?le is equal to at most 
twice the number of disk bandwidth units of the transmis 
sion line. such that any number of requests for the continu 
ous media data ?le may be serviced provided that su?icient 
space exists in the buffer. 

14. The method of claim 10. wherein the size of the pages 
of data for the continuous media data ?le is a ?xed quantity. 
the method further comprising the step of: 
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selecting a duration for pinning pages in the buffer such 

that su?icient disk bandwidth units on the transmission 
line are always available for concurrently servicing any 
number of requests for the continuous media data ?le 
provided that su?icient space in the buifer exists. 

15. The method of claim 10, wherein the server includes 
a plurality of disks and the continuous media data ?le is 
stored over the plurality of disks. 

16. The method of claim 15. wherein a page of the 
continuous media data ?le is striped over the plurality of 
disks. 

17. The method of claim 10. wherein a plurality of 
continuous media data ?les are stored on the plurality of 
disks. 

18. Amethod of retrieving data from a server. said server 
comprising a disk connected to a bulfer by a transmission 
line. wherein the disk contains a continuous media data ?le. 
said continuous media data file comprising pages of data and 
being characterized by a transfer rate. the method compris 
ing the steps of: 

receiving requests for the continuous media data ?le; 
pinning in the buifer pages currently referenced by the 

requests. respectively; 
pinning in the buffer simultaneously the next pages fol 

lowing the currently referenced pages of the requests. 
respectively. such that data are made available in the 
buffer for transfer at the transfer rate and such that the 
pages of data in the bu?er can be utilized for servicing 
more than one of the requests simultaneously; 

placing the requests in groups for servicing according to 
time of arrival of the requests at the server; 

selecting a pinning duration for pages pinned by the 
earliest request in an active group such that the earliest 
request in an active group pins the pages in the buffer 
for all other requests in the active group; and. 

continuously re-allocating the use of space in the buifer 
and units of disk bandwidth on the transmission line for 
servicing the requests such that the number of disk 
accesses for a page of the continuous media data ?le is 
maintained in steady state at most equal to one less than 
the total number of disk bandwidth units on the trans 
mission line. 

19. The method of claim 18. further comprising the step 
of: 

adjusting the number of requests in groups according to 
the total number of requests being serviced. such that 
the steady state disk bandwidth condition is maintained 
and such that the total number of requests concurrently 
being serviced can exceed the total number of disk 
bandwidth units for the transmission line. 

20. The method of claim 19. wherein the adjusting step 
further comprises the step of: 

increasing the number of requests in an existing group. 
21. The method of claim 19. wherein the adjusting step 

further comprises the step of: 
decreasing the number of requests in an existing group. 
22. The method of claim 19. wherein the adjusting step 

further comprises the step of joining a newly received 
request to a latest existing group. said joining step further 
comprising the steps of: 

incrementing pinning durations for pages currently 
pinned in the butter for the latest group; and. 

pinning in the bu?er pages referenced by the newly 
received request until the join operation is completed. 

23. The method of claim 19. wherein the adjusting step 
further comprises the step of combining a ?rst group to a 
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second group to form a new group. wherein the second 
group follows the ?rst group consecutively in time and the 
earliest request in the second group arrived after the latest 
request in the ?rst group at a time interval greater than a ?rst 
time interval. said ?rst time interval being equal to twice the 
time required for a request to consume a page of the 
continuous media data ?le from the buffer. said combining 
step further comprising the steps of: 

incrementing pinning durations for pages currently 
pinned in the buffer for servicing the ?rst group; and. 

pinning in the buffer pages referenced by the earliest 
request in the second group based on the difference in 
arrival times at the server between the earliest request 
and the latest request of the second group. 

24. The method of claim 23. further comprising the step 
of: 

pinning in the buffer pages referenced by the earliest 
request of the ?rst group based on the difference in 
arrival times between the earliest request of the ?rst 
group and the latest request of the second group, if the 
?rst group is an active group. 

25. The method of claim 19. wherein the adjusting step 
further comprises the step of partitioning a group to form a 
partitioned group. wherein the group initially includes a ?rst 
request which arrived at the server before a second request 
at a time interval greater than a ?rst time interval, said ?rst 
time interval being equal to twice the time required for a 
request to consume a page of the continuous media data ?le 
from the buffer. said partitioning step further comprising the 
step of: 

selecting requests from the group for inclusion in the 
partitioned group such that the ?rst request is in the 
partitioned group and the second request remains in the 
group and such that less space in the bu?’er is required 
for servicing the requests included in the group before 
partitioning occurred. 

26. The method of claim 19. further comprising the step 
of: 

receiving a newly arrived request for the continuous 
media data ?le; 

joining the newly arrived request to a latest existing group 
if space in the buffer is su?icient. 

27. The method of claim 26. wherein the joining step 
further comprises the steps of: 

incrementing pinning durations for pages currently 
pinned in the buffer for a latest group; and, 

pinning in the buffer pages referenced by the newly 
received request until the join operation is completed 

28. The method of claim 19. further comprising the step 
of: 

receiving a newly arrived request for the continuous 
media data ?le; and. 

reducing the number of active groups to ensure that at 
least one disk bandwidth unit is available in the steady 
state. 

29. The method of claim 28. wherein the step of reducing 
the number of active groups further comprises the step of 
joining the newly arrived request to a latest existing group. 

30. The method of claim 28. wherein the step of reducing 
the number of active groups further comprises the step of 
combining two consecutive groups. 

31. The method of claim 28. further comprising the step 
of: 

pinning in the bulfer the initial pages referenced by the 
newly admitted request until a join or combine opera 
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tion which is in progress completes or until an earliest 
existing group becomes passive. 

32. The method of claim 19. further comprising the steps 
of: 

receiving a newly arrived request for the continuous 
media data ?le; and. 

computing the space available in the bu?er for servicing 
the new request after a join or combine operation is 
performed. 

33. The method of claim 19. further comprising the step 
of: 

computing the space available in the buffer for servicing 
the new request after the earliest request of an active 
group accesses the page before the last page of the 
continuous media data ?le for the ?rst time. 

34. The method of claim 19. wherein the server includes 
a plurality of disks and the continuous media data ?le is 
stored over the plurality of disks. 

35. The method of claim 19. wherein a plurality of 
continuous media data ?les are stored on the plurality of 
disks. 

36. A system for providing continuous media services 
comprising: 

a disk containing a continuous media data ?le. said 
continuous media data ?le comprising pages of data 
and being characterized by a transfer rate; 

a buffer connected by a transmission line to said disk for 
storing pages of data; 

a processor connected to the disk and the bu?'er. wherein 
said processor performs the operations of 
receiving a request for the continuous media data ?le; 

and. 
retrieving portions of the continuous media data ?le for 

on demand servicing of the request. wherein a page 
currently referenced by the request and the next page 
following the currently referenced page are simulta 
neously pinned in the bu?er to provide that data are 
made available in the buifer for transfer at the 
transfer rate. 

37. The system of claim 36. wherein the initial page of the 
continuous media data ?le is permanently stored in the 
bu?er. 

38. The system of claim 36. wherein the disk comprises 
a plurality of continuous media data ?les characterized by a 
plurality of transfer rates. respectively. 

39. The system of claim 36. further comprising: 
a plurality of disks. said continuous media data ?le being 

stored over the plurality of disks. 
40. The system of claim 39. wherein a page of the 

continuous media data ?le is striped over the plurality of 
disks. 

41. The system of claim 39. wherein a plurality of 
continuous media data ?les are stored on the plurality of 
disks. 

42. A system for providing continuous media services 
comprising: 

a disk containing a continuous media data ?le. said 
continuous media data ?le comprising pages of data 
and being characterized by a transfer rate; 

a buffer connected by a transmission line to said disk for 
storing pages of data; 

a processor connected to the disk and the bu?er. wherein 
the processor performs the operations of: 
receiving a request for the continuous media data ?le; 
pinning in the buffer a page currently referenced and 

the next page following the currently referenced 
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page of the request such that data are made available 
in the buffer for transfer at the transfer rate and such 
that the pages of data in the bu?er can be utilized ftn' 
servicing more than one of the requests simulta 
neously; 

determining whether a new request R,- arrived at the 
server after a previously received request R,-_1 at less 
than or equal to a ?rst time interval. said ?rst time 
interval being equal to twice the time required for a 
request to consume a page of the continuous media 
data ?le from the bu?'er. said request R,'_1 being 
included in a previous goup. said previous group 
including requests, each of which arrived at the 
server at less than or equal to the ?rst time interval 
after a preceding request in the previous group 
arrived at the server; 

constructing a new group with the new request R,- if R‘ 
did not arrive after the request R,‘_1 at a time less than 
or equal to the ?rst time interval. the bu?er contains 
su?icient space for the creation of the new group 
including the new request Ri and su?icient band 
width is available on the transmission line for trans 
ferring pages of data to the buifer for servicing the 
new request Ri in the newly constructed group; and 

joining Ri to the previous group if the new request Ri 
arrived after the request R,-_1 at a time less than or 
equal to the ?rst time interval and the butfer contains 
sufficient space for servicing the new request R‘. as 
part of the previous group. 

43. The system of claim 42. wherein the processor further 
performs the operation of: 

waiting until su?icient space in the butter and disk band 
width on the transmission line becomes available for 
constructing the new group with the new request R,- if 
R,- did not m'rive after the request R,-_1 at a time less than 
or equal to the ?rst time interval. 

44. The system of claim 42. wherein the number of pages 
of data for the continuous media data ?le is equal to at most 
twice the number of disk bandwidth units of the transmis 
sion line. such that any number of requests for the continu 
ous media data ?le may be serviced provided that su?icient 
space exists in the buffer. 

45. The system of claim 42. wherein the size of the pages 
of data for the continuous media data ?le stored on the disk 
is a ?xed quantity. and wherein the processor further per 
forms the operation of: 

selecting a duration for pinning pages in the bu?’er such 
that su?icient disk bandwidth units on the transmission 
line are always available for concurrently servicing any 

5 

15 

20 

30 

24 
number of requests for the continuous media data ?le 
provided that sufficient space in the butter exists. 

46. A system for providing continuous media service 
comprising: 

a disk containing a continuous media data ?le. said 
continuous media data ?le comprising pages of data 
and being characterized by a transfer rate; 

a buifer connected by a transmission line to said disk for 
storing pages of data; 

a processor connected to the disk and the buifer. wherein 
the processor performs the operations of: 
receiving requests for the continuous media data ?le; 
retrieving portions of the continuous media data ?le for 

on demand servicing of the request. wherein a page 
currently referenced by the request and the next page 
following the currently referenced page are simulta 
neously pinned in the butter to provide that data are 
made available in the buffer for transfer at the 
transfer rate; 

placing the requests in groups for servicing according 
to time of arrival of the requests at the server; 

selecting a pinning duration for pages pinned by the 
earliest request in an active group such that the 
earliest request in an active group pins the pages in 
the bu?’er for all other requests in the active group; 
and. 

continuously re-allomting the use of space in the bu?’er 
and units of disk bandwidth on the transmission line 
for servicing the requests such that the number of 
disk accesses for a page of the continuous media data 
?le is maintained in steady state at most equal to one 
less than the total number of disk bandwidth units on 
the transmission line. 

47. The system of claim 46. wherein the processor further 
performs the operations of: 

adjusting the number of requests in groups according to 
the total number of requests being serviced. such that 
the steady state disk bandwidth condition is maintained 
and such that the total number of requests concurrently 
being serviced can exceed the total number of disk 
bandwidth units for the transmission line. 

48. The system of claim 46. wherein the processor per 
forms the operation of increasing the number of requests in 
an existing group. 

49. The system of claim 46. wherein the processor per 
forms the operation of decreasing the number of requests in 
an existing group. 


