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CAMERA HAVING VOICE-INPUT DEVICE 
FOR CHANGING FOCUS DETECTION 

This application is a continuation of application Ser. No. 
081230.725. ?led Apr. 21. 1994. now abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a camera having a voice 

input device which recognizes the voice of the photographer 
to select a focus detection area from multiple focus detection 
areas in order to change the area of focus detection. 

2. Description of the Related Art 
Conventional cameras are equipped with focus detection 

devices which detect multiple focus detection areas. In this 
manner. a camera can automatically focus on a speci?cally 
selected focus detection area. Such cameras are equipped 
with switches or line of sight detection devices which can be 
manually operated in order to select a focus detection area. 

However. with cameras using manually operated switches 
to select the focus detection areas. the operation of manually 
pressing a switch before taking each photograph can be time 
consuming and inconvenient for a photographer. Therefore. 
the speed at which photographs are taken is greatly reduced. 

Cameras which use a line of sight detection device to 
select a desired focus detection area provide a convenient 
and quick selection of a focus detection area. However. a 
desired focus detection area cannot be appropriately selected 
when a photographic subject is moving since the photogra 
pher's line of sight is not ?xed. 

SUMMARY OF THE INVENTION 

Accordingly. it is an object of the present invention to 
provide a camera with a quick and convenient operation for 
selecting a focus detection area. 

It is a further object of the present invention to provide a 
camera with a voice input device which selects a desired 
focus detection area from among multiple focus detection 
areas by recognizing the voice of the photographer. 

Additional objects and advantages of the invention will be 
set forth in part in the description which follows and. in part. 
will be obvious from the description. or may he leaned by 
practice of the invention. 
The foregoing objects of the present invention are 

achieved by providing a camera which can detect multiple 
focus conditions corresponding. respectively, to multiple 
focus detection areas. The camera comprises a voice recog 
nition mechanism which recognizes a voice of a 
photographer. a selection mechanism which selects. when 
the voice recognition mechanism recognizes the voice. at 
least one focus detection area from the multiple focus 
detection areas. the selection being made in correspondence 
to the voice. a focus mechanism which detects and adjusts 
respective focus conditions corresponding to the at least one 
focus detection area selected by the selection mechanism 
and a display device comprising a view?nder display with 
area display portions corresponding. respectively. to the 
multiple focus detection areas. the display device displaying 
the respective at least one focus detection areas selected by 
the selection mechanism on the corresponding area display 
portions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other objects and advantages of the invention 
will become apparent and more readily appreciated from the 
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2 
following description of the preferred embodiments. taken 
in conjunction with the accompanying drawings of which: 

FIG. 1(A) is an perspective diagram of a voice input 
camera according to an embodiment of the present inven 
tion. 

FIG. 1(B) is a diagram which shows a view?nder display 
of a camera having a voice input device according to an 
embodiment of the present invention. 

FIG. 2 is a block diagram of an overall con?guration of 
a camera having a voice input device according to an 
embodiment of the present invention. 

FIG. 3 is a flow chart indicating a main processing 
sequence of a microcomputer of a camera having a voice 
input device according to an embodiment of the present 
invention. 

FIG. 4 is a ?ow chart illustrating the calibration control 
for voice recognition for a camera according to an embodi 
ment of the present invention. 

FIG. 5 is a ?ow chart illustrating a processing sequence 
for microphone start up for voice recognition for a camera 
according to an embodiment of the present invention. 

FIG. 6 is a ?ow chart illustrating a processing sequence of 
the voice recognition circuit for a camera according to an 
embodiment of the present invention. 

FIG. 7 is a ?ow chart of a processing sequence for display 
control during calibration for voice recognition for a camera 
according to an embodiment of the present invention. 

FIG. 8 is a ?ow chart of a processing sequence of display 
control during voice input AF mode for a camera according 
to an embodiment of the present invention. 

FIGS. 9(A)-9(B) are diagrams illustrating a view?nder 
display when calibration is completed for a camera accord 
ing to an embodiment of the present invention. 

FIGS. 10(A)—10(D) are diagrams illustran'ng the calibra 
tion mode and voice input AF mode on the external display 
for a camera according to an embodiment of the present 
invention. 

FIG. 11 is a diagram illustrating a view?nder display 
during a first voice input AF mode for a camera according 
to an embodiment of the present invention. 

FIG. 12 is a diagram illustrating a view?nder display 
during second voice input AF mode for a camera according 
to an embodiment of the present invention. 

FIG. 13 is a ?ow chart of a processing sequence of display 
control during multi-AF mode for a camera according to an 
embodiment of the present invention. 

FIG. 14(A) is a diagram which shows a display condition 
during ?rst multi-AF mode for a camera according to an 
embodiment of the present invention. 

FIG. 1403) is a diagram which shows the horizontal 
display condition during second multi-AF mode for a cam 
era according to an embodiment of the present invention. 

FIG. 14(C) is a diagram which shows the vertical display 
condition during second multi-AF mode for a camera 
according to an embodiment of the present invention. 

FIG. 15 is a ?ow chart of a processing sequence for 
autofocusing operation during voice input AF mode for a 
camera according to an embodiment of the present inven 
tion. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Reference will now be made in detail to the preferred 
embodiments of the present invention. examples of which 
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are illustrated in the accompanying drawings. wherein like 
reference numerals refer to like elements throughout. 

FIG. 1(A) is a perspective diagram of a voice input 
camera and FIG. 1(B) is a diagram which shows a view 
?nder display of a camera having a voice input device 
according to an embodiment of the present invention. In 
FIGS. 1(A) and 1(B). camera 100 comprises automatic focus 
(AF) mode dial 200. AF switch 300. shutter release button 
400. view?nder display 500. external display 600 and exter 
nal ?rst microphone 700. In addition. camera 100 comprises 
a common focus detection sensor (see AF sensor 10 in FIG. 
2) which is. for example. a pupil resolution focus detection 
device. Camera 100 also comprises a common exposure 
control device. such as a photometric sensor (see automatic 
exposure sensor AE sensor 11 in FIG. 2). Focus detection 
devices and exposure control devices are well-known in the 
art and details of the devices will not be further described 
herein. 
The focus detection device. as shown for this 

embodiment. performs focus detection at nine focus detec 
tion areas 500a-500i displayed on view?nder display 500 
and outputs focus detection signals which correspond to the 
nine focus detection areas 500a-500i. 

As illustrated in FIG. 2. AF mode dial 200 can select from 
the following switches: a ?rst calibration mode switch 
CALI. a second calibration mode switch CAL2. a ?rst voice 
input AF mode switch (V-AF 1) 200a, a second voice input 
AF mode switch (V-AF2) 20012, a ?rst multi-AF mode 
switch (M-AFl) 200a, and a second multi-AF mode switch 
(M-AF2) 200d. 

First calibration mode switch CALI operates to input a 
?rst base data for recognition of the voice of a ?rst photog 
rapher. 

Second calibration mode switch CAL2 operates to input 
a second base data for recognition of the voice of a second 
photographer. 

First voice input AF mode switch 200a initiates a mode 
where focus control is performed based on focus detection 
signals of one focus detection area. wherein the selection of 
the one focus detection area is determined from voice input 
of the photographer. 

Second voice inputAF mode switch 200!) initiates a mode 
where focus control is performed based on focus detection 
signals of two focus detection areas. wherein the selection of 
the two focus detection areas is determined from voice input 
of the photographer. 

First multi-AF mode switch 2000 initiates a mode where 
focus control is performed based on a selected number of the 
nine focus detection areas. wherein the selection of the focus 
detection areas is determined from voice input of the pho 
tographer. 

Second multi-AF mode switch 200d initiates a mode 
where focus control is performed by selecting the focus 
detection areas to be used from among the three focus 
detection areas 5000-5000 in the center of view?nder dis 
play 500. 

Switch SW1 is positioned in the center of AF mode dial 
200. SW1 operates as a calibration operation switch when 
SW1 is set to the ?rst and second calibration mode switches 
CALI and CAL2. respectively. SW1 operates as a switch to 
select the base data of the voice of the photographer when 
SW1 is set to the ?rst and second voice input AF mode 
switches 200a, 200b, respectively. 
AF switch 300 switches among three modes: “S-AF 

mode” in which shutter release is not permitted until an 
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in-focus signal is obtained; uC-AF mode” in which shutter 
release is possible at any time during the focus detection 
operation; and “MF mode" in which manual focusing is 
permitted but autofocusing is not permitted. 

Extm'nal microphone 700 is attached to the lower section 
of the back of the body of camera 100. Microphone 700 is 
attached in a position so that it is relatively easy to sense a 
photographer’s voice when the photographer holds camera 
100 in a horizontal position and looks into view?nder 
display 500. Also. microphone 700 is adjusted to eliminate 
the in?uence of external noise so that the photographer’s 
voice can be reliably sensed. 
The display of view?nder display 500 in FIG. 1(B) is 

equipped with a transmission-type display element such as. 
for example. an electrochromic element. which is attached in 
the vicinity of a focusing screen (not illustrated). Through 
the transmission-type display element. nine numerical dis 
plays (1 to 9) and frame displays (dotted rectangles sur 
rounding each numerical display) of the focus detection 
areas 500a-500i are displayed. 

As shown in FIG. 2. camera 100 is controlled by micro 
computer 16. CALl. CAL2. ?rst voice input AF mode 
switch 200a, second voice input AF mode switch 200b, ?rst 
multi-AF mode switch 200e, second multi-AF mode switch 
200d, SW1. AF switch 300. microphone 700 . release button 
400. view?nder display 500 and external display 600 are 
electrically interfaced to microcomputer 16. A second 
microphone 800 can also be placed on camera 100 and 
interfaced to CPU 16. As illustrated in FIG. 2. the following 
devices are also electrically interfaced to microcomputer 16: 
speaker 900. focus detection sensor (AF sensor) 10. photo 
metric sensor for automatic exposure (AE sensor) 11. posi 
tion detection circuit 12 (which detects the horizontal! 
vertical position of the camera). in-focus controlled lens 
drive circuit (lens drive device) 13 and automatic exposure 
control circuit (AE control device) 14. 

FIG. 3 illustrates a main processing sequence of micro 
computer 16 for a camera including a voice input device 
according to a present embodiment of the present invention. 
Microcomputer 16 executes step S1 through step S6 when 
the camera's power switch (not illustrated) is turned ON at 
step S0. 

In step S1. the voice base data for recognizing the voice 
of the photographer is detected and stored. and the calibra 
tion operation is performed. This detection and calibration 
operation is illustrated in detail in FIG. 4. 

In step S2. view?nder display control is performed 
according to the position of the camera. Control of the 
view?nder display is illustrated in detail in FIG. 5. 

In step S3. voice recognition control is performed where 
the voice of the photographer is recognized from the base 
data of step S1. Voice recognition control is illustrated in 
detail in FIG. 6. 

In step S4. display control of view?nder display 500 and 
external display 600 is performed from the photographer’s 
voice recognized in step S3. Display control is illustrated in 
detail in FIGS. 8 and 13. 

In step S5. automatic focus control (AF control) is per 
formed where focus detection of the focus detection area( s) 
is performed. AF control is illustrated in detail in FIG. 15. 

In step S6. exposure (AE) control is performed. Exposure 
control is well-known in the art. and. therefore. a further 
explanation will be omitted. 

FIG. 4 illustrates a processing sequence for calibration 
control of step S1 in FIG. 3. As shown in FIG. 4. the process 
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starts from step S9. In step S10. it is determined if AF mode 
dial 200 is switched to the ?rst calibration mode switch 
CALI. If CALI is selected. all of the base data which has 
been stored in voice recognition memory (not illustrated) of 
microcomputer 16 in advance is cleared and the process 
moves to step S11. 

In step S11. in order to display the focus detection area(s) 
for which calibration is to be performed. a numerical display 
(numbers 1 to 9) is displayed on view?nder display 500 and 
external display 600. ' 

In step S12. if switch SW1 is ON. the calibration opera 
tion is started. a flag which indicates that switch SW1 is ON 
is raised. and the system proceeds to step S13. 

In step S13. the photographer's voice is input from 
microphone 700. 

In step S14. the frequency characteristic data (base data) 
is extracted from the photographer‘s voice signals inputted 
from microphone 700. A so-called “voiceprint" of the pho 
tographer is extracted. 

In step S15. it is determined whether the frequency 
charactmistic data has been correctly extracted from the 
voice signals of the photographer. If. in step S15. the 
frequency characteristic data has been correctly extracted. 
the system proceeds to step S16 and a voice saying “OK” is 
generated by microcomputer 16 and projected through 
speaker 900 to inform the photographer. Conversely. if the 
frequency characteristic data has not been correctly 
extracted in step $15. the system proceeds to step S20 and 
a voice saying “Once More" is generated by microcomputer 
16 and projected though speaker 900 to alert the photogra 
pher that voice input must be perfonned again. In step S21. 
a flag which indicates the switch SW1 is OFF is raised 

In step S17. the voice frequency characteristic data (base 
data) which corresponds to the respective focus detection 
areas 5000-5001‘ is stored in memory (not illustrated). 

In step S18. areas which correspond to the focus detection 
areas 500a-500i stored in step S17 are displayed on view 
?nder display 500 and external display 600. (FIG. 7 illus 
trates the details of the control of view?nder display 500 
during calibration.) For example. numerical displays and 
frame displays are displayed for the focus detection area(s) 
500a-500i for which base data storage has been completed. 
Only numerical displays are displayed for focus detection 
areas for which storage has not been completed. thereby 
indicating that calibration has not been performed. 
From step S18. the process moves to a “return” at step S24 

if calibration is complete. If calibration is not complete. the 
process moves from step S18 to step S19. 

In step S19. switch SW1 is turned OFF. a ?ag which 
indicates that SW1 is OFF is raised. and there is a return to 
step S12 so that calibration is performed for the focus 
detection areas in which calibration has not been completed. 

In step S10. if AF mode dial 200 did not select the ?rst 
calibration mode switch CALI. the system moves to step 
S22. thereby indicating that CAL2 was selected. The process 
moves to step S23. which is shown as a single block in FIG. 
4 but represents the identical steps as steps 812-821 and 
S24. respectively. Therefore. calibration is performed for the 
second photographer under CAL2 as was performed for the 
?rst photographer under CALI. 

Based on the processing sequence of FIG. 4. the focus 
detection areas which the photographer desires are set. That 
is. the photographer does not need to calibrate all of the 
focus detection areas 500a-500i, but is able to set only the 
desired focus detection areas. As a result. the focus detection 
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6 
areas for which calibration has been completed are the focus 
detection areas which can be selected in voice input AF 
mode. For example. if the focus detection areas for which 
calibration has been completed are focus detection areas 
50011-5001", then selection is possible by voice input of any 
one of the focus detection areas 5000-50011 
The con?guration is such that. by repeating the calibration 

operation described in FIG. 4. the accuracy of the base data 
is improved by a learning function. and accuracy is 
improved during voice recognition control. 

FIG. 5 illustrates control of the horizontal and vertical 
positioning of view?nder display 500. As shown in FIG. 5. 
the process starts ?om step S49. In step S50. the camera 
position is detected based on the output of position detection 
device 12. In step S51. it is determined whether the camera 
is in the horizontal or vertical position. 

If camera 100 is held in the horizontal position in step 
S51. processing advances to step S52 and the order of the 
focus detection areas 500a-500i of view?nder display 500 is 
displayed as shown in FIG. 9(A). 

If. in step S51. it is detected that the camera 100 is being 
held in the vertical position. the process advances to step 
S53 and the order of the focus detection areas 500a-500i of 
view?nder display 500 is displayed as shown in FIG. 9(B). 
The order of the numerals is the same for both the horizontal 
and vertical displays. It is the “shape” of the display that 
changes between the horizontal and vertical displays. 
From steps S52 and S53. the process moves to a “return" 

at step S54. 
Voice recognition control is illustrated in FIG. 6. The 

process starts from step S59. In step S60. the photographer’s 
voice is input from microphone 700. In step $61. the base 
data of the photographer‘s voice (which was stored in the 
previously described calibration operation described in FIG. 
4) and the frequency characteristic data of the voice input in 
step S60 are compared. If base data from the calibration 
operation of two photographers has been stored. the base 
data of one of the photographers is selected by switch SW1 
selecting either CALI or CAL2. Normally. when the main 
power switch (not illustrated) of camera 100 is turned ON. 
the base data which has been input from calibration mode 
switch CALI is selected. 

In step S62. a display control signal which controls the 
display of the focus detection areas 500a-500i is output 
based on the voice recognized in step S61. 
From step 61 the process moves to a “retlrrn" at step S63. 
Control of view?nder display 500 and external display 

600 during calibration (FIG. 4) is described with reference 
to FIG. 7. As shown in FIG. 7. the process starts from step 
S69. In step S70. it is determined whether calibration mode 
switch CALI or calibration mode switch CAL2 has been 
selected by AF mode dial 200. The process proceeds to step 
S71 if either CALI or CAL2 has been selected. Otherwise. 
the processing sequence waits at step S70. 

In step S71. a numerical display (1-9) corresponding to 
the focus detection areas 5000-5001‘ on view?nder display 
500 and external display 600 is displayed and a command is 
given to the photographer to perform calibration. Only a 
numerical display. and not a frame display. is displayed at 
this time. 

In step S72. if calibration of the focus detection areas 
desired by the photographer is completed. then the process 
proceeds to step S73. In step S73. a frame display which 
corresponds to the focus detection areas for which calibra 
tion has been completed is made on view?nder display 500 
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and external display 600. Each frame display encloses one 
numerical display. For example. see FIG. 1(B) where frame 
displays (dotted lines) enclose numerals. 

In step S74. it is determined whether calibration mode 
switch CAL1 or CAL2 is still selected or “pressed" (that is. 
CALI or CAL2 has not been respectively released). If the 
respective CALI or CAL2 switch is still pressed. the system 
returns to step S72 and a frame display is made for each 
focus detection area for which calibration has been com 
pleted. In this manner. numerical displays and frame dis 
plays are formed simultaneously on view?nder display 500 
and external display 600 for the focus detection areas for 
which calibration has been completed. Therefore. the pho 
tographer can distinguish between the focus detection areas 
for which calibration has been completed and the focus 
detection areas for which it has not been completed. This is 
because only a numerical display is performed for the focus 
detection areas for which calibration has not been completed 
and a numerical display and frame display is performed for 
the focus detection areas for which calibration has been 
completed 

Alternatively, the con?guration may be such that only a 
frame display (and not a numerical display) is performed for 
the focus detection areas for which calibration has been 
completed In this manner. the photographer can distinguish 
between the focus detection areas for which calibration has 
been completed and the focus detection areas for which it 
has not been completed. since only a numerical display is 
performed for the focus detection areas for which calibration 
has not been completed. 

In step S75. the respective calibration mode switch CALI 
or CALZ has been released. At this point. only the focus 
detection areas for which calibration has been completed are 
displayed on view?nder display 500. A numerical display 
(and not a frame display) for the focus detection areas for 
which calibration has been completed is displayed on the 
view?nder display 500. Afocus detection area display is not 
permitted on the external display 600. Instead. external 
display 600 is used to display other photographic data. 
From step 875 the process moves to a “return” at step S76. 
In this manner. the photographer can select the focus 

detection areas by peering into view?nder display 500 and 
pronouncing the number of the desired focus detection 
areas. 

FIG. 8 illustrates display control when AF mode dial 200 
is operated and calibration mode switch CALI or CAL2 is 
switched to ?rst or second voice inputAF mode switch 200a 
or 20012. The process starts at step S79. In step S80. the 
position of camera 100 is detected and display is performed 
in the horizontal position or the vertical position so that the 
order of the focus detection areas 5000-5001‘ does not 
change (see steps S52 and S53 in FIG. 5). 

In step $81. a numerical display (and not a frame display) 
for the focus detection areas for which calibration has been 
completed is displayed on view?nder display 500. 
Speci?cally. display of the focus detection areas for which 
calibration has been completed is performed based on the 
calibration operation performed by calibration mode CALI. 
When a photographer would like to change the calibration 
mode to calibration mode CAL2, the photographer must 
operate switch SW1 to select CAL2. Through this selection 
via SW1. in addition to being able to select the base data 
which has been registered in advance through calibration by 
voice input. a photographer is able to display on view?nder 
display 500 the focus detection areas for which selection is 
possible (that is. the focus detection areas which have been 
“calibrated” by voice input are displayed on view?nder 
display 500). 
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When camera 100 is in a horizontal position. display of 

the focus detection areas 500a-500i is performed as shown 
in FIG. 9(A) and. when the camera 100 is in a vertical 
position. display of the focus detection areas is performed as 
shown in FIG. 9(B). 

In step S82. it is determined whether ?rst voice input AF 
mode switch 2000 is ON and. if it is ON. the process 
proceeds to step S83. In step S83. {V-AF 1]. which indicates 
the ?rst voice input AF mode. and the selected calibration 
mode [CALl] or [CALZ] are displayed on external display 
600. Speci?cally. a combined display such as that shown in 
FIGS. 10(A) or 10(B) is displayed. 

In step S84. display of the initial focus detection area 
before voice input is performed. If focus detection area 500b 
(where numeral “2" is displayed) is included among the 
completed calibration areas selected by the calibration 
operation from among focus detection areas 500a-500i, this 
area 500k is considered the initial focus detection area. Both 
a numerical display and a frame display are displayed for 
focus detection area 50% (see FIG. 11). 

Also. if focus detection area 5001) is not selected by the 
calibration operation. the focus detection area which is in the 
center of the focus detection areas selected by the calibration 
operation is set as the area. Both a numerical display 
and a frame display are made for this focus detection area. 

Focus detection and an autofocusing operation are per 
formed based on the initial focus detection area set in this 
manner. 

In step S85. the photographer’s voice for selecting the 
focus detection area is input. For example. the photographer 
says “?ve”. 

In step S86. through voice recognition control based on 
the voice input in step S85. there is a change from the initial 
focus detection area to the desired focus detection area. In 
this manner. as illustrated in FIG. 11. the focus 
detection area (for example. 50%) has its frame display 
erased. leaving only a numerical display (“2”). and the focus 
detection area after the change will have a ?'ame display 
along with a numerical display (“5"). 

In step S86. focus detection and an autofocusing opera 
tion are performed based on the desired focus detection area. 
From step S86. the process moves to a “return” at step S91. 

Display control of the second voice input AF mode is 
performed when it is determined. in step $82. that the system 
is not in ?rst voice input AF mode. The system proceeds 
from step S82 to step S87 and the second voice input AF 
mode is entered. The second voice input AF mode is a mode 
in which two contiguous focus detection areas are selected 

In step S87. the selected calibration mode. [CALl] or 
[CALZ], is displayed on the external display 600 along with 
[V - AF2]. which indicates the second voice input AF mode. 
Speci?cally. a combined display such as that shown in FIGS. 
10(C) or 10(D) is displayed 

In step S88. display of the initial focus detection areas 
before voice input is performed. Speci?cally. referring to 
FIG. 12. if focus detection area 50% (“2" in the numerical 
display) and area 500e (“5" in the numerical display) are 
included among the areas selected by the calibration opera 
tion from among focus detection areas 500a-500i, these 
areas. 50% and 500e, are considered the initial focus 
detection areas. Both a numerical display and a frame 
display are made for focus detection areas 50% and 500e 
(see FIG. 12). Therefore. areas 50% and Silk can be 
considered "default" settings. 

If focus detection areas 500b and 500:: have not been 
selected by the calibration operation. the two focus detection 
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areas which are in the center of the focus detection areas 
selected by the calibration operation are set as the initial 
areas. Both a numerical display and a frame display are 
made for these two focus detection areas. Focus detection is 
performed based on the two initial focus detection areas set 
in this manner. Then. an autofocusing operation is per 
formed based on the average detection signal of the two 
focus detection results or on the near-side focus detection 
signzd. Focus detection is well-known in the art. 

In step S89. the photographer’s voice is input to select the 
focus detection area. For example. the photographer says 
“three”. 

In step S90. through voice recognition control based on 
the voice input in step S89. there is a change from the initial 
focus detection areas to the desired focus detection areas. As 
illustrated in FIG. 12. the two initial focus detection areas 
(for example. 50% and 500e) have their frame display 
erased. leaving only numerical displays (“2" and “5”). and 
the two focus detection areas after the change will have a 
frame display along with a numerical displays (“2” and “3"). 

Referring to FIG. 12. if the photographer says “nine” to 
select focus detection area 5001', a frame display is made 
along with numerical displays (“3" and "9") for the two 
focus detection areas after the change. 
The new focus detection area. determined by voice input. 

is set after the previous focus detection area (which was 
positioned directly across from. above. or below the new 
focus detection area) is changed. 
From step S90. the process moves to a “return” at step 

S91. 
Focus detection and an autofocusing operation are per 

formed based on the two focus detection areas set in this 
manner. Speci?cally. the con?guration is such that when the 
AF mode dial 200 selects ?rst or second voice input AF 
mode switch 200a or 200b, focus detection is performed in 
all of the focus detection areas which were set by the 
calibration operation and selected by a photographer. This 
autofocusing operation is illustrated in detail in FIG. 15 

Also. in the ?rst voice input AF mode. if two or more 
areas are not calibrated in the calibration operation. a 
warning (either a voice or displayed warning) is issued to 
indicate that the setting of this mode has no effect. In the 
second voice input AF mode. if three or more areas are not 
calibrated in the calibration operation. a warning (either 
voice or a displayed warning) is issued to indicate that the 
setting of this mode has no e?‘ect. 

Explanation of the display control of the ?rst and second 
rnulti-AF mode is described with reference to FIG. 13. As 
shown in FIG. 13. the process starts from step S99. In step 
S100. it is determined whether the ?rst multi-AF mode 
switch 2000 is ON and. if it is ON the system proceeds to 
steps S101 and S102. In step S101. display of the focus 
detection areas of the ?rst multi-AF mode is performed. 
[M-AFl]. which indicates ?rst multi-AF mode. is displayed 
on the external display 600. In step S102. all nine focus 
detection areas S00a-500i are displayed on view?nder dis 
play 500 (see FIG. 14(A)). From step S102. the process 
moves to a “return” at step S107. 

It should be noted that. in step S5 (FIG. 3). the focus 
detection signals for each focus detection area displayed in 
step S102 in FIG. 13 are computed based on a speci?ed 
algorithm (for example. a close-range priority algorithm). 
one focus detection signal is computed automatically. and 
autofocusing is performed based on this signal. 
When ?rst multi-AF mode switch 2000 is not ON in step 

S100. the system proceeds to steps S103 through S106 
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where the focus detection areas of the second multi-AF 
mode are displayed. 

In step S103. [M-AFZ]. which indicates the second multi 
AF mode. is displayed on the external display 600. 

In step S104. detection of the position of camera 100 is 
performed If camera 100 is in the horizontal position. the 
system proceeds to step S105 and. if camera 100 is in a 
vertical position. then the system proceeds to step S106. 

In step S105. three focus detection areas 5000, 500b, 5000 
are displayed on view?nder display 500 (see FIG. 1403)). It 
should be noted that. in step S5 of FIG. 3. the focus detection 
signals of these three areas 500a, 500b, 500s are computed 
based on a speci?ed algorithm (for example. a close-range 
priority algorithm). one focus detection signal is computed 
automatically. and autofocusing is performed based on this 
signal. 

In step S106. three focus detection areas 50%, 500e, 500k 
are displayed on view?nder display 500 (see FIG. 14(C)). It 
should be noted that. in step S5 of FIG. 3. the focus detection 
signals of these three areas are computed based on a speci 
?ed algorithm (for example. a close-range priority 
algorithm). one focus detection signal is computed 
automatically. and autofocusing is performed based on this 
signal. 
From steps S105 and S106. the process moves to a 

“return” at step S107. 
Control for autofocusing in the various voice input AF 

modes is explained with reference to FIG. 15. As shown in 
FIG. 15. the process starts from step S109. In step S110. it 
is determined whether the system is in ?rst voice input AF 
mode. 

If the system is in the ?rst voice input AF mode in step 
S110. the system proceeds to step S111 and fours detection 
is performed for all of the focus detection areas for which 
calibration has been completed. That is. a focus detection 
computation circuit (not illustrated. but included as part of 
CPU 16) receives a signal from AF sensor 10 and outputs a 
focus detection signal. This focus detection method may be 
a phase difference detection method which detects the 
defocus amount (amount of deviation from the in-focus 
position) of the picture-taking lens or a triangulation method 
which detects the distance from the camera to the subject. 
Therefore. the focus detection signal may be a defocus 
amount signal or a distance signal. Focus detection methods 
are well-known. 

In step S112. autofocusing is performed based on focus 
detection signals which correspond to the initially set focus 
detection areas. As previously described in the discussion 
relating to FIG. 8. area 50019 is the default setting for 
the ?rst voice input AF mode. 

In step S113. a determination is made as to whether there 
has been voice input from the photographer. If there is no 
voice input. the system proceeds back to step S112. 

In steps S114. the focus detection areas are changed based 
on the photographer’s voice input. In the example previ 
ously discussed in relation to FIG. 8 where the initial area is 
5001: and the photographer selects “?ve” via voice input. the 
focus detection areas change from area 50% to area 500e 
(see FIG. 11) and. in step S115. autofocusing is performed 
based on a focus detection signal which corresponds to focus 
detection area 500a after the change. 
From step S115. the process moves to a “return" at step 

S123. 
If the ?rst voice input AF mode has not been selected at 

step S110. the process moves to step S116. In step S116. it 
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is determined whether the second voice input AF mode has 
been selected. Ifit has been selected. the system proceeds to 
step S117. If the second voice input AF mode has not been 
selected. the system proceeds to step S122. 

In steps S117 through S121. control is also performed in 
the same manner as in previously described for steps S111 
through S115. respectively. However. the second voice input 
AF mode is selected. Therefore. focus detection signal used 
in autofocus control is the average value of the focus 
detection signals normally generated from the two focus 
detection areas. Otherwise. the focus detection signal used in 
autofocus control may be the near-side focus detection 
signal from among the focus detection signals generated 
from the two focus detection areas. Autofocus methods are 
well-lmown in the art. 
From step $121. the process moves to a “return” at step 

S123. 
Step 5122 represents autofocusing control (AF control) 

for the ?rst and second multi-AF modes. Step S122 repre 
sents steps corresponding. respectively. to steps S111-S115 
and also corresponding. respectively. to steps S117-S121. In 
step S122. similar to step S118. autofocus is performed for 
multiple detection areas. Autofocusing methods for multiple 
detection areas are well-known in the art 

Through the present embodiments of a camera according 
to the present invention. the speci?ed focus detection area 
can be easily selected by the voice input of the photographer. 
Also. the photographer is able to use voice input to set in 
advance the focus detection areas for which selection is 
possible. In this manner. focus detection which corresponds 
to a photographer’s picture-taking intentions is possible. 
The present embodiments of a camera according to the 

present invention detect focus condition at focus detection 
areas selected by the voice input of the photographer and at 
focus detection areas contiguous to a previous focus detec 
tion area. Therefore. the system is able to easily follow even 
violently moving subjects without losing focus detection. 

Reference codes which correspond to the focus detection 
areas of the present embodiment of the present invention are 
described herein as numerals. However. the focus detection 
areas can be displayed as alphabetical characters or possibly 
symbols. These reference codes should be able to be pro 
nounced by a photographer. 
The present embodiments of a camera according to the 

present invention are able to easily select the desired focus 
detection areas via the voice of the photographer. 
The camera having a voice input device of the present 

invention comprises a focus detection mechanism which 
outputs focus detection signals corresponding to each of the 
multiple focus detection areas. a voice recognition mecha 
nism which recognizes the voice of the photographer. a 
selection mechanism which selects the focus detection areas 
according to the voice recognized by the voice recognition 
mechanism. and a display mechanism which has area dis 
plays on the view?nder screen corresponding to the multiple 
focus detection areas and which displays the focus detection 
areas according to a selection mechanism. The focus detec 
tion mechanism performs focus detection of the focus detec 
tion areas selected by the selection mechanism. 

Although a few preferred embodiment of the present 
invention have been shown and described, it would be 
appreciated by those skilled in the art that changes may be 
made in these embodiment without departing from the 
principles and spirit of the invention. the scope of which is 
de?ned in the claims and their equivalents. 
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What is claimed is: 
1. A camera which can detect multiple focus conditions 

corresponding. respectively. to multiple focus detection 
areas. the camera comprising: 

a calibration mechanism which creates a database of 
frequencies corresponding to the voice of a respective 
photographer; 

a voice recognition mechanism which uses the database of 
frequencies created by the calibration mechanism to 
recognize the voice of the respective photographer 
from other voices; 

a selection mechanism which selects. when the voice 
recognition mechanism recognizes the voice. at least 
one focus detection area from the multiple focus detec 
tion areas. the selection being made in correspondence 
to the voice; 

a focus mechanism which detects and adjusts respective 
focus conditions corresponding to the at least one focus 
detection area selected by the selection mechanism; and 

a display device which includes a view?nder display with 
area display portions corresponding. respectively. to 
the multiple focus detection areas. the display device 
displaying the respective at least one focus detection 
areas selected by the selection mechanism on the 
corresponding area display portions. 

wherein. when creating the database of frequencies. the 
calibration mechanism sequentially determines each 
focus detection area which can be selected by the 
selection mechanism and the display device displays 
each sequentially determined focus detection area after 
the respective focus detection area is determined and 
before the next sequential focus detection area is deter 
mined. 

2. A camera which can detect multiple focus conditions 
corresponding. respectively. to multiple focus detection 
areas. the camera comprising: 

a calibration mechanism which creates a database of 
frequencies corresponding to the voice of a respective 
photographer; 

a voice recognition mechanism which uses the database of 
frequencies created by the calibration mechanism to 
recognize the voice of the respective photographer 
from other voices; 

a selection mechanism which selects. when the voice 
recognition mechanism recognizes the voice. at least 
one focus detection area from the multiple focus detec 
tion areas. the selection being made in correspondence 
to the voice; 

a focus mechanism which detects and adjusts respective 
focus conditions corresponding to the at least one focus 
detection area selected by the selection mechanism; and 

a display device which includes a view?nder display with 
area display portions corresponding. respectively. to 
the multiple focus detection areas. the display device 
displaying the respective at least one focus detection 
areas selected by the selection mechanism on the 
corresponding area display portions. 

wherein the selection mechanism comprises a ?rst voice 
input AF mode for selecting one focus detection area of 
the multiple focus detection areas and a second voice 
input AF mode for selecting multiple contiguous focus 
detection areas of the multiple focus detection areas. 

3. A camera as in claim 2. further comprising an opera 
tional member which is externally operated to switch 
between the first voice inputAF mode and the second voice 
AF input mode. 






