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To all whom it may concern. 
Be it known that I, ROBERT Scorr, a citi 

zen of the United States, residing at Glenside, 
in the county of Montgomery, State of Penn 
sylvania, have invented anew and useful Im 
provement in Fireproof Pipe-Sleeves, which 
improvement is fully set forth in the folloW— 
ing speci?cation and accompanying drawings. 
My invention consists of a novel construc 

tion of pipe-sleeve which is made of suitable 
c. ?reproof material and provided with open 
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ings extending longitudinally therethrough, 
provision being made for holding said sleeve 
in proper position relative to the ceiling and 
floor and for retaining and guiding therein 
the pipe to which said sleeve is applicable, 
all as will be hereinafter set fort-l1, and spe 
ci?cally pointed out in the claim. 
Figure 1 represents a perspective view of 

pipe-sleeve embodying my invention. Fig. 
2 represents a vertical sectional view of said 
sleeve placed in position with a portion of a 
?oor and ceiling and fastening devices appli 
cable to the same, the section being taken on 
line mm, Fig. 3; Fig. 3 represents a plan View 
of Fig. 2. 

Similar letters of reference indicate corre 
sponding parts in the several ?gures. 
Referring to the drawings, A designates a 

pipe-sleeve, the same consisting of the body 
portion B,whicl1 may be rectangular or other 
shape, and h as extending longitudinally there 
through the passage 0, through which the 
pipe L passes. 
D designates openings extending longitu 

dinally through said sleeve in substantially 
parallel direction to the passage 0. 
E designates a portion of a ceiling, and F 

designates a portion of a ?oor, to which said 
pipe-sleeve is applicable. > 
G and H designate ?oor and ceiling plates, 

respectively, which are held in position rela 
tive to the ?oor, ceiling, and sleeve by means 

of the bolts K, each of said plates having an 
opening M therein from which extends in 
wardly the spurs or projections J, which abut 
against the pipe L and serve to hold the latter 
in position when the parts are assembled. 
The manner of assembling the parts is as 

follows: An aperture having been out in the 
?oor and ceiling F and E, respectively, of 
su?‘icient diameter for the insertion of the 
sleeve A the same is placed in position, so as 
to inclose the pipe L. The plates G and H 
are then placed in position over the ends of 
said sleeve, so as to contact with the ?oor and 
ceiling, respectively, and are held by means 
of the bolts K, which pass through said open 
ings on the plates and the openings D in the 
sleeve, the pipe‘L being held in position rela 
tive to said plates and to the sleeve A by 
means of the spurs or projections J, the caps 
G and H being preferably made in sections, 
as indicated in Fig. 3. 

It will be seen from the foregoing that by 
my invention a cheap and serviceable ?re 
proof pipe-sleeve is produced which reduces 
to a minimum the danger of ?re and is at the 
same time easy of access and readily placed 
.in position. 

Having thus described myinvention, what 
I claim as new, and desire to secure by Letters 
Patent, is- r 
A sleeve having openings therethrough, in 

combination With plates overlapping the ends 
of said sleeve and provided with openings co 
incidin g with those in said sleeve, bolts pass 
ing through certain of said openings in said 
plates and sleeve for binding them together, 
and spurs projecting inwardly from the Walls 
of a central opening in one of said plates. 

ROBERT SCOTT. 
Witnesses: 

JOHN A. WIEDERSHEIM, 
WM. 0. WIEDERSHEIM. 
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