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[57] ABSTRACT 

A tilt adjustment mechanism having an upper housing, a 
loWer housing and a shaft assembly is disclosed. The shaft 
assembly receives the gears Which are pressed on either end 
of shaft. The shaft ?ts through locating slots in the loWer 
housing. Each of the gears are activated by internal gears 
located on each side of the upper housing. The internal gears 
are integrally formed With the upper housing. The upper 
housing is hinged on the loWer housing and can rotate 20 
degrees. The shaft assembly mechanism provides a torsion 
bar function to insure that the upper housing moves evenly 
With respect to the loWer housing. Even motion in the 
upWards and doWnWards directions of the housing is pro 
vided by even rotational torsional motion and opposite 
rotational torsional motion of the shaft assembly of the tilt 
adjustment mechanism. The shaft assembly mechanism 
decouples the frictional load in the tWo different rotational 
directions about its shaft. This permits the adjustment of the 
forces to optimal levels in both directions. A relatively high 
force is desired to move the upper housing in a doWnWard 
direction. This prevents the operator’s touches on a display 
tablet, mounted to the upper housing to cause the tilt 
adjustment mechanism to move in the doWnWard direction. 
Arelatively loW force is required to move the tilt adjustment 
mechanism in the upWards direction. 

7 Claims, 17 Drawing Sheets 
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COMPUTER SYSTEM WITH A TILT 
ADJUSTMENT MECHANISM 

This is a divisional of application Ser. No. 08/436,941 
?led on May 8, 1995, now US. Pat. No. 5,566,424. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates generally to a tilt adjustment 
mechanism for a display tablet and in particularly to a tilt 
adjustment mechanism for use in connection With a touch 
screen display tablet. 

2. Related Applications 
This application is related to co-pending application Ser. 

No. 08/437,008 entitled “A Front Cover Assembly for a 
Touch Sensitive Device” IBM Docket number RA9-95-015 
?led May 8, 1995 hereby incorporated by reference. 

This application is related to co-pending application Ser. 
No. 08/436,953 entitled “A Shaft Assembly for a Tilt Adjust 
ment Mechanism” IBM Docket number RA9-95-043 ?led 
May 8, 1995 hereby incorporated by reference. 

DESCRIPTION OF THE PRIOR ART 

In order to provide for varying operator requirements and 
suitable glare resistance, touch displays must be rotated up 
and doWn Within a certain range. This tilt adjustment helps 
compensate for operator height variations and ambient glare 
on the glass of the display surface. The touch display 
requires the use of touch for operator input so the tablet must 
Withstand a touch force Without moving. It is also desired 
that the touch display be adjustable With one hand Without 
any releases or buttons. It is further desired that in?nite 
adjustment be available Within the range of motion. Since 
the touch display unit is not heavy, it is also desired to be 
able to adjust the tablet upWard With one hand Without lifting 
the unit off the counter. 

There are several prior art techniques that solve some of 
the above requirements. One such technique is a hinge; 
hoWever, a number of prior art hinges have various disad 
vantages. Some prior art hinges leave a large amount of free 
play before any resistance is felt by the user. Other hinges 
alloW rotational movement of the members only in discrete 
steps through the use of a ratchet-type mechanism or a 
detent. Therefore, if the optimal vieWing angle for a par 
ticular operator is betWeen tWo discrete ratchet steps the 
operator much choose a position Which is not optimal. A 
ratchet mechanism limits the adjustment to certain discreet 
points and Would probably require release buttons. An 
unlock/adjust/lock mechanism could be employed but 
requires the use of release/lock buttons Which can be dif?cult 
to maneuver With one hand. A friction device could be 
employed but is dif?cult to adjust upWard Without using one 
hand to pull upWard and one hand to hold the system unit 
doWn. A friction device also provides the same resistance in 
the upWard and doWnWard directions. Another problem With 
these solutions is that the housing of the display tablet and 
system unit is plastic and ?exible. Pushing or pulling on one 
corner of the tablet can cause the tablet to tWist. This 
tWisting action can cause the unit to adjust unevenly and 
cause damage to the tablet. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a tilt 
adjustment mechanism that provides for a smooth, in?nite 
adjustment Within a given range of movement. 
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2 
It is a further object of the present invention to provide a 

tilt adjustment mechanism that provides for an adjustment 
force different in upWard versus the doWnWard direction. 

It is still a further object of the present invention to 
provide a tilt adjustment mechanism that provides for one 
handed operation. 

It is still a further object of the present invention to 
provide a tilt adjustment mechanism that does not require 
the use of release buttons to adjust. 

It is still a further object of the present invention to 
provide a tilt adjustment mechanism that is compact. 

It is still a further object of the present invention to 
provide a tilt adjustment mechanism that does not cause 
tWisting When in use. 

It is still a further object of the present invention to 
provide a tilt adjustment mechanism that operates evenly. 

It is still a further object of the present invention to 
provide a tilt adjustment mechanism Which is simple in 
construction, loW in manufacturing cost and compact in siZe. 

In accordance With a preferred embodiment of the present 
invention, a tilt adjustment mechanism having an upper 
housing, a loWer housing and a shaft assembly. The shaft 
assembly receives the gears Which are pressed on to either 
end of shaft. The shaft ?ts through locating slots in the loWer 
housing. Each of the gears are activated by internal gears 
located on each side of the upper housing. The internal gears 
are integrally formed With the upper housing. The upper 
housing is hinged on the loWer housing and can rotate 20 
degrees. The shaft assembly mechanism provides a torsion 
bar function to insure that the upper housing moves evenly 
With respect to the loWer housing. Even motion in the 
upWards and doWnWards direction of the housing is pro 
vided by even rotational torsional motion and opposite 
rotational torsional motion of the shaft assembly of the tilt 
adjustment mechanism. The shaft assembly mechanism 
decouples the frictional load in the tWo different rotational 
directions about its shaft. This permits the adjustment of the 
forces to optimal levels in both directions. A relatively high 
force is desired to move the upper housing in a doWnWard 
direction. This prevents the operator’s touches on a display 
tablet, mounted to the upper housing to cause the tilt 
adjustment mechanism to move in the doWnWard direction. 
Arelatively loW force is required to move the tilt adjustment 
mechanism in the upWards direction. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing and other objects, aspects and advantages 
of the invention Will be better understood from the folloWing 
detailed description With reference to the draWings, in 
Which: 

FIG. I is an eXploded vieW of the tilt adjustment mecha 
nism shoWing the upper housing, the loWer housing and the 
shaft assembly. 

FIG. 2(a) shoWs eXploded vieW of a shaft assembly 
having a spring clutch spring clip bushing shaft assembly. 

FIG. 2(b) shoWs eXploded vieW of a shaft assembly 
having a one-Way bearing clutch spring clip bushing shaft 
assembly. 

FIG. 2(c) shoWs exploded vieW of a shaft assembly 
having a spring clutch cork Washer bushing shaft assembly. 

FIG. 3(a) shoWs vieW of a shaft assembly having a spring 
clutch spring clip bushing shaft assembly. 

FIG. 3(b) shoWs vieW of a shaft assembly having a 
one-Way bearing clutch spring clip bushing shaft assembly. 
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FIG. 3(c) shows vieW of a shaft assembly having a spring 
clutch cork Washer bushing shaft assembly. 

FIG. 4(a) is an a cut-a-Way vieW of a cross section of the 
one-Way bearing clutch bushing. 

FIG. 4(b) is an a cut-a-Way vieW of a cross section of the 
one-Way bearing clutch bushing. 

FIG. 5(a) shoWs the tilt adjustment mechanism in the full 
doWn position With a spring clutch spring clip bushing shaft 
assembly. 

FIG. 5(b) shoWs the tilt adjustment mechanism in the full 
doWn position With a one-Way bearing clutch spring clip 
bushing shaft assembly. 

FIG. 5(c) shoWs the tilt adjustment mechanism in the full 
doWn position With a spring clutch cork Washer bushing 
shaft assembly. 

FIG. 6(a) shoWs the tilt adjustment mechanism in the full 
up position With a spring clutch spring clip bushing shaft 
assembly. 

FIG. 6(b) shoWs the tilt adjustment mechanism in the full 
up position With a one-Way bearing clutch spring clip 
bushing shaft assembly. 

FIG. 6(c) shoWs the tilt adjustment mechanism in the full 
up position With a spring clutch cork Washer bushing shaft 
assembly. 

FIG. 7 demonstrates assembly of the shaft assembly to the 
loWer housing. 

FIG. 8(a) is an exploded front vieW of a display tablet. 
FIG. 8(b) is an exploded rear vieW of a display tablet. 

FIG. 9(a) is an exploded vieW of an assembled computer 
system having a tilt adjustment mechanism, display tablet 
and system unit. 

FIG. 9(b) is an assembled computer system having a tilt 
adjustment mechanism, display tablet and system unit With 
the display tablet in the full up position. 

FIG. 9(c) is an assembled computer system having a tilt 
adjustment mechanism, display tablet and system unit With 
the display tablet in the full doWn position. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention provides a tilt adjustment mecha 
nism that can be adjusted by an operator With one hand, can 
be adjusted upWard With minimal force yet requires greater 
than a predetermined force to adjust doWnWard. The tilt 
adjustment mechanism also prevents tWisting of the tilt 
adjustment mechanism as Well as devices attached to the tilt 
adjustment mechanism. The tilt adjustment mechanism is 
in?nitely adjustable Within a certain range. In the preferred 
embodiment a 20 degree range of adjustment is provided for 
improving the usability of the touch display. Also in the 
preferred embodiment the tilt adjustment mechanism must 
With stand a 5 lb touch force Without moving in the doWn 
Ward direction. 

The present invention consists of the mechanism as 
shoWn in an exploded vieW in FIG. 1. The tilt adjustment 
mechanism consists of an upper housing 11, a loWer housing 
13 and a shaft assembly 15. The shaft assembly receives the 
gears (17A, 17B) Which are pressed on to either end of shaft 
(19). The shaft ?ts through locating slots (21A, 21B not 
shoWn) in the loWer housing 13. Each of the gears (17A, 
17B) are activated by internal gears (23A not shoWn, 23B) 
located on each side of the upper housing 11. The internal 
gears (23A, 23B) are integrally formed With the upper 
housing. The upper housing 11 is hinged on the lower 
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housing 13 and in the embodiment shoWn can rotate 20 
degrees. The hinge is provided by hinge posts (25A, 25B) on 
the upper housing 11 and hinge post receptacles (27A not 
shoWn, 27B) on the loWer housing 13. Other hinge embodi 
ments may also be utiliZed in accordance With the present 
invention. 

The loWer housing 11, upper housing 13 are preferable 
made of ?exible plastic material by an injection molding 
technique. The gears are preferably made of a strong and/or 
stiff plastic material also using injection molding techniques. 
Although any material that is strong and/or stiff may be 
utiliZed, in the preferred embodiment glass or Te?on ?lled 
plastic is used. Note the Wedge shaped housings Wherein the 
upper housing 11 ?ts over the loWer housing 13. The upper 
housing 11 rotates about said loWer housing 13 about said 
hinge using the internal gears (23A, 23B) and the gears 
(17A, 17B) and the shaft assembly. 
The shaft assembly mechanism provides a torsion bar 

function to insure that the upper housing moves evenly With 
respect to the loWer housing. Even motion in the upWards 
and doWnWards direction of the housing is provided by an 
even rotational (i.e., clockWise) torsional motion and an 
opposite rotational (i.e., counterclockWise) torsional motion 
of the shaft assembly of the tilt adjustment mechanism. The 
shaft assembly mechanism decouples the frictional load in 
the tWo different rotational directions about its shaft 19. This 
permits the adjustment of the forces to optimal levels in both 
directions. A relatively high force is desired to move the 
upper housing in a doWnWard direction. This prevents the 
operator’s touches on the touch screen display or display 
tablet, mounted to the upper assembly as shoWn in FIG. 9, 
for data input purposes to cause the tilt adjustment mecha 
nism and thus the touch display to move in the doWnWard 
direction. A force of approximately 5 lbs should be neces 
sary to cause the display to move in the doWnWard direction. 
Arelatively loW force is required to move the tilt adjustment 
mechanism in the upWards direction. These forces may be 
changed by changing the spring force, bushing diameter, 
and/or coef?cient of friction betWeen the various parts of the 
shaft assembly as discussed beloW for the various shaft 
assembly embodiments. 
The shaft 19 is preferably made of stainless steel. Note 

that in the preferred embodiment the ends of the shaft have 
a smaller diameter than the main body of the shaft. Each of 
the smaller diameter ends (51A, 51B) may travel in the 
guides (52A, 52B) in the upper housing 11 Which provides 
additional torsional stability as Well as keeping the gears 
(17A, 17B) aligned on the internal gears (23A, 23B). The 
guides (52A, 52B) may also be designed to facilitate assem 
bly of the tilt adjustment mechanism by providing an 
assembly path for the shaft assembly. Also note the ?ats 
(53A, 53B) are present for mating the gears (17A, 17B) to 
the shaft 19. The gears (17A, 17B) have receptacles for 
receiving the ?at portions of the shaft (53A, 53B). The gears 
(17A, 17B) are thus mechanically locked to the shaft 19 and 
rotate along With the shaft 19 When the shaft 19 rotates. The 
gears (17A, 17B) When activated by the internal gears (52A, 
52B) With an appropriate force cause the shaft 19 to turn. 

SPRING CLUTCH SPRING CLIP BUSHING 
SHAFT ASSEMBLY 

In the embodiment shoWn in FIG. 1, and also exploded in 
FIG. 2(a), and shoWn assembled in FIG. 3(a), the shaft 
assembly mechanism has a bushing 31 and spring clutch 35 
that slips onto the shaft 19 and is held in position by a c-clip 
33 and end clip 32. Note the c-clip notch 34 for preventing 










