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[57] ABSTRACT 

A nasal speculum having generally arcuate blades movable 
between a closed position and an open examination position. 
The speculum includes interconnected parallel arms having 
cross members at one end. The cross members mount a pair 
of intermediate members having the arcuate blades at their 
distal ends. After the blades are inserted in a nasal 
passageway, the arms are squeezed to move the blades from 
the normally closed position outWardly to the open exami 
nation position. Preferably, the nasal speculum is a one 
piece molded plastic having smooth conical blades at the 
Work surfaces. 

13 Claims, 3 Drawing Sheets 
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NASAL SPECULUM 

BACKGROUND OF THE INVENTION 

The present invention is directed to a speculum and more 
particularly to a nasal speculum having blades at one end 
which are moved outwardly into an examination position 
after the blades of the speculum have ?rst been inserted into 
a nasal passageway. 

SUMMARY OF THE INVENTION 

The present invention is directed to an improved nasal 
speculum which is preferably constructed from a plastic 
material with all of the components being integral. 

The nasal speculum, according to the present invention, 
includes spaced arms having cross members at one end. The 
cross members operatively mount a pair of arcuate blades at 
their distal ends. The cross members are spaced from the 
main arms and are generally parallel to the arms. 

After the blades are inserted into a nasal passageway, the 
arms are squeeZed together to move the blades from a 
normally closed position outwardly to an open examination 
position. In one embodiment a lock is provided to hold the 
blades in the desired open examination position. After 
release, the arms are biased to move the blades inwardly 
toward the normally closed position. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective view of a nasal speculum, accord 
ing to the present invention in a normally closed position; 

FIG. 2 is a perspective view, similar to FIG. 1, showing 
the nasal speculum in an open examination position; 

FIG. 3 is a side elevation view of the nasal speculum, 
according to the present invention; 

FIG. 4 is a top plan view of the nasal speculum, according 
to the present invention, shown in the normally closed 
position; 

FIG. 5 is a view similar to FIG. 4 showing the nasal 
speculum in its open examination position; 

FIG. 6 is a cross-sectional view taken along the line 6—6 
of FIG. 4; 

FIG. 7 is a cross-sectional view taken along the line 7—7 
of FIG. 5; 

FIG. 8 is a fragmentary perspective view showing a lock 
for holding the blades in the open FIG. 5 position; and 

FIG. 9 is a cross-sectional view taken along the line 9—9 
of FIG. 8. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring to the drawings, a nasal speculum, according to 
the present invention, is generally indicated by the reference 
number 10. Preferably, the nasal speculum 10 is integrally 
constructed of plastic components. For example, the com 
ponents can be a one-piece molded construction using a 
polymeric material such as a polyethylene composition. 

In addition to plastic compositions, the nasal speculum 10 
can be constructed of metal. Stainless steels and aluminum 
compositions are preferred. 

The nasal speculum 10 includes a ?rst and second lon 
gitudinally extending and spaced arms 11 and 12. The ?rst 
and second arms 11 and 12 are generally parallel to one 
another and are connected to each other by an integral end 
member 13. The end member 13 biases the ?rst and second 
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2 
arms 11 and 12 outwardly to the normally closed position of 
the nasal speculum 10 illustrated in FIG. 4. 
A ?rst cross member 15 extends from the ?rst arm 

member 11 and a second cross member 16 extends from the 
second arm 12. Referring to FIGS. 1 and 2, the cross 
members 15 and 16 have reduced heights compared to the 
arms 11 and 12 which allows the cross members 15 and 16 
to cross over one another without engagement. In the present 
embodiment, a ?rst intermediate member 18 extends from 
the ?rst cross member 15 and a second intermediate member 
19 extends from the second cross member 16. The ?rst 
intermediate member 18 is spaced from and is generally 
parallel to the ?rst longitudinally extending arm 11. The 
second intermediate member 19 is spaced from and is 
generally parallel to the longitudinally extending second arm 
12. A ?rst blade 21 is mounted on the distal end of the ?rst 
intermediate member 18. Similarly, a second blade 22 is 
mounted on the distal end of the second intermediate mem 
ber 19. 
As shown in FIGS. 2 and 4, the ?rst and second blades 21 

and 22 have generally arcuate cross sections. When in the 
normally closed position shown in FIG. 1, the exteriors of 
the blades 21 and 22 have a generally conical appearance 
with a rounded bottom so that they may be inserted in a nasal 
passageway with comfort to the patient. The blades 21 and 
22, in the normally closed position shown in FIG. 1, are 
initially inserted in the nasal passageway of the patient. The 
examining physician then squeeZes the ?rst and second arms 
11 and 12 toward one another. Because of the crossed 
relationship of the cross members 15 and 16, the ?rst and 
second blades 21 and 22 are moved outwardly to the open 
examining position shown in FIGS. 2, 5 and 7. When the 
examination is completed, force on the ?rst and second arms 
11 and 12 is released and the nasal speculum 10 returns to 
the normal closed position shown in FIGS. 1, 4 and 6. 
The spring tension of the arms 11, 12 and members 13, 15, 

16, 18 and 19 are chosen to ensure that the yield point of the 
polymeric material is not exceeded during conditions of use 
of the nasal speculum 10. 

Referring to FIGS. 8 and 9 another preferred embodiment 
of a nasal speculum 30 is shown. The nasal speculum 30 has 
similar components as the nasal speculum 20 except for the 
addition of a lock 31. 

The arm 11 includes a lock opening 32 which de?nes a 
locking ledge 33. A relatively ?exible locking member 34 
integrally extends from the arm 12 and de?nes a plurality of 
locking notches 35 which mate with the locking ledge 33. A 
tab 36 is integrally mounted at the distal end of the locking 
member 34. 

During use of the nasal speculum 30 after the blades 21 
and 22 are adjusted to a desired open position, one of the 
locking notches 35 is engaged or mated with the locking 
ledge 33. This locks the nasal speculum 30 into the desired 
open position. The tab 36 is used by the operator during the 
locking and unlocking of the ?exible locking member and 
the locking ledge 33. 
The nasal speculums 10 and 30 include smooth work 

surfaces on the surfaces of the blades 21 and 22. The outer 
or work surfaces of the blades 21 and 22 are preferably 
matching in siZe and shape. 

Referring to FIG. 8, in the nasal speculum 30, the arms or 
handles 11 and 12 include textured grip surfaces 38 and 39. 
The textured grip surfaces 38 and 39 aid the operator in 
manipulating the nasal speculum 30 during use. 
Many revisions may be made to the above described 

embodiment without departing from the scope of the inven 
tion or from the following claims. 
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We claim: 
1. Aone-piece nasal speculum having a pair of arms, said 

arms having ?rst and second ends, said arms connected at 
said ?rst ends and crossing prior to said second ends, blades 
having smooth and matching conical Work surfaces mounted 
on said second ends of said arms, said Work surfaces having 
a generally conical appearance With a rounded bottom for 
insertion in a nasal passageWay, Wherein said arms are 
squeeZed to move the blades to a desired open examining 
position and the spring tension of the one-piece nasal 
speculum urges said blades toWard a closed position and a 
lock for releasably securing said blades in the open exam 
ining position. 

2. A nasal speculum, according to claim 1, Wherein said 
nasal speculum is constructed of integral molded polymeric 
material. 

3. A nasal speculum according to claim 1, Wherein said 
arms include textured grip surfaces. 

4. A nasal speculum, according to claim 1, Wherein said 
lock comprises a ?exible locking member integrally extend 
ing from one of said pair of arms and engaging the other one 
of said pair of arms. 

5. A nasal speculum having ?rst and second spaced arms, 
said ?rst and second arms being connected to one another, 
a ?rst cross member connected to said ?rst arm, a second 
cross member connected to said second arm, a ?rst blade 
operatively mounted to said ?rst cross member, a second 
blade operatively mounted to said second cross member, 
said ?rst and second blades each having a generally arcuate 
cross section and exterior conical surfaces for insertion in 
and complementary With nasal passages, said ?rst and 
second blades being movable between a closed position and 
an open examination position, said ?rst and second spaced 
arms urging said ?rst and second blades toWard the closed 
position, Whereby pressing of said ?rst and second spaced 
arms together moves said ?rst and second blades outWardly 
toWard the open examination position and a lock for releas 
ably securing said ?rst and second blades in said open 
examination position. 

6. A nasal speculum, according to claim 5, Wherein said 
?rst and second arms include textured grip surfaces. 

7. A nasal speculum, according to claim 5, Wherein said 
nasal speculum is a molded one-piece polymeric material, 
said lock including an integral ?exible locking member 
extending from one of said ?rst and second arms, said 
locking member de?ning a plurality of locking notches, said 
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other one of said ?rst and second arms de?ning a lock 
opening for receiving said locking member. 

8. A nasal speculum, according to claim 5, Wherein a ?rst 
intermediate member extends betWeen said ?rst cross mem 
ber and said ?rst blade, said ?rst intermediate member being 
spaced from and generally parallel With said ?rst arm and a 
second intermediate member extending betWeen said second 
cross member and said second blade, said second interme 
diate member being spaced from and generally parallel With 
said second arm. 

9. A nasal speculum, according to claim 5, Wherein said 
?rst and second arms are connected to one another by an end 
member. 

10. A nasal speculum, according to claim 9, Wherein said 
?rst and second arms, said ?rst and second cross members, 
said ?rst and second blades and said end member are 
constructed of a plastic material. 

11. A nasal speculum, according to claim 9, Wherein said 
?rst and second arms, said ?rst and second cross members, 
said ?rst and second blades and said end members are 
constructed of metal. 

12. A nasal speculum, according to claim 5, Wherein said 
?rst and second blades have a general conical shape When 
said ?rst and second blades are in the closed position. 

13. A nasal speculum having ?rst and second spaced and 
generally parallel arms, an end member integrally extending 
betWeen said ?rst and second arms, ?rst and second cross 
members integrally extending in a cross relationship 
betWeen said ?rst and second cross members, ?rst and 
second intermediate members integrally extending from said 
?rst and second cross members, said ?rst and second inter 
mediate members being spaced from and generally parallel 
With said ?rst and second arms, said ?rst and second 
intermediate members having distal ends, and ?rst and 
second integral arcuate blades mounted on the distal ends of 
said ?rst and second intermediate members, said ?rst and 
second blades being movable betWeen a closed position and 
an open examination position, said ?rst and second integral 
arcuate blades having conical exterior surfaces With a 
rounded bottom for insertion in a nasal passageWay, said ?rst 
and second arms, said end member, said ?rst and second 
cross members, said ?rst and second intermediate members 
and said ?rst and second blades being constructed from a 
plastic material. 


