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[57] ABSTRACT 

A spare decoder has a ?rst register, a second register, and a 
multiplexer for selecting the output of the ?rst register or 
that of the second register. The ?rst register stores data of a 
fuse element. In the ordinary operating mode, a defective 
memory cell is replaced by a spare cell in accordance with 
the data stored in the ?rst register. In the test mode, it is 
determined whether at least one spare cell is defective or not. 
If thae are no defective spare cells, the data that should be 
stored in the defective memory cell is written into one of the 
spare cells. Errther, the address of the defective memory cell 
is written into the second register. The defective memory 
cell is replaced by one of the spare cells in accordance with 
the data stored in the second register, by cutting the fuse 
element in accordance with the address of the defective 
memory cell. 

14 Claims, 11 Drawing Sheets 
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SEIVHCONDUCTOR MEMORY DEVICE 
HAVING BOTH REDUNDANCY AND TEST 

CAPABILITY AND METHOD OF 
MANUFACTURING THE SAll/[E 

BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention relates to a semiconductor memory 

device having a redundancy circuit and, more particularly to 
a semiconductor memory device for use in a one-chip 
microcontroller and also to a method of testing this semi 
conductor memory device. 

2. Description of the Related Art 
Recently, semiconductor elements incorporated in a semi 

conductor substrate have been made smaller than before. 
More and more semiconductor elements are included in one 
chip. Along with the increase in the number of elements, 
technique of reducing defect density in semiconductor 
devices is gradually improved. Nevertheless, a low yield of 
the device comprising these elements is observed during the 
development of a device or at the start of mass production 
thereof. To increase the yield, it has been proposed and 
practiced to incorporate a redundancy circuit in the device. 
A redundancy circuit incorporated in a semiconductor 

memory, for saving the memory despite of the defects made 
during the manufacture of the memory, will be described. 
The circuit comprises several rows of spare cells and several 
columns of spare cells. Assume the memory have defective 
rows of memory cell and/or defective columns of memory 
cells. When an address signal is input to the memory, 
designating any defective row or column of memory cells, 
a row or column of spare cells is selected, not the defective 
row or column. The semiconductor memory can therefore be 
used as a reliable one, even if it has defective rows of 
memory cell and/or defective columns of memory cells. 
Thanks to the redundancy circuit, the yield of the memory 
is very high though the chip area of the memory is larger 
than in the case where no redundancy circuit is incorporated 
What is indispensable to any memory having a redundancy 
circuit is programming means which assigns the addresses 
of the defective rows and columns to the spare rows and 
columns. 

FIGS. 12 and 13 show a semiconductor memory which 
has a redundancy circuit. The memory is the type in which 
a spare row (word) line is selected in place of a row (word) 
line to which at least one defective memory cell is con 
nected. As shown in FIG. 12, the memory comprises a 
memory section l,asparedecoder10,levelshifters 12,a 
NOR circuit 13 and a row decoder 8. The spare decoder 10 
stores addresses of defective rows (hereinafter referred to as 
“defective addresses”). Address signals A0 to An are input 
to the spare decoder 10 via an address bus. If the address 
de?ned by the signals A0 to An is identical to one of the 
defective addresses, the spare decoder 10 generates a coin 
cidence signal AEl, AE2, . . . or AEm. The coincidence 
signal is input to the NOR circuit 13 and also to the 
corresponding spare row line SW'LI, SWLI, . . . or SWLm 
through the level shifters 12. The NOR circuit 13 generates 
a spare enable signal SE in accordance with the coincidence 
signals AEl toAEm. The spare enable signal E is supplied 
totherow decoders. The signalSEdisables therow decoda' 
8 so that the spare row lines SWLl to SWLm may be 
selected. When the row decoder 8 is in enabled state, it 
selects one of the row line WLl to WLm' in accordance with 
the address signals A0 to A11. 
The row lines WLl to WLm' and the spare row lines 

SWLl to SWLm’ are incorporated in the memory section 1. 
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The memory section 1 comprises k column (bit) lines 
extending at right angles to the row lines WLl to WLm', 
m'xk memory cells (not shown) arranged in in‘ rows and k 
columns, and toxic spare cells (not shown) arranged in in 
rows and k columns. The gates of k memory cells forming 
a row are connected to one row line, and the gates of k spare 
cells forming a row are connected to one spare row line. The 
source and drain electrodes of each memory cell are con 
nected to the ground line (not shown) and one column line, 
or to the column line or the ground line. respectively. So are 
the source and drain electrode of each spare cell. The column 
lines are connected to a column selector (not shown) and 
ampli?ers (not shown). The data signals generated by the 
sense ampli?ers are supplied to a data bus. 

FIG. 13 shows the spare decoder 10. The spare decoder 10 
has coincidence detecting circuits 101 to 10m and AND 
circuits 111 to 11m. The output signals from of each coin 
cidence detecting circuits are supplied to one AND circuit. 
The coincidence detecting circuit 101 comprises fuse cir 
cuits FE1, F01, F11, . . . Fn-ll and Fnl, the coincidence 
detecting circuit 10m comprises fuse circuits FEm, F0m, 
Flm, . . . Fn-lm and Fnrn. The fuse circuits of each 
coincidence detecting cirurit output signals each having 
logic value “1” when the address signals A0 to An input to 
them are identical to the defective address signals stored in 
them. In this case, the AND circuit to which “Is” are input 
generates a coincidence signal. 
The coincidence detecting circuits 101 to 10m are iden 

tical in structure. Therefore, only the coincidence detecting 
circuit 101 will be described with reference to FIG. 14. The 
fuse circuit FEl stores a bit which enables the coincidence 
detecting circuit 101 so that the redundancy circuit can be 
used. The fuse circuit FEl comprises a resistor R, a fuse 
element F and a buffer 81. The resistor R and the fuse 
element F are conneaed in series between the power supply 
and the ground The bu?’er 81 has its input connected to the 
node N1 of the resistor R and the fuse element F. When the 
fuse element F is melted and cut by supplying a current 
through the element F or a last: beam is applied thereto, the 
potential of the node N1 rises to the high level (“1”). As a 
result, the spare enable signal SE output from the butfer 81 
rises to the high level. 
The remaining fuse circuits F01 to Fnl of the coincidence 

detecting circuit 101 store defective address signals. Each of 
the fuse circuits F01 to Fnl comprises a resistor R, a fuse 
element F and an exdusive OR cirulit 82. The exclusive OR 
circuit 82 has two inputs, one of which is connected to the 
node of the resistor R and the fuse element F and the other 
of which is connected to receive a one-bit address signal. 
The exclusive OR circuits 82 generate of the coincidence 
detecting circuits 101 generate coincidence signals SA01 to 
SAnl. Namely, each fuse circuit stores a defective address 
signal in accordance with whether the fuse element F has 
been melted away or not. Assume that address signals A0 
and Al input to the fuse circuits F01 and F11 have logic 
values “0” and “1”, respectively, and that the fuse elements 
F of these circuits F01 and F11 have been cut and not cut, 
respectively. Then, the fuse circuit F01 outputs a coinci 
dence signal SA01 which has logic value “1”, and the fuse 
circuit F11 outputs a coincidence signal SAll which has 
logic value “1”. That is, if-the coincidence detecting circuits 
101 receives a defective address, it will generates coinci 
dence signals SA01 to SAnl all of which have logic value 
.11”. 

FIG. 15 is a ?ow chart explaining a method of testing the 
conventional redundancy circuit described above. The test is 
performed by a tester (not shown), to which the wafer on 
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which the semiconductor memory is attached. First. it is 
determined whether or not all memory cells of the memory 
are set in the state, for example whether or not data 
has been erased from the memory cells (Step STl). If YES 
in Step STl, test data is written into the memory cells, and 
it is determined whether or not the memory cells store the 
test data correctly (Step 8T2). If YES in Step ST2, the 
memory is found to have no defects. Hence, the redundancy 
circuit need not be used at all. In this case, the wafer is 
removed from the tester and subjected to high-temperature 
withstanding test in a test apparatus (Step 5T3). Thereafter, 
the wafer is attached to the tester again, and the test data is 
read from the memory. It is determined whether semicon 
ductor memory functions well or not (Step 8T4). If all bits 
of the test data remain stored in the memory cells, the 
semiconductor memory is regarded as ?awless. Thus, the 
test completes for the semiconductor memory. 

If NO in Step STl, that is, if a part of data is found stored 
in the memory cells, indicating that at least one memory cell 
is defective, the ?ow goes to Step STS, in which it is 
determined whether or not the semiconductor memory can 
be saved by using the limited number of rows of spare cells 
(Step SI‘S). If N0 in Step $15, the semiconductor memory 
is considered defective. If YES in Step STS, the ?ow retums 
to Step 8T2, in which the test data is written into the 
semiconductor memory, and it is determined whether or not 
the memory cells store the test data conectly. If NO in Step 
SP2, it is determined whether or not the semiconductor 
memory m be saved by using the limited number of rows 
of spare cells (Step SI‘6). IfNO in step ST6, the memory is 
regarded as defective. IfYES in Step ST6, the ?ow goes to 
Step 817, in which some of the fuse elements incorporated 
in the spare decoder 10 are art. 
The fuse elements F cannot be cut as long as the wafer 

remains attached to the tester. The wafer is removed from the 
testu and attached to a fuse-cutting apparatus, which is 
operated, cutting some of the fuse elements F incorporated 
in the spare decoder 10. The wafer is attached to the tester 
again. It is then determined whetha' any row of spare cells 
is defective a’ not, more precisely whether data can be 
correctly erased from and written into the memory cells of 
eachrow (Step SP8). IfNO in Step SP8, the memory is 
found defective. If YES in Step 8T8, it is determined 
whether data can be read from all memory cells correctly or 
not (Step 8T9). If NO in Step 8T9, the semiconductor 
memory is considered defective. If YES in Stq> SP9, the 
?ow go back to Step 8T3, in which the wafer is removed 
from the tester again and subjected to high-temperature 
withstanding test again. Then, the wafer is attached to the 
tester again, and data is read from the memory, to determine 
whether the semicondueta' mema'y functions well or not 
(Step ST4). If YES in Step ST4, the memory is found 
?awless. If NO, it is regarded as defective. 
As canbeunderstoodfromFIG. l5,thewafu' needs tobe 

removed from the tester twice in ordu' to use the rows of 
spare cells in place of the rows of memory cells which are 
defective. Namely, the waft: must be set in off-rack state 
two times. The more often the wafer is removed from the 
tester, the more frequently the semicondudor memory abuts 
on the probe of the tester, inevitably increasing the possi 
bility of damaging the pad of the memory. 
The rows of spare cells cannot be tested until after some 

of the fuse elements F incorporated in the redundancy circuit 
(more precisely in the spare decodm' 16) are melted away. 
Hence, even if the spare cells are defective and cannot be 
usedinplace ofany memorycells thatarefoundtobe 
defective, a long time must be spent to test the semicon 
ductor memory. 

20 

35 

55 

65 

4 
SUMMARY OF THE INVENTION 

The object of the present invention is to provide a 
semiconductor memory device which comprises a redun 
dancy circuit comprising spare cells and fuse elements used 
as memory elements and in which the spare cells can be 
tested before the fuse elements are cut, and also to provide 
a method of testing a semiconductor memory of this type 
with high e?iciency. 
To achieve the object, according to the present invention 

there is provided a semiconductor memory which com 
prises: a memory sections having a plurality row lines, a 
plurality of spare row lines, a plurality of memory cells 
arranged in rows and connected to the row lines, and a 
plurality of spare cells arranged in rows and connected to the 
spare row lines; nonvolatile memory means storing at least 
one defective address representing a row line including at 
least one defedive memory cell, and storing data for allow 
ing at least one spare row line to replace the at least one row 
line; a ?rst register for storing the data read from the 
nonvolatile memory means; a second register for storing 
defective addresses supplied from an external device and 
representing defective ones of the row lines and storing the 
data read from the nonvolatile memory means; and a select 
ing circuit for selecting signals output from the ?rst register 
or from the second register, in accordance with a selection 
signal. In a ?rst mode other than a test mode, any row line 
including at least one defective memory cell is replaced by 
one of the spare row lines in accordance with the data stored 
in the ?rst register. In a second mode which is a test mode, 
any row line including at least one defective memory cell is 
replaced by one of the spare row lines in accordance with the 
data stored in the second register. 
To achieve the above-mentioned object, acorn-ding to the 

invention there is provided a method of testing a semicon 
ductor memory which comprises the steps of: a ?rst step of 
reading data from all memory cells, thu'eby to determine 
whether the memory cells are a second step of 
determining whether it is possible to write data into all 

memory cells, when all memory cells are found a third step of reading data from the spare cells when at least 

one defective memory cell is detected in the ?rst step or the 
second step, determining whether the spare cells are 
initialized, whether it is possible to write data 
into the spare cells, and storing into a register an address data 
for the at least one defective memory cell and data allowing 
at least one spare row line to replace the at least one row line, 
when it is found possible to write data into the spare cells; 
a fourth step of replacing the at least one defective memory 
cellwithasparecellinaccordancewiththeaddressdata 
stored in the register, and determining whethu' it is possible 
toreaddatafromallmemory cells;anda??h stepofaitting 
fuse elements incorporated in a redundancy circuit in accor 
dance with the address data for the at least one defective 
memory cell, when it is determined in the fourth step that it 
is possible to replace the at least one defective memory cell 
withasparecell soastoreaddatafromallmemorycells. 
Thus it is possible with the present invention to determine 

whether data can be written into and read from the spare 
cells before the fuse elements (i.e., the nonvolatile memory 
means) are cut. The spare cells need not be tested after the 
fuse elements are cut After the fuse elements are cut, it 
su?ices to determine whether the defective memory cells 
have been replaced by spare cells. Hence, the wafer must be 
set in otT-rack state, but only once. This helps to minimize 
damages to the pads and to enhance the e?iciency of testing 
the redundancy circuit. 
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Additional objects and advantages of the invention will be 
set forth in the description which follows. and in part will be 
obvious from the description, or may be learned by practice 
of the invention. The objects and advantages of the invention 
may be realized and obtained by means of the instrumen 
talities and combinations par1icularly pointed out in the 
appended claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings, which are incorporated in 
and constitute a part of the speci?cation, illustrate presently 
preferred embodiments of the invention and, together with 
the general description given above and the detailed descrip 
tion of the preferred embodiments given below, serve to 
explain the principles of the invention. 

FIG. 1 is a circuit diagram showing a semiconductor 
memory according to the present invention; 

FIG. 2 is a circuit diagram illustrating the memory section 
of the semiconductor memory shown in FIG. 1; 

FIG. 3 is a circuit diagram showing the spare decoder 
incorporated in the semiconductor memory shown in FIG. 1; 

FIG. 4 is a circuit diagram illustrating the coincidence 
detecting circuit incorporated in spare decoder shown in 
FIG. 3; 

FIG. 5 is a block diagram illustrating a one-chip micro 
controller incorporating a nonvolatile memory which 
includes a redundancy circuit; 

FIG. 6 is a ?ow chart explaining how a redundancy circuit 
according to the invention does operate; 

FIG. 7 is a timing chart explaining the opaation of the 
redundancy circuit; 

FIG. 8 is another timing chart explaining the operation of 
the redundancy circuit; 

FIG. 9 is still another timing chart explaining the open 
tion of the redundancy circuit; 

FIGS. 10A to 10D are memory mapping diagrams of a 
semiconductor memory according to this invention; 

FIG. 11 is a pattern used to test the semiconductor 
memory of this invention; 

FIG. 12 is a circuit diagram showing a conventional 
semiconductor memory; 

FIG. 13is acircuit diagmmillustrating the sparedecodm' 
incorporated in the conventional semiconductor memory; 

FIG. 14 is a circuit diagram of the coincidence detecting 
circuit incorporated in the conventional semiconductor 
memory; and 

FIG. 15 is a ?ow chart explaining how the conventional 
memory is tested. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

A semiconductor memory according to the present inven 
tion will be described, with reference to the accompanying 
drawings. 
The semiconductor memory has a redundancy circuit. As 

shown in FIG. 1, the memory comprises a memory section 
1, a row decoder 8, level shifters 12, a NOR circuit 13, a 
spare decoder 20, and multiplexers 25. 
The memory section has row lines WLI to WLm' to 

which memory cells are connected, and spare row lines 
SWLI to Swim to which spare cells are connected. Address 
signals A0 toAn are suppliedto inverters IVI to Na through 
an address bus ADB. The inverters IVl to IVn invert the 
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6 
address signals A0 to An, and the address signals inverted 
are supplied to the row decoder 8. The row decoder 8 
decodes the address signals, selecting one of the row lines 
WLl to WLm'. The outputs of the row decoder 8 by the level 
shifters 12 to the row lines WLl to WLm’, respectively. 
The memory section 1 is connected to the spare decoder 

20 by a data bus UI‘B. The spare decoder 20 has a plurality 
of registers, which will be described late‘. The address bus 
ADB is connected to the spare decoder 20. The data bus 
DTB extends through the spare decoder 20 and is connected 
to the memory section 1. Supplied to the spare decoder 20 
are a read control signal RDFUSE for reading data from the 
registm's, a write control signal WRFUSE for writing data 
into the registers, a latch signal RESET for latching data in 
the registers, and a register-selecting signal RSELECI‘ for 
selecting desires ones of the registers. The spare decoder 20 
is designed to store defective addresses corresponding to 
defective row lines, to generate coincidence signals AEI to 
AEm when the defective addresses are identical to the 
addresses input, and to test the spare cells before some or all 
of the fuse elements incorporated in the spare decoder 20 are 
cut. 

The coincidence signals AEl to AEm output from the 
spare decoder 20 are supplied to the NOR circuit 13 and 
multiplexers 25. The multiplexers 25 are provided for select 
ing the spare row lines SWLl to Swim. Supplied to the 
multiplexers 2.5 are some of the address signals A0 toAn and 
a test signal TESI‘2. The NOR circuit 13 generates a spare 
enable signal SE when it receives any one of the coincidence 
signals A131 to AEm. The signal SE disables the row decoder 
8. The multiplexers 25 selea the coincidence signals AEl to 
AEm when the test signal TEST2 is at low level, and select 
the address signals A0 to An when the test signal TESTZ is 
at high level. The test signal TESI‘Z is at low level while the 
semiconductor memory remains in operating mode. To 
replace a defective row line, if any, with one of the spare row 
lines in accordance with a defective address, one of the 
multiplexers 25 outputs a signal in accordance with the 
coincidence signals A131 to AEm. The signal output from the 
multiplexer 5 is supplied one of the spare row lines which 
is connected to the multiplexer 25 by the level shifter 12. 
Thus, one of the spare row lines SWLl to SWLrn is selected 
in accordance with the coincidence signals AEI to AEm. 

FIG. 2 shows the memory section 1 in detail. As shown in 
FIG. 2, the memory section 1 comp'ises a memory-cell array 
MCA and a column selector/sense ampli?er 9. The memory 
cell array MCA includes the row lines WLI to WLm‘ and the 
spare row lines SLMl to SLMm. ‘The array MCA further 
comprises memory cells MCll to MClcm‘ (e.g., EPROM 
cells) and spare cells SCll to SCkm (e.g., EPROM cells). 
The memory cells MCll to MCkm' are arranged in m‘ rows 
andk columns; kmemory cells are connected each row line. 
The spare cells SCll to SCkmare arranged in mrows and 
k columns; 1: spare cells are connected each spare row line. 
The source and drain electrodes of each memory cell are 
connected to the ground line 6 and one column line 7 (bit 
line), or to the column line 7 and the ground line 6, 
respectively. The k column lines are connected to the 
column selector/sense ampli?er 9. The column selector! 
sense ampli?a 9 selects one of the memory cells or one of 
the spare cells in accordance with the address signals 
supplied it, and ampli?es the signal read from the memtxy 
cell or spare cell selected. The signal ampli?ed is supplied 
tothedatabusDTB as adatasignalDlltoDn. 

FIG. 3 shows the spare decoder 20 in detail. The spare 
decoder 20 comprises coincidence detecting circuits 201 to 
20m and AND circuits 211 to 21m. The signals output from 
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each coincidence detecting circuit are supplied to one AND 
circuit. The coincidence detecting circuit 201 comprises ?lse 
circuits FEl, F01, F11, . . . F‘n-ll and Fnl. The coinci 
dence detecting circuit 21m comprises fuse circuits F'Em, 
F0m, F‘lm, . . . Fn-lrn, Fnm. Each coincidence detecting 
circuit are connected to the data bus DTB and the address 
bus ADB. Supplied to the fuse circuits of each coincidence 
detecting circuit are the read control signal RDFUSE, write 
control signal WRFUSE, latch signal RESET and register 
selecting signal RSELECI‘, all described above. The fuse 
circuits of each coincidence detecting circuit output signals 
each having logic value “1" when the address signals A0 to 
An input to them are identical to the defective address 
signals stored in them. In this case, the AND circuit to which 
“15" are input generates a coincidence signal. 
The coincidence detecting circuits 201 to 20m are iden 

tical in structure. Therefore, only the coincidence detecting 
circuit 201 will be described with reference to FIG. 4. 

In the circuit 201, the fuse circuit F'El stores a bit which 
enables the coincidence detecting circuit 201 so that the 
redundancy circuit can be used. The fuse circuit FEl 
comprises a P-channel MOS transistor 40 (hereinafter 
referred to as “PMOS transistor 40”), a fuse element F, a ?rst 
register 41, a second register 43, an inverter 42, a tristate 
buifer cirarit 44, and a multiplexer 45. The PMOS transistor 
40 and the fuse element F are conneaed in series between 
the power supply and the ground. The node NE of the PMOS 
transistor 40 and the fuse element F is connected to the 
data-input terminal D of the ?rst register 41 constituted by 
a D-type ?ip-?op circuit. The latch signal input terminal 0 
receives the latch signal RESET. The inverter 42 inverts the 
latch signal RESET, which is supplied to the gate of the 
PMOS transistor 40. Upon receiving the latch signal 
RESET, the ?rst register 41 stores the data which is stored 
at the fuse element F. 
The second register 43 is a D-type ?ip-?op The 

register 43 stores the test address data supplied to its 
data-input terminal D from an extanal device. The write 
control signal WRFUSE is supplied to the latch signal input 
terminal in of the second register 43. The Q-output signals of 
both registers 41 and 43 are supplied to the multiplexer 45, 
along with the register-selecting signal RSELECT. 
The multiplexer 45 comprises two AND circuits and one 

0R circuit which receives the outputs of the AND circuits. 
The multiplexer 45 selects the output signal of the ?rst 
register 41 or that of the second register 43 in accordance 
with the register-selecting signal RSELECT. The signal 
selected is outputted as a spare enable signal SE1 km the 
multiplexer. While the semiconductor memory remains in 
operating mode, the register-selecting signal RSELECT is at 
the low level, and the multiplexer 45 seleds and outputs the 
data output from the ?rst register 41. While the semicon 
ductor memory remains in test mode, the register-selecting 
signal RSELFITT remains at the high level, and the multi 
plexer 45 selects and outputs the data stored in the second 
register 43. 
The output terminal of the multiplexer 45 is connected by 

the tristate buffer circuit 44 to the data-input terminal D of 
the second register 43. Supplied to the bu?er circuit 44 is the 
read control signal RDFUSE. This signal RDFUSE controls 
the tristare buffer circuit 44. 
The fuse circuits F01 to PM incorporated in the coinci 

dence detecting circuit 201 store a defective address. These 
fuse circuits F01 to Fnl are identical in structure to the fuse 
circuit F'El, except that they have an exclusive OR circuit 
46 each. Their components are therefore designated at the 
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same reference numerals as those of the fuse circuit Fill. In 
each of the fuse circuits F01 to Fnl, the signal output from 
the multiplexer 45 is supplied to the exclusive OR circuit 46 
along with the corresponding address signal. The exclusive 
OR circuits 46 of the fuse circuits F01 to Fnl output signals 
SAO to SAn, respectively. 
A one-chip microcontroller incorporating a nonvolatile 

memory according to the invention, which includes a redun 
dancy circuit, will be described with reference to FIG. 5. 
As seen from FIG. 5, the one-chip microcontroller com 

prises a semiconductor substrate 51, a CPU 52, a main 
memory 53, a RAM 54, a peripheral circuit 55 and pads 56. 
The main memory 53, RAM 54, peripheral circuit 55 and 
pads 56 are connected to the CPU 52. The main memory 53 
stores various programs, one of which controls the CPU 52. 
The main memory 53 is a nonvolatile one, or an EPROM 
which includes the redundancy circuit described above. The 
peripheral circuit 55 comprises micro-cells, among which 
are an AID converter, a timer circuit, a serial/parallel con 
verter. When the one-chip miu'ocontroller is to be tested, the 
pads 56 are connected to the probe of a tester 57. 
The operation of the nonvolatile memory incorporated in 

the one-chip microcontroller will be described. The one-chip 
microcontroller can operate in four modes illustrated in 
FIGS. 10A, 10B, 10C and 10D, which are one-chip mode, 
writer mode, ?rst test mode and second test mode. A user can 
use the microcontroller in the one-chip mode and the writer 
mode and cannot use it in the ?rst or second test mode. Only 
can the manufacturer use the microcontrollm' in the two test 
modes. 
How to replace any defective row of memory cells with 

a spare row of memory cells while the microcontroller is set 
in the one-chip mode will he explained, with reference to the 
timing chart of FIG. 7. 

In the one-chip mode, the one-chip microcontroller 
executes instructions, while reading program data stored in 
the main memory 53. At ?rst, the microcontroller is reset or 

Then, it is released from the reset state. It starts 
reading the program data from the main memory 53 and 
executes the instructions. 
A signal obtained by inva'ting a reset signal RESET tnms 

onthePMOS transista~s40inordatoreaddatafromthe 
fuse elements F while the microcontroller remains reset. 
While condurxing, each PMOS transistor 40 has a resistance 
higher than that of the fuse element to which it is connected. 
Therefore, the potential of the node NE (Nn, n=0 . . . n) of 
the fuse element F and the PMOS transistor 40 is at the low 
level if the fuse element F has not been art. If the fuse 
element F has been cut, the potential of the node NE (Nn) 
is at the high level. “NE (Nn)” in FIG. 7 indicates the levels 
the signal at each node NE (Nu) can take. While the 
microcontroller is in the one-chip mode, the register 
selecting signal RSELECI‘ is set at the low level, whereby 
the multiplexer 45 selects the data stored in the ?rst register 
41 in each fuse circuit. Hence, the output signal SE1(SAn, 
n=0—n) of the multiplexer 45 is at the high level if the fuse 
element F has been cut, and at the low level if the fuse 
element F has not been cut. 

In each fuse circuit, the data read from the fuse element 
F is latched in the ?rst register 41 when the reset signal 
RESET falls to the low level. At the same time, the PMOS 
transistor 40 is turned off, stopping the supply of a cun'ent 
to the fuse element F, whereby power is saved. 

Thereafter, the CPU 52 starts operating. When the main 
memory 53 is accessed, each of the coincidence detecting 
circuits 201 to 20m incorporated in the spare decoder 20 
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compares the data stored in the ?rst registm's 41 with the 
input address. If the input address is a defective one, at least 
one of the coincidence signals AEl to AEm output from the 
AND circuits 211 to 21m rises to the high level. In this case 
the spare enable signal SE output from the NOR circuit 13 
comes to have logic value “0”. As a result, access to any row 
line that includes at least one defective memory cell is 
prohibited, and one of the spare row lines is selected to 
replace the defective row line. Data can therefore be read 
from the spare cells connected to the spare row line selected. 
How the one-chip microcontroller operates while set in 

the writer mode will be explained. 
While the microcontroller remain in the the writer mode, 

the user can write data into the main memory 53 which is an 
EPROM. In the writer mode, the CPU 52 is reset by the reset 
signal RESET since it need not be operated to write data into 
the main memory 53. In each coincidence detecting circuit, 
the PMOS transistors 40 are turned on by a signal generated 
by inverting the reset signal RESET, thereby reading data 
from the fuse elements F. Therefore, in each fuse circuit, the 
potential of the node NE (Nn, n=0—n) of the fuse element F 
and the PMOS transistor 40 is at the low level if the fuse 
element F has not been cut. If the fuse element F has been 
cut, the potential of the node NE (Nn) is at the high leveL As 
in the one-chip mode, the register-selecting signal RSE» 
LECI‘ is set at the low level, whereby the output signals SE1 
(SAn, n=O-n) of the fuse circuits have values determines by 
the fuse data, i.e., the data items stored in the fuse cirulit 
FEI, F01, . . . Fnl in the case of the ?rst coincidence 

detecting circuits 201. 
Assume an address, i.e., one designating a defective row 

line, is supplied to the main memory 53 from an external 
writer (not shown). The address is compared with the data 
stored in the fuse elements F and read via the ?rst registers 
41, as in the case where the CPU 52 is reset while the 
microcontroller remains in the one-chip mode. If the data is 
found to be identical to the address supplied from the 
external writer, a spare row line will be selected to replace 
the defective row line. If a write signal is supplied to the 
main memory 53, data is written into the spare cells con 
nectedtothe spare row line thus selectedJfaread signal is 
suppliedto the main memory 53, data is read from the spare 
cells connected to the spare row line thus selected. 
Howtotestthemainmemory SZinthe?rsttestmodewill 

be explained 
In?re?rsttestmode,datacanberead?'omthemain 

memory 53 (i.e., an EPROM) in the same way as in the 
writer mode. The ?rst test mode differs from the writer mode 
in that the registu-selecting signal RSELFL'I‘ is set at the 
high level, whm'eby the multiplexer 45 selects the output of 
the second register 43 in each fuse circuit incorporated in 
any coincidence detecting circuit. Thus, an defective row 
linecanbereplacedwi?r asparerowlineonthebasis ofthe 
test address data stored in the second registers 43, and ?re 
main memory 53 can then be tested. 
How to test the main memory 52 in the second test mode 

will be explained 
In the second test mode, the spare row lines are tested to 

see whether or not data is correctly written into and read 
from the spare memory cells connected to the spare row 
lines. As shown in FIG. 10D, a ?rst register area is allocated 
to the ?rst registers 41, and a second register area to the 
second registers 43. Hence, the data (i.e., the fuse data) 
stored in the ?rst registers 41 can therefore read out, and the 
test address data (i.e., pseudo-fuse data) for use in the ?rst 
test mode can be written into and read from the second 
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registers 43. To read data from and write data into the spare 
cells connected to any spare row line, the address signal 
designating the spare row line is supplied to the main 
memory 53 from an external device. In the main memory 53, 
this address signal is supplied to the multiplexers 25 (FIG. 
1). The address is supplied to the spare low line via the NOR 
circuit 13 since the test signal TEST2 is at the high level in 
the second test mode. The test signal TEST2 is input to the 
NOR circuit 13, wha'eby the output signal SE of the NOR 
circuit 13 falls to the low level. The row decoder 8 is thereby 
inhibited to receive inputs. As a result, all row lines WLl to 
WLm' can no longer be selected. Data can be read from and 
written into ?re spare cells in the same manner as in the 
writer mode. 
The data stored into the ?rst registers 41 from ?re external 

device is read out through the rmiltiplexers 45 as long as the 
register-selecting signal RSELECI‘ remains at the low level. 
The data is supplied to the data bus DTB via ?re tristate 
bu?’ers 44 if the buffers 44 have been turned on by the read 
control signal RDFUSE. The fuse data can therefore be read 
out in response to the register-selecting signal RSELECT 
and can be supply to the external device. 

Further, test address data (i.e., pseudo address data) is 
supplied from an external device via the data bus DTB to ?re 
data-input terminals D of the second registers 43, and ?re 
write control signal WRFUSE is supplied to the latch signal 
input terminals o of the second register 43. Data can thereby 
be written into the second registers 43. In addition, the data 
can be read from the second registers 43 through the 
multiplexers 45 and tristate buffa's 44 by setting the register 
selecting signal RSELECI‘ at the high level. 
A method of testing the redundancy circuit incorporated 

in the one-chip microcontroller will be explained with 
reference to FIGS. 6, 8 nd 9. In the method, the semicon 
ductor substrate 51 is attached to the tester 57 as shown in 
FIG. 5, withthepads 56 connectedtotheprobe ofthe tester 
57. 

First, ultraviolet rays are applied to the main memory 53, 
erasing data from all memory cells. The one-chip microcon 
trolleris setinthewritermode. Itis determinedwhetherall 
memory cells are or not (Step Sl‘ll). IfYES in 
StepSI‘11,dataiswrittenintoallmemorycells,anditis 
determined whether or not the memory cells store the test 
dataeorrectly(Step ST12). IfYESinStepST12, the 
memory is found to have no defects, and the redundancy 
circuit need not be used at alL In this case, ?re semiconduc 
tor substrate 51 is removed from ?re tester 57 and subjected 
to high- withstanding test in a test apparatus 
(Step S113). Thereafter, the substrate 51 is attached to the 
testers‘! again.'l'hetest dataisreadfromthemainmemtx'y 
53, whereby it is determined whether the semiconductor 
memory functions well or not (Step 8114). If all bits of the 
test data remain stored in the memory cells, the semicon 
duaor memory is regarded as ?awless. Thus, the test com 
pletes for the main memory 53. 
IfNO in Step 8111, that is, if a partof data is found stored 

in the memory cells, indicating that at least one memory cell 
is defective, the flow goes to Step ST15. In step ST15 it is 
detected how many row lines are defective, the row 
addresses for the defective row lines are detected, and it is 
determined whether or not the main memory 53 can be saved 
by using the limited number of spare row lines. If YES in 
Step ST15, the ?ow returns to Step 8112, in which it is again 
determined whether or not the memory cells store ?re test 
data correctly. If NO in Step SI‘12, ?re ?ow goes to Step 
ST16. In Step ST16, it is determined whether or not the main 
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memory 53 can be saved, in the same way as in Step ST15. 
If YES in Step ST16, the ?ow returns to Step S17. In Step 
$117, the one-chip microcomputer is set in the second test 
mode. whereby data is erased from the spare cells and test 
data is written into the space cells. Step ST17 will be 
explained in detail. 

In the second test mode, the test signal TEST2 is set at the 
high level. Data is thereby read from the spare cells during 
the period Tl (FIG. 8), and it is determined whether the data 
is erased from the spare cells. Then, the address signals for 
the addresses 00000 to OOOFF are sequentially supplied via 
the address bus ADB (FIG. 1), as is understood from the 
memory map of the second test mode, illustrated in FIG. 
10D. The address signals are fln'ther supplied through the 
rmrltiplexers 25 and the level shifters 12, whereby the spare 
row lines SWLI to SWLm are selected. As a result, data are 
read from the spare cells. It is determined whether or not the 
data has been correctly erased from the spare cells. If YES, 
the data to be written into the memory cells of any row line 
that has been found defective in Step ST15 or ST16 is 
written during the period T2 (FIG. 8) into the spare cells of 
the spare row line which corresponds to the defedzive row 
line. Ifthis datais correctly written intothe spare cells, spare 
enable data and a defective address are stored into the 
second registers 43 included in the respective fuse circuits of 
the coincidence detecting circuit provided for the spare row 
line. In the case of the coincidence detecting circuit 201, the 
spare enable data and the defective address are stored into 
the second registers 43 of the fuse circuits F‘El, F01, . . . 
Fnl. This is achieved by setting the regista-selec?ng signal 
RSELBCI‘ and the write control signal WRFUSE at the high 
level, thereby supplying the spare enable data and the 
defective address to the second registers 43 through the data 
bus DTB. Then, the write control signal WRFUSE is set at 
the low level, whereby the spare enable data and the 
defective address are latched in the second registers 43. In 
the case shown in FIG. 10D, the spare enable data and the 
defective address are latched in the second registers 43 
incorporated in the fuse cirmits F01 to PM when the 
address 0 FFOO is designated. 
The read control signal RDFUSE is set at the high level 

to deta'mine whether or not spare enable data and the 
defective address have been latched in the second registers 
43. Then, these data items are read from the second registers 
43tothedatabusDI'Bthroughtheuistatebu?ers4-1and 
multiplexers 45 which are shown in FIG. 4. 

Thereafter, the one-chip microcontroller is set in the ?rst 
test mode. In Step ST18, the defective row line is replaced 
by the corresponding spare row line in accordance with the 
defective address stored in the second registers 43, and it is 
determined whether or not test data has been erased from all 
memory cells. FIG. 9 is a timing chart of the ?rst test mode. 

In Step 8118, the test signalTEST2 is set at the low level, 
thereby setting the one-chip microcontroller in the ?rst test 
mode. Addresses are then supplied via the address bus DTB, 
one after another. The memory cells are thereby accessed 
sequentially, whereby data is read from the memory cells. 
When a defective address is supplied through the address 
bus DTB, the defective memory cells are replaced by the 
spare cells in accordance with the defective address latched 
in the second registers 43 in Step 8117. Data is thereby read 
from the spare cells. Thus, it is determined whether or not 
the data has been correctly written into the main memory 53. 
To achieve this, the register-selecting signal RSELECI‘ is set 
at the high level so that the data latched in the second 
registers 43 may be output through the multiplexers 45. 

Then, the main memory 53 operates in the same way as 
in the writer mode. More precisely, addresses are sequen 
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tially supplied externally. If an address is found identical to 
the defective address stored in the second registers 43. one 
of the coincidence signals AEl to AEm output from the 
gate decoder 20 rises to the high level. The output signal 
SE of the NOR circuit 13 therefore falls to the low level. All 
row lines WLl to WLm' are thereby rendered not selected. 
Hence, the spare row lines SWLI to SWLm are accessed, 
whereby data is read from the spare cells. 

If the defective row line has been replaced by the spare 
row line and data has been correctly erased from all memory 
cells in Step SI‘18, indicating that the main memory 53 is 
saved, the ?ow goes to Step ST19. In Step ST19, some of the 
fuse elements incorporated in the spare decoder 20 are cut in 
accordance with the defective address and spare enable data 
which have been detected in Steps ST15 and ST16. 
Thereafter, the semiconductor substrate 51 is removed again 
from the tester 57 and subjected to high-temperature with 
standing test in a test apparatus (Step S113). Further, the 
substrate 51 is attached to the tester 57 again, and data is 
read from the memory, to determine whether the semicon 
ductor memory functions well or not (Step ST14). If YES in 
Step S'I‘14, the main memory 53 is found ?awless. If NO, it 
is regarded as defective. 
The data written into the spare cells in Step SI‘17 can be 

identical to the data which is written into the memory cells 
connected to the defective row line which should be 
replaced by the spare row line. For example, data represent 
ing the diagonal pattern shown in FIG. 11 may be written in 
Step ST12, into the memory cells connected to the row lines. 
If the row line WLa, for example, is found to have at least 
one defective memory cell, the pattern stored in the cells 
connected to the row line WLais written into the spare cells 
connected to the spare row line SWLa. Therefore, the pattern 
ofthe datatobecomparedwiththedatawhichhasbeenread 
fromthe memory cells andwhichis tobeusedinStep SE14 
canbethesameasthepatternofthedatawhichistobeused 
in Step ST18. This helps to raise the e?iciency of testing the 
redundancy circuit and to reduce the storage capacity for 
storing the patterns. 

Ifitisfoundin Step S'I‘16thatthemainmemory 53can 
be saved, test address data is input to the spare row lines 
SWLI to SWLm before some of the use elements F are cut. 
The spare cells are tha'eby checked to see whethm they are 
initialized or not and whethu they can store data correctly. 
Furthermore, a defective row line, if any, can be replaced by 
the corresponding spare row line, without cutting the fuse 
elements F, because the test address data (i.e., pseudo 
address data) is stored into the second registers 43. Thus, it 
is possible to determine whether or not data can be correctly 
read from all selected memory and spare cells. Since the 
spare row lines and the spare cells can be checked for their 
function, before some of the fuse elements are cut, it is 
possible not only to shorten the time of testing the redun 
dancy circuit, but also to lower the possibility that the spare 
row lines are found to be defective after some of the fuse 
elements are out. 

After some of the fuse elements F have been cut, the 
semiconductm' substrate 51 is removed again from the tester 
57 and subjected to high- withstanding test, and 
is attached to the tester 57 again so that data may be read 
from the memory to detmmine whether the semiconductor 
memory functions well or not. Hence, the substrate 51 needs 
to be removed from the tester 57 only once, as in the case 
where no spare row lines need to replace the row lines in 
order to save the main memory 53 because all row lines are 
?awless. This damages to the pads 56 and short 
ens the time of testing the redundancy circuit to increase the 
e?iciency of the test. 
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As described above, the fuse elements F are of the type 
which is melted and cut by supplying a current through it or 
applying a laser beam to it. Instead, the elements F may be 
of any other type. 
What is claimed is: 
l. A semiconductor memory device comprising: 
a memory section having a plurality of row lines, a 

plurality of spare row lines, a plurality of memory cells 
arranged in rows and connected to the row lines, and a 
plurality of spare cells arranged in rows and connected 
to the spare row lines; 

a nonvolatile memory storing at least one defective 
address representing a row line including at least one 
defective memory cell, and storing data for allowing at 
least one spare row line to replace said at least one row 
line; 

a ?rst register connected to store the data read from said 
nonvolatile memory; 

a second register connected to store defective addresses 
supplied from an external device and representing 
defective ones of said row lines and storing the data 
read from said nonvolatile memory; and 

a selecting circuit connected to select one of signals 
output from said ?rst and second registers, in accor 
dance with a selection signal; 

wherein, in a ?rst mode, other than a test mode, any row 
line including at least one defective memory cell is 
replaced by one of said spare row lines in accordance 
with the data stored in said ?rst register, and in a second 
mode, which is a test mode, any row line including at 
least one defective memory cell is replaced by one of 
said spare row lines in accordance with the data stored 
in said second register. 

2. The device according to claim 1, further comprising 
selection means for selecting said one of said spare row lines 
in accordance with an address, in the test mode. 

3. ‘The device according to claim 1, wherein said non 
volatile memory means comprises fuse elements which are 
cut when a current is supplied or a laser beam is applied to 
said fuse elements. 

4. The device according to claim 1, furthm' comprising a 
control circuit for reading data from said nonvolatile 
memory means dining a reset pa-iod, storing data into said 
?rst registe- in response to a reset-release signal, and replac 
ing any row line including at least one defective memory cell 
with one of said spare row lines in accordance with the data 
stored in said ?rst register. 

5. A semiconductor memory device comprising: 
a memory section having a plurality of row lines, a 

plurality of spare row lines, a plurality of memory cells 
arranged in rows and connected to the row lines, and a 
plurality of spare cells arranged in rows and connected 
to the spare row lines; 

a ?rst decoder connected to said row lines, for selecting 
one of said row lines in accordance with address data; 

a second decoder connected to said spare row lines, an 
address bus, and a data bus, for generating a selection 
signal to select one of said spare row lines, in response 
to a defective address supplied through said address bus 
and representing a defective memory cell; 

a selection circuit connected to select one of said spare 
row lines in accordance with address data while said 
semiconductor memory device is set in test mode; 

a prohibition circuit connected to prohibit said ?rst 
decoder from selecting one of said row lines while said 
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second decoder and said selection circuit are cooper 
ating to select one of said spare row lines; and 

said second decoder has a logic circuit which stores the 
defective address supplied from an external device in 
the test mode and representing the defective memory 
cell and which outputs said selection signal when the 
defective address stored in the logic circuit is identical 
to a defective address supplied from the external 
device. 

6. A semiconductor memory device comprising: 
a memory section having a plurality of row lines. a 

plurality of spare row lines, a plurality of memory cells 
arranged in rows and connected to the row lines, and a 
plurality of spare cells arranged in rows and connected 
to the spare row lines; 

a ?rst decoder connected to said row lines, for selecting 
one of said row lines in accordance with address data; 

a second decoder connected to said spare row lines, an 
address bus, and a data bus, for generating a selection 
signal to select one of said spare row lines, in response 
to a defective address supplied through said address bus 
and representing a defective memory cell, said second 
decoder having a nonvolatile memory for storing at 
least one defective address representing one row line 
including at least one defective memory cell, and 
storing data for allowing at least one spare row line to 
replace said at least one row line, a ?rst registm' 
connected to store the data read from said nonvolatile 
memory, a second register connected to said address 
data bus and said data bus, for storing defective 
addresses supplied from an external device and repre 
senting defective ones of said row lines and for storing 
the data read from said nonvolatile memory, and a ?rst 
selecting cirmit connected to select one of signals 
output from said ?rst and second registers, in accor 
dance with the selection signal; 

a second selection circuit connected to select one of said 
spare row lines in accordance with address data while 
said semiconductor memory device is set in test mode; 
prohibition circuit connected to prohibit said ?rst 
decoder from selecting one of said row lines while said 
second decoder and said ?rst selection ciralit are 
cooperating to select one of said spare row lines; and 

said second decoder has a logic circuit which stores the 
defective address supplied from an extanal device in 
the test mode and rep‘esenting the defective memory 
cell and which outputs said selection signal when the 
defective address stored in the logic circuit is identical 
to a defective address supplied ?'om the external 
device. 

7. The device according to claim 6, further comprising an 
exclusive OR logic circuit for comparing the signal output 
from said selection circuit with an address data supplied 
from the external device and for outputting a signal when the 
signal coincides with the address data. 

8. The device according to claim 6, wherein said non 
volatile memory comprises fuse elements which are cut 
when a current is supplied or a laser beam is applied to said 
fuse elements. 

9. The device according to claim 8, further comprising 
transistors each of which has a current path connected 
between a power supply and one fuse element and a gate 
connected to receive a signal to be supplied to said ?rst 
register, and which are turned o?" when said ?rst register 
stores the data of said fuse elements. 

10. The device according to claim 7, furtha comprising a 
gate circuit connected between an output terminal of said 
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selection circuit and said data bus, for transferring to said 
data bus a signal output from said selection signal, in 
response to a read control signal. 

11. A semiconductor memory device comprising: 
a memory section having a plurality of row lines, a 

plurality of spare row lines. a plurality of memory cells 
arranged in rows and connected to the row lines, and a 
plurality of spare cells arranged in rows and connected 
to the spare row lines; 

a ?rst decoder connected to said row lines, for selecting 
one of said row lines in accordance with address data; 

a second decoder connected to said spare row lines, an 
address bus, and a data bus, for generating a selection 
signal to select one of said spare row lines, in response 
to a defective address supplied through said address bus 
and representing a defective memory cell; 

a selection circuit connected to select one of said spare 
row lines in accordance with address data while said 
semiconductor memory device is in a test mode; 

a prohibition circuit connected to prohibit said ?rst 
decoder from selecting one of said row lines while said 
second decoder and said selection circuit are cooper 
ating to select one of said spare row lines; 

said second decoder has a logic circuit which stores the 
defective address supplied from an external device in 
the test mode and representing the defective memory 
cell and which outputs said selection signal when the 
defective address stored in the logic circuit is identical 
to a defective address supplied from the external 
device; 

a semiconductor substrate on which said memory section, 
said ?rst decoder, said second decodu and said selec 
tion section circuit are provided; 

a processor provided on said semiconductor substrate, for 
processing data read from said memory section; and 

a plurality of pads provided on said semiconductor 
substrate, connected to said processor and located to 
contacttheprobeofatesteriuthetestmode. 

12. The device according to claim 11, wherein said tests 
reads data from all memory cells in the test mode, thereby 
determining whet'ha all memory cells are deter 
mines whether it is possible to write data into all memory 
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cells, when all memory cells are found to be initialized, 
reads data from all spare cells, thereby determining whether 
all spare cells are initialized, when at least one of said 
memory cell is found defective, determines whether it is 
possible to write data into said spare cells, causes said 
second register to store the address data of the at least one 
defective memory cell, when all spare cells are found 
?awless, and replaces said at least one defective memory 
cell with one of said spare cells in accordance with the 
address data stored in said second register. 

13. A method of testing a semiconductor memory device, 
comprising: 

a ?rst step of reading data from all memory cells, thereby 
to determine whether the memory cells are initialized; 

a second step of determining whether it is possible to 
write data into all memory cells, when all memory cells 
are found initialized; 

a third step of reading data from spare cells when at least 
one defective memory cell is detected in said ?rst step 
or said second step, detu'mining whether the spare cells 
are initialized, determining whether it is possible to 
write data into the spare cells, and storing into aregister 
an address data for said at least one defective memory 
cell and data allowing at least one spare row line to 
replace said at least one row line, when it is found 
possible to write data into the spare cells; 

a fourth step of replacing said at least one defective 
memory cell with one of the spare cells in accordance 
with the address data stored in said register, and deta 
mining whether it is possible to read data from all 
memory cells; and 

a ?fth step of cutting fuse elements incorporated in a 
redundancy circuit in accordance with the address data 
for said at least one defective memory cell, when it is 
determined in said fourth step that: it is possible to 
replace said at least one defective memory cell with one 
of the spare cells so as to read data ?'om all memory 
cells. 

14. The method according to claim 13, wherein the data 
written into said spare cells in said third step is identical to 
the data written into all memory cells in said second step. 


