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APPARATUS FOR BAKING BREAD AND 
MAKING ICE CREAM 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to an apparatus for baking bread 
and making ice cream in Which a selected one of a bread 
baking assembly and an ice-cream making assembly can be 
mounted into a housing unit for baking bread or making ice 
cream. 

2. Description of the Related Art 
Normally, a conventional bread baking apparatus and a 

conventional ice-cream making apparatus incorporate a 
bulky housing unit. These tWo apparatuses occupy too much 
space. Furthermore, it is difficult to carry the tWo appara 
tuses simultaneously. 

SUMMARY OF THE INVENTION 

The object of this invention is to provide an apparatus for 
baking bread and making ice cream in Which a selected one 
of a bread baking assembly and an ice-cream making 
assembly can be mounted into a housing unit for baking 
bread or making ice cream. 

According to this invention, an apparatus for baking bread 
and making ice cram includes a housing unit, a bread baking 
assembly, an ice-cream making assembly and a base assem 
bly. A selected one of the bread baking assembly and the 
ice-cream making assembly can be mounted into the hous 
ing unit and can be activated by a motor-driven member of 
the base assembly. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other features and advantages of this invention Will 
become apparent in the folloWing detailed description of the 
preferred embodiment of this invention With reference to the 
accompanying draWings in Which: 

FIG. 1 is a perspective vieW of a housing unit of a 
preferred embodiment of an apparatus for baking bread and 
making ice cream according to this invention; 

FIG. 2 is a partly exploded perspective vieW shoWing the 
housing unit, a base assembly and a bread baking assembly 
of the preferred embodiment; 

FIG. 3 illustrates hoW the preferred embodiment is used 
as a bread baking apparatus; 

FIG. 4 illustrates the interconnection betWeen a bread 
stirrer and a small driving member of the bread baking 
assembly of the preferred embodiment; 

FIG. 5 illustrates hoW a motor-driven member is activated 
by a motor of the preferred embodiment; 

FIG. 6 is a partly exploded perspective vieW illustrating 
the coupling structure betWeen the base assembly and the 
bread baking assembly of the preferred embodiment; 

FIG. 7 illustrates the relative positions of a horiZontal rod 
portion of the bread baking assembly and tWo pushing arms 
of the base assembly of the preferred embodiment; 

FIG. 8 is a partly exploded perspective vieW shoWing the 
housing unit, the base assembly and an ice-cream making 
assembly of the preferred embodiment, With a locking 
member of the ice-cream making assembly being omitted 
for the sake of clarity; 

FIG. 9 is an partly exploded perspective vieW shoWing the 
ice-cream making assembly of the preferred embodiment; 

FIG. 10 illustrates hoW the preferred embodiment is used 
as an ice-cream making apparatus; and 
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2 
FIG. 11 illustrates hoW a freeZing barrel is locked in a 

container of the preferred embodiment by a locking member. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Referring to FIGS. 1, 2 and 8, the preferred embodiment 
of an apparatus for baking bread and making ice cream 
according to this invention is shoWn to include a housing 
unit 1 (see FIG. 1), a bread baking assembly 2 (see FIG. 2), 
an ice-cream making assembly 3 (see FIG. 8) and a base 
assembly 4 (see FIGS. 2 and 8). 

Referring to FIG. 1, the housing unit 1 includes a rect 
angular upper housing 11 and a rectangular loWer housing 
12 Which is connected detachably to the upper housing 11. 
The upper housing 11 is provided With a sWitch panel 111 
and a removable cover 112 Which is mounted detachably on 
the upper housing 11 in a knoWn manner for covering a 
generally rectangular upper end opening 113 (see FIG. 3) in 
the upper housing 11. 

Referring to FIGS. 2, 3 and 4, the baking assembly 2 is 
mounted detachably into the housing unit 1 (see FIG. 1) and 
includes a vertical baking barrel 21, a vertical, holloW small 
outer cylinder 22 integrally formed With a bottom surface of 
The baking barrel 21, a bread stirrer 23 and a small 

driving member 24. 
The small outer cylinder 22 is made of plastic and has an 

open loWer end and an inner circumferential surface Which 
is formed With a plurality of tongues 221. The bread stirrer 
23 has a rotating shaft 231 With a bore 232 (see FIG. 4)that 
is generally semi-circular in cross-section. The rotating shaft 
231 has a planar surface 233 in the bore 232, and a 
rectangular keyWay 234 formed in the planar surface 233. 
The small driving member 24 is generally inverted T-shaped 
and consists of a vertical rod portion 241 and a horiZontal 
rod portion 242 Which are integrally formed With each other. 
The vertical rod portion 241 has a semi-circular cross 
section and a planar surface 243 Which is formed With a 
rectangular keyWay 244 that is aligned With the keyWay 234, 
and is engaged ?ttingly Within the bore 232 in the bread 
stirrer 23 in such a manner that the planar surfaces 233, 243 
overlap each other and that a key element 25 of semi-circular 
cross-section is engaged ?ttingly Within the keyWays 234, 
244. In this Way, the bread stirrer 23 can rotate synchro 
nously With the small driving member 24. 
The base assembly 4 includes a base 41 positioned Within 

the loWer housing 12, a barrel-receiving container 42 ?xed 
on the base 41, an air bloWing unit 43 disposed on the base 
41 in a knoWn manner for bloWing air into the container 42 
via an air pipe 431, an electrical heating member 44 dis 
posed on a loWer portion of the container 42, a vertical, 
holloW inner cylinder 45 ?xed in the container 42, and a 
motor-driven member 46 mounted rotatably in the container 
42 and driven by a motor 47 (see FIG. 3) Which is installed 
on the base 41. 

The inner cylinder 45 has an outer circumferential surface 
formed With a plurality of grooves 451 Which engage 
respectively and ?ttingly the tongues 221 of the small outer 
cylinder 22, thereby locking the baking barrel 21 on the 
inner cylinder 45. Because the small outer cylinder 22 is 
made of plastic, the tongues 221 can be easily forced for 
removal from the grooves 451, thereby separating the bread 
baking assembly 2 from the base assembly 4. 

The motor-driven member 46 is generally U-shaped and 
has a push arm unit consisting of tWo diametrically opposed 
vertical pushing arms 461 (see FIGS. 6 and 7) betWeen 
Which the horiZontal rod portion 242 (see FIGS. 6 and 7) of 
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the small driving member 24 is located, and a ?xed rotating 
shaft 462 Which is journalled on the base 41 and Which is 
provided With a ?xed gear 462‘. As shown in FIGS. 2, 3 and 
5, the rotation of the motor 47 can be transferred to the 
motor-driven member 46 by means of a V belt 463 Which 
has inner teeth 464 on the inner surface thereof and Which 
engages the gear 462‘ and a motor shaft 471 of the motor 47. 
When the motor-driven member 46 rotates, the pushing arms 
461 push and rotate the small driving member 24 and the 
bread stirrer 23. At this time, the air bloWing unit 43 and the 
electrical heating element 44 can be energiZed to perform a 
baking action in the container 42. 

Referring to FIGS. 8, 9 and 10, the ice-cream making 
assembly 3 is mounted detachably into the housing unit 1 
and includes a horiZontal supporting disk 31, a vertical, 
holloW large outer cylinder 32 secured to a bottom surface 
of the supporting disk 31 by four bolts 321 (only one is 
shoWn in FIG. 9), a freeZing barrel 33 mounted rotatably on 
the supporting disk 31, an ice-cream stirrer 34 mounted 
rotatably on the freeZing barrel 32, a locking member 35 and 
a large driving member 36. 

The supporting disk 31 has three peripheral holes 311 
(only tWo are shoWn in FIG. 9) into Which three ?ngers of 
the user can be respectively inserted for handling the sup 
porting disk 31, a central hole 312 through Which the large 
driving member 36 extends, and an upWardly extending 
?ange 313 formed along the periphery of the supporting disk 
31, thereby con?ning the freeZing barrel 33 inside the ?ange 
313. 

The large outer cylinder 32 has an open loWer end, an 
outer circumferential surface Which is formed With a plu 
rality of tongues 322, an inWardly extending ?ange 323 
Which supports an outWardly extending ?ange 361 of the 
large driving member 36, an annular upWardly extending 
?ange 324 surrounding four internally threaded posts 314 
(see FIG. 10) Which project integrally and doWnWardly from 
a bottom surface of the supporting disk 31, and four holes 
325 (only tWo are shoWn in FIG. 9). Each of the bolts 321 
extends through the respective hole 325 to engage thread 
ably the threaded hole in the respective post 314. 

The freeZing barrel 33 has a holloW surrounding Wall 
body Which includes a cylindrical inner Wall 331, a cylin 
drical outer Wall 332 and a refrigerant 333 contained in the 
Wall body betWeen the inner and outer Walls 331, 332. 

The ice-cream stirrer 34 is placed into the freeZing barrel 
33 and has a ?xed upper end ring 341 and a plurality of 
radially extending ribs 342 Which project integrally and 
inWardly from the upper end ring 341. 

The locking member 35 is rectangular and is received 
?ttingly Within the generally rectangular upper end opening 
113 in the upper housing 11, thereby preventing rotation of 
the locking member 35 Within the upper housing 11. Three 
generally circumferentially extending pushing plates 351 
project integrally and doWnWardly from the locking member 
35 and can rotate With the barrel 33 to the positions shoWn 
in FIG. 11 in Which the plates 351 press against the ribs 342. 
Then, the pushing plates 351 cannot continue to rotate With 
the freeZing barrel 33 in the same direction. The locking 
member 35 further has a central opening 352 through Which 
a material for forming ice cream can be placed into the 
freeZing barrel 33. 

The large driving member 36 has a shoulder 362 and an 
O-ring 363 Which is sleeved on the large driving member 36 
betWeen the shoulder 362 and an annular ?ange 315 (see 
FIG. 10) Which projects integrally and doWnWardly from a 
bottom surface of the supporting disk 31. Avertical, holloW 
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4 
cylinder 37 is integrally formed With the large driving 
member 36 and is located in the large outer cylinder 32. The 
large driving member 36 further includes a generally 
inverted T-shaped integral portion consisting of a vertical 
rod portion 364 and a horiZontal rod portion 365, and an 
integral engagement portion 366 Which has a non-circular 
shape and Which complements to a recess 334 in a bottom 
surface of the freeZing barrel 33 for engagement thereWith, 
thereby rotating the freeZing barrel 33 synchronously With 
the large driving member 36. 
The large outer cylinder 32 is ?xed on the base assembly 

4 in a manner similar to that of the small outer cylinder 22 
(see FIG. 2). The large driving member 36 is driven by the 
motor 47 in a manner similar to that of the small driving 
member 24 so as to rotate the freeZing barrel 33 on the 
supporting disk 31, thereby performing relative rotation 
betWeen the ice-cream stirrer 34 and the freeZing barrel 34. 

Accordingly, a selected one of the bread baking assembly 
2 and the ice-cream making assembly 3 can be mounted 
removably into the housing unit 1 via the upper end opening 
113 in the upper housing 11 upon the removal of the cover 
112 to form a bread baking apparatus or an ice-cream 
making apparatus. 
With this invention thus explained, it is apparent that 

numerous modi?cations and variations can be made Without 
departing from the spirit and scope of this invention. It is 
therefore intended that this invention be limited only as 
indicated in the appended claims. 

I claim: 
1. An apparatus for baking bread and making ice cream, 

comprising: 
a housing unit including a loWer housing and an upper 

housing Which is mounted detachably on said loWer 
housing, said upper housing being formed With an 
upper opening and being provided With a removable 
cover for covering said upper opening; 

a bread baking assembly mounted detachably into said 
housing unit and including: 
a vertical baking barrel having a bottom surface, 
a vertical, holloW small outer cylinder ?xed to said 
bottom surface of said baking barrel, said small outer 
cylinder being made of plastic and having an open 
loWer end and an inner circumferential surface Which 
is formed With a plurality of tongues, 

a bread stirrer having a ?xed rotating shaft Which is 
mounted rotatably in said baking barrel, and 

a small driving member having a ?xed horiZontal rod 
portion and coupled With said rotating shaft of said 
bread stirrer in such a manner that said rotating shaft 
of said bread stirrer can rotate synchronously With 
said small driving member; 

an ice-cream making assembly mounted detachably into 
said housing unit and including: 
a horiZontal supporting disk having a bottom surface; 
a vertical, holloW large outer cylinder ?xed to said 

bottom surface of said supporting disk, said large 
outer cylinder being made of plastic and having an 
open loWer end and an inner circumferential surface 
Which is formed With a plurality of tongues, 

a freeZing barrel mounted rotatably on said supporting 
disk and having a holloW surrounding Wall body 
Which includes a cylindrical inner Wall, a cylindrical 
outer Wall surrounding said inner Wall, and a refrig 
erant contained in said Wall body betWeen said inner 
and outer Walls, 

an ice-cream stirrer mounted rotatably in said freeZing 
barrel, 
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a locking member locking said ice-cream stirrer rela 
tive to said housing unit When said ice-cream making 
assembly is mounted in position With respect to said 
housing unit, and 

a large driving member having a ?xed horizontal rod 
portion and coupled With said freezing barrel in such 
a manner that said freezing barrel can rotate syn 
chronously With said large driving member; and 

a base assembly including: 
a base positioned Within said loWer housing, 
a barrel-receiving container ?xed on said base, 
an air bloWing unit disposed on said base to bloW air 

into said container, 
a motor installed on said base, 
an electrical heating member disposed on a loWer 

portion of said container, 
a vertical, holloW inner cylinder ?xed in said container 

and having an outer circumferential surface formed 
With a plurality of grooves Which can engage respec 
tively and ?ttingly said tongues of said bread baking 
assembly When said bread baking assembly is placed 
into said housing unit via said upper end opening of 
said upper housing upon removal of said cover from 
said upper end opening and Which can engage 
respectively and ?ttingly said tongues of said ice 
cream making assembly When said ice-cream mak 
ing assembly is placed into said housing unit via said 
upper end opening upon removal of said cover from 
said upper end opening, and 

a motor-driven member mounted rotatably in said 
container and having a ?xed vertical push arm unit, 
said motor being capable of being energized to rotate 
said push arm unit of said motor-driven member 
about a vertical axis so as to contact and rotate 
synchronously said horizontal rod portion of said 
small driving member With said push arm unit When 
said tongues of said bread baking assembly are 
engaged Within said grooves of said base assembly, 
thereby rotating said bread stirrer in said baking 
barrel, and so as to contact and rotate synchronously 
said horizontal rod portion of said large driving 
member With said push arm unit When said tongues 
of said ice-cream making assembly are engaged 
Within said grooves of said base assembly, thereby 
rotating said freezing barrel in said housing unit. 

2. An apparatus as claimed in claim 1, Wherein said 
motor-driven member is generally U-shaped and includes 
tWo diametrically opposed vertical pushing arms Which 
constitute said push arm unit, each of said small and large 
driving members having a generally inverted T-shaped inte 
gral portion so as to locate said horizontal rod portion of said 
small driving member betWeen said pushing arms When said 
bread baking assembly is mounted into said housing unit, 
and so as to locate said horizontal rod portion of said large 
driving member betWeen said pushing arms When said 
ice-cream making assembly is mounted into said housing 
unit. 

3. An apparatus as claimed in claim 1, Wherein said 
rotating shaft of said bread stirrer has a bore that is generally 
semi-circular in cross-section, and a planar surface located 
in said bore, said small driving member including a ?xed 
vertical rod portion Which has a semi-circular cross-section 
and a planar surface, and Which engages ?ttingly said bore 
of said bread stirrer, said planar surface of each of said 
rotating shaft and said vertical rod portion having an axially 
extending rectangular keyWay, said planar surfaces of said 
rotating shaft and said vertical rod portion overlapping each 
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6 
other upon rotation of said small driving member, said bread 
baking assembly further including a key element of a 
rectangular cross-section Which is engaged ?ttingly Within 
said keyWays in said rotating shaft and said vertical rod 
portion, thereby permitting synchronous rotation of said 
bread stirrer With said small driving member. 

4. An apparatus as claimed in claim 1, Wherein said large 
driving member includes an integral engagement portion, 
said freezing barrel having a bottom surface formed With a 
recess Which has a non-circular shape complementary to 
said engagement portion of said large driving member so as 
to engage ?ttingly said engagement portion of said large 
driving member Within said recess of said freezing barrel, 
thereby permitting synchronous rotation of said freezing 
barrel With said large driving member. 

5. An apparatus as claimed in claim 1, Wherein said 
ice-cream stirrer includes a ?xed upper end ring and a 
plurality of radially extending ribs Which project integrally 
and inWardly from said upper end ring and Which are 
angularly equidistant, said upper end opening of said upper 
housing being generally rectangular, said locking member 
being rectangular and being received ?ttingly Within said 
upper end opening of said upper housing, thereby ?xing said 
locking member to said container, said locking member 
further including a plurality of generally circumferentially 
extending pushing plates Which project integrally and doWn 
Wardly therefrom and Which can rotate With said freezing 
barrel to respectively press against said ribs of said ice 
cream stirrer, thereby preventing continuous rotation of said 
ice-cream stirrer With said freezing barrel in said container. 

6. A bread baking apparatus comprising: 
a housing unit including a loWer housing and an upper 

housing Which is mounted detachably on said loWer 
housing, said upper housing being formed With an 
upper opening and being provided With a removable 
cover for covering said upper opening; 

a vertical baking barrel having a bottom surface; 
a vertical, holloW small outer cylinder ?xed to said bottom 

surface of said baking barrel, said small outer cylinder 
being made of plastic and having an open loWer end 
and an inner circumferential surface Which is formed 
With a plurality of tongues; 

a bread stirrer having a ?xed rotating shaft Which is 
mounted rotatably in said baking barrel; 

a small driving member having a ?xed horizontal rod 
portion and coupled With said rotating shaft of said 
bread stirrer in such a manner that said rotating shaft of 
said bread stirrer can rotate synchronously With said 
small driving member; and 

a base assembly including: 
a base positioned Within said loWer housing, 
a barrel-receiving container ?xed on said base, 
an air bloWing unit disposed on said base to bloW air 

into said container, 
a motor installed on said base, 
an electrical heating member disposed on a loWer 

portion of said container, 
a vertical, holloW inner cylinder ?xed in said container 

and having an outer circumferential surface formed 
With a plurality of grooves Which can engage respec 
tively and ?ttingly said tongues of said bread baking 
assembly When said bread baking assembly is placed 
into said housing unit via said upper opening of said 
upper housing upon removal of said cover from said 
upper opening, and 

a motor-driven member mounted rotatably in said 
container and having a ?xed vertical push arm unit, 
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said motor being capable of being energized to rotate 
said push arm unit of said motor-driven member 
about a vertical axis so as to contact and rotate 

synchronously said horiZontal rod portion of said 
small driving member With said push arm unit When 
said tongues of said bread baking assembly are 
engaged Within said grooves of said base assembly, 
thereby rotating said bread stirrer in said baking 
barrel. 

7. An apparatus as claimed in claim 6, Wherein said 
motor-driven member is generally U-shaped and includes 
tWo diametrically opposed vertical pushing arms Which 
constitute said push arm unit, said small driving member 
being generally inverted T-shaped so as to locate said 
horiZontal rod portion of said small driving member betWeen 
said pushing arms When said bread baking assembly is 
mounted into said housing unit. 

8. An apparatus as claimed in claim 6, Wherein said 
rotating shaft of said bread stirrer has a bore that is generally 
semi-circular in cross-section, and a planar surface located 
in said bore, said small driving member including a ?xed 
vertical rod portion Which has a semi-circular cross-section 
and a planar surface, and Which engages ?ttingly said bore 
of said bread stirrer, said planar surface of each of said 
rotating shaft and said vertical rod portion having an axially 
extending rectangular keyWay, said planar surfaces of said 
rotating shaft and said vertical rod portion overlapping each 
other upon rotation of said small driving member, said bread 
baking assembly further including a key element of a 
rectangular cross-section Which is engaged ?ttingly Within 
said keyWays in said rotating shaft and said vertical rod 
portion, thereby permitting synchronous rotation of said 
bread stirrer With said small driving member. 

9. An ice-cream making apparatus comprising: 
a housing unit including a loWer housing and an upper 

housing Which is mounted detachably on said loWer 
housing, said upper housing being formed With an 
upper opening and being provided With a removable 
cover for covering said upper opening; 

a horiZontal supporting disk having a bottom surface; 
a vertical, holloW large outer cylinder ?xed to said bottom 

surface of said supporting disk, said large outer cylin 
der being made of plastic and having an open loWer end 
and an inner circumferential surface Which is formed 
With a plurality of tongues; 

a freeZing barrel mounted rotatably on said supporting 
disk and having a holloW surrounding Wall body Which 
includes a cylindrical inner Wall, a cylindrical outer 
Wall surrounding said inner Wall, and a refrigerant 
contained in said Wall body betWeen said inner and 
outer Walls; 

an ice-cream stirrer mounted rotatably in said freeZing 
barrel; 

a locking member locking said ice-cream stirrer relative 
to said housing unit When said ice-cream making 
assembly is mounted in position With respect to said 
housing unit; and 

a large driving member having a ?xed horiZontal rod 
portion and coupled With said freeZing barrel in such a 
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manner that said freeZing barrel can rotate synchro 
nously With said large driving member; and 

a base assembly including: 
a base positioned Within said loWer housing, 
a barrel-receiving container ?xed on said base, 
a motor installed on said base, 

a vertical, holloW inner cylinder ?xed in said container 
and having an outer circumferential surface formed 
With a plurality of grooves Which can engage respec 
tively and ?ttingly said tongues of said ice-cream 
making assembly When said ice-cream making 
assembly is placed into said housing unit via said 
upper opening of said upper housing upon removal 
of said cover from said upper opening, and 

a motor-driven member mounted rotatably in said 
container and having a ?xed vertical push arm unit, 
said motor being capable of being energiZed to rotate 
said push arm unit of said motor-driven member 
about a vertical axis so as to contact and rotate 

synchronously said horiZontal rod portion of said 
large driving member With said push arm unit When 
said tongues of said ice-cream making assembly are 
engaged Within said grooves of said base assembly, 
thereby rotating said freeZing barrel in said housing 
unit. 

10. An apparatus as claimed in claim 9, Wherein said 
motor-driven member is generally U-shaped and includes 
tWo diametrically opposed vertical pushing arms Which 
constitute said push arm unit, said large driving member 
having a generally inverted T-shaped integral portion so as 
to locate said horiZontal rod portion of said large driving 
member betWeen said pushing arms When said ice-cream 
making assembly is mounted into said housing unit. 

11. An apparatus as claimed in claim 9, Wherein said large 
driving member includes an integral engagement portion, 
said freeZing barrel having a bottom surface formed With a 
recess Which has a non-circular shape complementary to 
said engagement portion of said large driving member so as 
to engage ?ttingly said engagement portion of said large 
driving member Within said recess of said freeZing barrel, 
thereby permitting synchronous rotation of said freeZing 
barrel With said large driving member. 

12. An apparatus as claimed in claim 9, Wherein said 
ice-cream stirrer includes a ?xed upper end ring and a 
plurality of radially extending ribs Which project integrally 
and inWardly from said upper end ring and Which are 
angularly equidistant, said upper end opening of said upper 
housing being generally rectangular, said locking member 
being rectangular and being received ?ttingly Within said 
upper end opening of said upper housing, thereby ?xing said 
locking member to said container, said locking member 
further including a plurality of generally circumferentially 
extending pushing plates Which project integrally and doWn 
Wardly therefrom and Which can rotate With said freeZing 
barrel to respectively press against said ribs of said ice 
cream stirrer, thereby preventing continuous rotation of said 
ice-cream stirrer With said freeZing barrel in said container. 

* * * * * 


