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TRAILER MOUNTED ACCESSORIES 

BACKGROUND OF THE INVENTION 

This invention relates to a truck or tractor trailer mounting 
system and more particularly to such a mounting system for 
carrying containers and for attaching Wheel splash covers or 
skirts to the exterior of the ?oor of the trailer body Without 
modi?cation of trailer. 

It is desirable for large fully loaded load carrying cab 
draWn tractor trailers, i.e., semi-trailers, to carry additional 
loads by Way of storage containers or packages mounted 
externally that could be shipped betWeen cities or toWns that 
are geographically spaced relatively close together. Such 
containers not only Would increase the load handling capa 
bilities of such vehicles, but Would result in cost effective 
shipments of small loads to close by locations. By mounting 
the storage container on the exterior of the trailer, a trailer 
Which has a long haul Will not be required to stop for any 
extended period to load and unload such packages. Thus, the 
delay in route to the end point of a long distance haul may 
be minimal, yet the shipping charges for the packages may 
be at a premium since the delivery time Would in all 
probability be less than if delivered by other modes. 

The prior art, hoWever, has not made a practicable pro 
posal for such storage container or package carrying sys 
tems. Most of the art is directed at pallet carriers such as US. 
Pat. Nos. 4,890,970 (Willits), 4,418,853 (Schaffer) and 
4,564,134 (Seibert). US. Pat. Nos. 5,310,303 (Betts), 5,125, 
710 (Gianell), 4,772,063 (Amy), 4,049,312 (Rudbeck) and 
3,240,409 (Lapansie) do hoWever, shoW various storage or 
container mounting systems. The only knoWn prior art 
reference that appears to propose a package mounting sys 
tem readily mountable beloW the bed of the trailer is the 
aforesaid Lapansie patent Which mounts trapezoidal shaped 
containers for carrying granular materials and Wherein the 
containers are alternated so that one container has a larger 
dimensioned parallel surface intermediate the smaller 
dimensioned parallel surfaces of tWo other containers. 

Additionally, any one Who has ever driven on a highWay 
in the rain knoWs the haZards created by tractor trailers as the 
Water on the road is splashed upWardly and outWardly by the 
tires of the trailer. It is Well knoWn that tractor trailers do not 
have effective splash guards. Additionally although Wheel 
skirts Would prevent such splashing or spraying of road 
Water, skirts are not presently possible since tractor trailers 
generally do not have Wheel Wells. The Wheels are com 
pletely exposed on the sides so that the tire pressure can be 
readily checked and the tires in?ated When required. KnoWn 
skirts for vintage automobiles clipped onto the sides of the 
vehicle adjacent the Wheel Wells, but trailers as aforesaid do 
not generally have such Wheel Wells and those trailers that 
may have Wells, do not have Well openings large enough for 
such skirts. 

The ?oors of conventional trailer bodies are reinforced 
With I-shaped beams Which extend transversely from side 
to-side externally of the body, the beams being equally 
spaced apart longitudinally. In the prior art there is no knoWn 
proposal to utiliZe these beams for convenient package 
transportation or for mounting Wheel covers for preventing 
rain Water from being throWn up from the road by the tires 
of the trailer. 

SUMMARY OF THE INVENTION 

Consequently, it is a primary object of the present inven 
tion to provide tractor or truck trailer accessories Which may 
be mounted readily externally to the ?oor support structure 
of the body of the trailer and Which may be dismounted 
readily. 
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2 
It is another object of the present invention to provide 

storage containers that may be mounted readily beneath the 
?oor of the body of a tractor trailer permitting the trailer to 
transport additional loads Without requiring the additional 
load to be carried Within the trailer body and Without 
requiring modi?cation of the trailer. 

It is a further object of the present invention to provide 
Wheel skirts that may be mounted readily beneath the ?oor 
of the body of a tractor trailer to cover side portions of the 
tires of the trailer and prevent splashing of Water outWardly 
When the trailer is driven under rainy or Wet conditions 
Without requiring modi?cation of the trailer. 

Accordingly, the present invention provides a mounting 
system for mounting accessories such as external packages 
and splash cover skirts for conventional trailer trucks having 
bodies With ?oors reinforced outside the body by equally 
spaced apart Web and ?ange beams, the accessories utiliZing 
this feature and having a series of latch members that may 
overlay and substantially interlock With corresponding 
?anges of the beams. 
One aspect of the present invention is the mounting of 

storage containers or packages While another aspect is the 
mounting of splash arresting Wheel covers or skirts. Both 
aspects utiliZe latch members Which extend upWardly from 
the respective container or skirt, each latch member includ 
ing a leg projecting outWardly at an angle to the upstanding 
portion of the member for resting upon a loWer ?ange of a 
respective beam. The latch members have substantially 
L-shape con?gurations. Preferably there are both ?xed and 
moveable latch members betWeen Which the Web of an 
I-beam is clamped. The moveable latch members are 
mounted on a slide plate Which can be moved by rack and 
pinion means to clamp or release the I-beam. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The particular features and advantages of the invention as 
Well as other objects Will become apparent from the folloW 
ing description taken in connection With the accompanying 
draWings in Which: 

FIG. 1 is an elevational vieW of a tractor trailer supporting 
load carrying containers beneath the ?oor in accordance 
With the principles of the present invention; 

FIG. 2 is a bottom plan vieW of the ?oor of the trailer With 
the containers removed; 

FIG. 3 is a fragmentary cross sectional vieW taken sub 
stantially along line 3—3 of FIG. 1 partly broken aWay to 
illustrate a portion of a container; 

FIG. 4 is a cross sectional vieW taken substantially along 
line 4—4 of FIG. 3; 

FIG. 5 is an enlarged sectional vieW taken substantially 
along line 5—5 of FIG. 3; 

FIG. 6 is a perspective vieW illustrating a Wheel covering 
skirt constructed in accordance With the principles of the 
present invention; and 

FIG. 7 is an elevational vieW of the skirt illustrated in FIG. 
6 attached to a trailer having a set of tandem Wheels. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to the draWings, FIG. 1 illustrates a conven 
tional tractor trailer 10 comprising a substantially longitu 
dinally extending body 12 extending from a front end 14 to 
a rear end 16. The trailer conventionally includes Wheels 18 
on Which tires 20 are mounted adjacent the rear end. Carried 
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by the trailer beneath the body are a number of transportable 
containers 22 constructed in accordance With the principles 
of the present invention as hereinafter described, the number 
of such containers that may be carried being dependent upon 
the length of the trailer and the length of the containers. 
Conventionally, as illustrated in FIG. 2, the body of the 
trailer includes a ?oor 24, Which on the exterior is braced or 
supported by transversely extending I-shaped beams 26 
equally spaced apart longitudinally and extending trans 
versely across the trailer. The beams as clearly illustrated in 
FIGS. 3, 4 and 5 have a central Web 28 intermediate a pair 
of ?anges comprising an upper ?ange 30 and a loWer ?ange 
32. 
As best illustrated in FIGS. 3 and 4 each container has a 

substantially parallelepiped shaped con?guration including 
a pair of spaced apart plurality of latch assemblies 34, their 
being one such plurality of assemblies extending lengthWise 
along each upper edge of the container With each assembly 
being spaced from adjacent assemblies by a distance sub 
stantially equal to the distance betWeen adjacent I-beams 26. 
Each assembly 34 comprises a bar 36 ?xed to the container 
22 by bolts or the like adjacent the laterally extending edge, 
the bar being approximately ?ve inches Wide. Secured to 
each edge of the bar is a respective right angle beam 40, 42 
of approximately one inch square by 1A thick, the space 
betWeen the angle beams forming a slideWay Within Which 
a slide plate or slide bar 44 is positioned. Secured to the 
underside of the slide plate or slide bar 44 at and adjacent 
one end thereof is a small length of rack 46, the rack having 
teeth disposed doWnWardly aWay from the plate 44 and 
being positioned Within an accommodating slot 48 in the 
corresponding end of the ?xed bar 36 so that it is moveable 
a small distance into and outside the end of the container 22. 

Depending doWnWardly from the container and associ 
ated With each pair of latch assemblies adjacent the end at 
Which the rack is located is a pair of bracket members 50, 52 
Which journally support a rod 54 that extends across the 
container. Mounted on the rod 54 betWeen the brackets 50, 
52 at each side is a respective pinion gear 56 that meshes 
With teeth on the respective rack 46. At one side of the 
container there is an opening 58 in the Wall for receiving an 
end of a removable crank member 60, that end of the crank 
being of a polygon shape and receivable Within a recess 62 
of the same con?guration in the corresponding end of the rod 
54. Thus, rotation of the crank 60 Will result in the slide plate 
44 at each side moving longitudinally an amount determined 
by the movement of the crank and the length of the rack. 

Fastened to each of the angle beams 40, 42 at each 
assembly is a respective ?xed latch member 64, each of 
Which has a substantially inverted L-shaped con?guration 
having an upstanding leg 66 and a longitudinally extending 
leg 68, all the legs 68 facing in the same direction. The latch 
members 64 may be approximately 1A1 inch thick stainless 
steel and are preferably Welded to a bar 70 that extends from 
one side to the other across the container, the bar 70 being 
of a siZe adapted to be disposed on half of the ?ange 32 of 
an I-beam 26 as illustrated in FIG. 5. Secured as by Welding 
to each slide plate 44 offset transversely relative to a 
respective latch 64 is a moveable latch member 72 of similar 
shape as the latch member 64 having an upstanding leg 74 
and a longitudinally extending leg 76, the legs 76 facing in 
the opposite direction to the legs 68. Moreover, the latch 
members 72 across the Width of the container preferably are 
Welded to a common bar 78 similar to the bar 70 for resting 
on the other half of the I-beam ?anges 32 When moved into 
clamping position With the latch 72 and the bar 78 abutting 
the Web 28 of the I-beam. Abushing 80, preferably of brass, 
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4 
is fastened to the slide plate 44 and is disposed such that 
When the moveable latches 72 are in clamping position the 
bushing 80 is Wedged beloW the ?ange 32, thereby to limit 
or eliminate vertical movement of the latching assemblies 
When the trailer is being driven on the road. Additionally, a 
latch pin (not illustrated) may extend through apertures 82, 
84 respectively in the slide plate 44 and a ?xed bar or plate 
86 secured to the end of the container 22 to prevent the slide 
plate from moving inadvertently. 

In operation, When the container 22 is to be mounted 
under the trailer, the crank 60 is rotated to open the longi 
tudinal spacing betWeen the moveable latches 72 and the 
respective ?xed latches 64 for a respective I-beam 26. The 
container is then positioned by a pallet jack or the like so that 
the latch members aligned across the container are disposed 
for clamping about a respective I-beam 26 and the crank 60 
is then rotated in the opposite direction to clamp the I-beam 
betWeen the pairs of transversely aligned latches. Such a 
transverse alignment of latch assemblies is required to clamp 
onto at least tWo longitudinally spaced apart I-beams, 
although there may be latch assemblies corresponding to a 
plurality of I-beams disposed across the ends of the con 
tainer. Thus, although only tWo such assemblies are illus 
trated in FIG. 4, it should be understood that others are 
anticipated betWeen these tWo. 

In accordance With another aspect of the present 
invention, Wheel covering skirts 110 have a latching struc 
ture similar to that for the containers for attachment of the 
skirts to the I-beams of the trailer. As illustrated, the skirt has 
a Wheel covering side surface 112 and an upper surface 114 
for overlaying the Wheel. Secured to the upper surface 114 
is structure de?ning a single slideWay Within Which a slide 
plate 144 may slide, the slideWay carrying moveable latches 
172 While angle members 140, 142 similar to the members 
40, 42 carry ?xed latches. The slide plate 144 and thus the 
moveable latches are moved by a crank driven rack and 
pinion system in the same manner as those on the containers 
22, the crank being inserted into a hole 158 in the surface 
112 of the skirt. The skirt may be utiliZed With a tandem 
Wheel tractor trailer as illustrated in FIG. 7 or With a trailer 

having a single Wheel arrangement (not illustrated) merely 
be siZing the skirt accordingly. With the skirt in position 
most Water Will not be throWn up and out onto passing 
vehicles. When the tires are to be checked for air pressure 
and/or in?ated, the skirts may be readily removed and 
thereafter reinstalled. 
Numerous alterations of the structure herein disclosed 

Will suggest themselves to those skilled in the art. HoWever, 
it is to be understood that the present disclosure relates to the 
preferred embodiment of the invention Which is for purposes 
of illustration only and not to be construed as a limitation of 
the invention. All such modi?cations Which do not depart 
from the spirit of the invention are intended to be included 
Within the scope of the appended claims. 

Having thus set forth the nature of the invention, What is 
claimed herein is: 

1. A mounting system for removeably mounting an acces 
sory on a conventional load-carrying elongated trailer, said 
trailer having a longitudinal axis having a body supported by 
Wheel mounted tires for being transported on a road, said 
trailer including a ?oor and a plurality of longitudinally 
spaced apart transversely extending ?oor supporting sub 
stantially I-shaped beams disposed beneath said ?oor, said 
I-shaped beams having a cross sectional con?guration 
including upper and loWer ?anges connected together by a 
central Web for structurally supporting said ?oor, said acces 
sory comprising a body member having a plurality of 
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longitudinally) spaced apart latch assemblies, each latch 
assembly comprising a ?xed latch member and a moveable 
latch member, said ?xed latch members being ?xedly 
mounted to said body at predetermined longitudinally 
spaced locations means for mounting each moveable latch 
member offset transversely from the corresponding ?xed 
latch member and moveable longitudinally relative thereto, 
each of said ?xed latch members having a con?guration 
including a longitudinally extending leg having a free end, 
the free ends of all of said ?xed latch members projecting in 
a same direction, each of said moveable latch members 
having a con?guration including a longitudinally extending 
leg having a free end, the free ends of all said moveable latch 
members projecting in a same direction Which is opposite to 
the direction of the free ends of said ?xed latch members and 
means for moving said moveable latch members together to 
clamp the loWer ?anges of selected ones of said betWeen 
?xed latch members and moveable latch members of said 
plurality of latch assemblies to secure the accessory to the 
trailer. 

2. A mounting system as recited in claim 1, Wherein said 
means for mounting each moveable latch member comprises 
means secured to the body of said accessory for forming a 
longitudinally extending slideWay, a slide plate slideably 
mounted in said slideWay, said moveable latch member 
being secured to said slide plate. 

3. A mounting system as recited in claim 2, Wherein said 
means for moving said moveable latch members comprises 
rack and pinion means operatively connected to said slide 
plate to move said slide plate selectively. 

4. A mounting system as recited in claim 3, Wherein said 
rack and pinion means comprises a rack fastened to said 
slide plate and having teeth depending doWnWardly, a pinion 
gear rotatably mounted beneath said rack and having teeth in 
mesh With the teeth of said rack, and means for rotating said 
gear to move said rack and thereby said slide plate. 

5. A mounting system as recited in claim 1, Wherein said 
?xed latch members and said moveable latch members 
include means for engaging the loWer ?ange of an I-shaped 
beam, said ?xed latch members being disposed on one side 
of the corresponding Web and said moveable latch members 
being disposed at an opposite side of the respective Web. 

6. A mounting system as recited in claim 5, Wherein said 
means for mounting each moveable latch member comprises 
means secured to the body of said accessory for forming a 
longitudinally extending slideWay, a slide plate slideably 
mounted in said slideWay, said moveable latch member 
being secured to said slide plate. 

7. A mounting system as recited in claim 6, Wherein said 
means for moving said moveable latch members comprises 
rack and pinion means operatively connected to said slide 
plate to move said slide plate selectively. 

8. A mounting system as recited in claim 7, Wherein said 
rack and pinion means comprises a rack fastened to said 
slide plate and having teeth depending doWnWardly, a pinion 
gear rotatably mounted beneath said rack and having teeth in 
mesh With the teeth of said rack, and means for rotating said 
gear to move said rack and thereby said slide plate. 
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9. A mounting system as recited in claim 1, Wherein said 

accessory comprises a storage container having a substan 
tially parallelepiped con?guration, there being latch assem 
blies adjacent transversely spaced apart upper longitudinally 
extending edges. 

10. A mounting system as recited in claim 9, Wherein said 
means for mounting each moveable latch member comprises 
means secured to said container for forming a longitudinally 
extending slideWay, a slide plate slideably mounted in said 
slideWay, said moveable latch member being secured to said 
slide plate. 

11. A mounting system as recited in claim 10, Wherein 
said means for moving said moveable latch members com 
prises rack and pinion means operatively connected to said 
slide plate to move said slide plate selectively. 

12. A mounting system as recited in claim 11, Wherein 
said rack and pinion means comprises a rack fastened to said 
slide plate and having teeth depending doWnWardly, a pinion 
gear rotatably mounted beneath said rack and having teeth in 
mesh With the teeth of said rack, and means for rotating said 
gear to move said rack and thereby said slide plate. 

13. A mounting system as recited in claim 12, Wherein 
said ?xed latch members and said moveable latch members 
include means for engaging the loWer ?ange of an I-shaped 
beam, said ?xed latch members being disposed on one side 
of the corresponding Web and said moveable latch members 
being disposed at an opposite side of the respective Web. 

14. A mounting system as recited in claim 1, Wherein said 
accessory comprises a skirt for covering at least side facing 
portions of said tires to prevent Water on said road from 
being splashed outWardly aWay from said trailer, said skirt 
including an upper surface overlaying a respective tire, said 
latch assembly being disposed on said upper surface. 

15. A mounting system as recited in claim 14, Wherein 
said means for mounting each moveable latch member 
comprises means secured to the body of said accessory for 
forming a longitudinally extending slideWay, a slide plate 
slideably mounted in said slideWay, said moveable latch 
member being secured to said slide plate. 

16. A mounting system as recited in claim 15, Wherein 
said means for moving said moveable latch members com 
prises rack and pinion means operatively connected to said 
slide plate to move said slide plate selectively. 

17. A mounting system as recited in claim 16, Wherein 
said rack and pinion means comprises a rack fastened to said 
slide plate and having teeth depending doWnWardly, a pinion 
gear rotatably mounted beneath said rack and having teeth in 
mesh With the teeth of said rack, and means for rotating said 
gear to move said rack and thereby said slide plate. 

18. A mounting system as recited in claim 17, Wherein 
said ?xed latch members and said moveable latch members 
include means for engaging the loWer ?ange of an I-shaped 
beam, said ?xed latch members being disposed on one side 
of the corresponding Web and said moveable latch members 
being disposed at an opposite side of the respective Web. 


