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AUXILIARY CAP LIGHT KIT ACTUATED BY 
THE TAILGATE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to illumination devices the 
for motor vehicles and more particularly pertains to a neW 
Auxiliary Cap Light Kit for providing illumination to the 
interior of a pickup truck bed Cap. 

2. Description of the Prior Art 
The use of to illumination devices for motor vehicles is 

knoWn in the prior art. More speci?cally, to illumination 
devices for motor vehicles heretofore devised and utiliZed 
are knoWn to consist basically of familiar, expected and 
obvious structural con?gurations, notWithstanding the 
myriad of designs encompassed by the croWded prior art 
Which have been developed for the ful?llment of countless 
objectives and requirements. 
KnoWn prior art to illumination devices for motor 

vehicles include US. Pat. No. 4,896,136; US. Pat. No. 
4,628,417; US. Pat. Des. No. 324,111; US. Pat. No. 4,819, 
134; US. Pat. No. 5,047,688 and US. Pat. No. 4,499,528. 
While these devices ful?ll their respective, particular 

objectives and requirements, the aforementioned patents do 
not disclose a neW Auxiliary Cap Light Kit. The inventive 
device includes a cap light source providing illumination to 
the interior of the truck bed cap. The cap light source is 
electrically coupled to a sWitch having a depressible actuator 
that turns on the light source When the tailgate of the pickup 
truck is opened. The cap light source is also electrically 
coupled to an adjustable light illumination timer that alloWs 
a user to control the length of time the light source is 
poWered When the tailgate is left open. 

In these respects, the Auxiliary Cap Light Kit according 
to the present invention substantially departs from the con 
ventional concepts and designs of the prior art, and in so 
doing provides an apparatus primarily developed for the 
purpose of providing illumination to the interior of a pickup 
truck bed cap. 

SUMMARY OF THE INVENTION 

In vieW of the foregoing disadvantages inherent in the 
knoWn types of to illumination devices for motor vehicles 
noW present in the prior art, the present invention provides 
a neW Auxiliary Cap Light Kit construction Wherein the 
same can be utiliZed for providing illumination to the 
interior of a pickup truck bed cap. 

The general purpose of the present invention, Which Will 
be described subsequently in greater detail, is to provide a 
neW Auxiliary Cap Light Kit apparatus and method Which 
has many of the advantages of the to illumination devices for 
motor vehicles mentioned heretofore and many novel fea 
tures that result in a neW Auxiliary Cap Light Kit Which is 
not anticipated, rendered obvious, suggested, or even 
implied by any of the prior art to illumination devices for 
motor vehicles, either alone or in any combination thereof. 

To attain this, the present invention generally comprises a 
cap light source providing illumination to the interior of the 
truck bed cap. The cap light source is electrically coupled to 
a sWitch having a depressible actuator that turns on the light 
source When the tailgate of the pickup truck is opened. The 
cap light source is also electrically coupled to an adjustable 
light illumination timer that alloWs a user to control the 
length of time the light source is poWered When the tailgate 
is left open. 
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There has thus been outlined, rather broadly, the more 

important features of the invention in order that the detailed 
description thereof that folloWs may be better understood, 
and in order that the present contribution to the art may be 
better appreciated. There are additional features of the 
invention that Will be described hereinafter and Which Will 
form the subject matter of the claims appended hereto. 

In this respect, before explaining at least one embodiment 
of the invention in detail, it is to be understood that the 
invention is not limited in its application to the details of 
construction and to the arrangements of the components set 
forth in the folloWing description or illustrated in the draW 
ings. The invention is capable of other embodiments and of 
being practiced and carried out in various Ways. Also, it is 
to be understood that the phraseology and terminology 
employed herein are for the purpose of description and 
should not be regarded as limiting. 
As such, those skilled in the art Will appreciate that the 

conception, upon Which this disclosure is based, may readily 
be utiliZed as a basis for the designing of other structures, 
methods and systems for carrying out the several purposes 
of the present invention. It is important, therefore, that the 
claims be regarded as including such equivalent construc 
tions insofar as they do not depart from the spirit and scope 
of the present invention. 

Further, the purpose of the foregoing abstract is to enable 
the US. Patent and Trademark Of?ce and the public 
generally, and especially the scientists, engineers and prac 
titioners in the art Who are not familiar With patent or legal 
terms or phraseology, to determine quickly from a cursory 
inspection the nature and essence of the technical disclosure 
of the application. The abstract is neither intended to de?ne 
the invention of the application, Which is measured by the 
claims, nor is it intended to be limiting as to the scope of the 
invention in any Way. 

It is therefore an object of the present invention to provide 
a neW Auxiliary Cap Light Kit apparatus and method Which 
has many of the advantages of the to illumination devices for 
motor vehicles mentioned heretofore and many novel fea 
tures that result in a neW Auxiliary Cap Light Kit Which is 
not anticipated, rendered obvious, suggested, or even 
implied by any of the prior art to illumination devices for 
motor vehicles, either alone or in any combination thereof. 

It is another object of the present invention to provide a 
neW Auxiliary Cap Light Kit Which may be easily and 
ef?ciently manufactured and marketed. 

It is a further object of the present invention to provide a 
neW Auxiliary Cap Light Kit Which is of a durable and 
reliable construction. 
An even further object of the present invention is to 

provide a neW Auxiliary Cap Light Kit Which is susceptible 
of a loW cost of manufacture With regard to both materials 
and labor, and Which accordingly is then susceptible of loW 
prices of sale to the consuming public, thereby making such 
Auxiliary Cap Light Kit economically available to the 
buying public. 

Still yet another object of the present invention is to 
provide a neW Auxiliary Cap Light Kit Which provides in the 
apparatuses and methods of the prior art some of the 
advantages thereof, While simultaneously overcoming some 
of the disadvantages normally associated thereWith. 

Still another object of the present invention is to provide 
a neW Auxiliary Cap Light Kit for providing illumination to 
the interior of a pickup truck bed cap. 

Yet another object of the present invention is to provide a 
neW Auxiliary Cap Light Kit Which includes a cap light 
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source providing illumination to the interior of the truck bed 
cap. The cap light source is electrically coupled to a sWitch 
having a depressible actuator that turns on the light source 
When the tailgate of the pickup truck is opened. The cap light 
source is also electrically coupled to an adjustable light 
illumination timer that alloWs a user to control the length of 
time the light source is poWered When the tailgate is left 
open. 

Still yet another object of the present invention is to 
provide a neW Auxiliary Cap Light Kit that may be used for 
any pickup truck bed container having hinged lid or door. 
Even still another object of the present invention is to 

provide a neW Auxiliary Cap Light Kit that has an adjustable 
light illumination timer to prevent a pickup truck’s battery 
from draining if the tailgate is left open for an extended 
period of time. 

These together With other objects of the invention, along 
With the various features of novelty Which characteriZe the 
invention, are pointed out With particularity in the claims 
annexed to and forming a part of this disclosure. For a better 
understanding of the invention, its operating advantages and 
the speci?c objects attained by its uses, reference should be 
had to the accompanying draWings and descriptive matter in 
Which there is illustrated preferred embodiments of the 
invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will be better understood and objects other 
than those set forth above Will become apparent When 
consideration is given to the folloWing detailed description 
thereof. Such description makes reference to the annexed 
draWings Wherein: 

FIG. 1 is a partial side vieW of a pickup truck’s truck bed 
With a truck bed cap With a neW Auxiliary Cap Light Kit 
according to the present invention. 

FIG. 2 is a partial sectional vieW taken along line 2—2 of 
FIG. 1 shoWing the location of the sWitch mounted in the 
truck bed side Wall in relation to the tailgate. 

FIG. 3 is a partial sectional vieW taken along line 3—3 of 
FIG. 1 shoWing the electrical Wires in the truck bed side 
Wall. 

FIG. 4 is a side vieW of the cap light source mounted to 
the cap interior side. 

FIG. 5 is a perspective vieW of the Wiring arrangement of 
the invention attached to a battery. 

FIG. 6 is a perspective vieW of the adjustable light 
illumination timer. 

FIG. 7 is a circuit diagram according to the present 
invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

With reference noW to the draWings, and in particular to 
FIGS. 1 through 7 thereof, a neW Auxiliary Cap Light Kit 
embodying the principles and concepts of the present inven 
tion and generally designated by the reference numeral 10 
Will be described. 
More speci?cally, it Will be noted that the Auxiliary Cap 

Light Kit 10 comprises a cap light source 20, a sWitch 30, 
and an adjustable light illumination timer 42. 
As best illustrated in FIGS. 1 through 7, it can be shoWn 

that the Auxiliary Cap Light Kit 10 is designed for use in 
pickup trucks 60 having a truck bed 61 With truck bed side 
Walls 63 and an openable rear tailgate 62. A truck bed cap 
64 is attached on top of the truck bed 61. 
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The cap light source 20 comprises a light bulb 24 inside 

a light transmissible housing 22. The light transmissible 
housing 22 is attached to the cap interior side 65. The light 
bulb 24 is electrically coupled to the sWitch 30 and to a 
ground 47 by electrical Wire 50. A detachable tWo Way 
connector 26 may be installed betWeen the light bulb 24 and 
the sWitch 30 and ground 47 so that the light source may be 
easily removed and reinstalled on a truck bed cap 64 for 
maintenance or other purposes. 

The sWitch 30 has a depressible actuator 31 that turns off 
the light bulb 24 When it is depressed and turn the light bulb 
24 on When not depressed. The sWitch 30 is mounted to the 
truck bed side Wall 63 With fasteners 32 next to the tailgate 
62 so that the depressible actuator 31 is depressed by the 
tailgate 62 When the tailgate 62 is closed and not depressed 
When the tailgate 62 is opened. The sWitch 30 is electrically 
coupled to the adjustable light illumination timer 42 as Well 
as the light bulb 24 by electrical Wire 50. It may be necessary 
to provide a Wiring hole 68 in the truck bed side Wall 63 to 
alloW the electrical Wire 50 to pass from the sWitch 30 to the 
adjustable light illumination timer 42 and the light bulb 24. 
In such a case, it is recommended to place a grommet 69 
Within the Wiring hole 68 to protect the electrical Wire 50. It 
is also recommended to attach the electrical Wire 50 to the 
truck bed side Wall 63 and to the cap interior side 65 With an 
adhesive 54 to prevent the electrically Wire 50 from snag 
ging to objects carrier on the truck bed 61. 

The adjustable light illumination timer 42 is electrically 
coupled to the sWitch 30 and a battery 38 by electrical Wire 
50. The adjustable light illumination timer 42 controls the 
length of time the cap light source 20 is activated When the 
tailgate 62 is left open to prevent excessive draining of the 
battery 38. Atime length adjustment knob 43 included on the 
adjustable light illumination timer 42 alloWs a user to 
variably adjust the length of time the cap light source 20 is 
to be activated. For convenience, the adjustable light illu 
mination timer 42 may be located in the cab of the pickup 
truck 60 to alloW easy adjustment by the driver. It is 
recommended that the adjustable light illumination timer 42 
alloW adjustment of the illumination time length for up to ten 
minutes. The adjustable light illumination timer 42 should 
also include an option to deactivate the adjustable light 
illumination timer 42 so that the cap light source 20 may be 
left on as long as the tailgate 62 is left open for situations 
requiring extended illumination. 
The battery 38 provides poWer to energiZe the cap light 

source 20. The battery 38 is also electrically coupled to a 
ground 46. The 12 volt dc battery of pickup truck 60 is 
suitable for this purpose. In such a case, the Auxiliary Cap 
Light Kit 10 should be directly Wired to the truck battery 
bypassing the pickup truck’s ignition sWitch. A fuse 34 may 
be included betWeen the adjustable light illumination timer 
42 and the battery 38. Ideally, the fuse 34 should be rated as 
a seven amp fuse. 

The Auxiliary Cap Light Kit 10 may also be installed in 
other truck bed containers that include a hinged lid or door 
to provide illumination to the interiors of such containers. 
Such truck bed containers include truck bed tool chests and 
truck bed utility containers being commonly available today. 
As to a further discussion of the manner of usage and 

operation of the present invention, the same should be 
apparent from the above description. Accordingly, no further 
discussion relating to the manner of usage and operation Will 
be provided. 

With respect to the above description then, it is to be 
realiZed that the optimum dimensional relationships for the 
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parts of the invention, to include variations in siZe, materials, 
shape, form, function and manner of operation, assembly 
and use, are deemed readily apparent and obvious to one 
skilled in the art, and all equivalent relationships to those 
illustrated in the draWings and described in the speci?cation 
are intended to be encompassed by the present invention. 

Therefore, the foregoing is considered as illustrative only 
of the principles of the invention. Further, since numerous 
modi?cations and changes Will readily occur to those skilled 
in the art, it is not desired to limit the invention to the eXact 
construction and operation shoWn and described, and 
accordingly, all suitable modi?cations and equivalents may 
be resorted to, falling Within the scope of the invention. 
What is claimed as being neW and desired to be protected 

by Letters Patent of the United States is as folloWs: 
1. An auXiliary cap light kit, for a pickup truck having a 

truck bed With truck bed side Walls, an openable tailgate, and 
a covering truck bed cap having a cap interior side, said 
auxiliary cap light kit comprising: 

a cap light source being adapted for mounting to said cap 
interior side, said cap light source being for providing 
illumination When energiZed; 

a means for selectively energiZing said cap light source 
Wherein said light source being energiZed When said 
tailgate is opened; and 

a means for controlling the length of time said cap light 
source provides illumination. 

2. The auXiliary cap light kit of claim 1, Wherein the cap 
light source comprises a light bulb, said light bulb being 
disposed Within a light transmissible housing, said light 
transmissible housing being adapted for mounting to said 
cap interior side, said light bulb being for providing illumi 
nation When energiZed. 

3. The auXiliary cap light kit of claim 1, Wherein said 
means for selectively energiZing said cap light source com 
prises a sWitch, said sWitch being electrically coupled to said 
cap light source, said sWitch further being adapted for 
coupling to said truck bed side Wall such that said sWitch is 
closed When said tailgate is opened, Whereby said cap light 
source is energiZed When said tailgate is opened. 

4. The auXiliary cap light kit of claim 3, Wherein said 
means for controlling the length of time said cap light source 
provides illumination is an adjustable light illumination 
timer, said light illumination timer being electrically coupled 
to said sWitch, said adjustable light illumination timer being 
for controlling the length of time said light source provides 
illumination after said light source is energiZed by said 
sWitch being closed such that said cap light source is 
deactivated after a predetermined time. 

5. The auXiliary cap light kit of claim 3, Wherein said 
means for selectively energiZing said cap light source further 
comprises a battery, said battery being electrically coupled 
to said switch. 
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6. The auXiliary cap light kit of claim 3, Wherein said 

sWitch includes a depressible actuator, said depressible 
actuator being positioned neXt to said tailgate such that said 
depressible actuator closes said sWitch When said tailgate is 
opened, Whereby said cap light source is illuminated. 

7. The auXiliary cap light kit of claim 1, Wherein said 
means for controlling the length of time said cap light source 
provides illumination is an adjustable light illumination 
timer, said adjustable light illumination timer being electri 
cally coupled to said light source such that said cap light 
source is deactivated after a selectable predetermined time. 

8. The auXiliary cap light kit of claim 1, further compris 
ing a circuit breaking means for interrupting energiZation of 
said cap light source. 

9. The auXiliary cap light kit of claim 8, Wherein said 
circuit breaking means is a fuse being electrically coupled to 
said cap light source. 

10. An auXiliary cap light kit, for a pickup truck having a 
truck bed With truck bed side Walls, an openable tailgate, and 
a covering truck bed cap having a cap interior side, said 
auXiliary cap light kit comprising: 

a light transmissible housing being adapted for mounting 
to said cap interior side; 

a light bulb being disposed Within said light transmissible 
housing, said light bulb providing illumination When 
energiZed; 

a sWitch having a depressible actuator, said light bulb 
being detachably electrically coupled to said sWitch, 
said sWitch being adapted for coupling to said truck bed 
side Wall, said depressible actuator being positionable 
neXt to said tailgate such that said depressible actuator 
closes said sWitch When said tailgate is opened, 
Whereby said cap light source is energiZed When said 
tailgate is opened; 

an adjustable light illumination timer, said adjustable light 
illumination timer being electrically coupled to said 
sWitch, said adjustable light illumination timer being 
for controlling the length of time said light bulb pro 
vides illumination after said light bulb is energiZed by 
said sWitch; 

a battery being electrically coupled to said adjustable light 
illumination timer, said battery providing energy to said 
light bulb; and 

a fuse being operatively disposed betWeen said battery 
and said adjustable light illumination timer. 

* * * * * 


