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DATA PRINTING DEVICE FOR CAMERA 

BACKGROUND OF THE INVENTION 

The present invention relates to a data printing device 
used in a camera to print data such as date and/or time on a 
frame of a roll of ?lm. 

A conventional data printing device includes a light 
emitting device and an imaging optical system. The light 
emitting device includes a plurality of LEDs (light emitting 
diodes) aligned along a line perpendicular to a Winding 
direction of a roll of ?lm and the imaging optical system 
forms light points corresponding to the LEDs on the ?lm. 
The LEDs are controlled in synchronism With Winding of the 
roll of ?lm to print data, such as a date, as a dot matrix 
image. 

This type of data printing device is generally located such 
that the printing on the ?lm occurs betWeen an aperture, 
through Which the ?lm is eXposed, and a spool chamber, into 
Which the ?lm is Wound. That is, the printing occurs at a 
position that is doWnstream of the photographing position 
along the ?lm Winding direction, since the data is printed on 
the eXposed frame after eXposure (photographing). Thus, the 
data printing device, and in particular the imaging optical 
system, must be arranged betWeen a photographing optical 
path, leading from a photographing lens through the 
aperture, and the spool chamber. 

There are three types of imaging optical systems used in 
conventional data printing devices. The ?rst type of imaging 
optical system uses a straight optical path betWeen the light 
emitting device and the ?lm. Thus, this imaging optical 
system has no re?ecting surfaces. The second type of 
imaging optical system includes a single re?ecting surface to 
re?ect a light from the light emitting device through a right 
angle (90 degrees) toWard the ?lm. The third type of imaging 
optical system includes tWo re?ecting surfaces that are 
parallel to each other such that light from the light emitting 
device is shifted parallel to the direction of travel in the path 
to the ?lm. 

HoWever, the conventional data printing devices 
described above require a relatively large clearance betWeen 
the photographing optical path and the spool chamber. 

SUMMARY OF THE INVENTION 

It is therefore an object of the present invention to provide 
a data printing device that alloWs the clearance betWeen a 
photographing optical path and a spool chamber to be 
reduced in order to make a camera more compact. 

In order to achieve the object of the invention, a data 
printing device comprises a light emitting device that 
includes a plurality of light emitting points, and an imaging 
optical system for forming light points corresponding to the 
light emitting points on a ?lm, the imaging optical system 
including at least one imaging lens and at least three 
re?ecting surfaces that re?ect the light from the light emit 
ting device to form a bent optical path along an arc of a 
cylindrical Wall. 

The imaging optical system may comprise four re?ecting 
surfaces. In a case Where the imaging optical system 
includes a pair of imaging lenses, each of the lenses may be 
provided With a pair of total internal re?ecting surfaces. 
Preferably, each pair of the total internal re?ecting surfaces 
are parallel to each other. Further, one of the pair of the 
re?ecting surfaces shift the optical path in one direction and 
the other pair of the total internal re?ecting surfaces shift the 
optical path in the opposite direction. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a sectional vieW of a camera to Which a data 
printing device according to a ?rst embodiment is applied; 

FIG. 2 is a schematic vieW shoWing the arrangement of 
the light emitting points on the light emitting device; 

FIG. 3 is an enlarged vieW of the data printing device 
according to the ?rst embodiment; 

FIG. 4 is a sectional vieW of the data printing device 
according to the ?rst embodiment; 

FIG. 5 is a sectional vieW of a data printing device 
according to a second embodiment; 

FIG. 6(a) is a front vieW of a second imaging lens in the 
data printing device according to the second embodiment; 
and 

FIG. 6(b) is a front vieW of the incident side surfaces of 
the second imaging lens. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Preferred embodiments of a data printing device of the 
present invention are described as applied to a compact type 
camera. FIG. 1 shoWs the general arrangement of the 
camera. In the folloWing description, a front side F is de?ned 
as a side of an object to be photographed (right hand side in 
FIG. 1) and a rear side R is de?ned as opposite to the front 
side F (left hand side in FIG. 1). 
The camera includes a camera body 10 and a back lid 15 

that can rotate about a rotation aXis 15a in order to close an 
opening at the rear side R of the camera body 10. 

Formed Within the camera body 10 are a lens space 11, 
Where a Zoom lens barrel (not shoWn) is installed (shoWn as 
a rectangular area in FIG. 1), a cartridge chamber 12, in 
Which a ?lm cartridge (not shoWn) is set, and a spool 
chamber 14, Where a spool 13 is arranged for Winding ?lm 
(not shoWn) pulled from the ?lm cartridge. The cartridge 
chamber 12 and the spool chamber 14 are arranged at the 
sides of the lens space 11 such that the ?lm is Wound in a 
?lm Winding direction D that is perpendicular to a direction 
from the front side F to the rear side R of the camera. 
Further, in order to determine an eXposure area of the ?lm, 
an aperture (not shoWn) is provided at the rear side R of the 
lens space 11. 
A pressure plate 16 is supported on the inner side of the 

back lid 15 via a plate spring (not shoWn). A pair of guide 
rails 17a, Which eXtend betWeen the cartridge chamber 12 
and the spool chamber 14, are formed on a chassis 17, at the 
outside of the aperture, opposite to the pressure plate 16 (i.e., 
to the rear side R of the lens space 11). The ?lm is pushed 
against the guide rails 17a by the pressure plate 16. The ?lm 
is fed such that a frame of the ?lm is positioned at the rear 
side R of the aperture to be eXposed and is then Wound in the 
?lm Winding direction D as the spool 13 rotates. The chassis 
17 also includes a ?rst cylindrical Wall 17b that forms the 
cartridge chamber 12 and second cylindrical Wall 17c that 
forms the spool chamber 14. 
A data printing device 20 is arranged betWeen the lens 

space 11 and the spool chamber 14. The data printing device 
20 includes a light emitting device 21 and an imaging optical 
system that includes ?rst and second imaging lenses 26 and 
27. As shoWn in FIGS. 2 and 3, the light emitting device 21 
includes a light emitting diode 21a that includes a plurality 
of light emitting points (or elements) 21c on a single 
substrate and a cover glass 21b that covers a light emitting 
surface S (see FIG. 3) of the light emitting diode 21a. 
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The light from each of the light emitting points 21c is 
imaged on the ?lm by the imaging lenses 26 and 27 to form 
corresponding light points at the ?lm surface. The light 
emitting diode 21a includes, in this example, seven light 
emitting points 21c as shoWn in FIG. 2. The light emitting 
points 21c are aligned along a straight line, and the align 
ment direction is the same as that of the corresponding light 
points on the ?lm. The alignment direction is perpendicular 
to the ?lm Winding direction D, i.e., perpendicular to the 
sheet of FIG. 1. 

The light emitting device 21 is controlled such that each 
of the light emitting points 21c emits light according to 
predetermined data and in synchronism With the ?lm Wind 
ing in order to print character data on the ?lm as a dot matrix 
image. 

In this embodiment, the distance betWeen adjacent light 
emitting points 21c is 0.09 mm and the total distance 
betWeen the light emitting points 21c at the ends is 0.6 mm 
as shoWn in FIG. 2. Due to the siZe of each frame of ?lm, 
typically the siZe of characters (letters) of the printed data is 
limited Within a range of about 0.4—0.7 mm in a direction 
perpendicular to the Winding direction D and thus, in the 
embodiments, the imaging optical system forms an approxi 
mately full-siZe image of the series of the light emitting 
points on the ?lm, i.e., the magni?cation of the imaging 
optical system is nearly equal to 1. 

The printing position P is located at a point betWeen the 
aperture and the spool chamber 14, that is, doWnstream of 
the photographing (exposure) position along the ?lm Wind 
ing direction D, and the data is printed on the exposed frame 
after exposure (photographing), i.e., the date is printed 
during the ?lm Winding, after a shutter is released. 

The position of the data printing device 20 of the embodi 
ment is based on the assumption that the ?lm is Wound from 
the ?lm cartridge after the exposure of each frame. HoWever, 
the data printing device 20 of the embodiment is also 
effective for a “pre-loading” type camera in Which ?lm is 
?rst Wound by a spool at the time When the ?lm is set and 
the ?lm is then reWound into a ?lm cartridge after the 
exposure of each frame. In such a “pre-loading” type 
camera, the data printing device 20 could be positioned 
betWeen the lens space 11 and the cartridge chamber 12. In 
this speci?cation, the term “Wind” describes the transfer of 
the ?lm by a frame after each exposure (photographing 
operation). 

FIG. 3 is an enlarged vieW of FIG. 1 shoWing the data 
printing device 20 of the ?rst embodiment and FIG. 4 is a 
sectional vieW of the data printing device 20 of the ?rst 
embodiment in a plane perpendicular to the ?lm Winding 
direction D as vieWed from the lens space 11 side. 

As is shoWn in FIGS. 3 and 4, the data printing device 20 
is provided betWeen a side Wall 11a of the lens space 11 and 
a cylindrical Wall 17c of the chassis 17. The light emitting 
device 21 is engaged in a step portion 17d formed on the 
cylindrical Wall 17c and the ?rst imaging lens 26 and the 
second imaging lens 27 are supported by appropriate for 
mation of either of the cylindrical Wall 17c or the side Wall 
11a. Preferably, as is shoWn in FIGS. 3 and 4 but not 
described in detail herein, the cylindrical Wall 17c and the 
side Wall 11a are formed such that the space betWeen the ?rst 
imaging lens 26 and the second imaging lens 27 is designed 
to limit the production of extraneous re?ections (“ghost 
light”). 

The light from the light emitting device 21 passes through 
a ?rst optical path hole Hi formed on the step portion 17d 
and is incident into the ?rst imaging lens 26. 
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4 
The ?rst imaging lens 26 includes tWo total internal 

re?ecting surfaces 26c and 26d betWeen an incident side 
surface 26a and an exit side surface 26b to shift in parallel 
the light path in a direction opposite to the ?lm Winding 
direction D. The exit side surface 26b of the ?rst imaging 
lens 26 and an incident side surface 27a of the second 
imaging lens 27 are aligned With each other With respect to 
the ?lm Winding direction D. Light exiting from the ?rst 
imaging lens 26 passes through a narroW clearance betWeen 
the lens space 11 and the spool chamber 14 and enters the 
second imaging lens 27. The second imaging lens 27 
includes tWo total internal re?ecting surfaces 27c and 27d 
betWeen the incident side surface 27a and an exit side 
surface 27b to shift in parallel the light path toWard the ?lm 
Winding direction D. The outgoing light from the second 
imaging lens 27 is transmitted through a second optical path 
hole H2 formed on the chassis 17 to form an image at the 
printing position P on the ?lm 18. 
On the basis of the above-mentioned construction, the 

optical path is shifted in parallel toWard the side of the lens 
space 11 by the tWo re?ecting surfaces 26c and 26d, and then 
the optical path is again shifted in parallel toWard the side of 
the spool chamber 14 by the tWo re?ecting surfaces 27d and 
27d. 

Since the optical path is bent around an arc of the second 
cylindrical Wall 17c by the re?ecting surfaces 26c, 26d, 27c 
and 27d, the location of the light emitting device 21 and the 
printing position P can be freely determined, such that the 
spool chamber 14 can be arranged close to the lens space 11. 
Thus, the siZe of the camera in the ?lm Winding direction D 
can be reduced and the camera can be made more compact. 

That is, since the light emitting device 21 has a predeter 
mined Width in the ?lm Winding direction D, the light 
emitting points of the device 21 must be spaced from the 
lens space 11 so that the light emitting device 21 does not 
interfere With the optical path for photographing. Also, if the 
optical path betWeen the light emitting device 21 and the 
printing point P is straight, the clearance betWeen the lens 
space 11 and the second cylindrical Wall 17c must be larger 
so that the light from the light emitting device 21 is not 
interrupted by the second cylindrical Wall 17c. Thus, the 
data printing device 20 of the present embodiment provides 
a smaller camera in the ?lm Winding direction D. 

On the other hand, if only the tWo re?ecting surfaces 26c 
and 26d are provided, such that light that exits from the ?rst 
imaging lens 26 is transmitted straight to the ?lm 18 through 
the clearance betWeen the lens space 11 and the second 
cylindrical Wall 17c, the printing point P cannot be selected 
as freely and the chassis 17 may be Weaker since the optical 
path hole H2 for data printing and the aperture for photo 
graphing Will be formed With only a slight separation 
therebetWeen. 

In the embodiments, the re?ecting surfaces 26c, 26d, 27c, 
27a' in the lenses 26, 27 are formed as total internal re?ecting 
surfaces so that it is easy to locate the re?ecting surfaces 26c, 
26d, 27c, 27a' in relation to the refractive surfaces (the 
incident and exit surfaces) and in order to reduce the cost of 
the optical system as compared With an optical system using 
vapor deposition formed mirrors or the like. HoWever, the 
re?ecting surfaces 26c, 26d, 27c, 27d are not limited to total 
internal re?ecting surfaces and, for example, evaporated 
mirrors or the like can be used. Additionally, each pair of 
total internal re?ecting surfaces is formed in a single piece 
lens so that the re?ecting surfaces in the pair can be kept 
parallel and the direction of the exit light Will not be affected 
even if the imaging lens is slightly rotated. 
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FIG. 5 is a sectional vieW of a second embodiment, 
viewed in a plane that is perpendicular to the ?lm Winding 
direction D (see FIG. 1). The second embodiment is directed 
to a camera that includes a normal photographing mode and 
a panoramic photographing mode. 

In this type of camera, an exposure area of a frame taken 
in the panoramic photographing mode is generally narroWer 
than that in the normal photographing mode in the direction 
of the Width of the ?lm, i.e., in a direction perpendicular to 
the Winding direction D. Due to this and other differences in 
frame siZe betWeen pictures taken in panoramic photograph 
ing mode and in normal mode, during development, a frame 
taken in the panoramic photographing mode is enlarged at a 
higher magni?cation than the magni?cation used for frames 
taken in the normal photographing mode. 
Due to this difference in frame siZe and in development 

magni?cation, the data printing position and siZe should also 
be different for each of the photographing modes. In the 
second embodiment, a second imaging lens 28 that has tWo 
different lens functions is used in place of the second 
imaging lens 27 of the ?rst embodiment. As shoWn in FIG. 
5, the second imaging lens 28 includes an upper portion 286 
(“upper” in the vieW of FIG. 5) and a loWer portion 28f. The 
upper portion 286 includes a ?rst incident side surface 28a 
and a ?rst eXit side surface 28b and has the same function as 
the second imaging lens 27 in the ?rst embodiment. The 
upper portion 286 is used for printing data on a frame of ?lm 
taken in the normal photographing mode. The loWer portion 
28f includes a second incident side surface 28c and a second 
eXit side surface 28d and is used for printing data on a frame 
taken in the panoramic photographing mode. The magni? 
cation of each of the upper portion 286 and the loWer portion 
28f of the second imaging lens 28 is determined so that the 
characters of printed data have a predetermined identical 
siZe after development to a predetermined siZe of print. 

The shape of the second imaging lens 28 in a plane that 
is perpendicular to the ?lm 18 and parallel to the ?lm 
Winding direction D is essentially identical With the shape of 
the second imaging lens 27 vieWed in the same plane as 
shoWn in FIG. 3. That is, the second imaging lens 28 is also 
provided With tWo total internal re?ecting surfaces (not 
shoWn) that are parallel to each other and that re?ect the 
light that enters into both the upper portion 286 and the 
loWer portion 28f of the second imaging lens 28. 

In this embodiment, a part of the light emitted from the 
light emitting device 21 and transmitted through the ?rst 
imaging lens 26 enters the ?rst incident side surface 28a of 
the second imaging lens 28. The incident light from the ?rst 
incident side surface 28a is re?ected by the re?ecting 
surfaces in the second imaging lens 28 and eXits from the 
?rst eXit side surface 28b. In the same manner, the other part 
of the light transmitted through the ?rst imaging lens 26 
enters the second incident side surface 28c of the second 
imaging lens 28 and eXits from the second eXit side surface 
28d. 

Further, in this embodiment, the chassis 17 is provided 
With both a second optical path hole H2 and a third optical 
path hole H3. The outgoing light from the ?rst eXit side 
surface 28b is transmitted through the second optical path 
hole H2 to print data at a normal printing position P on the 
?lm 18. The outgoing light from the second eXit side surface 
28a' is transmitted through the third optical path hole H3 to 
print data at a panoramic printing position P2 on the ?lm 18. 

The camera of the second embodiment further includes a 
pair of light interrupting plates (not shoWn) at the aperture 
behind the lens space 11. The light interrupting plates are 
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6 
arranged to shade the upper and loWer sides of the aperture 
in the Width direction of the ?lm 18 When the camera is used 
in panoramic photographing mode. In this embodiment, one 
of the light interrupting plates also shields a selected one of 
the second and third optical path holes H2 and H3 corre 
sponding to the photographing mode. When the camera is 
set in the normal photographing mode, the light interrupting 
plates are set outside of the aperture and arranged to shield 
the third optical path hole H3. On the other hand, When the 
camera is set in the panoramic photographing mode, the 
light interrupting plates are set inside the aperture to shade 
the sides of the aperture and shield the second optical path 
hole H2. 

FIGS. 6(a) and 6(b) shoW the shape of the second imaging 
lens 28 as vieWed from the ?rst imaging lens 26. In FIGS. 
6(a) and 6(b) an alignment direction H is de?ned as the 
direction in Which the light emitting points 21c of the light 
emitting diode 21 are aligned. The alignment direction H is 
perpendicular to the ?lm Winding direction D. As is shoWn 
in FIG. 5, the second imaging lens 28 is formed to have a 
rectangular shape in a plane perpendicular to the light path 
from the light emitting device 21. That is, the length of the 
second imaging lens 28 in the alignment direction H is 
longer than that in the ?lm Winding direction D. FIG. 6(a) 
shoWs a vieW of the second imaging lens 28 as vieWed from 
the ?rst imaging lens 26. The ?rst and second incident side 
surfaces 28a and 28c and the ?rst and second eXit side 
surfaces 28b and 28d are formed to have rectangular shapes 
of Which the long sides are parallel to the alignment direc 
tion H. FIG. 6(b) shoWs only the ?rst and second incident 
side surfaces 28a and 28c of the second imaging lens 28 and 
the lens portions having a lens function are indicated by 
meshed lines. 
The rectangular shape of the second imaging lens 28 

described above is necessary since the light emitting points 
21c are aligned along the alignment direction H and the lens 
portions of the second imaging lens 28 must be long enough 
in the alignment direction H to accommodate the length of 
the light emitting points 21c in the alignment direction H. 
HoWever, in the ?lm Winding direction D, the second 
imaging lens 28 need only be Wide enough to transmit at 
least the center portion of the light for forming a light point 
on the ?lm. 

Similar considerations apply to the formation of the ?rst 
imaging lens 26 in both embodiments and the second 
imaging lens 27 of the ?rst embodiment, Which are also 
formed having rectangular shapes With longer sides in the 
direction parallel to the alignment direction H. 

In particular, it is preferable that the shape of an incident 
or eXit side surface in a plane perpendicular to an optical aXis 
of the imaging optical system satisfy the folloWing 
condition, 

Where Lh is a length in the alignment direction H and Ld 
is a length in a direction perpendicular to the alignment 
direction, i.e., in the ?lm Winding direction D. When the 
above condition is satis?ed, the lens siZe in the ?lm Winding 
direction is minimiZed. HoWever, if Ld/Lh is smaller than 
0.3, astigmatism may be larger than an alloWable range and 
the shape of the light point on the ?lm may be affected. 
Further, if Ld/Lh is larger than 1.0, the siZe of the camera in 
the ?lm Winding direction is too large, similar to conven 
tional cameras. 

Speci?c numerical eXamples for each of the embodiments 
are described in Tables 1 and 2. Table 1 shoWs values for an 
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imaging optical system for a normal photographing mode. 
That is, the table 1 represents the imaging optical system 
comprising the ?rst imaging lens 26 and the second imaging 
lens 27 of the ?rst embodiment or the system comprising the 
?rst imaging lens 26 and the upper portion 286 of the second 
imaging lens 28 of the second embodiment. Table 2 shoWs 
values for an imaging optical system for a panoramic 
photographing mode, i.e., the imaging optical system com 
prising the ?rst imaging lens 26 and the loWer portion 28f of 
the second imaging lens 28 of the second embodiment. 

In the tables, m denotes a magni?cation, r denotes a radius 
of curvature of a surface (the values at the vertex for an 

aspherical surface), d denotes a distance betWeen surfaces 
along the optical axis, nd denotes the refractive index at a 
Wavelength of 588 nm and vd denotes an Abbe number. 

In Tables 1 and 2, the surface number 1 represents the 
light emitting surface S of the light emitting diode 21a and 
the surface numbers 2 represents the exit side surface of the 
cover glass 21b. The distance betWeen the surface numbers 
1 and 2 represents the thickness of the cover glass 21b, the 
surface number 3 represents the incident side surface 26a of 
the ?rst imaging lens 26, the surface number 4 represents the 
exit side surface 26b of the ?rst imaging lens 26 and the 
surface number 7 represents the ?lm 18. 

In Table 1, the surface number 5 represents the incident 
side surface 27a of the second imaging lens 27 or the ?rst 
incident side surface 28a of the second imaging lens 28 and 
the surface number 6 represents the exit side surface 27b of 
the second imaging lens 27 or the ?rst exit side surface 28b 
of the second imaging lens 28. In Table 2, the surface 
number 5 represents the second incident side surface 28c of 
the second imaging lens 28 and the surface number 6 
represents the second exit side surface 28d of the second 
imaging lens 28. 

The imaging optical system of the embodiments includes 
tWo aspherical surfaces in order to provide enough perfor 
mance (i.e., loW aberration) even though only a small 
number of lenses is used. In these examples, in the ?rst 
embodiment, both the incident side and exit side surfaces 
27a and 27b of the second imaging lens 27 and, in the 
second embodiment, both the ?rst incident side and ?rst exit 
side surfaces 28a and 28b of the second imaging lens 28 
(?fth and sixth surfaces in Table 1) and both the second 
incident side and second exit side surfaces 28c and 28d of 
the second imaging lens 28 (?fth and sixth surfaces in table 
2) are formed as rotationally symmetric aspherical surfaces. 

An aspherical surface is expressed by the folloWing 
equation: 

In particular, X is a SAG, that is, a distance of a curve 
from a plane, the plane being tangential to the curve at the 
optical axis, at a point Where the height from the optical axis 
is Y. C is a curvature (1/r) of the top of the surface, K is a 
conic constant and A4 is an aspherical surface coef?cient of 
fourth order. The constant K and coef?cient A4 are shoWn at 
the bottom of each table. 
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[TABLE 1] 
m = —1.08 

Surface 
number r d nd ud 

1 00 0.62 1.49176 57.4 
2 00 0.70 

3 00 6.00 1.49176 57.4 

4 —4.200 6.39 
5 3.349 7.08 1.49176 57.4 
6 —10.724 4.57 
7 w 

Aspherical data for the 5th surface: K = 0 A4 = —3.037 x 10’3 
Aspherical data for the 6th surface: K = 0 A4 = —7.757 x 10’3 

[TABLE 2] 
m = —0.75 

Surface 
number r d nd ud 

1 00 0.62 1.49176 57.4 

2 00 0.70 

3 00 6.00 1.49176 57.4 

4 —4.200 8.24 
5 3.792 5.35 1.49176 57.4 
6 —4.561 4.45 
7 w 

Aspherical data for the 5th surface: K = 0 A4 = —3.241 x 10’3 
Aspherical data for the 6th surface: K = 0 A4 = —6.668 x 10’3 

According to the present invention, since the optical path 
of the data printing device is arranged around an arc of a 
cylindrical Wall forming a ?lm space such as a spool 
chamber or a cartridge chamber, the space occupied by the 
data printing device is minimiZed, and thus the camera can 
be made compact. 

The present disclosure relates to subject matter contained 
in Japanese Patent Application No. HEI 8-87348, ?led on 
Mar. 15, 1996, Which is expressly incorporated herein by 
reference in its entirety. 
What is claimed is: 
1. A data printing device of a camera for printing a data 

pattern on a ?lm concurrently With a Winding operation of 
said ?lm, said device comprising: 

a light emitting device including a plurality of light 
emitting elements; and 

an imaging optical system for forming light points on said 
?lm Which correspond to said light emitting elements, 
said imaging optical system including at least one 
imaging lens and at least three re?ecting surfaces that 
re?ect the light from said light emitting device to shift 
an optical path around an arc of a cylindrical Wall, the 
at least three re?ecting surfaces formed as total internal 
re?ecting surfaces. 

2. The data printing device according to claim 1, said 
imaging optical system comprising four re?ecting surfaces. 

3. The data printing device according to claim 2, said 
imaging optical system comprising a ?rst imaging lens and 
a second imaging lens, each of said ?rst imaging lens and 
said second imaging lens comprising tWo of said four 
re?ecting surfaces. 

4. The data printing device according to claim 3, Wherein 
said total internal re?ecting surfaces in said ?rst imaging 
lens shift said optical path in one direction and said total 
internal re?ecting surfaces in said second imaging lens shift 
said optical path in an opposite direction. 
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5. The data printing device according to claim 1, wherein 
said cylindrical Wall forms a part of a ?lm space for storing 
?lm. 

6. The data printing device according to claim 5, Wherein 
said ?lm space comprises a spool chamber onto Which said 
?lm is Wound. 

7. The data printing device according to claim 1, said 
imaging optical system comprising a ?rst imaging lens 
adjacent to said light emitting device and a second imaging 
lens adjacent to said ?lm. 

8. The data printing device according to claim 7, said ?rst 
imaging lens comprising a ?rst pair of said at least three 
re?ecting surfaces, said ?rst pair of re?ecting surfaces being 
parallel to each other. 

9. The data printing device according to claim 8, Wherein 
said second imaging lens comprises a second pair of said at 
least three re?ecting surfaces, said second pair of re?ecting 
surfaces being parallel to each other. 

10. The data printing device according to claim 9, Wherein 
an eXit side surface of said ?rst imaging lens is aligned With 
an incident side surface of said second imaging lens. 

11. The data printing device according to claim 10, 
Wherein said tWo total internal re?ecting surfaces in said ?rst 
imaging lens shifts said optical path in one direction and said 
tWo total internal re?ecting surfaces in said second imaging 
lens shifts said optical path in an opposite direction. 

12. The data printing device according to claim 7, Wherein 
incident side surfaces and eXit side surfaces of said ?rst and 
second imaging lenses are formed having a rectangular 
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shape in a plane perpendicular to an optical aXis of said 
imaging optical system. 

13. The data printing device according to claim 12, 
Wherein said rectangular shape of said incident side surfaces 
and said eXit side surfaces of said ?rst and second imaging 
lenses satis?es the folloWing condition, 

Where Lh is a length of said rectangular shape in a direction 
parallel to an alignment direction of said light emitting 
points and Ld is a length of said rectangular shape in a 
direction perpendicular to said alignment direction. 

14. The data printing device according to claim 7, said 
second imaging lens comprising a ?rst lens portion for a 
normal photographing mode and a second lens portion for a 
panoramic photographing mode. 

15. The data printing device according to claim 14, 
Wherein said ?rst lens portion has larger degree of magni 
?cation than said second lens portion. 

16. The data printing device according to claim 1 Wherein 
tWo of the at least three re?ecting surfaces are formed in 
parallel to each other. 

17. The data printing device according to claim 1 Wherein 
the at least one imaging lens is formed With at least tWo of 
the at least three re?ecting surfaces. 


