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MICROWAVE-ASSISTED SEPARATIONS 
USING VOLATILES 

This is a continuation-in-part application of US. Ser. No. 
08/653,553 ?led May 24, 1996, now US. Pat. No. 5,732,476 
Which in turn is a continuation-in-part of US. Ser. No. 
08/327,638 ?led Oct. 24, 1994, (now US. Pat. No. 5,519, 
947 issued May 28, 1996), Which is in turn a continuation 
in-part of US. Ser. No. 08/012,475, now US. Pat. No. 
5,377,426, ?led Feb. 2, 1993, issued Jan. 3, 1995. 

FIELD OF THE INVENTION 

This invention relates to a method of generating volatile 
compounds from a variety of matrices containing volatiliZ 
able compounds therein. More particularly, this invention 
relates to a method and apparatus for the generation of 
volatile materials Which can be achieved in a greatly reduced 
time frame as compared With conventional volatile expres 
sion or generation techniques. The volatiles may be sepa 
rated or used to enhance other separations, eg in ?oW— 
through processes. 

BACKGROUND OF THE INVENTION 

Grains containing fats and oils have been dried by micro 
Wave heating folloWed by steps to remove husks and to 
extract oils, as indicated in US. Pat. No. 4,464,402, Aug. 7, 
1984 (Gannon). The use of microWave energy to heat an 
extractant medium has also been investigated by GanZler & 
Salgo, 1987, Z. Lebensm Unters Forsch 184: 274—276. In 
the latter type of application, most of the microWave energy 
is absorbed by the extractant subsequently resulting in the 
heating of the extractant; accordingly, very little energy 
reaches the inner parts of the material to be extracted. 

Plant material has been exposed to microWave energy in 
an air stream to produce headspace-like samples of volatile 
material as documented by Craveiro et al., 1989, Flavour 
and Fragrance Journal 4: 43—44. No documentation has 
been compiled in terms of the ability to generate volatiles in 
a dynamic mode, such as those produced by purge and trap 
methods, and further no novel apparatus therefor has been 
set forth. 

Canadian Patent No. 987,993 issued to Heitkamp et al., 
describes a microWave-induced migration of ?avours and 
aromas to the surface of materials, such as tobacco or tea, in 
the presence of moisture and optionally, a solvent. In US. 
Pat. No. 5,002,784, Paré et al., teach that biological mate 
rials containing microWave absorbing substances, Which are 
subjected to microWave radiation While in contact With an 
extractant microWave transparent or partial transparent, 
results in differential heating of the material to be extracted. 
The latter effects a disruption of the inner glandular and 
vascular systems of the material and causes a very rapid 
selective extraction of a variety of natural products. 

The prior art fails to recogniZe the usefulness of micro 
Wave generation of volatile components from a matrix 
containing the same, folloWed by processing of the residual 
matrix. Further, the prior art is de?cient in terms of any 
teaching pertaining to the disruption of the equilibrium 
betWeen the liquid or solid phase containing the volatiliZable 
components and the gaseous phase containing volatiliZed 
components or any apparatus capable of effecting the latter. 

SUMMARY OF THE INVENTION 

The present invention is directed to solving these de? 
ciencies and further provides an apparatus Which may be 
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2 
associated With other analytical devices, eg supercritical 
?uid and gas or liquid chromatography instruments, during 
the process of generating the volatiliZable components. 
The need for a general method to generate volatiles both, 

in a static, and in a dynamic mode, and an apparatus therefor 
Which can be used for a variety of sources or origins, is Well 
recogniZed. The fragrance, food and environmental 
industries, in particular, require methods and apparatus that 
are versatile, relatively inexpensive to operate and that do 
not involve intricate operations that increase the risks of 
sample loss and sample contamination. 
The extraction industry, the petroleum industry, the health 

and safety industries associated With emergencies such as 
those related to chemical spills, in particular, require meth 
ods that are versatile With respect to the substance(s), to be 
selected, relatively inexpensive, simple and safe to operate 
to minimiZe the haZards associated With the generation and 
subsequent handling of substances under that particular 
state. 

In accordance With aspects of the present invention, 
protocols for the generation of volatiles from any liquid or 
solid matrix can be performed (more easily and With greater 
ef?ciency and expediency; such advantages additionally 
permit less error and less contamination possibilities) When 
a microWave applicator is used to enhance the volatility of 
substances that are present in the matrices and, optionally, to 
disrupt the equilibrium betWeen the liquid or solid phase of 
the matrix and the resultant gaseous phase from the vola 
tiliZation of the substances. This procedure may be per 
formed in a closed container so as to bring the chemical 
composition of the gaseous phase similar or identical to that 
present originally in the liquid or solid phase, or optionally, 
to bring one or all of the substances to a supercritical state. 

One object of the present invention is to provide a process 
for generating volatiles or supercritical ?uid material from 
any liquid or solid matrix by the steps comprising: (a) 
providing volatiles in a subdivided form Within a liquid or 
solid matrix and comprising one or more substances con 
tained in a closed container or the like; (b) exposing the 
subdivided material, While Within the solid or liquid matrix, 
to microWave radiation and disrupting the equilibrium 
betWeen the solid or liquid phase and the gaseous phase in 
favour of the gaseous phase Without physically removing the 
volatiles, until substantial volatiliZation of the material has 
occurred; (c) subsequently separating the thus created gas 
eous phase from the solid or liquid phase While still in the 
same container, or in another container connected thereto, 
and optionally; (d) recovering the gaseous phase from the 
same container or another container connected thereto; or 
optionally (e) exposing the subdivided material to micro 
Wave radiation until sufficient energy has been imparted to 
bring the material to its supercritical state. 

In the above process, and in some cases, the volatiles can 
be used in applications Where their isolation is not required. 

Further, Where it is desirable to obtain volatiles in the 
gaseous phase in a relative concentration so as to be similar 
or substantially identical to that originally present in the 
solid or liquid phase, the microWave irradiation in step (b) 
is maintained for a sufficiently long period to effect a 
disruption of the equilibrium normally present betWeen the 
gaseous, and the solid or liquid phase, so as to impart energy 
preferentially to the liquid or solid phase thus resulting in the 
generation of volatiles in the gaseous phase in the desired 
proportions. 

Preferably, Where the desired substances are readily ame 
nable to established analytical protocols, for example, a 
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chromatographic separation coupled to an appropriate 
detector, the gaseous phase arising from the microWave 
treatment is delivered directly into the selected analytical 
device(s) using the apparatus described herein. 

Still further, Where the desired components are in trace 
amounts With respect to other substances of relatively dif 
ferent volatility, the invention may be employed in such a 
manner as to effect the selective and successive volatiliZa 
tion of the various substances. It Will be apparent to those 
skilled in the art that the order in Which the components Will 
be volatiliZed Will be determined by the characteristics of the 
components, namely, the vapor pressure and the dielectric 
constant. 

The microWave dose should be chosen to maximize the 
volatiliZation of the desired components, or the conversion 
to the supercritical state of the desired substance, in a 
minimal amount of time, Without affecting the nature of the 
components and by selecting appropriate operating param 
eters based on the nature of the components. The absolute 
value of the dielectric constant, the heat capacity, the 
enthalpy of formation, the ioniZation energy being some of 
the essential characteristics for this process. 

Yet another object of this invention is to provide a method 
for expressing volatiliZable components from a liquid or 
solid matrix containing the volatiliZable components, com 
prising: providing a matrix having volatiliZable components 
dispersed therein; exposing the matrix to microWave energy 
to effect volatiliZation of at least one of the volatiliZable 
components; and separating at least one volatiliZed compo 
nent from the matrix. 

In addition to the foregoing, there is a need for a method 
of enhancing the volatility of substances present in a matrix 
having volatiliZable components Which permits disruption 
of the equilibrium betWeen the liquid or solid phase of the 
matrix and the gaseous phase that results from the 
volatiliZation, to thereby establish a product Which has a 
chemical composition, in terms of its gaseous phase, Which 
is substantially similar or identical to that present in the 
original matrix. 

Afurther embodiment of the present invention satiates the 
aforementioned need and provides, as a further object of the 
invention, a method of selectively separating volatiliZable 
materials from a liquid or solid matrix containing the 
volatiliZable materials comprising: providing a matrix 
selected from a solid or liquid, the matrix having volatiliZ 
able materials dispersed therein; enclosing the matrix Within 
a container, the container having a selectively permeable 
membrane associated thereWith, the membrane adapted to 
selectively pass at least one of the volatiliZable materials 
When volatiliZed; exposing the matrix to microWave energy 
to effect volatiliZation of at least one of the volatiliZable 
components in the matrix; and passing at least one volatil 
iZed component through the membrane. 
As volatility is a physical characteristic speci?c to a given 

compound, selectivity of expression for volatiliZable com 
pounds contained Within a given matrix for selective 
removal, is desirable. Such removal reduces the likelihood 
of expressed compounds containing contaminants and 
results in a generally more ef?cient expression protocol. 

The present invention addresses the favourable technique 
outlined above and another object of the present invention, 
is to provide a method of sequentially separating volatiliZ 
able components from a matrix containing the components 
each having a different volatility, the improvement compris 
ing the steps of: providing a matrix having volatiliZable 
materials dispersed therein; enclosing the matrix Within a 
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container, the container having a selectively permeable 
membrane associated thereWith, the membrane adapted to 
selectively pass through at least one of the volatiliZable 
materials When volatiliZed; exposing, in a ?rst exposure 
step, the matrix to a microWave applicator at a ?rst energy 
intensity to effect volatiliZation of at least one of the vola 
tiliZable components; removing at least a ?rst volatiliZed 
component; exposing, in a second exposure step, the matrix 
to the microWave applicator at a second energy intensity to 
effect volatiliZation of at least one of the volatiliZable 
components remaining in the matrix. 
The invention includes a method of improving ?oW 

through separations from a matrix having a microWave 
absorbing liquid component, the steps including exposing a 
How of the matrix to microWave radiation treatment to 
vaporiZe microWave-absorbing liquid; 

processing the vapor in one of the folloWing tWo Ways: 
i) ?oWing the vapor through a permeable membrane 

selective therefor and removing the vapor; and 
ii) enclosing the vapor and matrix in a con?ned space 

in contact With a separation medium and ?oWing 
treated matrix through this separation medium to 
separate a component; and 

recovering the residual matrix. 
Of particular interest are continuous ?oW embodiments 
Where the microWave-induced vaporiZation is continuous or 
continual. 

Another aspect of the invention covers a method of 
rendering a solid or liquid matrix containing a preferentially 
microWave-absorbing liquid and a component to be ana 
lyZed or processed, more suitable for such analysis or 
processing, the method including exposing the matrix to 
microWave energy to vaporiZe at least one microWave 
absorbing liquid; 

passing a vaporiZed liquid through a selective permeable 
membrane to separate a vaporiZed component before 
the matrix is heated signi?cantly; 

recovering the residual matrix and any residual vapor; and 
passing the residual matrix and any residual vapor to 

means selected from analysis means and processing 
means. 

One preferred example is the vaporiZation of Water and its 
separation through a selective Water-permeable membrane. 
Another is Where tWo volatiles are generated concurrently 
With only one being separated through a selective permeable 
membrane. In preparing mixtures for liquid chromatography 
it is desired to remove Water (or any polar liquid that boils 
at a temperature beloW Water), and according to this example 
Water is removed as vapor through a Water-selective mem 
brane. Another example is Where a moist solid matrix is 
treated to remove Water as vapor, and the dry matrix is 
further processed eg by eluting an analyte into a non 
aqueous solvent, or into an elevated temperature gas ?oW. 
A further aspect involves a method of increasing the rate 

of ?ltration of a liquid matrix through a ?lter able to separate 
a relatively non-microWave-absorbing component of the 
matrix, the matrix including a microWave-absorbing liquid, 
this method involving exposing the liquid matrix to micro 
Wave radiation to vaporiZe the microWave-absorbing liquid 
in a con?ned space upstream of the ?lter thereby generating 
a pressure against the ?lter surface; and 

maintaining the pressure by continued microWave radia 
tion exposure While passing the matrix through the 
?lter to generate a ?ltrate. 

In one preferred aspect a Water-based matrix is treated, With 
only part of the Water being vaporiZed. The amount of 
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microwave energy used can be adjusted to control the 
pressure to a desired range. 

The invention further includes an apparatus for the 
removal of a microWave-absorbing liquid from a matrix 
containing the liquid in a ?oW-through manner, having an 
elongated vessel having an inlet and an outlet and adapted to 
contain a How of the matrix; 

a microWave inlet adapted to feed microWave radiation 
into the vessel near the inlet end; 

a selective permeable membrane in a Wall portion of the 
vessel doWnstream of the microWave inlet; 

a vented or vacuum-subjected enclosure surrounding the 
membrane; and 

means to feed matrix into the inlet of the vessel. 
The invention includes also an apparatus for separating a 

separable component from a liquid matrix having a 
microWave-absorbing liquid component, including a vessel 
having an inlet and an outlet With an outlet Zone just 
upstream of the outlet; 

a substantially non-deformable separation medium 
extending across the vessel just upstream of the outlet 
Zone; 

the vessel inlet being positioned to introduce the liquid 
matrix upstream of the separation medium; 

the vessel providing for a liquid Zone to be spread over the 
separation medium and a vapor Zone to be spread over 
the liquid Zone; and 

a microWave inlet positioned to direct microWave radia 
tion into the liquid Zone. 

In a still further aspect of the invention, there is disclosed 
an improvement; this improvement is in a method for the 
microwave extraction of at least one natural product from a 
biological material, said method consisting in: 

placing said biological material in an enclosure Without 
any solvent, 

making said biological material present in said enclosure 
undergo microWave irradiation in order to prompt the 
evaporation of at least a part of the Water contained in 
said biological material, so as to enable the release of 
at least a part of said natural product, 

separating the residual biological material from the 
extracted natural product, 

the de?ned improvement is Wherein the method includes 
the steps of 

cyclically intermittently applying reduced pressure Within 
said enclosure during said step for the application of 
microWaves, 

heating said enclosure during at least the essential part of 
said step for the application of microWaves, the com 
bination of said steps for the application of the 
microWaves, the application of reduced pressure Within 
the enclosure and the heating of the enclosure permit 
ting the volatiliZation of said natural product from said 
biological material. 

In the method of the preceding paragraph, the method 
preferably includes the step of subjecting the interior of said 
enclosure to microWave radiation/pressure cycles. Still fur 
ther in such a method, the step for the separation of the 
residual biological material from the extract includes con 
densing the vapour containing extracted natural product, 
collecting the condensed material mixture resulting from 
such condensation, and separating natural product. 

In the preceding method, preferably at least a part of the 
condensed product is recycled and the method includes the 
step of steam distillation (Which is hydro-distillation) to 
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6 
obtain a natural product. In the preferred method, the heating 
step is conducted at a temperature loWer than 100° C. 

In other preferred embodiments of the preceding method, 
the microWaves used during the step of microWave irradia 
tion have a frequency at least equal to 300 MHZ. In the 
microWave treatment, the microWave step may be carried 
out using a poWer range from about 100 Watts to about 
65,000 Watts (or higher) per Kg of product. Another 
embodiment is Where the above method is carried out by 
imparting motion to said biological material in said enclo 
sure. This can be achieved by spinning the biological 
material or equivalent technology. 
The above method may include a step of condensing 

volatiliZed components using conventional technology such 
as conventional traps or in broad terms, by bringing com 
ponents from a gas phase to a loWer energy phase. 

In another embodiment , the invention also provides a 
method of microWave extraction of at least a natural product 
from a biological material containing volatiliZable 
components, comprising 

providing a matrix of biological material having volatil 
iZable components dispersed therein, 

treating said matrix With microWave energy to effect 
volatiliZation of at least one of the volatiliZable com 
ponents from the biological material, 

cyclically intermittently applying reduced pressure during 
the microWave treatment, and 

separating at least one volatiliZed component to obtain at 
least one natural product from the biological material. 

In a still further aspect of the invention, there is disclosed 
an apparatus or an installation suitable for carrying out the 
method described in the preceding paragraphs. Such an 
apparatus or installation can be characteriZed in that the 
installation includes 

an enclosure provided With means to generate micro 
Waves Within said enclosure and having a thermostat 
controlled double Wall; 

heating means enabling the temperature of said 
thermostat-controlled double Wall to be regulated; 

means enabling the pressure inside said enclosure to be 
reduced; 

means to recover the extract after microWave treatment. 

In a preferred embodiment of the installation, there is 
provided means for enabling the pressure Within the enclo 
sure to be reduced cyclically. Another preferred feature is 
Where the apparatus or installation includes means for 
recycling of residual material. A still further embodiment is 
Where the installation includes means for condensing vola 
tiliZed components. Still further, another embodiment is 
Where the installation includes means for effecting mechani 
cal motion of biological material Within said enclosure, such 
as by providing means for cyclically spinning the material 
being treated. 

Having thus generally described the invention, reference 
Will noW be made to the accompanying draWings illustrating 
preferred embodiments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic of an apparatus to effect the 
separation of volatiles, and subsequent direct transfer of the 
volatiles into another discrete unit; 

FIG. 2 is a comparison of the gas chromatograms of the 
volatiles obtained from conventional headspace analysis 
(top trace—labelled headspace) and from this invention 
(bottom, inverted trace—labelled MAP); 
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FIG. 3 is a diagram of a ?oW-through apparatus to 
separate a microWave-absorbing liquid as vapor from a 
matrix before analysis or further processing; and 

FIG. 4 is a diagram of a ?oW-through apparatus to utilize 
in situ microWave-generated vapor to pressuriZe liquid at the 
surface of a separation medium and increase ?oW rate 
through the medium. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The mechanism of action of this volatile generation 
process has been investigated using a variety of matrices and 
conventional sorbents to trap the volatiles evolved. The 
volatiles Were monitored in comparison to those obtained 
When conventional methods Were applied to identical matri 
ces. 

These investigations led to the conclusions that the 
microWave-assisted process proceeds generally as set forth 
herein. The microWave rays travel freely through the con 
tainer (selected from those materials partially transparent to 
microWave rays) and reach the matrix. The matrix is made 
up of more than one component, each of Which possesses 
characteristic physical properties and, more particularly, 
dielectric constant and a characteristic vapor pressure. The 
relative ability exhibited by each of the components to 
absorb the microWave rays is dependent upon the absolute 
value of their respective dielectric constant. Generally, 
components, such as Water, possess a large dielectric con 
stant at room temperature and therefore absorb to a great 
extent the microWave rays. The absorption of the microWave 
rays subsequently results in the heating of such compounds. 

It is possible to control the poWer of the applied micro 
Wave rays so as to ensure an overall heating rate that is 

constant for each component as the heat so-generated is 
diffused passively to all of the components throughout the 
matrix. Heating of the matrix Will generate heat in the 
enclosure during continued microWave treatment, and par 
ticularly during cycled microWave treatment times so that 
subsequent microWave treatments after an initial treatment 
are carried out at an elevated temperature compared to the 
initial microWave treatment, as illustrated in Examples here 
inafter. The rate of volatiliZation of each component, Within 
a given matrix, is dependent upon the respective vapor 
pressure thereof. Water, for example, has a loWer vapor 
pressure than benZene, hence benZene Will volatiliZe more 
rapidly, at a given temperature, than Water, thus a net effect 
of volatiliZing the benZene preferentially to the Water. 

Under conventional steady state heating such as that 
applied by other technologies, such as conventional head 
space analysis, the relative concentration of the volatiles in 
the gaseous phase is at substantial equilibrium With that in 
the solid or liquid phase of the matrix and is dependent upon 
the partial vapor pressure of each component; accordingly, 
the relative concentration of a given component in the gas 
phase is not equal to that While in the solid or liquid phase. 
This poses dif?culties during analysis and speci?cally upon 
an attempt to quantify a material dispersed in a matrix. 

Furthermore, the absolute value of the dielectric constant 
of a given substance decreases When the substance reaches 
the gas phase, e.g. liquid Water has a dielectric constant of 
about 80 at 293 K While steam, at 373 K, has a value of about 
1. Hence, almost all of the applied microWave energy is used 
to selectively heat the liquid or solid phase of the matrix. 
Moreover, the capacity of a substance to absorb energy 
While resisting a temperature increase is dependent upon the 
heat capacity of the substance. As an example, the tempera 
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8 
ture of 1 gram of Water is elevated by only 1 K When the 
same absorbs 1 calorie of energy at 293 K. 

Having regard to the above, the present invention makes 
it possible to effectively apply a controlled amount of 
microWave energy that Will selectively heat the liquid phase 
at a temperature such that the volatiles are maintained in the 
gaseous phase Without volatiliZing the non-volatiles. This 
permits the application of more energy into the matrix to 
disrupt the phase equilibrium that normally prevails betWeen 
the gaseous phase and the solid or liquid phase of the matrix 
as the energy is preferentially absorbed by the liquid, or 
solid, fraction of the system over the gaseous fraction. Under 
such conditions, it is possible to generate volatiles into the 
gas phase so that their relative gaseous concentration is 
substantially equal to that Which they had in the liquid or 
solid state. This aspect of the invention relates to the 
generation of volatiles in a purge and trap fashion. 

In a further embodiment of the present invention, the 
gaseous phase can be separated from the liquid or solid 
phase of the matrix, While enhancing the rate of 
volatiliZation, by incorporating the use of an appropriate 
selectively or semi-permeable membrane that alloWs the 
How of gaseous materials in one direction (aWay from the 
matrix) While preventing the How of liquid or solid materi 
als. The functional use of such membranes Will be Well 
knoWn to those skilled in the art and there are several knoWn 
types Which are used for given bands of selectivity. 
Preferably, but not exclusively, a membrane that does not 
alloW the passage of Water, Whether in a liquid or a gaseous 
state, is appropriate for direct transfer of the volatiles onto 
an inlet port of an analytical device such as a gas chromato 
graph. FIG. 1, as described hereinafter, depicts a typical 
apparatus for this purpose. 

In another con?guration of this invention, a protocol can 
be designed to generate supercritical ?uids from a variety of 
materials, Water being of particular interest. The dielectric 
constant of Water is about 80 at 293 K. At its boiling point, 
namely 373 K, Water has a dielectric constant of about 55 
Whereas steam has a dielectric constant of about 1. Thus, it 
is possible to heat all of the liquid phase prior to heating the 
gaseous phase. In a closed container, the temperature and the 
pressure Will rise until the supercritical state is reached. 
Water exhibits a heat capacity of 1 cal per gram per degree 
Kelvin at room temperature. Once it reaches the supercritical 
state, Water exhibits a heat capacity that goes to in?nity. 
Thus, by employing the present invention, it is possible to 
apply enough energy to effect the conversion of liquid Water 
into supercritical Water and to maintain it at that state While 
providing a given level of microWave energy. The resulting 
supercritical Water can be used in other applications, as is the 
case for supercritical Water generated by other technologies. 
While Water is used only as an example, it Will be under 
stood that the invention is not limited to Water as Will be 
evident to those skilled in the art. 

In one preferred con?guration of the present invention, an 
apparatus is provided so that such a membrane is alloWed to 
establish a tight seal in the container enclosing the matrix of 
interest. The microWave poWer is applied and as the volatiles 
generation is effected, the membrane may be moved doWn 
toWard the matrix so as to reduce the headspace volume 
above the matrix and the membrane. The semi-permeability 
of the membrane effects separation as the volatiles are not 
able to return to the liquid or solid phase. The rate of heating 
Will alloW for headspace type of experiments, or if disrup 
tion of the equilibrium is effected by applying extra poWer, 
then the method Will lead to the generation of purge and 
trap-like experiments. The membrane can also be retracted 
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to its original position thus compressing the volatiles into a 
smaller volume. 

The apparatus, as generally set forth in FIG. 1, is particu 
larly Well-suited for interfacing directly onto the injector 
port, or other appropriate inlet mechanisms, of an appropri 
ately selected analytical instrument, such as a gas, liquid or 
supercritical ?uid chromatographic instrument. Such an 
arrangement, by opening of an appropriate valve, alloWs for 
on-line transfer of the gaseous volatile materials Whereby 
one can effect a totally automated analytical protocol for 
headspace or purge and trap types of analysis With a single 
instrument, an option not available With any other current 
technology. The separation methods mentioned above Were 
noted only for example purposes and it Will be understood 
that they are not exhaustive nor limiting With respect to other 
applications of the process and apparatus, to other methods. 

The sample used Was Water contaminated With West Texas 
sour crude oil at a concentration of 5 parts per million. 
Headspace analysis carried after a 30-minute incubation 
period at 358 K While the analysis of the volatiles produced 
by the methodology of the invention Was performed after a 
30-second irradiation period. All analytical procedures Were 
identical. 

FIG. 1 illustrates one form of one aspect of the apparatus. 
As the volatiles are generated, a mobile semi-permeable or 
selectively membrane 18 disposed Within container 10, 
moves in response to increasing gaseous pressure and then 
separates the neWly generated gas phase from the liquid or 
solid phase matrix beneath the membrane 18, generally 
illustrated in dashed lines. Volatiles passing through mem 
brane 18 exit the container 10 via conduit 20. Volatiles 
travelling through conduit 20 may be sampled by opening 
valve 22 for discharge through sampling line 24. The vola 
tiles may additionally be forWarded to analysis means 26, 
Which may comprise any knoWn analysis apparatus, eg a 
gas chromatograph, I.R. spectrophotometer, N.M.R. 
apparatus, mass spectrometers, U.V. analysis means, etc. 

FIG. 3 illustrates one form of an apparatus for the removal 
of microWave-absorbing liquid from a matrix. A How of 
liquid or solid matrix proceeds through conduit 2 past 
microWave inlet 3 Where the matrix is exposed to microWave 
radiation selected to volatiliZe at least one microWave 
absorbing component (shoWn as vapor pocket or bubble 8). 
These bubbles ?oW against or migrate to selective perme 
able membrane 4, pass through the selective membrane into 
enclosure 5 Which may be vented or subject to a vacuum 
through line 6. The How rate past the membrane can be sloW 
enough to alloW substantially complete separation of the 
volatiles: this sloW ?oW rate is enhanced by constriction 10 
before residual matrix exits at 7. In FIG. 3 one alternative is 
shoWn at 9 Where a second liquid is volatiliZed by the 
microWave radiation but does not exit through membrane 4 
and continues through exit 7 as pockets or bubbles 9 for 
subsequent separation eg as analyte. 

FIG. 4 illustrates one form of an apparatus for separation 
(e.g. ?ltration) of a liquid suspension or liquid mixture. The 
liquid matrix enters through conduit 11 and one-Way valve 
12. The matrix enters vessel 18 near separation (e.g. ?lter) 
medium 13 and forms a liquid reservoir 14 against medium 
13. MicroWave radiation inlets are shoWn at 17 and are sited 
to direct selected radiation into liquid reservoir 14 to cause 
vaporiZation of microWave-absorbing liquid. The 
microWave-generated vapor is shoWn at 15 and exerts pres 
sure against liquid 14 and thus against separation medium 13 
and one-Way valve 12. This in situ microWave-induced 
pressure is effective to increase How of matrix through 
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medium 13 into collector 19 and hence to exit 20. Avent 16 
is shoWn to facilitate control of pressure. In a preferred 
mode, the pressure is alloWed to increase until most of the 
liquid in reservoir 14 passes through medium 13, and then 
pressure released through vent 16. Fresh matrix then is 
introduced through conduit 11 and valve 12 and the cycle 
repeated. 

In the embodiment shoWn in FIG. 3, the conduit 2 may 
take the form of a pipe or tube, or have a square, rectangular 
or other non-circular cross-section. The membrane 4 may 
form an upper portion (arc) or the complete circumference 
(annular) of a section of the pipe or tube con?guration. In the 
latter case, the liquid matrix may be caused to sWirl in the 
membrane region to increase exposure of pockets or bubbles 
8 to the membrane. In the case of non-circular cross-section 
conduits 2, the membrane usually Will take the form of a 
band across an upper surface doWnstream of the microWave 
inlet 3, this inlet 3 being substantially coextensive With the 
membrane band. The enclosure 5 Will take the appropriate 
form to cover membrane 4. 

In the embodiment in FIG. 4, conduit 11 may enter vessel 
18 at any location, preferably so as to release fresh liquid 
matrix close to the surface of separation medium 13. In this 
pressure-enhanced separation embodiment, the vessel 18 
may be con?gured as a rigid pipe and separation medium 13 
as an annular concentric form Within the pipe. Preferably 
separation medium 13 is supported against a rigid porous 
support (not shoWn). The vessel 18 (eg pipe) may be 
selected to be transparent to the microWave or the micro 
Wave inlets may be designed to access through appropriate 
regions. The liquid matrix Will ?oW through the annular 
space betWeen the pipe and medium and be subject to the 
microWave radiation. On vaporiZation of liquid, pressure 
Will be generated in this annular space and Will be directed 
by the rigid pipe against the separation medium to enhance 
?oW through this medium. To prevent the pressure from 
being dissipated axially before the desired ?oW through the 
medium is achieved, it may be desirable to position valves, 
gates or constrictions to con?ne the pressure Within the 
annular space surrounding the separation medium in the 
region Where the microWave radiation is applied. Thus it is 
preferable to pass liquid matrix into this region intermit 
tently and to cycle the microWave radiation/pressure appro 
priately. Thus, cycling of the microWave radiation and 
pressure Will result in intermittent application of microWave 
radiation/pressure. After separation the treated matrix or 
?ltrate Will exit at one or both ends of the medium annulus. 
The separation medium can be any solids-retaining medium, 
or any liquid—or solute—selective membrane. Various ?lter 
media, liquid permselective membranes or reverse osmosis 
membranes may be used. 

Examples of the invention are provided beloW Wherein 
microWave radiation-induced volatile generation Was used. 
Disruption of the equilibrium normally present betWeen 
liquid or solid substances and their gaseous state as 
described demonstrate improvements in one or more 
aspects. These aspects include yield, sensitivity, number of 
volatiles, identity of volatiles, reduced time and production 
costs (reduced operational costs and reduced capital costs), 
reduced number of operations and reduced process-related 
haZards (to humans and to sample integrity), or a combina 
tion thereof, over the conventional headspace and purge and 
trap processes currently used. These examples are illustra 
tive and typical, but are not to be considered exhaustive or 
limiting. 

EXAMPLE 1 

As a representative example of headspace analysis, the 
volatiles from a Water sample contaminated With a crude oil 
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Were obtained from a conventional headspace sampler and 
from this invention. Water Was contaminated With some 
West Texas sour crude oil at a concentration of 5 parts per 
million. TWo 10 mL aliquots Were transferred into tWo 
identical 20 mL vials that Were sealed hermetically. The ?rst 
vial Was then subjected to a 30-minute incubation period at 
358 K on a conventional, commercially available, headspace 
sampler (HeWlett Packard 19395A). A 1-mL volume of the 
resulting headspace Was injected directly into the injector 
port of a gas chromatograph (HeWlett Packard 5890 Series 
II, ?ame ioniZation detector) equipped With an appropriate 
column to effect the separation and the resolution of the 
volatiles (HP-1, 25 meters, 1 micrometer thickness). 

The second vial (of 10 ml of liquid) Was subjected to the 
process taught by this invention, namely by exposure to 
microWave radiation (2450 MHZ, 650 Watts) for 30 
seconds—this means that this is the equivalent of 65,000 
Watts applied per Kg. A 1-mL volume of the resulting 
headspace Was injected directly onto the injector port of a 
gas chromatograph under the same conditions as per the 
conventional headspace sampler. 

FIG. 2 shoWs the tWo resulting traces recorded under 
identical conditions, both scales being the same. This 
example demonstrates that the methodology of the present 
invention yielded more volatiles, in terms of their overall 
absolute quantity, in a much reduced sampling time. 
Furthermore, this example also shoWs that the use of this 
invention led to the detection of more components, princi 
pally for the more volatile substances, hence an evidence 
that the excess energy applied to the system Was absorbed 
selectively by the liquid phase over the gaseous phase. 

EXAMPLE 2 

Fresh sage, of 80% moisture content, obtained from 
Saint-Jean-sur-Richelieu, Quebec, Canada, Was chopped 
coarsely into pieces and subjected to conventional purge and 
trap analysis as Well as to conventional headspace analysis. 
Aportion of the same material Was inserted into a container. 
The container Was sealed by a cover through Which an 
ori?ce had been made. A commercially available sorbent, in 
an appropriate container, Was ?tted from the inside of the 
container to the ori?ce thus creating an hermetic seal. The 
container and its contents Were then treated by exposure to 
microWave radiation for 90 seconds so as to severely disrupt 
the equilibrium that existed betWeen the solid plant material 
and the gases around it. The sorbent Was then eluted and the 
eluate analyZed by gas chromatography. The results of the 
analysis evidenced the presence of volatile terpenoids as 
Well as less volatile ones. 

A typical analysis contained the natural products 
4-carene, alpha-thujene, alpha-pinene, camphene, 2-beta 
pinene, sabinene, beta-myrcene, 1,8-cineole, beta 
phellandrene, alphaterpinolene, alpha-thujone, beta-thujone, 
camphor, bornyl acetate, cis-caryophyllene, and alpha 
caryophyllene. This analysis compared favourably to the 
purge and trap analysis, While being superior to the head 
space analysis, the latter lacking some of the lesser volatile 
compounds (sesquiterpenoids). 

It Will be evident to those skilled in the art that the choice 
of sorbent is dependent upon the nature of the volatiles of 
interest (in the present example, a silica sorbent Was 
appropriate). Direct injection of the volatiles Without the use 
of any trap of any kind (cold or sorbent) is possible by the 
use of this invention because of the short sampling duration 
and because of the relatively small volume of sampling 
necessary. Purge and trap Would not alloW such a direct 
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12 
injection Without a cold trap of kind, or of a sorbent. The use 
of this invention, in this particular example, shoWed that a 
purge and trap analysis can be performed more rapidly, With 
less operations (hence reduced risks of sample loss or 
sample degradation), at a much reduced cost and With less 
energy than conventional technology. Again, the use of this 
invention requires less intricate equipment occupying a 
much reduced space and obtainable at a much reduced 
capital cost. 

EXAMPLE 3 

As a representative example of headspace analysis of a 
solid matrix, the volatiles from a soil sample contaminated 
With a crude oil Were obtained from a conventional head 
space sampler and from this invention. The soil Was con 
taminated With West Texas sour crude oil at a concentration 
of 4.28 parts per million. TWo 1.0 g aliquots Were doped With 
0.5 mL of Water and Were transferred into tWo identical 20 
mL hermetically sealed vials. The ?rst vial Was subjected to 
a 30-minute incubation period at 358 K on a conventional, 
commercially available, headspace sampler (HeWlett Pack 
ard 19395A). A 1-mL volume of the resulting headspace Was 
injected directly into the injector port of a gas chromato 
graph (HeWlett Packard 5890 Series II, ?ame ioniZation 
detector) equipped With an appropriate column to effect 
separation and resolution of the volatiles (HP-1.25 meters, 1 
micrometer thickness). 
The second vial Was subjected to the process according to 

the present invention, namely by exposure to microWave 
radiation at a frequency of and a poWer rating of 650 Watts 
for 30 seconds. A 1-mL volume of the resulting headspace 
Was injected directly into the gas chromatograph under the 
same conditions as per the conventional headspace sampler. 

The results obtained through this example demonstrate 
that the sample, When treated according to the present 
invention, yielded more volatiles, in terms of their overall 
absolute quantity, in a substantially reduced sampling time 
and that the nature of the volatiles is exactly identical to that 
obtained by conventional technology. Furthermore, this 
example also evidences that the excess energy applied to the 
system Was absorbed selectively by the solid (and small 
amount of liquid) phase over the gaseous phase. 

EXAMPLE 4 

This example relates to headspace analysis in the bio 
medical and forensic ?elds and indicates usefulness in 
alcohol detection from an aqueous sample. 
The detection of alcohol from an aqueous sample Was 

performed on a conventional headspace sampler and by 
using the methodology of the present invention. Water Was 
spiked With ethanol at a concentration varying betWeen 0.8 
to 80 mg per 100 mL. TWo 10 mL aliquots Were transferred 
into tWo identical 20 mL hermetically sealed vials. The ?rst 
vial Was then subjected to a 30-minute incubation period 
under conditions set forth in Example 3. A 1-mL volume of 
the resulting headspace Was injected directly into the injec 
tor port of a gas chromatograph equipped With an appropri 
ate column to effect the separation and the resolution of the 
volatiles, these apparatus being those indicated in Example 
3. The second vial Was subjected to the process taught by 
this invention, namely by exposure to microWave radiation 
(2450 MHZ, 650 Watts) for 30 seconds. A 1-mL volume of 
the resulting headspace Was injected into the injector port of 
a gas chromatograph under the same conditions as per the 
conventional headspace sampler. An identical experiment 
Was performed by substituting Whole cream (35% fat) to 
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water, cream being a most challenging matrix with which to 
work. The results of this example demonstrate that this 
invention was more sensitive by a factor of at least 2, 
required a much reduced sampling time, and provided for 
the detection of more species (in the case of the cream). 

The overall reduction in analysis time evidenced in this 
example is of extreme importance to forensic and biomedi 
cal applications such as the determination of the ethanol 
content in blood for drivers suspected to be under the 
in?uence of alcohol and for the monitoring of dissolved 
gases in blood of patients undergoing surgery. Again, the 
example also shows that the use of the invention allowed the 
excess energy applied to the system to be absorbed selec 
tively by the liquid phase over the gaseous phase. 

EXAMPLE 5 

This example describes one gas-phase extraction method 
for the headspace analysis of volatile organic compounds, 
often referred to as VOCs, in water, and compares the results 
to those obtained by conventional static headspace analysis 
in terms of sensitivity, linearity, precision, and sample 
preparation time. 
A 10-component purgeable aromatics standard solution 

(2.0 mg/mL of each component in methanol; components 
being benZene, toluene, ethylbenZene, chlorobenZene, o-, 
m-, and p-xylenes, and 1,2- 1,3 and 1,4-dichlorobenZenes, 
Hewlett-Packard Part No. 8500-6080, Method 8020) was 
diluted to 1, 4, 20, 100 and 500 ppm with methanol. Aseries 
of 10-mL water samples, contained into 20-mL headspace 
vials, were spiked at 10, 40, 200, 1000, and 5000 ppb of each 
component by adding 100-pL aliquots of the diluted solu 
tions (Drummond ?xed volumes micro-pipette). Blanks 
consisted of 10-mL water samples that were spiked with one 
100-ML aliquot of methanol alone and they were used to 
monitor the potential interferences arising from the solvent. 
All samples were capped within ?ve minutes form the end 
of the spiking procedure and were left to stand for at least 24 
hours before the experiments were performed. 
A microwave oven was used to apply the microwave 

energy to the samples for microwave treatment (microwave 
assisted process, MAPTM) gas-phase extraction experiments. 
The power level was kept low to minimiZe the over 
pressuriZing of the headspace vials and the potential for 
losses due to leaks or the potential for explosion. A wide 
range of experimental conditions were investigated. The 
results reported in this example were obtained under the 
following conditions: Extraction: Microwave power 500 W: 
Frequency 2450 MHZ; Irradiation and spinning cycle of 15 
s irradiation, 5 s of spinning, 15 s of irradiation and 5 s of 
spinning (total sample preparation time of 40 s); Sampling: 
Sampling was effected by using a headspace sampler 
(Hewlett-Packard 7694) operated with a loop temperature of 
90° C.; Transfer line temperature of 100° C.; Vial pressur 
iZation time of 0.2 min.; Loop ?ll time of 0.2 min.; Loop 
equilibration time of 0.05 min.; and sample injection time of 
0.4 min. (equilibration time of 0 min.). The headspace 
sampler was ?tted with a 0.5 m heated transfer line. All 
experiments were performed several times and triplicates 
were run at each occasion. Spinning (of the sample) is 
carried out by conventional techniques known to those 
skilled in the art so that the effect of spinning is to impart 
agitation to the sample, using such conventional techniques. 

The resulting headspace was analyZed using a Hewlett 
Packard gas chromatograph 5890, Series II Plus, equipped 
with a split-splitless SS inlet and a ?ame ioniZation detector. 
An HP-5, 30 m><0.32 mm id. fused silica column capillary 
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column with a ?lm thickness of 1.0 pm, was used. Operating 
conditions were as follows: Inlet temperature 2500 C.; 
Detector temperature 250° C.; Temperature program 60° C. 
for 0.5 min., 60° C. to 120° C. @ 10° C./min., held at 120° 
C. for 3.5 min (total run time of 10 min.); Helium carrier gas 
at 2 mL/min.; constant ?ow mode (8 psi at 60° C.); Sample 
loop of 1.0 mL, split How of 20 mL/min. (1:10 split ratio); 
Headspace vial pressuriZation maintained at 22 psi via the 
channel D of the HP 5890 electronic pressure control unit. 

For comparison purposes, static headspace sampling 
experiments were performed using the same headspace 
sampler. OptimiZed operating conditions for the matrix of 
interest were as follows: Extraction: Oven temperature at 
80° C.; Vial equilibration time of 30 min.; Agitation at 
maximum (setting 2); Sampling and gas chromatographic 
analysis: Exactly as per the microwave gas-phase experi 
ment above. All experiments were also performed several 
times and triplicates were run at each occasion. 

Tables 1 and 2 provide precise information about the 
sensitivity, the linearity, and the reproducibility data 
obtained from both methods. Both methods were character 
iZed by regression coef?cients greater than 0.9999. The 
analytes sensitivity, however, was signi?cantly better for 
MAP gas-phase extraction with response signals greater by 
circa 35% for each component at each concentration. The 
relative standard deviation, that included the total systemic 
error factor, was also better for the Microwave Treatment 
with an overall value of 1.4% (between 0.19% and 2.3%) 
whereas that of conventional static headspace was at 2.3% 
(between 1.3% and 3.3%). 
The greater sensitivities obtained are the result of the 

microwave energy being imparted more selectively to the 
water because the latter absorbs microwaves preferentially 
to the surrounding gaseous medium. This energy is then 
released to the neighbouring low-absorption species 
(volatile organic compounds, VOCs) which are, in turn, 
vaporiZed selectively and rapidly in proportions that are 
related to their vapor pressure and to their heat capacity. 

TABLE 1 

Linearity data (from gas chromatography-flame ionization detector 
results) for 30-minute conventional status headspace and 40 
second Microwave Treatment gas-phase extractions of volatile 

organic compounds (VOCs) in water 

Regression Data Headspace Microwave Treatment 

Multiple R 0.99999 0.99999 
R Square 0.99998 0.99999 
Adjusted R Square 0.99997 0.99999 
Standard Error 9336 7390 

TABLE 2 

Comparative sensitivity and reproducibility data (from gas 
chromatography-flame ionization detector results) for 

conventional 30-minute static headspace sampling and 30-second 
Microwave Treatment gas-phase extraction of volatile organic 

compounds (VOCs) from water 

Microwave 
Microwave Treatment/ 

Concen- Headspace Treatment Headspace 

tration Response RSD" Response RSD" Ratio 

10 ppb 9830 3.30 12860 2.18 1.31 
40 ppb 35600 3.21 47869 2.30 1.34 
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TABLE 2-continued 

Comparative sensitivity and reproducibility data (from gas 
chromatography-flame ionization detector results) for 

conventional 30-minute static headspace sampling and 30-second 
Microwave Treatment gas-phase extraction of volatile organic 

compounds (VOCs) from water 

Microwave 
Microwave Treatment/ 

Concen- Headsnace Treatment Headspace 

tration Response RSD" Response RSD" Ratio 

200 ppb 178100 1.62 241021 1.50 1.35 
1,000 ppb 853516 2.11 1194101 0.19 1.40 
5,000 ppb 4348711 1.29 5892204 0.79 1.35 

*Relative Standard Deviation 

Microwave Treatment gas-phase extractions make use of 
physical phenomena, that are fundamentally different from 
those applied in conventional sample preparation tech 
niques. It provides for dramatic reduction in the preparation 
time required per sample—here from 1800 to 40 seconds, a 
factor of 45. In addition, in the analytical example presented 
herein, microwave treatment gas-phase extraction also offers 
signi?cant advantages over static headspace in terms of 
sensitivity, while offering better reproducibility and similar 
characteristics. It will be evident to those skilled in the art 
that the dramatic reduction in sample preparation time, on a 
per sample basis, along with the relative ease of rapidly 
implementing widely varying operating parameters are 
attributes of choice for methods to be used during ?eld 
analytical activities. 

EXAMPLE 6 

This example describes one microwave treatment gas 
phase extraction method for the headspace analysis of 
volatile organic compounds, often referred to as VOCs, in 
soils, and compares the results to those obtained by con 
ventional static headspace analysis in terms of sensitivity, 
linearity, precision, and sample preparation time. 
A 7-component purgeable aromatics standard solution 

(components being benzene, toluene, ethylbenzene, 
chlorobenzene, and 1,2-, 1,3 and 1,4-dichlorobenzenes) in 
methanol was used to spike 1-gram natural agricultural soil 
samples contained into 20-mL headspace vials at 1, 10, 0.25, 
0.50, 1.00, 2.50 and 5.00 ppm. Blanks consisted of 1-gram 
natural agricultural soil samples that were spiked with an 
aliquot of methanol alone and used to monitor the potential 
interferences arising from the solvent. All samples were 
capped within ?ve minutes from the end of the spiking 
procedure and were left to stand for at least 24 hours before 
the experiments were performed. 
A microwave oven was used to apply microwave energy 

to the samples for microwave treatment gas-phase extraction 
experiments. The power level was kept low to minimize the 
over-pressurizing the headspace vials and the potential for 
losses due to leaks or the potential for explosion. A wide 
range of experimental conditions were investigated. The 
results reported in this example were obtained under the 
following conditions: Extraction: De-capping of vial, addi 
tion of a 2-mL aliquot of water and recapping of the vial; 
Microwave power 500 W; Frequency 2450 MHz; Irradiation 
and spinning cycle of 20 s irradiation, 5 s of spinning, 20 s 
of irradiation and 5 s of spinning (total sample preparation 
time of 50 5); Sampling: Sampling was effected by using a 
headspace sampler (Hewlett-Packard 7694) operated with a 
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loop temperature of 90° C.; Transfer line temperature of 
100° C.; Vial pressurization time of 0.2 min.; Loop ?ll time 
of 0.2 min.; Loop equilibration time of 0.05 min.; and 
sample injection time of 0.4 min. (equilibration time of 0 
min.). The headspace sampler was ?tted with a 0.5 m heated 
transfer line. All experiments were performed several times 
and triplicates were run at each occasion. 

The resulting headspace was analyzed using a Hewlett 
Packard gas chromatograph 5890 Series II Plus, equipped 
with a split-splitless SS inlet and a ?ame ionization detector, 
An HP-5, 30 m><0.32 mm id. fused silica column capillary 
column with a ?lm thickness of 1.0 pm, was used. Operating 
conditions were as follows: Inlet temperature 250° C.; 
Detector temperature 250° C.; Temperature program 60° C. 
for 0.5 min., 60° C. to 120° C. @ 10° C./min., held at 120° 
C. for 3.5 min. (total run time of 10 min.); Helium carrier gas 
at 2 mL/min.; constant ?ow mode (8 psi at 60° C.); Sample 
loop of 1.0 mL, split How of 20 mL/min. (1:10 split ratio); 
Headspace vial pressurization maintained at 22 psi via the 
channel D of the HP 5890 electronic pressure control unit. 

For comparison purposes, static headspace sampling 
experiments were performed using the same headspace 
sampler. Optimized operating conditions for the matrix of 
interest were as follows: Extraction: De-capping of vial, 
addition of 2-mL aliquot of water and recapping of the vial; 
Oven temperature at 80° C.; Via equilibration time of 30 
min.; Agitation at maximum (setting 2); Sampling and gas 
chromatographic analysis: Exactly as per the microwave 
gas-phase experiment above. All experiments were also 
performed several times and triplicates were run at each 
occasion. 

Both methods showed good linearity although the overall 
sensitivity was signi?cantly better for microwave treatment 
gas-phase extraction than static headspace with response 
signals greater by circa 50%. Furthermore, the conventional 
headspace methodology was unable to yield quantitative 
results for samples spiked at 0.10 and 0.25 ppm as well as 
for some components in the 0.50 ppm samples; the micro 
wave experiments on the other hand, were quanti?able from 
0.25 ppm onwards. 
As it will be clearly understood by those skilled in the art, 

the microwave absorbent material, due to the vaporization 
thereof may require replenishment. Where the absorbent 
material comprises, for example, water, the material may be 
hydrated prior to microwave exposure or may be rehydrated 
subsequent to treatment. 

It will be appreciated by those skilled in the art that the 
process is applicable to systems which include a plurality of 
phases. An example of such a system can be seen in the 
expression of volatile materials from a capillary sampling 
tube. The extraction of volatilizable materials from conven 
tional methods is not only extremely dif?cult using present 
technology, but further results in the potential for signi?cant 
losses of the material to be extracted. By employing the 
microwave process according to the present invention, 
extraction or expression of the materials is substantially 
complete and results in a substantial reduction in volume 
losses of the material to be expressed. 

EXAMPLE 7 

This example is relevant to other currently used dispos 
able analytical devices. This application of the invention is 
related to the extraction from natural or synthetic ?bres, e.g. 
hollow ?bres used in so-called solid-phase micro-extraction 
applications of compounds, eg contaminants, such as, 
volatile organics from aqueous solutions. Such ?brous mate 
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rials are often used as a means to concentrate analytes prior 
to releasing them into an inlet of an analytical apparatus, eg 
by desorbing them into the inlet of a gas chromatograph. 

There is a need to release chemicals from the ?bres as 
rapidly as possible. To demonstrate the advantages associ 
ated With the use of the present invention, commercially 
available holloW ?bres Were used in so-called solid-phase 
micro-extraction Supelco. All the ?bres Were pre 
conditioned in the manner prescribed by the manufacturer 
until the ?bres proved to be fee of contaminants. The ?bres 
Were then used as prescribed by the manufacturer to effec 
tively sample and concentrate the contaminants. In this 
example, BTEX (i.e. benZene, ethylbenZene, toluene, 
xylenes) Were the contaminants found in a Water sample. 
Water aliquots of similar volumes Were used and the sam 
pling time (i.e. immersion of ?bre into the Water sample) 
Was kept constant for all experiments (15 minutes). 

Once the sampling time had elapsed, the ?bres Were cut 
from their holders and put into series of tWo hermetically 
sealed 20-mL headspace analysis vials. The ?rst vial of the 
series Was then subjected to exposure to heat in a conven 
tional oven at 353 K for a 30-minute period. A one-mL 
volume of the resulting headspace Was injected manually at 
498 K over a 45 second period into the splitless inlet port of 
a gas chromatograph (HP5890 Series II), appropriately ?tted 
With a ?ame ioniZation detector (at 553 K) and a SPB-l 
column (30 m, 0.53 mm id, 1.5 pm ?lm thickness). The 
second vial Was treated With a single 15-second, 900-Watts, 
2450 MHZ microWave-irradiation period. A one-mL volume 
of the resulting headspace Was analyZed in a similar manner 
as the ?rst vial. 

The conventional heating experiments failed to produce 
any recordable traces of the contaminants, Whereas the 
microWave-treated samples led to recogniZable patterns. To 
further demonstrate the advantages of this invention, more 
experiments Were carried out With other types of sealed 
container, e.g. 3-mL disposable syringes properly ?tted With 
a 24-gauge needle sealed With a te?on disc, 2-mL and 4-mL 
sample vials, etc. The results of these experiments led to the 
conclusion that the volume of the container is an important 
parameter in the sensitivity of the method. 

It Will be evident to those skilled in the art, that the use of 
the teachings of the present invention With an appropriately 
designed container, such container being, eg an inlet of a 
given analytical instrument, e.g. gas chromatograph, prop 
erly ?tted With a microWave source, leads to much faster 
gas-phase extraction of contaminants from the ?bres, thus 
removing the potential need for focusing techniques. 
Furthermore, it Will also be evident to those skilled in the art 
that the use of this invention applies to samples that Were 
collected from the liquid phase as Well as from the gaseous 
phase of a solution contained into a vial, or collected directly 
from a gas, or a gaseous solution, or a gas mixture, be it 
enclosed or not (e.g. air sampling). 

Similar Work With dif?cult to analyZe samples, such as 
potting soils (40 second total preparation time here) Were 
performed and led to similar conclusions, namely that the 
use of this technology alloWed for the quantitation of 
analytes at much loWer levels than is possible With current 
static headspace technologies. Here again, microWave treat 
ment gas-phase extractions make use of physical phenomena 
that are fundamentally different from those applied in con 
ventional sample preparation techniques. In these particular 
examples it also provides for a dramatic reduction in the 
preparation time required per sample—from 1800 to 40—50 
seconds, a factor of 36—45. It Will be evident to those skilled 

15 

25 

35 

45 

55 

65 

18 
in the art that the dramatic reduction in sample preparation 
time, on a per sample basis, along With the relative ease of 
rapidly implementing Widely varying operating parameters 
are attributes of choice for methods to be used during ?eld 
analytical activities. Hence, e.g. coupled to a total organic 
vapor analyZer, this invention provides for unequalled sen 
sitivity performance. The latter attribute is of particular 
importance in applications Where the safety of Workers or 
that of the general public is involved such as is the case 
during controlled decontamination Work, or during emer 
gency response situations, respectively. 

In the ?oW-through separations the selectivity of the 
membrane or ?lter medium can be chosen to alloW the 
passage of the desired components—as provided for in 
previous examples—or to alloW the passage of the medium 
used to dissolve the materials, or, as it Will be evident to 
those skilled in the art, to remove the solvent. Preferred 
embodiments of this invention include, but are not limited 
to, enhancement of aqueous solution ?ltration processes, 
concentration of volatile organic compounds from Water for 
interfacing to gas chromatographic analysis, concentration 
of organic substances for interfacing to liquid chromato 
graphic analysis, and as a process to be used With appro 
priate equipment to remove solvents from solutions—in 
particular Water—prior to the introduction of the resulting 
analytes into a detector means such as an infrared device or 
a mass detection device such as a mass selective detector, a 

mass spectrometer, a light scattering detector or the like, 
often used in eg liquid chromatographic systems. 

In the case of solvent removal as liquid eg Water for 
example, the rate of ?ltering Will be greatly enhanced When 
submitted to the bene?t of this invention as a result of the 
increase in pressure created by the application of micro 
Waves to the aqueous solutions. Furthermore, in current use 
it is necessary to rinse the ?lter With signi?cant volumes to 
ensure that all aliquots of the solution have been subjected 
to the ?ltration process. The use of this invention, combined 
With a judicious selection of a permeable membrane, Will 
minimiZe signi?cantly the need to rinse and reduce the 
possibility of tainting results due to added contaminants or 
introduced sources of interference. 

In another embodiment of this invention, the permeable 
membrane is selected so as to alloW the selective passage of 
the solvent in a dynamic mode as vapor. In one particular 
example, an aqueous solution is alloWed to How through a 
physical cavity that is equipped With a selective membrane 
and With means to subject the solution, While in the cavity, 
to microWave energy. The solution is alloWed to How in the 
cavity While being exposed to microWaves so as to effect the 
selective heating of the Water until the Water volatilises at 
Which time it can escape through the membrane While the 
other constituents continue their movement through the 
chamber and reach an outlet at Which point they exit as an 
enriched solution or as a mixture of substances devoid of 
Water. It Will be obvious to those skilled in the art that the 
presence or not of Water in the material exiting the cavity can 
easily be controlled by applying the required amount of 
energy to effect partial or total volatilisation (can be calcu 
lated from the knoWledge of the How rate and the dead 
volume of the cavity). The use of this invention Will be of 
particular interest for applications Where it is necessary to 
concentrate the contents of analytes Which are present in loW 
quantities, even in ultra-trace quantities during e.g. liquid 
chromatographic analyses. 

It Will be obvious to those skilled in the art that this 
preferred embodiment applies especially Well to, although is 
not limited to, its implementation Within processes involving 
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chromatographic techniques eg gas, liquid, or supercritical 
?uid chromatography, and detection techniques performed 
under vacuum conditions eg mass spectrometer or that 
require very loW Water residue to be effective e.g. Infrared 
detector. 

It is possible to vaporiZe part or all of the liquid to be 
vaporiZed by adjusting the amount of energy delivered by 
the microWave generator. Knowing the amount of liquid to 
be vaporiZed, its heat capacity and boiling point, one can 
calculate the amount of energy to be delivered. 

The separations can be carried out With a continual 
?oW-through, or With continuous flow and intervals of 
minimal How in Which separation proceeds and conditions 
are adjusted, before another cycle. In the latter case, the 
microWave radiation may be interrupted or pulsed for opti 
mum separations. 

Although embodiments of the invention have been 
described above, it is not limited thereto and it Will be 
apparent to those skilled in the art that numerous modi?ca 
tions form part of the present invention insofar as they do not 
depart from the spirit, nature and scope of the claimed and 
described invention. 

I claim: 
1. In a method for the microWave extraction of at least one 

natural product from a biological material, said method 
consisting in: 

placing said biological material in an enclosure Without 
any solvent, 

making said biological material present in said enclosure 
undergo microWave irradiation in order to prompt the 
evaporation of at least a part of the Water contained in 
said biological material, so as to enable the release of 
at least a part of said natural product, 

separating the residual biological material from the 
extracted natural product, 

the improvement Wherein said method includes the steps 
of 

cyclically intermittently applying reduced pressure Within 
said enclosure during said step for the application of 
microWaves, 

heating said enclosure during at least the essential part of 
said step for the application of microWaves, the com 
bination of said steps for the application of the 
microWaves, the application of reduced pressure Within 
the enclosure and the heating of the enclosure permit 
ting the volatiliZation of said natural product from said 
biological material. 

2. Method according to claim 1, characteriZed in that said 
method includes the step of subjecting the interior of said 
enclosure to microWave radiation/pressure cycles. 

3. Method according to one of the claim 1, characteriZed 
in that said step for the separation of the residual biological 
material from the extract consists in: 

condensing the vapour containing extracted natural 
product, 

collecting the condensed material mixture resulting from 
such condensation, and 

separating natural product. 
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4. Method according to claim 1, characteriZed in that at 

least a part of the condensed product is recycled and Wherein 
the method includes the step of steam distillation to obtain 
a natural product. 

5. Method according to claim 1, characteriZed in that said 
heating step is conducted at a temperature loWer than 100° 
C. 

6. Method according to claim 1, characteriZed in that the 
microWaves used during said step of microWave irradiation 
have a frequency at least equal to 300 MHZ. 

7. Method according to claim 1, characteriZed in that said 
step of microWave irradiation is conducted so as to apply 
poWer ranging from about 100 Watts to about 65,000 Watts 
per Kg of product. 

8. Method according to claim 1, Which includes the step 
of imparting motion to said biological material in said 
enclosure. 

9. A method according to claim 1, including the step of 
condensing separated volatiliZed components from a gas 
phase to a loWer energy phase. 

10. Amethod of microWave extraction of at least a natural 
product from a biological material containing volatiliZable 
components, comprising 

providing a matrix of biological material having volatil 
iZable components dispersed therein, 

treating said matrix With microWave energy to effect 
volatiliZation of at least one of the volatiliZable com 

ponents from the biological material, 
cyclically intermittently applying reduced pressure during 

the microWave treatment, and 

separating at least one volatiliZed component to obtain at 
least one natural product from the biological material. 

11. An installation suitable for the implementation of a 
method according to claim 1, characteriZed in that the 
installation includes 

an enclosure provided With means to generate micro 
Waves Within said enclosure and having a thermostat 
controlled double Wall; 

heating means enabling the temperature of said 
thermostat-controlled double Wall to be regulated; 

means enabling the pressure inside said enclosure to be 
reduced; 

means to recover the extract after microWave treatment. 
12. An installation according to claim 11, characteriZed in 

that said installation includes means for enabling the pres 
sure Within the enclosure to be reduced cyclically. 

13. An installation according to claim 11, characteriZed in 
that it includes means for recycling of residual material. 

14. An installation according to claim 11, Wherein said 
installation includes means for condensing volatiliZed com 
ponents. 

15. An installation according to claim 11, said installation 
including means for effecting mechanical motion of biologi 
cal material Within said enclosure. 
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