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MECHANICALLY EXPANDABLE 
ARTHROSCOPIC RETRACTORS 

This appication is a Divisional of Ser. No. 08/333,528, 
?led Nov. 2, 1994, now US. Pat. No. 5,685,826, Which is a 
Divisional of Ser. No. 08/112,884, ?led Aug. 27, 1993, now 
US. Pat. No. 5,454,365, Which is a Continuation of Ser. No. 
07/908,848, ?led Jul. 1, 1992, noW abandoned, Which is a 
Continuation of Ser. No. 07/609,341, ?led Nov. 5, 1990, 
noW abandoned, Which is a Continuation-in-Part of Ser. No. 
07/487,645, ?led Mar. 2, 1990 now US. Pat. No. 5,331,975. 

BACKGROUND OF THE INVENTION 

The present invention relates to expandable subsurface 
devices for use in surgery. More particularly, the present 
invention relates to selectively expandable retractors for use 
in selectively and speci?cally moving sub-surface tissue in 
arthroscopic surgery, endoscopic surgery and ?ber optic 
surgery. (The term “arthroscopic surgery” as used in this 
application includes endoscopic surgery, ?ber optic surgery, 
and any other type of surgery on sub-surface tissues. Such 
surgery is performed percutaneously through a small inci 
sion or opening in the skin, as opposed to open surgery in 
Which the surgeon cuts through and opens up all superior 
tissue until all the operating area is exposed.) 

Arthroscopic surgery is currently performed Without suit 
able tools for speci?cally moving tissue and creating visu 
aliZation and Working spaces. Generalized expansion is 
obtained With CO2, H2O, etc. HoWever, this technique 
leaves ?uid everyWhere and is not useful to speci?cally 
move tissue. the subacromial bursa or carpal tunnel. In 
contrast, a great deal more force is needed to selectively 
move tissues such as muscles, bones, and tendons and 
expand a potential space therein. One must have a strong, 
sufficiently rigid instrument to do this, and exert much more 
force and yet protect delicate tissues. One also needs the 
ability to speci?cally direct force in speci?c locations or 
directions, not merely randomly. Abladder such as a Foley 
catheter Would deform in an uncontrolled fashion, not push 
ing Where it is needed most. 

Accordingly, there exists a need for instruments suitable 
to mechanically speci?cally move tissue, Which are small 
enough to ?t through a small opening in the skin and Which 
expand to create a Working and visualiZation space in 
sub-surface tissues. Such instruments must be strong enough 
and precise enough for use in arthroscopic surgery. 

SUMMARY OF THE INVENTION 

The present invention is a mechanically expandable 
retractor suitable for arthroscopic surgery. The retractor has 
a projecting portion at a proximal end of the retractor for 
manipulating the retractor. The projecting portion projects 
from the surface of the body tissues When the retractor is in 
use. The retractor has at least one expanding portion, Which 
is preferably at the distal end of the retractor for expanding 
against sub-surface tissues When the retractor is in use. The 
point of maximum 

There are no devices available Which alloW a surgeon to 
selectively position various tissue masses encountered dur 
ing arthroscopic surgery. Delicate tissue such as nerve tissue 
or blood vessels is put at risk and can be damaged during an 
operation. Furthermore, the limited space available for the 
surgeon to Work in could make an operation more difficult 
than it could be. 

Retractors designed for use in open surgery are unusable 
in arthroscopic surgery. Current bladder devices such as a 
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2 
Foley catheter or those used in percutaneous transluminal 
coronary angioplasty are not useful to retract tissue in 
arthroscopic surgery, because they are made of a soft, 
pliable, ?imsy material; they Work With relatively loW 
pressure; and they have smooth Walls and a large surface 
area of contact so as not to damage the delicate tissues. Such 
bladder devices also in?ate into a non-speci?c shape, assum 
ing the shape of Whatever surface or object they encounter. 
They do not expand or retract at or near the tip, are not rigid 
enough to be insertable Within a joint or among muscles, 
tendons and bones, and are too ?exible to permit speci?c 
tissue retraction. Bladders can also be perforated during 
surgery. 

Such bladder devices also do not provide enough force to 
move tissue as needed in arthroscopic surgery, mainly 
because they are designed to dilate an existing stretchable 
space Within the body, such as a blood vessel, and not to 
create an actual space from a potential space such as in 
expansion of the retractor expanding portion is preferably as 
near to the tip of the retractor as possible. An intermediate 
portion extends betWeen the projecting portion and the 
expanding portion. 

In a preferred embodiment the expanding portion includes 
a plurality of radially expanding arms. The radially outer 
most surface of each arm When expanded is longitudinally 
disposed approximately at the distal end of the retractor. The 
expanding arms can be disposed irregularly circumferen 
tially around the retractor to provide an eccentric Working or 
visualiZation space betWeen adjacent arms. The Working or 
visualiZation space can be 360° around or a lesser portion 
thereof. 

In one embodiment the retractor includes a retractor 

sleeve and a retractor body, the expanding arms being 
formed as part of the retractor sleeve Which circumscribes 
the retractor body. The retractor body has a proximal end 
portion for receiving an expanding force. Axial movement 
of the body proximal end portion relative to the body distal 
end portion causes the sleeve to shorten to cause the expand 
ing arms to expand radially outWardly. 
The retractor may have a rigid shaft. This alloWs the 

surgeon to apply force to sub-surface tissues by pulling or 
levering or pushing on the projecting portion of the retractor, 
or by using it as a lever. Alternatively, the retractor may have 
a ?exible shaft, in Which case the surgeon can pull on the 
projecting portion of the retractor to apply force to the 
sub-surface tissues. 
The retractor can include an expandable bladder. The 

bladder can circumscribe the expandable portion of the 
retractor, or it can be placed elseWhere along the length or 
at the tip of the retractor. The bladder can expand either 
independently of or in conjunction With the expandable 
portion of the retractor. There can be a plurality of bladders 
at one axial location. The bladder can be made of a ?uid 
tight material. Alternatively, the bladder can be made of a 
perforate material, functioning as a screen. The provision of 
the bladders With the mechanical expanding portions alloWs 
for variable control of the retractor as the surgeon desires. 

The retractor can also function as a cannula With an 

expanding tip. That is, the retractor can have one or more 
central passages extending longitudinally through at least a 
portion of the retractor to permit the passage of surgical 
instruments or a ?ber optic scope through the retractor. In 
this case, it can have a side portal communicating With ,the 
central passage and through Which surgical instruments or 
an arthroscope can be passed. The retractor can have tWo 
separate passages, one for tools and one for an arthroscope, 
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thus functioning as a dual-lumen cannula. Alternatively, the 
retractor can be solid or needle-like With or Without a 

removable trocar. 

The retractor is contracted after use and removed from the 
body tissues Without having signi?cantly damaged the tis 
sues. 

The retractor provides the surgeon With the ability to 
selectively move or retract tissue and to expand a speci?c 
space, and to gain a visualiZation and Working space, a 
function Which is not available in present operating instru 
ments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Further features of the present invention Will become 
apparent to those skilled in the art to Which the present 
invention relates from reading the folloWing speci?cation 
With reference to the accompanying draWings, in Which: 

FIG. 1 is a vieW of a cannula type retractor in accordance 
With the present invention, having a plurality of expanding 
arms, shoWn in an unexpanded condition; 

FIG. 2 illustrates the retractor of FIG. 1 in an expanded 

condition; 
FIG. 3 is a side elevational vieW of the body of the 

retractor of FIG. 1; 

FIG. 4 is a longitudinal sectional vieW of the nut of the 
retractor of FIG. 1; 

FIG. 5 is a side elevational vieW of the sleeve of the 
retractor of FIG. 1; 

FIGS. 6A—6H, 6] and 6K are a series of vieWs illustrating 
the retractor of FIG. 1 and similar retractors in an expanded 

condition; 
FIG. 7 is a vieW of a retractor having tWo axially spaced 

expanding portions, shoWn in an unexpanded condition; 
FIG. 8 illustrates the retractor of FIG. 7 in an expanded 

condition; 
FIG. 9 is a vieW of a retractor in accordance With the 

present invention, and also having an expandable bladder, 
shoWn in an unexpanded condition; 

FIG. 10 illustrates the retractor of FIG. 11 in an expanded 

condition; 
FIG. 11 is a vieW shoWing a retractor being used in carpal 

tunnel surgery, in an unexpanded condition; 
FIG. 12 is a simpli?ed transverse sectional vieW of the 

operating area of FIG. 11; 
FIG. 13 is a vieW similar to FIG. 11 With the retractor in 

an expanded condition; 
FIG. 14 is a simpli?ed transverse sectional vieW of the 

operating area of FIG. 13; 
FIG. 15 is a vieW of a non-cannula type retractor in 

accordance With the present invention, shoWn in an unex 
panded condition; 

FIG. 16 illustrates the retractor of FIG. 15 in an expanded 

condition; 
FIG. 17 is an illustration of the use of a pair of retractors 

in arthroscopic shoulder surgery, With the retractors shoWn 
in an unexpanded condition; 

FIG. 18 is an illustration similar to FIG. 17 With the 
retractors shoWn in an expanded condition; 

FIG. 19 is a vieW of an elliptically shaped mechanical 
retractor, in an unexpanded condition; 

FIG. 20 shoWs the retractor of FIG. 19 in an expanded 
condition; and 

FIG. 21 is an end vieW of the retractor of FIG. 20. 
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DESCRIPTION OF PREFERRED 

EMBODIMENTS OF THE INVENTION 

By Way of example, FIGS. 1—5 illustrate an arthroscopic 
retractor 10 in accordance With the present invention. The 
retractor 10 includes a retractor body 12, a retractor sleeve 
14 and a nut 16. 

The holloW tubular retractor body 12 (FIG. 3) includes a 
central portion 18, a Widened distal end portion 20, and a 
threaded proximal end portion 22. The distal end portion is 
of a larger diameter than the remainder of the retractor body 
12. Apair of diametrically opposed notches 24, only one of 
Which is seen in FIG. 3, are formed in the distal end portion 
20. A central passage 26 extends longitudinally the entire 
length of the retractor body 12. The passage 26 is large 
enough for arthroscopic surgical instruments to pass 
through. The central portion 18 is rigid to alloW manipula 
tion of the distal end portion by moving the proximal end 
portion. Alternatively, the central portion could be ?exible 
for easier positioning in the body. The threaded proximal 
end portion also includes suitable means (not shoWn) such as 
a clamp to hook up arthroscopic instruments, or to lock the 
retractor 10 on to such a device. 

The nut 16 (FIG. 4) includes a body portion 30 having a 
threaded bore 32 for receiving the threaded end portion 22 
of the retractor body 12. The nut 14 is enlarged to form a pair 
of handles 34 Which extend from the body portion 30 of the 
nut 16. The handles 34 can be grasped by a surgeon to rotate 
the nut 16, and to manipulate the retractor 10 as a Whole. An 
annular slot 36 is formed in the distal end portion of the nut 
16. 
The holloW tubular retractor sleeve 14 (FIG. 5) includes 

a central portion 40, a proximal end portion 42, and a distal 
end portion 44. The proximal end portion 42 has an oblong 
Widened portion 46 Which is received in the slot 36 in the nut 
16. The distal end portion 44 has a pair of diametrically 
opposed projections 48, only one of Which is shoWn in FIG. 
5. The projections 48 are received in the notches 24 in the 
distal end portion 20 of the retractor body 12. A central 
passage 50 extends longitudinally through the entire length 
of the retractor sleeve 14. The passage 50 is siZed to receive 
the central portion 18 and the proximal end portion 22 of the 
retractor body 12. The central portion 40 is rigid to alloW 
manipulation of the distal end portion by moving the proxi 
mal end portion. Alternatively, the central portion could be 
?exible for easier positioning in the body. 
The retractor sleeve 14 also includes an expanding portion 

60. The expanding portion 60 includes a plurality of cir 
cumferentially spaced expanding arms 62. Adjacent arms 62 
de?ne betWeen them a series of slots 64. The expanding 
portion 60 illustrated in the embodiment of FIGS. 1—5 has 
eight equally spaced arms 62 over a 360° range. It should be 
understood that the present invention contemplates that any 
different number of arms can be used, and they can be spread 
equally or unequally over a different circumferential extent, 
in order to provide varying or eccentric expansion. 

Each expanding arm 62 extends betWeen a groove 66 
adjacent the distal end portion 44 of the sleeve 14, and a 
groove 68 adjacent the central portion 40 of the sleeve 14. 
The grooves 66 and 68 are formed on the exterior of the 
material of the sleeve. An intermediate groove 70 is formed 
on the interior of each arm 62 and divides each arm 62 into 
a distal expanding portion 72 and a proximal expanding 
portion 74. The grooves 66, 68, and 70 Weaken the material 
of the sleeve 14. When force is directed axially on the distal 
end portion 44 of the sleeve 14 in a direction toWard the 
proximal end portion, the material of the sleeve 14 buckles 
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at the weakened areas of the grooves 66, 68, and 70, causing 
the arms 62 to expand radially outwardly. 

To assemble the retractor 10, the holloW sleeve 14 is slid 
axially over the proximal end portion 22 of the body 12. The 
distal end portion 44 of the sleeve 14 engages the Widened 
distal end portion 20 on the body 12. The projections 48 on 
the sleeve 14 engage the notches 24 on the body 12, blocking 
rotation of the sleeve 14 relative to the body 12. (Other 
structures can be used to obtain this blocking function. For 
example, if the retractor parts are injection molded, a key 
and keyWay structure may be used for ease of manufacture 
At least a portion of the threaded proximal end portion 22 of 
the body 12 is exposed. The nut 16 is threaded onto the 
exposed proximal end portion 22 of the body 12. The 
Widened portion 46 of the sleeve 14 is received in the slot 36 
in the nut 16. 

To operate the retractor 10, the nut 16 is rotated on the 
threaded proximal end portion 22 of the body 12, decreasing 
the distance betWeen the nut 16 and the distal end portion 20 
of the body 12. The sleeve 14 is compressed axially. The 
sleeve 14 buckles at the grooves 66, 68, and 70. The arms 62 
on the sleeve 14 move radially outWardly from an unex 
panded condition as shoWn in FIG. 1 to an expanded 
condition as shoWn in FIG. 2. (Any system for shortening 
the sleeve other than a threaded system can be used also.) 

The radially outermost surface 78 of each expanded arm 
62, Which is the radially outermost point of the retractor 10, 
is located axially at the distal end of the retractor 10. 
Because the retractor 10 expands at its distal end, not at a 
mid-portion, stability is increased, since the surgeon is 
holding the retractor 10 at its proximal end and the retractor 
10 is ?rmly positioned at its distal end. Also, the expanded 
retractor 10 thus creates a Working space Where the surgeon 
needs it, Without having to go further doWn With the instru 
ment as Would be necessary if the expanding portion Were 
axially centrally located. The retractor 10 is rigid in a 
transverse direction, and therefore the surgeon can pull push 
or lever it to manipulate subcutaneous tissue. 

There are a variety of Ways in Which the expanding 
portion of a retractor in accordance With the present inven 
tion can be con?gured for particular surgical applications. In 
the retractors shoWn in FIG. 6, the expanding arms 62 are 
disposed irregularly circumferentially around the retractor to 
provide an increased Working space or operating area 
betWeen particular pairs of expanding arms 62. The external 
shape of the retractor When expanded, and the amount of 
expansion, are designed for the speci?c application on 
Which that retractor is to be used. For example, if the surgeon 
is Working against bone, he can select a retractor Which is 
con?gured so that it stays ?at against the bone, and expands 
aWay in the opposite direction, to push tissue aWay from the 
bone and create a Working and visualiZation space next to 
the surface of the bone. 

The retractor of the present invention, therefore, is not 
merely a round structure Which expands. It alloWs mechani 
cal manipulation of tissue, a function Which is not available 
noW in arthroscopic surgery. It can be in the shape of an 
umbrella; oval; Wedge; cone; triangular; I-beam; a half 
moon shape to protect a nerve; a V-shape to push a nerve in 
a different direction; a V-shape Which expands at the tip; 
T-shaped or L-shaped; or other shapes as desired. 
As an example, the retractor 10a (FIG. 6) includes a 

sleeve 14a similar to the sleeve 14 of the retractor 10, but 
With one less expanding arm. An enlarged Working space 81 
is formed betWeen the arm 82 and the arm 84 of the sleeve 
14a. A greater portion of the retractor body central portion 
18 is thus exposed. 
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6 
Similarly, the retractor 10b includes a sleeve 14b having 

six expanding arms. A larger Working space 85 is created 
betWeen the arms 86 and 88, exposing a larger portion of the 
body central portion 18. In the retractor 10c, the sleeve 14c 
has only ?ve radially expanding arms, creating a 180° 
Working space 89 betWeen the arms 90 and 92. 

In the retractor 10d, six expanding arms are spaced 
circumferentially around the sleeve 14d to expose the retrac 
tor body central portion 18 on opposite sides. A Working 
space 93 is created betWeen the arms 94 and 96 on one side, 
and a Working space 97 is created betWeen the arms 98 and 
100 on the opposite side. In the retractor 106, only four 
expanding arms are present, and even larger Working spaces 
are created on opposite sides, that is, a space 101 betWeen 
the arms 102 and 104 on one side, and a space 105 betWeen 
the arms 106 and 108 on the opposite side. 

It can thus be seen that the retractor 10 can be con?gured 
to meet almost any application, by appropriately locating 
and siZing and con?guring the expanding portion of the 
sleeve 14 of the retractor. For example, there may be 
provided longer expanding arms to provide for a greater 
amount of expansion. The arms may in such a case may be 
made thicker for greater strength. All such con?gurations are 
included Within the scope of the present invention. 

Also included are structures functionally equivalent to the 
expanding arm construct. For example, the expanding por 
tion of a retractor in accordance With the present invention 
may be as simple as an expansion device like a screW jack 
or an in?atable bladder disposed betWeen tWo opposed 
plates Which spread apart upon actuation of the expansion 
device. 
The central passage 26 through the body portion of the 

retractor 10 effectively alloWs the retractor 10 to serve as a 
cannula through Which surgical instruments can be passed 
even When the retractor is in use. If a side portal is provided 
in the retractor as described beloW, surgical instruments, 
tools, ?uid lines, etc. can be passed into or out of the 
retractor through the side portal. 

Another important feature of the retractors of the present 
invention is that they can be contracted after use of the 
retractor to alloW the retractor to be removed from the 
operating area. The structure of the retractor alloWs for safe 
decompression (contraction) and removal of the device after 
use. For example, in the retractor illustrated in FIGS. 1—5, 
the Widened portion 46 of the retractor sleeve 14 is received 
in the slot 36 in the nut 14. After expansion of the sleeve as 
described above, When the nut 14 is rotated back so as to 
move aWay from the distal end portion 20 of the retractor 
body 12, the nut 14 pulls the Widened portion 46 of the 
sleeve 14, lengthening the sleeve and causing the arms 62 to 
contract to their starting (unexpanded) position. The retrac 
tor 10 can then be removed easily from the operating site, 
Without having signi?cantly damaged any tissue. This fea 
ture is not available With any previous mechanical expand 
ing devices such as expanding bone screWs. 

FIGS. 7 and 8 illustrate another embodiment of the 
invention in Which a retractor 110 includes tWo separate 
axially spaced expanding portions and also has a side portal 
through Which an arthroscope and/or other arthroscopic 
surgical instruments may be passed. 
The retractor 110 includes a holloW retractor body 112 

having a distal end portion 114 With a tool hole 116 and a 
scope hole 118. An edge 120 de?nes an opening or side 
portal 122 in the retractor body 112. The opening 122 
communicates With a central passage extending axially 
through the body 112. 
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The hollow tubular retractor sleeve 124 includes an 
intermediate portion 126, a pair of expanding portions 128 
on either side of the intermediate portion 126, and a proxi 
mal sleeve portion 130. Each expanding portion 128 of the 
sleeve 124 includes a plurality of arms 62 similar to the 
expanding arms 62 in the embodiment illustrated in FIGS. 
1—5. Each circumferentially aligned pair of arms 62 is 
connected by an intermediate sleeve segment such as the 
segments 125 and 127. In the retractor 110, the expanding 
arms 62 are spaced circumferentially about the sleeve 14 so 
that the space betWeen the intermediate segments 125 and 
127, as Well as the space betWeen adjacent arms 62, is 
aligned With the opening 122 in the retractor body 112. 

Accordingly, When the retractor 110 is expanded as illus 
trated in FIG. 8, there is access from the central passage of 
the retractor body 112, through the opening 122, and 
betWeen adjacent intermediate segments and adjacent 
expanding arms, for the passage of surgical instruments. 
Furthermore, the pair of expanding portions 128 move tissue 
out of the Way at axially spaced locations along the retractor 
110, to provide a large Working area extending longitudi 
nally betWeen the tWo expanding portions 128 of the retrac 
tor. In similar fashion, expanding portions like or similar to 
the expanding portions 128 can be placed at selected loca 
tions along a retractor in accordance With the present 
invention, in order to selectively retract tissue for a particu 
lar application. TWo or more separate retractors can also be 
used for this function. 

In another embodiment of the invention, an in?atable 
bladder is included on the mechanically expandable retrac 
tor. The bladder can be co-extensive With the expanding 
portion of the retractor, or it can be spaced apart from the 
expanding portion of the retractor. The bladder can be used 
independently or in conjunction With the mechanical retrac 
tor. 

FIGS. 9 and 10 illustrate an embodiment of the invention 
Which includes an in?atable bladder circumscribing the 
expanding portion of the retractor. A retractor 140 includes 
a sleeve 14 With an expanding portion 60 including a 
plurality of expanding arms 62. The body portion of the 
retractor 140 has a pointed distal end 142 for easier passage 
through tissues. Proximal to the threaded portion 22 of the 
retractor body, a portion 144 of the retractor includes a ?uid 
supply port 146. An in?atable bladder 150 is bonded to the 
retractor sleeve 14 at tWo circumferential, axially spaced 
locations 152 and 154. Appropriate ?uid passages are pro 
vided in the retractor body and the retractor sleeve to provide 
?uid communication betWeen the ?uid supply port 146 and 
the bladder 150. The bladder can be de?ated With suction. 

The bladder 150 in?ates and expands radially upon the 
introduction of ?uid under pressure into the ?uid supply port 
146. The bladder 150 can be in?ated independently of 
expansion of the expanding portion 60 of the retractor 140. 
Alternatively, the bladder 150 can be expanded in conjunc 
tion With expansion of the expanding portion 60 of the 
retractor 140, in Which case it may be preferable to have the 
bladder in the shape of the mechanical retractor. 

The bladder 150 prevents tissue from being caught in 
betWeen the expanding arms 62 to minimiZe tissue damage 
When the retractor is in use and to alloW for easy contraction 
and removal of the retractor after use. The bladder 150 
insures proper operation of the expanding portion 60 by 
keeping tissues out of its Way to provide more uniform 
retraction. The bladder 150 has a tamponade effect, lessen 
ing bleeding in the surrounding tissues. The bladder 150 also 
spreads the retractive force, lessening the risk to delicate 
tissues such as nerve tissue. 
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An expandable bladder such as the bladder 150 can be 

provided at other locations along a retractor 140. For 
example, a bladder can be provided at a location spaced 
apart from any expanding portion of the retractor. Also, a 
bladder can be provided Which spans longitudinally the 
distance betWeen tWo expanding portions on a retractor. The 
bladder can be formed of a ?uid tight material in order to 
maintain ?uid pressure and exert greater force against the 
tissues of the body. The bladder can alternatively be made of 
a perforate material Which alloWs ?uid ?oW therethrough but 
Which also serves to apply force against the tissue it encoun 
ters. The bladder may be reinforced, of a dual durometer 
layered construction, ribbed, or have a speci?c molded 
shape. The bladder may be constructed in accordance With 
co-pending application Ser. No. 487,645, ?led on Mar. 2, 
1990, the disclosure of Which is incorporated by reference. 
One basic purpose of the bladder on a retractor of the 

present invention is to maintain a separation betWeen the 
expanding arms and the tissues they expand against. 
Therefore, the bladder need not be made of a ?uid-tight 
material if the bladder per se is not to be expandable. If 
desired, the bladder can merely be a fabric, mesh, ?lm, 
polymer, or other material extending over the expanding 
arms and moving radially outWardly With them. Whether the 
bladder is ?uid-tight or not, the material of the bladder can 
be bonded directly to the arms. The material can be stretch 
able to expand When the expanding arms move radially 
outWardly then contract When the arms move back inWardly. 

Use of only a bladder (Without a mechanical retraction 
device) has the disadvantage that a bladder can be punctured 
With a surgical knife or cutter and Will collapse, losing all the 
retraction gained upon in?ation and possibly compromising 
the surgery. Because the retractors of the present invention 
are also mechanical in nature, this possibility is avoided, and 
secure retraction is provided. 

FIGS. 11 through 14 illustrate the use of a retractor 160 
in accordance With the present invention in carpal tunnel 
surgery. The retractor 160 is illustrated in FIGS. 11 and 12 
in an unexpanded condition, and in FIGS. 13 and 14 in an 
expanded condition. The retractor 160 is inserted through an 
incision 190 in the Wrist, and underneath the transverse 
carpal ligament 192, adjacent the median nerve 194 of a 
hand 196. 

The retractor 160 includes an expanding portion 161 With 
a plurality of expanding arms 62, tWo of Which are spaced 
about an opening or side portal 162 for instrument passage 
therethrough. An expanding bladder 164 is bonded to the 
sleeve 166 of the retractor 160. The retractor 160 is secured 
in a holder 170 having a pair of grips 172 and 174. The grip 
172 is ?xedly attached to a sleeve clamp 176 Which securely 
clamps the sleeve 166 of the retractor 160. The grip 174 is 
?xedly attached to a portion 178 for engaging a Widened 
portion 180 on the body portion 162 of the retractor 160. The 
body portion 182 has a scope hole 184 and a tool hole 186 
extending therethrough. Suitable locking means can also be 
provided to lock the retractor in a particular expanded 
condition. 

FIGS. 13 and 14 illustrate the retractor 160 in an 
expanded condition. Relative movement of the grip 172 
toWard the grip 174 draWs the body portion 182 proximally 
relative to the clamped sleeve portion 166, expanding the 
expanding portion 161. The expanding arms 62 move radi 
ally outWardly to create a Working or operating area 198 
adjacent the ligament 192. The bladder 164 is also expanded 
about the expanding portion 60 of the retractor 160. Tissue 
is not signi?cantly damaged by the retractor 160. After the 
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operation is completed, the retractor 160 is simply con 
tracted or collapsed and removed from the operating site. 

Because of the controlled expansion of the retractor 160, 
the median nerve 194 is shielded from the operating area. 
Tools and an arthroscope may be passed through the opening 
162 into the operating area 198, While the median nerve 194 
and other tissues such as tendons 200 are safely shielded 
from the operating area 198. Accordingly, by use of the 
retractor 160, the surgeon is provided With an enlarged open 
area in Which he can Work on the ligament 192, and at the 
same time he has protected the median nerve 194 from the 
operating area. The surgeon has full visualiZation and Work 
ing of the entire space, not a limited vision area as With other 
systems. This type of operation can, of course, be performed 
also With a mechanically expandable retractor not having a 
bladder thereon. 

Indicated schematically at 193 in FIG. 11 is means for 
measuring the retractive force applied by the expanding 
portion of the retractor 160. This can be any suitable 
apparatus for measuring the force needed to bring together 
the grips 172 and 174, for example. With the retractor of 
FIGS. 1—5, a torque Wrench or other instrument can be used 
to measure the force needed to turn the nut 16. Similarly, any 
knoWn apparatus can be used to monitor the ?uid pressure 
inside an expandable bladder on a retractor of the present 
invention. Thus, With any of the present retractors, the 
expansion force can be monitored and controlled. 

FIGS. 15 and 16 illustrate another embodiment of the 
mechanically expandable retractors in accordance With the 
present invention. The retractor 210 illustrated in FIGS. 15 
and 16 is a non-cannula type retractor. It does not have a 
central passage extending longitudinally through the 
retractor, but rather is solid or needle-like. Accordingly, the 
retractor 210 may be made slimmer if desired. It may be 
desirable to use such a non-canula type retractor in a 
situation Where the surgeon is already employing a cannula 
through Which instruments and/or a scope may be passed. 
The retractor may have a removable trocar also. 

The retractor 210 may have a pointed distal end portion 
212 for easier insertion through tissues. (Alternatively, the 
retractor may be utiliZed in conjunction With a removable 
trocar. The pointed distal end portion Would be the distal tip 
of a removable trocar Which Would be removed after place 
ment of the expanding portion of the retractor in the desired 
location.) The retractor 210 has an expanding portion 60 
With a plurality of expanding arms 62. Grooves 66, 68, and 
70 in the sleeve 14 de?ne the arms 62 and provide Weakened 
portions to alloW for radial expansion of the arms 62. 
Rotation of the nut 16 relative to the threaded proximal end 
portion 22 of the retractor body 214, shortens the distance 
betWeen the nut 16 and the distal end 212 of the retractor 
body. The sleeve 14 is compressed axially, and the arms 62 
expand radially outWardly. 

The expanding portion of the retractor 210 illustrated in 
FIGS. 15 and 16 is oriented in the opposite direction 
longitudinally from the expanding portion of the retractor 
shoWn in FIGS. 1—5. Thus, the maximum point of expansion 
is spaced from the distal end of the retractor 210. HoWever, 
this con?guration provides an annular end face 216 at the 
proximal end of the expanding portion 60. Thus, the retrac 
tor 210 is usable to pull back on tissue, or to hook tissue to 
move it proximally. The retractor shoWn in FIGS. 1—5 Would 
in such use slide out because its expanding portion has a 
conical shape With an apex at its proximal end. This 
“reversed” design can be revised in practice to place the 
maximum point of expansion closer to or at the distal end of 
the retractor. 
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FIGS. 17 and 18 illustrate the use of a pair of retractors 

in accordance With the present invention to perform arthro 
scopic surgery on the acromion 220 in the shoulder. The 
humeral head 222 is spaced from the acromion 220, With the 
rotator cuff 224 and the bursa 226 therebetWeen. The bursa 
226 normally ?ts tight up against the surface 228 of the 
acromion 220, but is shoWn spaced therefrom for clarity. 
Because the bursa 226 is normally tight up against the 
surface 228 of the acromion 220, it is dif?cult to operate on 
the surface 228 of the acromion 220. 

To gain access to the surface 228, a pair of retractors 230 
and 232 are used. The retractor 230 is inserted through an 
incision 234 in the back 236 of the shoulder. The retractor 
230 has an expanding portion 238 located beloW the surface 
of the skin. The retractor 230 has a projecting portion 240 
located above the surface of the skin. The retractor 230 has 
a passage 242 to alloW the passage of surgical instruments 
therethrough. 
The retractor 232 is inserted through an incision 242 in the 

side of the shoulder. An expanding portion 244 of the 
retractor 232 is located beloW the surface of the skin. A 
projecting portion 246 of the retractor 232 is located above 
or outside of the skin. The retractor 232 has a central passage 
248 to alloW the passage of an arthroscope therethrough. 

The retractor 230 is inserted through the incision 234 until 
its expanding portion 238 engages the surface 228 of the 
acromion 220. The expanding portion 238 is irregularly 
con?gured so as to stay relatively ?at against the acromion 
220 and expand 180° aWay to push the bursa 226 aWay from 
the surface 228. The expanding portion 238 is then 
expanded. The bursa 226 and rotator cuff 224 are forced 
aWay from the surface 228, creating a Working and visual 
iZation space 250 against the surface 228. Similarly, the 
retractor 232 is inserted through the incision 242 until its 
expanding portion 244 engages the surface 228. The expand 
ing portion 244 is then expanded. The bursa 226 and the 
rotator cuff 224 are forced aWay from the surface 228, 
enlarging the Working and visualiZation space 250. 
An arthroscope is then inserted through the passage 248 

in the retractor 232 until its distal end is located in the space 
250. A shaver is then inserted through the passage 242 in the 
retractor 230, until its distal end is also in the Working space 
250. The surgeon thus has both the arthroscope tip and the 
shaver in a clear volume adjacent the surface to be Worked 
upon. The surgeon can then remove an area of bone 252 
from the acromion 220, Without interference from the bursa 
226 and the rotator cuff 224 Which are normally tight up 
against the surface 228. 
The surgeon can manipulate the projecting portion 240 of 

the retractor 230, and the projecting portion 246 of the 
retractor 232, to further move the tissues as desired. For 
example, the surgeon can pull proximally on the projecting 
portion 246 of the retractor 232 to pull the bursa 226 and 
rotator cuff 224 aWay from the surface 228. The surgeon can 
use the retractor 230 as a lever, moving the projecting 
portion 240 thereof upWardly as vieWed in FIG. 18 to move 
the expanding portion 238 relatively doWnWardly to move 
the bursa 226 and the rotator cuff 224 aWay from the surface 
228. Tissue is not signi?cantly damaged by the retractor 230. 
Upon completion of the operation, the expanding portion 

238 of the retractor 230 is contracted or collapsed, and the 
retractor 230 is removed from the operating site. The 
expanding portion 244 of the retractor 232 is contracted or 
collapsed, and the retractor 232 is removed from the oper 
ating site. The bursa 226 and the rotator cuff 224 regain their 
original position against the acromion 220. 



5,888,196 
11 

In accordance With a feature of the present invention, a 
retractor in accordance With the present invention need not 
have a round shape as shoWn in the drawings. Because there 
is no relative rotation betWeen the retractor body and the 
retractor sleeve, neither must be round, and the body and 
sleeve need not have the same cross-sectional con?guration. 
For example, the retractor may have an elliptical or oblong 
shape if tWo cannulas or passages are formed therein. The 
shape may be ?attened if a slimmer pro?le is needed to pass 
betWeen certain tissue layers. Asquare cross-section may be 
provided if desired. This ability to use any shape provides 
more leeWay in con?guring the expanding portion of the 
retractor, because the expanding portion does not have to 
have a round cross-sectional con?guration. 

In accordance With another feature of the present 
invention, a retractor can also function as tWo or more 
cannulas side-by-side. In those Figures Which illustrate a 
cannula-type retractor having both a tool hole and a scope 
hole at the distal end, the tool hole and the scope hole are the 
ends of longitudinally co-extensive passages extending 
through the retractor body. These passages or lumens serve 
as tWo cannulas. 

As an example of these tWo features, FIGS. 19—21 illus 
trate a mechanical retractor 260 With an elliptical cross 
section and a dual-cannula con?guration. The retractor 260 
has a pair of passages 262 and 264 extending longitudinally 
through the retractor. The retractor 260 has an expanding 
portion 266 With a plurality of expanding arms 268. Grooves 
270, 272, and 274 in the retractor sleeve 276 de?ne the arms 
268 and provide Weakened portions to alloW for radial 
expansion of the arms 268. When the sleeve 276 is com 
pressed axially the arms 268 expand radially outWardly from 
the unexpanded condition shoWn in FIG. 19 to the expanded 
condition shoWn in FIG. 20. 

In accordance With another feature of the present 
invention, the retractors incorporate a projecting portion at 
their proximal ends for manipulating the retractor. The 
projecting portion projects from the surface of the body 
tissues When the retractor is in use. In FIGS. 1—5, for 
example, the proximal end portion 22 of the retractor body 
12 and the proximal end portion 42 of the sleeve 14, along 
With the nut 16, project from the surface of the body tissues 
When the retractor is in use. The retractor 10, When 
expanded, can thus be used to pull or push on tissue to move 
the tissue subcutaneously. Similarly, the retractor 160 illus 
trated in FIGS. 11 through 14 has parts projecting outWardly 
of the incision 190 to alloW external manipulation of the 
sub-surface portion of the retractor. 

This external projecting portion (or handle) is useful in 
many Ways. It alloWs the surgeon to move tissues at Will by 
pulling or pushing on the retractor or using it as a lever to 
move tissue subcutaneously. The surgeon can control the 
Working point deep Within the tissues because he can control 
the exposed portion of the retractor. Also, it alloWs the 
surgeon to block ?uid ?oW, as an expanded retractor can be 
pulled back to seal How and give more room to see and 
Work. The retractor can also free up one hand for the 
surgeon. 

These are all features Which are available to a surgeon in 
open surgery, but not in arthroscopic surgery unless using a 
retractor as described herein. The intermediate portion of a 
retractor of the present invention is rigid enough to provide 
for such manipulation and to provide for precise positioning 
of the expandable portion Within the body tissues. 
Alternatively, the intermediate portion can be ?exible or 
selectively rigidi?able to provide some ?exibility as desired 
in addition. 
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A retractor in accordance With the present invention is 

small and light Weight, and thus can be packaged under 
sterile conditions and be disposable to maintain sterility. 
Current retractors have been constructed Which are about 85 
mm long, about 7 mm across in an unexpanded condition, 
and about 17 mm across When expanded. The amount of 
expansion can be greater or less. The dimensions Will vary 
signi?cantly, of course, With the particular surgical applica 
tion. The number and placement of expanding portions or 
expanding arms Will vary With the application also. 

Retractors have been constructed of polymers such as 
nylon, but can be injection molded of other materials also. 
Retractors can also be constructed of polymers, composites, 
metal such as aluminum, etc. and can have one portion of 
one material and another portion of another dissimilar 
material. The surface of the material can be pebbled or 
roughened or ridged, or have serrated edges, to better grip 
tissue and hold the retractor in position. Of course, the 
surface must still remain smooth enough so as not to damage 
signi?cantly the tissue it contacts. The expanding arms can 
be made of different materials from the remainder of the 
sleeve or of the retractor. Asuitable material for the expand 
able bladder 130 is Silastic® elastomer, Which is available 
from DoW Corning in medical grades. 
The retractor also need not be straight as shoWn in the 

draWings. The retractor can be angled or bent, for example 
at a 45° or 90° angle, in the intermediate portion. Appro 
priate means for transmitting force at an angle are provided 
in such case in order to be able to shorten the sleeve to 
expand the arms. 
The expandable portion 60 can be made of a biodegrad 

able material, and can be made detachable from the remain 
der of the retractor. Similarly, the expandable bladder 130 
can be made of a biodegradable material, and can be made 
detachable from the remainder of the retractor. In such a 
case, the biodegradable portion can be detached and left in 
the body after surgery. This is useful, for example, to prevent 
adjacent tissue planes from scarring together after surgery. 
The biodegradable mass Will in time disappear, alloWing the 
tissues to adjoin after they are healed. 
The expandable portion 60 or the expandable bladder 130, 

or even the entire retractor, can be made of a transparent 
material to provide a better vieW of the operating area and 
improved visualiZation. 
The amount of expansion of the retractors can be varied. 

Retractors of the present invention can be constructed Which 
Will expand up to 600% or more in transverse dimension. 
Retractors of the present invention can be constructed Which 
Will from about a feW millimeters up to about several 
centimeters or more, as is desirable to operate in certain 
areas such as a knee or shoulder joint. This is unattainable 
by any other available device. 
From the above description of the invention, those skilled 

in the art Will perceive improvements, changes and modi 
?cations. Such improvements, changes and modi?cations 
Within the skill of the art are intended to be covered by the 
appended claims. 

I claim: 
1. A device for creating an anatomic Working space for 

performing a surgical procedure comprising a longitudinally 
extending support member having a proximal end and a 
distal end, said support member having a longitudinal pas 
sage extending from its proximal end to a distal portion 
thereof, a radially opening passage at the distal portion of 
said support member in communication With said longitu 
dinal passage, said radially opening passage having a lon 
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gitudinal length signi?cantly greater than the transverse 
Width of said support member, an expander located at the 
distal portion of said support member, said expander being 
so con?gured as to not cover said radially opening passage, 
said expander comprising a tubular sleeve having a distal 
end and a proximal end, said sleeve having a proximal end 
portion disposed adjacent to said proximal end of said 
support member, said distal end of said sleeve having a 

5 

14 
plurality of arms, each of said arms being movable from a 
retracted condition to an extended condition by movement 
of said sleeve relative to said support member. 

2. The device of claim 1 further comprising an in?atable 
member circumscribing said expander. 
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CERTIFICATE OF CORRECTION 

PATENT NO. : 5,888,196 Page 1 of 2 
DATED : March 30, 1999 
INVENTOR(S) : Peter M. Bonutti 

It is certified that error appears in the above-identified patent and that said Letters Patent is 
hereby corrected as shown below: 

Column 1 
Line 31, please change “move tissue” to —- move tissue. - 

Please delete column 1, line 31, beginning with “the subacromial bursa or carpal tunnel. 
In” through column 2, line 22, ending with “expanding portion.” and substitute the 
following language: ' 

-- There are no devices available which allow a surgeon to selectively position various 
tissue masses encountered during arthroscopic surgery. Delicate tissue such as nerve 
tissue or blood vessels is put at risk and can be damaged during an operation. 
Furthermore, the limited space available for the surgeon to work in could make an 
operation more difficult than it could be. ' 

Retractors designed for use in open surgery are unusable in arthroscopic surgery. 
Current bladder devices such as a Foley catheter or those used in percutaneous 
translurninal coronary angioplasty are not useful to retract tissue in arthroscopic surgery, 
because they are made of a soft, pliable, ?imsy material; they work with relatively low 
pressure; and they have smooth walls and a large surface area of contact so as not to 
damage the delicate tissues. Such bladder devices also in?ate into a non-speci?c shape, 
assuming the shape of whatever surface or object they encounter. They do not expand or 
retract at or near the tip, are not rigid enough to be insertable within a joint or among 
muscles, tendons and bones, and are too ?exible to permit specific tissue retraction. 
Bladders can also be perforated during surgery. 

Such bladder devices also do not provide enough force to move tissue as needed in 
arthroscopic surgery, mainly because they are designed to dilate an existing stretchable 
space within the body, such as a blood vessel, and not to create an actual space from a 
potential space such as in the subacromial bursa or carpal tunnel. In contrast, a great 
deal more force is needed to selectively move tissues such as muscles, bones, and 
tendons and expand a potential space therein. One must have a strong, sufficiently rigid 
instrument to do this, and exert much more force and yet protect delicate tissues. One 
also needs the ability to speci?cally direct force in specific locations or directions, not 
merely randomly. A bladder such as a Foley catheter would deform in an uncontrolled 
fashion, not pushing where it is needed most. 

Accordingly, there exists a need for instruments suitable to mechanically specifically 
move tissue, which are small enough to fit through a small opening in the skin and 
which expand to create a working and visualization space in sub-surface tissues. Such 
instruments must be strong enough and precise enough for use in arthroscopic surgery. 
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INVENTOR(S) : Peter M. Bonutti 

It is certified that error appears in the above-identified patent and that said Letters Patent is 
hereby corrected as shown below: 

SUMMARY OF THE INVENTION 

The present invention is a mechanically expandable retractor suitable for arthroscopic 
surgery. The retractor has a projecting portion at a proximal end of the retractor for 
manipulating the retractor. The projecting portion projects from the surface of the body 
tissues when the retractor is in use‘ The retractor has at least one expanding portion, 
which is preferable at the distal end of the retractor for expanding against sub-surface 
tissues when the retractor is in use. The point of maximum expansion of the retractor 
expanding portion is preferably as near to the tip of the retractor as possible. An 
intermediate portion extends between the projecting portion and the expanding 
portion. - 

Column 8 
Line 54, please change “portion 162” to -- portion 182 --. 
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