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HUMIDIFIER CONTROL SYSTEM 

BACKGROUND OF THE INVENTION 

This invention relates to humidi?ers Which utilize elec 
trical heaters in the humidi?cation process. More 
particularly, it relates to control systems for electric humidi 
?ers. 

Humidi?ers are used to add moisture to the air, particu 
larly during the heating season When heating systems greatly 
reduce the humidity. Various items, such as pianos, require 
a precisely controlled humidity in order to function properly. 
Piano humidi?ers are commercially available from Dampp 
Chaser Electronics Corporation, assignee of the present 
invention. Dampp-Chaser humidi?ers utiliZe a Water reser 
voir and a heating rod With a pair of Wicking pads contacting 
the heating rod and the Water inside the reservoir. It is 
desirable for the user of the humidi?er to determine Whether 
or not there is suf?cient Water in the reservoir and to control 
the humidi?er heater. US. Pat. No. 4,150,372, issued to 
Allen Foote, teaches the use of a neon light to indicate the 
fact that the Water in the reservoir is loW. HoWever, the Foote 
patent does not teach a technique for turning off the humidi 
?er When the Water in the reservoir is loW. The present 
invention represents an improvement over the teachings of 
the Foote patent. If the heating rod continues to operate after 
the Water reservoir is dry, or after the pads cease Wicking, the 
air is heated by the rod Without evaporating Water, thereby 
reducing humidity, Which is directly opposite to the purpose 
of the humidi?er. Prolonged operation Without Water causes 
a drying affect, Which is counterproductive and has a del 
eterious action. When minerals, molds and fungus collect on 
the pads, the pads cease Wicking. 

OBJECTS OF THE INVENTION 

It is therefore one object of this invention to provide an 
improved humidi?er. 

It is another object of this invention to provide an 
improved control system for a humidi?er. 

It is also another object of this invention to prevent 
operation of a humidi?er in the absence of Water in the 
humidi?er. 

It is still another object of this invention to provide an 
improved electrical circuit for indicating the absence of 
Water in a humidi?er. 

It is yet another object of this invention to provide a 
circuit for controlling a humidi?er heater and indicating the 
lack of Water in contact With the humidi?er heater. 

SUMMARY OF THE INVENTION 

In accordance With one form of this invention, there is 
provided a humidi?er including a Water reservoir and having 
a top opening. At least one Wicking element eXtends into the 
reservoir. A tube eXtends over the top opening. At least one 
electrical heating element is received in the tube. First and 
second moisture sensor elements are attached to the tube. 
The Wicking element is received over the tube and contacts 
the ?rst and second sensor elements. The sensor elements 
conduct electricity in the presence of moisture on the 
Wicking element and do not conduct electricity in the 
absence of moisture on the Wicking element. 

The humidi?er further includes an electrical circuit. The 
sensor elements and heating element are connected to the 
electrical circuit. The circuit includes a sWitch and prefer 
ably includes an alarm. The sWitch turns off the heating 
element and turns on the alarm, if the alarm is included, 
When moisture is absent from the Wicking element, and turns 
on the heating element and turns off the alarm, if the alarm 
is included, When there is moisture present on the Wicking 
element. 

10 

15 

25 

35 

45 

55 

65 

2 
In accordance With another form of this invention, there 

is provided an electrical circuit for controlling a heating 
element and for indicating a loW level of Water in a humidi 
?er. First and second electrically conductive moisture sensor 
elements are provided. Current Will ?oW betWeen the sensor 
elements in the presence of moisture and Will not How 
betWeen the sensor elements in the absence of moisture. An 
alarm is connected to a voltage source. AsWitch is connected 
to at least one of the sensor elements. A humidifying heater 
is provided. The heater is connected to the sWitch and to a 
voltage source. When the sWitch is on, high current ?oWs 
through the heater and the sWitch bypasses the alarm. When 
the sWitch is off, current Will How to the alarm, thereby 
indicating a loW level of Water, and only a minimal amount 
of current Will ?oW through the heating element, thereby 
turning off the heating element. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The subject matter Which is regarded as the invention is 
set forth in the appended claims. The invention itself, 
hoWever, together With further objects and advantages 
thereof may be better understood in reference to the accom 
panying draWings in Which: 

FIG. 1 is a partial pictorial vieW shoWing an apparatus of 
the subject invention; 

FIG. 2 is a partial side elevational vieW of the heater tube 
of the subject invention With portions removed; 

FIG. 3 is a schematic circuit diagram shoWing an elec 
trical circuit of the subject invention; and 

FIG. 4 is a schematic circuit diagram shoWing an alter 
native embodiment of an electrical circuit of the subject 
invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring noW more particularly to FIG. 1, there is 
provided Water tank 10 having a top opening 12. A pair of 
mounting brackets 14 and 16 are attached to the sides of the 
tank. Aluminum heater tube 18 is attached to brackets 14 and 
16 so that the heater tube eXtends over top opening 12 of the 
Water tank. Insulator caps 20 and 22 are attached to the 
respective ends of heater tube 18. Heater tube 18 is sur 
rounded by an insulating ?lm 19. Apair of moisture sensor 
elements in the form of metal rods 24 and 26 are attached to 
the top of the tube over the ?lm 19 and are spaced apart from 
one another. 

A pair of Wicking pads 28 and 29 are laid across heater 
tube 18 and come into contact With sensor rods 24 and 26. 
The Wicking pads are designed to Wick Water from the tank 
up to the tops of the pads to provide moisture for the 
humidi?cation process. That is, heat from the heater tube 
causes the Wicking pads to heat up, thereby evaporating the 
moisture on the pads. In addition, moisture in the Wicking 
pads create a short circuit across the sensor rods 24 and 26. 

Referring noW more particularly to FIG. 2, heater tube 18 
has a resistance heating element 30 and an electrical control 
circuit 34 received therein. Heating element 30 is connected 
to circuit 34. The heating element is embedded in insulating 
granular ?ll 36. 

Electrical conductors Which are attached to circuit 34 
eXtend through a strain relief bushing 40 and some of the 
conductors eXit the heater assembly through opening 42 in 
insulator cap 22. 

Referring noW more particularly to FIG. 3, there is 
provided control circuit 34 Which is attached to moisture 
sensor rods 24 and 26, to humidifying heater 30, to lamp 
assembly 44 and to one terminal 46 of a 120 volt AC voltage 
source. Circuit 34 includes a triac 50 Which functions as a 
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switch. A ?rst main terminal 58 of triac 50 is connected to 
terminal 46 of the 120 volt AC voltage source. A second 
main terminal 52 of triac 50 is connected to terminal 54 of 
heater 30. Terminal 56 of heater 30 is connected to terminal 
48 of the 120 volt AC voltage source. 

Gate 60 of triac 50 is connected to a semi-conductor 
bilateral sWitch triggering device 62, such as a diac, Which, 
in turn, is connected to resistors 64 and 66. Resistor 66 is 
connected to moisture sensor rod 26. Diac 62 is also 
connected to terminal 46 of the 120 volt AC voltage source 
through capacitor 67. The other moisture sensor rod 24 is 
connected to resistors 68 and 70. Resistor 70 is connected to 
main terminal 52 of triac 50. When there is moisture present 
on sensor rods 24 and 26, current ?oWs betWeen the rods and 
charges capacitor 67, and When the threshold voltage of diac 
62 is reached, the capacitor 67 is discharged through diac 62, 
and triac 50 is gated on and normal current ?oWs through 
heater 30 and through the triac. 

Terminal 54 of heater 30 is also connected to resistor 71 
Which, in turn, is connected in series to resistor 72. Resistor 
72 is connected to diode 74 Which, in turn, is connected to 
capacitor 76. 
Lamp assembly 44 includes neon lamp 78 Which is 

connected to resistor 80. Capacitor 76 is connected across 
neon lamp 78 and resistor 80. Capacitor 76 is also connected 
to resistor 82 Which, in turn, is connected to resistor 84. 
Resistor 84 is connected to terminal 46 of the 120 volt AC 
voltage source. Resistor 84 is also connected to main ter 
minal 58 of triac 50. When triac 50 is on, it effectively shorts 
out the circuit Which includes the lamp assembly 44. 
HoWever, When triac 50 is off, a very loW level of current 
Will ?oW through heater 30 through resistors 71, 72, 82 and 
84, and diode 74 to charge capacitor 76. Capacitor 76 Will 
discharge through the neon lamp 78 When the threshold 
voltage of the neon lamp 78 is reached, thereby creating a 
repetitive ?ash. Triac 50 is not gated on When there is a lack 
of moisture betWeen the moisture sensor rods 24 and 26. 

The humidi?er heater control apparatus utiliZing the cir 
cuit shoWn in FIG. 3 operates as set forth beloW. Water is 
added to tank 10. Water is Wicked up to the top of heater tube 
18 through Wicking pads 28 and 29. The moisture at the top 
of the Wicking pads creates a short circuit betWeen sensor 
rods 24 and 26 causing current to How betWeen the sensor 
rods through resistors 64 and 66 through diac 62 to gate on 
triac 50. High current Will ?oW from terminal 48 of the 120 
volt AC voltage source through heater 30 through main 
terminal 52 of triac 50 to main terminal 58 of triac 50 and 
to terminal 46 of the 120 volt AC voltage source. Humidity 
is added to the air due to the heating of Wet Wicking pads, 
thereby evaporating the Water on the pads. During that 
period, current does not How to the lamp assembly 44. 
When the tops of Wicking pads 28 and 29 become dry, 

Which normally occurs because the Water in tank 10 is loW, 
current Will not How betWeen moisture sensor rods 24 and 
26. Therefore, triac 50 is not gated on. Due to the high 
impedance of resistors 71 and 72, a loW current Will ?oW 
through heater 30 through resistors 71 and 72 to charge 
capacitor 76 Which, as stated previously, Will discharge 
through the lamp assembly 44 causing neon lamp 78 to ?ash. 
The user of the humidi?er Will then see that the pads are dry 
and Will take action to correct the situation, such as ?lling 
the tank. 

Resistors 71 and 72 are high impedance resistors, such as 
130 kilo ohms each, so that the current ?oW through heater 
30 is minimal When triac 50 is off and lamp assembly 44 is 
on. 

The circuit of FIG. 3 described above not only Will 
provide a visual indication that the Wicking pads are dry, but 
Will also effectively shut doWn the heater While there is 

10 

15 

25 

35 

45 

55 

65 

4 
insufficient Water reaching the heating element for the 
humidi?er to operate properly. 

FIG. 4 shoWs an alternative embodiment to the circuit 
shoWn in FIG. 3. FIG. 4 provides controls for the current 
through heater 30, but does not include the loW Water alarm 
feature of FIG. 3. That is, the circuit 35 of FIG. 4 is identical 
to circuit 34 of FIG. 3, except that resistors 71, 72, 82 and 
84, and diode 74 and capacitor 76, all of Which are used to 
control the lamp assembly 44, have been eliminated. Except 
for the operation of the lamp assembly, the circuit 35 Will 
operate the same as circuit 34 described above. 
From the foregoing description of the preferred embodi 

ment of the invention, it Will be apparent that many modi 
?cations may be made therein. It Will be understood, 
hoWever, that the embodiment of the invention is an exem 
pli?cation of the invention only and that the invention is not 
limited thereto. It is to be understood, therefore, that it is 
intended in the appended claims to cover all modi?cations as 
fall Within the true spirit and scope of the invention. 

I claim: 
1. A humidi?er comprising: 
a Water reservoir including a top opening; 
at least one Wicking element extending into said reservoir; 
a holloW tube extending over said top opening; 
at least one electrical heating element received inside said 

holloW tube; 
?rst and second moisture sensor elements attached to said 

holloW tube; said Wicking element received over said 
holloW tube and contacting said ?rst and second sensor 
elements; said sensor elements conducting electricity in 
the presence of moisture on said Wicking element and 
not conducting electricity in the absence of moisture on 
said Wicking element; 

an electrical circuit; said sensor elements and said heating 
element connected to said electrical circuit; said circuit 
including a sWitch and an alarm; said sWitch turning on 
said alarm When moisture is absent on said Wicking 
element and turning off said alarm When moisture is 
present on said Wicking element; said sWitch turning on 
said heating element When moisture is present on said 
Wicking element and turning off said heating element 
When moisture is absent for said Wicking element. 

2. A humidi?er as set forth in claim 1, Wherein high 
current Will ?oW through said heating element When said 
sWitch is on and minimal current Will ?oW through said 
heating element When said sWitch is off. 

3. Ahumidi?er as set forth in claim 2, Wherein said sWitch 
is a semi-conductor device. 

4. A humidi?er as set forth in claim 3, Wherein said 
semi-conductor device is a triac; said triac having ?rst and 
second main terminals and a gate terminal; one of said 
sensor elements being connected to said gate terminal of 
said triac. 

5. A humidi?er as set forth in claim 4, further including a 
semiconductor bilateral sWitch triggering device connected 
betWeen said one of said sensor elements and said gate 
terminal. 

6. Ahumidi?er as set forth in claim 1, Wherein said alarm 
is a lamp assembly. 

7. A humidi?er as set forth in claim 6, Wherein said lamp 
assembly includes a neon lamp; a capacitor connected to 
said neon lamp; said capacitor being charged When said 
sWitch is off; said capacitor discharging through said neon 
lamp, thereby ?ashing said neon lamp indicating the absence 
of moisture betWeen said sensor elements. 

8. A humidi?er as set forth in claim 6, further including a 
high impedance connected betWeen said lamp assembly and 
said heating element. 


