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[57] ABSTRACT 

Enclosure for electrical switching equipment including elec 
trical control or display devices (21) supported on a Wall 
(23) of the enclosure, being accessible from the outside, a 
processing or control unit (20) for these devices Which is 
housed inside the enclosure, and an electrical interface 
device (1) betWeen the devices (21) and the unit (20), the 
interface device (1) being composed of a housing (10) 
comprising a body (11) that houses a printed circuit board 
and encloses a roW of connection terminals (30) and a 
connector (61) to connect the printed circuit board to the 
devices (21) and to unit (20) respectively, characterized in 
that the interface device (1) comprises an attachment part 
(1261) installed on the inside of the enclosure Wall (23) close 
to the devices (21), and the terminals (30) on the device (1) 
are of the quick ?t type. 
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ENCLOSURE FOR ELECTRICAL 
SWITCHING EQUIPMENT 

This invention relates to an enclosure for electrical 
switching equipment including a processing unit such as a 
PLC, electrical control or display devices such as push 
buttons and indicators that may be used or controlled by the 
processing unit, and an electrical interface device betWeen 
the processing unit and the electrical devices. The interface 
device consists of a housing comprising a body that contains 
a printed circuit board and includes a roW of connection 
terminals and a connector to connect the printed circuit 
board to the electrical devices and to the processing unit. 

Electrical sWitches are usually placed in the enclosure 
such that the processing unit and the interface device are 
contained inside the enclosure, Whereas the electrical 
devices are supported on a Wall of the enclosure and are 
accessible from the outside. 

HoWever, With this layout it is necessary to use relatively 
long electrical connection cables to connect the electrical 
devices to the interface device. 

Furthermore, each electrical device is connected to the 
terminals of the interface device through at least tWo con 
nection cables, Which has the disadvantage that a marking 
system is compulsory on the terminals and on the ends of 
each cable. Consequently, marking takes a long time to put 
into place and there are non-negligible risks of errors. 

Furthermore, a knoWn type of interface device, for 
example according to patent application FR 95 01646, 
comprises screW types of connection terminals; conse 
quently the electrical connection betWeen devices on the 
printed circuit is made With connection cables, the ends of 
Which are inserted and screWed into the terminals. The 
installer Wastes time With this type of Wiring. 

Consequently, the purpose of the invention is to over 
come the disadvantages inherent to the electrical connection 
layouts used up to noW in an enclosure, by providing a 
solution that can reduce the length of connection cables 
betWeen the interface device and electrical devices, While 
adapting simply to the siZe of the Wiring area. It also makes 
it easy to perform the connection operation, While reducing 
the number of connection cables and simplifying their 
marking. 

The enclosure according to the invention is characteriZed 
by the fact that the interface device is ?xed to the enclosure 
Wall close to the electrical devices, and the device terminals 
are of the fast connection type. 

Consequently the layout of the interface device thus 
incorporated into the electrical devices environment, 
reduces the length of connection cables and also enables 
pre-Wiring of the electrical devices outside the enclosure 
environment When its Wall is removable. 

Furthermore, fast connection terminals make Wiring sig 
ni?cantly easier and faster. 

The folloWing description With respect to the draWings 
shoWs up the characteristics and advantages of the inven 
tion. In the draWings in the appendix: 

FIG. 1 is an electrical distribution enclosure according to 
the invention; 

FIG. 2 is an exploded perspective vieW of an interface 
device; 

FIG. 3 illustrates a connection cable suitable for being 
installed on the interface device in FIG. 2. 

The electrical distribution enclosure 22 illustrated in 
FIG. 1, comprises at least one processing unit 20, for 
example a programmable logic controller, and electrical 
devices 21 that may be used or controlled by this unit. 
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2 
For example, the electrical devices 21 may be composed 

of display elements such as indicating lights and control 
elements such as push buttons. 

The processing unit 20 is housed inside the enclosure, 
Whereas devices 21 are supported by a Wall 23 of the 
enclosure and are accessible from the outside. 

For example, Wall 23 may form the enclosure closing 
panel. On its inside surface, it comprises a rack 24 on Which 
the plates 21a used to support devices 21 are ?tted. 

Unit 20 and devices 21 are electrically connected through 
an interface device 1. The electrical connection betWeen the 
interface device 1 and devices 21 is made using connection 
cables 40 and betWeen interface device 1 and unit 20 is made 
using a specially adapted electrical cable 60. 

The interface device 1 is designed to be placed on Wall 
23 close to devices 21. 

The interface device 1 shoWn in FIG. 2 is a housing 10 
With a generally parallelepiped and oblong shape. Its overall 
dimensions are small so that it Will ?t into the environment 
of devices 21. 

The housing 10 consists of a body 11, a printed circuit 
board not shoWn on the draWings, and a base 12. The body 
11 and the base 12 are made of plastic. 

The base 12 is ?xed at the back of body 11 to protect the 
printed circuit board and to close the housing body. The back 
is closed by attachments and click ?ttings 13 ?tted on base 
12 that Work in cooperation With complementary body 11 
retaining means 14. 

The housing 10 comprises an attachment part 12a Which 
consists of the rear part of its base 12. The attachment part 
12a is mounted by suitable means either on a plate 21a or 
directly to rack 24. 

The housing body 11 includes a ?rst roW of aligned 
connection terminals 30 longitudinally on one part of its 
front 11a. Preferably, there are not more than eight connec 
tion terminals, so that the siZe of housing 10 can be limited. 

Each terminal 30 is a plug-in terminal ?tted With tWo 
connection pins (not illustrated) soldered to the printed 
circuit. AsWitch 21 is connected to a terminal 30 through at 
least one connection cable 40 (FIG. 3) that comprises a 
connector 41 With tWo female connection elements 42 at one 
of its ends to plug onto the terminal connection pins. At its 
other end, the cable 40 is ?tted With a connector 43 adapted 
to the sWitch 21 connection type. Bene?cially, this connector 
slides along the cable to adapt the cable length betWeen the 
device 1 and sWitch 21; When the length has been 
determined, the connector is ?xed on the cable by appro 
priate tightening means, the connector preferably being 
self-stripping. 

Furthermore, the body 11 comprises a central and lon 
gitudinal recess 50, approximately the same length as the 
roW of terminals 30, above the printed circuit board. 

The recess 50 has a bottom 51 that comprises a roW of 
aligned ori?ces 52 laid out laterally facing the connection 
terminals 30. The ori?ces 52 correspond to electrically 
conducting elements on the printed circuit board, such as 
conducting tracks, Which are connected to the connection 
pins of terminals 30. The conducting parts are thus acces 
sible for an electrical test of terminals 30 through ori?ces 52. 

The bottom 51 also has a pre-prepared electrical marking 
label for each connection terminal 30. 

The depth of the recess 50 is such that a pivoting cover 
53 can be added such that its front plane Q is ?ush With the 
front 11a of the body 11 in the closed position. The cover 53 
and the longitudinal side Walls 50a of the recess 50 have 
pivots 54 and notches 55 at their ends, that can cooperate 
With each other to form the cover hinge. The cover 53 is 
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closed by tabs 56 that click ?t into openings 50b formed in 
the side Walls 50a of the central recess. 

The cover 53 is preferably transparent so that the pre 
prepared marking label at the bottom 51 of the recess 50 is 
visible. HoWever, the transparent cover may have an elec 
trical marking label speci?c to the user af?Xed to it, that 
slides betWeen the shoulders located on the inside surface of 
the cover. 
A second roW of aligned connection terminals 30 may be 

provided parallel to the ?rst roW and symmetric to recess 50. 
Consequently additional test ori?ces 52 are formed in the 
bottom 51. 

The body 11 of the housing comprises an opening 57 
included in the front 11a to alloW passage of a connector 61, 
for eXample a multi-pin connector, betWeen the processing 
unit 20 Which is mounted on the printed circuit board. The 
electrical connection is made using the adapted electrical 
cable 60 ?tted With a complementary multi-pin connector. 
The connector 61 and the electrical cable 60 may be adapted 
to a connection for a factory bus, for eXample of the 
AS-Interface type, as a variant. 

If a multi-pin connector is used, then a distribution 
housing 70 is provided betWeen the interface device 1 and 
the unit 20, to connect the electrical cable 60 to it, infor 
mation from or to the unit 20 on housing 70 then being 
transmitted through tWo separate cables adapted to the unit 
inputs. 

Finally, at the opening 57 end, the housing front 11a may 
be provided With an additional opening 58 through Which a 
loW voltage poWer supply type connector can be passed, 
installed on the printed circuit board. This connector may be 
used to poWer a given type of device 21. 

The arrangement of the electrical connection of devices 
to the processing unit through the interface device in the 
enclosure is as folloWs: 

The processing unit 20 is installed inside the cabinet, 
While devices 21 and the interface device 1 are ?Xed to the 
rack 24 on Wall 23. The interface device 1 is installed as 
close as possible to devices 21 such that the length of the 
connection cables 40 is minimiZed. 

Obviously, several interface devices 1 may be added, 
depending on the number of devices 21 to be installed. 

The connection cables 40 are ?rstly Wired to devices 21, 
their associated ends being adapted to the type of terminals 
for each device. 

The installer can then Write an electrical marking label 
notifying all device connections and can slide it in the 
transparent cover 53 of the interface device. 

Cables 40 are then transferred to the device 1, Where their 
ends 41 are plugged into terminals 30. 

Finally, the interface device 1 is connected to unit 20 
through electrical cable 60. 

Note that depending on its function, a sWitch 21 Will be 
connected by at least one connection cable 40 that includes 
a forWard conducting line and a return conducting line, such 
that there is no need to use tWo separate cables or Wires as 
in prior art. Consequently, this type of cable means that a 
simple marking element can be affixed to connector 41, and 
for eXample may be marked With the function of device 21 
instead of the cable destination, Whereas for Wire to Wire 
type Wiring each Wire has to be marked since it is essential 
to mark its destination. 
We claim: 
1. Enclosure for electrical sWitching equipment including 

electrical control or display devices (21) supported on a Wall 
(23) of the enclosure, being accessible from the outside, a 
processing or control unit (20) for these devices Which is 
housed inside the enclosure, and an electrical interface 
device (1) betWeen the devices (21) and the unit (20), the 
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interface device (1) being composed of a housing (10) 
comprising a body (11) that houses a printed circuit board 
and encloses a roW of connection terminals (30) and a 
connector (61) to connect the printed circuit board to the 
devices (21) and to unit (20) respectively, characteriZed in 
that the interface device (1) comprises an attachment part 
(12a) installed on the inside of the enclosure Wall (23) close 
to the devices (21) , and the terminals (30) on the device (1) 
are of the quick ?t type. 

2. Enclosure according to claim 1, characteriZed in that 
the Wall (23) includes a rack (24) on its inside surface, on 
Which the support plates (21a) for electrical devices (21) are 
mounted, one of the plates (21a) acting as an attachment 
support for the interface device 

3. Enclosure according to claim 1, characteriZed in that 
the inside surface of the Wall (23) supports a rack (24) on 
Which the interface device (1) is ?Xed. 

4. Enclosure according to claim 1, characteriZed in that 
the interface device terminals (30) are of the connection pins 
type and the electrical connection betWeen the terminals (30) 
and the devices (21) is made using connection cables (40), 
each ?tted With a connector (41) at at least one of their ends, 
and this connector plugs into the connection pins of a 
terminal (30). 

5. Enclosure according to claim 4, characteriZed in that 
each connection terminal (30) of the interface device com 
prises tWo connection pins, and the connector (41) associ 
ated With it comprises tWo corresponding female connection 
elements (42), that plug onto the tWo connection pins 
respectively. 

6. Enclosure according to claim 1, characteriZed in that 
the body (11) of the interface device comprises a recess (50) 
approximately the same length as the roW of terminals (30), 
the said recess comprising a bottom (51) located above the 
printed circuit board and Which includes ori?ces (52) placed 
on the side of each of the connection terminals (30) corre 
sponding to the electrically conducting elements of the 
printed circuit board to make them accessible for electrical 
tests, the conducting parts being connected to the connection 
terminals. 

7. Enclosure according to claim 6, characteriZed in that 
the body (11) of the interface device includes a second 
longitudinal roW of connection terminals parallel to the ?rst 
roW of terminals and symmetric to the recess (50), the 
bottom (51) of the central recess comprising additional test 
ori?ces (52) associated With the second roW of terminals. 

8. Enclosure according to claim 6, characteriZed in that 
the recess (50) in the interface device is closed by a cover 
(53) , the front of Which is adapted so that an electrical 
connection terminal marking label speci?c to the user can be 
placed on it. 

9. Enclosure according to claim 8, characteriZed in that 
the cover (53) is installed pivoting on pivots (54) supported 
by the ends of the sides of the recess (50) and With tabs (56) 
that click ?t into openings (50b) formed in the Walls of the 
recess. 

10. Enclosure according to claim 1, characteriZed in that 
the body (11) of the interface device comprises an opening 
(58) for passing a loW voltage poWer supply pin ?tted on the 
printed circuit board. 

11. Enclosure according to claim 4, characteriZed in that 
the connection cable (40) is ?tted With a self-stripping 
connector (43) at its other end, capable of sliding along the 
cable before the cable length necessary for Wiring has been 
determined. 


